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To all whom, it may concern: 
Be it known that I, GEORGE H. HoHNs 

BEEN, a citizen of the United States, resident of Minneapolis, county of Hennepin, and 
State of Minnesota, have invented certain 
new and useful Improvements in Dispensers, 
of which the following is a specification. 
My invention relates to dispensers and 

particularly to dispensers of liquid soap, and 
the object of the invention is to provide a 
liquid soap dispenser, which shall be simple 
and convenient in its operation. 
A further object is to provide a dispenser 

of simple sanitary construction and one in 
which the flow of the contents may be ad justed. 
Other objects of the invention will appear 

from the following detailed description. 
The invention consists generally in various 

constructions and combinations, all as here 
inafter described and particularly pointed 
out in the claims. 
In the accompanying drawings forming 

part of this specification, 
Figure 1 is a top view of a dispenser em 

bodying my invention, 
Fig.2 is a longitudinal cross-sectional 

view, 
Fig. 3 is a front view. 
In the drawing, 2 represents a cup or con 

tainer which is preferably the shape of a 
hemisphere. A lug. 3 is mounted in the in 
side of the container 2 being cast integrally 
therewith. The lug. 3 supports a coiled 
spring 4, which is seated against the inside 
of the container 2. A shoulder 5 is provided 
around the edge of the container 2 on which 
is seated a diaphragm cover 6, preferably of 
thin, flexible metal. The cover 6 is fastened 
to the container 2 by soldering, brazing or 
other suitable means. A nipple 7 is inserted 
in the side of the container 2, said nipple 
being provided with an orifice 8. 9 repre 
sents the liquid contents of the container, 
and said contents may be forced from the 
container through the orifice by pressing in 
Wardly on the diaphragm cover 6, which 
after inward pressure is released thereon 
resumes its normal position by reason of its 
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flexible construction, aided by the outward 
pressure of the spring 4. The flow of the 
contents 9 through the orifice 8 may be regu 
lated by means of an adjustable screw 10 
seated in the inward end of the nipple 7. 
A pair of lugs 11 is provided opposite the 

screw 18, 

nipple 7 on the outside of the container 2 
and cast integrally there with. By means 
of said lugs 11 and a screw 12 the container 
2 is coupled to the end of an arm 13. The 
other end of said arm is supported by the 
projecting flanges 14 of a plate 15, which 
is secured by screws 16 or other suitable 
means to any convenient support 17, Such as 
the wall of a room. The arm 13 is fastened 
between the flanges 14 by means of a screw 
18 passing through a hole 19 in the end of 
Said arm, which is free to oscillate in a hori 
Zontal plane, as indicated by the dottedlines 
in Fig. 1. If desired, the arm 13 may be 
held in a rigid position by withdrawing the 

pushing the end of the rod into 
the recess 20 in the plate 15 and then insert 
ing the screw 18 through the hole 21. 

In its normal position the container 2 
hangs below the arm 13, as shown in Figs. 2 
and 3. To fill said container, it may be 
swung upwardly above said arm, the nipple 
7 removed by means of a wrench, and the 
liquid poured therein through the opening. 
I claim as my invention: 
1. A soap dispenser comprising an arm. 

having means for mounting it in a horizontal 
position on the Wall, a cup pivoted on said 
arm and having a diaphragm-like cover and 
adapted to contain a supply of soap, the 
lower wall of said cup having a soap dis 
charge orifice through which the soap is de 
livered when pressure is applied to said diaphragm. 

2. A liquid soap dispenser comprising a 
semi-spherical soap receptacle having a dis 
charge orifice in its wall, a diaphragm clos 
ing the open side of said receptacle, pressure 
on said diaphragm discharging the soap 
through said orifice, and a suitable support 
whereon said receptacle is pivoted. 

3. A soap dispenser comprising an arm. 
having means for mounting it on a suitable 
support, a cup pivoted on said arm and 
adapted to contain a supply of soap, a thin 
metallic plate closing the open side of said 
cup and normally in a vertical position and 
forming a diaphragm, the wall of said cup 
having a soap discharge orifice through 
which the soap is delivered when pressure 
is applied to said diaphragm. 

4. A soap dispenser comprising a cup 
shaped receptacle having means on its wall 
for pivotal connection with a suitable sup 
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port, a cover diaphragm closing the open ll.0 
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side of said receptacle and normally assum 
ing a substantially vertical position when 
the cup is not in use, the lower Wall of said: 
cup having a plug provided with a discharges'. 
orifice and means for regulating the flow of 
SO 
oating to discharge the soap through said: 
orifice. 

5. A liquid soap dispenser; comprising a . 
semi-spherical soap receptacle having an 
open-side, a diaphragm, closing the openside: 
of said receptacle, said diaphragm being in 
the form of a comparatively thin metallic: 

therethrough, pressure on said cover * 
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sheet fitting into said receptacle adjacent 
said orifice and normally supported in a 
Substantially... vertical plane, said receptacle 
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having-a-filling opening, and a discharge ori 
fice in its wall through which the soap is dis 
'charged when pressure is applied to said 
diaphragm, and means attached to a suitable 
support and whereon said receptacle is 

- mounted. . . . 
In witness whereof, I have hereunto set 

my hand this 2nd day of March, 1917. 
GEORGE.H. HOHNSBEEN. 
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Copies of this patent may be obtained for five. cents each, by addressing the “Commissioners of Patents, o - 
Washington, D. 


