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57 ABSTRACT 
A bed pad, an automobile seat pad, a pillow or a similar 
cushionlike item having therapeutic effects similar to 
those offinger pressure therapy, a good airing function 
and an improved adaptability to the head or waist of the 
user is provided. A cushionlike item according to the 
present invention has a series of continuously arranged 
bag portions containing a large number of stuffing ele 
ments of synthetic resin. 

5 Claims, 18 Drawing Sheets 
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BED PAD, AN AUTOMOBILE SEAT PAD, A 
PILLOW ORASIMILAR CUSHIONLIKEITEM 

FIELD OF THE INVENTION 5 

The present invention relates to a bed pad, an auto 
mobile seat pad, a pillow or a similar cushionlike item 
having therapeutic effects similar to those of finger 
pressure therapy or massage for curing or reducing 
kinks, or stiffened or sore neck and back muscles. 

BACKGROUND OF THE INVENTION 
Cushions and other cushionlike items such as pillows 

containing kapok, fibre, cotton, down, wool, buck 
wheat-chaff, sponge and the like are well known. How 
ever, such an item is generally accompanied by certain 
disadvantages such as absorbing and retaining moisture 
from the exterior to become too wet and warm after a 
long period of use, in the case of a pillow, to keep the 
user's head cool enough to ensure an easy and comfort- 20 
able sleep, and providing an unclean condition that can 
encourage germs and worms to proliferate. In order to 
eliminate these and other disadvantages, a pillow or a 
cushion using a mesh bag as a case and a number of 
small and short cylindrical plastic elements as stuffing 25 
has been proposed. A pillow or a similar item having 
such a construction generally has a good airing function 
and can meet the requirements of cooling the head and 
of having a height adjustability to provide ease and 
comfort of users. While such items have an advantage 30 
for providing comfort of easy and good sleep, they do 
not have any noticeable therapeutic effects of promot 
ing blood circulation and curing kinks and sore muscles, 
effects similar to those that can be brought forth by 
finger pressure therapy and other physical therapeutic 35 
measures applicable to muscles and blood circulation. 
A driver who has been driving an automobile for a 

long period of time can have a heavy fatigue and sore 
muscles and sometimes can fall in a heavy drowsiness, 
which will force him or her to pull in a drive-inn for rest 40 
and to spend some time until he or she can recover and 
resume driving to head for the destination. It would be 
very advantageous for an automobile drive if his or her 
car is equipped with a seat pad having the therapeutic 
effects of physically maintaining the driver's posture in 45 
the correct position, softening stiffened muscles of the 
neck, back and waist, promoting blood circulation and 
preventing excessive perspiration due to the warm seat 
by means of a good airing function of the seat. 
While a conventional bed pad, which is generally 50 

made of wool, synthetic fibre or cotton textile and 
placed between the bed sheet and the mattress of a bed, 
may be good for an easy and comfortable sleep, it does 
not have any therapeutic effects similar to those of 
finger pressure therapy of promoting blood circulation 55 
and curing kinks nor effects of keeping its temperature 
and humidity to a level which is required to ensure an 
easy and comfortable sleep. 

Differently stated, conventional cushions and other 
cushionlike items are mostly soft cushions and do not 60 
have therapeutic effects of physically keeping user's 
posture in good position and promoting blood circula 
tion of his or her body that hard cushions can claim they 
possess. 

Therefore, an object of the present invention is to 65 
provide a bed pad, an automobile seat pad, a pillow or 
a similar cushionlike item having the effects of promot 
ing blood circulation, curing kinks and other sore mus 
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2 
cles similar to those of spot or finger pressure therapy 
and holding the user's posture in a correct position. 
Another object of the present invention is to provide 

a bed pad, an automobile seat pad, a pillow or a similar 
cushionlike item which contains short cylindrical stuff 
ing elements having an improved airing function by 
increasing space among them without forming grooves 
on the outer peripheral surface of the cylindrical ele 
ments. 

Still another object of the present invention is to 
provide a cushionlike item which is hard and rigid 
enough to keep itselfin a form adapted to hold the head 
(or the waist) of the user and at the same time is soft and 
flexible enough to adjust its height to ensure user's com 
fort when used as a pillow by providing composite 
stuffing elements having a high coefficient of friction 
between one another. 
A further object of the present invention is to provide 

a bed pad, an automobile seat pad, a pillow or a similar 
cushionlike item with stuffing of hollow spherical ele 
ments of synthetic resin arranged in a plurality of verti 
cal and horizontal rows in order to provide a good 
airing function and generate therapeutic effects similar 
to those of finger pressure therapy in promoting blood 
circulation. 

SUMMARY OF THE INVENTION 

A cushionlike item according to the present invention 
is characterized by the item compressing a series of 
multifunctional oblong bag portions containing a large 
number of small stuffing elements of synthetic resin. 
A stuffing element according to the present invention 

can have a shape of a short cylinder, a short trigonal 
prism with rounded edges or a hollow ball of synthetic 
resin. Such a spherical element may be used either inde 
pendently or connected with others to form a string of 
beads. 
When a cushion like item according to the present 

invention is to be used as a seat pad in an automobile or 
in a living room, it preferably contains small hollow 
balls of synthetic resin or strings of such small hollow 
balls of synthetic resin that can provide a comfortable 
and soft touch to the user and an airing function as well 
as an effect of spot pressure therapy. 
The synthetic resin to be used for a stuffing element 

according to the present invention may be, for example, 
a hard synthetic resin such as vinyl chloride. Stuffing 
elements according to the present invention made of 
such a synthetic resin can give a comfortable touch to 
the body portions of the user that come to contact with 
the elements because of the appropriate rigidity and 
flexibility they possess. 
A cushionlike item according to the present invention 

is also characterized by the item having a large number 
of short cylindrical stuffing elements contained therein, 
a number of strings arranged zigzag along the front and 
back surfaces thereof and a number of projections pro 
vided on the front side thereof for spot pressure ther 
apy, said stuffing elements becoming rigidly held by 
pulling said strings to make the projections firmly stand 
ing on the surface of the cushionlike item. 
A cushionlike item according to the present invention 

is also characterized by the item containing a large 
number of hollow and spherical stuffing elements of 
synthetic resin, said stuffing elements being connected 
together with strings to form strings of beads which are 
arranged vertically and horizontally in the bag of the 
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cushion item in order to increase its airing function and 
to avoid extremely uneven distribution of the elements 
in the bag that can deteriorate the spot pressure thera 
peutic effects of the synthetic resin balls. 
The above objects and other objects as well as the 

advantages of the prevent invention will become appar 
ent from a consideration of the following detailed de 
scription in conjunction with the accompanying draw 
ings illustrating preferred embodiments of the present 
invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective view of a seat pad according 
to the present invention. 
FIG. 2 is a perspective view illustrating the seat pad 

of FIG. 1 arranged on a mattress. 
FIG. 3 is a lateral sectional view of the seat padmat 

tress combination of FIG. 2. 
FIG. 4 is a perspective view of stuffing elements to be 

used in a seat pad according to the present invention. 
FIGS. 5 through 7 are sectional views of many other 

embodiments of the cushionlike item according to the 
present invention. 

FIG. 8 is a perspective view of a cushionlike item 
according to the present invention provided with pro 
jections for spot pressure therapy on the backside of the 
item. 
FIG.9 is a sectional view of a projection for spot 

pressure therapy held upright on the surface of a seat 
pad according to the present invention. 
FIG. 10 is a sectional perspective view of a seat pad 

according to the present invention illustrating air cells 
arranged between bag portions formed in a row. 
FIG. 11 is a schematic illustration of the arrangement 

of the air cells of FIG. 10 and the way in which they are 
inflated. 
FIG. 12(A) is a perspective view of a seatpad accord 

ing to the present invention showing its front side as the 
pad is fitted on an automobile seat and FIG. 12(b) is a 
similar view showing its back side. 
FIG. 13 is a perspective view of a projection for spot 

pressure therapy to be fitted on an automobile seat pad 
according to the present invention. 
FIGS. 14 and 15 are perspective views illustrating 

different embodiments of the automobile seat pad ac 
cording to the present invention. 
FIG. 16 is a perspective view of an automobile seat 

pad according to the present invention rolled up in such 
a manner that the side on which its ridges are formed is 
facing outside. 

FIG. 17 is a perspective view of an automobile seat 
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pad according to the present invention rolled up in such 
a manner that its flat side is facing outside. 

FIG. 18 is a perspective view illustrating an automo 
bile seat pad according to the present invention folded 
in two so that it may be used as a pillow. 

FIG. 19 is a perspective view illustrating an automo 
bile seat pad according to the present invention folded 
in three portions so that it may be used as a pillow. 

FIG. 20 is an upper plan view of a pillow according 
to the present invention. 

FIG. 21 is a partially cut-out perspective view of a 
pillow according to the present invention. 
FIG.22 is an upper plan view of another embodiment 

of the pillow according to the present invention. 
FIG. 23 is a pillow case to be used with a two- or 

three-folded pillow of the present invention. 

55 
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4. 
FIG. 24 is a schematic perspective view of a cushion 

according to the present invention. 
FIGS. 25(a) through 25(c) are schematic perspective 

views of the cushion of FIG.24 illustrating three differ 
ent ways in which it can be folded to prevent numbness 
of the user's legs while he or she is sitting on it. 
FIG. 26 is a perspective view of still another embodi 

ment of the pillow according to the present invention. 
FIG. 27 is a perspective view illustrating the back 

side of the embodiment of FIG. 26. 
FIG. 28 is a partial sectional view of the embodiment 

of FIG. 26. 
FIG. 29 is a perspective view illustrating four differ 

ently shaped stuffing elements according to the present 
invention. 
FIG.30 is a schematic illustration of stuffing elements 

packed in the case of a cushionlike item according to the 
present invention. 

FIG. 31 is a schematic plan view of stuffing elements 
according to the present invention arranged for use in 
the case of a cushionlike item. 

FIG. 32 is an enlarged view of encircled area A of 
FIG. 31. 
FIGS. 33(a) through (i) are sectional views of one or 

more than one stuffing elements according to the inven 
tion arranged in five different ways. 

FIG. 34 is a schematic plan view of stuffing elements 
contained in the case of a cushionlike item according to 
the invention. 

DETALED DESCRIPTION OF PREFERRED 
EMBODIMENTS OF THE INVENTION 

Now the invention will be described in greater detail 
by referring to the accompanying drawings. 
As shown in FIGS. 1 through 3, meshed cloth sheet 

1 and meshed cloth sheet 2 are stitched together to form 
a continuous series of oblong bag portions 3 of a bed pad 
with cloth sheet 1 constituting a flat side, said bag por 
tions 3 being filled with a large number of stuffing ele 
ments 5 of synthetic resin. In FIGS. 1 and 2, reference 
numeral 6 denotes marginal areas of the bed pad to be 
wrapped around mattress 7 (see FIG. 3) and anchored 
thereto by means of fasteners (sticky tapes) 42 so as to 
cover mattress 7 like a bed sheet. 
Bag portions 3 are filled with stuffing element 5 con 

sisting of a large number of short cylindrical elements 
8a, 8b of synthetic resin and a large number of trigonal 
prism shaped elements with rounded edges 9a, 9b, both 
said short cylindrical elements 8a, 8b and said trigonal 
prism shaped elements with rounded edges 9a, 9b com 
prising shorter and longer versions (see FIG. 29 for 
examples of these elements). 
When a user lays his or her body on the bed pad as 

described above, the well devised composition and the 
flexibility of the stuffing elements exert an effect of 
promoting blood circulation with a slight movement of 
the shoulder, back, waist or legs of the user. The back 
side or rear of the bed pad has a substantially flat surface 
and a user may use the bed pad upside down if it makes 
him or her more comfortable. 
While stuffing elements 5 of the above embodiment 

may be connected together by means of a string 11 as 
shown in FIG. 4 with a view to avoid free movement 
thereof before they are filled in a bag portion of the 
embodiment, such an arrangement is not necessarily 
required. 
FIGS. 5 through 7 show three other embodiments of 

the bed pad according to the present invention, of 
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which FIG. 5 illustrates an embodiment having cylin 
drical bag portions formed continuously by the front 
(upper) and back (lower) meshed cloth sheets thereof 
and FIG. 6 illustrates an embodiment having ridges 
formed on the front side thereof with a space provided 5 
between two neighboring ridges, while FIG. 7 illus 
trates an embodiment having cylindrical ridges formed 
on the front side thereof. 

Since a bed pad according to the invention comprises 
a large number of small stuffing elements contained 10 
therein, it can be easily folded as desired and can be 
subjected to washing whenever necessary without dete 
riorating its quality. 

Since a bed pad according to the invention has a good 
airing function and excellent therapeutic effects, it can 15 
be advantageously used for an aged person who stays in 
bed without causing bedsores. It can also be advanta 
geously used in a family having a small child because it 
effectively eliminates the urine that has been accidently 
discharged into the bed pad by the child. 20 
Abed pad according to the present invention may be 

provided with a number of pieces of sticky tape on its 
back side as shown in FIG. 8, each of said sticky tape 
pieces 12 is so designed as to removably hold a chip 18 
having a protrusion 13 on its top provided with a per- 25 
manent magnet 15 to be used for spot pressure therapy 
when attached to the sticky tape piece to form a projec 
tion on the bed pad as shown in FIG. 9). Having such a 
construction, a bed pad according to the present inven 
tion can be advantageously used as a spot pressure de- 30 
vice for curing kinks of the user in synergism with the 
effect of the magnetic force of magnet 15. 
FIG. 10 illustrates an embodiment of the bed pad 

according to the present invention comprising oblong 
air cells 16 arranged in such a manner that each of said 35 
cells 16 is placed between two neighboring bag portions 
3 and designed in such a manner that they can be in 
flated or deflated by means of pump P which pressurize 
or depressurize tank 17 as is shown in FIG. 11 to adjust 
the inner pressure of the air cells so that the user's body 40 
may be supported both by air cells 16 and bag portions 
3. Such an arrangement is advantageous in that it avoids 
a situation where the body is supported by the bed pad 
by relatively narrow areas and that it nevertheless has a 
massaging effect for promoting blood circulation. 45 
Hence such an arrangement may be advantageously 
used for an elderly person staying in bed every day as it 
can effectively prevent the user from suffering from 
bedsores and stagnated blood circulation which can be 
caused as a result of staying in bed for a long period of 50 
time. 
FIGS. 12(A) and 12(B) illustrate a cushionlike item 

according to the invention designed to be used as a seat 
pad of an automobile, the item comprising a series of 
continuous oblong bag portions 19 formed by stitching 55 
a pair of meshed cloth sheets together and filled with a 
large number of stuffing elements. In FIG. 12, left side 
A illustrates the seat pad placed on an automobile seat 
with its front side having ridges facing outside, while 
right side B illustrates the seat pad with its substantially 60 
flat back side facing outside. With such arrangements, 
the pad can provide spot pressure at two different level 
that can be selected in accordance with the physical 
condition as well as the preference of the user. 
The surface of the back side of the above described 65 

seat pad is provided with a number of pieces of sticky 
tape 12a, to each of which clip 18a (see FIG. 13) to be 
used for spot pressure therapy may be removably fitted. 

6 
Said chip 18a comprises protrusion 13a at its top pro 
vided with a small permanent magnet 15a and a piece of 
sticky tape 14a at the bottom that corresponds to sticky 
tape piece 12a. It may be apparent that the above de 
scribed seat pad which is originally designed for use in 
an automobile may be used at any place as a spot pres 
sure therapeutic device. 
FIG, 14 illustrates another embodiment of the seat 

pad according to the invention to be used in an automo 
bile, said seat pad comprising a number of oblong bag 
portions 20 formed by stitching two meshed cloth 
sheets together and arranged side by side in vertical 
direction. The two bag portions 20a formed at the side 
extremities of the seat pad have dimensions larger than 
those of the rest of the bag portions with the view of 
increasing adaptability of the seat pad to the sides of the 
user's waist. 
FIG. 15 illustrates still another embodiment of the 

seat pad adapted to be used in an automobile according 
to the present invention which has dimensions which 
are suitable for supporting just the back of the user. 

It should be noted that a cushionlike item according 
to the present invention comprising a number of oblong 
bag portions which are filled with a large number of 
small stuffing elements may be used as a pillow as well 
as a seat pad for an automobile. 
FIG. 16 shows a seat pad rolled up in such a manner 

that the side on which its ridges 21 are formed is facing 
outwardly, whereas FIG. 17 illustrates the seat pad of 
FIG. 16 rolled up in such a manner that the side on 
which its ridges 21 are formed is facing inside. As seen 
from these two illustrations, a seat pad having a con 
struction in which two meshed cloth sheets are stitched 
together to form oblong bag portions only on one side 
can be utilized in two different ways with different 
specific levels of pressure applicable to the user when 
rolled up with a view to use it as a pillow. It would be 
needless to say that it can be used as a seat pad for an 
automobile when it is unrolled. 
An automobile seat pad according to the invention 

can be fitted to an automobile seat either by means of a 
number of strings attached to the pad or by using re 
movable attaching means such as sticky tape pieces or 
spring hooks. 
An automobile seat pad according to the invention 

can be used as a pillow by folding it in two or three 
segments as shown in FIGS. 18 and 19. Also it may be 
used either independently or where it is contained in a 
pillow case 22 as shown in FIG. 23. 

FIG. 20 illustrates still another embodiment of the 
pillow according to the present invention comprising a 
number of relatively large bag portions 43 arranged 
horizontally on its upper portion and a number of rela 
tively small bag portions 44 arranged vertically on its 
lower portion. When it is folded into two along the 
border line between the two portions to form a pillow 
with ridges facing towards the outside, the pillow will 
be provided with two sides having different levels of 
pressure to be applied to the user's head. 

FIG. 21 illustrates an embodiment similar to that of 
FIG. 20, in which, however unlike the latter, ridges of 
two different dimensions 44' and 43' are arranged in the 
same direction. As in the case of FIG. 20, such an ar 
rangement also produces a pillow having two different 
levels of pressure selectively applicable to the user's 
head. 
FIG.22 shows still another embodiment of the pillow 

according to the present invention in which small bag 
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portions 43' and large bag portions 44' are alternately 
arranged on one side of the pillow. When the pillow is 
folded into two with ridges facing outwardly, the user 
can selectively obtain different levels of pressure ap 
plied to his or her head only by slightly shifting the 
position of the head on the pillow. 

FIG. 24 illustrates an embodiment of the cushion 
according to the present invention comprising on one 
side bag portions. A forming a number of semicircular 
ridges 20 arranged in parallel and bag portions B, C and 
bag portions D forming a number of longitudinally 
arranged straight ridges 23, of which bags A and B and 
A and D are respectively detachably connected with 
one another by means of zippers 50 and 50, ridges 20 
and 23 being filled with a large number of small stuffing 
elements of synthetic resin. Zippers 45, 45' are provided 
on the other side of the cushion so that the stuffing 
elements may be taken out by opening the zippers. 
When this cushion is folded in such a manner as shown 
in FIG. 25(a) so that bag portions B, C and D are over 
bag portion A, then in a manner as shown in FIG. 25(b) 
so that bag portion D is lapped on bag portion C and 
finally as shown in FIG. 24(c) so that bag portions B are 
lapped on bag portion D, there will be formed a lump 46 
that can serve for preventing the legs from becoming 
numb after long time of sitting thereon. 
FIGS. 26 through 28 illustrate another embodiment 

of the present invention which can be used both for an 
automobile seat pad and a pillow, the embodiment com 
prising a number of bag portions 24 containing a large 
number of short cylindrical stuffing elements 23. This 
embodiment also includes a number of spot pressure 
therapeutic chips 25 projecting above the surface of the 
pad and anchored by string 27 to the pad that runs 
through a pair of through bores 26 of chip 25 formed in 
its lower portion to connect the chips one another as 
best shown in FIG. 28. String 27 goes into one of the 
bores 26 of chip 25 located on the front side of the pad 
from the lateral side of the chip, comes out of the open 
ing of the bore found at the bottom thereof, proceeds to 
hole 29 provided on anchor plate 28 attached to the 
back side of the pad, goes through the other hole 30 of 
the anchor plate and then through the other through 
bore 31 of the chip, enters bag portion 24 through eyelet 
32 and comes out through eyelet 33 and then goes into 
the adjacent chip through its lateral opening of one of 
its bores. With such a construction as described above 
for a seat pad, the projections of the pad formed by 
chips can be firmly and rigidly held onto the pad by 
pulling the strings. Therefore, it will be understood that 
the level of pressure to be applied to the body or the 
head of the user by the chips for spot pressure therapy 
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can be adjusted by altering the degree of tension of the 
strings that hold the chips. It may be advisable that the 
pad be used with the backside facing outwardly when it 
is used as an ordinary pillow. 
A pillow having such a configuration can be utilized 

in a manner similar to that of using an ordinary spot 
pressure therapeutic device. For example, the neck may 
be placed on the pillow so that the back of the neck is 
pressed against projections of the pillow and then 
moved back and forth or right and left to administer a 
spot pressure therapy. Similarly, the back of the body 
may be placed on the pad so that the back is pressed 
against the projections and moved in lateral directions 
with the body weight being held with the right and the 
left halves of the back alternately. 

55 
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While a stuffing element of synthetic resin to be used 
for a cushionlike item according to the present inven 
tion can take the form of a short cylinder, a small hol 
low ball or the like, when a mixture of short cylindrical 
elements 8a, 8b and trigonal prisms 9a, 9b with rounded 
edges, each type of element having a longer and a 
shorter versions, is used as shown in FIG. 29, contact 
areas between peripheries of cylindrical elements and 
trigonal prisms are significantly reduced and those be 
tween peripheries of elements and openings of cylindri 
cal elements are significantly increased. Thus vertically 
elongated spaces are formed the elements which in turn 
improve the airing function of the pad and provide an 
enhanced adaptability to the head and the waist of the 
user's body (see FIG. 30). 
FIG. 31 illustrates a upper plan view of stuffing ele 

ments which can be used in a cushionlike item accord 
ing to the present invention. The elements a large num 
ber of hollow spherical elements 34 connected together 
by means of vertically and horizontally arranged arms 
to form a gridwork 36 of beads. Such a gridwork of 
stuffing elements may be used in a bed pad, an automo 
bile seat pad, a pillow or a cushion according to the 
present invention either in a single-layer or in a multi 
layer arrangement. 
An airing hole 35 is formed on each hollow spherical 

element 34 of synthetic resin, which, when the element 
is compressed under the weight of the user, ejects part 
of the air that has been contained in the element to the 
surface of the body that lies in contact with the pad. In 
an embodiment using gridworks of elements as de 
scribed above, an air inlet valve is provided at each end 
of the arms of the gridwork in such a manner that the 
valves become closed when the spherical elements are 
compressed and the valves become opened when the 
spherical elements are released. It should be noted, 
however, that provision of such air inlet valves is not a 
mandatory requirement and that air may be introduced 
from an end of each of the arms of the gridworks used 
in the pad and ejected from the hole provided on each 
of the spherical elements of the gridworks. 
A stuffing element of synthetic resin to be used for a 

cushionlike item according to the invention preferably 
takes the form of a ball, an oblong ball or a cylinder. 
Each of the stuffing elements to be used for a cushion 
like item according to the invention preferably have 
different dimensions so that the cushionlike item con 
tains stuffing elements of different sizes for the effect of 
spot pressure therapy. 
While the stuffing elements contained in a cushionlike 

item according to the present invention are preferably 
connected to one another in order to ensure a good 
passage of air therethrough, they need not necessarily 
be assembled into one piece so long as the arrangement 
of the elements in the item ensures a good passage of air. 
While stuffing elements are assembled into gridworks 

in the above description and illustrations, they may take 
different forms of assembly and a plurality of such as 
semblies may be used in a multilayer construction in 
order to obtain a desired height for the item. 
While a gridwork to be used for a cushionlike item is 

generally formed in one piece, it may also be formed by 
combining different pieces as illustrated in FIGS. 33(a) 
through 33(i), each of which consists of a single element 
or a plurality of elements that comprise arm members 
that can be connected with one another to form an 
assembly as shown in FIG. 31. 
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The connecting arm members illustrated in FIG. 32 

consist of two different types, thin arm members 37a 
and thick arm members 37b the latter of which can be 
engaged with thin arm members 37a such that they can 
be connected with one another to form a long and large 
assembly. 
While a stuffing element can have two arm members 

as shown in FIG. 33(f), four arm members as shown in 
FIG.33(a) or six arm members as shown in FIG.33(e), 
an element having a large number of arm members may 
be advantageously used because any unoccupied arm 
member(s) can provide airing holes and a cushionlike 
item containing such elements may be provided with an 
improved airing property. 
A cushionlike item according to the present invention 

can be formed by filling it with stuffing pieces of the 
type as illustrated in FIG. 31 or with a mixture of such 
stuffing pieces and stuffing elements having a configura 
tion of short cylinder and those with a configuration of 
trigonal prism as shown in FIG. 29. The item may also 
be formed by filling it with a mixture of stuffing pieces 
as shown in FIG. 31 and those shown in FIGS. 33(a) 
through 33(i) or any known filling materials. When a 
cushionlike item is filled with stuffing pieces of the type 
as shown in FIG.33 in combination with short cylindri 
cal stuffing elements, the item can exert an excellent 
effect of spot pressure or massage therapy for curing 
kinks and sore muscles. 

APPLICABLE INDUSTRIAL FIELD OF THE 
INVENTION 

As apparent from the above description, since a cush 
ionlike item according to the invention is provided with 
a number of ridges formed on its surface with or with 
out projections and filled with stuffing elements of syn 
thetic resin, it has an excellent therapeutic effect of 
promoting blood circulation and curing kinks and sore 
muscles as well as a desirable property of providing 
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good airing and also has adaptability to both the user's 
head or waist, providing a wide range of applications in 
the field of bed pads, automobile seats, pillows and 
cushions. 
What is claimed is: 
1. An item for use as a cushion such as a bed pad, an 

automobile seat pad, a pillow, a cushion and the like 
having a front surface and a back surface, both surfaces 
being made of a meshed cloth material, the item com 
prising a plurality of parallel and generally contiguous 
continuously arranged, generally elongated bag-like 
bodies each containing a large number of stuffing ele 
ments of hard synthetic resin, the front surface of the 
item being a series of ridges forming undulated convex 
portions and the back surface of the item being essen 
tially flat. 

2. An item for use as a cushion according to claim 1 
wherein said bag-like portions are formed from meshed 
cloth material stitched to another meshed cloth mate 
rial. 

3. An item for use as a cushion according to claim 1 
wherein a plurality of pieces of sticky tape are secured 
in a fixed space relation to the back surface and at least 
one chip is removably secured to one of the pieces of 
tape by a piece of tape secured to the chip, the chip 
including a protrusion with one end with the tape se 
cured thereto and an opposed end having a magnet 
thereon. 

4. An item for use as a cushion according to claim 1 
wherein at least one of the bag-like bodies is larger than 
the other bag-like bodies. 

5. An item for use as a cushion according to claim 1 
wherein an elongated air bag is mounted between two 
adjacent bag-like bodies, said air being capable of re 
ceiving air from a pump and capable of exhausting air 
such that the air bag can be repeatedly expanded or 
contracted. 
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