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This invention relates in general to an exer 
ciser, and is more particularly concerned with 
a portable exerciser that is designed to exer 
cise the legs and trunk of the person using it 
and is particularly characterized in employing 
principles of operation wherein. the general form. 
of a turntable is arranged for reciprocable action 
in a horizontal plane, the top surface of which 
is substantially flat and arranged to receive the 
feet of a standing person. - - - - - 
The subject device is a continuation in part 

of a mechanical exerciser disclosed in my co 
pending application, Serial Number 720,121, en 
titled “Exerciser,” now abandoned. 
The contemplated exerciser is arranged so 

that a person standing upon the platform is 
guided and assisted in effecting swinging move. 
ment of the body in a hula-hula fashion with 
the result of awakening lazy muscles about the 
legs, feet and waist as the turntable reciprocates 
in an arcuate motion. It has been proven and 
noted medical authorities agree; that such exer 
cise of the waist of a person's body vitalizes 
muscles seldom used and hence is conducive to 
relieving strain, fatigue and facilitating in 
provement of body lines. Obviously, an exer 
ciser as contemplated herein and employing, the 
principles of operation of the subject device 
effectively conditions the abdominal muscles, 
Stimulates the blood stream and normalizes the 
body functions in general. 
The present improvement. in exercisers is di 

rected to simplify their construction and their 
mode of Operation so that the simple arcuate 
movement of the platform is effectively con 
trolled to provide and translate proper move 
ment to the user's body, thereby to accomplish 
more advantageously the desired proper exer 
cise of the legs and lower portions of the torso 
of the user. Moreover, the present device seeks 
to employ conventional parts wherever necessary 
and possible, thereby to effect reduction in the 
cost Over the prevailing types of exercisers press 
ently, employed. 

Accordingly, an object and accomplishment of 
the invention are to provide an exerciser, the 
construction and operation of which are particu 
larly characterized as employing principles which 
Will prolong the life and term of the operation 
of such exercisers. 

It is a particular object and accomplishment 
of the invention to provide an exerciser which 
will furnish proper and controlled exercise for a major portion of the body in an extremely sim 
ple and efficient manner, 
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2. 
Another object of the invention is to provide 

an improved exerciser by co-relating and espe 
cially designing the various elements thereof, 
Whereby there shall be such cooperation between 
said improved elements as will best serve the 
purpose of providing an efficient exerciser facili 
tating simple arcuate movements and capable of 
being manufactured at low cost and yet giving 
the maximum of satisfactory service in use. 
A further object and accomplishment of the 

invention is to provide ari improved exerciser de 
sigiñed för advantageous employment as a port 
able exerciser of relatively small dimension and 
which shall have a novel and compact arrange 
linent of parts Whereiri said parts can be readily 
assembled and serviced. 
A more detailed object of the invention is to 

provide än exerciser particularly characterized 
by its arrangerinent and design of parts to effect 
a controlled simple oscillating movement to the 
platform upon which the feet of a user is dis 
posed, said controlled oscillating movement be 
ing accomplished by motor means mechanically 
operatively associated with the platform, where 
by the cooperative efforts of the motor means to 
accomplish the oscillating movement of the plat 
form and the swinging of the body of the user 
Will effect a motion particularly advantageous 
and conducive to exercise the waist of a person's 
body and Vitalize abdominal muscles which are 
Seldom used, stimulate the blood stream and 
effectively normalize the body functions in gen 
eral., 
The invention seeks, as a further object, and 

accomplishment, to provide an exerciser as con 
templated herein and characterized by an ar 
rangement of parts to more advantageously and 
Satisfactorily perform the function required of 
it and adapted to provide a compact unit, which 
Will. Successfully combine the factors of struc 
tural Simplicity and durability, and yet be eco 
nomical to manufacture. 
Additional objects, features and advantages of 

the invention disclosed herein will be apparent 
to persons skilled in the art after the construc. 
tion and operation are understood from the with 
in description. 

it is prefefred to accomplish the various ob 
jects of the invention and to practice the same 
in substantially the manner as hereinafter more 
fully described, and, as particularly pointed out. 
in the appended claim. 
With the above and other incidental objects in 

view, the invention has other marked improve 
ments and Superiorities which radically distin 
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guish it from presently known structures, these 
improvements in the invention residing in the 
novel construction and cooperative function of 
the parts thereof, the combination of the parts 
and the arrangement thereof as illustrated in 
the drawing and which will be more fully de 
Scribed hereinafter and particularly pointed out 
in the claim. 

In the accompanying drawing on which there 
is shown a preferred embodiment of the inven 
tion. 

Fig. 1 is a perSpective view of an exerciser en 
bodying the features of this invention and show 
ing the position of a person while using the 
device; 

Fig. 2 is a top plan view of the exerciser depicted 
in Fig. 1; 

Fig. 3 is a vertical Sectional view of the exerciser 
depicted in Fig. 2 and illustrating the relative 
disposition of the parts of this invention; and 

Fig. 4 is a bottom elevational view of the exer 
ciser depicted in Figs. 2 and 3 and being taken 
Substantially on the plane of the line 4-4 in 
Fig. 3. 
The drawing is to be understood as being more 

or less of a Schematic character for the purpose 
of illustrating and disclosing a typical or pre 
ferred form of the innprovements contemplated 
herein and in the drawing like reference charac 
ters identify the same parts in the several views. 

in the exemplary embodiment of the inven 
tion depicted in Figs. 1, 2, 3 and 4, the exerciser 
is designated in its entirety by the numeral 28 
and comprises, in general, a base designated in 
its entirety by the numeral 2 and formed to 
define a Substantially circular shape and ar 
ranged to be placed on the floor, a piatform desig 
nated in its entirety by the numeral 22 and being 
mechanically operatively associated with and 
carried by Said base, power transmission means 
designated in its entirety by the nulneral 23 and 
comprising a motor 24, a transmission 25 carried 
by the base 2A, and a belt drive means 26 opera 
tively associated with the transmission 25 and 
portions of the base 2 and having means for 
connecting and transmitting power to said plat 
form to effect controlled oscillatory movement 
thereof, Said platform 22 having a normal posi 
tion of rest and being arranged to rotate in an 
arc in a horizontal plane on a vertical axis be 
tween extreme positions at each side of the nor 
mal position of rest, said arrangement being par 
ticularly characterized in its mode of operation 
by the cooperative efforts of the power transmis 
Sion means 23 and the operator to impart oscil 
latory movement to the platform 22. 

Referring more particularly to Figs. 3 and 4. 
it can be seen that the base 2 f is preferably 
formed from a suitable metal by, for example, 
casting or any other convenient means and the 
base is provided with radially disposed spokes 30 
formed So that they may join integrally with the 
perimeter 3 of the base 2 and a centrally dis 
posed hub 32. 

It is notable that the hub 32 of the base 2 
is preferably cast over a hollow preformed bear 
ing member 33 having an axialily disposed internal 
cylindrical Sleeve bearing surface 34 and an out 
Wardly projecting annular flange 35 at the upper 
end thereof. It has been found to be particularly 
advantageous to form the bearing member 33 of 
bronze. Moreover, the bearing surface 34 may 
be provided with grooves as indicated at 37 for 
the purpose of properly retaining and distributing 
a Suitable lubricant. 
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4 
The platform 22 is arranged to be limited in 

its rotary movement so as to provide an oscil 
latory action resulting from the cooperative 
efforts of the power transmission means 23 and 
the operator to impart oscillatory movement to 
the platform in a simple arcuate notion. More 
over, the platform 22 may also be formed, for 
example, by casting by any convenient conven 
tional practice and, preferably, is cast On a pre 
formed mating bearing member 40 which is pro 
vided with an outer cylindrical sleeve bearing 
Surface 4 and an out Waldly projecting annular 
flange 2 arranged to engage the corresponding 
parts of the hub bearing 33. 

Particular attention is invited to the fact that 
by casting the base member 2 and the platform 
member 22 on their respective preformed bearing 
members 33 and 8, it is unnecessary to inachine 
or otherwise finish these bearing linenbers, and, 
the under face of the outwardly projecting annu 
lar flange 42 is arranged to iide upon the up 
ward face of the outwardly projecting flange 35, 
thereby providing complementary horizontal and 
Vertical bearing Surfaces for rotatably Support 
ing the platform 22 On the base 2 i So that the 
platform may rotate in an arc in a Substantially 
horizontal plane on a vertical axis between ex 
treme positions at each side of a normal position 
of rest. 

in referring to FigS. 3 and 4, it can be seen that 
the under Side of the platform 22 is provided with 
an annular depending flange 45 which is arranged 
to Operate within the outwardly extending an 
nular Wall 6 of the base 2 f and is connected with 
the central portions thereof by means of the de 
pending radially disposed Stiffening ribs 47 of 
Which there are eight equi-distantly and uni 
for inly disposed about the central axis of the 
platform 22. The inner ends of these stiffening 
l'ibs 4f are connected integrally with the cen 
trally cast pivot post f8 illustrated as being dis 
pOSed internally of the bearing 43. 

In order to retain the relative operative posi 
tions of the bearing members 33 and 3 there is 
provided an annular groove 49 disposed on the 
bearing Surface 4 adjacent the lower end there 
of and arranged to receive a suitable lock ring 50 
having portions thereof engageable with lower 
portions of the bearing 33, thereby to prevent 
upward movement of the bearing 60 and the plat 
form 22. 
The base is provided with a bottom 52 secured 

to the underside of the base by means of screws 
53 adapted to be received into threaded aper 
tures (not shown) disposed on bosses Sii forming a 
part of the Spokes 30. 
Adverting to Figs. 3 and 4, it can be seen that 

the power transmission means 23 comprises the 
electric motor 24 having a suitable housing 55 
arranged to be Seculed to the base 2 by means 
of Suitable boltS 56. it is advantageous to em 
ploy a combination motor-transmission assembly 
Whereby both units may be disposed in a single 
housing and effect a more pleasing design. 

In the motor-transmission assenably as illus 
trated there is provided an output shaft 57 ar 
l'anged to receive a pulley 58 adaptable to carry a 
belt 69 which is arranged to ride upon and trans 
mit power to a pulley 60 carried for rotative 
movement by a pivot pin 6 carried by a spoke 
Of the base 2 f. 

Fixedly Secured to upper portions of the hub of 
the pulley 60 and arranged to rotate therewith 
is a crank arm 63 having one end thereof pro 
jecting slightly radially outwardly of the periph 
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erry of the puey, 60 and provided with aži aper 
ture adaptable to receive a pivot pin 65, which 
interconnects a connecting link 65 withi the crank 

ir 3. Die end of the i conecting link: $6 iS 
pivotally Secured to a blacket 68 which is fixed 
to a lig i by any convenient neaiš, for ex 
Kape, sy the Nut ; , Said lug i being an in 

tegiai pari di a, Štifening rib 47 di the plat 
fGPL º. 

TLS ši?, C2. 88 ??? e Se? that the dWe earS 
the piileys iš and $3, and the 

geit :3 arr3:ged to ride upon Said palleys, Will 
impat; a f'bi??ating ritoWeinent to the Caramk aria 
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to follow and effect an Oscillatory movement of 
the platform 22, said platform having a normal 
position of rest and being arranged as herein 
before descried to rotate in an arc in a horizon 
tal plane On a v?rtical axis between-extreme posi 
tions aš each Side of the norminal, position of 
IceSt. m 

In order to preload the platform and to pro 
vide prope balance ti šie Systein undei certain 
Conditions there is providec Suitabie Spfing 
means iš haGving one end 6 thereof connected 
to a lug forning an integra part of a, stiffen 
ing frip ? Of the platform 22. The other end 
3 of the spring is is connected to a lug 9 

forming an integral part of a spoke 3 of the 
base R. 
Under Soithe conditions Such as, for example, 

when the exerciser is to be enployed by a child 
Whose Weight naturally is entirely different from 
that if a 488 Vy Set grownup, it inay be desirable 
to provide additional Spring Eleans (not showin) 
Siria to that as shown at 5 but applied to 
and con:2cted With a lug 3, forming an integra 
part cf another stiffening rib is of the platform 
22, aid a lug if fortning an integral part of 
another Spoke 3 of the base 2. 
Thus it can be seen that the exerciser may be 

preloaded and properly halanced by merely inak 
ing a proper Selection as to the spring size or 
by adding or subtracting the number of springs 
as needed. 

It has been found advantageous for the pur 
pose intended to employ a belt drive as herein 
before disclosed; however, it is obvious that the 
beit drive may be replaced by a chain drive or 
by the employinent of Suitable gears. The belt, 
drive is preferable because of its silent opera 
tion and because the resiliency of the belt, pro 
vides a Smoother harmonic motion. Other ad 
Vantages of the belt drive will be described in 
detail in the operation of the device. 

In order to provide a Source of electric power 
to the notor theire are provided suitable electric 
conduits such as, for exariple, the wires 85 hav 
ing a suitable electric plug (Ilot, showin) disposed 
at One end thereof and arranged to be received 
into a conventional electric wall socket. Ad 
verting to Fig. 1, it can be seen that the opera 
tor has a switch 86 in one of her hands so that 
she may control the Starting and stopping of 
the device, this SWitch pairg interconnected with 
the motor 23 by Eneans of the electric wires 8. 
Although there is illustrated a Switch and Wire 

arrangement to be held in the hand of the user, 
other forms of switches may be employed such 
as, for example, a SWitch may be inserted on the 
upper face of the platform 22 so that when the 
user steps upon the platforn. She may step upon 
the Switch to cause the machine to operate and 
when she desires the machine to be stopped her 
foot can be removed from the Switch. 
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6. 
The operation of the device is: as follows: Rea 

feffing to Fig, 1, it Cambe"Seen that thie fan Ciful 
figure; of a user of the exerciser 2 is disposed 
upon tie platform. 22. When tie proper position 
is aSSuined the Switch 86 is turned on and by 
virtue of the power transmission rechanism 23 
the platform will begin to osciliate in a simple 
arcuate motion to guide the use in controlled 
nnndóvemients. Èt is ininportant to Understand that 
tie operator cooperates with the OScillating 
novenieri, of the platform 22 by Swinging the 
body in a hula-hua, fashion in a magnitude as 
desired. In this connection it is notable that 
the power tariSEmissic inea is 23 is So balanced: 
that the Seir may oppose, to a degree, the os 
ciliatinig Eriov??ñeat óf the platforii, Which döp 
position in effect piaces a strain on certain of 
thiê?üšßi?s óf the body to effect ?Xxercise there 
of. By the same token the operator can in 
crease the magnitude of oscillating movement by 
following the movement of the platform and 
vigorousiy Swing the body in a hulai-hula, fashion, 
thereby to effect exercise of the muscles in a 
different anner from that hereinbefore de 
scribed. Thus by varying the technique a coin 
plete range of controlled exercise of the muscles 
is provided. 

it is notable that the exercise and the move 
ments resulting from the subject device is dis 
tinguishable from other types of exercising de 
vices Such as, for example, the hobby horse or 
the vibrating type or the type which Oscillates 
in a Wertical plane. Moreover, the result of the 
exercise given by the contemplated device is 
the awakening of lazy muscles of the legs, feet 
and Waist as the platform 22 moves in an arcuate 
notion. It has been proven and noted medical 
authorities agree that Such exercise of the waist 
of the perSon's body Vitalizes muscles seldon 
used and hence is conducive to relieving strain, 
fatigue and facilitating improvement of body 
lines. Furthermore, the subject device effec 
tively conditions the abdominal rinuscles, stimu 
lates the blood stream and normalizes the body 
functions in general. 
Fron the foregoing disclosure, it may be ob 

Served that I have provided an improved exer 
ciser Which efficiently fulfills the objects there 
of as hereinbefore set forth and which provides 
numerous advantages which may be summarized 
as follows: 

1. Structurally simple, efficient and durable; 
2. Economical to manufacture and readily 

adaptable to mass production manufacturing 
principles; and 

3. The provision of an exerciser effecting a 
InOWement of the body particularly advantageous 
and Conducive to exercising the Waist of a per 
Son's body and Vitalize abdoininal muscles which 
are Seldon used and relieving strain, fatigue and 
facilitating improvement of body lines. 
While I have illustrated a preferred embodi 

ment of my invention, many modifications may 
be made Without departing from the Spirit of 
the invention and I do not wish to be limited 
to the precise details of construction set forth, 
but Wish to avail myself of all changes within 
the Scope of the appended claim. 

clain: 
An exercising device wherein the user employs 

muscular inertia, to oppose mechanical motive 
ineans and comprising: a base; a platform to 
Support the user of the exercising device said 
platform being mounted on said base for rotation 
in a horizontal plane on a fixed axis in an arc be 
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tween extreme positions of oscillatory movement; 
a motor driven speed reduction power transmis 
sion means secured to Said base to transmit power 
to said platform to effect controlled OScillatory 
movement of the platform, said power transmis 
sion means including a drive shaft, a first pulley 
mounted on said shaft, a second pulley carried 
by said base, and a belt arranged to ride on Said 
pulleys to facilitate rotation of Said Second pull 
ley responsive to operation of Said motor driven 
speed reduction means, a crank arm. fixedly se 
cured to said second pulley for rotation there 
with and having one end thereof projecting 
radially outwardly of the periphery of Said Sec 
ond pulley, and a connecting link one end of 
which is pivotally connected to the projecting 
end of said crank arm and the other end of 
which is pivotally connected to said platform; 
and Spring means attached between the base 
and the platform and being ineffective during 
arcuate movement of the platform midway of the 
extreme positions of Oscillatory but becoming 
effective during the arcuate movement of the 
platform in the Zone at each side of the mid 
way position to the extreme positions of Oscilla 
tory movement to offer a variable force to op 

20 

8 
pose relative movement between the base and 
platform, the change of direction of movement 
of the platform at the extreme positions of OS 
cillatory movement being opposed by muscular 
inertia exerted by the user, and said variable 
force of Said spring means cooperating with the 
power and action of Said motor driven Speed re 
duction power transmission means being effective 
to Overcome the muscular inertia, exerted by the 
Se. 

ALERED J. BRUENE. 
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