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PACKAGE OR CONTANEER, 

erry Powell, Bergenfield, N.J., assignor to 
Bernard B. Workman, New York, N.Y. 

Application May 31, 1951, Serial No. 229,046 
(C. 229-34.) 6 Claims. 

My invention relates to an improvement in 
cartons, packages or containers, and, while ca 
pable of use for the packaging of other articles, 
my container is intended primarily for use for 
packaging candy canes or candy sticks and simi 
lar fragile or brittle sticks. 
One of the objects of my invention is to pro 

vide a container or package which can be eco 
nomically produced and which will provide pro 
tection for the canes or sticks against damage re 
Sulting from shocks and jolts, to which the pack 
age is inevitably subjected during shipment and 
handling. 
A further object of the invention is to provide 

a container or package in which the article is 
resiliently supported and yet, at the same time, 
is securely held in position and is readily remov 
able therefronn. 
More Specifically, my invention provides a 

package in which the ends of the article are 
supported by two opposed inclined cradle-panels, 
elements or cradles, spaced from the Walls of the 
package which parallel such cradle-panels. In 
aSmuch as the package is of cardboard or other 
flexible material, this feature in and of itself is 
of importance, as it provides a yieldable support 
for the article, to protect the same against dam 
age due to shocks and jolts. 

In addition to this feature, my invention pro 
vides areas or apertures in the two inclined 
panels, elements Or cradles just mentioned, for 
receiving the two ends of the article, and in 
cludes flaps or article-grasping means for resil 
iently retaining them against lateral and verti 
cal displacement in the package. 

In the accompanying drawings, wherein. I have 
illustrated an embodiment of my invention, 

Fig. 1 is a plan view of the package blank be 
fore folding; 

Fig. 2 is a plan view of the blank after fold 
ling; 

Fig. 3 is an elevational view of one side of the 
package partly in section; and 

Fig. 4 is a section on the line 4-4 of Fig. 2. 
My package or carton is of cardboard or like 

material and, as viewed in Fig. 1, is composed 
of a rectangular blank 2, which is creased trans 
Versely at 4 and 6, the areas between these creases 
and the extremities of the blank 2 designated 5 
and 7, respectively, being cradle-securing flaps 
or means. At one extremity the blank 2 is pro 
vided with one or more projecting locking tabs 
8, which, as Will be brought out later, cooperate 
with transverse slits , provided at the opposite 
end of the blank 2 at the crease 6. 
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The blank 2 is creased transversely at f2 and 

4, and it is also creased transversely, in Wardly 
of f2 and 4, along lines 6 and 8. The panel 
7 between creases 2 and 6, and the panel 9 

between creases 8 and 4, form the side-walls of 
the package. 
The panel 89, bounded by the lines 4 and 2 

and by the lines 38, forms one cradle, while the 
panel 82, bounded by the lines 6 and 4 and by 
the lines 38, forms the other cradle. 
Intermediate its ends, the sides of the blank 2 

are extended laterally, in alignment with the 
creases 6 and 8, to provide lateral panels 20 
and 22, and each of these panels is in turn pro 
vided with lateral tabs or projections 24 and 26 
integral therewith, and with slits 28 provided 
along the inner edges of the tabs 24 and 26 to 
separate them, along these slits, from the panels 

and 9, so that these tabs may be folded along 
the creases 3 (Which are in line With the creases 
6 and 8) independently of the panels and 9. 
The blank 2 is also creased lengthwise, in line 

with slits 28, along lines 32. The panel 35, be 
tween crease-lines 6 and 8, forms the bottom 
of the container. 
The panels 20 and 22 are also creased trans 

versely along lines 34, these creases being aligned 
with the outer edges of the tabs 24 and 26. 
The panels 33 formed between each set of 

creases 32 and 34 provide the ends of the pack 
age. 
The blank 2 may also be provided with tri 

angular cradle-bracing tabs or projections 36 at 
the ends of the Cradle-panels 8 and 82. The 
blank 2 is creased along lines 38, at the base of 
each of the cradle-brace tabs or projections 36. 
To fold and erect the package blank, the lateral 

panels 20 and 22 are folded inwardly along the 
crease lines 32 until these panels (together With 
the tabs 24 and 26 carried thereby) stand per 
pendicular to the plane of the panel 35, bounded 
by crease lines 6, 8 and 32, which is to provide 
the bottom of the package. 
The tabs 24 and 26 are then folded along the 

creases 30, until they are at right-angles to the 
panels 20 and 22 (at the same time also stand 
ing perpendicularly to the bottom-panel 35) and 
extending parallel to the crease-lines 6 and 8. 
The two ends of the blank 2 are then folded 

inWardly along the creases 6 and 8, so that the 
ends 7 and 9 stand perpendicular to the area, 
Ol' package bottom 35 bounded by crease lines 
6, 8 and 32. 
The triangular or cradle-bracing tabs 36 are 

folded in Wardly along crease-lines 38, towards or 
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in the direction of the bottom-panel 35. Finally, 
the blank 2 is folded along crease-lines 2 and f4 
in the direction of the bottom-panel 35, and along 
the crease-lines 4 and 6, and the cradle-bracing 
tabs 36 are tucked behind the tabs 24 and 26, 
and the cradle-fastening tabs 8 inserted into the 
slits 0, to lock the parts in folded, erected posi 
tion and to hold the lower edges or edge-ZOneS 
of the cradle-panels 80 and 82 to the bottom 35. 
The cradle-panel 8) is provided With a plu 

rality of spaced, transverse slits 40 and with a 
plurality of transverse slits 42 paralleling the 
Slits 40. 
At each end of each transverse slit 40 I provide 

a longitudinal slit 44 extending toward the base 
line or bottom-line 4 of the cradle-panel 80, and 
at each end of each transverse slit 42 I provide 
a similar slit 46 extending in the opposite direc 
tion to slits 44. 
The Outer ends of slits 44 are joined by creases 

48, and the outer ends of slits 46 are joined by 
creases 50, so as to provide a series of sets of tabs 
or flaps 52 and 53 in the cradle-panel 80, adapted 
to be deflected along creases 48 and 50. 
The slits 40 and 42 of each pair are intersected 

by a longitudinal slit 54, and the material of the 
cradle-panel 80 is creased longitudinally, along 
lines 56 and 58, in line with longitudinal slits 44 
and 46, to provide a series of sets of side tabs 
Or flaps 60, adapted to be deflected along the 
creases 56 and 58. 
The slits 44 and 46 and the crease-lines 48 

and 50 and 56 and 58 form stick-receiving aper 
tures 4 in the Cradle-panel 8). 
The other cradle-panel 82, intermediate the 

creases 4 and 6, is provided with a series of 
transverse slits 64 and 66, intersected by longi 
tudinal slits 68. A longitudinal crease line 70 
extends from each end of each slit 64 to each end 
of companion slit 66. This provides a series of 
pairs of lateral flaps 12, adapted to be deflected 
along crease lines 70. 
Extending from the ends of each of the trans 

werSe SlitS 66 toward the base-line or bottom 
ZOne 6 of the cradle-panel 82, are longitudinal 
slits 74, intersected at their outer ends by trans 
Verse Crea.Selines 6. 
The slits 64 and 74 and the crease-lines 70 and 

76 form stick-receiving apertures 43 in the 
Cradle-panel 82. 
This construction provides end-tabs or end 

flaps 52 and 53 and side-tabs or side-flaps 60, 
aSSociated with the apertures 4, capable of be 
ing deflected along their respective crease-lines, 
and Sets of lateral flaps 72 and end flaps 78 asso 
ciated with the apertures 43, capable of being 
deflected along their respective crease-lines. 

It will be seen that in the erected package, the 
cradle-panel 80 and the cradle-panel 83 will slope 
inWardly and downwardly from the upper por 
tions of the Sides 7 and 9, respectively, as illus 
trated in Fig. 4. These sloping portions or 
Cradles 80 and 82 provide chambers or spaces 84 
and 86, extending along the two opposed sides of 
the package between the cradles and the sides 

and 9 and the bottorn 35. 
It Will be apparent that, in packing canes 88, 

for example, in my improved package, the cane 
is simply placed With its head upon longitudinal 
slit 54 and the other end thereof upon the longi 
tudinal slit 68, then, by a slight downward pres 
sure, the side flaps 60 and 2 at each end of the 
Cane are deflected slightly inwardly of and into 
the chambers 84 and 86 between the cradles and 
the Side-Walls of the carton, and the end flaps 52 

0. 

20 

2 35 

30 

5 

40 

5 5 

60 

75 

4. 
and 53 at the head of the cane and end flap 8 
at the other end of the cane are also deflected in 
Wardly of and into the chambers 84 and 86 be 
tWeen the cradles and the side-walls of the carton. 
The cane is then supported resiliently both later 
ally and vertically, so as to be protected against 
displacement and, at the same time, be protected 
against injury due to shocks and jolts, and at the 
Same time the side flaps 60 and 72 detachably 
restrain and exert a resilient clamping and lock 
ing action. On the cane. 

It will be apparent that collapse of the cradles 
or inclines 80 and 82 is prevented by the provision 
of the triangular flaps or tabs 36, which, when 
folded over, as above described, provide a sub 
Stantial Support for cradle-panels 80 and 82, at 
their ends, and strengthen the corners of the 
package as Well. 
The tabs or portions 37 and 39 between the 

crease-lines 34 and the outer or free edges 45 
and 47 may be folded inwardly in the last steps 
of erecting the package, to provide a protective 
finish along the upper edge of the two package 
ends 33, as illustrated in Fig. 2, for example. 

It is to be understood that changes may be 
made in the details of construction and arrange 
ment of parts hereinabove described, within the 
purview of the following claims. 
What I clain is: 
1. A package or container composed of a sin 

gle blank, and comprising a bottom and side and 
end Walls, the material of the blank at the ends 
Of the container sloping downwardly within the 
container toward the container botton, means 
for locking the two free ends of these sloping 
portions in relation to the bottom wall, each 
Sloping portion being provided with at least one 
longitudinal slit intersected at each of its ends 
by a transverse slit extending equally on both 
Sides of the aforementioned longitudinal slit, the 
blank at each side of each longitudinal slit be 
ing creased or Scored to provide lateral article 
engaging and article-retaining flaps foldable 
about said last-mentioned creases, and each end 
of each transverse slit in at least one sloping 
portion being intersected by other longitudinal 
SlitS disposed wholly on the side of said lateral 
Slit opposite the first-mentioned longitudinal 
Slit, these last-mentioned longitudinal slits be 
ing connected by a crease or score in the blank, 
to provide flaps foldable about said last-men 
tioned creases, said flaps, when folded, providing 
apertures in said sloping portions constructed 
and arranged to receive therein the article to be 
Supported, whereby an article disposed in said 
apertures and bridging said sloping portions of 
the package or container will be yieldingly 
gripped and Supported and restrained from 
movement toward all walls of said container; 
Said flaps being spaced from the walls of said 
Container. 

2. A containel for elongated articles, said con 
tainer comprising integral extensions of the con 
tainer ends, extending downwardly within the 
Container at an angle to the end walls of the 
container to form article-cradles, the inner ends 
of these extensions being interlocked and lying 
flat upon the container bottom, a transverse 
chamber at each end of the container behind the 
Said Cradles, each of Said cradles being slit longi. 
tudinally and creased longitudinally at each side 
of Said longitudinal slit, each of said cradles 
being provided with a transverse slit uniting said 
Creases, a longitudinal slit at each end of the 
transverse slits, united at their ends remote from 
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the transverse slit by a crease, one of said cradles 
being provided with a second transverse slit in 
tersecting Said longitudinal slit, a longitudinal 
slit at each end of the last mentioned trans 
verse slit, united by a transverse crease, to pro 
Wide end flapS and side flaps in each cradle 
adapted to be deflected out of the plane of each 
cradle when the ends of the elongated article 
are placed upon the first mentioned longitudinal 
sits and slight pressure applied to the article, 
thereby resiliently to grip and Support the arti 
cle in bridging relation to the Cradles, and to 
limit movement of Said articles in all directions 
when restrained on said cradles; said flaps being 
Spaced from the Walls of said container. 

3. A carton for supporting elongated articles 
at the ends thereof and for holding Said articles 
in spaced relation to the inner Surfaces of said 
carton regardless of the attitude of said carton, 
said carton being generally rectangular and hav 
ing a pair of article-cradles disposed along Op 
posed sides thereof, each of Said Cradles having 
at least one article-receiving aperture therein 
for removably receiving and holding an article 
between said cradles in Spaced relation to the 
botton, top and side walls of Said carton, each 
of said cradles having integral resilient article 
grasping means associated with each aperture 
for detachably restraining said articles in said 
apertures and for restraining movement of Said 
articles in all directions when disposed in Said 
apertures on said cradles; all so constructed and 
arranged as to provide spaces between said Cradle 
and said article-grasping means, On the One 
hand, and said walls of the carton, on the other 
hand, into which spaces the ends of an article 
may extend and said article-grasping means be 
ing also spaced from the walls of the carton. 

4. A carton for Supporting elongated articles 
at the ends thereof and for holding said articles 
in spaced relation to the inner Surfaces of said 
carton regardless of the attitude of Said carton, 
said carton being generally rectangular and haW 
ing a pair of article-cradles disposed along Op 
posed sides thereof, each of Said cradles having 
at least one article-receiving aperture therein 
for removably receiving and holding an article 
between said cradles in spaced relation to the 
bottom, top and side walls of said carton, each 
of said cradles having integral resilient article 
grasping portions adjacent said aperture for de 
tachably restraining said articles in Said aper 
tures and for restraining movement of said arti 
cles in all directions when disposed in Said aper 
tures on said cradles; all so constructed and ar 
ranged as to provide spaces between said Cradles 
and said walls of the carton into which the ends 
of an article may extend, and the ends of Said 
article-grasping portions being also spaced from 
the walls of the carton. 

5. A container for fragile or brittle sticks of 
candy or the like including a bottom, opposed out 
side-walls extending from and transversely of 
said bottom, a pair of opposed cradle-panels ex 
tending downwardly from respective upper pore 
tions of opposed outside-walls to the botton and 
meeting said bottom in Zones spaced inwardly 
from the junctures of said outside-walls with 
said bottom, securing-means for holding the bot 
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6 
tom-meeting Zones of said cradle-panels to said 
bottom, each of said cradle-panels forming with 
its respective outside-wall a stick-end-clearance 
space therebetween, each of said cradle-panels 
having a plurality of stick-receiving apertures 
therein for removably receiving and holding sticks 
between said cradle-panels in spaced relation to 
Said bottom and Outside-Walls, the stick-receiving 
apertures of one cradle-panel being in alignment 
With the stick-receiving apertures of the other 
cradle-panel, each of Said Cradle-panels having 
integral resilient Stick-grasping means associ 
ated with the stick-receiving apertures thereof 
for detachably restraining sticks in said apertures 
and for restraining movement of said sticks in 
all directions when disposed in said apertures on 
Said cradle-panels; all so constructed and ar 
ranged as to provide spaces between said cradle 
panels and said stick-grasping means, on the one 
hand, and said outside-walls, on the other hand, 
into Which spaces the end-portions of said sticks 
may extend, and said stick-grasping means being 
also Spaced from said OutSide-Was. 

6. A carton for supporting elongated articles at 
the ends thereof and for holding said articles in 
Spaced relation to the inner Surfaces of Said car 
tOn regardless of the attitude of said carton, said 
carton being generally rectangular and having 
a pair of article-cradles disposed along opposed 
sides thereof, said cradles each having a plurality 
of aligned article-receiving apertures therein 
juxtaposed to each other, pairs of juxtaposed and 
aligned apertures being adapted removably to re 
ceive and hold an article between said cradles in 
Spaced relation to the botton, top and side Walls 
of Said carton, said cradles each having integral 
resilient article-grasping means associated with 
each aperture for detachably restraining said 
articles in said apertures and for restraining 
movement of said articles in all directions when 
dispOSed in Said apertures On Said cradles, all SO 
constructed and arranged as to provide spaces be 
tween said cradle and said article-grasping 
means, on the one hand, and Said Walls of the 
carton, on the other hand, into Which Spaces the 
ends of an article may extend, and cradle-braces 
extending from Said Cradles into the aforesaid 
Spaces between cradle and side-wall transversely 
thereof and being adapted to be Supported by an 
other portion of said carton to provide support 
for Said cradles. 

GERRY POWEL. 
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