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To ?till athlon, it 7azy concern: 
Be it known that I, GEORGE HOVEY KEN 

DALL, a citizen of the United States, and a resi 
dent of the city of New York, borough of Man 
hattan, in the county and State of New York, 
have invented a new and Improved Heater for 
Printing-Plates, of which the following is a 
full, clear, and exact description. 
This invention relates particularly to im 

provements in means for heating the engraved 
steel plates in printing-presses, the object be 
ing to provide a heater carried by the press 
bed-plate whereby the printing-plate is kept 
heated at a practically uniform temperature. 

I will describe a heater for printing-plates 
embodying my invention and then point out 
the novel features in the appended claims. 

Reference is to be had to the accompanying 
drawings, forming a part of this specification, 
in which similar characters of reference indi 
cate corresponding parts in all the figures. 

Figure 1 is a longitudinal section through 
the bed-plate of the printing-press and a heater 
embodying myinvention seated thereon. Fig. 
2 is a bottom plan view thereof, and Fig. 3 is 
a section on the line a a of Fig. 2. 

Referring to the drawings, 5 designates a re 
ciprocating bed-plate of a press for printing 
from steel engraved plates, and 6 is the usual 
impression-roller. The printing-plate 9 is de 
signed to be placed on the bed-plate over a 
heater, now to be described. The under side 
of the bed-plate is provided with crossed com 
municating channels 10, in certain of which 
is a heater, here shown as a gas-burner, con 
sisting of a pipe 11 above the bottom of 
bed-plate and having lateral perforations 12 
through which the gas escapes. The gas is 
led to the burner through a flexible tube 12", 
leading from the source of supply. It may 

be here stated, however, that other forms of 
heating device may be employed without de 
parting from the spirit of my invention. 
The channels 10 not only provide means for 

air circulation to support combustion, but by 
receiving the gas-pipe prevent the pipe from 
contacting with the bottom roll of the press, 
and by so placing the burner-pipe the gas 
flames are protected from varying air-cur 
rents which would cause flickering or uneven 
jets. As the heater is carried back and forth 
with the bed-plate it is obvious that a practi 
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cally uniform heat will be maintained in the 
plate. . . 

Having thus described my invention, I claim 
as new and desire to secure by Letters Patent 

1. In a plate-printing press, a bed-platehav 
ing intersecting channelsin its under face, and 
a heater carried by the bed-plate above the 
plane of the bottom thereof. 

2. In a plate-printing press, a bed-platehav 
ing intersecting channels in its under side, and 
a heating device arranged in certain of said 
channels. 

3. In a plate-printing press, a bed-platehav 
ing crossed channels in its under side, and a 
gas-burner arranged in certain of Said chan 
nels above the bottom plane of the bed-plate. 

4. In a plate-printing press, a bed-plate hav 
ing intersecting channelsin its under side, and 
a perforated gas-tubing arranged in certain of 
said channels above the bottom plane of the 
bed-plate. 

Intestimony whereof Ihave signed my name 
to this specification in the presence of two sub 
scribing witnesses. 

GEORGE HOVEY KENDALL. 
Witnesses: 

KARL GLEASON, 
JoHN B. FISCHER. 
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