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57) ABSTRACT 
A clamp is used for holding articles which are to be at 
tached to wall surfaces by glue, cement or any other 
type of fastener. The clamp includes a head adapted to 
engage the article and carried by a threaded shaft. The 
shaft is carried in the middle of a U-shaped frame the 
two ends of which are provided with vacuumatic 
clamps adapted to engage the wall on opposite sides of 
the article to be attached. 

2 Claims, 3 Drawing Figures 
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WACUUMATC CLAMP 
This invention relates to a clamp adapted to hold arti 

cles which are to be attached to a wall or any surface 
where any ordinary clamp used today cannot be. 
On many occasions it is necessary to attach articles 

including pictures, mirrors, frames and the like, to sur 
faces, such as tile walls, etc., wherein no nails can be 
used. In that case it is necessary to attach the article by 
glue or cement. However, glue and cement require a 
substantial amount of time to solidify and during that 
time period the article must be pressed against the wall 
without being attached thereto. In the past complicated 
and inconvenient arrangements had to be used in order 
to keep an article pressed against a wall until the glue 
or cement holding it had been solidified. 
An object of the present invention is the provision of 

a clamp of simple and easily workable structure which 
can be effectively used for pressing articles against sur 
faces for any desired time periods. 
Other objects of the present invention will become 

apparent in the course of the following specification. 
In the accomplishment of the objectives of the pres 

ent invention it was found desirable to provide a clamp 
having a head adapted to press an article against a sur 
face. The head is carried by a threaded shaft. The shaft 
is mounted in the middle of a U-shaped frame the two 
ends of which are provided with vacuumatic clamps of 
known design provided with swivels and adapted to en 
gage the surface on opposite sides of the article being 
pressed by the head. 
Obviously this construction can be simplified by 
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using a frame of L-shaped design having a single vacu 
umatic clamp. 
The invention will appear more clearly from the fol 

lowing detailed description when taken in connection 
with the accompanying drawing showing by way of ex 
ample only, a preferred embodiment of the inventive 
idea. 

in the drawing: 
FIG. 1 is a side view of the clamp of the present in 

vention. 
FIG. 2 is a bottom view of the clamp. 
FIG. 3 is a top view of the clamp. 
The clamp shown in the drawing includes a U-shaped 

frame having a middle portion 10 and two leg portions 
11 and 12. A threaded shaft 13 extends through the 
middle of the frame portion 10. The opening of the 
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2 
frame portion 10 through which the shaft 13 extends 
has screw threads meshing with the screw threads of 
the shaft. The top of the shaft extending above the 
frame carries a transverse handle 14. The bottom of the 
shaft carries a holding head 15, preferably a nylon 
swivel head. 
The ends of the leg portions 11 and 12 have swivels 

16 and 17 carrying vacuumatic clamps or grips 18 and 
19. These vacuumatic clamps are provided with han 
dles 20 and 21, used for mounting them. The vacu 
umatic clamps 18 and 19 are of the well known type 
now in general use and for that reason are not illus 
trated in detail. 
The operation of the device is apparent from the 

above description. The user will apply glue or cement 
to the article or to the surface to be covered by the arti 
cle, or both, and will hold the article against that sur 
face by pressing the holding head 15 against it. At the 
same time vacuumatic clamps 18 and 19 are placed on 
opposite sides of the article and are applied by operat 
ing their handles 20 and 21. The clamps will hold the 
frame firmly in place so that it will remain fixed. After 
the glue or cement has solidified, the user will raise the 
holding head 15 from the article by operating the han 
dle 14 of the shaft 13 and will then release the clamps 
18 and 19 by operating their handles 20 and 21. 
As already stated, the described construction can be 

varied, for example, by making the U-shaped frame of 
variable adjustable length or by changing it into an L 
shaped frame with a single clamp. 

I claim: 
1. A clamp, comprising a U-shaped frame with a mid 

dle portion and two leg portions, said middle portion 
having a threaded transverse opening, a threaded shaft 
extending through said opening, said shaft extending 
substantially parallel to said leg portions and having an 
end portion extending above said middle portion, a 
transverse handle carried by said end portion, a holding 
head having the shape of a disc and carried by the op 
posite end of said shaft, a separate swivel carried by the 
end of each leg portion, a separate vacuum clamp car 
ried by each swivel and a separate mounting handle 
carried by each clamp. 

2. A clamp in accordance with claim 1, wherein said 
holding head is a nylon swivelhead. 
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