A tool bit for removing orthodontic brackets includes a handpiece-engaging portion, a shaft portion, a curved portion and a working end portion. The curved portion provides sufficient offset to present the end portion in a substantially co-planar relationship with a...
(57) Abrégé(suite)/Abstract(continued):

Tooth surface. The working end portion includes at least one beveled cutting surface for cutting away the adhesive and at least one blunt/flat polishing surface for polishing away any residual adhesive that may remain after the bracket has been removed. The tool bit may also include a cooling fluid delivery port. Edges of the beveled surfaces may be serrated. Beveled surfaces and the top surface may be coated with an abrasive material such as diamond grit. These cutting surfaces are used to cut through the adhesive layer bonding the bracket to the tooth. The tool has a blunt/flat second edge surface for polishing away any remaining adhesive after removal of the bracket.
ABSTRACT

A tool bit for removing orthodontic brackets includes a handpiece-engaging portion, a shaft portion, a curved portion and a working end portion. The curved portion provides sufficient offset to present the end portion in a substantially co-planar relationship with a tooth surface. The working end portion includes at least one beveled cutting surface for cutting away the adhesive and at least one blunt/flat polishing surface for polishing away any residual adhesive that may remain after the bracket has been removed. The tool bit may also include a cooling fluid delivery port. Edges of the beveled surfaces may be serrated. Beveled surfaces and the top surface may be coated with an abrasive material such as diamond grit. These cutting surfaces are used to cut through the adhesive layer bonding the bracket to the tooth. The tool has a blunt/flat second edge surface for polishing away any remaining adhesive after removal of the bracket.
ORTHODONTIC DEBONDING TOOL, TOOL INSERT AND METHOD FOR REMOVING ORTHODONTIC BRACKETS

Technical Field
[0001] The present invention relates generally to dentistry and, in particular, to techniques and devices for removal of orthodontic brackets.

Background
[0002] Debonding pliers, manual tools currently in practice, are available for the removal of orthodontic brackets. When the material of the brackets was only metal, there was sufficient structural integrity in the bracket to withstand a torque that these traditional tools applied in order to shear the adhesive bond between the bracket and the tooth.

[0003] With the introduction of ceramic, plastic, ICE, and other more fragile materials for orthodontic brackets, these manual tools requiring torque, proved problematic.

[0004] There are some solutions proposed in the literature to deal with these types of orthodontic brackets. For example, an article by Krell, KV, Courey, JM & Bishara, SE, 1993 “Orthodontic bracket removal using conventional and ultrasonic debonding techniques, enamel loss, and time requirements”, American Journal of Orthodontics and Dentofacial Othopedics, vol. 108, no.3., pp. 262-266, discusses the use of the already existing, plain ultrasonic chisels. However, the use of these instruments raises concerns about possible damage to tooth surfaces as well as fracture of the brackets.

[0005] Embodiments disclosed herein provide a tool, tool insert and method for removing orthodontic brackets that obviate or mitigate at least some of the aforementioned disadvantages.

Summary
[0006] The present invention provides an orthodontic debonding tool, tool bit (or tool insert) for said tool, and a related method of debonding orthodontic brackets. This invention constitutes an innovative solution to the problem of removing orthodontic brackets and the
related problem of removing excess adhesive from the teeth without damaging the enamel of the teeth while also reducing chair-side time.

[0007] In accordance with an aspect of the present invention, a tool bit (or tool insert) for removing orthodontic brackets comprises a handpiece-engaging portion (or handpiece-interface portion), a curved portion connected to the handpiece-engaging portion, and a working end connected to the curved portion. The working end has at least one beveled cutting surface for cutting an adhesive that bonds the orthodontic brackets to respective teeth and at least one blunt or flat polishing surface for polishing away any residual adhesive that remains after the orthodontic brackets have been removed. Cutting surfaces and the blunt polishing surface may be coated with abrasive material such as diamond grit. Edges of the beveled cutting surfaces may be serrated.

[0008] In accordance with another aspect of the present invention, an orthodontic debonding tool comprises an ultrasonic handpiece, e.g. a piezoelectric handpiece, and a tool bit connected to the ultrasonic handpiece. The tool bit includes a curved portion connected to the handpiece-engaging portion, and a working end portion connected to the curved portion. The working end portion includes a front edge having a first beveled surface and a first side edge having a second beveled surface.

[0009] In accordance with yet another aspect of the present invention, a method for debonding orthodontic brackets that are bonded to teeth with an adhesive entails connecting a tool bit to an ultrasonic handpiece, ultrasonically vibrating the tool bit, cutting the adhesive using a cutting surface of the tool bit to remove the brackets, and polishing away any remaining adhesive using a flat or blunt surface of the tool bit.

[0010] Other aspects of the invention will become apparent with reference to the following description and drawings.

**Brief Description of the Drawings**

[0011] The present invention will be further understood from the following detailed description with reference to the drawings in which:
Figure 1 is a perspective view of a tool bit for removing orthodontic brackets in accordance with an embodiment of the present invention;

Figure 2 is a top plan view of the tool bit shown in Figure 1;

Figure 3 is a side elevation view of the tool bit shown in Figure 1;

Figure 4 is a cross-sectional view of the tool bit shown in Figure 1;

Figure 5 is a frontal elevation view of the tool bit shown in Figure 1;

Figure 6 is a partial top plan view of the end portion of the tool bit shown in Figure 2;

Figure 7 is a bottom plan view of the tool bit shown in Figure 1; and

Figure 8 is a partial bottom plan view of the end portion of the tool bit shown in Figure 7.

Detailed Description of Embodiments

Figures 1 to 5 illustrate a novel tool bit for removing orthodontic brackets in accordance with an embodiment of the present invention. The tool bit 10, which is also referred to herein as a “tool tip”, “tool insert” or simply “insert”, includes a handpiece-engaging portion 12, a shaft portion 14, a curved portion 16, and a working end portion 18. The handpiece-engaging portion 12 may be connected to the handpiece by threads, quick-connect or any other suitable means of mechanical connection. The curved portion 16 provides sufficient offset to present the end portion in a substantially co-planar relationship with a tooth surface. The working end portion 18 (or “shank”) has at least one cutting surface for cutting or abrading away adhesive that bonds the bracket to the tooth and at least one polishing surface for polishing away
any residual adhesive that may remain after the bracket has been removed. In the particular embodiment depicted in these figures, the working end portion 18 includes a number of cutting edges or cutting surfaces designed to cut away the adhesive that bonds the orthodontic brackets to the surface of the teeth. In the preferred embodiment depicted in the figures, the working end portion 18 includes a front edge 20, a first side edge 22, a top (upper) surface 24, and a second side edge 26. The front edge 20 and the first side edge 22 are designed to cut and abrade the adhesive. The second side edge 26 is a blunt surface designed to polish the tooth to remove any remaining adhesive after the bracket has been detached from the tooth.

[0021] As shown in these figures, the tool bit also includes a cooling fluid delivery port 28 (i.e. a cooling fluid delivery conduit) for conveying water (or any other biocompatible cooling fluid) as part of a cooling fluid delivery system. The cooling fluid delivery port (conduit) directs cooling fluid (e.g. water) onto the cutting surfaces/edges of the working end of the tool bit to cool and clean the working end of the tool bit during operation.

[0022] Referring to Figure 6, the working end portion 18 is shown in greater detail. In a preferred embodiment, the tool bit 10 includes a front beveled cutting surface 32 and a side beveled cutting surface 34. These surfaces may be coated with an abrasive particle such as diamond grit. The front beveled cutting surface 32 may have, as shown, a serrated front edge 20. The side beveled cutting surface 34 may also have a serrated side edge 22. The front edge 20 and the first side edge 22 are the edges of abrasive-coated beveled surfaces 32 and 34, respectively. As shown by way of example in Figure 6, these surfaces 32 and 34 have serrated edges. In preferred embodiments, beveled surfaces 32 and 34 and the top (upper) surface 24 are coated with an abrasive material such as, for example, diamond grit, tungsten carbide particles or any other hard abrasive particle. Abrasive beveled surfaces 32 and 34 provide for abrasive cutting, i.e. by abrasion. In a preferred embodiment, the abrasive material includes diamond grit. A diamond particle size of 40 microns (i.e. a grit mesh size of 400) is believed to work well, although diamond grit of other particle sizes may be utilized. In the preferred embodiment, the second side edge 26 (which is not serrated in the illustrated embodiment) is also coated with an abrasive material such as diamond grit (although in other embodiments, it need not be coated with an abrasive).
Referring to Figures 7 and 8, there is illustrated in a bottom plan view and partial view the tool bit of Figures 1 to 6. Figures 7 and 8 show a flat and smooth undersurface 30 with adjacent serrated, abrasive-coated, beveled surfaces 36 and 38. The smooth flat undersurface 30 is masked during the abrasive coating process so no abrasive material is adhered to this undersurface 30. The undersurface 30 is made smooth to avoid damaging the enamel of the tooth when the tool is used to pry the orthodontic bracket from the tooth. In other words, this undersurface 30 provides relief to a tooth surface from abrasive beveled surfaces 36 and 38 used to remove the adhesive layer bonding the bracket to the tooth. Thus, the tooth surface (enamel) is safely distanced from the abrasive surfaces.

In operation, the tool bit 10 is inserted into a handpiece of an ultrasonic unit. The ultrasonic unit transmits vibrations through the handpiece to the tool bit 10 to facilitate a cutting action at the front and first side edges 20 and 22. Abrasive beveled edges 32, 34, 36 and 38 wear away the adhesive layer bonding the bracket to the tooth, while the smooth undersurface 30 ensures that the tooth enamel is protected from the abrasive surfaces. The blunt side surface 26 (which may or may not be coated with an abrasive) may be used for polishing the tooth to remove any remaining adhesive from the surface of the tooth after the orthodontic bracket has been removed. The combination of the two sets of serrated edges 32 and 34 together with 36 and 38 provide a fine edge for entry into the adhesive layer.

The tool bit 10 may be made of surgical stainless steel (e.g. stainless steel 316L). Alternatively, the tool bit 10 may be made of titanium or any other suitable material that is capable of transmitting the ultrasonic vibrations from the handpiece to the working end 18 of the tool bit 10. The handpiece-engaging portion 12 (i.e. handpiece-interfacing portion) may be adapted to fit any type of handpiece. The fluid delivery port may also be eliminated where an external fluid delivery system can be attached to the tool bit and/or handpiece.

In the preferred embodiment, the cutting surfaces/edges 20, 22 are serrated. As shown in the Figure 6, these serrations may be parallel to a longitudinal axis of the shank 18 of the tool bit 10. This “rake angle” (i.e. the angle between the serrations and the longitudinal axis) in the illustrated embodiment is thus zero (since the forward-facing serrations are parallel to the longitudinal axis). The rake angle may be varied to achieve other effects.
Furthermore, the number of serrations may be varied from what is depicted by way of example in the figures.

In another embodiment, the tool bit 10 may also be constructed without any serrations at all. In that case, all cutting action is performed by the abrasive particles. In such an embodiment, the abrasive grit size may be varied (e.g. increased). Furthermore, in another embodiment, the tool bit may have only a subset of the serrated edges that are shown in the preferred embodiment, e.g. only the front edge 20 or only the first side edge 22.

In another embodiment, the "shank angle", i.e. the angle of the shank 18 relative to the handpiece-engaging portion 12 and the shaft portion 14, may also be varied. In the illustrated embodiment, the shank angle is zero since the shank is parallel to the handpiece-engaging portion 12 and the shaft portion 14. Other angles may be desirable for achieving different effects.

It should also be appreciated that the lengths and widths of the handpiece-engaging portion 12, shaft portion 14, and working end portion (shank) 18, as well as their respective ratios, may all be varied.

A right-handed tool bit is depicted in the drawings. As shown, the serrated edge 22 runs along the right side of the tool bit 10. A left-handed tool bit may be constructed with a serrated edge along the left side of the tool bit (for left-handed dentists).

Another aspect of the invention is a novel orthodontic debonding tool incorporating the novel tool bit described above. The debonding tool includes an ultrasonic handpiece for ultrasonic vibration of the novel tool bit. The novel tool bit comprises (as described above), the tool-engaging portion, shaft portion, and working end. As noted above, the working end, or shank, includes one or more cutting surfaces and/or edges that cut away the adhesive to detach the brackets from the teeth. These cutting surfaces/edges may be abrasive-coated and/or serrated, as described above. At least one surface of the tool bit is a polishing surface. In the preferred embodiment, as depicted in the drawings, the flat smooth bottom surface 30 protects the adjacent enamel of the tooth when the tool is used to pry an orthodontic bracket from the tooth.
Yet another aspect of the invention is a novel method of debonding orthodontic brackets using the novel tool bit described above. This method entails connecting a tool bit to an ultrasonic handpiece and then ultrasonically vibrating the tool bit (activating the handpiece or an ultrasonic unit connected to the handpiece). This causes the tool bit to oscillate at an ultrasonic frequency. Optionally, the frequency may be controlled using a controller. The method then entails cutting adhesive (that bonds the orthodontic brackets to the teeth) using one or more cutting surfaces and/or cutting edges of the tool bit to thereby remove the brackets. Once the brackets have been removed, there will usually be some residual adhesive on the teeth. The method thus entails a further step of polishing away any remaining adhesive using a smooth surface of the same tool bit. Thus, the invention provides a single tool bit that can be used to both remove (detach) the bracket and also polish the tooth. This invention not only reduces the likelihood of a bracket breaking during removal but also reduces the total time required to remove the brackets from the teeth. As will be appreciated, the quicker and more effective bracket removal is highly advantageous to both dentist and patient alike.

The foregoing embodiments are presented by way of example to illustrate particular ways of implementing this invention. Persons of ordinary skill in the art having read this disclosure will recognize that numerous modifications, refinements, variations, alterations and adaptations may be made to the particular embodiments described above without departing from the scope and spirit of the inventive concepts presented in the present specification. The scope of the exclusive right sought by the Applicant is therefore intended to be defined solely by the claims.
Claims:

1. A tool bit for removing orthodontic brackets, the tool bit comprising:

   a handpiece-engaging portion;

   a curved portion connected to the handpiece-engaging portion; and

   a working end portion connected to the curved portion, the working end portion having:

   at least one beveled cutting surface for cutting an adhesive that bonds the orthodontic brackets to respective teeth; and

   at least one blunt surface for polishing away any residual adhesive that remains after the orthodontic brackets have been removed.

2. The tool bit as claimed in claim 1 comprising a front beveled cutting surface and a side beveled cutting surface.

3. The tool bit as claimed in claim 2 wherein the front beveled cutting surface has a serrated front edge and wherein the side beveled cutting surface has a serrated side edge.

4. The tool bit as claimed in any one of claims 1 to 3 wherein the front and side beveled cutting surfaces are coated with an abrasive material.

5. The tool bit as claimed in any one of claims 1 to 3 wherein the front and side beveled cutting surfaces are coated with diamond grit.

6. The tool bit as claimed in any one of claims 1 to 5 wherein the working end portion includes an upper surface that is coated with abrasive material.

7. The tool bit as claimed in any one of claims 1 to 6 comprising a biocompatible cooling fluid delivery port.

8. An orthodontic debonding tool comprising:
an ultrasonic handpiece; and

a tool bit connected to the ultrasonic handpiece, the tool bit having:

a curved portion connected to the handpiece-engaging portion; and

a working end portion connected to the curved portion, the working end portion having:

at least one beveled cutting surface for cutting an adhesive that bonds the orthodontic brackets to respective teeth; and

at least one blunt surface for polishing away any residual adhesive that remains after the orthodontic brackets have been removed.

The orthodontic debonding tool as claimed in claim 8 wherein the tool bit comprises a biocompatible cooling fluid delivery port.

The orthodontic debonding tool as claimed in claim 8 further comprising a biocompatible cooling fluid delivery system attached to the tool bit.

The orthodontic debonding tool as claimed in any one of claims 8 to 10 wherein the tool bit comprises a front beveled cutting surface and a side beveled cutting surface.

The orthodontic debonding tool as claimed in claim 11 wherein the front beveled cutting surface and the side beveled cutting surface each have serrated edges.

The orthodontic debonding tool as claimed in any one of claims 8 to 12 wherein the front and side beveled cutting surfaces are coated with an abrasive material.

A method for debonding orthodontic brackets that are bonded to teeth with an adhesive, the method comprising:

connecting a tool bit to an ultrasonic handpiece;

ultrasonically vibrating the tool bit;
cutting the adhesive using a cutting surface of the tool bit to remove the brackets; and polishing away any remaining adhesive using a blunt surface of the tool bit.

15. The method as claimed in claim 14 comprising cooling the tool bit with a biocompatible cooling fluid delivered internally through a fluid delivery port in the tool bit.

16. The method as claimed in claim 14 comprising cooling the tool bit with a biocompatible cooling fluid delivered externally through a fluid delivery system attached to the tool bit.

17. The method as claimed in any one of claims 14 to 16 wherein cutting the adhesive comprises abrading the adhesive with an abrasive-coated cutting edges.

18. The method as claimed in any one of claims 14 to 16 wherein cutting the adhesive comprises abrading the adhesive with an abrasive-coated serrated cutting edges.