CONTAINER FOR MICROWAVE TREATMENT OF SURGICAL INSTRUMENT WITH ARCING PREVENTION

The invention concerns a container (4) for preventing arcing of a metal object (8) placed therein and subjected to microwave radiation. The container (4) has a first surface (16) having an exterior surface (54) and a support surface (46) and a second surface attached to the bottom (10) having an exterior surface and an inner surface facing the first surface (16). The support surface (46) and the inner surface define a volume of space into which the surgical instrument (8) is placed therein. The inner surface has a microwave-to-heat transducer (20) that absorbs microwave radiation impinging on the exterior surface of the second surface and converts the absorbed microwave radiation to radiant energy. The microwave-to-heat transducer (20) also prevents substantially all of the microwave radiation impinging on the exterior surface of the second surface from entering the volume of the space.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>GB</td>
<td>United Kingdom</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GE</td>
<td>Georgia</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GN</td>
<td>Guinea</td>
<td>NE</td>
<td>Niger</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GR</td>
<td>Greece</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>HU</td>
<td>Hungary</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>IE</td>
<td>Ireland</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>RJ</td>
<td>Benin</td>
<td>IT</td>
<td>Italy</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>JP</td>
<td>Japan</td>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>KE</td>
<td>Kenya</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>KG</td>
<td>Kyrgyzstan</td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>KP</td>
<td>Democratic People’s Republic of Korea</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>CE</td>
<td>Switzerland</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>CI</td>
<td>Côte d’Ivoire</td>
<td>SI</td>
<td>Slovenia</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>CN</td>
<td>China</td>
<td>SK</td>
<td>Slovakia</td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>CZ</td>
<td>Czech Republic</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>DK</td>
<td>Denmark</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>ES</td>
<td>Spain</td>
<td>FI</td>
<td>Finland</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>FR</td>
<td>France</td>
<td>FJ</td>
<td>Finland</td>
<td>TJ</td>
<td>Tajikistan</td>
</tr>
<tr>
<td>GA</td>
<td>Gabon</td>
<td>FRA</td>
<td>France</td>
<td>TT</td>
<td>Trinidad and Tobago</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MN</td>
<td>Mali</td>
<td>UA</td>
<td>Ukraine</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MU</td>
<td>Mauritania</td>
<td>US</td>
<td>United States of America</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MG</td>
<td>Madagascar</td>
<td>UZ</td>
<td>Uzbekistan</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ML</td>
<td>Mali</td>
<td>VN</td>
<td>Viet Nam</td>
</tr>
</tbody>
</table>
BACKGROUND OF THE INVENTION

Field Of The Invention

This invention relates to a surgical instrument container that is exposed to microwave radiation and prevents arcing of a metallic surgical instrument placed therein, and sterilizes in a dry environment.

Discussion Of Related Art

The constant exposure of dental and medical personnel and instruments to saliva and blood in virtually every dental and medical procedure is an ever present hazard and potential contributor to the transmission of infection. A variety of approved instrument sterilization methods are available. However, all methods have drawbacks in relation to surgical instruments or dental handpieces and burs.

The most commonly used method of sterilization, autoclaving, is damaging for almost all high-speed dental handpieces. In a study of dental handpieces claimed to be autoclavable, deterioration of performance was noted in a simulated 3-month period. Furthermore, autoclaving, without pre-treatment in an oil emulsion, will destroy the sharp edge of burs.

A second method of sterilization is to apply heat to the instruments. This method has the drawbacks that temperatures of about 160° C are required while heat generators to rapidly produce such temperatures are not commonly available. The method has further disadvantages in that the rubber
and plastic washers and bushings within the dental handpieces could potentially be damaged and long exposure times (approximately 1 hour) are needed.

Gas sterilization with an ethylene oxide mixture is acceptable for both handpieces and burs. However, this is impractical because of cost of equipment, long sterilization and aeration times involved, and cost of providing adequate protection for personnel.

Alkaline glutaraldehyde (2%) will sterilize equipment, but it must be used for 10 hours to kill spore-forming organisms or tuberculosis microorganisms and is irritating to tissue. It must also be constantly monitored as it is not effective when it is more than 2 weeks old.

Another method of sterilization of medical instruments is to scrub them in a detergent solution and wipe them with alcohol. However, because of their serrated or rough hand-grip surfaces, most instruments cannot be disinfected in this way. Except when dry heat is available, no practical method exists for sterilization of dental burs that will not quickly dull the cutting edge.

Sterilization of dental and medical instruments by using microwaves directly and indirectly has been thought of as well. In U.S. Patents Nos. 5,019,344; 5,019,359 and 5,039,495 it is disclosed to use microwaves to vaporize a liquid sterilant solution and to expose the instruments to either the vaporized sterilant alone or to both the microwaves and the vaporized sterilant. When using microwaves to sterilize the instruments, the instruments are placed in a shielded and pressurized atmosphere produced by the vaporized sterilant. The pressurized atmosphere prevents arcing and aids in sterilizing the instruments in conjunction with the microwaves.

In another microwave sterilization technique, dental instruments are directly exposed to microwaves within a microwave oven. The instruments may be placed in plastic autoclave bags when exposed. This technique suffers from several shortcomings, such as (1) needing to rotate the objects in a three-dimensional manner within the oven to uniformly heat the instrument; (2) needing to shield the oven from energy not absorbed by the instruments that is
reflected back to the oven; and (3) requiring either an absorber of microwaves, such as water, or an absorber of radar waves within the oven to prevent arcing.

SUMMARY OF THE INVENTION

The present invention concerns a container, such as a surgical instrument container, for preventing arcing of a metal object, such as a metallic surgical instrument, placed therein and subjected to microwave radiation. The surgical instrument container has a first surface having an exterior surface and a support surface and a second surface attached to the first surface having an exterior surface and an inner surface facing the first surface. The support surface and the inner surface define a volume of space into which the surgical instrument is placed therein. The inner and/or the support surface has a microwave-to-heat transducer that absorbs microwave radiation impinging on the exterior surface of the second surface and converts the absorbed microwave radiation to radiant energy. The microwave-to-heat transducer also prevents substantially all of the microwave radiation impinging on the exterior surface of the second surface from entering the volume of space.

The present invention provides many advantages such as allowing one to inexpensively and quickly sterilize one or more metallic and non-metallic dental and/or surgical instruments.

The present invention allows one to safely place a metallic object within a microwave source or oven without producing arcing problems.

The present invention allows one to uniformly sterilize in a dry state in an electromagnetic environment.

The foregoing features and advantages of the present invention will be further understood upon consideration of the following detailed description of the invention taken in conjunction with the accompanying drawings, in which:
BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 shows a both a surgical instrument bag and cassette containing a surgical instrument that are placed in a microwave device for sterilization according to the present invention;

FIG. 2 shows a top view of the surgical instrument bag of FIG. 1;

FIG. 3 shows a partially cut away view of the surgical instrument bag of FIG. 2;

FIG. 4 shows a first embodiment of the layered structure of the inner surface for the surgical instrument bag of FIG. 2;

FIG. 5 shows a second embodiment of the layered structure of the inner surface for the surgical instrument bag of FIG. 2;

FIG. 6 shows the surgical instrument cassette of FIG. 1 when open;

FIG. 7 shows a partially cut away view of the surgical instrument cassette of FIG. 6 when closed; and

FIG. 8 shows an embodiment of the layered structure of the inner surface for the surgical instrument cassette of FIG. 6.

DESCRIPTION OF THE PREFERRED EMBODIMENT

Referring now to the drawings wherein like reference characters designate identical or corresponding parts throughout the several figures, and in particular FIG. 1 that shows a pair of flexible or rigid surgical instrument containers such as bag 2 and cassette 4 are positioned within a microwave radiation generator, such as a microwave oven 6. Each of the containers 2, 4 contain metallic objects, such as surgical and/or dental instruments 8. As will be explained in detail below, the containers 2, 4 are designed to prevent arcing of the metallic surgical instruments placed therein due to the microwave radiation produced by microwave oven 6.

Surgical instrument bag 2 is shown in FIGS. 2 and 3. Bag 2 preferably consists of a continuous surface having an inner surface defining a volume of space into which the surgical instrument 8 is placed therein. The continuous surface preferably has a bottom 10. The bottom 10 may be made of a single
material such as a flexible aluminum foil or preferably has a dual layer structure with an exterior surface 12 and a support surface 14 as seen in FIG. 3.

The bag 2 also has a top 16 attached to bottom 10 that has an exterior surface 18 and an inner surface 20 facing the support surface 14. Exterior surface 18 preferably is made of a clear plastic material in conjunction with a perforated metal layer so that one can see the instruments 8 placed within bag 2. Such a structure allows viewing while at the same time preventing the microwaves from penetrating through the surface. Such a structure is well known in the art. Exterior surface 12 may also be made of a non-transparent plastic or paper. A surgical instrument 8 is placed within a volume of space defined by the support surface 14 and the inner surface 20. The bag 2 is then placed in the microwave oven 6 and exposed to microwaves.

Though it is well known that microwaves reflect off metals, they actually penetrate the metal surface by about 1μm. This slight penetration causes an activation of the surface electrons in a random manner and creates a current moving along the surface. If a potential charge builds up on a material to the level where it exceeds the ability of the air to carry away the charge, an arc will occur. It is well known that the build up of charge is particularly prevalent at sharp edges or points of the metal surface. This arcing can damage both the oven and the metallic instrument therein.

To help prevent arcing between metal surgical instruments placed in the volume of space of bag 2, the instruments 8 are preferably placed on a tray 22 that is positioned on support surface 14. As seen in FIG. 3, tray 22 is rectangular in shape, is made of paper or plastic and has one or more rectangular or round channels or compartments 24 in which a single instrument 8 is placed therein. By separating the instruments a sufficient distance from each other, arcing between the instruments is lessened.

Another way that arcing of the instruments 8 is lessened is by having at least one inner surface of either the surgical bag 2 of FIGS. 2-3 and the surgical cassette 4 of FIGS. 5-7 absorb substantially all of the microwave radi-
ation that impinges on the exterior surfaces 12 and 18 and converting the absorbed microwave radiation into radiant heat energy that enters the volume of space and sterilizes the instruments 8.

In the embodiment of FIG. 3, the conversion of emitted microwave radiation to radiant heat with minimal transmission of microwaves is accomplished via inner surface 20 which comprises multi-layers of susceptor materials. Inner surface 20 is also known as a microwave-to-heat transducer. A cross-section of an embodiment of inner surface 20 is shown in FIG. 4.

In FIG. 4, inner surface 20 comprises an adhesive 26 that attaches exterior surface 18 to suspector material 28. Susceptor material 28 is well known and typically comprises a thin plastic layer with a plurality of metal (such as aluminum) conductive islands vacuum deposited therein. Examples of suitable susceptor materials are those known by the names of (1) Accu•Crisp made by A.D. Tech of Tauton, Massachusetts; and (2) Microcrisp by James River Corp. of Mentor, Ohio. Furthermore, adhesive 26 may comprise copolymers of EVA (ethylenevinylacetate), acrylcs or urethane which are available from such companies as Swift Adhesives of Downers Grove, IL and H.B. Fuller Company of St. Paul, MN.

As is well known, susceptor material 28 converts microwave radiation that impinges thereon to radiant heat. However, susceptor material 28 typically does not convert all of the microwave radiation into heat, but allows a fraction of the microwaves to be transmitted therethrough. It has been found that the transmitted microwaves are of an amount that is sufficient to cause arcing between metallic objects such as medical instruments 8.

To prevent the transmitted microwaves from causing arcing, a second material 32 is placed within inner surface 20 to substantially absorb the transmitted microwaves. Material 32 comprises either a second susceptor material or ferrite or iron oxide which is bonded to the first susceptor material 28 by a bonding layer 30 which preferably is made of a flexible, high temperature plastic, such as polyester or high temperature paper. The second material 32 may cover one or more sections of inner surface 20 or may cover the entire
inner surface 20. Material 32 substantially absorbs the microwaves transmitted through susceptor material 28. Combining two or more microwave materials, such as susceptors and/or ferrites, it is possible to achieve both high temperatures within the interior and minimize the magnitude of the electric field therein so as to prevent arcing. In the layered structure of FIG. 4, each of the layers 18, 26, 28, 30 and 32 has a thickness ranging from approximately 0.1 - 25 mils, preferably 1 to 10 mils.

Regarding bottom 10, exterior surface or layer 12 preferably is made of paper or plastic and support surface 14 preferably comprises the same multi-layer structure as shown in FIG. 4.

A second embodiment for the microwave-to-heat transducer of inner surface 20 and/or support surface 14 is shown by the cross-sectional view of FIG. 5. In FIG 5, inner surface 20 comprises an adhesive 34 that attaches exterior surface 18 to a magnetic susceptor material 36. Adhesive 34 preferably is silicone or epoxy. Magnetic susceptor material 36 is similar to that of susceptor material 28 described above where the metal is replaced by magnetic material such as a ferrite or iron oxide.

Magnetic susceptor material 36 converts microwave radiation that impinges thereon to radiant heat. Those microwaves that are transmitted through layer 36 are reflected back by a metal layer 40 such as aluminum. Metal layer 40 is attached to magnetic susceptor material 36 by an adhesive layer 38 comprising silicone or epoxy. In the layered structure of FIG. 5, each of the layers 18, 34, 36, 38 and 40 has a thickness ranging from approximately 0.1 - 50 mils, preferably 1 to 20 mils. It should be kept in mind that layers 26 and 30 of FIG. 4 and layers 34 and 38 of FIG. 5 preferably are glued together in a laminate so as to form a single sheet of material from which bag 2 is formed.

With the surgical bag 2 described above, one sterilizes one or more surgical instruments 8 by inserting each instrument 8 through the opening and into the interior volume of space of the bag 2. Each instrument 8 preferably is placed in one of the channels 24 of tray 22 to prevent arcing between adjacent
instruments 8. Once placed within bag 2, the opening is closed with a sealer such as an adhesive 42 or a heat seal. The sealer hermetically closes the instrument 8 within the volume of space so that the environment is not contaminated by viruses or the like within the volume of space. Furthermore, the instruments 8 preferably are exposed to a dry environment within the sealed volume of space.

At this point in time the bag 2 is placed within oven 6 and is exposed to microwave radiation from a microwave radiation source such as microwave oven 6 as shown in FIG. 1. The bag 2 may be rotated within oven 6 in a well known manner. For the purpose of this application, microwaves are considered to be electromagnetic radiation having a frequency ranging from approximately $10^6$ Hz to approximately $3 \times 10^{11}$ Hz. It is preferred that the frequency of the microwaves is approximately 2,450 MHz, the frequency of most commercial microwave ovens.

The microwave radiation impinges on susceptor material of inner surface 20 resulting in the production of radiant heat energy and attenuated microwave energy. The attenuated microwave energy then exposes the microwave material, such as a second susceptor material such as a ferrite or iron oxide, of inner surface 20 to convert substantially all of the attenuated microwave radiation to further radiant thermal energy within the volume of space containing the surgical instruments 8. The amount of radiant thermal energy produced by inner layer 20 and/or other layers defining the inner space that exposes the surgical instrument 8 is sufficient to sterilize the surgical instrument.

Sterilization of one or more instruments 8 may also be accomplished by opening cassette 4 and placing the instrument 8 in a channel 24 of tray 22 placed on bottom surface, as shown in FIG. 6. Furthermore, the instrument 8 may be placed in a hermetically sealed plastic pouch when placed in cassette 4. The cassette 4 preferably is box-like in shape having a bottom 10 and a top 16 attached to the bottom 10 by a hinge 44. Bottom 10 preferably has a bottom support surface 46 attached to a vertical front wall 48, a vertical back wall 50 and a pair of vertical side walls 52. Top 16 has a shape similar to that of
bottom 10 in that top 16 has a top surface 54, a front wall 56, a back wall 58 and a pair of side walls 60.

The top 16 pivots about the hinge 44 from an open position as shown in FIG. 6 to a closed and hermetically sealed position as shown in FIG. 7. In the closed position, the top 16 and bottom 10 enclose a volume of space that contains one or more metallic surgical instruments 8.

As seen in FIG. 7, the top 16, including top surface 54, front wall 56, back wall 58 and side walls 50, preferably has a two layer structure with an exterior layer 18 made of plastic and, like bag 2, an inner layer 20. In one embodiment, inner layer 20 comprises the microwave-to-heat transducer described previously with respect to FIG. 4 that absorbs substantially all microwave radiation transmitted through the plastic exterior layer 18 and converts the absorbed microwave radiation to radiant heat energy. The amount of radiant heat energy produced by the inner layer 20 and transmitted to the volume of space is sufficient to sterilize the surgical instrument 8. The bottom 10, including bottom support surface 46 and walls 48, 50 and 52 may also comprise the two layer structure of top 16 described above. The microwave-to-heat transducer of the top 16 and bottom 10 is positioned closer to the volume of space containing the instruments 8 than the plastic exterior layer 18.

A second embodiment of inner layer 20 of cassette 4 is to use the microwave-to-heat transducer as described above with respect to FIG. 5. Of course, bottom 10, including bottom support surface 46 and walls 48, 50 and 52 can have the two layer structure of top 16 described above.

A third embodiment of a microwave-to-heat transducer for inner layer 20 of cassette 4 is to use the layered structure shown in FIG. 8. In FIG. 8, inner surface 20 comprises an adhesive 62, such as silicone or epoxy, that attaches exterior surface 18 to a ferrite material 64. Ferrite material 64 preferably contains a high concentration of a ferrite, such as iron oxide, embedded within silicon rubber or a high temperature epoxy. The concentration of ferrite material 64 ranges from approximately 10-99% by weight, preferably 30-90% by weight. The ferrite material 64 is then attached to a microwave reflective
material, such as a metal 68 like aluminum. Attachment between materials 64 and 68 is accomplished via bonding layer 66 which may comprise silicon rubber.

The unique properties of the combination of ferrite material 64 near metal 68 are taken advantage of for heating the metal instruments to a pre-determined temperature and preventing the metal instruments from being overly exposed to microwaves so as to cause arcing. Initially, microwaves impinge on ferrite material 62. Since microwaves are electromagnetic energy, they have both an electric field and magnetic field that can produce heat. However, metal 68 causes the electric field component to be reflected away from the volume of space while maximizing the magnetic field at the surface of metal 68. The reflection of the electric field prevents arcing within the volume of space while the magnetic field at the surface starts to produce heat which enters the volume of space so as to sterilize the instruments. The temperature of the ferrite material 62 continues to rise until it reaches its Curie point and heating is discontinued. Since the main object of the present invention is to sterilize surgical instruments, the ferrite material 62 preferably has a Curie point ranging from about 300° F to about 350° F. Of course other Curie points may be chosen depending on the purpose of using microwaves, such as treating materials or cooking food. In the layered structure of FIG. 8, each of the layers 18, 62, 64, 66 and 68 has a thickness ranging from approximately 0.1 - 50 mils, preferably 1 to 20 mils.

Regarding bottom 10, exterior surface or layer 12 preferably is made of paper or plastic and support surface 14 preferably comprises the same multi-layer structure as shown in FIG. 4. In addition, bottom 10 may be made of a microwave reflective material, such as aluminum.

For all of the embodiments of the bag 2 and cassette 4 it is possible to monitor the temperature within the volume of space containing the instrument 8. For example, a temperature sensitive label 70 may be placed on the exterior surface of the bag 2 or cassette 4. The label 70 would either change color or reveal certain indicia, such as the words "Sterilization" or "Sterilized," upon
attainment of a predetermined temperature within the volume of space. Examples of suitable labels are available under the name of WaveRite™ and manufactured by LifeLines Technology, Inc. of Morris Plains, New Jersey.

Once the indicia changes color or reveals the indicia it indicates that the instruments have been sterilized. Typically, sterilization occurs by exposing the instruments to temperatures ranging from about 300° F to about 350° F for approximately 2 to 6 minutes. Upon sterilization, the instruments are then removed from the containers and placed in sterile pouches or the like and stored until they are needed.

In addition, a temperature control material, such as the material known by the name Safety Susceptor™ made by A.D. Tech may be attached to the inner most layers of the microwave-to-heat transducers shown in FIGS. 4 and 5. The temperature control material is placed nearest the volume of space and acts as a fuse in that it shuts off further electromagnetic energy from entering the volume of space once a predetermined temperature is reached within the volume of space.

The foregoing description is provided to illustrate the invention, and is not to be construed as a limitation. Numerous additions, substitutions and other changes can be made to the invention without departing from its scope as set forth in the appended claims. For example, bag 2 and cassette 4 may be used for other purposes, such as (1) containing and treating metallic materials with microwave radiation and (2) containing and cooking food items within a metallic vessel, like a pot or pan.

In addition, while the above description has in general had the microwaves entering through the top surface and interacting with the microwave-to-heat transducer, it is possible for microwaves to enter through the bottom surface as well. In such a case, it is possible to reverse the roles of the top and bottom surfaces as described previously and have the microwave-to-heat transducers of FIGS. 4, 5 and 8 at the bottom surface and have a metal microwave reflectant material for the top surface.
WE CLAIM:

1. A container for preventing arcing of a metal object placed therein and subjected to microwave radiation, said container comprising:
   a first surface having an exterior surface and a support surface;
   a second surface having an exterior surface and an inner surface facing said first surface, said second surface attached to said first surface wherein said support surface and said inner surface defining a volume of space into which said metal object is placed;
   said inner surface comprises a microwave-to-heat transducer that absorbs microwave radiation impinging on said exterior surface of said second surface and converts said absorbed microwave radiation to radiant energy, said microwave-to-heat transducer also prevents substantially all of said microwave radiation impinging on said exterior surface of said second surface from entering said volume of space.

2. The container of claim 1, said support surface comprises a microwave-to-heat transducer that absorbs microwave radiation impinging on said exterior surface of said first surface and converts said absorbed microwave radiation to radiant energy, said microwave-to-heat transducer also prevents substantially all of said microwave radiation impinging on said exterior surface of said first surface from entering said volume of space.

3. The container of claim 1, wherein said microwave-to-heat transducer comprises a first susceptor material.

4. The container of claim 3, wherein said microwave-to-heat transducer comprises a second susceptor material positioned between said first susceptor material and said volume of space.

5. The container of claim 4, comprising a bonding material to attach said first susceptor material to said second susceptor material.
6. The container of claim 3, wherein said microwave-to-heat transducer comprises a magnetic material positioned between said first susceptor material and said volume of space.

7. The container of claim 6, wherein said magnetic material comprises iron oxide.

8. The container of claim 6, wherein said magnetic material comprises a ferrite.

9. The container of claim 1, wherein said exterior surface of said first surface comprises plastic.

10. The container of claim 1, wherein said exterior surface of said second surface comprises plastic.

11. The container of claim 3, wherein said first susceptor material absorbs a portion of said microwave radiation impinging on said exterior surface of said second surface and converts said absorbed microwave radiation to radiant energy, said first susceptor material transmits attenuated microwaves therethrough.

12. The container of claim 11, wherein said microwave-to-heat transducer comprises a second susceptor material positioned between said first susceptor material and said volume of space, wherein said second susceptor material absorbs substantially all of said attenuated microwaves transmitted through said first susceptor material.

13. The container of claim 11, wherein said microwave-to-heat transducer comprises a magnetic material positioned between said first susceptor material and said volume of space, wherein said magnetic material ab-
sorbs substantially all of said attenuated microwaves transmitted through said first susceptor material.

14. The container of claim 13, wherein said magnetic material comprises iron oxide.

15. The container of claim 13, wherein said magnetic material comprises a ferrite.

16. The container of claim 1, wherein said microwave-to-heat transducer comprises a first magnetic susceptor material.

17. The container of claim 16, wherein said microwave-to-heat transducer comprises a microwave reflective material positioned between said first magnetic susceptor material and said volume of space.

18. The container of claim 17, wherein said microwave reflective material comprises a metal.

19. The container of claim 17, comprising a bonding material to attach said first magnetic susceptor material to said microwave reflective material.

20. The container of claim 16, wherein said magnetic susceptor material comprises iron oxide.

21. The container of claim 16, wherein said magnetic susceptor material comprises a ferrite.

22. The container of claim 16, wherein said first magnetic susceptor material absorbs a portion of said microwave radiation impinging on
said exterior surface of said second surface and converts said absorbed microwave radiation to radiant energy, said first magnetic susceptor material transmits attenuated microwaves therethrough.

23. The container of claim 21, wherein said microwave-to-heat transducer comprises a microwave reflective material positioned between said first magnetic susceptor material and said volume of space, wherein said microwave reflective material reflects substantially all of said attenuated microwaves transmitted through said first magnetic susceptor material away from said volume of space.

24. The container of claim 23, wherein said first magnetic susceptor material comprises iron oxide.

25. The container of claim 23, wherein said first magnetic susceptor material comprises a ferrite.

26. The container of claim 23, wherein said microwave reflective material comprises a metal.

27. The container of claim 1, wherein said microwave-to-heat transducer comprises a ferrite material to absorb a portion of said microwave radiation impinging on said exterior surface of said second surface and converts said absorbed microwave radiation to radiant energy, said ferrite transmits attenuated microwaves therethrough.

28. The container of claim 27, wherein said microwave-to-heat transducer comprises a microwave reflective material positioned between said ferrite material and said volume of space, wherein said microwave reflective material reflects substantially all of said attenuated microwaves transmitted through said ferrite material away from said volume of space.
29. The container of claim 28, wherein said microwave reflective material comprises a metal.

30. The container of claim 28, comprising a bonding material to attach said ferrite material to said microwave reflective material.

31. The container of claim 28, wherein said ferrite material comprises iron oxide.

32. The container of claim 1, comprising an opening to said volume of space.

33. The container of claim 32, comprising a sealer to hermetically close said volume of space.

34. The container of claim 33, wherein said sealer comprises an adhesive.

35. The container of claim 1, comprising a tray placed upon said support surface.

36. The container of claim 35, wherein said tray comprises one or more compartments for receiving an instrument.

37. The container of claim 1, comprising a temperature sensitive label placed on said container.

38. The container of claim 37, wherein said temperature sensitive label changes color upon attainment of a predetermined temperature within said volume of space.
39. The container of claim 37, wherein said temperature sensitive label reveals indicia upon attainment of a predetermined temperature within said volume of space.

40. A surgical instrument bag for preventing arcing of a metallic surgical instrument placed therein and subjected to microwave radiation, said bag comprising:

   a continuous surface having an inner surface defining a volume of space into which said surgical instrument is placed therein;

   said inner surface comprises a microwave-to-heat transducer that absorbs microwave radiation impinging on said continuous surface and converts said absorbed microwave radiation to radiant energy, said microwave-to-heat transducer also prevents substantially all of said microwave radiation impinging on said continuous surface from entering said volume of space.

41. The bag of claim 40, wherein said microwave-to-heat transducer comprises a first susceptor and a second susceptor.

42. The bag of claim 40, wherein said microwave-to-heat transducer comprises a susceptor and a ferrite.

43. The bag of claim 42, wherein said ferrite comprises iron oxide.

44. The bag of claim 40, wherein said microwave-to-heat transducer comprises a magnetic susceptor and a microwave reflective material, wherein the microwave reflective material is positioned closer to said volume of space than said magnetic susceptor.

45. The bag of claim 44, wherein said magnetic susceptor comprises a ferrite and said microwave reflective material comprises a metal.
46. The bag of claim 40, wherein said continuous surface comprises plastic.

47. The bag of claim 46, wherein said plastic allows viewing said surgical instruments contained within said volume of space.

48. The container of claim 40, comprising a tray placed upon said support surface.

49. The container of claim 48, wherein said tray comprises one or more compartments for receiving an instrument.

50. The container of claim 40, comprising a temperature sensitive label placed on said container.

51. The container of claim 50, wherein said temperature sensitive label changes color upon attainment of a predetermined temperature within said volume of space.

52. The container of claim 50, wherein said temperature sensitive label reveals indicia upon attainment of a predetermined temperature within said volume of space.

53. A surgical instrument cassette for preventing arcing of a metallic surgical instrument placed therein and subjected to microwave radiation, said cassette comprising:

   a first surface;

   a second surface attached to said first surface by a hinge, wherein said second surface pivots about said hinge from an open position to a closed position so that said first and second surfaces enclose a volume of space that contains said metallic surgical instrument;
said second surface comprises a microwave-to-heat transducer that absorbs microwave radiation impinging on said second surface and converts said absorbed microwave radiation to radiant energy, said microwave-to-heat transducer also prevents substantially all of said microwave radiation impinging on said second surface from entering said volume of space.

54. The cassette of claim 53, said first surface comprises a microwave-to-heat transducer that absorbs microwave radiation impinging on said first surface and converts said absorbed microwave radiation to radiant energy, said microwave-to-heat transducer also prevents substantially all of said microwave radiation impinging on said first surface from entering said volume of space.

55. The cassette of claim 54, wherein said microwave-to-heat transducer comprises a ferrite material and a microwave reflective material, wherein the microwave reflective material is positioned closer to said volume of space than said magnetic susceptor.

56. The cassette of claim 55, wherein said microwave reflective material comprises a metal.

57. The cassette of claim 55, wherein said ferrite material comprises iron oxide.

58. The cassette of claim 56, wherein said ferrite material comprises iron oxide.

59. The cassette of claim 53, comprising a tray placed upon said first surface and within said volume of space.
60. The cassette of claim 59, wherein said tray comprises one or more compartments for receiving an instrument.

61. The cassette of claim 53, comprising a temperature sensitive label placed on said cassette.

62. The cassette of claim 61, wherein said temperature sensitive label changes color upon attainment of a predetermined temperature within said volume of space.

63. The cassette of claim 61, wherein said temperature sensitive label reveals indicia upon attainment of a predetermined temperature within said volume of space.

64. A method of sterilizing a metallic object with microwaves while preventing arcing of the metallic object, said method comprising the steps of:

   placing said metallic object within a volume of space defined by a surface of material;
   exposing said surface of material to microwave radiation;
   converting a portion of said microwave radiation exposing said surface of material to radiant thermal energy within said volume of space;
   exposing said metallic object to said radiant thermal energy in an amount sufficient to sterilize said metallic object; and
   preventing substantially all of said microwave radiation impinging on said surface of material from entering said volume of space.

65. The method of claim 64, wherein said metallic object is either a surgical instrument or a dental instrument.
66. The method of claim 64, said step of converting comprises exposing a ferrite present in said material to said microwaves.

67. The method of claim 64, wherein said ferrite is a magnetic susceptor.

68. The method of claim 66, said step of preventing comprises reflecting substantially all microwaves transmitted through said ferrite away from said volume of space.

69. The method of claim 67, said step of preventing comprises reflecting substantially all microwaves transmitted through said magnetic susceptor away from said volume of space.

70. The method of claim 68, wherein said reflecting is caused by a metal exposed to said microwaves transmitted through said ferrite.

71. The method of claim 69, wherein said reflecting is caused by a metal exposed to said microwaves transmitted through said magnetic susceptor.

72. The method of claim 64, said step of converting comprises exposing a first susceptor present in said material to said microwaves to produce heat; and exposing a second susceptor to microwaves transmitted through said first susceptor to produce further heat; said preventing step comprises said second susceptor absorbing substantially all of said microwaves transmitted through said first susceptor.
73. The method of claim 64, said step of converting comprises exposing a first susceptor present in said material to said microwaves to produce heat; and

exposing a ferrite to microwaves transmitted through said first susceptor to produce further heat;

said preventing step comprises said ferrite absorbing substantially all of said microwaves transmitted through said first susceptor.

74. The method of claim 64, comprising the step of a hermetically sealing said volume of space.

75. The method of claim 64, comprising the step of placing a tray containing said surgical instrument within said volume of space.

76. The method of claim 75, comprising the step of a hermetically sealing said volume of space wherein said surgical instrument is located.

77. The method of claim 74, wherein said volume of space defines a dry environment.

78. The method of claim 76, wherein said volume of space defines a dry environment.

79. The method of claim 64, wherein said metallic object is stationary during the step of exposing the material to microwaves.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC(6) : H05B 6/80; A61L 2/12
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)


Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US, A, 4,362,917 (FREEDMAN ET AL) 07 December 1982</td>
<td>1-8, 11-32, 35,36 &amp; 53-60</td>
</tr>
<tr>
<td></td>
<td>see Figures 4, 7 and 9</td>
<td></td>
</tr>
<tr>
<td>Y</td>
<td></td>
<td>33,34,37-5 2 &amp; 61-79</td>
</tr>
<tr>
<td></td>
<td>see all figures</td>
<td></td>
</tr>
<tr>
<td>Y</td>
<td></td>
<td>9,10,33,34,37-52 &amp; 61-79</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

Additional information:

* Special categories of cited documents:
  *A* document defining the general state of the art which is not considered to be of particular relevance
  *E* earlier document published on or after the international filing date
  *L* document which may throw doubts on priority claim(s) or which is used to establish the publication date of another citation or other special reason (as specified)
  *O* document referring to an oral disclosure, use, exhibition or other means
  *P* document published prior to the international filing date but later than the priority date claimed

T* later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

X* document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

Y* document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

* document member of the same patent family

Date of the actual completion of the international search: 14 DECEMBER 1995

Date of mailing of the international search report: 01 MAR 1996

Name and mailing address of the ISA/US Commissioner of Patents and Trademarks

Box PCT
Washington, D.C. 20231
Facsimile No. (703) 305-3230

Authorized officer: PHILIP LEUNG
Telephone No. (703) 308-1710

Form PCT/ISA/210 (second sheet)(July 1992)
<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>US, A, 4,316,070 (PROSISE ET AL) 16 February 1982 see Figures 1, 1a and 1b.</td>
<td>40-52</td>
</tr>
<tr>
<td>Y</td>
<td>US, A, 5,019,359 (Kutner et al) 28 May 1991 see the entire document</td>
<td>1-79</td>
</tr>
<tr>
<td>Y</td>
<td>US, A, 4,933,525 (ST. PHILLIPS) 12 June 1990 see Figure 3 and the abstract</td>
<td>37-39, 50-52 &amp; 61-63</td>
</tr>
<tr>
<td>Y</td>
<td>US, A, 4,786,773 (Keefer) 22 November 1988 see Figure 4 and the abstract</td>
<td>37-39, 50-52 &amp; 61-63</td>
</tr>
<tr>
<td>X</td>
<td>US, A, 5,288,962 (Lorence et al) 22 February 1994 see Figures 1 and 4</td>
<td>1-5, 9-12, 35 &amp; 36</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 4,558,198 (LEVENDUSKY ET AL) 10 December 1985 see Figures 2 and 4 and col.1, lines 6-12</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 4,503,307 (CAMPBELL ET AL) 05 March 1985 see Figures 6, 10 and 11</td>
<td>1-36 &amp; 53-60</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 4,971,773 (ROHRER ET AL) 20 November 1990 see the entire document</td>
<td>64-79</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 5,281,784 (KUHN) 25 January 1994 see Figures 6 and 7</td>
<td>1-36 &amp; 53-60</td>
</tr>
</tbody>
</table>