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1. 

This invention relates to a body protector and 
in particular to a cushion or bumper to be WOrn 
by a baby in the region of the buttocks. 
More specifically, the invention comprises an 

inexpensive, attractive and lightweight bumper 
to be worn over the buttocks by a child of tender 
years, thereby protecting it from injury due to 
falls. 

It is a further object to provide a bumper of 
the above character which would appeal to the 
child itself and in fact create, on the part of the 
infant a positive desire to wear the same. 
In general, the bumper comprises a pad made 

of a soft, resilient and flexible material and pref 
erably of foam rubber or the like. The pad is 
cut so that its contour resembles the figure '8' 
and thereby more closely conforms to the contour 
of the body of the wearer. The pad is covered 
with a durable and attractive material. This 
material is preferably Waterproof, and may be 
of plastic or the like. A rufile is added to the 
edges of the covered pad to further glorify the 
finished article. 
As is quickly apparent, some means has to be 

provided to maintain the bumper on the Wearer 
and toward this end a strap arrangement is pro 
vided which is attached to the covered pad, and 
which comprises a belt for encircling the waist 

- of the wearer and a pair of straps for encircling 
the thighs. When desired, a harness bearing a 
rein may be attached to the belt of the bumper 
in order to provide means for the mother or 
guardian to restrain the movements of her active 
charge. To add to the allure of the bumper, a 
plurality of Small bells are fastened to several 
points on the Strap assembly, 

It has been found from experience that a child 
who has recently learned to Walk will get a meas 
ure of enjoyment from wearing this novel bumper. 
It seems that the infant finds it entertaining to 
listen to the tinkle of the bells. But, surprisingly 
enough, he seems to derive his greatest pleasure 
out of his ability to sit down hard Without hurt 
ing himself. 

Further objects and advantages will be appar 
ent from the following description and the ap 
pended drawings, of which: 

Fig. 1 is a perspective view of a child showing 
how the bumper is Worn; 

Fig. 2 is a front view of the bumper showing 
the waist encircling band and leg straps; 

Fig. 3 is a rear view thereof; 
Fig. 4 is a sectional view taken on the line 4-4 

of Fig. 2; 
Fig. 5 is a perspective view showing the bumper 

being worn and With harness attached; 

10 

5 

20 

25 

30 

2 
Fig. 6 is a perspective view of the device with 

harness attached; and 
Fig. 7 is a fragmentary perspective view show 

ing the details of the snap fastener arrangement 
for attaching the depending straps of the harness 
to the belt of the bumper. 

Reference is now made to the drawings, and 
in particular to Figs, 1-4, in which like reference 
characters designate the same parts throughout, 
and in which indicates the bumper proper of 
my invention, which consists fundamentally of 
a pad or cushion f made of foam rubber or other 
Suitable material. The pad may be covered by 
a waterproof or water-repellent fabric f2 which, 
as shown in Fig. 4, consists of two separate sheets, 
One on each side of the pad. An ornamental 
ruffle f3 of the same or different material is at 
tached by Stitching around the periphery of the 
article. The exact manner in which it is assemi 
bled should be clear from Figs. 2 and 4. It should 
be obvious that the covering pieces 2 and ruffle 
f3 may be made of any material and may be 
fastened together in any other well-known man 
le. 
Two leg-encircling straps 23 and 24 each have 

an end folded upon itself to form upwardly ex 
tending loops 2 and 22 through which a waist 
encircling band or belt 28 may be laced. The 
straps 23 and 24 are fastened to the bumper 0 
at points 5, 6, 7 and 8 by stitching or other 
Suitable means. They may be attached to the 
bumper simultaneously with the ruffle by a single 
Sewing operation. An auxiliary piece 25 is at 
tached to the two leg bands, for added strength, 
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in the neighborhood of points f 7 and 8. The 
free end of strap 23 is provided with one element 
30 of a Snap fastener which may be selectively 
engaged with one of a plurality of mating ele 
ments 3 located near the other end of the same 
strap, as is clearly illustrated in Fig. 3. Strap 24 
is provided with Snap fastener elements in the 
Sane manner. By this arrangement, the leg 
bands when passed through the crotch of a 
Wearer, can be adjusted so as to provide loops 
of varying dimension in order to adapt the 
bumper to children of different size. The straps 
may be constructed of leather, elastic fabric, or 
other Suitable material. As shown, the belt is 
fitted with a conventional buckle, but as will be 
quite obvious, the buckle can be replaced by snap 
fasteners or other suitable fastening means. A 
plurality of Small bells are shown attached to 
the strap assembly 4 at points 35, 36, 37, and 38, 
Eigh obviously, they may be attached any 

Wee, 

When desired, a conventional harness may be 
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attached to the device in the manner shown in 
Fig. 6, wherein the depending straps 50 are each 
provided with Snap fasteners or other attaching 
means 5, to facilitate their individual attach 
ment to the belt 20, as clearly shown in Fig. 7. 
With this arrangement, the bumper which is the 
Subject of the present invention may be used 
With or without the harness, as desired. 
Warious changes and modifications can be made 

in the device as will be apparent, from the above 
description and accompanying drawings. 

Having now fully described my invention, I 
claim as new and desire to secure by Letters 
Patent: 
A protective device for an infant comprising 

a waist-encircling band, a pair of thigh encir 
cling straps, said straps having one end looped 
around Said band and Suspended therefron, a 
strip member attached to each strap adjacent 
said loop ends for restraining said straps in spaced 20 2502,898 
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4. 
relationship on said band, a fastening element 
attached to the free end of each said strap and 
adapted to selectively and detachably engage one 
of a plurality of engaging elements disposed on 
each Said strap adjacent Said loop ends, and a 
resilient pad attached to Said straps intermediate 
their ends. 

JOHN R. AMOROS.O. 
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