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To ?till whvin, it may concern: 
Beit known that I, JoHN H. IBISON, a citi 

Zen of the United States, residing at Urbana, 
in the county of Dallas and State of Missouri, haveinyented new and useful Improvements 
in Window-Glass Fasteners, of which the fol lowing is a specification. 
My invention relates to window - glass 

fasteners; and its primary object is to pro 
vide a novel and highly useful device of this 
character which is in the form of frames comprising strips hingedly secured together, 
each frame being united in a manner to per 
mit of their relative adjustment for applica 
tion to window-frames of varying length. 
A further object of the invention is to in 

terpose an adhesive substance between the 
frames and glass and sash, whereby to ren 
der the sash perfectly air-tight. 
With the above and other objects in view 

the invention consists of the construction, 
combination, and arrangement of parts here 
inafter fully described, claimed, and illus 
trated in the accompanying drawings, where 
l - 

Figure 1 is a front elevation of a window 
Sash, illustrating the application of my im 
proved fastener. Fig.2 is a detailed per 
spective view of one of the frames of the fas 
teners, and Fig. 3 is a transverse sectional 
view through one of the rails of the window 
frame. . . 

Referring to the drawings by reference 
numerals, 11 designate the side, 2 the up 
per, and 3 the lower, rails of a window-sash, 
the same being suitably rabbeted to provide 
for the reception of a pane of glass 4. 
The glass 4 is adapted to be secured in ap 

plied position and the sash rendered air 
tight by means of two substantially dupli 
cate frames. Each frame consists of side 
strips 55 and a connecting-strip 6, said 
strips being L-shaped in cross-section, pro 
viding clamping - flanges 5 and securing 
flanges 5°. The strips of each frame are 
united by means of pintles 7 engaging the 
clamping-flanges 5*, as is fully illustrated in 
Fig. 2 of the drawings. The upper end of 
one of the attaching-flanges 5 is provided 
with an inwardly-bent and upwardly-pro 
jecting tongue 8, while the upper end of the 
other attaching-flanges 5 is bifurcated, as 
at 9, and the legs of said bifurcation are 
curved inwardly and upwardly. In prac 
tice two frames are used and are adapted to 
be seated in the rabbeted portion of the win 

dow-sash one above the other, as is fully 
illustrated in Fig. 1. In this application of 
the frames it i be apparent that they are 
in reverse order-that is, the bifurcated end 
of one frame is in opposition to the tongue 8 
of the other frame, whereby the tongue 8 of 
each frame is received between the legs of 
the bifurcation of the other end, thus uniting 
the frames for relative adjustment. Before 
the frames are secured in applied position an 
adhesive substance 10, such as rubber in its 
raw state, is interposed between the clamp 
ing-flanges 5 and the glass 4 and between 
the attaching-flanges 5 and the opposing 
edges of the window-sash. The frames are 
secured in applied position by means of 
nails 11 or other suitable fastening means. 
passing through openings 12 in the attach 
ing - flanges 5 and engaging the window 
sash. 

It is apparent from the above description, 
75 

taken in connection with the accompanying 
drawings, that I provide means which not 
only effectually retain a pane of glass in E. 

e plied position, but which also render t 
sash perfectly air-tight. It is further ap 
parent that the frames may be readily ad 
justed for application to sashes of varying 
length and may be quickly secured in ap 
plied position. 

Having fully described and illustrated my 
invention, what I claim is 

1. In a device of the character set forth, 
the combination of a window-sash, a pane of 
glass adapted to be applied thereto, and 
frames for securing the pane of glass in a. - 

plied position, said frames being Atly 
connected to adapt them for application to 
window-frames of varying length. 

2. In a device of the character set forth, 
the combination of a window-sash, a pane of 
glass adapted to be applied thereto, and 
frames for securing the pane of glass in E. plied position and comprising strips hingedly 
secured together, said frames being adjust 
ably connected to adapt them for applica 
tion to window-frames of varying iR 

3. In a device of the character set forth, 
the combination of a window-sash, a pane of 
glass adapted to be applied thereto and 
frames each comprising L-shaped strips 
hingedly secured together, one end of one of 
said strips being provided with a tongue, 
while the end of another strip is bifurcated. 

4. In a device of the character set forth, 
the combination of a window-sash, a pane of 
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glass adapted to be applied thereto, frames In testimony whereof I affix my signature 
each comprising L-shaped strips hingedly in presence of two witnesses. 
secured together, one end of one of said JOHN H. IBISON strips being provided with a tongue, while o 

5 one end of another strip is bifurcated, and Witnesses: 
an adhesive substance interposed between the S. H. BURRIs, 
frames and glass and sash. M. B. REYNOLDs. 

  


