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. 
DISPENSING DEVICE 

Herbert G. Pressentin, Madison, Wis, 
Application August 4, 1941, Serial No. 405,391 

(Cl. 221-79) 2 Claims. 

This invention relates to shaving brushes of 
the fountain type and it is one object of the in 
vention to provide a shaving brush having a com 
bined handle and soap holder provided with an 
improved arrangement of piston and threaded 
stem for - expelling soap from the hollow handle 
or container, a spring being associated with the 
piston for assisting movement of the piston in its 
Soap expelling direction when the stem is turned 
in the proper direction. 
Another object of the invention is to provide 

a Spring which is housed within the hollow han 
dle and confined between the piston and the 
Outer end of the handle so that it exerts pres 
Sure upon the piston and prevents tilting of the 
piston and also creates binding action between 
threads of the stem and the piston so that the 
piston will be shifted longitudinally in the han 
dle when the stem is turned instead of turning 
with the stem. 
Another object of the invention is to provide 

a fountain brush wherein the stem is rotatably 
mounted through a removable cap for the rear 
end of the hollow handle and carries a turning 
member of such formation that it may be easily 
grasped and turned to rotate the stem and shift 
the piston longitudinally in the handle. 
Another object of the invention is to provide 

an improved head for the front end of the han 
dle, the head being firmly mounted and provided 
with a discharge neck externally threaded to re 
movably receive the brush head and of such di 
ameter that there will be no danger of clogging 
and a thorough cleaning may be effected when 
neceSSary. 
Another object of the invention is to provide 

an improved brush head adapted to be screwed 
upon the threaded neck of the handle when in 
use, the brush, when not in use, being placed 
within a cylindrical shield or container which is 
detachably applied to the front end of the han 
dile and the brush completely enclosed to protect 
it from dust and also prevent it from soiling other 
articles if placed in a traveling bag. 

In the accompanying drawing: 
Fig. 1 is a view showing the improved shaving 

brush partially in elevation and partially in longi 
tudinal Section. 

Fig. 2 is a sectional view on an enlarged scale 
taken longitudinally through the shaving brush. 

Fig. 3 is a view similar to Fig. 2, showing the 
shaving brush ready for use. 

Fig. 4 is a sectional view on the line 4-4 of 
Fig. 3. 
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Fig. 5 is a transverse sectional view on the line 
5-5 of Fig. 3. 

Fig. 6 is a side elevation showing the brush 
ready for use. - 
This improved shaving brush has a hollow han 

dle which is formed of sheet metal or other 
suitable material and is formed at its front and 
rear ends with externally threaded necks 2 and 3, 
and outstanding beads 4 and 5 at inner ends of 
the necks. A head 6 consisting of a metal disk, 
is seated in the bead 4, to close the front end of 
the hollow handle or soap container , and this 
head is provided with an externally threaded neck 

of such diameter that soap may be easily dis 
charged through the neck without danger of 
clogging and also a thorough cleaning effected 
When necessary. 
To expel soap from the hollow handle, there 

has been provided a piston 8 which is formed of 
metal and has a forwardly projecting marginal 
flange 9, the piston being of such diameter that 
it fits snugly within the handle with its flange 9 
in Snug contacting engagement with walls of the 
handle. A boss to extends rearwardly from the 
center of the piston and through this boss is 
formed a threaded opening to receive a thread 
ed stem 2, by means of which the piston is 
shifted longitudinally in the handle. 
From an inspection of Figs. 2 and 3 of the 

drawing, it will be seen that when the stem is 
turned in the direction for advancing the piston 
toward the front end of the handle, the soap 3 
in the handle will be forced through the dis 
charge neck T. The stem has an unthreaded 
portion 3 which is rotatably received through 
an opening 4 formed at the center of a cap 15 
which is screwed on the neck 3 and constitutes a 
removable closure for the rear end of the han 
dle. A nut 6 is screwed on the stem and bears 
against a washer so that the Washer will be 
firmly held in place and the head 8 is embedded 
in plastic 9 filling the metal shell 20 of the turn 
ing head 2, by means of which rotary motion 
is imparted to the stem to shift the piston longi 
tudinally in the handle. The unthreaded portion 
of the stem is of such length that when the nut 
is screwed tightly into place, the turning head 
2 will be close to the cap 5 and the head may 
be turned easily without wobbling movement. 
When the piston is shifted rearwardly in the han 
dle to a position close to or in engagement with 
the nut 6, and the cap is unscrewed from the 
neck 3 of the handle, the piston may be with 
drawn from the handle and the handlefilled With 
Soap in the form of a cartridge of shaving cream. 

  



The cap is then replaced and the stem will pene 
trate the cartridge and extend longitudinally in 
the handle axially thereof. The spring 22 will be 
under compression and, as the stem is turned to 
shift the piston forwardly, pressure of the Spring 
will urge the piston forwardly and create binding 
action between threads of the piston and the 
stem and cause the piston to be held against 
turning with the stem. The spring has its rear 
end fitting snugly about the washer 7 and its 
front end encircling the boss f, and pressure 
of the spring will be about the central portion 
of the piston and prevent the piston from tilt 

O 

ing to a canted position in the handle. The fact 
that the neck is of large diameter, permits 
the shaving cream to be readily discharged 
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be placed in a traveling bag without soiling other 
articles in the bag. A small opening 3 is formed 
in the cover 30 so that air may enter the cover 
and dry the bristles when the brush is dropped 
into the cover and the cover screwed upon the 
handle. 

Having thus described the invention, What is 
claimed is: 

1. In a device of the character described, a cy 
lindrical container having externally threaded 
front and rear end portions and outstanding beads 
at inner ends of its threaded portions defining 
internal grooves about Walls of the container, a 
head fitting in the front end portion of Said con 
tainer and Seated in the groove formed by the 
front bead, a cap screwed upon the threaded rear 

through it as the piston is advanced forwardly 
in the handle and when the soap is exhausted 
and the cap 5 unscrewed and the piston with 
drawn from the handle, the interior of the han 
dle and the neck may be very easily. cleaned and 
sterilized before the handle or casing is refilled. 
The brush head, indicated in general by then 

meral 23, has its bristles 24 set in a backing or 
block 25 of Vulcanized rubber or other suitable 
material. This backing block is of annular for 
mation and is enclosed in a metal casing 26 which 
fits snugly about the block and is formed with a 
central sleeve or liner 27 having internal threads 
28 for a portion of its length so that it may be 
screwed upon the neck 7 of the head 6 and de 
tachably mount the brush head for use, as shown 
in Fig. 3. The sleeve and the portions of the 
bristles projecting from the casing, define a 
pocket 29 which is to be filled with shaving cream 
forced from the neck 7 when the piston is ad 
vanced toward the front end of the hollow han 
dle. It will thus be seen that the brush may be 
charged with shaving cream and this cream 
worked into a lather when the brush is wet. 
When the brush is not in use, it is dropped into 
a cylindrical cover 30 which is of such length 
that its open end portion projects from the brush 
a sufficient distance to permit it to be screwed 
onto the threaded neck 2 of the handle. The 
brush will then be entirely enclosed and it may 
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“end portion of the container and abutting the 
rear head bead, said, cap having formed thereWith 
a central opening, a threaded stem rotatably 
mounted through the opening of the cap and held 
against longitudinal movement, and a piston in 
the container threaded upon the stem and moved 
longitudinally in the container as the stem is 
turned. 

2. In a device of the character described, a cy 
lindrical container having a head at its front end 
formed with an outlet, a removable cap for the 
rear end of the container formed with an opening 
at its center, a threaded stem rotatably mounted 
through the opening of said cap and extending 
through the container axially thereof, a piston 
fitting snugly within the container and having a 
rearwardly extending boss at its center formed 
with a threaded stem-receiving opening, the stem 
being threaded through the opening and shifting 
the piston longitudinally in the container When 
turned, and a helical Spring coiled about the stem 
and tapered for Wardly and having its rear end 
bearing against the cap and its front end bearing 
against the piston about the boss, said Spring be 
ing under compression for urging the piston for 
wardly and having its front end fitting Snugly 
about said boss to center the spring and prevent 
canting of the piston and turning of the piston 
with the stem. . . . . . . . . . . . 

HERBERT G. PRESSENTIN. , 

  


