(54) Title: SURGICAL RETRACTOR AND METHOD OF USE WITH BALLOON DISSECTION

(57) Abstract

This invention is a surgical retractor (10) for use in combination with balloon dissection of internal body tissue of a human body part to maintain an operative space created by the dissection of the internal body tissue. The retractor has a frame comprising a base (12) with opposing sides, and at least one arcuate body tissue support element (14) extending upwardly from one side to the other side of the base to form an arc extending transversely over a human body part wherein internal body tissue is to be balloon dissected. At least one suture anchor element (16) is located along the arcuate support element to allow a tensioning suture (S) extending from separated internal body tissue of the human body part being dissected to be secured thereto to maintain an open operation cavity.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

AL  Albania    ES  Spain    LS  Lesotho
AM  Armenia    FI  Finland    LT  Lithuania
AT  Austria    FR  France    LU  Luxembourg
AU  Australia  GA  Gabon    LV  Latvia
AZ  Azerbaijan GB  United Kingdom MC  Monaco
BA  Bosnia and Herzegovina GE  Georgia    MD  Republic of Moldova
BB  Barbados  GH  Ghana    MG  Madagascar
BE  Belgium    GN  Guinea    MK  The former Yugoslavia
BF  Burkina Faso GR  Greece    ML  Mali
BG  Bulgaria   HU  Hungary    MN  Mongolia
BJ  Benin      IE  Ireland    MR  Mauritania
BR  Brazil     IL  Israel     MW  Malawi
BY  Belarus    IS  Iceland    MX  Mexico
CA  Canada     IT  Italy      NE  Niger
CF  Central African Republic JP  Japan    NL  Netherlands
CG  Congo      KE  Kenya      NO  Norway
CH  Switzerland KG  Kyrgyzstan NZ  New Zealand
CI  Côte d'Ivoire KP  Democratic People's PL  Poland
CM  Cameroon   KR  Republic of Korea PT  Portugal
CN  China      KZ  Kazakhstan  RO  Romania
CU  Cuba       LC  Saint Lucia RU  Russian Federation
CZ  Czech Republic  LIE  Liechtenstein SD  Sudan
DE  Germany    LJ  Sri Lanka   SG  Singapore
DK  Denmark    LR  Liberia    SI  Slovenia
EE  Estonia    LS  Lesotho    SK  Slovakia
EU  European Union  LT  Lithuania    SN  Senegal
SE  Sweden     LU  Luxembourg    SZ  Swaziland
TG  Chad       MG  Madagascar    TD  Togo
TM  Turkmenistan TG  Togo
TR  Turkey      TJ  Tajikistan   TM  Turkmenistan
TT  Trinidad and Tobago  UA  Ukraine    TM  Turkmenistan
UG  Uganda     US  United States of America
UZ  Uzbekistan  YY  Yugoslavia   VN  Viet Nam
ZW  Zimbabwe
Description

SURGICAL RETRACTOR AND METHOD OF USE

WITH BALLOON DISSECTION

Technical Field

The present invention relates generally to a surgical retractor for maintaining an operative space during surgery. More specifically, the invention relates to a retractor apparatus for maintaining balloon dissection space during surgery by supporting human body tissue defining the operative space with an external frame to which sutures extending from the operative space are secured.

Background Art

It is well known that tissue dissection along natural tissue planes in order to create an operative space at a surgical site has recently been an active area of new medical device development. A recent development of the past decade that has achieved a degree of popularity entails dissecting human body part tissue along natural
tissue planes in order to separate the layers to create a desired operating space. Representative patents directed to procedures and devices that incorporate an inflatable balloon to carry out the balloon dissection procedure include the following: U.S. Patent No. 5,309,896; U.S. Patent No. 5,269,753; published PCT International Application No. WO 92/21295; published PCT International Application No. WO 93/09722; and U.S. Patent No. 5,607,441. Many other patents have issued that relate to balloon dissection procedures and devices, but the references set forth hereinbefore are believed to be representative.

Of course, as an alternative to balloon dissection, a surgeon can carry out the prior art manual dissection procedure that does not require the use of an inflatable balloon device. However, this procedure is believed to be deficient in many applications when compared with the balloon dissection procedure developed within the last decade.

Unfortunately, presently known balloon dissection procedures, although effective in developing an operative space during balloon dissection surgery, suffer from shortcomings related to attempting to maintain the
operative space during a surgical procedure. In other words, it is difficult to maintain the operative space in an open configuration during the surgical procedure, and the operative space is many times compromised so as to result in a poor working space during a surgical procedure within the operative space. This is due to the fact that all methods presently known to applicants utilize internal structures in an effort to maintain the integrity of the optical space during surgery, and presently known internal techniques for maintaining the operative space do not provide reliable performance. The result is that the surgical procedure is made more difficult for physicians and surgical assistants due to partial or full collapsing of the operative space defined by the balloon-dissected body tissue layers.

In view of the deficiencies inherent in attempting to internally maintain a balloon-dissected operative space during a surgical procedure, the surgical community has a long-felt need for a reliable retractor for maintaining an operative space during endoscopic balloon dissection surgery. Applicants have developed a novel apparatus and procedure in order to meet the long-felt need for such a retractor apparatus for use in maintaining a balloon-
dissected operative space during a surgical procedure. The device and method are described hereinbelow in order to provide a better understanding of the invention.

**Summary of the Invention**

In accordance with the present invention, applicants provide a retractor apparatus for use with balloon dissection of internal body tissue of a human body part during a surgical procedure. The apparatus comprises a frame having a base with opposing sides and at least one arcuate body tissue support element extending upwardly from one side to the other side of the base so as to define an arc extending transversely over and in spaced-apart relationship to the human body part being balloon-dissected during surgery. At least one suture anchor element is provided at a location along the length of the arc of the body tissue support element so as to allow a retraction suture extending from the operative cavity of a human body being balloon-dissected to be secured thereto to facilitate maintaining an open cavity within the dissected internal body tissue.

The method of applicants' invention for balloon dissection of internal body tissue of a human body part during surgery by using an external retractor apparatus to
maintain an open cavity within the dissected internal body tissue includes the step of providing a human body part upon which balloon dissection will be performed. Next, the human body part is positioned within the external retractor apparatus which comprises a base with opposing sides and at least one arcuate body tissue support element extending upwardly from one side to the other side of the base so as to extend transversely over and in spaced-apart relationship to the body part. Next, at least one suture is pulled from within the dissected body tissue cavity and outwardly of the human body part so that one end of the suture remains trapped within the cavity and the other end is secured under tension to a suture anchor element located along the length of the arcuate body tissue support element. In this fashion, the dissected internal body tissue of the human body part is maintained by the external retractor apparatus of the invention in an open operative space or open cavity configuration to facilitate the surgical procedure therein.

It is therefore the object of the present invention to provide a self-retaining retractor and method of use for the maintenance of an operating optical cavity.
It is another object of the present invention to provide a simple and easy-to-use external retractor framework and method of use for maintaining the operating optical cavity during endoscopic balloon-dissection surgery in order to minimize physician fatigue and optimize the success of the surgical procedure being performed within the operating optical cavity.

Some of the objects of the invention having been stated hereinabove, other objects will become evident as the description proceeds, when taken in connection with the accompanying drawings as described hereinbelow.

**Brief Description of the Drawings**

Figure 1 is a perspective view of the surgical retractor of the present invention shown with a human leg positioned therein wherein the optical cavity created by balloon dissection is being maintained during harvesting of a saphenous vein from the leg during cardiac by-pass surgery;

Figure 2 is an exploded view of the surgical retractor of the present invention;

Figure 3 is a perspective view of the surgical retractor of the present invention illustrating the
adjustability of the arcuate body tissue support element and the suture anchor element;

Figure 4 is a perspective view illustrating how a suture is secured to a suture anchor element of the surgical retractor of the present invention; and

Figure 5 is a perspective view illustrating the formation of an assembly of three retractors of the present invention into an enlarged modular embodiment for use with a leg or arm.

Best Mode for Carrying Out the Invention

Referring now to Figures 1-5 of the drawings, the preferred surgical retractor of the present invention in shown and generally designated 10. It will be appreciated that for clarity of explanation the general designation 10 is being used to indicate a single retractor as best seen in Figures 2 and 3, and a modular assembly of a plurality of individual units into an extended unit as best seen in Figures 1 and 5 of the drawings is generally designated 20.

As will be explained in more detail hereinbelow, applicants contemplate that retractor apparatus 10 can be a single self-retaining retractor or a modular assembly 20
consisting of two or more of the self-retaining retractors assembled into an extended-length configuration. Applicants contemplate that a single retractor 10 can be use for maintaining an optical operating cavity during surgery on the head or neck (or a child's limb) whereas the extended modular retractor 20 may be required for maintaining the operating optical cavity during endoscopic balloon dissection surgery on an extended body part such as the leg or arm.

Applicants contemplate that retractor 10 can be used in combination with balloon dissection of internal body tissue to provide support to the operative space or cavity in surgical procedures on the leg, arm, head and neck. For example, retractor 10 is particularly well adapted for use during surgery on the leg to remove a saphenous vein during coronary by-pass surgery. Retractor 10 would serve to hold up the operative cavity formed by balloon dissection so as to facilitate removal of a saphenous vein by the surgeon. Also, retractor 10 could be advantageously used in the well-known procedure of securing a plate to a broken bone in the arm or leg to facilitate healing. Normally, the surgical procedure of introducing and securing the plate to the bone is
complicated by difficulty in maintaining the operative cavity subsequent to balloon dissection of the internal body tissue or requires a traditional, long incision over the area designated for bone plating. However, applicants' retractor 10 can be used to facilitate maintenance of the cavity so as to enable easier introduction and securement of the plate to the arm or leg bone by a surgeon. Other potential uses (e.g., harvesting a nerve, muscle or tendon for transfer to another area of the body) of retractor 10 will be appreciated by those familiar with balloon dissection of bodily tissues to form an operative cavity during a surgical procedure.

Surgical retractor 10 can be seen from the drawings to comprise a base 12 having an end cap element 12A for removable securement thereto (see particularly Figures 2, 3 and 5). An arcuate support element 14 is provided to form an arch extending from one side of base 12 to the other side of base 12. Arcuate support element 14 is formed from two spaced-apart rods 14A, 14B that are secured at each end to a clamp 14C. Clamp 14C is formed so as to have an outwardly facing arcuate channel that will substantially receive a respective side of base 12 therein when support element 14 is resiliently urged
together and then released to be attached to base 12. Arcuate support element 14 can be slidably adjusted along the length of the side elements of base 12 to a predetermined desired location and additional support elements 14 can be added as needed. At a desired location, a set screw 14D is provided in each clamp 14C so as to secure the clamp to the predetermined location on the side element of base 12.

As a matter of design choice, a spacer bar 14E is provided at the top of arcuate support element 14 to maintain rods 14A, 14B forming arcuate support element 14 in spaced-apart and parallel relationship. Finally, (and with particular reference to Figures 2, 3 and 4) one or more suture anchor elements 16 are provided that are adapted to be snapped onto arcuate support element 14 at one or more predetermined locations along the arcuate length thereof in order to provide a tie-off or securement for a suture in a manner that will be described hereinbelow. Suture anchor elements 16 (see Figure 4) are formed with two spaced-apart slots 16A, 16B within the bottom surface thereof for removably snapping onto or engaging rods 14A, 14B of arcuate support element 14.
Also, suture anchor element 16 is provided with slots 16C, 16D at opposing ends of the top surface for fixedly receiving and retaining a suture therein (typically by placing the suture into a slot and wrapping the suture around anchor element 16). Suture S, as best seen in Figure 4, is normally attached at one end to surgical needle N and at the other end to a suture button SB (typically by wrapping) that is used to maintain a balloon-dissected operative cavity during surgery as explained in more detail hereinafter.

Although the components of surgical retractor 10 can be formed from many different types of materials as a matter of design choice, applicants’ preferred embodiment of the invention utilizes stainless steel for frame 12 and either stainless steel or a translucent polymer for arcuate support element 14. Translucent polymer support elements 14 would be used to facilitate taking x-rays of a human body part positioned in retractor 10. Further, suture button SB to which one end of suture S is secured and which is used to maintain the integrity of a surgical cavity formed by balloon dissection is preferably formed from a translucent polymer or a radiopaque polymer to facilitate the taking of x-rays of a human body part.
positioned in retractor 10. Finally, applicants contemplate that the preferred embodiment of suture anchor element 16 is formed of a suitable plastic polymer.

Figure 5 of the drawings illustrates a modular embodiment of a plurality of retractors 10 wherein three individual retractors 10 have been combined lengthwise to form an extended modular embodiment 20 of the retractor. The three individual retractors 10 are removably attached as indicated by the phantom lines and end cap element 12A is attached at the far end to complete the assembly of modular embodiment 20 of retractor 10. Modular embodiment 20 of retractor 10 can also be seen in use in Figure 1 with human leg L positioned therein. As can be appreciated by one skilled in the art with reference to Figure 1, retractor 20 is being utilized to maintain an open balloon-dissected surgical cavity with an external framework to which a plurality of sutures S are secured at one end and the other ends of sutures S are being retained within the surgical cavity by means of suture buttons SB to which the ends are attached.

As will be explained in more detail below, during a surgical procedure such as the harvesting of a saphenous
vein from a patient's leg for use in cardiac by-pass surgery, a leg is entered at two remote apertures A1 and A2 (see Figure 1) during the formation of the surgical cavity and the subsequent harvesting of the saphenous vein. To facilitate maintenance of the surgical cavity formed by balloon dissection of internal body tissue along natural tissue planes, surgical needles N are inserted into aperture A1 and/or A2, advanced into the surgical cavity (not shown) and then directed upwardly and outwardly so as to facilitate tying-off or securing sutures S trailing surgical needles N (wherein needle N will be removed after the sutures are secured to their respective anchor elements 16) on selected suture anchor elements 16 so that suture buttons SB secured to opposing ends of sutures S are under tension against the top portion of the surgical cavity. In this manner, the surgical cavity is maintained in an open position and collapse avoided so as to facilitate the surgical procedure of, for example, removal of a saphenous vein from leg L by a surgeon in conjunction with a cardiac by-pass operation.

The procedure for using applicants' retractor 10 will now be explained in detail for full clarity of
understanding of applicants' novel retractor and method of use during balloon dissection in endoscopic fascial cleft surgery.

In use, retractor 10 may be utilized during balloon dissection in endoscopic fascial cleft surgery. Retractor 10, as noted above, is contemplated for use during balloon dissection of internal body tissues of the head and neck as well as the extremities such as the leg or arm.

For purposes of illustration, applicants will now describe use of retractor 10 in relationship to balloon dissection in endoscopic fascial cleft surgery on a leg. Typically, the extended modular embodiment 20 of retractor 10 will be used although the use for purposes of illustration will be described in terms of single retractor unit 10. Leg L is normally prepared and draped in a conventional sterile manner. Frame 12 of retractor 10 is then placed on an operating table underneath leg L. Arcuate tissue support elements 14 are next secured to frame 12 by placing them over the area of the leg selected for operation and securing them to frame 12. A skin incision is made on the leg and dissection proceeds to the level of the fascia. The fascia is identified and a plane developed between the deep and superficial layers of the
fascia. A conventional balloon dissection device is then inserted between the deep and superficial fascia and advanced to the chosen area for the surgical procedure. The balloon is expanded so as to create a cavity between the fascial planes that will serve as the optical operating cavity throughout the operation. The balloon is then deflated and the balloon dissection device removed from leg L.

Conventional hand-held retractors are now inserted through the incision, and the skin subcutaneous tissue and superficial fascia are elevated with the hand-held retractors. The operating cavity of leg L is examined under endoscopic visualization, and a device holding a needle N with suture S and suture button SB attached thereto is advanced into the operating cavity to a point within the cavity that is selected for passage of needle N through the superficial tissue layers. Suture S is consequently advanced through the same tissue planes, and the opposite end of suture S from needle N that is attached to suture button SB will abut the tissue on the superficial aspect of the inner surface of the optical cavity. Tension is placed outside of the skin on suture S, and suture S is retracted in an upward position and
attached to a selected suture anchor element 16 at one of two top slots 16C, 16D. The procedure of placing retraction sutures S into the optical cavity is repeated a multiplicity of times at various locations within the cavity in order to provide maintenance of an adequate and somewhat symmetrical operating cavity.

Alternatively, a needle N can be passed directly through the skin from outside of the body part to the inside of the operating cavity. During this procedure, needle N is pulled out through the optical cavity and through aperture A1 or A2. Suture button SB is then attached to the needle end of suture S and needle N is then removed from suture S. The other end of suture S extending from the skin of the body part is then retracted and attached to a selected suture anchor element 16 of retractor 10 so as to place suture S under tension. This process of placing the suture button SB onto a suture S is repeated a multiplicity of times to provide adequate retraction of the operating cavity.

An operation is then performed on leg L under endoscopic guidance after the operation cavity has been adequately established and retracted as best shown in
Figure 1. At the conclusion of the operation on leg L, sutures S may be cut outside of the skin of leg L. Suture buttons SB that are attached to sutures S are grasped with an endosurgical clamp under endoscopic visualization and withdrawn through initial skin aperture A1 and/or A2. Each of the retracting points is managed in an identical fashion.

Thereafter, following removal of all suture buttons SB, the initial skin incision at apertures A1, A2 is closed, and arcuate support elements 14 are removed from retractor frame 12 of retractor 10. The wounds to leg L are then bandaged in a conventional manner. In this fashion, applicants' retractor and method of use provide for a self-retaining retractor for the maintenance of an operating optical cavity during endoscopic balloon dissection surgery.

It will be understood that various details of the invention may be changed without departing from the scope of the invention. Furthermore, the foregoing description is for the purpose of illustration only, and not for the purpose of limitation—the invention being defined by the claims.
CLAIMS

What is claimed is:

1. A retractor apparatus for use with balloon dissection of internal body tissue of a human body part, said apparatus comprising:
   
   (a) a frame comprising a base with opposing sides and at least one arcuate body tissue support element extending upwardly from one side to the other side of said base, said support element defining an arc extending transversely over and in spaced-apart relationship to a human body part being balloon dissected; and

   (b) at least one suture anchor element located at a location along the length of the arc of said body tissue support element to allow a tensioning suture extending from a human body part being balloon dissected to be secured thereto to maintain an open cavity within the dissected internal body tissue.

2. A retractor apparatus according to claim 1 wherein said frame comprises a plurality of said support elements that are removably attachable to selected
locations along the length of the opposing sides of said base.

3. A retractor apparatus according to claim 2 wherein said support elements each comprise set screws at each end thereof for securement to the opposing sides of said base.

4. A retractor apparatus according to claim 2 including a plurality of adjustable suture anchor elements for each of said plurality of support elements.

5. A retractor apparatus according to claim 1 including a plurality of sutures each having a first end for being attached to a suture button and a second end for being secured to one of said suture anchor elements.

6. A retractor apparatus according to claim 5 wherein said suture buttons are formed from material selected from the group comprising radiopaque or translucent polymer.

7. A retractor apparatus according to claim 1 wherein said base and said support element are constructed of stainless steel.

8. A retractor apparatus according to claim 1 wherein said base is formed of stainless steel and said support element is formed of translucent polymer.
9. A retractor apparatus according to claim 1 comprising a plurality of said frames being detachably secured together to form an extended length retractor apparatus.

10. A retractor apparatus according to claim 9 wherein said plurality of frames consists of three frames.

11. A retractor apparatus for use with balloon dissection of internal body tissue of a human body part, said apparatus comprising:

10 (a) a frame comprising a base and with opposing sides and a plurality of arcuate body tissue support elements extending upwardly from one side to the other side of said base, said support elements defining an arc for extending transversely over and in spaced-apart relationship to a human body part being balloon dissected; and

15 (b) a plurality of suture anchor elements adapted to be adjustably secured at selected locations along the length of the arc of each of said body tissue support elements to allow tensioning sutures extending from a human body part being balloon dissected to be secured thereto to
maintain an open cavity within the dissected internal body tissue.

12. A retractor apparatus according to claim 11 wherein said support elements each comprise set screws at each end thereof for removable securement to the opposing sides of said base.

13. A retractor apparatus according to claim 11 including a plurality of sutures each having a first end for being attached to a suture button and a second end for being secured to one of said suture anchor elements.

14. A retractor apparatus according to claim 11 wherein said suture buttons are formed from material selected from the group consisting of radiopaque or translucent polymer.

15. A retractor apparatus according to claim 11 wherein said base and said support elements are constructed of stainless steel.

16. A retractor apparatus according to claim 11 wherein said base is formed of stainless steel and said support elements are formed of translucent polymer.

17. A retractor apparatus according to claim 11 comprising a plurality of said frames being detachably
secured together to form an extended-length retractor apparatus.

18. A retractor apparatus according to claim 17 wherein said plurality of frames consists of three frames.

19. A method of balloon dissection of internal body tissue of a human body part using an external retractor apparatus for maintaining an open cavity within the dissected internal body tissue during a surgical procedure, comprising the steps of:

(a) providing a human body part upon which balloon dissection will be performed during a surgical procedure;

(b) positioning the body part within an external retractor apparatus comprising a base with opposing sides and at least one arcuate body tissue support element extending upwardly from one side to the other side of said base so as to extend transversely over and in spaced-apart relationship to the body part; and

(c) pulling at least one suture from within the dissected body tissue cavity and outwardly of the human body part so that one end remains trapped therein and then securing the other end
under tension to a corresponding suture anchor
element located at a location along the length
of said support element;

whereby the dissected internal body tissue of the human
body part is maintained by the external retractor
apparatus in an open cavity relationship to facilitate the
surgical procedure.

20. A method according to claim 19 including
providing a retractor apparatus comprising a plurality of
arcuate body tissue support elements having a plurality of
suture anchor elements selectively located thereon and
pulling a plurality of sutures from within the dissected
body tissue cavity and securing the sutures under tension
to said suture anchor elements.

21. A method according to claim 19 including
performing a surgical procedure within the open cavity
subsequent to securing of the suture to said suture anchor
element of said external retractor apparatus.

22. A method of balloon dissection of internal body
tissue of a human body part using an external retractor
apparatus for maintaining an open cavity within the
dissected internal body tissue during a surgical
procedure, comprising the steps of:
(a) providing a human body part upon which balloon
dissection will be performed during a surgical
procedure;

(b) positioning the body part within an external
retractor apparatus comprising a base with
opposing sides and a plurality of arcuate body
tissue support elements extending upwardly from
one side to the other side of said base so as to
extend transversely over and in spaced-apart
relationship to the body part; and

(c) pulling a plurality of sutures from within the
dissected body tissue cavity and outwardly of
the human body part so that one end of each
remains trapped therein and then securing the
other end of each suture under tension to one of
a plurality of corresponding suture anchor
elements located on said support elements;

whereby the dissected internal body tissue of the human
body part is maintained by the external retractor
apparatus in an open cavity relationship to facilitate the
surgical procedure.

23. A method according to claim 22 including
performing a surgical procedure within the open cavity
subsequent to securing of the sutures to said suture anchor elements of said external retractor apparatus.

24. A method according to claim 23 wherein the surgical procedure comprises the removal of a portion of the length of a saphenous vein from a leg of a human during cardiac by-pass surgery.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
IPC(6) : A61B 17/02
US CL : 600/201, 231
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
U.S. : 600/201, 221-223

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 2,493,598 A (ROZEK) 03 January 1950, whole document.</td>
<td>1-24</td>
</tr>
<tr>
<td>A</td>
<td>US 4,971,038 A (FARLEY) 20 November 1990, whole document.</td>
<td>1-24</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

Date of the actual completion of the international search: 30 SEPTEMBER 1998
Date of mailing of the international search report: 23 OCT 1998

Name and mailing address of the ISA/US Commissioner of Patents and Trademarks:
Box PCT
Washington, D.C. 20231
Facsimile No. (703) 305-3230

Authorized officer: PAUL J. HIRSCHE
Telephone No. (703) 308-2697

Form PCT/ISA/210 (second sheet)(July 1992) *