Title: SYSTEM AND METHOD FOR ESTIMATING ARTERIAL PULSE WAVE VELOCITY

Abstract: A method for determining an arterial pulse wave velocity representative of a health condition of a blood vessel includes receiving an image data set comprising a plurality of images of a subject, from an imaging modality. The method also involves determining a blood vessel region in an image from the plurality of images. The method further includes determining a plurality of cross-sectional area values of a blood vessel at a plurality of locations in the blood vessel region, corresponding to a plurality of phases of a cardiac cycle of the subject and determining a plurality of flow rate values of blood flowing in the blood vessel corresponding to the plurality of cross-sectional area values. The method also includes determining a hemodynamic model based on the plurality of cross-sectional area values and the plurality of blood flow rate values and determining the arterial pulse wave velocity based on the hemodynamic model.
SYSTEM AND METHOD FOR ESTIMATING ARTERIAL PULSE WAVE VELOCITY

CROSS-REFERENCE TO RELATED APPLICATIONS

[0001] This application claims priority to U.S. patent application number 14/936,903, filed on November 10, 2015, the entirety of which is incorporated herein by reference.

BACKGROUND

[0002] Embodiments of the present invention relate generally to determination of arterial stiffness indicative of medical conditions, and more particularly to systems and methods for estimation of arterial pulse wave velocity based on a hemodynamic model.

[0003] Atherosclerosis is referred to narrowing and stiffening of blood artery associated with deposition of fat inside the arterial walls. Arterial stiffness provides an indication of a number of medical conditions such as diabetes and hypertension. Determination of arterial stiffness provides an indication of a medical condition and progression of disease. In some instances, treatment options may be determined based on the arterial stiffness.

[0004] When the heart beats, a pulse is transmitted through the arterial system. The pulse wave propagates through the arterial system by distending the elastic walls of the arteries. Arterial pulse velocity is mathematically similar to phase velocity of electrical waves propagating in a cable or transmission line. The arterial wave equation is characterized by compliance of the artery, inertia of blood, and blood viscous resistance which corresponds to capacitance, inductance and resistance of the electrical wave equation.

[0005] The arterial pulse wave velocity is used to determine the stiffness of the blood vessel. One technique of estimating the arterial pulse wave velocity from blood flow data is the foot-to-foot method. Such a technique involves tracking changes in blood flow as a function of time and position along the blood vessel, and then tracking motion of a fiduciary point in the blood flow waveform as the wave propagates along the length of the blood vessel. A pulse wave velocity is estimated based on time delay between fiduciary points at two locations along the length of the blood vessel and the distance between the two locations. However, the arterial pulse wave velocity
estimated by such a technique can be affected by wave reflection and by choice of the fiduciary point.

BRIEF DESCRIPTION

[0006] In accordance with one aspect of the present invention, a method is disclosed. The method includes receiving an image data set comprising a plurality of images of a subject, from an imaging modality and determining a blood vessel region in an image from the plurality of images, using an image segmentation technique. The method further includes determining a plurality of cross-sectional area values of a blood vessel at a plurality of locations in the blood vessel region, corresponding to a plurality of phases of a cardiac cycle of the subject. The method also includes determining a plurality of flow rate values of blood flowing in the blood vessel corresponding to the plurality of cross-sectional area values, based on the image data set. The method further includes determining a hemodynamic model based on the plurality of cross-sectional area values and the plurality of blood flow rate values. Further, the method includes determining an arterial pulse wave velocity based on the hemodynamic model, wherein the arterial pulse wave velocity is representative of a health condition of the blood vessel.

[0007] In accordance with another aspect of the present invention, a system is disclosed. The system includes an imaging modality and a processor module coupled to the imaging modality and configured to receive an image data set comprising a plurality of images of a subject, from the imaging modality. The processor module is further configured to determine a blood vessel region in an image from the plurality of images, using an image segmentation technique. The processor module is further configured to determine a plurality of cross-sectional area values of a blood vessel, at a plurality of locations in the blood vessel region corresponding to a plurality of phases of a cardiac cycle of the subject. The processor module is further configured to determine a plurality of flow rate values of blood flowing in the blood vessel corresponding to the plurality of cross-sectional area values, based on the image data set. Further, the processor module is configured to determine a hemodynamic model based on the plurality of cross-sectional area values and the plurality of blood flow rate values. The processor module is also configured to determine an arterial pulse wave velocity based on the hemodynamic model, wherein the arterial pulse wave velocity is representative of a health condition of the blood vessel.
In accordance with another aspect of the present invention, a non-transitory computer readable medium having instructions to enable at least one processor module to determine an arterial pulse wave velocity representative of a health condition of the blood vessel is disclosed. The instructions enable the at least one processor module to receive an image data set comprising a plurality of images of a subject, from an imaging modality and determine a blood vessel region in an image from the plurality of images, using an image segmentation technique. Further, the instructions enable the at least one processor module to determine a plurality of cross-sectional area values of a blood vessel at a plurality of locations in the blood vessel region corresponding to a plurality phases of a cardiac cycle of the subject. Further, the instructions enable the at least one processor module to determine a plurality of flow rate values of blood flowing in the blood vessel corresponding to the plurality of cross-sectional area values, based on the image data set. The instructions also enable the at least one processor module to determine a hemodynamic model based on the plurality of cross-sectional area values and the plurality of blood flow rate values and determine the arterial pulse wave velocity based on the hemodynamic model.

**DRAWINGS**

These and other features and aspects of embodiments of the present invention will become better understood when the following detailed description is read with reference to the accompanying drawings in which like characters represent like parts throughout the drawings, wherein:

**FIG. 1** is a diagrammatic illustration of a system for determining a pulse wave velocity of blood flow in accordance with an embodiment of the present invention;

**FIG. 2A** illustrates magnitude of an image of a blood vessel region, obtained from an imaging modality in accordance with an embodiment of the present invention;

**FIG. 2B** illustrates phase information of an image of a blood vessel region, obtained from an imaging modality in accordance with an embodiment of the present invention

**FIG. 3** illustrates a processed image showing an outline of a blood vessel of FIG. 2 in accordance with an embodiment of the present invention;
FIG. 4 illustrates a circuit diagram representative of a hemodynamic model in accordance with an embodiment of the present invention;

FIG. 5 illustrates a graph representative of blood flow rate obtained from waveform measurements of the image of FIGS. 2A and 2B in accordance with an embodiment of the present invention;

FIG. 6 is a graph illustrating blood-vessel diameter profile along the blood vessel in accordance with an embodiment of the present invention;

FIG. 7 is a graph 700 illustrating arterial pulse wave velocity profile along the blood vessel in accordance with an embodiment of the present invention;

FIG. 8 is a graph illustrating optimization of cost function in accordance with an embodiment of the present invention; and

FIG. 9 is a flow chart of a method for estimating arterial pulse wave velocity of blood flow in accordance with an embodiment of the present invention.

DETAILED DESCRIPTION

As will be described in detail hereinafter, embodiments of the present invention disclose systems and methods configured to determine arterial stiffness indicative of a plurality of medical conditions of a subject. More particularly, embodiments of the present invention disclose systems and methods configured to estimate arterial pulse wave velocity based on a hemodynamic model, where the estimated arterial pulse wave velocity is representative of a health condition of the blood vessel of the subject.

The term "flow rate" refers to a volume of fluid that passes a particular location along a blood vessel and is measured, for example, in units of cubic meters per second. The terms "blood vessel compliance" and "vessel compliance" are used equivalently and interchangeably, and relate to the ability of a hollow organ such as a blood vessel to distend and increase its volume when subjected to increased pressure on the vessel walls. The regional vessel compliance is measured as a change in the local arterial blood volume (for example, along a 1-cm length of blood vessel) per unit change in local arterial blood pressure. The term "pulse wave velocity" refers to a ratio
of a distance travelled by a wave to time taken by the wave to travel the distance. The arterial pulse wave velocity is representative of a health condition of the blood vessel. The term "hemodynamic model" is referred to a fluid dynamic model related to blood flow within a circulatory system. The term "cuff measurements" refers to blood pressure measurements obtained using a cuff wrapped around an upper arm of a subject, for example. The "image data set" refers to a plurality of two-dimensional images or a three-dimensional image data set, or a four-dimensional image data set from an image modality such as magnetic resonance imaging system or a computer tomographic system, or an ultrasound imaging system.

[0022] FIG. 1 is a schematic representation of a system 100 having an imaging modality 102 and an arterial pulse wave velocity determination unit 108 in accordance with an exemplary embodiment of the present invention. The imaging modality 102 is configured to generate an image data set 104 of a subject 126 during medical examination. In one embodiment, the imaging modality 102 is a magnetic resonance imaging (MRI) system generating magnetic resonance image data set. In other embodiments, other imaging modalities such as, but not limited to, a magnetic resonance imaging system, a computer tomographic system or an ultrasound system are used to generate the image data set. In an embodiment where the image data set 104 is acquired from an MRI system, a velocity-phase-encoding gradient field may be used for generating the image data set 104. The term velocity-phase-encoding refers to a technique of imparting different phase shifts to protons moving at different velocities by application of a suitable bipolar-waveform gradient field prior to acquiring the magnetic resonance signal of image data set 104. In such a case, the image data set 104 includes velocity information of the functional aspects of the organs being examined. In one embodiment, the image data set 104 acquired from the MRI system includes velocity information obtained via velocity-phase-encoding gradient field along one or more directions. In one embodiment, the system 100 further includes a mechanism (not shown) to generate blood pressure values 106 from a plurality of cuff measurements obtained during examination of the subject 126. In one embodiment, the blood pressure values 106 are representative of central blood pressure values determined by modifying cuff measurements representative of peripheral blood pressure values. The system 100 further includes an arterial pulse wave velocity determination unit 108 configured to receive the image data set 104 and the plurality of blood pressure values 106 and generate an arterial pulse wave velocity 124. The arterial pulse wave velocity determination unit 108 includes a data acquisition unit 110, an image
segmentation unit 112, an image processing unit 114, a model generation unit 116, a processor module 118, and a memory unit 120. A communications bus 122 is configured to provide communication between various units of the arterial pulse wave velocity determination unit 108.

[0023] The data acquisition unit 110 is communicatively coupled to the imaging modality 102 and configured to receive the image data set 104. The image data set 104 includes a plurality of images having a vessel region. The vessel region includes a blood vessel to be examined. In one embodiment, the data acquisition unit 110 is also communicatively coupled to blood pressure measuring device (not shown) having a cuff wound around a limb or arm of the subject 126 and configured to measure a plurality of cuff measurements representative of blood pressure of the subject 126. The data acquisition unit 110 is configured to perform a variety of signal conditioning processes such as noise filtering, scaling, and analog-to-digital conversion. The data acquisition unit 110 is further configured to extract one or more images of the image data set 104 and further process the extracted one or more images. In one embodiment, the data acquisition unit 110 is also configured to determine a mean blood pressure based on the plurality of cuff measurements of the subject 126.

[0024] The image segmentation unit 112 is communicatively coupled to the data acquisition unit 110 and configured to receive an image extracted from the image data set 104. The image segmentation unit 112 is further configured to determine a vessel region in the image based on an image segmentation technique. In one embodiment, the image segmentation is performed based on an image registration technique. In another embodiment, the image segmentation is performed based on a graph based technique. The image segmentation unit 112 is further configured to identify a blood vessel in the vessel region, for which a blood vessel stiffness is to be determined.

[0025] The image processing unit 114 is communicatively coupled to the image segmentation unit 112 and configured to determine a vessel centerline and a cross-sectional area of the blood vessel in the vessel region. A plurality of cross-sectional area values is determined at a plurality of locations along the length of the blood vessel corresponding to a plurality of phases of the cardiac cycle. The image processing unit 114 is further configured to determine blood flow rates in the blood vessel from the image dataset, for a plurality of phases in the cardiac cycle. In one embodiment, a plurality of blood flow rate values is determined at a plurality of locations along
the blood vessel, for a plurality of phases of the cardiac cycle. A plurality of blood pressure values is calculated at a plurality of locations along the length of the blood vessel corresponding to a plurality of phases of the cardiac cycle.

[0026] The model generation unit 116 is communicatively coupled to the image processing unit 114 and configured to determine a hemodynamic model for blood flow based on the image data set 104 and the blood pressure values 106. The model generation unit 116 is further configured to determine an arterial pulse wave velocity 124 based on the hemodynamic model. In one embodiment, the hemodynamic model is a one dimensional pulse propagation model coupled to a lumped resistance-capacitance-resistance (RCR) model. In another embodiment, the hemodynamic model is a three dimensional computation fluid dynamic model coupled to the lumped RCR model. In one embodiment, the hemodynamic model is determined based on an optimization technique. In one embodiment, the lumped RCR model includes a first resistance $R_i$, a second resistance $R_2$ and a capacitance $C$. The capacitance $C$ is referred herein as lumped model compliance value. In one embodiment, a genetic algorithm is used for the optimization technique. In another embodiment, a gradient descent technique is used for the optimization technique for determining arterial pulse wave velocity of the blood flow within the blood vessel. In one embodiment, determining the hemodynamic model involves determining at least one of a mean blood pressure value, a blood vessel compliance value and a lumped model compliance value based on the optimization technique.

[0027] In one embodiment, the blood vessel behavior is expressed by a linear elastic model represented by the relation:

$$p - p_o = \beta \frac{\sqrt{A} - \sqrt{A_o}}{A_0}$$

(1)

where $\beta$ is a vessel stiffness index which is a function of modulus of elasticity $E$, wall thickness $h_0$, and Poisson ratio $\xi$. The term $A$ is representative of cross sectional area of the blood vessel and $p$ is representative of blood pressure value. The term $A_0$ is cross sectional area of the blood vessel at diastole when blood pressure is $p_0$. $A_0$ is representative of cross sectional area of the blood vessel and $p$ is representative of blood pressure. The vessel-stiffness index is represented by the relation:
Arterial pulse wave velocity $c$ is represented by the relation:

$$c^2 = \frac{A}{\rho} \frac{dp}{dA}$$

(3)

where $\rho$ is the density of the blood.

[0028] In one embodiment, the optimization technique used by the model generation unit 116, is formulated based on boundary conditions of the blood vessel. A micro circulation resistance of the vessel segment is determined by the relation:

$$R = \frac{Q_{\text{mean}}}{P_{\text{mean}}}$$

(4)

where $Q_{\text{mean}}$ is a mean flow rate at an inlet of a blood vessel and $P_{\text{mean}}$ is a mean brachial pressure value. The circulation resistance $R$ is also equal to a total resistance of a lumped RCR model represented by $R_1+R_2$. When there is an impedance matching at the blood vessel-lumped model interface, the resistance $R_i$ is equal to the impedance of the blood vessel represented by the relation:

$$R_i = \frac{P_{\text{0}}}{A_{\text{0}}}$$

(5)

where $c_0$ is the arterial pulse wave velocity at the output of the blood vessel and $A_0$ is the corresponding cross-sectional area. With reference to equations (4), (5), the number of variables in the flow model is reduced to two. The first variable is the vessel compliance value $\beta$ and the second variable is lumped model compliance value $C$.

[0029] In one embodiment, the optimization technique involves using a cost function based on a difference between a plurality of predicted values obtained from the hemodynamic model and a plurality of corresponding measured values obtained from the imaging data set. The cost function
is minimized in the optimization to determine unknown variables. In one embodiment, the cost
function is based on estimated blood flow rate and the measured blood flow rate values. In an
alternate embodiment, the optimization technique involves using a cost function based on the
estimated cross sectional area values of the blood vessel and corresponding measured cross
sectional area values.

[0030] In one embodiment, the mean blood pressure is also obtained during the optimization
process without use of a plurality of cuff measurements. In such an embodiment, a plurality of
measured cross sectional area values corresponding to a plurality of cardiac phases, is obtained
from the imaging data set. A plurality of estimated cross sectional area values corresponding to
the plurality of measured cross sectional area values, is obtained from the hemodynamic model.
A cost function based on a difference between the measured cross sectional area and the estimated
cross sectional area is used in the optimization formulated based on equation (1). The cost function
is minimized for a pressure value $p$ in the equation (1) to provide an estimate of the mean blood
pressure. The optimization technique involves three variable parameters namely mean blood
pressure, blood vessel compliance value, and lumped model compliance value.

[0031] The processor module 118 is communicatively coupled to a communication bus and
may include at least one of an arithmetic logic unit, a microprocessor, a general purpose controller,
and a processor array to perform the desired computations or run the computer programs. In one
embodiment, the processor module 118 may be configured to aid the data acquisition unit 110, the
image segmentation unit 112, the image processing unit 114, and the model generation unit 116 to
perform associated tasks. It may be noted that while the embodiment of FIG. 1 depicts the
processor module 118 as a separate unit, in certain embodiments, one or more of the data
acquisition unit 110, the image segmentation unit 112, the image processing unit 114, and the
model generation unit 116 may include at least one processor module.

[0032] In addition, the memory unit 120 is communicatively coupled to the processor module
118 and may be accessed by one or more of the data acquisition unit 110, the image segmentation
unit 112, the image processing unit 114, and the model generation unit 116. In an exemplary
embodiment, the memory unit 120 may include one or more memory modules. The memory unit
120 may be a non-transitory storage medium. For example, the memory may be a dynamic random
access memory (DRAM) device, a static random access memory (SRAM) device, flash memory or other memory devices. In one embodiment, the memory may include a non-volatile memory or similar permanent storage device, media such as a hard disk drive, a floppy disk drive, a compact disc read only memory (CD-ROM) device, a digital versatile disc read only memory (DVD-ROM) device, a digital versatile disc random access memory (DVD-RAM) device, a digital versatile disc rewritable (DVD-RW) device, a flash memory device, or other non-volatile storage devices. In another embodiment, a non-transitory computer readable medium may be encoded with a program having instructions to instruct the processor module 118 to perform functions of the data acquisition unit 110, image segmentation unit 112, the image processing unit 114, the model generation unit 116.

[0033] FIG. 2A illustrates an image 200 representative of magnitude of an image from the image data set obtained from an imaging modality in accordance with an embodiment of the present invention. The image 200 includes an X-axis 202 representative of pixel number along the length of the image 200 and a Y-axis 204 representative of pixel number along the width of the image 200. The image 200 is representative of a blood vessel region having a blood vessel 206 for which vessel stiffness parameter is to be determined. The image data set corresponding to the image 200 is obtained from an MRI machine. In alternative embodiments, the image 200 is extracted from image data set obtained from other imaging modalities.

[0034] FIG. 2B illustrates an image 208 representative of phase information of an image 208 from the image data set obtained from an imaging modality in accordance with an embodiment of the present invention. The image 208 includes a X-axis 210 representative of pixel number along the length of the image 208 and a Y-axis 212 representative of pixel number along the width of the image 208. The image 208 is representative of a blood vessel region having a blood vessel 214 for which vessel stiffness parameter is to be determined. The image data set corresponding to the image 208 is obtained from an MRI machine. In alternative embodiments, the image 208 is extracted from an image data set obtained from other imaging modalities.

[0035] FIG. 3 illustrates a processed image 300 showing outline of the blood vessel 206 of FIG. 2 in accordance with embodiment of the present invention. X-axis 302 and Y-axis 304 are representative of pixel numbers along the length and the width of the image 300 respectively. The
image 300 is obtained by processing the image 200 of FIG.2 for extracting one or more image parameters required for generating a hemodynamic model. In one embodiment, the processed image 300 is a segmented image having a segmented blood vessel 306. A cross section area of the blood vessel 206 is determined based on the segmented blood vessel 306. In another embodiment, the processed image 300 includes phase information of the cardiac cycle corresponding to the image of FIG. 2 and is used to determine a flow rate of blood flowing within the blood vessel 206.

[0036] FIG. 4 illustrates a circuit 400 representative of a hemodynamic model in accordance with an embodiment of the present invention. The hemodynamic model represented by the circuit 400, includes a one dimensional (ID) model 416 coupled to a lumped RCR model 418. The ID model 416 is representative of propagation of fluid pulse within a blood vessel. The model 416 is based on ID pulse propagation equations obtained from 3D Navier-Stokes equations. In one embodiment, the 3D Navier-Stokes equations are simplified based on an assumption that fluid pulse wavelength is larger than the diameter of the blood vessel. Equations for conservation of mass and momentum are obtained based on the assumption. A cross-sectional area value of the blood vessel and blood flow rate within the blood vessel are included in the equations for conservation of mass and momentum. A radial velocity profile is used to relate the cross-sectional area and the blood flow rate to a velocity of blood flow along an axis of the blood vessel. In one embodiment, a parabolic velocity profile with parabolic parameters of 0.75 and -4 is used.

[0037] A circuit diagram equivalent of lumped RCR model 418 includes input parameter nodes 402, 406 representative of a pressure value and a flow rate respectively of blood entering the blood vessel. A relationship between the input parameter node 402 and the input parameter node 406 is determined by a lumped RCR model 418 having a first resistor 410, a second resistor 412, and a capacitor 414. The capacitor 414 is representative of a vessel compliance value. The parameters of the circuit 400 are obtained by processing of the image FIG. 2 and determining a plurality of parameters corresponding to the blood vessel 206 in.

[0038] The momentum and mass conservation equations, the pressure-cross sectional area relationship represented by equation (1) and the equations representing the lumped RCR model 418 constitute a system of non-linear, coupled equations. The pressure-cross sectional area
relationship is used to eliminate pressure from the momentum equation. Spatial derivatives are
discretized using a second-order accurate central difference scheme. In one embodiment, a
staggered approach of discretization is employed. In such an approach, the mass conservation
equations are discretized in cells 420, 424. Further, the momentum conservation equations are
discretized in cells 422, 426. The cells 420, 424 having interior nodes used for discretization of
mass conservation equation is half-cell apart from the cells 424, 426 having interior nodes used
for discretization of momentum conservation equation. A time step for discretization is
dynamically determined for each time instant. An outlet of the 1D model is a Qnode representative
of the input parameter node 406. The pressure at 406 is extrapolated from the input parameter
node 402. Temporal discretization of the equation representing the lumped RCR model is
performed using the low-storage, third-order Runge-Kutta scheme.

[0039] FIG. 5 illustrates a graph 500 representative of a plurality of blood flow rate
measurements obtained from the image 200 of FIG. 2 in accordance with an embodiment of the
present invention. The graph 500 includes an x-axis 502 representative of time in seconds and a
y-axis 504 representative of blood flow rate in cubic meters per second. The graph 500 includes
three curves 506, 508, 510 representative of blood flow rates in the blood vessel 206. The curve
506 corresponds to blood flow rate based on velocity data obtained from the image data set in
accordance with a first embodiment. The curve 508 corresponds to blood flow rate obtained from
smoothed velocity data in accordance with a second embodiment. In such an embodiment, the
smoothing process is performed by averaging five data points of the velocity data. The curve 510
corresponds to blood flow rate obtained from smoothed velocity data in accordance with a third
embodiment. In such an embodiment, a Savitzy-Golay filter is used to reduce noise in the velocity
data. It may be noted that the curve 510 is smooth compared to the curve 506 because the filtering
operation reduces the effect of noise in the velocity data.

[0040] FIG. 6 is a graph 600 illustrating diameter profile along a blood vessel in accordance
with an embodiment of the present invention. The graph 600 includes an x-axis 602 representative
of distance in meters along the blood vessel and a y-axis 604 representative of diameter of the
blood vessel in meters for a cardiac cycle. The graph 600 includes a curve 606 representative of
cross sectional area of the blood vessel. It may be observed that the diameter of the blood vessel
varies along the length of the blood vessel.
FIG. 7 is a graph 700 illustrating arterial pulse wave velocity profile along the blood vessel in accordance with an embodiment of the present invention. The graph 700 includes an x-axis 702 representative of distance in meters along the blood vessel and a y-axis 704 representative of arterial pulse wave velocity in the blood vessel in meters per second. The graph 700 includes a curve 706 representative of arterial pulse wave velocity. It may be observed that the arterial pulse wave velocity profile exhibits an inverse relationship compared to the curve 606 representative of cross sectional area profile.

FIG. 8 is a graph 800 illustrating optimization of cost function in accordance with aspects of the present specification. The graph 800 includes an x-axis 802 representative of arterial pulse wave velocity in meters per second and a y-axis 804 representative of blood vessel compliance value in cubic meters per Pascal. An optimization space 806 is representative of a difference between measured flow rates and predicted flow rates at a predefined location. A line 808 is representative of a path of the optimization technique to determine the arterial pulse wave velocity. An optimum point 812 is reached via an intermediate point 810 in the optimization space 806. A shade bar 814 is representative of a plurality of values of the optimization space. It may be observed that with reference to the optimization space 806, a gradient based technique may be used for determining the optimum point 812.

FIG. 9 is a flow chart 900 representative of a method for estimating arterial pulse wave velocity of the blood vessel in accordance with an exemplary embodiment. The method includes receiving an image data set of a subject from an imaging modality in step 902. The imaging data set includes a plurality of images. In one embodiment, the image data set is obtained from a magnetic resonance imaging modality. The method further also includes determining a vessel region in an image of the plurality of images based on an image segmentation technique in step 904. In step 906, a vessel centerline is determined. Further, a plurality of cross-sectional area values of a blood vessel in the vessel region is determined, based on the vessel centerline. In one embodiment, the vessel centerline may be obtained from a recursive tracing technique. In another embodiment, an orientation filtering technique may be used to determine the centerline. In one embodiment, the plurality of cross-sectional area values is determined at a plurality of locations along the blood vessel corresponding to a plurality of phases of a cardiac cycle.
The method further includes determining a plurality of blood flow rate values of blood flowing in the blood vessel based on the imaging data set in step 908. In one embodiment, the plurality of flow rate values corresponds to the plurality of cross-sectional area values. In step 910, the method includes determining a mean blood pressure value. In one embodiment, the mean blood pressure value is determined based on a plurality of cuff measurements. In another embodiment, the mean blood pressure value is determined based on an optimization technique without use of the plurality of cuff measurements. In step 912, a hemodynamic model for blood flow is determined based on the plurality of cross-sectional area values and the plurality of flow rate values, using an optimization technique. In one embodiment, determining the hemodynamic model involves determining at least one of a mean blood pressure, a blood vessel compliance value and a lumped model compliance value based on the optimization technique. Finally, at step 914, an arterial pulse wave velocity is determined based on the hemodynamic model is determined. The arterial pulse wave velocity is representative of a health condition of the blood vessel.

Disclosed embodiments enable assessment of arterial vessel stiffness by determining robust estimates of arterial pulse wave velocity. Arterial vessel stiffness increases for various disease states such as atherosclerosis, diabetes and hypertension. In the case of atherosclerosis, the disclosed technique is useful in differentiating local stiffness changes arising from the disease from stiffness changes occurring due to other factors such as aging and thus helping in diagnosis. Further, the disclosed technique helps in detecting the presence of atherosclerotic lesions before they turn symptomatic. Measurement of local stiffness is also useful for selecting atherosclerosis treatment options.

It is to be understood that not necessarily all such objects or advantages described above may be achieved in accordance with any particular embodiment. Thus, for example, those skilled in the art will recognize that the systems and techniques described herein may be embodied or carried out in a manner that achieves or improves one advantage or group of advantages as taught herein without necessarily achieving other objects or advantages as may be taught or suggested herein.

While the technology has been described in detail in connection with only a limited number of embodiments, it should be readily understood that the specification is not limited to
such disclosed embodiments. Rather, the technology can be modified to incorporate any number of variations, alterations, substitutions or equivalent arrangements not heretofore described, but which are commensurate with the spirit and scope of the claims. Additionally, while various embodiments of the technology have been described, it is to be understood that aspects of the specification may include only some of the described embodiments. Accordingly, the specification is not to be seen as limited by the foregoing description, but is only limited by the scope of the appended claims.
CLAIMS

We claim:

1. A method comprising:

   receiving an image data set comprising a plurality of images of a subject, from an imaging modality;

   determining a blood vessel region in an image from the plurality of images, using an image segmentation technique;

   determining a plurality of cross-sectional area values of a blood vessel at a plurality of locations in the blood vessel region, corresponding to a plurality of phases of a cardiac cycle of the subject;

   determining a plurality of flow rate values of blood flowing in the blood vessel corresponding to the plurality of cross-sectional area values, based on the image data set;

   determining a hemodynamic model based on the plurality of cross-sectional area values and the plurality of blood flow rate values; and

   determining an arterial pulse wave velocity based on the hemodynamic model, wherein the arterial pulse wave velocity is representative of a health condition of the blood vessel.

2. The method of claim 1, wherein receiving an image data set comprises acquiring a magnetic resonance image data set from a magnetic resonance imaging modality, using a velocity-phase encoding gradient field.

3. The method of claim 1, wherein determining a hemodynamic model comprises determining a one dimensional pulse propagation model and a lumped resistance-capacitance-resistance (RCR) model coupled to the one dimensional pulse propagation model.

4. The method of claim 1, wherein the hemodynamic model comprises a three dimensional computation fluid dynamic model and a lumped resistance-capacitance-resistance (RCR) model coupled to the three dimensional computation fluid dynamic model.
5. The method of claim 1, further comprising determining a mean blood pressure based on a plurality of cuff measurements of the subject.

6. The method of claim 1, wherein determining a hemodynamic model comprises determining at least one of a mean blood pressure, a blood vessel compliance value, and a lumped model compliance value based on an optimization technique.

7. The method of claim 6, wherein the optimization technique is based on a genetic algorithm.

8. The method of claim 6, wherein the optimization technique is based on a gradient descent technique.

9. The method of claim 6, wherein the optimization technique comprises using a cost function based on a difference between a plurality of predicted values obtained from the hemodynamic model and a plurality of corresponding measured values obtained from the imaging data set.

10. The method of claim 9, wherein the corresponding measured values are the cross-sectional area values of the blood vessel.

11. The method of claim 9, wherein the corresponding measured values are the blood flow rate values of the blood vessel.

12. A system comprising:

an imaging modality;

a processor module coupled to the imaging modality and configured to:

receive an image data set comprising a plurality of images of a subject, from the imaging modality;

determine a blood vessel region in an image from the plurality of images, using an image segmentation technique;
determine a plurality of cross-sectional area values of a blood vessel, at a plurality of locations in the blood vessel region corresponding to a plurality of phases of a cardiac cycle of the subject;

determine a plurality of flow rate values of blood flowing in the blood vessel corresponding to the plurality of cross-sectional area values, based on the image data set;

determine a hemodynamic model based on the plurality of cross-sectional area values and the plurality of blood flow rate values; and

determine an arterial pulse wave velocity based on the hemodynamic model, wherein the arterial pulse wave velocity is representative of a health condition of the blood vessel.

13. The system of claim 12, wherein the imaging modality is a magnetic resonance imaging modality.

14. The system of claim 12, wherein the processor module is configured to determine the hemodynamic model comprising a one dimensional pulse propagation model and a lumped resistance-capacitance-resistance (RCR) model coupled to the one dimensional pulse propagation model.

15. The system of claim 12, wherein processor module is configured to determine the hemodynamic model comprising a three dimensional computation fluid dynamic model and a lumped resistance-capacitance-resistance (RCR) model coupled to the three dimensional computation fluid dynamic model.

16. The system of claim 12, wherein processor module is configured to determine a mean blood pressure value based on a plurality of cuff measurements.

17. The system of claim 12, wherein processor module is configured to determine the hemodynamic model by determining at least one of a mean blood pressure value, a blood vessel compliance value, and a lumped model compliance value based on an optimization technique.
18. The system of claim 17, wherein the processor module is configured to perform the optimization technique based on a genetic algorithm.

19. The system of claim 17, wherein the processor module is configured to perform the optimization technique based on a gradient descent technique.

20. The system of claim 17, wherein the processor module is configured to perform the optimization technique using a cost function based on a difference between a plurality of predicted values obtained from the hemodynamic model and a plurality of corresponding measured values obtained from the imaging data set.

21. The system of claim 20, wherein the corresponding measured values are the cross-sectional area values of the blood vessel.

22. The system of claim 20, wherein the corresponding measure values are the blood flow rate values of the blood vessel.

23. A non-transitory computer readable medium having instructions to enable at least one processor module to:

   receive an image data set comprising a plurality of images of a subject, from an imaging modality;

   determine a blood vessel region in an image from the plurality of images, using an image segmentation technique;

   determine a plurality of cross-sectional area values of a blood vessel at a plurality of locations in the blood vessel region corresponding to a plurality phases of a cardiac cycle of the subject;

   determine a plurality of flow rate values of blood flowing in the blood vessel corresponding to the plurality of cross-sectional area values, based on the image data set;

   determine a hemodynamic model based on the plurality of cross-sectional area values and the plurality of blood flow rate values; and
determine an arterial pulse wave velocity based on the hemodynamic model, wherein the arterial pulse wave velocity is representative of a health condition of the blood vessel.
FIG. 5
Receive an image data set

Determine a vessel region based on an image segmentation technique

Determine a plurality of cross-sectional area values

Determine a plurality of blood flow rate values of blood flowing in the blood vessel corresponding to the plurality of cross-sectional area values

Determine a mean blood pressure value

Determine (1D) hemodynamic model of blood flow based on the plurality of cross-sectional area values and the plurality of blood flow rate values using an optimization technique

Determine Pulse wave velocity

FIG. 9
A. **CLASSIFICATION OF SUBJECT MATTER**

A61B 5/0285(2006.01)i, A61B 5/02(2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. **FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)
A61B 5/0285; A61B 5/05; A61B 5/021; A61B 5/02; A61B 8/08; A61B 8/00

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
Korean utility models and applications for utility models
Japanese utility models and applications for utility models

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
- eKOMPASS(KIPO internal)
  - Keywords: arterial, pulse wave velocity, flow rate, pressure, electrical wave, health condition

C. **DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>US 2005-0143640 AI (HOCOTUR et al.) 30 June 2005 See paragraphs [8], [42H52], [72] ; and figure 1.</td>
<td>1-6, 12-17, 23</td>
</tr>
<tr>
<td>A</td>
<td></td>
<td>7-11, 18-22</td>
</tr>
<tr>
<td>Y</td>
<td>WO 2000-076394 AI (ASMAR et al.) 21 December 2000 See page 4, 1-21 ; and figures 1A-2.</td>
<td>1-6, 12-17, 23</td>
</tr>
<tr>
<td>A</td>
<td>US 2006-0221942 AI (HOCOTUR et al.) 21 Sept ember 2006 See paragraphs [27]-[49] ; and figures 1-4.</td>
<td>1-23</td>
</tr>
<tr>
<td>A</td>
<td>US 2010-0241011 AI (MCOMBIE et al.) 23 September 2010 See paragraphs [41]-[75] ; and figures 1-5.</td>
<td>1-23</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

* Special categories of cited documents:
  - "A" document defining the general state of the art which is not considered to be of particular relevance
  - "E" earlier application or patent but published on or after the international filing date
  - "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  - "O" document referring to an oral disclosure, use, exhibition or other means
  - "P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"&" document member of the same patent family

Date of the actual completion of the international search
09 February 2017 (09.02.2017)

Date of mailing of the international search report
14 February 2017 (14.02.2017)

Name and mailing address of the ISA/KR
International Application Division
Korean Intellectual Property Office
189 Cheongsa-ro, Seo-gu, Daegu, 35208, Republic of Korea
Facsimile No. +82-42-481-8578

Authorized officer
Lee, Eun Kyu
Telephone No. +82-42-381-3580

Form PCT/ISA/210 (second sheet) (January 2015)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>US 7425199 B2</td>
<td>16/09/2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2003-501194 A</td>
<td>14/01/2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6511436 Bl</td>
<td>28/01/2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8388544 B2</td>
<td>05/03/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8858441 B2</td>
<td>14/10/2014</td>
</tr>
</tbody>
</table>