The present invention provides a subcutaneously implantable access device including a metallic reservoir and a two piece plastic jacket. The metallic reservoir includes a sealed septum, and a chamber. The chamber is accessible through the septum. A two piece plastic jacket surrounds the metallic reservoir. The two piece jacket includes a cowl and a base connected to one another around the reservoir. A dual port construction is also provided.
**FOR THE PURPOSES OF INFORMATION ONLY**

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th>Code</th>
<th>Country</th>
<th>Code</th>
<th>Country</th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>GB</td>
<td>United Kingdom</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GE</td>
<td>Georgia</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GN</td>
<td>Guinea</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GR</td>
<td>Greece</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>HU</td>
<td>Hungary</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>IE</td>
<td>Ireland</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IT</td>
<td>Italy</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>JP</td>
<td>Japan</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>KE</td>
<td>Kenya</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>KG</td>
<td>Kyrgyzstan</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>CI</td>
<td>Côte d'Ivoire</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KR</td>
<td>Republic of Korea</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>KZ</td>
<td>Kazakhstan</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LI</td>
<td>Liechtenstein</td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>LK</td>
<td>Sri Lanka</td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>LU</td>
<td>Luxembourg</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>LV</td>
<td>Latvia</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>MC</td>
<td>Monaco</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>MD</td>
<td>Republic of Moldova</td>
</tr>
<tr>
<td>ES</td>
<td>Spain</td>
<td>MG</td>
<td>Madagascar</td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
<td>ML</td>
<td>Mali</td>
</tr>
<tr>
<td>FR</td>
<td>France</td>
<td>MN</td>
<td>Mongolia</td>
</tr>
<tr>
<td>GA</td>
<td>Gabon</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>MW</td>
<td>Malawi</td>
<td>NE</td>
<td>Niger</td>
</tr>
<tr>
<td>NL</td>
<td>Netherlands</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>NZ</td>
<td>New Zealand</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>PT</td>
<td>Portugal</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>RU</td>
<td>Russian Federation</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>SE</td>
<td>Sweden</td>
<td>SI</td>
<td>Slovenia</td>
</tr>
<tr>
<td>SK</td>
<td>Slovakia</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>TD</td>
<td>Chad</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>TJ</td>
<td>Tajikistan</td>
<td>TT</td>
<td>Trinidad and Tobago</td>
</tr>
<tr>
<td>UA</td>
<td>Ukraine</td>
<td>US</td>
<td>United States of America</td>
</tr>
<tr>
<td>UZ</td>
<td>Uzbekistan</td>
<td>VN</td>
<td>Viet Nam</td>
</tr>
</tbody>
</table>
HYBRID INJECTION PORT

TECHNICAL FIELD

The present invention relates to implantable biocompatible access devices used in connection with the delivery of medicants, and other pharmaceutical fluids into a body, or the withdrawal of fluids from the body.

BACKGROUND OF THE INVENTION

Access portals, or ports, provide a convenient method to repeatedly deliver medicants to remote areas of the body without utilizing surgical procedures. The port is totally implantable within the body, and permits the infusion of medications, parenteral solutions, blood products, and other fluids. The port may also be used for blood sampling.

Known ports typically include a chamber accessible through a self-sealing septum. Septums of the prior art vary in shape, from a wafer-like cylindrical block of silicone to a pre-molded septum of U.S. Patent 4,802,885 to Weeks et al. The pre-molded septum of U.S. Patent 4,802,885 includes opposed convex surfaces and a peripheral ledge.

In common practice, a caregiver locates the septum of the port by palpitation. Port access is accomplished by percutaneously inserting a needle, typically a non-corning needle, perpendicularly through the septum of the port and into the chamber. The drug or fluid is then administered by bolus injection or continuous infusion. Ordinarily the fluid flows through the chamber, into a catheter and finally to the site were the fluid is desired.

Except for the septum, traditional ports are constructed from all-metal or all-plastic. Each type of construction has unique advantages and disadvantages. All-metal constructions have the advantages that they maintain a septum in a self-sealing fashion after repeated percutaneous injections. Additionally, all-metal constructions, such as titanium, or stainless
steel provide a port which is both biocompatible and compatible with the injected fluid.

However, all-metal constructions present the disadvantages that they are relatively heavy, difficult to fabricate and relatively expensive. Additionally, all-metal ports produce large Magnetic Resonance Imaging (MRI) artifacts.

On the other hand, all-plastic ports have the advantages that they are inexpensive to construct, light in weight, and do not create an MRI artifact. However, ports constructed from plastic have the disadvantage that infused fluids may react with the plastic body of the port. All-plastic ports contain the disadvantage that they cannot maintain a sealing engagement with the septum after repeated percutaneous injections. Additionally, all-plastic ports are susceptible to nicks and scratches on the interior surface by the accessing needle. These nicks and scratches could lead to nidus, blood clots, or precipitation formations.

Efforts have been made to combine the advantages of all-metal ports with all-plastic ports. For example, in U.S. patent 4,802,885 to Weeks et al., a metal reservoir having a chamber sealed by a pre-formed silicone septum is jacketed by a single piece of a silicone elastomer. However, all-metal ports jacketed by a single piece of elastomer have significant shortcomings. These shortcomings include quality control problems during manufacturing, and expensive molding processes.

Other efforts have focused on providing a multiple piece all-plastic housing in cooperation with an open metal cup to sealingly engage a septum. For example, see U.S. Patent No. 5,213,574 to Tucker. This design has shortcomings associated with it, including defects in the plastic housing which may cause an improperly sealed septum. Once the septum is improperly sealed the entire port must be discarded.

Therefore a need has arisen for an access port
device which addresses the problems of prior port devices.

**SUMMARY OF THE INVENTION**

5 A hybrid port is provided which includes a metallic reservoir, a non-metallic cowl and a non-metallic base. The metallic reservoir has an open top, a closed bottom and a septum. The open top is sealed by the septum to define a chamber. The non-metallic cowl includes a septum opening. The cowl also includes a flange which is positioned adjacent to the top of the reservoir, so that the septum is accessible through the septum opening. The non-metallic base includes a reservoir opening, in which the reservoir is operably received through. The cowl and the base are positioned and arranged to define a forming zone. The cowl and base are connected at the forming zone to substantially surround the reservoir.

A dual hybrid port is also provided. The dual hybrid port includes a metallic reservoir including two chambers, each of the chambers accessible through a discrete septum. A non-metallic cowl which includes a discrete pair of septum openings, and a discrete pair of flanges, each of the flanges positioned adjacent one of the septum openings is positioned so that each septum is accessible through one of the septum openings. A non-metallic base is also provided. The non-metallic base has a reservoir opening positioned to receive the reservoir therethrough. The base and the cowl are positioned and arranged to define a forming zone and the base and cowl are connected at the forming zone.

A method of using a hybrid port is also provided. The method includes steps of providing a hybrid port which includes a metallic reservoir, a non-metallic cowl and a non-metallic base, where the non-metallic cowl and the non-metallic base jacket the reservoir. The hybrid port is then implanted within biological tissue where a
catheter is attached thereto.

**BRIEF DESCRIPTION OF THE DRAWINGS**

Figure 1 is a perspective view of a hybrid port according to a first preferred embodiment of the present invention.

Figure 2 is an exploded side view of the port of Figure 1 with portions shown in cross section.

Figure 3 is a front view of a cowl and a base, excluding a metallic reservoir, of the hybrid port shown in Figure 1 partially engaged to show cooperation of a slot in the cowl and a slot in the base.

Figure 4 is a cross-sectional view taken along the line 4-4 in Figure 3 with the cowl and the base pushed together.

Figure 5 is an exploded side view of the reservoir of the port shown in Figure 2.

Figure 6 is an enlarged top plan view of the port of Figure 1.

Figure 7 is an exploded side view of a second preferred embodiment of a hybrid port showing an alternative construction for the two piece jacket with portions shown in cross-section.

Figure 8 is a top plan view of the assembled port of Figure 7.

Figure 9 is a perspective view of a dual hybrid port according to a third preferred embodiment of the present invention.

Figure 10 is an exploded front view of the dual hybrid port of Figure 9, with portions shown in cross-section and with the outlet tubes, the connector, and the catheter removed.

Figure 11 is a front plan view of the dual hybrid port of Figure 9.

Figure 12 is a top plan view of the dual hybrid port as shown in Figure 9.

Figure 13 is a portion of the dual hybrid port of
Figure 9, shown prior to full connection of the catheter to the port.

Figure 14 is a portion of the dual hybrid port of Figure 9 in partial cross-section in a top view and showing the port prior to full connection of the catheter.

Figure 15 shows the portion of the port shown in Figure 14 once the catheter is fully connected.

Figure 16 is an enlarged view of the insert of the dual hybrid port of Figure 9.

**DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS**

The hybrid port of the present invention provides both benefits associated with an all-metal port and benefits associated with an all-plastic port. The hybrid port of the present invention generally includes a metallic reservoir including a sealed septum, and an internal chamber accessible through the septum, and a non-metallic jacket around the reservoir.

The reservoir includes a chamber sealed by, and accessible through a septum. An outlet tube assembly is operable in connecting the chamber to a catheter which functions to deliver medicants to a desired location.

The reservoir is surrounded by a two piece plastic jacket. While the exact configuration of the two piece jacket can vary, a preferred form includes an outer cowl and a base connected to one another around the reservoir. The outer cowl has a first open end and a second open end. A raised ridge is positioned adjacent the first open end of the outer cowl. The outer cowl further includes a lumen between its first and second open ends having a first and second associated diameter separated by a ridge. The reservoir is positioned within the lumen so that the septum of the reservoir is accessible through the first open end of the outer cowl. The outer cowl also includes a downward positioned outlet tube slot. The outlet tube assembly of the
reservoir is positioned in the slot of the outer cowl.

A generally cylindrical base including an upward positioned outlet tube slot extension having an upward positioned slot, fits between the outer cowl and the reservoir. The downward outlet tube slot of the outer cowl mates with the upward slot of the outlet tube slot extension to form an aperture and capture the outlet tube assembly. The base and outer cowl define a forming zone proximate the ridge in the lumen of the outer cowl. The base and outer cowl are connected at the forming zone.

Referring now to the drawings, in which like elements are numbered alike in the various figures, various embodiments of a hybrid port of the present invention are shown.

Specifically referring to Figures 1, 2, and 5 a first embodiment of a hybrid port 100 including a metallic reservoir 101 are shown. Metallic reservoir 101 is preferably constructed from a biocompatible material such as titanium or stainless steel. Reservoir 101 is constructed from a cup 102 including an outlet tube assembly 104, a cap 120 and a wafer-like septum 140 captured therebetween. Both cap 120 and cup 102 include thin-walled construction and are generally cylindrical in configuration.

Cup 102 includes an upper portion 103 and a lower portion 105 separated by a septum shelf 106. Both upper portion 103 and lower portion 105 are cylindrical in configuration and each include inner and outer diameters. Preferably lower portion of cup 102 includes a pair of flats 116, each positioned 180 degrees apart. The diameters of the upper portion 103 are greater than those of the lower portion 105 and septum shelf 106 is formed therebetween. Further, cup 102 includes an open end 107 and a closed end 108.

A chamber 109 is positioned within the lower portion 105 of cup 102. Chamber 109 includes rounded
interior side walls to prevent stagnation of fluid in the assembled reservoir 101. Stagnation of fluid is caused by what is known in the medical or fluid arts as dead zones. The rounded interior side walls preferably form a radius which allows an access needle (not shown) to be completely inserted into chamber 109. An outlet tube assembly 104 extends from the lower portion 105 of cup 102.

Outlet tube assembly 104 operates to capture an end of a catheter (not shown) which is placed within the patient. The catheter may be placed in the patient using any of a number of standard techniques. Outlet tube assembly 104 itself may be of the type as referenced in either of U.S. Patent Nos. 4,723,948 or 4,880,414, the disclosures of which are herein incorporated by reference. Additionally, outlet tube assembly 104 may be of the type described in concurrently filed application entitled "Catheter Connector and Method for Portal Assembly," the drawings and specification of which are incorporated herein by reference.

The outlet tube assembly 104 shown in Figures 1, 2 and 5-8 is described in U.S. Patent No. 4,880,414 and generally includes an outlet stem 112 having a radial enlargement 114 and a retainer sleeve 119 that slidably encircles stem 112. As shown in Figures 2 and 5, sleeve 119 is positioned adjacent radial enlargement 114. Outlet tube assembly 104 ensures fluid tight capture of the catheter (not shown). While the outlet tube assembly 104 is advantageous, it should be understood that the present invention is not limited to any particular type of outlet tube assembly, and any of a wide variety of outlet tube assemblies other than those which are incorporated herein by reference, are included within the scope of the present invention.

Wafer-like septum 140 is positioned on septum shelf 106. Preferably wafer-like septum 140 is constructed
from silicone. Silicone is a common elastomeric resealable construction and is used throughout the ported industry. Wafer-like septum 140 is cylindrical and has two flat opposed surfaces.

Cap 120 includes a first open end 122 and a second open end 124 positioned between a continuous side wall 127. A flange 125 is positioned at first open end 122. Second end 124 of cap 120 includes an inner diameter and an outer diameter. The difference between the inner and outer diameters is twice the wall thickness of the metallic construction of cap 120. The inner diameter of second open end 124 of cap 120 is slightly less than the outer diameter of upper portion 103 of cup 102.

The metallic wall construction surrounding second open end 124 of cap 120 includes an inside beveled edge 129. Beveled edge 129 permits cap 120 to be forced over upper portion 103 of cup 102. Forcing cap 120 over cup 102 operates to radially and axially compress the wafer-like septum 140. Specifically, side wall 127 of cap 120 forces side wall 110 of cup 120 into septum 140, which radially compresses wafer-like septum 140. Completely forcing cap 120 down upon cup 102 permits flange 125 associated with open end 122 of cap 120 to axially compress septum 140 against septum shelf 106.

When cap 120 has been forced onto cup 102 reservoir 101 is formed. Reservoir 101 includes chamber 109, within the lower portion of cup 102, which is accessible through septum 140. Septum 140, in its compressed state, bulges into chamber 109 on one of its sides, and away from chamber 109 on its other.

The above-described reservoir 101 utilizes what is generally known as an interference fit septum. Septums engaged in the fashion above described can be punctured up to 2,000 times and still reseal the chamber within the reservoir. It should be understood that numerous other techniques are available to connect cap 102 to cup 120 in order to compress septum 140, and the invention
is not limited to a specific construction. For example, cap 120 may include threads which can be screwed to threads located on upper portion 103 of cup 102. Cap 120 may be snap fit onto cup 102 to compress septum 140. Additionally, it is possible to weld cap 102 to cup 102 through either spot welding or TIG welding. Cap 120 can fit over or into cup 102 to compress septum 140.

Once assembled, reservoir 101 is a functional structure which holds septum is operable compression for subsequent access to chamber 109 of reservoir 101 via an access needle (not shown).

The outer configuration of assembled reservoir 101 generally includes upper and lower cylindrical portions, 115 and 117. Continuous side wall 127 of cap 120 deforms slightly when forced over upper portion 103 of cup 102, and therefore, upper portion 115 of reservoir 101 includes an outer diameter substantially equivalent to that of the outer diameter of cap 120. Because lower portion 105 of cup 102 is not deformed, lower portion 117 of reservoir 101 has identical dimensions as the lower portion 105 of cup 102.

Referring now to Figure 2, 3 and 4 a two-piece plastic jacket 200 is shown. The first preferred embodiment includes a two piece plastic jacket 200 having an outer cowl 202 and a base 250 which are connected to surround portions of assembled reservoir 101. Both outer cowl 202 and base 250 are constructed from a biocompatible non-metallic substance. The non-metallic substance used to construct outer cowl 202 or base 250 may be a plastic or an elastomeric, or any combination of the two. The first preferred embodiment is constructed from Polysulfone, although other preferred embodiments may be construed from materials such as Pyroilitic Carbon or Glassy Carbon. Pyroilitic Carbon and Glassy Carbon are light in weight, and provide excellent wear resistance. Additionally, these materials provide a hard bottom, and do not produce MRI
artifacts.

Outer cowl 202 includes a first open end 204 and a second open end 206 and a lumen 209 positioned therebetween. Lumen 209 includes an upper portion 208 and a lower portion 210. Upper portion 208 of lumen 209 has an associated diameter which is substantially equal to upper portion 115 of reservoir 101. Lower portion 210 of lumen 209 has an associated diameter which is slightly greater than that of upper portion 208. An annular ridge 211 is located between upper section 208 and lower section 210.

Upper portion 115 of reservoir 101 is received within outer cowl 202 so that septum 140 is accessible through first open end 204 of outer cowl 202 as best shown in Figures 1 and 2. A ridge 220 on the outer surface of outer cowl 202 aids in locating the septum (as discussed in detail later).

As best seen in Figures 2 and 3, outer cowl 202 also includes a downward projecting slot 212. Tube assembly 104 is received within slot 212. Slot 212 generally includes a rounded top surface and two straight side walls.

With reference to Figures 2 and 3, base 250 is constructed to attach within lumen 209 of outer cowl 202. Base 250 includes a cylindrical outer side wall 252 having a diameter substantially equal to the inner diameter of the lower portion 210 of lumen 209. Base 250 includes an upper edge 254 which is beveled. Additionally, base 250 includes a slot extension 256 having an upwardly projecting outlet tube assembly slot 257.

The slot extension 256 projects outward a distance adequate to mate with downward projecting slot 212 of outer cowl 202 as best shown in Figure 4. Slot extension 256 fits within a groove 234 so that base 250 can be fitted into cowl 202 and slot extension 256 can operate with cowl 202 to capture outlet tube assembly
104. Additionally, slot 257 of base 250 cooperates with slot 212 of outer cowl 202 to form an aperture which operates to capture tube assembly 104, as best seen in Figure 3.

As best seen in Figure 2, hybrid port 100 is assembled by aligning septum 140 of reservoir 101 with lumen 209 so that the septum 140 of reservoir 101 is exposed through first end 204, and tube assembly 104 is received in slot 212. Base 250 is then inserted within outer cowl 202 adjacent lower portion 117 of reservoir 101 and lower portion 210 of outer cowl 202. The upwardly projecting outlet tube slot 257, on outlet tube extension 256 of base 250 is aligned with tube assembly 104 of reservoir 101 so that the two slots cooperate to form an aperture having the tube assembly captured therein.

Additionally, the interior of base 250 includes a pair of flats 258 positioned 180 degrees apart, which mate with flats 116 of reservoir 101. The mating flats assist in keeping the reservoir from rotating in the base.

Referring to Figures 3 and 4, during assembly, base assembly 250 is forced up into outer cowl 202 so that the outer side wall 252 of the base is forced over annular ridge 211 of lumen 209 and into smaller upper section 208 of outer cowl 202. Outer cowl 202 contacts base 250 proximate ridge 211 to define a forming zone, at 225, as best seen in Figures 2 and 4. In the first preferred embodiment forcing base 250 over ridge 211 provides an interference fit. In the first preferred embodiment outer cowl 202 and base 250 are further ultrasonically welded at forming zone 225. This arrangement provides a stable sealed fit between outer cowl 202 and base 250. Cowl 202 and base 250 can be connected by solely an interference fit or ultrasonic weld, as well as with one or more snaps, adhesive, solvents, or any combination of the above.
The outer configuration of outer cowl 202 can vary between applications. For example, the dimensions of the ridge may change, the height of the cowl may change, and the profile of the cowl may change. Unique outer configurations of the hybrid port are provided for specific applications. For example, different configurations might be suited for: Arterial, inter-spinal, peritoneal, low profile, pediatric venous or TPN applications. The present invention includes methods of assembling a hybrid port including assembling the different configurations listed above.

After hybrid port 100 is subcutaneously implanted within a patient it can be used to facilitate delivery of medicants. The port can also operate to sample blood from a remote area in the body. One preferred configuration of an outer cowl is shown in Figure 1. The preferred outer configuration of outer cowl 202 includes a ridge 220. Ridge 220 is positioned adjacent first open end 204. Ridge 220 provides a tactile surface which a caregiver locates through palpitation of the skin in order to locate septum 140 of reservoir 101 prior to inserting the access needle (not shown) into hybrid port 100.

A substantially straight side wall 222 extends downward from ridge 220 into a flared annular foot 224. Foot 224 provides a stable surface on which hybrid port 100 rests. Side walls 222 include four depressions 226 positioned equally about outer cowl 202 as best seen in Figures 1 and 4. Depressions 226 each terminate at a suture hole 230. Preferably, suture holes 230 each include a beveled edge 232 to facilitate subcutaneous implantation of the hybrid port 100 in the patient.

As shown in Figures 2 and 4, base assembly 250 includes crush zones or projections 260 which are used during assembly to assure a secure and proper stack fit between outer cowl 202, reservoir 101, and base assembly 250 in the vertical direction of Figures 2 and 4. The
crush zones 260 function as spacers without deformation to facilitate a secure fit when the components are manufactured at one dimension in the range of acceptable tolerances. The crush zones 260 are deformable when the components are manufactured at one of the other dimensions in the range of acceptable tolerances. The net effect is that port 100 has a secure mating of components and a more consistent vertical height. Crush zones 260 can have a variety of different shapes including triangular in cross-section for example.

Variations of the two piece jacket construction of port 100 are also possible. For example, the jacket construction may include a top cowl 402 and a lower base 450 as best seen in the second preferred embodiment shown in Figures 7 and 8. Top cowl 402, includes a septum opening 403 and a reservoir opening 404. A ridge 405 is positioned annularly around and adjacent to septum opening 404 of top cowl 402. Ridge 405 serves the same purpose as ridge 220 described above.

Base 450 includes a continuous side wall 451 having a lumen 452 positioned between a reservoir retainer 456 and a reservoir opening 458. The inner dimensions of lumen 452 are such that they mate with the lower portion 117 of reservoir 101. Base 450 receives reservoir 101 so that top cowl 402 can mate with upper portion 115 of reservoir 101 and reservoir opening 458 of base 450 can contact the reservoir opening 404 of top cowl 402, to define a forming zone at 475.

Top cowl 402 and base 450 are then connected at forming zone 475 by an ultrasonic weld, snaps, adhesive, solvent, or any other technique or combination thereof. An outlet tube assembly is inserted through a hole 460 in base 450 and into reservoir 101 so that a catheter (not shown) could be attached to the outlet tube assembly to deliver medicants to a remote location in the body, or to remove blood from the patient.

Base 450 includes a partial indent 465 and suture
holes 462. Cowl 402 also includes a partial indent 464. When Base 450 and cowl 402 are connected indents 464, 465 mate to form an indent 466 in jacket as best seen in Figure 8.

Additionally, a dual hybrid port may be constructed. The preferred dual hybrid port is constructed in accordance with the third preferred embodiment shown in Figures 9-16 wherein a single piece non-metallic outer cowl 702 includes a plurality of chambers and one outlet tube slot. A non-metallic base 750 would also be provided. Base 750 could be either single piece as shown in Figure 10, or two separate pieces. Dual hybrid cowl 702 and base 750 would jacket either a single piece two cap metallic reservoir or two separate sealed metallic reservoirs.

Referring to Figure 10, metallic reservoir 601 includes a single piece cup 620 having two distinct upper portions 622 and 624. Two caps, 602, 603 engage with upper portions 622 and 624 to radially and axially compress two different septums 640 and 641. Preferably, each cap 602 would be forced into each upper portion 622 and 624 of cup 620 to compress septums, 640 and 641. Cup 620 includes thin walled construction and each upper portion 622 and 624 includes an associated inner diameter. Caps 602 and 603 of the reservoir 601 are preferably of thin walled construction and include associated outer diameters which are slightly greater than the associated inner diameters of the upper portion 622 and 624.

When caps 602 and 603 are forced into each upper portion 622 and 624 the outer walls of caps 602 and 603 are deformed as to force them to radially compress septums 640 and 641. Septums 640 and 641 are axially compressed in the same fashion as for the single reservoir shown in Figure 5 and described above. Caps 602 and 603 may also be connected to cup 620 through threads, snaps, welding or any other suitable mechanism.
to compress septums 640 and 641. Alternatively, cup 620 may include two separate reservoirs of the type illustrated in Figure 2.

Preferably, reservoir 601, as shown in Figure 10, is received within cowl 702 in the same general fashion as shown in Figure 2 and described above. As shown in Figure 10, single piece base 750 attaches to cowl 702 through an ultrasonic weld. In the alternative, base 750 could be attached to cowl through the use of snaps, an interference fit, adhesives, solvents, or any combination thereof.

Often times the two different chambers of the dual hybrid port will include two different medicants, or be for two different purposes, e.g. one for delivering medicants, and one for sampling blood. Because of these possible differences, cowl 702 of dual hybrid port 600 includes two different ridges 720 and 722, positioned adjacent two septums 640 and 641. Different ridges 720 and 722 preferably are of different heights as to provide different tactile responses so a caregiver could differentiate between the two different chambers.

Outer cowl 702 of dual port 600 also includes a plurality of indents 728 which terminate at suture holes 730. Suture holes 730 may include beveled edges to facilitate subcutaneous placement of dual hybrid port 600.

As shown in Figures 11 and 12 the dual hybrid port includes an outlet tube assembly 604. In the third embodiment, outlet tube assembly 604 is of the type described in concurrently filed patent application entitled "Catheter Connector and Method of Portal Assembly", the specification and drawings of which have been previously incorporated by reference. Other outlet tube assemblies are possible.

As shown in Figures 13-16, outlet tube assembly 604 includes two angled outlet tubes 834, 836 extending from ends 864, 866 positioned at internal chambers 854, 856,
respectively, to parallel distal ends 868, 870. An insert 878 with two bores 890, 892 is positioned around a portion of outlet tubes 834, 836. A first portion 880 of insert 878 is positioned within bore 858. Insert 878 includes a planar surface 896 extending generally perpendicular to the longitudinal direction of distal ends 868, 870 of outlet tubes 834, 836. Insert 878 also includes an angled surface 898 diverging away from outlet tubes 834, 836 in a direction away from port 600. End of 880 of insert 878 includes spaced apart portions 886, 888, and a recess 894 for receipt of angled portions 872, 874 of outlet tubes 834, 836.

Sleeve structure 806, including a lock ring 820 and a sleeve 802, draws dual lumen catheter 824 with lumens 830, 831 toward angled surface 898 wherein catheter bunches up and is wedged generally radially inwardly toward outlet tubes 834, 836 to seal the catheter and prevent cross-talk between lumens and also forming a thickened portion 832a of the catheter to hold the catheter to the port. Lock ring 820 is rotatably mounted to sleeve 802 and preferably also slidably mounted in the longitudinal direction. Sleeve 802 preferably includes a tip 850 with a rounded inner surface 852 of lesser inner diameter than a remainder of sleeve 802 for gripping catheter 824, and an angled outer surface 853 for facilitating formation of the thickened portion 832a of catheter 824. A pin 840 and slot 826 mount lock ring 820 to insert 878 through longitudinal movement of lock ring 820 and sleeve 802 in the direction of arrow A in Figure 13, and also rotational movement of lock ring 820 in the direction of arrow B. The relative rotational mounting of sleeve 802 to lock ring 820 permits lock ring 820 to rotate relative to sleeve 802 to prevent twisting of catheter 824 during use. A detent 828 in slot 826 functions as a positive lock to hold lock ring 820 in the locked position. A second pin and slot arrangement are
provided on opposite sides of insert 878 and lock ring 820, respectively. Outlet tubes 834, 836, insert 878, and lock ring 820 are preferably made of metal. Preferably, outlet tubes 834, 836 insert 878 are welded to metallic cup 620. Sleeve 802 is preferably made of plastic and is preferably somewhat flexible to assist in a strain relief function for stresses applied to catheter 824.

The present invention has the advantages that any defects in the outer jacket may be detected before the entire hybrid port is assembled. Detection of defects is not dependent upon total assembly of the hybrid port, which may necessitate disposal of the whole port. During production the plastic parts are checked for defects. If defects are present the individual piece may be discarded.

Additionally, the present invention allows an easy and economical method of constructing hybrid ports of various configurations. As stated earlier, different applications may require different outer configurations of the port. In certain circumstances the ridge may be wider, or taller than others. Also, the annular foot may be increased or decreased in size and the height of the port may be adjusted. By combining the different ridge configurations with different annular feet, and different heights of the outer cowl itself, a variety of special applications can be accomplished, including those applications discussed above.

A method of using the hybrid port is also within the scope of the present invention. While it is not preferred, a caregiver may be provided with the unassembled parts of hybrid port 100. These unassembled parts would include sealed metallic reservoir 101, including outlet tube assembly 104, non-metallic outer cowl 202 and inner base 250. The caregiver would select an outer cowl having the proper outer configuration for the desired application. The
caregiver then would assemble hybrid port 100, according to the description above, where outer cowl 202 and inner base 250 are connected by an interference fit or snaps. The caregiver would implant port 100 within the patient, attaching outlet tube assembly 104 to a catheter which has been previously implanted, thus allowing medicants to be delivered to the desired location.

The present invention includes advantages of a metal port and advantages of a plastic port. The outer plastic construction significantly decreases the weight of the present port, as compared to all-metal ports. While the metallic construction of the reservoir provides structure to adequately seal the septum. Additionally, by utilizing a sealed metal reservoir, the present invention provides an adequately sealed chamber which is biocompatible.

Further, it is to be understood that even though numerous characteristics and advantages of the invention have been set forth in the foregoing description, together with details of the structure and function of the invention, the disclosure is illustrative only and changes may be made in detail, and especially in the matters of shape, size and arrangement of parts, wherein the principles of the invention to the full extent indicated by the broad general meaning of the terms in which the appended claims are expressed.
What is Claimed is:

1. A hybrid port, comprising:
   a metallic reservoir having an open top, a closed bottom, and a septum sealingly received in said open top, said reservoir further including a chamber accessible through said septum;
   a non-metallic cowl including a septum opening, said cowl further including a flange positioned adjacent said top of said reservoir, said septum being accessible through said septum opening; and
   a non-metallic base including a reservoir opening, said reservoir operably received through said reservoir opening of said base; said base and said cowl being positioned and arranged as to define a forming zone; said base and said cowl connected at said forming zone.

2. A hybrid port as in claim 1 wherein said cowl and said base are connected by an ultrasonic weld at said forming zone.

3. A hybrid port as in claim 2 wherein said cowl and said base are connected by an interference fit at said forming zone.

4. A hybrid port as in claim 1 wherein said cowl and said base are connected by an interference fit at said forming zone.

5. A hybrid port as in claim 1 further comprising an outlet tube assembly in fluid communication with said chamber of said reservoir.

6. A hybrid port as in claim 5 wherein said reservoir is constructed out of titanium.

7. A hybrid port as in claim 1 wherein said cowl and said base are constructed from plastic.
8. A hybrid port as in claim 7 wherein said cowl and said base are constructed out of polysulfone.

9. A hybrid port as in claim 1 wherein said base includes a plurality of suture holes so that said hybrid port can be sutured to a subcutaneous layer.

10. A hybrid port as in claim 8 wherein said chamber of said reservoir includes a rounded bottom.

11. A hybrid port as in claim 1 wherein said reservoir further comprises:
    a generally cylindrical metal cup including an open end and a closed end, said cup further including a septum seat between said open end and said closed end; said septum disposed in said open end of said cup proximate said septum seat;
    a cap having a first opening and a second opening, said cap further including continuous side wall between said first and second openings, and a flange proximate said second opening, said cap fitted to said cup so that said septum is radially compressed by said continuous side wall and axially compressed between said flange and said septum seat.

12. A hybrid port as in claim 11 wherein said base further includes a pair of flats positioned adjacent said cup of said reservoir, and said cup includes a pair of flats operable in contacting said flats of said base to keep said reservoir from rotating.

13. A hybrid port as in claim 1 further comprising a catheter connector.

14. A hybrid port as in claim 1 including two of said metallic reservoirs; two of said cowls; and two of said bases interconnected to define a dual chamber hybrid
15. A hybrid port, comprising:

   a metallic reservoir including a chamber; said reservoir sealed by and accessible through a septum;

   a non-metallic outer cowl including a septum opening, a reservoir opening and a lumen positioned therebetween, said cowl further including a flange positioned adjacent to said septum opening and an inner ridge positioned within said lumen, said septum of said reservoir being accessible through said septum opening; and

   a non-metallic inner base including a reservoir opening, said base further including an outer wall; said base being retained within said lumen of said outer cowl to define a forming zone proximate said ridge of said lumen of said cowl, and said cowl and base are attached at said forming zone to form a jacket about said reservoir.

16. A hybrid port as in claim 15 wherein said outer cowl and said inner base are attached with an ultrasonically weld at said forming zone.

17. A hybrid port as in claim 15 further comprising an outlet tube assembly fluidly connected to said reservoir, said outlet tube assembly operative in mating with a catheter, said base of said hybrid port including a slot extension protruding therefrom and having an upwardly projecting slot operable in mating with a downward slot associated with said cowl to form an aperture so that said aperture captures said tube assembly.

18. A hybrid port as in claim 15 wherein said reservoir includes a first flat and said base includes a second flat so that said first flat seats with said second flat
to align said reservoir.

19. A hybrid port as in claim 15 wherein said reservoir defines a chamber having a radial bottom.

20. A hybrid port as in claim 15 wherein said outer cowl further includes:
   a ridge positioned adjacent said septum opening, and;
   an annular foot positioned adjacent said reservoir opening.

21. A hybrid port as in claim 20 wherein said annular foot includes a plurality of suture holes.

22. A hybrid port as in claim 21 wherein said suture holes include beveled edges.

23. A hybrid port as in claim 22 wherein said cowl includes a plurality of depressions located between said ridge and said foot above said suture holes.

24. A dual chamber hybrid port, comprising:
   a metallic reservoir including two chambers, each accessible through a discrete septum;
   a non-metallic cowl including a pair of discrete septum openings, said cowl further including a pair of flanges, each of said flanges positioned adjacent to one of said septums so that each of said septums is accessible through one of said septum openings; and
   a non-metallic base including a reservoir opening, said reservoir operably received through said reservoir opening of said base, and said cowl being positioned and arranged with said base as to define a forming zone; said base connected to said cowl at said forming zone.

25. A dual hybrid port as in claim 24 wherein said non-
metallic cowl includes a lumen having a ridge disposed therein; and said base fits within said lumen between said reservoir and said cowl so that said forming zone is positioned proximate said ridge of said lumen of said cowl.

26. A dual hybrid port as in claim 25 wherein said cowl further includes an annular foot distal from said septum opening.

27. A dual hybrid port as in claim 26 wherein said annular foot includes a plurality of suture holes.

28. A dual hybrid port as in claim 27 wherein said suture holes include beveled edges.

29. A dual hybrid port as in claim 24 wherein said pair of flanges of said cowl each includes a ridge.

30. A dual hybrid port as in claim 29 wherein said ridges of said flanges are of different configurations.

31. A dual hybrid port as in claim 24, further comprising a catheter connector.

32. A dual hybrid port, comprising:
   a first metallic reservoir including a first chamber accessible through a first sealed septum;
   a second metallic reservoir including a second chamber accessible through a second sealed septum;
   a non-metallic cowl including a pair of septum openings and a pair of reservoir openings, said cowl further including a flange positioned adjacent said septum opening, each of said septums accessible through one of said septum openings;
   a first non-metallic inner base including a reservoir opening, said first reservoir received within
said reservoir opening of said first inner base, said base retained within said cowl between said first reservoir and said cowl to define a first forming zone, said first inner base connected to said cowl at said first forming zone;

a second non-metallic inner base including a reservoir opening, said second reservoir received within said reservoir opening of said second inner base, said base retained within said between said second reservoir and said cowl to define a second forming zone, said second inner base and said cowl connected at said second forming zone.

33. A method of using a hybrid port comprising the steps of:

providing a 'hybrid port, said hybrid port including a metallic reservoir having an open top, a closed bottom, and a septum sealingly received in said open top, said reservoir further including a chamber accessible through said septum; a non-metallic cowl including a septum opening, said cowl further including a flange positioned adjacent said top of said reservoir, said septum being accessible through said septum opening; and a non-metallic base including a reservoir opening, said reservoir operably received through said reservoir opening of said base; said base and said cowl being positioned and arranged as to define a forming zone; said base and said cowl connected at said forming zone;

implanting said hybrid port within a patient; and attaching said hybrid port to a catheter to deliver fluids to a desired location within said patient.

34. A method of use as in claim 33 wherein the step of providing a hybrid port further includes the step of attaching said cowl to said base at said forming zone.
35. A method of constructing a portal comprising the steps of:
   providing a sealed reservoir having an interior chamber accessible through a septum; and
   jacketing said reservoir with a preformed jacket.

36. A method as in claim 35 further comprising the step of mating an outlet tube assembly with said reservoir, before said jacketing step.

37. A method as in claim 36 wherein said jacketing step includes connecting a first piece to a second piece around said reservoir.

38. A method as in claim 37 wherein said first piece of said jacket is an inner base and said second piece of said jacket is an outer cowl, said inner base including a slot extension having an upwardly projecting slot, and said outer cowl including a downwardly projecting slot, said jacketing step including the steps of inserting a portion of said inner base into said outer cowl and mating said upwardly projecting slot with said downwardly projecting slot to form an aperture which captures said outlet tube assembly of said reservoir.

39. A method as in claim 36 wherein said outlet tube assembly comprises a plurality of angled outlet tubes.

40. A method as in claim 35 further comprising the step of mating an outlet tube assembly with said reservoir through said jacket.

41. A method as in claim 35 wherein said reservoir is constructed from metal.

42. A method as in claim 41 wherein said jacket is constructed from plastic.
43. A method of constructing a hybrid portal comprising the steps of:
   forming a sealed metallic reservoir having an interior chamber accessible through a septum;
   mating an outlet tube assembly to said metallic reservoir to provide access to said interior of said metallic reservoir; and
   jacketing said metallic reservoir and said outlet tube assembly with a first section of a non-metallic jacket and a second section of a non-metallic jacket, said first and second sections having opposing slots wherein said opposing slots mate to form aperture around said outlet tube assembly.

44. A method as in claim 43 wherein said jacketing step includes the step of interference fitting said first and second sections of said non-metallic jacket around said metallic reservoir and said outlet tube assembly.

45. A method as in claim 43 wherein said jacketing step includes the step of snapping said first and second sections of said non-metallic jacket around said metallic reservoir and said outlet tube assembly.

46. A method as in claim 43 wherein said jacketing step includes the step of ultrasonic welding said first and second sections of said non-metallic jacket around said metallic reservoir and said outlet tube assembly.
### INTERNATIONAL SEARCH REPORT

**A. CLASSIFICATION OF SUBJECT MATTER**  
IPC 6 A61M39/02

According to International Patent Classification (IPC) or to both national classification and IPC

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)  
IPC 6 A61M

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US,A,5 213 574 (TUCKER) 25 May 1993 cited in the application</td>
<td>15-23, 35-38, 41,42</td>
</tr>
<tr>
<td></td>
<td>see the whole document</td>
<td>24-32</td>
</tr>
<tr>
<td>X</td>
<td>US,A,4 802 885 (WEEKS ET AL) 7 February 1989 cited in the application see the whole document</td>
<td>35, 41, 42</td>
</tr>
<tr>
<td>X</td>
<td>US,A,4 892 518 (CUPP ET AL) 9 January 1990 see the whole document</td>
<td>35-37, 41-46</td>
</tr>
<tr>
<td>Y</td>
<td>see column 4, line 12 - line 65; figures</td>
<td>24-32</td>
</tr>
<tr>
<td>A</td>
<td>US,A,5 167 638 (FELIX ET AL) 1 December 1992 see the whole document</td>
<td>1-32, 35-46</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C.  
**X** Patent family members are listed in annex.

* Special categories of cited documents:
  
  "A" document defining the general state of the art which is not considered to be of particular relevance
  
  "E" earlier document but published on or after the international filing date
  
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  
  "O" document referring to an oral disclosure, use, exhibition or other means
  
  "P" document published prior to the international filing date but later than the priority date claimed
  
  "T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  
  "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  
  "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.
  
  "&" document member of the same patent family

**Date of the actual completion of the international search**  
15 May 1995

**Date of mailing of the international search report**  
24.05.95

**Name and mailing address of the ISA**  
European Patent Office, P.B. 5818 Patentlaan 2  
NL - 2280 HV Rijswijk  
Tel. (+ 31-70) 340-2040, Tx. 31 651 epo nl,  
Fax (+ 31-70) 340-3016

Authorized officer  
Clarkson, P

Form PCT/ISA/212 (second sheet) (July 1992)
INTERNATIONAL SEARCH REPORT

Box I  Observations where certain claims were found unsearable (Continuation of item 1 of first sheet)

This international search report has not been established in respect of certain claims under Article 17(2)(a) for the following reasons:

1. ☑ Claims Nos.: 33-34 because they relate to subject matter not required to be searched by this Authority, namely:
   Claim 33 includes a surgical step contrary to Rule 39.1(iv) PCT

2. ☐ Claims Nos.: because they relate to parts of the international application that do not comply with the prescribed requirements to such an extent that no meaningful international search can be carried out, specifically:

3. ☐ Claims Nos.: because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 6.4(a).

Box II  Observations where unity of invention is lacking (Continuation of item 2 of first sheet)

This International Searching Authority found multiple inventions in this international application, as follows:

1. ☐ As all required additional search fees were timely paid by the applicant, this international search report covers all searchable claims.

2. ☐ As all searchable claims could be searched without effort justifying an additional fee, this Authority did not invite payment of any additional fee.

3. ☐ As only some of the required additional search fees were timely paid by the applicant, this international search report covers only those claims for which fees were paid, specifically claims Nos.:

4. ☐ No required additional search fees were timely paid by the applicant. Consequently, this international search report is restricted to the invention first mentioned in the claims; it is covered by claims Nos.:

Remarks on Protest

- ☐ The additional search fees were accompanied by the applicant’s protest.

- ☐ No protest accompanied the payment of additional search fees.

Form PCT/ISA/210 (continuation of first sheet (1)) (July 1992)