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To all Luhon, it invality concert: 
Beit known that we, JOHN HENRY KONOLD, 

residing at Branchville,and MICHAELDANIEL 
CASPER, residing at Cannelton, in the county 

5 of Perry and State of Indiana, citizens of the 
United States, have invented certain new and 
useful Improvements in Dosing-Corks; and 
we do hereby declare the following to be a 
full, clear, and exact description of the in 

Io vention, such as will enable others skilled in 
the art to which it appertains to make and 
use the same. 
This invention has reference to a novel con 

struction in dosing-corks, and has for its ob 
I5 ject to provide a simple and inexpensive de 

vice of this character. 
The invention consists in the features of con 

struction hereinafter described and claimed. 
In the accompanying drawings, forming a 

2O part of this specification, Figure I is a side 
elevation of a dosing-cork constructed in ac 
cordance with this invention. Fig. 2 is a cen 
tral longitudinal section of the same, and Fig. 
3 is a central longitudinal Section of a modi 

25 fied construction. 
Referring now to said drawings, 1 indicates 

a cork of ordinary construction and to which 
these improvements are applied. To the 
lower end of the cork a tube is fastened which 

3o is open at its outer end, while surrounding 
said tube at the end portion adjacent the cork 
is a cup 4. These parts are firmly attached 
to the cork, so that it will be seen that when 
the cork is removed from the bottle the dose 

35 can be readily poured into the tube 2, which, 
When made of glass, can be graduated, and 
thus forms a convenient adjunct to a bottle. 
The function of the cup 4 is to catch and save 
any of the liquid that may be spilled or run 

4o over from the open end of the tube. 
In Figs. 1 and 2 the tube and cup are each 

provided with openings in their closed ends 

to receive the headed wires 5, that pass through 
the cork and then through a ring 6 on the 
outer end of the cork and are twisted to- 45 
gether to hold these parts in position. In 
this way it is seen that, while fastening the 
tube and cup to the cork, we also provide a 
handle by means of which the cork can be 
extracted. 
In Fig. 3 is shown a modified construction 

wherein the tube and cup are provided with 
only one opening which is concentric and 
through which passes the headed pin. 7, that 
passes also through one side of the ring 6, 55 
While the parts are secured by means of a nut 
8 upon the screw-threads on said pin. 
From the foregoing description it is seen 

that we provide an extremely simple and in 
expensive device that can be made in glass 6o 
or metal, as is obvious. 
Having thus described our invention, what 

we claim as new, and desire to secure by Let 
ters Patent, is 

1. A dosing-cork consisting of a cork hav- 65 
ing a cup secured to one end thereof, and a 
tube secured to the same end thereof and 
within said cup, the size of said tube being 
Smaller than the cup to provide an annular 
chamber between the cup and tube. 7o 

2. A dosing-cork consisting of a cork hav 
ing a cup secured to one end thereof, a tube 
secured to the same end thereof and situated 
within said cup, and a headed connecting 
piece extending through openings in the bot- 75 
tom of the tube and cup and through said 
cork and connected with a ring at the other 
end of said cork. 
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