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(57) ABSTRACT 

Video analytics and a mass storage unit are contained in a 
camera housing of a video camera. Video data representing a 
field of view of a scene observed by the camera are stored in 
the mass storage unit. The video analytics analyzes video data 
produced by the camera and detects whether there is an occur 
rence of a defined event of interest. A video clip of the scene 
representing the event of interest is sent to a remote storage 
unit. Since only about 1% of security video data is reviewed, 
storing only video data representing events of interest 
remotely, while storing more complete video data of the scene 
observed by the camera local to the camera, reduces the 
remote storage capacity and bandwidth demand for the video 
system. Remote redundant storage of events of interest also 
provides higher reliability and fault tolerant storage for the 
Video data that are most important. 
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USE OF VIDEO CAMERA ANALYTICS FOR 
CONTENT AWARE DETECTION AND 

REDUNDANT STORAGE OF OCCURRENCES 
OF EVENTS OF INTEREST 

RELATED APPLICATIONS 

0001. This application is a continuation of U.S. patent 
application Ser. No. 12/105,871, filed Apr. 18, 2008, and 
claims the benefit under 35 U.S.C. S 119(e) of U.S. Provi 
sional Application No. 61/033,290, filed Mar. 3, 2008. 

TECHNICAL FIELD 

0002 This disclosure describes a video imaging system 
that intelligently recognizes the content of video data, reduces 
system storage and bandwidth capacity demands, and pro 
longs the operational lifespan of video data mass storage 
units. 

BACKGROUND INFORMATION 

0003 Network camera systems, for example network sur 
veillance camera systems or IP camera systems, have existed 
for a number of years but have undergone relatively slow 
industry adoption. Compared to traditional analog camera 
systems, network camera systems offer advantages such as 
accessibility, integration, low installation costs, Scalability, 
and an ability to move to higher resolution video. Data pro 
duced by network cameras, however, demand large amounts 
of bandwidth and storage capacity. 
0004 Bandwidth problems associated with network cam 
era systems have lead to more complex camera networks that 
include an increased number of Switches and, in some cases, 
complete alternative data paths. Storage problems associated 
with network camera systems become magnified as video 
resolution and the number of cameras in a system increase. 
For example, a single standard D1 resolution camera using 
MPEG-4 compression and operating at 30 frames-per-second 
(fps) can require 360 gigabytes (GB) of storage for video data 
representing one month of video data. A camera system with 
1000 cameras, therefore, would require 360 terabytes (TB) of 
storage for data spanning one month. This example demon 
strates a huge cost and facility management challenge pre 
sented with network camera systems, especially where mega 
pixel resolution is desired and where applications require six 
months or a year of video data storage. Due to the problems 
identified, most network video data are not recorded at full 
quality, but are recorded at lower resolutions and frame rates. 
Because typical high resolution cameras generate video data 
requiring a large amount of storage resources within a short 
period of time, it is impractical for a typical camera to include 
a self-contained storage unit. Such as a hard drive, that is able 
to store a significant amount of video data. 
0005 Typical storage architecture of network camera sys 
tems is configured with central storage similarly to traditional 
analog systems. The architecture includes centrally located 
digital video recorders (DVRs) or network video recorders 
(NVRs) connected through a network to IP cameras. The 
typical architecture for IP cameras is inadequate for a number 
of reasons. If, for example, the network fails or is made 
nonoperational for maintenance or any other reason, all video 
is lost and can never be retrieved. Numerous (e.g., many 
dozens of) cameras streaming across the network to a central 
storage device place severe bandwidth demands on the net 
work. Moreover, 99% of the bandwidth used is wasted 
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because typically less than 1% of the video is ever accessed 
for review. Additionally, typical network camera systems 
often lack storage scalability Such that, as network camera 
systems expand, central storage systems require "forklift' 
upgrades. 
0006 Another problem with typical video data storage 
configurations is that many applications require storage 
devices to continuously run. Such continuous operation 
causes the storage devices to fail after three to five years of 
operation. Unless archived or stored redundantly, data on 
failed storage devices become lost. The need to replace stor 
age devices, therefore, becomes a significant concern and 
maintenance issue. 
0007 Recently, some network camera systems have 
implemented video analytics processing to identify when 
important events (such as object movement) are being cap 
tured by a video camera. Video analytics has been primarily 
used to alert security of potential unwanted events. Most 
Video analytics is performed by a central processor that is 
common to multiple cameras, but some video cameras have 
built-in video analytics capabilities. These video cameras 
with built-in analytics, however, have not included large 
capacity storage due to the large storage requirements of the 
Video data generated by the camera and the traditional 
approach ofcentralized storage. Also, there are some cameras 
configured without built-in video analytics but with built-in 
Small storage capacity that is insufficient to serve as a Substi 
tute for traditional DVRs and NVRs. Moreover, if the video 
data are stored only in the camera, the stored video data are 
Vulnerable to attack or being stolen. 
0008. Therefore, a need exists for a network camera sys 
tem that produces high quality video data, requires less Stor 
age capacity and network bandwidth, meets IT standards, is 
easily scalable, and operates for a longer period of time with 
out storage device replacement. 

SUMMARY OF THE DISCLOSURE 

0009. The disclosed preferred embodiments implement 
methods and systems of content aware storage of video data 
produced by a video camera, which includes a camera hous 
ing and is adapted for connection to a network communica 
tion system. The video data produced represent a field of view 
of a scene observed by the video camera. Video analytics and 
a mass storage unitare contained in or form part of the camera 
housing. The video analytics analyzes the video data pro 
duced by the video camera and detects whether there is an 
occurrence of an event of interest. The video data represent 
ing the field of view of the scene observed by the video 
camera are stored in the mass storage unit. The stored video 
data include Video data of a first quality and video data of a 
second quality. The first quality represents the occurrence in 
the field of view of the event of interest detected by the video 
analytics, and the second quality represents nonoccurrence in 
the field of view of the event of interest detected by the video 
analytics. By storing video data in the mass storage unit 
contained in or forming part of the camera housing, the major 
ity of network bandwidth requirements are eliminated 
because the video data need not be streamed across the net 
work for storage purposes. 
0010. The implementation described above reduces video 
data storage and network bandwidth requirements of a dis 
tributed network video surveillance system that includes net 
work communication paths between network video imaging 
devices and network video data stores. In such Surveillance 
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system, the network video imaging devices produce video 
data representing fields of view of scenes under observation 
by the video imaging devices, and the network video data 
stores store video information corresponding to the video 
data produced by the network video imaging devices. Each of 
multiple ones of the network video imaging devices is asso 
ciated with a content-aware video data storage system that is 
capable of selective storage of video data produced by its 
associated network video imaging device. The content-aware 
Video data storage system includes video analytics that ana 
lyzes the content of the video data and local video data stores 
that store portions of the video data in response to the analysis 
by the video analytics. Video data corresponding to the por 
tions of video data are delivered through the network com 
munication paths to the network video data stores to provide 
a managed amount of video data representing at a specified 
quality level the fields of view of the scenes. The managed 
amount of the video data consumes Substantially less network 
bandwidth and fewer data storage resources than those which 
would be consumed by delivery to the network video stores 
the video data produced by the network video imaging 
devices at the specified quality level and in the absence of 
analysis by the video analytics. While video surveillance 
applications are of particular interest, the above approach is 
applicable across a wide variety of video applications. 
0011 Additional aspects and advantages will be apparent 
from the following detailed description of preferred embodi 
ments, which proceeds with reference to the accompanying 
drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0012 FIG. 1 depicts an embodiment of a network camera 
system. 
0013 FIG. 2 is a high level block diagram of a network 
camera of FIG. 1. 
0014 FIG. 3 is a block diagram depicting the imaging 
system, video processing system, and data storage system of 
FIG. 2 according to a first embodiment. 
0015 FIG. 4 is a block diagram depicting an access con 

trol management unit operating in the video processing sys 
tem of the first embodiment of FIG. 3. 
0016 FIG. 5 is a block diagram depicting a second 
embodiment of the imaging system, video processing system, 
and data storage system of FIG. 2. 
0017 FIG. 6 is a block diagram depicting portions of the 
Video processing system of the second embodiment. 
0018 FIG. 7 is a block diagram representing a memory 
buffer unit and a hard drive storage unit of data storage sys 
tem. 

0019 FIG. 8 is an image of a bird perched on a birdfeeder, 
in which image the bird and birdfeeder are displayed as high 
quality images and a background Scene is displayed in low 
quality. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

0020 System components with like reference numerals 
perform the same functions in each of the embodiments of a 
content aware storage system described below. 
0021 FIG. 1 is a pictorial diagram depicting an embodi 
ment of a network camera system 100 utilized in an applica 
tion with local campus buildings and remote sites. Network 
camera system 100 is not limited to video surveillance or to 
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the application depicted, but may be used in any network 
communication system. Network camera system 100 
includes network cameras 102 connected to a central moni 
toring station 104 through a network 106 that includes a wide 
area network (WAN) 108 and a campus local area network 
(LAN) 110. Network 106 may also include a wireless net 
work 112 that includes network cameras 102 with wireless 
communication capabilities. Network 106 establishes mul 
tiple network communications paths. The following descrip 
tions of network camera 102 apply also to network camera 
102'. Network 106 is not limited to the configuration 
depicted, but may include various configurations and types of 
networks. A remote user 114 may also be connected to net 
work cameras 102 through WAN 108. Network cameras 102 
may be connected to a remote storage unit 116 (i.e., a network 
data store). Network camera system 100 may also include 
various switches 118 and routers 120 to facilitate communi 
cation over network 106. 

0022. In operation, network cameras 102 capture various 
fields of view and generate data representing the fields of 
view. Certain applications may require Substantially continu 
ous operation of network camera 102. The data are commu 
nicated to central monitoring station 104, in which a user may 
view images, generated from the data, depicting the fields of 
view. Also, the data may be communicated to remote user 114 
to generate images of the fields of view. The data may be 
stored in remote storage unit 116 and later accessed by a user. 
0023 Network camera 102 will now be described in more 
detail with reference to FIG. 2. Network camera 102 includes 
an imaging system 202, a video processing system 204, a data 
storage system 206 (i.e., a local data store), a power system 
208, and an input/output interface and control system 210. 
Network camera 102 includes a camera housing; and all or 
portions of systems 202, 204, 206, 208, and 210 may be 
contained within the housing. Imaging system 202 may 
include a wide variety of units for capturing a field of view 
and for generating video information including digital data 
and analog signals. For example, imaging system 202 may 
generate information according to NTSC/PAL formats and 
mega-pixel formats. Imaging system 202 may include pro 
grammable imagers, high-definition imagers, no/low light 
sensors, and specialized imagers that are more sensitive to 
certain spectrums of light. Imaging system 202 may include a 
scalable video codec, such as MPEG-4 SVC, and other video 
compression capabilities. Such as H.264 compression. Power 
system 208 may include any system for receiving and distrib 
uting electrical power to various systems of network camera 
102. Power may be DC power, including Power over Ethernet 
(PoE), or AC power. Input/output interface and control sys 
tem 210 includes various hardware and software configura 
tions to facilitate numerous types of communication includ 
ing Internet; Ethernet; universal serial bus (USB); wireless; 
asynchronous transfer mode (ATM); Packet over SONET/ 
SDH (POS); pan, Zoom, tilt (PZT); and audio information. 
Input/output interface and control system 210 may be imple 
mented in hardware and Software to allow a user to configure 
operation of network camera 102. 
0024. In an alternative embodiment, as depicted in FIG. 1, 
a video server 122 may be used in place of network camera 
102, in which multiple imaging systems 202 capturing dif 
ferent fields of view are connected to video server 122. Video 
server 122 includes, within a server housing, video process 
ing system 204, data storage system 206, power system 208, 
and input/output interface and control system 210. For clarity, 
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network camera 102 will be referred to in the following 
descriptions, but the following descriptions are also appli 
cable to situations in which multiple imaging systems 202 are 
connected to video server 122. 

Content Aware Storage 
First Embodiment 

0025. A first embodiment of network camera 102 is 
described in more detail with reference to FIG. 3. Video 
processing system 204 includes a rules based engine 302, 
Video analytics 304, and a storage management system 306, 
some or all of which may be implemented in software. Video 
analytics 304 includes video analytics Software operating in a 
Video analytics processor. Although video analysis and other 
Video processing described in the following embodiments are 
performed by video processing system 204, video data may 
also be supplied from network camera 102 to a network 
connected video processor, Such as a video server (not 
shown), that performs all or part of the video analysis and 
other video processing described below. In other words, video 
analysis and processing may be distributed throughout net 
work camera system 100. Video processing system 204 may 
also include video encryption capabilities to prevent unau 
thorized viewing of video information. Imaging system 202 
captures a field of view and generates video data representing 
the field of view. Imaging system 202 may be programmable 
and may be capable of producing multiple quality levels of 
video data, including higher quality (HiQ) video data and 
lower quality (Low Q) video data. A quality level refers to 
multiple video parameters including resolution, frame rate, 
bit rate, and compression quality. For example, HiQ video 
data may represent D1 resolution video recorded at 30 
frames-per-second (fps) and Low Q video data may represent 
CIF resolution video recorded at 5fps. HiQ and LowO video 
data are not limited to the parameters above. HiQ video data 
may represent D1 resolution video recorded at a lower frame 
rate—for example, 15 fps. In general, HiQ video data are 
Video data that represent higher quality video than LowO 
Video data. HiQ video data are characterized by large storage 
requirements, and Low Q video data are characterized by 
Small storage requirements. Imaging system 202 may pro 
duce more than two quality levels of video data. Imaging 
system 202 may be capable of producing different quality 
levels for different portions of a field of view within a video 
frame. For example, imaging system 202 may generate HiQ 
quality video data representing a person in the field of view 
while simultaneously generating Low Q video data represent 
ing background scene images of the field of view. As a further 
example, FIG. 8 depicts a bird perched on a birdfeederin high 
resolution while the background scene is represented in low 
resolution. 
0026 Imaging system 202 communicates video data to 
video analytics 304. Video analytics 304, via the video ana 
lytics engine, analyzes the video data produced by imaging 
system 202 to detect whether a predefined event or object of 
interest is being captured by imaging system 202. The video 
data analyzed by video analytics 304 is preferably HiQ video 
data. Video analytics 304 generates metadata that describe the 
content of video data. The metadata produced by video ana 
lytics 304 may be a textual and semantic description of the 
content of the video. 
0027 Events and objects of interest may be programmed 
by a user and specified in an XML definitions file. The defi 
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nitions file and video analytics 304 may be updated periodi 
cally, and definition files may be shared between video ana 
lytics 304 of different network cameras 102 within network 
camera system 100. Video analytics 304 of different network 
cameras 102 may have different analytic capabilities. Mul 
tiple events of interest may be defined, and more than one 
event of interest may occur at a particular time. Also, the 
nonoccurrence of one event leaves open the possibility of the 
occurrence of a second event. The metadata may be supplied 
to data storage system 206 and remote storage unit 116 for 
storage. The metadata representing an arbitrary frame n can 
be associated with video data representing framen. Thus, the 
metadata may be searchable to allow a user to efficiently 
search and semantically browse large video archives, whether 
stored locally or remotely. 
0028. An event of interest that video analytics 304 detects 
may be as simple as motion in the field of view. Video ana 
lytics 304 may also implement blob detection (e.g. detecting 
a group of moving pixels as a potential moving object, with 
out identifying what type of object it is), lighting change 
adjustment, and geometric calibration based on object size in 
the field of view to distinguish objects based on types. For 
example, video analytics 304 may be able to classify an object 
as a human being, a vehicle, or another type of object and be 
able to recognize an object when the object appears in any 
portion within the field of view of network camera 102. Fur 
thermore, video analytics 304 may be able to recognize cer 
tain identifiable features of an object Such as, for example, 
human faces and vehicle license plates. Video analytics 304 
may be able to recognize when imaging system 202 is cap 
turing a new object and assign a unique object ID to the new 
object. Video analytics 304 may be able to recognize the 
speed and trajectory at which an object moves. Video analyt 
ics 304 may be able to recognize events such as perimeter 
intrusion, object movement in a particular direction, objects 
approaching one another, a number of objects located in a 
specified area, objects left behind, and object removal. Video 
analytics 304 can also recognize specific locations, or coor 
dinates, within the field of view where an event or object of 
interest is being captured, or a combination of objects and 
events, as defined by a rule. 
(0029 When video analytics 304 detects an eventor object 
of interest within the video data, video analytics 304 gener 
ates metadata that correspond to the event or object of interest 
and supplies the metadata to rules based engine 302. Rules 
based engine 302 includes rules that associate events or 
objects of interest, specified in the metadata, to specific 
actions to be taken. The actions associated with the rules may 
be to perform, for example, one or more of the following: 
store HiQ or Low Q video data in data storage system 206, 
store HiQ or Low Q video data in remote storage unit 116, 
stream HiQ or Low Q video data to central monitoring station 
104 or remote user 114, generate and send a short video clip 
file of the event of interest to central monitoring station 104 or 
remote user 114, send an alert (e.g., instructions to generate 
one or both of a visual display and an audible sound) to central 
monitoring station 104 or remote user 114, store video data in 
data storage system 206 for X period of time. For example, a 
user may define the following rule: when a human being 
enters a defined perimeter, Store in data storage system 206 
HiQ video data representing the intrusion, alert central moni 
toring station 104 of the intrusion, generate a short video clip 
of the intrusion and send the video clip to central monitoring 
station 104, and store in remote storage unit 116 HiQ video 
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data representing the intrusion. Or, a user may define the 
following rule: when no event or object of interest is being 
captured, store in data storage system 206 Low Q video data 
and send no video data to central monitoring station 104. 
Because video analytics 304 can detect various objects and 
events, a wide variety of rules may be defined by a user and 
each rule can have different storage quality settings. Also, 
because multiple events of interest may occur simulta 
neously, a rule may correspond to a combination of events. 
0030 Storage management system 306 may control stor 
age of video data in data storage system 206 and in remote 
storage unit 116. Storage management system 306 is intelli 
gently driven by the metadata generated in video analytics 
304 and the rules defined in rules based engine 302. Storage 
management system 306 implements the actions defined by 
the rules. For example, storage management system 306 com 
municates to imaging system 202 to generate HiQ and/or 
Low Q video data to be stored in data storage system 206 and 
remote storage unit 116. Because video analytics 304 can 
specify locations, or coordinates, within the field of view 
where an eventor object of interest is being captured, storage 
management system 306 can communicate to imaging sys 
tem 202 which portions of the field of view are to be repre 
sented with HiQ video data (portions corresponding to events 
or objects) and Low Q video data (remaining portions). For 
example, FIG. 8 depicts a scene of a bird perched on a bird 
feeder. Video analytics 304 can recognize the bird and por 
tions of the birdfeeder as the most important features of the 
image or as objects of interest. The bird and birdfeeder, as the 
objects of interest, are displayed as HiQ images, while the 
background Scene is displayed as a LowO image. Also, imag 
ing system 202 may be controlled such that a “windowed 
view” of the event or object of interest is generated by creat 
ing video data in which only the portion of the field of view 
corresponding to the event or object is displayed. Because 
HiQ and Low Q video data may be intelligently generated 
based upon content, events or objects of interest may be 
captured and stored as HiQ video data while overall storage 
requirements are lowered by generating LowO video data to 
represent scenes in which no event or object of interest is 
captured. 
0031. In an alternative embodiment, imaging system 202 
generates one quality level of video data to be stored in data 
storage system 206. Network camera 102 includes a scalable 
video codec, such as MPEG-4 SVC. After the video data are 
analyzed by video analytics 304 and stored in data storage 
system 206, portions of the video data may be processed 
using the scalable video codec to generate a second quality 
level (multiple quality levels may be generated using the 
SVC). For example, network camera 102 generates and data 
storage system 206 stores HiQ video data. Some time later 
(e.g., minutes, hours, days), the quality level of portions of the 
HiQ video data that represent the nonoccurrence of an event 
of interest are reduced to Low Q. 
0032 Storage management system 306 can also imple 
ment storage management policies that dictate how long por 
tions of video data are stored in data storage system 206 based 
upon content. For example, storage management system 306 
can control data storage system 206 Such that important 
events are retained for long periods of time while less impor 
tant video data are replaced with new video data within a short 
period of time. Storage management system 306 also controls 
communication of video data between Sub-storage units of 
data storage system 206 as described below. One goal of 
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storage management unit 306 is to minimize the frequency of 
writing operations from a first Sub-storage unit to a second 
Sub-storage unit. 
0033. Because video data generated by network camera 
102 are stored in data storage system 206 within the camera 
housing of network camera 102, the video data may be more 
Vulnerable to damage or theft. For example, if an intruder 
steals network camera102, the intruder would also have in his 
possession the video data. 
0034. Because network camera 102 includes video analyt 
ics 304 and data storage system 206, numerous features may 
be implemented in system 100 to secure video data from loss 
or unauthorized viewing in the event that network camera 102 
is stolen. For example, when an event of interest (e.g., detec 
tion of an intruder) is detected by video analytics 304, the 
Video data representing the event of interest may be immedi 
ately streamed, or sent as video files, to remote storage unit 
116, or to another network camera 102, for redundant storage. 
Also, shortly after the event of interest is detected, an alert and 
a video clip file representing the event of interest may be sent 
to central monitoring station 104 or remote user 114 before 
network camera 102 is tampered with. To prevent an intruder 
from viewing images captured by network camera 102, video 
data stored in data storage system 206 is encrypted so that the 
intruder cannot play back the video data. Also, video data 
streamed or sent as video files from network camera 102 may 
be encrypted to prevent unauthorized viewing. 
0035 Imaging system 202, video analytics 304, rules 
based engine 302, storage management system 306, and data 
storage system 206 cooperate to establish a content aware 
storage system. The content aware storage system provides a 
number of unique benefits not available in traditional camera 
systems (even those camera systems that include Some form 
of video analytics or Small capacity storage). With the content 
aware storage system, storage capacity needs can be greatly 
reduced by intelligent recognition and classification of video 
content. Storage capacity needs can be greatly reduced even 
for applications that require Substantially continuous opera 
tion of network camera 102. For example, when an event of 
interest is captured, the content aware storage system can 
record the event at a HiQ level. When an event of interest is 
not being captured, the content aware storage system can 
record the video data at a Low Q level. The quality level of 
stored data, therefore, can be matched to the importance of the 
COntent. 

0036 Because Low Q video data may be stored when no 
event or object of interest is being captured, data storage 
system 206 may include practical storage capacity, for 
example 80 GB, and still be able to store video data spanning 
long periods of time (for example, one or two months). In 
comparison, a typical D1 resolution 30 fps system without 
content aware storage can require over 360 GB of storage for 
one month. Thus, typical video cameras have not been able to 
include a mass storage unit that can store video data spanning 
a long period of time. Also, because network camera 102 
includes data storage system 206, video data may be stored 
despite network failure or network downtime due to system 
upgrades or maintenance. Separate networks no longer need 
to be set up for network cameras; network cameras can be 
installed on the same data network used at a particular site, 
saving installation costs and ongoing maintenance costs. 
Also, because network camera 102 includes data storage sys 
tem 206, the capacity of remote storage unit 116 may be 
greatly reduced and remote storage unit 116 may serve pri 
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marily as backup or archival storage of important events. 
Also, data storage system 206 eliminates the need to include 
traditional DVRs and NVRs in network camera system 100. 
0037 Additionally, because network camera 102 includes 
data storage system 206, network bandwidth demands can be 
greatly reduced because network camera 102 does not have to 
continuously supply video data over network 106 to remote 
storage unit 116. Instead, network camera 102 can Supply a 
managed amount of video data to remote storage unit 116. For 
example, network camera 102 may supply HiQ or Low Q 
video data over network 106 only when an event or object of 
interest is being captured. For example, events or objects of 
interest may be captured only ten percent or less of the time in 
a typical camera system. During the other 90% of the time, a 
user may choose to send only Low Q video data over network 
106, or to send no video data at all. For wireless network 112, 
because network bandwidth demands are lower, more wire 
less network cameras 102" can be added to wireless network 
112. 

0038 Because video analytics 304 can detect when an 
event or object of interest is being captured, the data and 
metadata associated with the eventor object of interest can be 
automatically archived in remote storage unit 116 to provide 
added redundancy and fault tolerance. Transmission of alarm 
information and video data to central monitoring station 104 
or remote user 114 may also be prioritized based on impor 
tance of the video content. 

0039. Also, because of the content aware storage system, 
users can categorize different events or objects of interest by 
assigning priority values. The video data associated with the 
events or objects of interest can be stored intelligently in data 
storage system 206 for preset time periods that vary based 
upon the priority values. For example, less important events 
may be deleted after one month, but more important events 
may be stored for three months, six months, or a year. Also, 
when combined with the scalable video codec capabilities of 
imaging system 202, video data can be retained in data Stor 
age system 206 but reduced according to different resolutions 
and framerates based upon the video content so that the video 
data take up less space. 
0040. Because video analytics 304 generates metadata 
that can be stored in data storage system 206 and remote 
storage unit 116, access to video data stored in data storage 
system 206 and remote storage unit 116 may be controlled 
based on content. Also, access to live video data may be 
controlled as metadata is created corresponding to the video 
data. As depicted in FIG. 4, video processing system 204 may 
include an access control management unit 402, which is 
preferably implemented in Software. According to rules in 
rules based engine 302, different content security levels are 
assigned to different events or objects of interest so that 
access to video data may be controlled according to content. 
Also, different users have one or more security levels 
assigned to them—the security levels corresponding to one or 
more of the content security levels. Access control manage 
ment unit 402 controls access to stored video data such that a 
user may access only the video data that include a content 
security level corresponding to the user's security level. Secu 
rity managers, for example, may access video data flagged for 
security breaches or threats, but may be prevented from 
accessing video data that have been captured for business or 
marketing purposes. Likewise, marketing personnel may 
access video data identified for their applications but not 
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access video security data. Policies on video encryption may 
also be controlled based upon content. 
0041. The content aware storage system may also intelli 
gently distribute stored video data to maximize the available 
storage capacity. For example, to meet its storage needs, a first 
network camera 102 may need only one-half of the capacity 
of its data storage system 206, while a second network camera 
102 may require more storage capacity than the capacity of its 
data storage system 206. Video data from the second network 
camera 102 may be supplied over network 106 to the first 
network camera 102 to be stored therein. Because data stor 
age system 206 of one network camera can store data of 
another network camera, the total storage capacity in the 
system 100 can be maximized and redundant storage of 
important data may be distributed throughout system 100. 
Maximizing total storage capacity and distributing redundant 
storage of important data make the important data more 
immune to tampering or failure. Additionally, storage transfer 
could take place at low bandwidth times of the day. 
0042. The content aware storage system also allows net 
work camera system 100 to be easily scalable. In conven 
tional systems, as the number of cameras increases, storage 
capacity must increase by adding units to a remote storage 
facility. Moreover, processing power must increase by adding 
units to a central processing facility. With a content aware 
storage system, remote storage and processing facilities do 
not require upgrades as network cameras 102 are added to 
network camera system 100. Instead, each network camera 
102 contains its own storage capacity (via data storage system 
206) and processing power (via Video processing system 
204). Thus, when a network camera 102 is added to network 
camera system 100, the storage capacity and processing 
power increase simultaneously. 

Second Embodiment 

0043. A second embodiment of camera 102 is described 
with reference to FIG. 5 and includes imaging system 202, 
Video processing system 204", and data storage system 206. 
Video processing system 204' of the second embodiment 
includes video analytics 304 and an image processing unit 
502. Image processing unit 502 generates video data to be 
communicated to central monitoring station 104 and stored in 
data storage system 206 and remote storage unit 116. Image 
processing unit 502 may be capable of compressing D1 reso 
lution video data according to the H.264/AVC standard at 30 
fps. Image processing unit 502 may be, for example, a Free 
scale Semiconductor R. i.MX27 multimedia applications pro 
cessor. Video analytics 304 analyzes data to determine 
whether the data contain predetermined types of content. 
Video analytics 304 may be capable of performing MPEG4/ 
CIF encoding. Video analytics 304 may also deliver video 
data to a PAL/NTSC monitor (not shown). Video analytics 
304 may implement, for example, a Texas Instruments 
DaVinciTM DM6437 Digital Video Development Platform. 
Additionally, image processing unit 502 and video analytics 
304 may communicate with each other through an inter 
processor bridge 506. 
0044 Video data generated by imaging system 202 are 
Supplied to image processing unit 502 and video analytics 
304. Each frame of video represented in the video data 
receives a time stamp, which is applied by a time-stamp block 
508that is positioned between imaging system 202 and image 
processing unit 502 and video analytics 304. 
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0045 Image processing unit 502 will now be described in 
more detail with reference to FIG. 6. Image processing unit 
502 includes a first encoder 602, a second encoder 604, 
streaming and archive control unit 606, rules based engine 
302, access control management unit 402, and storage man 
agement system 306. Streaming and archive control unit 606, 
rules based engine 302, access management unit 402, and 
storage management unit 306 may be implemented in Soft 
ware. First and second encoders 602 and 604 may be imple 
mented in hardware as application specific integrated cir 
cuitry or in software. First and second encoders 602 and 604 
receive the video data generated by imaging system 202. First 
and second encoders 602 and 604 encode the video data at 
two different quality levels. As described above, a quality 
level refers to a number of video processing parameters 
including resolution, frame rate, bit rate, and video compres 
sion quality. First encoder 602 encodes the video data at a HiQ 
level to produce HiQ video data, and second encoder 604 
encodes the video data at a LowO level to produce Low Q 
Video data. 

0046 Although two encoders are depicted in FIG. 6, 
image processing unit 502 may include more than two encod 
ers to produce several streams video data of multiple quality 
levels, or the quality levels of a single encoder may change 
based on the type of event detected by video analytics 304. 
Preferably, encoders 602 and 604 can encode video data 
simultaneously. For example, encoder 604 encodes the video 
data continuously and encoder 602 encodes the video data 
only when an event of interest is detected such that, when an 
event of interest is detected, encoder 602 encodes the event at 
a Low Q level while encoder 604 encodes the event at a HiQ 
level. Continuous recording of LowO video data and inter 
mittent recording of HiQ video data substantially reducestor 
age resource requirements. For example, a 24-hour period 
may include approximately five hours in which an event of 
interest is being detected. If network camera 102 recorded 
five hours of D1 resolution video at 15 fps using H.264 
compression, those five hours would require approximately 
0.86 GB of storage. If network camera 102 also recorded 24 
hours of CIF resolution video at five fps using H.264 com 
pression, the 24 hours would require approximately 0.4GB of 
storage for a total of 1.26 GB/day. If data storage system 206 
of network camera 102 included 80 GB of storage, data 
storage system 206 could record approximately two months 
of video. In comparison, a typical camera that continuously 
records D1 resolution video at 15 fps using MPEG-4 com 
pression requires approximately 5.4 GB of storage per day. 
Thus, a typical 16 channel Video system requires approxi 
mately 5 TB of storage for a two-month period. 
0047 Continuous recording at Low Q is desirable in case 
video analytics 304 misses the occurrence of an event of 
interest. In many cases, it is necessary to have a capability of 
Verifying that no event happened during a period of time, Such 
as, for example, a situation in which a customer claims to have 
slipped and fallen in a retail store when in fact the customer 
did not slip and fall. The Low Q video data can be reviewed by 
a user to view the event missed by video analytics 304. Thus, 
Low Q video data can be continuously recorded to ensure that 
nothing has been missed, while HiQ video data are recorded 
when important events have been detected by video analytics 
304. 

0048 One or both streams of HiQ and Low Q video data 
are Supplied to data storage system 206 and streaming and 
archiving control unit 606, depending on video content and 
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defined rules of rules based engine 302. Streaming and 
archiving control unit 606 facilitate communication of live 
HiQ and Low Q video data, video data stored in data storage 
unit 206, video clip files representing events of interests, and 
alarms to central monitoring station 104, remote storage unit 
116, and remote user 114. For example, after an event of 
interest is captured and stored in data storage system 206, 
HiQ video data representing the event of interest stored in 
data storage system 206 may be communicated to remote 
storage unit 116, via streaming and archiving control unit 
606, for redundant storage of the event of interest. 
0049 Rules based engine 302 receives metadata produced 
by video analytics 304 and determines from the metadata 
whether the HiQ or Low Q video data are to be stored in data 
storage system 206 and/or communicated to central monitor 
ing station 104, remote storage unit 116, and remote user 114. 
0050. Access control management unit 402 controls 
access to live and stored video data. Access control manage 
ment unit 402 allows multiple user accounts to be created 
with corresponding permissions to access portions of video 
databased upon the content of the video data. 
0051 Storage management system 306 is intelligently 
driven by the metadata generated in video analytics 304 and 
the rules defined in rules based engine 302. Storage manage 
ment system 306 also controls communication of video data 
between Sub-storage units of data storage system 206. 
0052. In operation, imaging system 202 captures a field of 
view and generates video data. Frames of the video data are 
time-stamped in time-stamp block 508 so that metadata gen 
erated by video analytics 304 may be synchronized with 
Video data generated by image processing unit 502. Video 
analytics 304 analyzes the video data generated by imaging 
system 202 and generates metadatabased upon the content of 
the video data. First encoder 602 and second encoder 604 also 
receive the video data generated by imaging system 202 and 
generate, respectively, HiQ video data and Low Q video data. 
0053. The metadata is communicated to rules based 
engine 302 over inter-processor bridge 506 and rules based 
engine 302 determines whether a rule has been violated (i.e., 
whether an event or object of interest detected by video ana 
lytics 304 requires action). Based on the metadata and the 
rules of rules based engine 302, Storage management system 
306 controls first encoder 602 and second encoder 604 to 
supply HiQ video data and/or LowO video data to data stor 
age system 206. Portions of the HiQ and Low Q video data 
may be segmented into video clip files. Storage management 
system 306 also controls whether to send HiQ or LowO video 
data, via streaming and archiving control unit 606, to central 
data storage unit 116. 
0054 For example, if the metadata communicates that no 
object or event of interest is being captured within the field of 
view of network camera 102, a rule may communicate to 
storage management system 306 to control first and second 
encoders 602 and 604 such that the Low Q video data are 
Supplied to data storage system 206 and no video data are 
Supplied to remote storage unit 116. In an alternative 
example, if the metadata communicates that an object or 
event of interest is occurring within the field of view of 
network camera 102, a rule may communicate to storage 
management system 306 to control first and second encoders 
602 and 604 such that HiQ and Low Q video data representing 
the object or event are Supplied to data storage system 206. 
Because both HiQ and Low Q video data are stored in data 
storage system 206, the event of interest may be played back 
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in a higher bandwidth or lower bandwidth mode. Also, when 
an event of interest is captured, a video clip file of the event of 
interest stored in data storage system 206 may be communi 
cated to central monitoring station 104 via streaming and 
archiving control unit 606. A video clip file may be a short 
HiQ video segment of the event of interest that is stored in 
data storage system 206. A video clip file may represent seven 
seconds of video in which two seconds are before the event 
occurs and five seconds are after the event is detected. The 
duration of the video clip may be programmed to be any 
length. The video clip file may be played back multiple times, 
forwarded to other users via e-mail, or stored on a removable 
disk and sent to, for example, law enforcement. As described 
in the first embodiment, users may define any combination of 
actions to be taken based upon the metadata, such as storing 
HiQ video data in data storage system 206 and remote storage 
unit 116 while simultaneously streaming Low Q video data to 
central monitoring station 104. Users may also define a rule 
that an alert be sent to central monitoring station 104 or to 
remote user 114 via e-mail whenever an event or object of 
interest is detected. For example, remote user 114 may 
receive an alerton a mobile device such as a cellular phone or 
personal digital assistant (PDA), together with a video clip 
that can be played on the mobile device. 
0055 Although the above embodiments have been 
described, network camera 102 is not limited to these two 
embodiments. Network camera 102 may include a camera 
system having any degree of resolution and having a capabil 
ity of analyzing the content of video data to detect motion or 
another event of interest, storing the video data in the camera, 
and sending video data of the events of interest to remote 
Storage. 

Data Storage System 

0056 Data storage system 206 is described in detail with 
reference to FIG.7. Data storage system 206 may be included 
in network camera 102, or data storage system 206 may be 
external to network camera 102 and may communicate with 
network camera 102 over network 106. Data storage system 
206 serves as a mass storage unit that includes at least one GB, 
preferably 80 GB or more, of storage capacity. Data storage 
system 206 includes a solid state memory buffer unit 702 and 
a hard drive storage unit 704. 
0057 Memory buffer unit 702 may include non-volatile 
and volatile memory, such as NAND flash memory and RAM. 
If volatile memory is used as memory buffer unit 702, a 
secondary power Supply may be included in network camera 
102 in case of power failure. In a preferred embodiment, one 
GB of NAND flash memory is used, but memory buffer unit 
702 may include a memory size larger or Smaller than one 
GB. Sectors of memory buffer unit 702 may be allocated for 
different types of data, as indicated by portions 706, 708, and 
710. For example, portion 706 represents 50% of memory 
allocated to store the most recent video data captured by 
imaging system 202. Portion 708 represents 40% of memory 
allocated to store the most recent events or objects of interest 
captured by imaging system 202. Portion 710 represents 10% 
of memory allocated to store metadata generated by Video 
analytics 304. Allocation of memory is not limited to the 
above example and can be adapted to meet the needs of a 
particular application. Also, portions 706, 708, and 710 may 
be periodically rotated to correspond to different sectors of 
memory buffer unit 702 to prolong the operating lifespan of 
the sectors of memory buffer unit 702. 
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0.058 Hard drive storage unit 704 may be any type of mass 
storage device including a hard-disk drive and a large capac 
ity solid state memory device. For simplicity, hard drive stor 
age unit 704 is described hereinas a hard-disk drive, but many 
of the features described are also applicable to a large capac 
ity solid state memory device. The storage capacity of hard 
drive storage unit 704 may be any size, but, preferably, the 
storage capacity would be 80GB or more. Hard drive storage 
unit 704 includes a read/write head and a storage memory 
disk. 

0059. In operation, during a first time interval, memory 
buffer unit 702 receives video data from imaging system 202 
or video processing system 204' and stores the video data in 
portions 706 or 708, as directed by storage management 
system 306, according to the content of the video data. 
Memory buffer unit 702 also receives metadata generated by 
video analytics 304 and stores the metadata in portion 710. 
Because the metadata is synchronized to the video data, the 
Video data can be quickly searched according to content by 
referring to the metadata. For the majority of time that video 
data and metadata are being stored in memory buffer unit 702, 
hard drive storage unit 704 is in a powered-down state. A 
powered-down state includes multiple states Such as a total 
power-off state or one of several idle, standby, or sleep states 
described in connection with Hitachi’s Enhanced Adaptive 
Battery Life Extender (ABLE)TM technology. For example, in 
a powered-down state, the read/write head may be in a 
“loaded’ or activated condition without executing read/write 
commands while the storage memory disk is spinning, the 
read/write head may be in a “loaded’ or activated condition 
while the storage memory disk is not spinning, the read/write 
head may be in an “unloaded’ or non-activated condition 
while the storage memory disk is spinning, or the read/write 
head may be in an “unloaded’ or non-activated condition 
while the storage memory disk is not spinning. Generally, a 
powered-down state is characterized by a power level less 
than a power level of a powered-up state. A total memory 
buffer storage time represents a sum of the first time intervals. 
0060. During a second time interval determined by storage 
management system 306, hard drive storage unit 704 is pow 
ered-up (i.e., the read/write head is in an activated condition 
to execute read/write commands and the storage memory disk 
is spinning) and video data from one or more portions 706 and 
708 are communicated from memory buffer unit 702 to hard 
drive storage unit 704 to be stored in hard drive storage unit 
704. Metadata from portion 710 may also be communicated 
to hard drive storage unit 704 during the second time interval. 
Storage management system 306 determines the amount of 
data that are to be supplied from memory buffer unit 702 and 
written to hard drive storage unit 704. During the second time 
interval, memory buffer unit 702 may continue to receive and 
store video data and metadata to prevent interruption in the 
storing of video data and metadata. At the end of the second 
time interval (e.g., after a predetermined amount of data of 
memory buffer unit 702 are written to hard drive storage unit 
704) memory buffer unit 702 stops supplying data to hard 
drive storage unit 704 and hard drive storage unit 704 is 
powered-down. A total hard drive storage time represents a 
sum of the second time intervals. The total hard drive storage 
time spent transferring to and storing a portion of the video 
data inhard drive storage unit 704 is substantially less that the 
total memory buffer storage time spent storing the video data 
in memory buffer unit 702. 
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0061 Storage management system 306 may control a 
write operation from memory buffer unit 702 to hard drive 
storage unit 704 at any time Such as when a predetermined 
condition is satisfied. For example, a predetermined condi 
tion might be to perform the write operation when one of 
portions 706, 708, or 710 is near capacity. Or, in mobile 
applications such as a camera in a vehicle, a write operation 
may be performed when a motion sensor, accelerometer, or 
other sensor located within the vehicle indicates that the 
vehicle is stationary so that damage to the hard drive storage 
unit 704 may be avoided or to eliminate the need to include a 
hard drive with extensive shock absorption. The motion sen 
Sor, accelerometer, or other sensor may be contained within 
the camera housing. A sensor includes a vehicle on/off 
switch. For example, when a vehicle is turned off, the vehicle 
battery may keep data storage system 206 powered-up so that 
video data may be transferred from memory buffer unit 702 to 
hard drive storage unit 704 during the off state of the 
vehicle ideally, the vehicle is stationary during an off state. 
The write operation may be stopped when all the data from 
one or more portions 706, 708, and 710 have been written to 
hard drive storage unit 704 or when another condition is met, 
Such as vehicle movement. Additionally, storage manage 
ment system 306 may control hard drive storage unit 704 to be 
powered-up when a user requests retrieval of video data 
stored in hard drive storage unit 704. Hard drive storage unit 
704 would be powered-up to supply video data to video 
processing system 204 (204") so that the video data may be 
supplied to a user over network 106. 
0062. In mobile applications, a single data storage system 
206 may serve multiple imaging systems 202 of a vehicle 
(e.g., multiple cameras on a bus), or one hard drive storage 
unit 704 may serve multiple imaging systems 202 that include 
their own memory buffer units 702. When the vehicle comes 
to a stop, hard drive storage unit 704 is powered-up and data 
is transferred from memory buffer unit(s) 702 quickly by 
optimizing the communication speed between memory 
buffer unit(s) 702 and the hard drive storage unit 704 and by 
implementing a hard drive storage unit 704 with a fast write 
speed (e.g., approximately 665 Mbits/sec or more). Also, 
when a vehicle includes multiple imaging systems 202, data 
transfer can be accomplished quickly by lowering the frame 
rate of each imaging system 202 without Substantially sacri 
ficing video quality. For example, if a vehicle included eight 
cameras operating at 7.5 fps, the video data generated by the 
eight cameras would be equivalent to data generated by two 
cameras operating at 30 fps. 
0063. By storing video data in memory buffer unit 702 and 
by powering-up hard drive storage unit 704 periodically, the 
operating life of the hard drive storage unit 704 may be 
extended because hard drive storage unit 704 is not constantly 
powered-up. For example, if D1 resolution video data are 
recorded at 30 fps and compressed using MPEG-4 compres 
sion, portion 706, with 500 MB of storage capacity, could 
record approximately one hour of D1 resolution video data. 
Depending on the data transferrate of memory buffer unit 702 
and hard drive storage unit 704, 500 MB of data may be 
transferred from memory buffer unit 702 to hard drive storage 
unit 704 in four minutes or less. Thus, out of one hour, hard 
drive storage unit 704 may need to be powered-up for only 
four minutes. This represents a 1/15 ratio. The powered-up 
ratio of hard drive storage unit 704 is not limited to 1/15, but 
may be greater or less and may vary over time depending on 
the content of the video data. For example, a user may choose 
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to store lower than full frame rate video in which hard drive 
storage unit 704 could be powered-up less frequently than 
once per hour. Preferably, the average powered-up duration 
will be substantially less than the average powered-down 
duration. By comparison, a typical hard drive that is powered 
up continuously may have a lifespan of approximately five 
years. By powering-up hard drive storage unit 704 for four 
minutes out of one hour, for example, the lifespan of hard 
drive storage unit 704 may be increased by more than ten 
times the lifespan of a typical, continuously operated hard 
drive. Thus, by decreasing the power-up hours of hard drive 
storage unit 704, the lifespan of hard drive storage unit 704 is 
extended. 

0064. Because hard drive storage unit 704 is powered-up 
and down repeatedly, a preferred embodiment of hard drive 
storage unit 704 includes a wear durable hard drive in which 
the number of on/off cycles does not substantially reduce the 
lifespan of hard drive storage unit 704. A wear durable hard 
drive includes a read/write head that is physically parked off 
a storage memory disk (i.e., “unloaded”) during one or more 
of the powered-down states such that the read/write head does 
not contact the storage memory disk during a powered-up 
state or a powered-down state. For example, hard drive stor 
age unit 704 may implement Hitachi's ramp load/unload 
technology described in connection with its Travelstar R hard 
drive. 

0065. In a conventional contact start-stop (CSS) hard 
drive, the read/write head rests directly on the storage 
memory disk during an off state. When the CSS hard drive is 
powered-up, the read/write head and the storage memory disk 
remain in contact until air generated by the spinning storage 
memory disk causes the read/write head to lift off of the 
storage memory disk. Because the read/write head and the 
storage memory disk are in contact while the storage memory 
disk is spinning, the read/write head and the storage memory 
disk of a CSS hard drive are subject to wear. For example, a 
CSS hard drive may be able to withstand only 50,000 on/off 
cycles before failure. If a CSS hard drive was cycled on and 
off once per hour, the CSS hard drive would last only five or 
six years. 
0066. In contrast, a wear durable hard drive can withstand, 
for example, 300,000 on/off cycles or more preferably 600, 
000 on/off cycles or more. In other words, if the preferred 
wear durable hard drive is cycled on and off once per hour, the 
hard drive would last about 60 years or more. Thus, by imple 
menting the wear durable hard drive of the preferred embodi 
ment, the number of on/off cycles will not substantially 
reduce the lifespan of hard drive storage unit 704. Because the 
lifespan of data storage system 206 is relatively long, data 
storage system 206 requires little maintenance or upgrade. 
Thus, a network edge device. Such as network camera 102. 
can practically include data storage system 206. In contrast, 
without implementing the life extension features described 
above, a network camera system that provided a large number 
of mass storage units in network edge devices would require 
large repair and maintenance costs. This is so because the 
mass storage units would fail frequently and be distributed in 
places difficult to serve (such as on tops of tall poles). With the 
life extension features described above, mass storage units 
can be provided in network edge devices without the need of 
frequent replacement. 
0067. It will be obvious to those having skill in the art that 
many changes may be made to the details of the above 
described embodiments without departing from the underly 
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ing principles of the invention. The scope of the present 
invention should, therefore, be determined only by the fol 
lowing claims. 

1. A method of providing redundant storage of video data 
representing an event of interest while reducing storage and 
bandwidth requirements of a video camera adapted for con 
nection to a network communication system that includes a 
remote storage unit, the video camera producing video data 
representing a field of view of a scene and including a camera 
housing, comprising: 

using a configured event of interest for detection by analy 
sis of the video data produced by the video camera, the 
Video camera provided with video analytics and a mass 
storage unit contained in or forming part of the camera 
housing, and the mass storage unit storing the video data 
representing a field of view of a scene; 

causing the video analytics to analyze the video data pro 
duced by the video camera and detect whether there is an 
occurrence of the event of interest; and 

sending from the video camera for delivery to the remote 
storage unit, in response to detection by the video ana 
lytics of an occurrence of the event of interest, a clip of 
the video data representing the field of view of the scene 
in which the video analytics detected the event of inter 
eSt. 

2. The method of claim 1, in which the clip of the video data 
sent in response to detection of the occurrence of the event of 
interest includes a video clip file of the event of interest. 

3. The method of claim 1, in which the clip of the video data 
sent in response to detection of the occurrence of the event of 
interest includes a stream of the video data representing the 
event of interest. 

4. The method of claim 1, in which the network commu 
nication system includes a central monitoring station, and 
further comprising sending an alert from the video camera for 
delivery to the central monitoring station in response to detec 
tion by the video analytics of an occurrence of the event of 
interest. 

5. The method of claim 1, in which the network commu 
nication system includes a central monitoring station, and 
further comprising, in response to detection by the video 
analytics of an occurrence of the event of interest, Supplying 
from the video camera for delivery to the central monitoring 
station the clip of video data representing the field of view of 
the scene in which the video analytics detected the event of 
interest. 

6. The method of claim 1, in which the event of interest 
includes motion detected within the field of view of the video 
CaCa. 

7. The method of claim 1, in which the event of interest 
includes motion of a blob detected within the field of view of 
the video camera. 

8. The method of claim 1, in which the event of interest 
includes recognizing a predefined object or tracking move 
ment of the predefined object. 

9. The method of claim 8, in which the video analytics uses 
geometric calibration to recognize the predefined object as it 
moves to various portions of the field of view. 

10. The method of claim 1, in which the storing of video 
data in the mass storage unit includes storing video data 
representing a field of view of a scene in which there is no 
occurrence of the event of interest. 

11. The method of claim 10, in which the occurrence and 
nonoccurrence of the event of interest constitute two events of 
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multiple events of interest, and further comprising using mul 
tiple configured video data retention policies based on the 
multiple events of interest Such that certain ones or combina 
tions of the multiple events of interest are retained in the mass 
storage unit for corresponding lengths of time. 

12. The method of claim 1, in which the video data are 
stored at a first bit rate when no event of interest is detected 
and are stored at a second bit rate when the event of interest is 
being detected, the first and second bit rates being different 
from each other. 

13. The method of claim 1, in which the clip of the video 
data sent for delivery to the remote storage unit includes the 
video data stored when an event of interest is being detected 
but not the video data stored when no event of interest is being 
detected. 

14. The method of claim 1, in which the clip of the video 
data sent for delivery to the remote storage unit includes the 
video data stored when an event of interest is being detected 
and a portion of the video data representing the field of view 
of the scene at a time immediately preceding occurrence of 
the event of interest. 

15. The method of claim 1, further comprising encrypting 
at least Some of the video data stored in the mass storage unit. 

16. The method of claim 1, further comprising controlling 
an amount of time of storage of at least Some of the data 
included in the video clip. 

17. The method of claim 1, further comprising sending, 
from the video camera for delivery to the remote storage unit, 
the video data stored in the mass storage and representing a 
scene in which no event of interest has been detected. 

18. A method of reducing video data storage and network 
bandwidth requirements of a distributed network video sur 
veillance system that includes network communication paths 
between network video imaging devices and first video data 
stores, the network video imaging devices producing video 
data representing scenes under observation by the network 
Video imaging devices, and the first video data stores storing 
Video information corresponding to the video data produced 
by the network Video imaging devices, comprising: 

associating with each of multiple ones of the network video 
imaging devices second video data stores that are 
capable of storage of video data produced by an associ 
ated network video imaging device, the second video 
data stores including video analytics that analyzes the 
content of the video data and local video data stores that 
store portions of the video data representing an event of 
interest in response to the analysis by the video analyt 
ics; and 

delivering from each of the multiple network video imag 
ing devices, through the network communication paths, 
to the first video data stores, the video data representing 
Scenes under observation to provide redundant storage 
of the video data representing at least the event of inter 
eSt. 

19. The method of claim 18, in which each of the network 
Video imaging devices includes a housing, and in which the 
second video data stores associated with each network Video 
imaging device are contained within or form part of the hous 
ing. 
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20. The method of claim 18, in which the portions of the delivered to the first video data stores at a second time that is 
video data are stored in the local video data stores at a first later than the first time. 
time, and in which the video data representing scenes under 
observation include the stored portions of video data and are ck 


