Abstract: A transverse trough liner for a railway car cushions and prevents lateral creep of a coil during transport. Each sloping wall of a transverse trough is lined with at least one liner to prevent lateral creep in both transverse directions. Each liner comprises a horizontal bottom base or support layer having a plurality of upwardly projecting spaced-apart flexible fingers or ribs. The liner fingers or ribs may be oriented leftward or rightward of cant such as to face or incline toward the centerline of the transport vehicle, and behave or act as leaf springs. When placing the coil onto the liner, the fingers serve as the load-bearing support surface, and bend or deflect in accordance with the weight of the load. Undeflected fingers or ribs immediately adjacent to either end of the coil act as leaf springs and resist side-to-side or lateral roll or coil movement during transport.
Published: with international search report
LINER FOR CUSHIONING AND SECURING ROLLED COILS AND OTHER CYLINDRICAL OBJECTS IN A TRANSVERSE TROUGH OF A RAILWAY CAR

BACKGROUND OF THE INVENTION

The present invention is directed to a cushioning and securement pad or liner that protects and retains rolled coils of metal, or other material, and other rolled materials and cylindrical objects, during over-the-road transport in a transversely-oriented coil-carrying railroad car, or other transport vehicle.

Many products are manufactured from flat materials that are coiled into large rolls or coils. These coiled products are generally produced a great distance from the end-user's location, and, therefore, must be transported long distances. Often these coiled products are transported via rail, and are subjected to the stresses, shocks and vibrations associated with this mode of transportation. Additionally, these coiled products are often fragile, in that the surface-finishes and desired quality are in their final form, ready and waiting for direct fabrication into parts or end-products. This quality of the coil material is often damaged from the stresses and strains of transport, and must be protected.

The coiled products are typically loaded and placed in troughs or recesses of railway cars, or other similar transport vehicles, utilizing a transverse orientation; that is, the longitudinal axis of the cylindrical-shaped coil is oriented ninety degrees from the longitudinal axis, or center line, of the transport vehicle and parallel to the wheel axles. This type of loading scheme allows for more efficient loading of the coils than does in-line, or longitudinal, loading. However, during transport, the vibrations and shocks encountered may cause the transported cylindrical objects to "walk" or migrate within the
trough, or move from side to side, or to collect on one side of the transport vehicle.

Owing to the fact that the loaded coils are very heavy, such can cause the transport vehicle to become unbalanced and, in some cases, tip to one side. In some cases, this tipping of the transport vehicle may become dangerous and lead to the vehicle's tipping over and causing an accident.

Many and variegated prior-art techniques and methods have been attempted to address the above-mentioned problems. Included among these are lining the troughs with conveyor belt, wood, and various rubber or plastic surfaces or shapes in order to protect, prevent and limit movement of the coiled products from their loaded positions. However, none of these prior-art options has proven to be safe and effective. Currently-used methods retain the loaded cylindrical objects or coils in position with loose dunnage that is placed in, and occupy the majority of, the vacant space in the transverse trough of the railway car, or other transport vehicle. Due to the variability of load-sizes and the sometime lack of availability of dunnage material, this prior-art method is not a desirable solution for the securement of these loads.

The liner of the present invention solves all of the above-mentioned drawbacks and insufficiencies of the prior-art methods, and resists the movement of the coils or other cylindrical objects during transport, as well as cushioning them, thus maintaining the original loaded position thereof and preserving the loaded balance of the vehicle during transport.
SUMMARY OF THE INVENTION

It is the primary objective of the present invention to provide a liner for use in a transverse coil-mounting trough of a railway car, or other transport vehicle, that maintains during transport the position of coils, rolls and other cylindrical objects when loaded onto the transversely-oriented troughs.

It is also a primary objective of the present invention to provide such a liner that cushions and retains in place in the trough, the coils, rolls, and other cylindrical objects during transport, and minimizes damage to the load during transport from shock and vibration.

In accordance with the present invention, the liner of the invention is comprised of a horizontal bottom base or support layer from which upwardly project a plurality of spaced-apart, flexible fingers or ribs that are canted at an angle from between 15 degrees to 90 degrees with respect to the horizontal. The fingers or ribs together with the base layer are unitized or arranged into an assembly, or a molded into a unit, that is mechanically or chemically fastened to the interior load surfaces of a transverse trough of a railway coil car, or similarly configured conveyance for cylindrical objects. The fingers or ribs of the liner of the invention may be oriented leftward or rightward in direction of cant, and oriented such as to face or incline toward the centerline of the transport vehicle, and behave or act as leaf springs. When the load of coil is placed onto the liner of the present invention, the fingers thereof serve as the load-bearing surface, and bend or deflect in accordance with the weight of the load, to thereby support the load of coil. The resistance to bending of the fingers provides cushioning to the coil, and offers a "live" suspension system for the load. This "live" suspension may originate either from a
partial deflection of spring fingers, or, when the fingers are made from a flexible conformable material, such as polyurethane, the material itself with the fingers fully deflected will offer a spring action and protection from shock and vibration. In addition, those remaining fingers or ribs not deflected by the load and immediately adjacent to the coil at either end, act as leaf springs to resist any side-to-side, lateral movement of the roll or coil, as would otherwise occur due to vibration and shock imparted during transport. The return-biasing resistance or force imparted by the bending of the finger of the liner of the invention is generally sufficient to overcome the force imparted by shock and vibration during transport, thus maintaining the centerline-positioning of the coil, roll, or other cylindrical object, in the trough. In a preferred embodiment, the material and structure of the fingers impart an ever-increasing resistance or return-biasing force to movement when a greater degree of deflection is experienced. Also, in a preferred embodiment of the invention, the fingers or ribs are close enough in proximity to each other such that, if the initially contacted rib or finger is sufficiently deflected, such will contact the adjacent rib or finger, which adjacent rib or finger will also resist the horizontal force tending to cause transverse movement of the coils, thus providing additional and increased resistance when increased horizontal force is applied. The base layer of the liner material to which the bottom ends of the ribs are attached is preferably reinforced, such base layer being a composite structure utilizing a reinforcing material, such as woven or non-woven carbon, glass or other fiber that are incorporated into the base structure of the liner which will eliminate stretch or movement of the liner under load. Additionally, this composite construction provides structure facilitating the
attachment of the liner to the vehicle, such as chemically, adhesively or by use of mechanical fasteners.

BRIEF DESCRIPTION OF THE DRAWING

The invention will be more readily understood with reference to the accompanying drawing, therein:

Figure 1 is a partial side plan view of a first embodiment of the trough-liner of the invention depicting a coil or other rolled object supported thereon for cushioning and for maintaining the coil from sideways creep;

Figure 2 is a partial side plan view of the first embodiment of the trough-liner of the invention in its natural, unloaded state without a coil or other rolled object supported thereon;

Figure 3 is a partial side plan view of the first embodiment of the trough-liner of the invention depicting a coil or other rolled object supported which coil or other rolled object has begun to creep to one lateral side during transport, with the slanted flexible ribs of the trough-liner of the invention preventing the coil from any undue and excessive sideways creep;

Figure 4 is a partial side plan view of a second embodiment of the trough-liner of the invention depicting a coil or other rolled object supported thereon for cushioning and for maintaining the coil from sideways creep;

Figure 5 is a partial side plan view of the second embodiment of the trough-liner of the invention in its natural, unloaded state without a coil or other rolled object supported thereon;
Figure 6 is partial side plan view of the second embodiment of the trough-liner of the invention depicting a coil or other rolled object supported which coil or other rolled object has begun to creep to one lateral side during transport, with the slanted flexible ribs of the trough-liner of the invention preventing the coil from any undue and excessive sideways creep;

Figure 7 is a partial side plan view of a third embodiment of the invention shown in an unloaded condition, and in which the flexible ribs are spaced farther apart with each rib being provided with a vertical cut or groove formed therein to increase flexibility;

Figure 8 is a partial side plan view of the third embodiment of the invention shown in a loaded condition, in which the flexible rib is forced horizontally by the load;

Figure 9 is a partial side plan view of the third embodiment of the invention shown in a loaded condition, in which a flexible rib thereof is forced backwardly in order to resist lateral creeping or walking of the load thereon;

Figure 10 is a partial side plan view of a fourth embodiment of the invention shown in an unloaded condition, and in which the flexible ribs are spaced apart and which is provided with a series of vertically upstanding stops, where one vertically-oriented stop is located between a pair of flexible ribs;

Figure 11 is a partial side plan view of the fourth embodiment of the invention shown in a loaded condition, and in which a flexible rib thereof is forced backwardly in order to resist lateral creeping or walking of the load thereon;

Figure 12 is a partial side plan view of the fourth embodiment of the invention shown in a loaded condition, in which a flexible rib is forced horizontally by the load for contact of the rib against a vertically upstanding stop;
Figure 13 is a side plan view of a railway car incorporating the trough liners of the invention in its plurality of troughs;

Figure 14 is a cross-sectional view taken along line 14-14 of Fig. 13. and

Figure 15 is an enlarged view of Fig. 14 showing the use of two liners for each sloping side wall of each transverse trough so that resistance to lateral movement of a load is provided.

DETAILED DESCRIPTION OF THE INVENTION

Referring now to the drawings in greater detail, there is shown in Figs. 1 - 3 a first embodiment of the trough-liner 10 for use in cushioning and maintaining coils and rolled objects in a transverse trough of a railway car or other transport vehicle in accordance with the invention. Each liner 10 lines half of the length of a sloping wall of a trough 12 located in a railway-car interior, which trough may extend substantially along the entire lateral width of the railway car for holding and retaining a coil, roll, or other cylindrical object, such as rolled steel coil 14, in a manner as seen in Fig. 13. There are provided many such transverse troughs arranged in parallel in the railway car from the front thereof toward the rear thereof, where each trough supports one coil or roll in the middle or center thereof, approximately midway between the sill side walls of the railway car. Each of the transverse troughs 12 (Fig. 13) is oriented in the interior of the transverse-coil railway car such that it supports and retains a coil in a transverse position where the rotary axis of the coil is parallel to the axles of the railway car and transverse to the center-line or longitudinal axis of the railway car. The trough is typically of sufficient depth in order to prevent the coil from forwardly or rearwardly rolling out of the trough.
due to inertia during deceleration and acceleration. However, torques and vibrations
generated during transport tend to cause the coils to "walk" or creep away from the
centerline of the railway car and centerline of the trough in either of the two transverse
directions perpendicular to the direction of travel of the railway car. In order to prevent
this sideways or lateral walking or creeping of the coil within the trough, the trough-liners 10 of the present invention are employed, which trough-liners of the invention not only inherently provide cushioning of the coil in the trough, but also inherently prevent sideways movement of the coil within the trough away from the centerline of the trough, in the manner described hereinbelow. Each trough 12 is provided with four such liners 10 of the invention, two for each of the sloping walls 12’, 12” of the transverse trough as described hereinbelow in greater detail.

The trough liners 10 provide cushioning to a coil-load and preferably are made of a spring steel, flexible plastic, elastomer such as rubber, polyurethane, thermoplastic elastomer (TPE), thermoplastic rubber (TPR), thermoplastic polyurethane (TPU), or the like, preferably in the hardness range of between 40 Shore A through 75 Shore D, although different hardness ranges are contemplated. Each trough liner 10 consists of a base or mounting layer 18 that is reinforced with a composite structure of woven or nonwoven carbon, glass, or other fibers, which eliminates stretch and movement of the liner in the trough under load conditions. Therefore, base layer 18 is an inflexible composite structure resisting horizontal stretching or displacement thereof and thus the trough liner itself, and provides integrity for the position of the flexible ribs 18 as described hereinbelow. The base layer may be adhered to a wall of a transverse trough of a transverse-coil railway car...
by using a chemical adhesive, which adhesives would vary dependant on the composition of the primary material and the composite base material, such being apparent to one of ordinary skill in the art. However, the preferred embodiment is to encapsulate the base layer by "casting" or molding the base layer into the primary material of which the flexible ribs are made, which primary material permeates into the composite material. The composite material may be treated with wetting agents, adhesion promoters, other materials or treatments such as high energy corona treatment, and the like, to facilitate adhesion and the permeation of the composite base material by the primary material, as would be obvious to one of ordinary skill in the art. Of course, other conventional methods may be used for bonding or affixing the liner to a trough-wall.

Projecting upwardly from the base layer 18 are a series of flexible ribs or fingers 20, which under load-conditions flex or bend downwardly as shown in Fig. 1. While just a few such flexible ribs have been shown, it is to be understand that as many as required are provided in accordance with the size of the load being supported and transported, as seen in Fig. 14. Each rib element 20 projects at an angle with respect to the base layer of between 15 and 90 degrees depending upon the anticipated required resistance to creep of the coil in the trough. For an anticipated least-expected creep, the angle of the ribs with respect to the base layer may be closer to 15 degrees. As can be seen in Fig. 1, under load conditions, the coil 12 rests upon some of the angled ribs 20, which loaded ribs are deflected downwardly to thereby cushion the load. If, during transport, the coil is caused to move or walk laterally, the unloaded ribs adjacent the loaded ribs prevent this walk or creep by contacting against the side face of the coil, as seen in Fig. 1. Since these
unloaded ribs are sloping, when the coil abuts against the first unloaded rib during creep, the unloaded rib is forced to straighten up, which thereby causes the unloaded finger to provide an ever-increasing counter-biasing force to the walk or creep of the coil. This counter-biasing force is further increased or enhanced by contact of the thus-straightened first unloaded rib against its immediately-adjacent second rib that is also unloaded, whereby the coil must overcome the combined counter-biasing forces of the first and second unloaded ribs. Even if the forces causing creep were enough to overcome the counter-biasing forces of the first and second unloaded ribs, further creep would cause the coil to cause the second unloaded rib to abut against the immediately-adjacent third unloaded rib, whereby the additional counter-biasing force to the creep is provided as shown in Fig. 3. Thus, the flexible ribs 20 resist lateral movement of the load with increasing resistance with increasing displacement by the counter-biasing thereof during the reverse bending and deflection caused by the coil-creep.

The flexible fingers or ribs 20 may be either left-oriented or right-oriented. In Figs. 1-3, the ribs are shown as right-oriented, meaning they slope toward the right when viewing Fig. 2. What is important is that the flexible ribs or fingers 20 slope such that when each liner 10 is in use and mounted to a wall 12', 12" of a trough 12 (Fig. 13), they slope toward the centerline of the railway car and away from the transverse side walls or side sills of the railway car, in order that the ribs bias the coil back toward the center of the railway car and away from the laterals sides, as shown in Fig. 3. Thus, the very same liner 10 shown in Fig. 2 that is shown as right-oriented, if rotated 180 degrees, will provide a liner with ribs that are left-oriented. Thus, depending upon which side of the centerline of the trough the liner is affixed, the liner 10 is so oriented such that each liner
biasses the coil toward the center of the railway car and away from the side sills when sideways creep of the coil occurs during transport. As can be seen in Fig. 15, each wall 12’, 12” of a trough 12 is lined with two liners 10 of the invention, whereby a total of four liners 10 are used for each trough. Thus, there are two liners 10 affixed to each of the walls 12’, 12”. One liner 10, of the two affixed to the same respective side wall 12’ or 12” of the trough on one lateral side of the centerline of the railway car and trough is right-oriented, while the other liner 10 affixed to the same respective side wall 12’, 12” on the other lateral side of the centerline is left-oriented, in order that all of the ribs or fingers 20 of the both liners 10 face or slope toward the centerline of the railway car and trough. This ensures that, regardless of the direction of transverse creep of the coil, the liners 10 will provide the necessary biasing force toward the centerline of the railway car in order to restore the coil to its centered, neutral position, while all liners 10 continue to provide proper and necessary cushioning of the load during transport.

In another embodiment where cushioning is not critical for the protection of the load during transport and the resistive force required to counteract transverse creep is not as great, only one side or surface of the trough may be lined. Thus, there be utilized two liners installed on just one wall of the trough with the ribs oriented left and right toward the center as described above.

Referring now to Figs. 4-6, there is shown a second embodiment 10’ of the trough liner of the invention. The trough liner 10’ has a base layer 10” similar to the base layer 18 of the liner 10 of the first embodiment of Figs. 1-3, and provides the structural integrity to the liner 10’ as well as securing the liner to the wall of the trough, as described hereinabove. The trough liner 10’ is provided with a series of flexible ribs or
rib members 24, each of which defines a first, flexible angled section 24' and a second, horizontal stationary mounting section 24" from which projects the first, flexible angled section 24'. While just a few such flexible rib members have been shown, it is to be understood that many are provided in accordance with the size of the load being supported and transported. The second, stationary section is formed integrally with the base layer 10', in the manner described hereinabove with regard to the first embodiment. The first, flexible angled section 24' flexes in a vertical plane as compared with the horizontal stationary mounting section 24", so that when a coil-load is placed thereon, the angled sections 24' flex downwardly, as seen in Figs. 4 and 6, until the undersurface 26 of the flexed angled section abuts against the upper horizontal surface 28 of the second, horizontal stationary mounting section 24" of the immediately adjacent to the flexed angled section 24', in order that the load be adequately cushioned during transport. In order to increase the flexibility of each flexible angled section 24', each horizontal stationary mounting section 24" is provided with a reduced-thickness portion 30 immediately adjacent to a flexible angled section 24' of the immediately preceding flexible rib 24, as seen in Figs. 4-6. In this embodiment, owing to increased return-biasing forces, when the load tends to creep laterally during transport, the load need only contact against one unflexed angled section 24' in order to prevent lateral creep of the load toward the sides of the railway, as seen in Fig. 6. This increased biasing force arises from the fact the associated horizontal stationary mounting section 24" is relatively thick, thus causing increased resistance and stiffness to the reverse bending of its associated angled section 24'. Thus, the forward flexing of the angled sections 24' provide the necessary cushioning and support of the load thereon, while the reverse
flexing thereof provides ever-increasing resistance to creep or walk of the load therealong. The trough liner and associated parts are made of the same material as described above with reference to the first embodiment of Figs. 1-3.

In one version of the second embodiment of Figs. 4-6, in an unloaded state, the thickness of the elastomeric first, flexible angled section 24' may be between 3/32 - 3/4 of an inch, while the spacing between adjacent first, flexible angled section 24' is between 1/4 - 4 inches. In addition, the vertical distance from the upper horizontal surface 28 of the second, horizontal stationary mounting section 24" to the upper horizontal surface 27 of the first, flexible angled section 24' is between 1/4 - 4 inches. The angle formed by the sloping flexible angled section 24' with the respect to the horizontal surface 28 maybe between 45-90 degrees. All of these dimensions are given only by way of example, and are not meant to be limiting in any manner.

Referring now to Figs. 7-9, there is shown a third embodiment 40 of the trough liner of the invention. For purposes of clarity, only one flexible rib 42 is shown and depicted, it being understood that the trough liner 40 is provided with many such flexible ribs 42. The trough liner 40, in addition to a series of flexible ribs 42, also has a base layer 44, similar to the base layers 18 and 10" of the first and second embodiments, respectively, and is made of the same material and of the same structure, as described hereinabove. Each flexible rib element or member 42 is similar to the flexible rib elements or members 20 of the first embodiment, except that each rib 42 of the third embodiment is provided with vertical slot or notch 42' formed therein, which divides the rib 42 into a first, inward-facing portion 44 and a second outward-facing portion 46. The ribs 42 are forced downwardly against the upper surface 50 of the horizontal section 50.
of the trough liner from which project the flexible ribs 42. When a load is placed on a rib 42, it is flexed downwardly against a portion of the upper section 40, as seen in Fig. 8, which upper section serves as a limit stop to further movement thereof, whereby the load is cushioned and supported on a plurality of ribs 42 during transport. The ease of flexing each rib 42 is enhanced by use of the vertical slots 42. However, these very same slots of grooves 42 also provide increased resistance or counter-torque when the rib 42 is reverse biased when the load experiences lateral creep during transport, since the inward-facing portion 44 abuts against the stiffened, thick outward-facing portion 46, as shown in Fig. 9, in the manner similar to that described above with respect the second embodiment of Figs. 4-6, whereby creep or walk of the load is prevented.

Referring now to Figs. 10-12, there is shown a fourth embodiment 60 of the trough liner of the invention. For purposes of clarity, only one angled flexible rib 62 is shown and depicted, it being understood that the trough liner 6 is provided with many such flexible ribs 62. The trough liner 60, in addition to a series of flexile ribs 62, also has a base layer 64, similar to the base layers 18, 10" and 44 of the first, second and third embodiments, respectively, and is made of the same material and of the same structure, as described hereinabove. Each flexible rib 62 consists of an upper angled flexible rib portion 66 which projects upwardly at an acute angle from lower vertical stiffened portion 68. The lower portion 68 transitions into the upper angled flexible rib portion 66 at the upper end of the lower portion via a thickened upper curved portion 68', which provides stiffening to the reverse flexing of the upper flexible rib portion 66, when the load experiences lateral creep during transport, since the inward-facing portion 44 abuts against the stiffened, thick outward-facing portion 46, as shown in Fig. 11, in the manner
similar to that described above with respect the second and third embodiments of Figs. 4-6, and 5-7, respectively, whereby creep or walk of the load is prevented during transport.

The upper flexible rib portion 66 of each rib flexible rib 62 is pivoted downwardly, when viewing Fig. 10, until contacting a plurality upstanding, stationary stop-elements 70 projecting upwardly from the upper surface of the base layer 64. Each flexible rib portion, when fully loaded by a coil, is flexed until contact of the undersurface thereof 72 abuts against the upper ends of the plurality of stop-elements 70, upon which the flexible rib portion 66 assumes a horizontal position or orientation, when viewing in Fig. 12, in order to prevent excessive bending of the upper flexible rib portion 66 during load-conditions, in order to prevent excessive strain thereon which might lead fatigue, and also in order that each flexible rib portion 66 supports the load in a plane substantially parallel to the trough wall surface. It is noted that a series of three or more stop-elements 70 are provided forward of each upper flexible rib 62 along the length of the liner 60. The stop-elements offer lower compressive resistance, whereby greater cushioning of the load is provided if needed.

While specific embodiments of the invention have been shown and described, it is to be understood that numerous changes and modifications thereof may be made without departing from the scope and spirit of the invention, as set forth in the appended claims.
WHAT IS CLAIMED

CLAIM 1. A trough liner for use in a transverse trough of a coil transport vehicle for transporting coils, rolls or cylindrical objects, the trough liner cushioning the load and preventing lateral creep of the load and comprising:

- a mounting base having a top surface and a bottom surface for secure mounting to a wall of a transverse trough of a coil transport vehicle via said bottom surface;

- a rib-structure extending from said mounting base and having a plurality of spaced-apart, flexible, rib elements for use in cushioning a load thereon and for preventing lateral creep of the load;

- each said rib element being flexible toward said mounting base when supporting a load thereon for cushioning the load;

- each said rib element also being at least partially deflectable in the opposite direction upon a load supported by other said angled rib elements impinging thereagainst during lateral creep of the load during transport by a transport vehicle, said rib element providing stiffened resistance to the lateral creep of the load when said rib element is caused to deflect in said opposite direction. (generic)

CLAIM 2. The trough liner for use in a transverse trough of a coil transport vehicle for transporting large coils, rolls or cylindrical objects, the trough liner cushioning the load and preventing lateral creep of the load according to claim 1, wherein said plurality of rib elements are angled rib elements extending in the same direction of slope and sloping in a direction such that, when the liner is mounted in a transverse trough of a coil
transport vehicle, each said angled rib element slopes toward the centerline of the
transport vehicle. (generic)

CLAIM 3. The trough liner for use in a transverse trough of a coil transport vehicle for
cushioning the load and preventing lateral creep of the load, according to claim 1,
wherein said rib-structure and said mounting base are formed integrally together to form
one unitary integral structure; said mounting base comprising reinforcing material to
form a composite structure that is substantially inflexible for resisting horizontal
stretching and displacement when mounted to a wall of a transverse trough. (generic)

CLAIM 4. The trough liner for use in a transverse trough of a coil transport vehicle for
cushioning the load and preventing lateral creep of the load, according to claim 1,
wherein said trough liner is made of a resilient material, and said reinforcing material
comprises reinforcing fibers incorporated into the material of said mounting base.
(generic)

CLAIM 5. The trough liner for use in a transverse trough of a coil transport vehicle for
cushioning the load and preventing lateral creep of the load, according to claim 4,
wherein said resilient material is chosen from at least one of the following group: spring
steel, flexible plastic, elastomer such as rubber, polyurethane, thermoplastic elastomer
(TPE), thermoplastic rubber (TPR), thermoplastic polyurethane (TPU), in hardness
ranging from 40 Shore A through 75 Shore D hardness. (generic)
CLAIM 6. The trough liner for use in a transverse trough of a coil transport vehicle for cushioning the load and preventing lateral creep of the load, according to claim 1, wherein said plurality of rib elements are spaced apart from each other such that, when at least some of said rib elements are flexed downwardly from a load being placed thereon, each said respective rib element of said at least some of said rib elements deflecting and abutting against an immediately adjacent said rib element which immediately angled rib element is taken in a direction toward the centerline of a transport vehicle when said liner is mounted in a transverse trough thereof. (first embodiment)

CLAIM 7. The trough liner for use in a transverse trough of a coil transport vehicle for cushioning the load and preventing lateral creep of the load, according to claim 1, wherein said spacing apart of said rib elements is such that, when a respective said rib element is forced into reverse bending by the lateral creep of a load supported by other adjacently-positioned said rib elements, said respective rib element contacts and abuts against another said rib element located immediately adjacent to said respective rib to cause reverse bending and deflection of said another rib element, whereby the resistance to lateral creep of a load increases with increasing displacement of the load. (first embodiment)

CLAIM 8. The trough liner for use in a transverse trough of a coil transport vehicle for cushioning the load and preventing lateral creep of the load, according to claim 2, wherein each said rib element comprises a first angularly-sloping flexible member that
slopes in the direction of a centerline of a transverse trough of a transport vehicle when the liner is mounted therein for providing cushioning to a load, and a second stiffening member to which said first angularly-sloping flexible member is integrally formed, said second stiffening member resisting reverse deflection of said first angularly-sloping flexible member when said first angularly-sloping flexible member is forced to rearwardly deflect when a load on the liner experiences lateral movement during transport. (sub-generic to 2-4 embodiments)

CLAIM 9. The trough liner for use in a transverse trough of a coil transport vehicle for cushioning the load and preventing lateral creep of the load, according to claim 8, wherein said first angularly-sloping flexible member projects upwardly from said said second stiffening member, said second stiffening member having an upper surface against which abuts a said first angularly-sloping flexible member of another adjacent said angled rib element when said another angled rib element is deflected downwardly by a load supported thereon. (second embodiment)

CLAIM 10. The trough liner for use in a transverse trough of a coil transport vehicle for cushioning the load and preventing lateral creep of the load, according to claim 8, wherein each said angled rib element comprises a slot formed therein between said first angularly-sloping flexible member and said second stiffening member, said spacing apart of said angled rib elements being such that, when said angled rib elements is flexed downwardly from a load being placed thereon, said respective angled rib element is bent downwardly toward said top surface of said mounting base. (third embodiment)
CLAIM 11. The trough liner for use in a transverse trough of a coil transport vehicle for cushioning the load and preventing lateral creep of the load, according to claim 8, wherein each said angled rib element also comprises an upstanding limit stop protruding upwardly relative to said top surface of said mounting base against which abuts a respective said first angularly-sloping flexible member for limiting the amount of deflection thereof. (fourth embodiment)

CLAIM 12. A method of preventing lateral movement of a coil, roll, and other cylindrical object, loaded in transverse trough of a transport vehicle, which transverse trough has a pair of sloping side walls for supporting a load, with said transport vehicle having a longitudinal centerline, said method comprising:

(a) lining each said sloping side wall with a liner that resists lateral creep of a load placed in the transverse slot;

(b) said step (a) comprising lining each said sloping side wall with at least one liner having a plurality of flexible rib elements that are capable of flexing in a direction toward the centerline of the transport vehicle for cushioning a load placed thereon, and for resistant bending in the reverse direction away from the centerline of the transport vehicle for resisting lateral movement of a load supported thereby, whereby lateral creep of the load toward either side of the transport vehicle is arrested.

CLAIM 13. The method of preventing lateral movement of a coil, roll, and other cylindrical objects, loaded in transverse trough of a transport vehicle, according to claim
12, wherein said step (b) comprises lining each sloping side wall with at least one liner having a series of rib elements that when flexed by a load thereon rotate in the direction of the centerline of the transport vehicle when the at least one liner is mounted to a respective side wall.

CLAIM 14. The method of preventing lateral movement of a coil, roll, and other cylindrical objects, loaded in transverse trough of a transport vehicle, according to claim 13, wherein said step (b) comprises lining each sloping side wall with two said liners, one said liner being approximately located on one lateral side of the centerline of the transverse vehicle, and the other said liner being approximately on the other lateral side of the centerline of the transverse vehicle; said one liner being oriented oppositely to said other liner so that each said flexible rib element of each of said one liner and said other liner flexes toward the centerline of the transport vehicle when supporting a load thereon, and is resistively deflected rearwardly when not supporting a load thereon and impinged thereagainst by a load supported by other said flexible rib elements to resist movement of the load thereby during lateral creep of the load during transport.

CLAIM 15. The method of preventing lateral movement of a coil, roll, and other cylindrical objects, loaded in transverse trough of a transport vehicle, according to claim 14, wherein said step (b) further comprises additionally resisting lateral creep of a load by abutting contact of an already-rearwardly deflected rib element against another immediately-adjacent unloaded rib element for causing said another immediately-adjacent unloaded rib element to also resistively deflect rearwardly. (first embodiment)
CLAIM 16. In a transverse-trough transport vehicle for transporting coils, rolled and
cylindrical objects, and the like, which transport vehicle comprises a plurality of
transverse troughs which support loads in a transverse direction such that the axis of the
load is perpendicular to the longitudinal centerline axis of the transport vehicle, each said
transverse trough having a pair of sloping side walls for supporting a load, the
improvement comprising:

- at least one trough liner mounted to at least one of said pair of sloping side walls
  of at least one said transverse trough for cushioning the load and for preventing lateral
  creep of the load;

- said at least one trough liner comprising a mounting base having a top surface and
  a bottom surface for secure mounting to a respective said sloping side wall;

- a rib-structure extending from said mounting base and having a plurality of
  spaced-apart, flexible, rib elements for use in cushioning a load thereon and for
  preventing lateral creep of the load;

- each said rib element being flexible in a downward direction toward said
  mounting base when supporting a load thereon for cushioning the load;

- each said rib element also being at least partially deflectable in the opposite
direction upon a load supported by other said angled rib elements impinging thereagainst
during lateral creep of the load during transport by a transport vehicle, said rib element
providing stiffened resistance to the lateral creep of the load when said rib element is
caused to flex in said opposite direction. (generic)
CLAIM 17. The improvement according to claim 16, wherein said plurality of rib elements are angled rib elements extending in the same direction of slope and sloping in a direction such that, when the liner is mounted in a transverse trough of a coil transport vehicle, each said angled rib element slopes toward the centerline of the transport vehicle.

(generic)

CLAIM 18. The improvement according to claim 16, wherein said plurality of rib elements are spaced apart from each other such that, when at least some of said rib elements are flexed downwardly from a load being placed thereon, each said respective rib element of said at least some of said rib elements deflecting and abutting against an immediately adjacent said rib element which immediately angled rib element is taken in a direction toward the center line of a transport vehicle when said liner is mounted in a transverse trough thereof, (first embodiment)

CLAIM 19. The improvement according to claim 16, wherein each said rib element comprises a first angularly-sloping flexible member that slopes in the direction of a centerline of a transverse trough of a transport vehicle when the liner is mounted therein for providing cushioning to a load, and a second stiffening member to which said first angularly-sloping flexible member is integrally formed, said second stiffening member resisting reverse deflection of said first angularly-sloping flexible member when said first angularly-sloping flexible member is forced to rearwardly deflect when a load on the liner experiences lateral movement during transport, (sub-generic to 2-4 embodiments)
CLAIM 20. The improvement according to claim 16, wherein each said sloping side wall of a respective said transverse trough comprises two said liners, one said liner being approximately located on one lateral side of the centerline of the transverse vehicle, and the other said liner being approximately on the other lateral side of the centerline of the transverse vehicle; said one liner being oriented oppositely to said other liner so that each said flexible rib element of each of said one and said other liner flexes toward the centerline of the transport vehicle when supporting a load thereon, and is resistively deflected away from the centerline when not supporting a load thereon and impinged thereagainst by a load supported by other said flexible rib elements to resist movement of the load thereby during lateral creep of the load during transport. (generic)
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC(8) - B61D 17/10 (2008.04)
USPC - 105/422

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
USPC: 105/422
IPC(8): B61 D 17/10 (2008.04)

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
USPC 105/423; 211/59.4, 85.18, 85.22; 428/175, 175; 296/39 1.39.2

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)
DialogPro Classic, (EPO, IPO & IAPIO, French, USPTO, WIPO); Google; Google Patents

Terms: liner, transverse, trough, coil, transport, vehicle, transport, rolls, cylindrical, lateral, creep, rib, elements, cushion, flexible, stiff, resistance, load, steel, plastic, rubber, polyurethane, transverse

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 4,958,876 A (Diaco, et al) 25 September 1990 (25.09.1990), Fig 1, 12, claims 1.10, and 15, col 2 in 20- to col 8, in 70</td>
<td>1-5</td>
</tr>
<tr>
<td></td>
<td></td>
<td>6-11</td>
</tr>
<tr>
<td>Y</td>
<td>US 6,352,757 A (Kessler et al) 4 October 1999 (04.10.1999), Fig 2 &amp; 4, abstract, claims 1 &amp; 2, col 1, in 152 - col 5 in 30</td>
<td>6-20</td>
</tr>
<tr>
<td>Y</td>
<td>US 6,739,268 A (Al-Kaabi, et al) 25 May 2004 (25.05.2004), abs, claim 1, Fig 3a and 7a, claim 2 and 6, col 14 in 25</td>
<td>11-20</td>
</tr>
<tr>
<td>A</td>
<td>US 4,951,992 A (Hockney) 28 August 1990 (28.08.1990)</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 6,190,100 A (Mawji) 20 February 2001 (20.02.2001)</td>
<td>1-20</td>
</tr>
</tbody>
</table>

D. Further documents are listed in the continuation of Box C. [ ]

* Special categories of cited documents
A* document defining the general state of the art which is not considered to be of particular relevance
E* earlier application or patent but published on or after the international filing date
L* document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
O* document referring to an oral disclosure, use, exhibition or other means
P* document published prior to the international filing date but later than the priority date claimed
T* later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
X* document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
Y* document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
Z* document member of the same patent family

Date of the actual completion of the international search
7 November 2008 (07.11.2008)

Date of mailing of the international search report

I B NOV Z008

Name and mailing address of the ISA/US
Mail Stop PCT, Attn: ISA/US, Commissioner for Patents
P.O. Box 1450, Alexandria, Virginia 22313-1450
Facsimile No.: 571-273-3201

Authorized officer: Lee W. Young
PCT Helpdesk 571-272-4300
PCT OSP: 571-272-7774

Form PCT/ISA/210 (second sheet) (April 2007)