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To all whon, it may concern: 
Beit known that I, EDWINI. NOTTINGHAM, 

of Washington, in the District of Columbia, 
have invented certain new and useful Im 
provements in Receptacles for Matches, &c.; 
and I do hereby declare the following to be a 
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struction, cheap to manufacture, which shall 
be neat and Ornamental in appearance, and 
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portion being divided into two compartments 

full, clear, and exact description of the in 
Vention, such as will enable others skilled in 
the art to which it appertains to make and use 
the same. 
My invention relates to an improvement in 

receptacles for matches, &c., the object of 
the invention being to provide a simple and 
convenient device for containing matches and 
from which matches can be readily withdrawn 
One at a time. 
A further object is to provide in a single 

structure a receptacle for live matches and a 
receptacle for dead matches. 
A further object is to so construct a match 

receptacle that the entire contents of a full 
box of matches can be placed in said recep 
tacle in regular order at a single operation, 
said receptacle being also adapted to receive 
dead matches and permit their ready re 
moval. . 
A further object is to construct a receptacle 

for matches in Such manner that the matches 
can be removed singly therefrom and to pro 
vide a compartment within the same structure 
for dead matches, the bottom of the dead 
match compartment being supported by the 
live matches and movable downwardly as the 
supply of live matches diminishes. 
A further object is to produce a receptacle 

for matches which shall be simple in con 

effectual in all respects in the performance 
of its functions. 
A further object is to provide a simple, or 

namental, and efficient device for receiving 
live and dead matches, cigars, and cigar-ashes. 
With these objects in view my invention 

consists in a receptacle comprising a body 
portion constructed at its lower end to per 
mit the withdrawal of matches, said body 
by a movable partition to be supported by 
live matches in the lower compartment, the 

fications. 

My invention further consists in a recepta 
cle comprising a body portion constructed at 
its lower end to permit the withdrawal of 
matches one at a time and a tray for the re 
ception of dead matches, said tray being 
adapted to be supported by the live matches 
in the receptacle. 
My invention further consists in a match 
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receptacle comprising a body portion having 
an open slot in its bottom and a removable 
front, the lower end of said front having an 
open slot to coöperate with the slot in the 
bottom to facilitate the withdrawal of matches 
and spring-lips at each of said recesses in the 
front; and my invention further consists in 
certain novel features of construction and 
combinations and arrangements of parts, as 
hereinafter set forth, and pointed out in the 
claims. 
In the accompanying drawings, Figure I is 

an elevation of a receptacle embodying my 
invention. Fig. 2 is a sectional view of the 
same. Fig. 3 is a view in perspective of my 
improved match and cigar receiver. Fig. 4 
is a view of the bottom of the receptacle. 
Figs. 5, 6, 7, and 8 are views illustrating modi 

Figs. 9 and 10 are views exempli 
fying the manner of filling the match-recep 
tacle. - 

A represents a tray, made preferably of cast 
metal and provided in its center With a tubu 
lar standard 1, on which a receptacle B is 
mounted and through which a shank 2, pro 
jecting from said receptacle, passes, whereby 
to permit the latter to be revolved, and said 
shank is made at its lower end With a trans 
verse hole through which a pin 3 passes to 
prevent the accidental displacement of the 
receptacle. 
The receptacle B maybe conveniently made 

of sheet metal and comprises a body portion 
having an open upper end 5 and a closed bot 
tom 6, the opposite edges of which latter are 
made with open slots 7. The body portion 
of the receptacle, comprising the ends 8 and 
bottom 6, is substantially U-shaped in form, 
and the ends 8 are provided at each edge with 
small flanges 9, adapted to receive Ways 
formed at the edges of removable pieces or 
plates 11. The lower edge of eachfront piece 

upper compartment being adapted for the is made with an open slot 12, which registers 
reception of dead matches, with the slots 7 in the bottom 6 and coöperates 
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there with to permit a single match to be read 
ily grasped by the user. The lower end of 
each front piece is slit near its outer edges, 
as at 13, whereby to form spring-lips 14, which 
when a match is being withdrawn by the user 
will permit the passage of the ends thereof 
from the receptacle, said spring-lips serving 
at the same time to prevent any accidental 
escape of matches. Ordinarily the spring of 
the metal will be sufficient to hold the front 
pieces properly in place, but to avoid any 
possibility of said pieces dropping or being 
pushed too far downwardly stops 15 may be 
provided. 
the entire contents of one or more ful boxes 
of matches can be placed within the recep 
tacle in regular order at a single operation. 
This is an important feature of my inven 
tion, in that it permits a full Supply of matches 
to be placed in the receptacle very quickly 
and evenly and without danger of getting 
them mixed and in confused positions. 
The receptacle B is provided with a tray 

16, which normally rests upon the matches 
and is intended for the reception of dead or 
burned matches, which can be readily inserted 
through the open upper end of the device. 
The receptacle B is thus divided into two 
compartments by means of a movable parti 
tion, the lower compartment being for the ac 
commodation of live matches, which can be 
withdrawn singly, as above explained, and 
the upper compartment being for the recep 
tion of burned or dead matches. 

It is apparent that during the use of the 
device when all the live matches have been 
used the receptacle will contain only dead or 
burned matches, which latter can be readily 
removed by withdrawing one of the front 
pieces or by inverting the device. 
The bottom of the receptacle may, without 

detracting from the efficiency of the device, 
be made flat, as shown in full lines in Fig. 2; 
but said bottom can, if desired, be made con 
vex, as shown by dotted lines in Fig. 2, so as 
to make the approach of the matches toward 
the front pieces (when only a few are left in 
the receptacle) more certain. 
While the receptacle can be conveniently 

made of sheet metal, as above explained, still 
it may, if desired, be cast, (with the possible 
exception of the front pieces,) and in such 
case the ends C C, Fig. 7, may be made withi 
vertical grooves C at their edges for the re 
ception of the removable front pieces b. 
The upper ends of the removable front 

pieces 11 are preferably made with curved 
lips or troughs 17, which serve as cigar-hold 
ers, as shown by dotted lines in Fig. 2, the 
ashes from the cigars being permitted to fall 
into the tray A, the latter thus constituting 
an ash-receiver. 
serve as thumb-pieces by which the front 
pieces can be readily removed. 
A cheap and convenient form of my inven 

tion is shown in Fig. 6, in which form the 
tray A is omitted, and the device is adapted 

By removing one of front pieces 

clamp h. 

The lips or trough also 

to be supported by a pin passed through a 
hole 18 in an extension 19 of the body por 
tion of the receptacle. In this form of the 
invention the body portion comprises a back, 
bottom, and sides made in a single piece and 
a single front piece.20 is employed, the front 
piece being made the same as above explained 
in connection with the form of the invention 
shown in Figs. 1, 2, and 3. The tray 21 
shown in Fig. 6 is also the same as that 
shown in Figs. 2 and 3. With the form of 
the invention shown in Fig. 6 a. whole box of 
two hundred matches can be placed within 
the device at one operation by removing the 
front piece. When the receptacle shall have 
become filled with dead matches, it can be 
readily emptied by removing the front piece. 

If desired, the receptacle can be made in 
the form of a box having a slide similar to the 
common form of boxes in which matches are 
packed, as shown in Fig. 8, the features of 
my invention being at the same time earried 
into effect. 
Sometimes it is desirable to so construct a 

match-receptacle as to permit its ready at 
tachment to a counter, a mantel, or article 
of furniture, and for such purpose the form 
shown in Fig. 5 may be adopted. In this 
form the sliding front d, having the open slot 
e and spring-lips, cigar-holder f, and tray g 
will be used as in the other forms of the in 
vention, and the device will be supported on 
a counter or other place by means of a spring 

In this form of the invention and 
also in the form shown in Fig. 6 the bottom. 
i may be curved and made a contiguous part 
of the back of the device. 

It is evident that my improved receptacle 
is well adapted for toothpicks as well as 
matches and that its use will result in greatly 
economizing either. 

I am aware that it has been heretofore pro 
posed to construct a match-box having co 
operating notches in its front and bottom and 
slits in the front to form spring-lips at each 
side of the notch in the front of the box, and 
I make no claim, broadly, to such a construc 
tion. 
My improvements are simple in construc 

tion and ornamental in appearance and ef 
fectual in all respects in the performance of 
their functions. - 

Various slight changes other than those 
above described may be resorted to without 
departing from the spirit of my invention or 
limiting its scope, and hence I do not wish to 
limit myself to the precise details herein set 
forth; but, 

Having fully described my invention, what 
I claim as new, and desire to secure by Letters 
Patent, is 

1. A receptacle comprising a body portion 
constructed at its lower end to permit the with 
drawal of matches, said body portion being 
divided into two compartments by a movable 
partition adapted to be supported by live 
matches in the lower compartment, the upper 

75 

9o 

95 

IOO 

IC 

IIS 

I 25 



Cd 

15 

587,269 3 

compartment being adapted for the reception 
of dead matches, substantially as set forth. 

2. A receptacle comprising a body portion 
constructed at itslower end to permit the with 
drawal of matches, one at a time, and a tray 
for the reception of dead matches, said tray 
being adapted to be supported by the live 
matches in the receptacle, substantially as set 
forth. 

3. In a receptacle, the combination with a 
body portion approximately thesize and shape 
of a standard box of matches and adapted to 
contain matches in regular order and having 
a slotted bottom to support the matches, of a 
removable front to facilitate the placing of 
the contents of a full box of matches into the 
receptacle at one operation, said removable 
front having a slotted lower end to coöperate 
with the slotted bottom of the body portion 
of the receptacle, the lower end of said re 
movable front having slits therein whereby 
to form spring-lips at each side of the slot in 
said front, substantially as set forth. 

25 
4. The combination with a base, of a recep 

tacle revolubly supported over said base and 
constructed with two compartments, one 
above the other, for the reception of live and 
dead matches respectively, and means for 
permitting live matches in the lower compart 
ment to be withdrawn one at a time, substan 
tially as set forth. 

5. In a receptacle, the combination with a 
body portion approximately thesize and shape 
of a standard box of matches and adapted to 
contain matches in regular order and having 
a slotted bottom to support the matches, of a 
removable front to facilitate the placing of 
the contents of a full box of matches in the 
receptacle at one operation, a curved lip on 
said removable front adapted to serve as a 
handle whereby to remove said front and 
also as a cigar-holder, said removable front 
having a slotted lower end to coöperate with 
the slotted bottom of the body portion of the 
receptacle, the lower end of said removable 
front also having slits therein whereby to form 
spring-lips at each side of the slot in said 
front, substantially as set forth. 

6. As a new article of manufacture, a re 
ceptacle having an open slot in its bottom, a 
removable front having an open slot at its 
lower edge to coöperate with the slot in the 
bottom, a spring-jaw at each side of the slot 
in the front and a movable tray within the 
receptacle, substantially as set forth. 
In testimony whereof I have signed this 

specification in the presence of two subscrib 
ing witnesses. 

EDWIN I. NOTTINGHAM. 
Witnesses: 

R. S. FERGUSON, 
VERNON E. HODGES. 
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