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INTEGRATED CIRCUITS AS A SERVICE

BACKGROUND

[0001] Unless otherwise indicated herein, the materials described in this section are not

prior art to the claims in this application and are not admitted to be prior art by inclusion in

this section.

[0002] Field Programmable Gate Arrays (FPGAs) are large programmable arrays of

gates that can be repeatedly reconfigured at hardware level to provide application specific

hardware. FPGA systems can offer an effective, cheaper-cost-per-throughput solution for

those performing large data functions like database sorts or business analytics which are

increasingly common, especially in datacenter operations. For example, risk management

computations for financial institutions, insurance companies, and other business entities may

consume large amounts of computing resources, which may be reduced by employing FPGAs

instead of generic computing systems.

[0003] While computational costs may be reduced and efficiency increased through the

use of FPGAs, initial investment may be prohibitively large for smaller operations. Even for

larger organizations, an FPGA based system may not be utilized full time reducing the

overall efficiency and investment value. A similar example involves datacenter operations.

A comprehensive datacenter with data stores, servers, firewalls, and other specialized

equipment may provide much needed data storage, accessibility, and security. However, the

number of potential users whose needs can justify setting up a large scale datacenter is rather

limited. And, even such potential users may not utilize capabilities of a large scale datacenter

fully all the time.

[0004] Thus, while efficiency and cost-effectiveness of FPGA based technologies in

large scale data operations are appreciated, their effectiveness for a wide range of users may

be limited due to initial investment and operational maintenance considerations.

SUMMARY

[0005] The present disclosure generally describes technologies for enabling selective

access to a programmable integrated circuit such as a Field Programmable Gate Array

(FPGA) as a service for datacenter virtual machines. According to some examples, a method



for providing a programmable integrated circuit (IC) as a service, may include receiving a

programmable integrated circuit design package at a data center; adding a management

payload to the IC design package; creating a user key associated with the IC design package,

wherein the user key matches the management payload; and providing selective access to the

programmable IC through one or more virtual machines employing the user key.

[0006] According to other examples, a data center providing a programmable integrated

circuit (IC) as a service may include a management server, which may receive a

programmable integrated circuit design package at a data center; add a management payload

to the IC design package; create a user key associated with the IC design package, wherein

the user key matches the management payload; and provide selective access to the

programmable IC through one or more virtual machines employing the user key.

[0007] According to further examples, a computer-readable storage medium may

include instructions stored thereon for providing a programmable integrated circuit (IC) as a

service. The instructions may include receiving a programmable integrated circuit design

package at a data center; adding a management payload to the IC design package; creating a

user key associated with the IC design package, wherein the user key matches the

management payload; and providing selective access to the programmable IC through one or

more virtual machines employing the user key.

[0008] The foregoing summary is illustrative only and is not intended to be in any way

limiting. In addition to the illustrative aspects, embodiments, and features described above,

further aspects, embodiments, and features will become apparent by reference to the drawings

and the following detailed description.

BRIEF DESCRIPTION OF THE DRAWINGS

[0009] The foregoing and other features of this disclosure will become more fully

apparent from the following description and appended claims, taken in conjunction with the

accompanying drawings. Understanding that these drawings depict only several

embodiments in accordance with the disclosure and are, therefore, not to be considered

limiting of its scope, the disclosure will be described with additional specificity and detail

through use of the accompanying drawings, in which:

[0010] FIG. 1 illustrates a structure of an example Filed Programmable Gate Array,

which may be employed as a service;



[0011] FIG. 2 illustrates conceptually a system for providing an integrated circuit (IC)

as a service;

[0012] FIG. 3 illustrates interactions between major components of a system providing

an IC as a service;

[0013] FIG. 4 illustrates a general purpose computing device, which may be used to

manage a system providing an IC as a service;

[0014] FIG. 5 is a flow diagram illustrating an example method for providing an IC as a

service that may be performed by a computing device such as the device in FIG. 4; and

[0015] FIG. 6 illustrates a block diagram of an example computer program product, all

arranged in accordance with at least some embodiments described herein.

DETAILED DESCRIPTION

[0016] In the following detailed description, reference is made to the accompanying

drawings, which form a part hereof. In the drawings, similar symbols typically identify

similar components, unless context dictates otherwise. The illustrative embodiments

described in the detailed description, drawings, and claims are not meant to be limiting.

Other embodiments may be utilized, and other changes may be made, without departing from

the spirit or scope of the subject matter presented herein. It will be readily understood that

the aspects of the present disclosure, as generally described herein, and illustrated in the

Figures, can be arranged, substituted, combined, separated, and designed in a wide variety of

different configurations, all of which are explicitly contemplated herein.

[0017] This disclosure is generally drawn, inter alia, to methods, apparatus, systems,

devices, and/or computer program products related to provisioning and managing access to

FPGAs or other programmable circuits as a service.

[0018] Briefly stated, a system for allowing provisioning management for shared FPGA

use and access control to enable a user's processes to access their custom programmed FPGA

may accept user packages for compilation to an FPGA in communication with datacenter

servers. The user packages may be imaged to the FPGA with an added management payload,

and a driver and user key may be employed to allow selective access to the FPGA as a

service for datacenter virtual machines. Together these elements allow a datacenter to

provision rentable integrated circuits as a service (ICaaS). Additional services such as billing



tracking, provision management, and access control may be provided to users allowing them

to realize lower cost while the datacenter realizes greater return.

[0019] FIG. 1 illustrates a structure of an example Field Programmable Gate Array,

which may be employed as a service, arranged in accordance with at least some embodiments

described herein.

[0020] A field-programmable gate array (FPGA) 100 is an integrated circuit designed to

be configured after manufacturing (field-programmable). FPGAs can be used to implement

any logical function, and their configuration may be generally specified using a hardware

description language (HDL).

[0021] FPGAs, such as the FPGA 100 depicted in FIG. 1, may include programmable

logic components called configurable logic blocks 110, and a hierarchy of reconfigurable

interconnects 106 that allow the blocks to be connected to logic gates in numerous different

configurations. The configurable logic blocks 110 can be configured to perform complex

combinational functions, or merely simple logic gates like AND and XOR. In some FPGAs,

the configurable logic blocks 110 may include a number of slices 112 with each slice

including one or more logic cells 114 (e.g., logic gates). Configurable logic blocks 110 may

also include memory elements, which may be simple flip-flops or more complete blocks of

memory.

[0022] The FPGA 100 may have digital and/or analog features. An example of analog

features includes differential comparators on input pins 102 designed to be connected to

differential signaling channels. Thus, the basic structure of an FPGA is array-based, where

each integrated circuit comprises a two dimensional array of configurable logic blocks 110

that can be interconnected via horizontal and vertical routing channels. Input pins 102 may

provide input to the logic blocks through input buffers 104 in a typical FPGA design.

[0023] FIG. 2 illustrates conceptually a system for providing an integrated circuit (IC)

as a service, arranged in accordance with at least some embodiments described herein.

[0024] A datacenter is a centralized repository for the storage, management, processing,

and dissemination of data and information. A datacenter may exist within an organization's

facilities or may be maintained as a specialized facility. Some datacenters may be

synonymous with network operations centers (NOCs) containing automated systems that

monitor server activity, web traffic, manage data, and network performance. Other

datacenters may be specialized on managing collected data and providing data related



services such as analysis or similar computations. While datacenters are typically associated

with a physical entity (e.g., a server room, a server farm, etc.), datacenters may be configured

as Virtual Datacenters (VDCs) as well, where managed data is compartmentalized based on

size, owner, or other aspects through virtual servers and data stores.

[0025] A system according to some embodiments enables provisioning management for

shared FPGA use as a service and access control to enable a user's processes to access their

custom programmed FPGA by accepting user packages for compilation to an FPGA in

communication with datacenter servers. A management payload may be added to the user

package, and a driver and user key may be employed to allow selective and managed access

to the FPGA as a service through datacenter virtual machines.

[0026] Referring to a diagram 200 of FIG. 2, a datacenter 226 may store data and

provide services such as shared access to one or more FPGAs 244 for a multiple number of

users (clients) such as a user 222. The user 222 may interact with the datacenter 226 over

one or more networks 246 (e.g., cloud-based interaction). For the additional services such as

billing tracking 228, provision management 230, and access control 232, the datacenter 226

may employ integrated or distinct applications or modules, which may be executed on

individual servers or distributed over a number of servers.

[0027] Upon receiving a design package 224, for example, from the user 222, the

datacenter 226 may add a management payload for identity, tracking, billing, and/or

compatibility purposes to the user design package before compilation. A user key 238 may

also be created matching the management payload 234 to enable the user 222 to launch a

virtual machine and/or a paravirtualized driver that will communicate with a controller 242

managing the one or more FPGAs 244. Along with an FPGA design 236 and the

management payload 234, the uploaded data may also include the user's custom hardware

accelerator 240.

[0028] FIG. 3 illustrates interactions between major components of a system providing

an IC as a service, arranged in accordance with at least some embodiments described herein.

[0029] According to an example scenario illustrated in a diagram 300 of FIG. 3, a user

322 may deliver an FPGA design 336 to an Integrated Circuit as a Service (ICaaS) manager

356. The ICaaS manager 356 may be one or more applications or a service of a datacenter

effectively renting access to FPGAs to users. The ICaaS manager 356 may attach a

management payload 334 to the FPGA design 336. The management payload 334 may



manage the message interface to ensure user identity and track usage of the FPGA module

using suitable metric(s) desired for billing and provisioning. For example, a combination of

deployed time and consumed power may be used as a billing metric. The ICaaS manager 356

may also generate an ICaaS user key 338, which may be matched to the management payload

334. The user 322 may then be enabled to launch a virtual machine 352 of the datacenter

with a paravirtualized driver 340 with a copy of the ICaaS user key 338 so that the user's

virtual machines can communicate with an FPGA board 354 managing multiple FPGAs and

use the user's custom uploaded hardware accelerator. The virtual machines and

paravirtualized drivers, network connection, messaging, or other FPGA interconnection

means may be hosted by virtual machine hosts 350 at the datacenter.

[0030] Imaging a payload into an FPGA involves a compilation step. In order to

manage the ICaaS service the management payload 334 is added to the payload before

compilation, effectively adding circuits that exist in the final design. Because the payload is

added at the pre-compilation layer it may have broad access, but because of the gate-level

nature of FPGA compilation, a properly designed management payload does not risk

interfering with user design function as there is no program executable space to corrupt and

no joint memory operations to disturb. The management payload may consume a fixed

number of gates, which may be removed from the capacity available to the user 322.

[0031] In some examples, the management payload 334 may simply be a clock that

records the time as soon as the overall payload is started after compilation. Such a clock may

then report on elapsed time in response to an administrative message when the user

terminates FPGA usage. In other examples, the management payload 334 may reside at the

input/output I/O ports and ensure formats are followed and/or that access is performed using

the ICaaS user key 338. By implementing the functionality in hardware, any potential delay

on such a watchdog duty may be substantially avoided. In further examples, the management

payload 334 may monitor a port for billing. For example, if the FPGA has direct access to a

storage bus, the bus may be watched and activity tallied for billing.

[0032] The paravirtualized driver 340 may be employed to abstract hardware access into

virtual machines. In a system according to some embodiments, the paravirtualized driver 340

may provide ownership verified access to a PCI bus, for example, connected to the FPGA

board 354. In some embodiments, the FPGA board 354 may not be connected directly to the

network for security purposes by requiring network access to be through directly connected



virtual machines. In other embodiments, the FPGA board 354 may be connected directly to

the network with suitable security measures. For example, datacenters may choose to allow

direct access for trusted customers or certified payloads, or within hardware based virtual

private datacenters where customers cannot impact others.

[0033] While embodiments have been discussed above using specific examples,

components, and configurations in figures 1 through 3, they are intended to provide a general

guideline to be used for providing integrated circuits as a service. These examples do not

constitute a limitation on the embodiments, which may be implemented using other

components, modules, and configurations using the principles described herein. For

example, access any suitable integrated circuit, not just FPGAs, may be provisioned as a

service. According to other examples, the management payload may be implemented on a

firewall between the FPGA(s) and the rest of the datacenter providing the access service. The

firewall or any comparable component implementing the management payload may be

realized as hardware, software, or a combination of the two. Furthermore, actions discussed

above may be performed in various orders, especially in an interlaced fashion.

[0034] FIG. 4 illustrates a general purpose computing device, which may be used to

manage a system providing an IC as a service, arranged in accordance with at least some

embodiments described herein. In a very basic configuration 402, a computing device 400

typically includes one or more processors 404 and a system memory 406. A memory bus 408

may be used for communicating between the processor 404 and the system memory 406.

[0035] Depending on the desired configuration, the processor 404 may be of any type

including but not limited to a microprocessor (µΡ), a microcontroller (µ ), a digital signal

processor (DSP), or any combination thereof. The processor 404 may include one more

levels of caching, such as a level cache memory 412, a processor core 414, and registers 416.

The example processor core 414 may include an arithmetic logic unit (ALU), a floating point

unit (FPU), a digital signal processing core (DSP Core), or any combination thereof. An

example memory controller 4 18 may also be used with the processor 404, or in some

implementations the memory controller 4 18 may be an internal part of the processor 404.

[0036] Depending on the desired configuration, the system memory 406 may be of any

type including but not limited to volatile memory (such as RAM), non-volatile memory (such

as ROM, flash memory, etc.) or any combination thereof. The system memory 406 may

include an operating system 420, one or more applications 422, and program data 424. The



applications 422 may include datacenter management module 423, extra services module

425, and FPGA control module 427, which may enable provisioning management for shared

FPGA use and access control to enable a user's processes to access their custom programmed

FPGA may accept user packages for compilation to an FPGA in communication with

datacenter servers as described herein. The program data 424 may include, among other data,

control parameters 428 associated with providing integrated circuit use as a service to clients.

This described the basic configuration 402 is illustrated in FIG. 4 by those components within

the inner dashed line.

[0037] The computing device 400 may have additional features or functionality, and

additional interfaces to facilitate communications between the basic configuration 402 and

any required devices and interfaces. For example, a bus/interface controller 430 may be used

to facilitate communications between the basic configuration 402 and one or more data

storage devices 432 via a storage interface bus 434. The data storage devices 432 may be

removable storage devices 436, non-removable storage devices 438, or a combination

thereof. Examples of removable storage and non-removable storage devices include

magnetic disk devices such as flexible disk drives and hard-disk drives (HDD), optical disk

drives such as compact disk (CD) drives or digital versatile disk (DVD) drives, solid state

drives (SSD), and tape drives to name a few. Example computer storage media may include

volatile and nonvolatile, removable and non-removable media implemented in any method or

technology for storage of information, such as computer readable instructions, data structures,

program modules, or other data.

[0038] The system memory 406, the removable storage devices 436 and the non

removable storage devices 438 are examples of computer storage media. Computer storage

media includes, but is not limited to, RAM, ROM, EEPROM, flash memory or other memory

technology, CD-ROM, digital versatile disks (DVD) or other optical storage, magnetic

cassettes, magnetic tape, magnetic disk storage or other magnetic storage devices, or any

other medium which may be used to store the desired information and which may be

accessed by the computing device 400. Any such computer storage media may be part of the

computing device 400.

[0039] The computing device 400 may also include an interface bus 440 for facilitating

communication from various interface devices (e.g., output devices 442, peripheral interfaces

444, and communication devices 446) to the basic configuration 402 via bus/interface



controller 430. Some example output devices 442 include a graphics processing unit 448

and an audio processing unit 450, which may be configured to communicate to various

external devices such as a display or speakers via one or more A/V ports 452. Example

peripheral interfaces 444 include a serial interface controller 454 or a parallel interface

controller 456, which may be configured to communicate with external devices such as input

devices (e.g., keyboard, mouse, pen, voice input device, touch input device, etc.) or other

peripheral devices (e.g., printer, scanner, etc.) via one or more I/O ports 458. An example

communication device 446 includes a network controller 460, which may be arranged to

facilitate communications with one or more other computing devices 462 over a network

communication link via one or more communication ports 464.

[0040] The network communication link may be one example of a communication

media. Communication media may typically be embodied by computer readable instructions,

data structures, program modules, or other data in a modulated data signal, such as a carrier

wave or other transport mechanism, and may include any information delivery media. A

"modulated data signal" may be a signal that has one or more of its characteristics set or

changed in such a manner as to encode information in the signal. By way of example, and

not limitation, communication media may include wired media such as a wired network or

direct-wired connection, and wireless media such as acoustic, radio frequency ( ),

microwave, infrared (IR) and other wireless media. The term computer readable media as

used herein may include both storage media and communication media.

[0041] The computing device 400 may be implemented as a part of a general purpose or

specialized server, mainframe, or similar computer that includes any of the above functions.

The computing device 400 may also be implemented as a personal computer including both

laptop computer and non-laptop computer configurations.

[0042] Example embodiments may also include methods. These methods can be

implemented in any number of ways, including the structures described herein. One such

way is by machine operations, of devices of the type described in the present disclosure.

Another optional way is for one or more of the individual operations of the methods to be

performed in conjunction with one or more human operators performing some of the

operations while other operations are performed by machines. These human operators need

not be collocated with each other, but each can be only with a machine that performs a



portion of the program. In other examples, the human interaction can be automated such as

by pre-selected criteria that are machine automated.

[0043] FIG. 5 is a flow diagram illustrating an example method for providing an IC as a

service that may be performed by a computing device such as the device in FIG. 4, arranged

in accordance with at least some embodiments described herein. Example methods may

include one or more operations, functions or actions as illustrated by one or more of blocks

522, 524, 526, 528, and/or 530. The operations described in blocks 522 through 530 may also

be stored as computer-executable instructions in a computer-readable medium such as a

computer-readable medium 520 of a computing device 510.

[0044] A process of or for providing access to an integrated circuit (FPGA) as a service

may begin at block 522, "RECEIVE FPGA DESIGN". At block 522, a datacenter

management server may receive an FPGA design package from a user such as the design

package 224 from the user 222 of FIG. 2. The datacenter management server may further

perform additional tasks such as authentication of the user 222, initialization of billing

tracking, provision management among multiple users, etc.

[0045] Block 522 may be followed by block 524, "ATTACH MANAGEMENT

PAYLOAD." At block 524, the management payload 234 of FIG. 2 may be added to the

design package 224 prior to compilation to the FPGA. The management payload 234 may

provide functionality needed for monitoring user access to the FPGA, billing tracking, and

compatibility (e.g., making sure proper formats are followed). Block 524 may be followed

by block 526, "CREATE USER KEY." At block 526, a user key such as the user key 238 of

FIG. 2 may be created. The user key 238 may match the management payload 234 and

enable the user to launch the virtual machine(s) for accessing the FPGA.

[0046] Block 526 may be followed by block 528, "ENABLE USER TO LAUNCH

VIRTUAL MACHINE / PARAVIRTUALIZED DRIVER." At block 528, one or more

virtual machines such as the virtual machine 352 and paravirtualized driver 340 of FIG. 3

may be launched with the user key to communicate the user's design to the FPGA.

Paravirtualized driver 340 may be used to abstract hardware access into virtual machine 352.

Block 528 may be followed by block 530, "ENABLE UPLOADING OF USER DESIGN TO

FPGA." At block 530, the user's design package may be uploaded to the FPGA through the

virtual machine and computation results returned to the user.



[0047] The functions performed at the blocks in the above described process are for

illustration purposes. Providing integrated circuits as a service may be implemented by

similar processes with fewer or additional functions. In some examples, the functions may be

performed in a different order. In some other examples, various functions may be eliminated.

In still other examples, various functions may be divided into additional functions, or

combined together into fewer functions.

[0048] FIG. 6 illustrates a block diagram of an example computer program product,

arranged in accordance with at least some embodiments described herein. In some examples,

as shown in FIG. 6, the computer program product 600 may include a signal bearing medium

602 that may also include machine readable instructions 604 that, when executed by, for

example, a processor, may provide the functionality described above with respect to FIG. 4.

Thus, for example, referring to the processor 404, datacenter management module 423, extra

services module 425, and FPGA control module 427 may undertake one or more of the tasks

shown in FIG. 6 in response to the instructions 604 conveyed to the processor 504 by the

medium 602 to perform actions associated with receiving user FPGA design, attaching

management payload and creating a user key, enabling user to launch virtual machines, and

enabling the virtual machines to upload the design to an FPGA.

[0049] In some implementations, the signal bearing medium 602 depicted in FIG. 6 may

encompass a computer-readable medium 606, such as, but not limited to, a hard disk drive, a

Compact Disc (CD), a Digital Versatile Disk (DVD), a digital tape, memory, etc. In some

implementations, the signal bearing medium 602 may encompass a recordable medium 608,

such as, but not limited to, memory, read/write (R/W) CDs, R W DVDs, etc. In some

implementations, the signal bearing medium 602 may encompass a communications medium

610, such as, but not limited to, a digital and/or an analog communication medium (e.g., a

fiber optic cable, a waveguide, a wired communications link, a wireless communication link,

etc.). Thus, for example, the program product 600 may be conveyed to one or more modules

of the processor 404 by an RF signal bearing medium, where the signal bearing medium 602

is conveyed by the wireless communications medium 610 (e.g., a wireless communications

medium conforming with the IEEE 802. 11 standard).

[0050] According to some examples, a method for providing a programmable integrated

circuit (IC) as a service, may include receiving a programmable integrated circuit design

package at a data center; adding a management payload to the IC design package; creating a



user key associated with the IC design package, wherein the user key matches the

management payload; and providing selective access to the programmable IC through one or

more virtual machines employing the user key.

[0051] The programmable IC may be a Field Programmable Gate Array (FPGA), and

the method may further include adding the management payload prior to compilation of the

design package, where the compilation adds circuits for a final design. The method may also

include connecting server functions from the data center to the FPGA through a messaging

interface. The messaging interface may be a network or a Peripheral Computer Interconnect

(PCI) interface. The method may also enable launching of one or more virtual machines with

one or more paravirtualized drivers using a copy of the user key, where the paravirtualized

drivers provide ownership verified access to the FPGA.

[0052] The method may further include providing at least one from a set of: a billing

tracking service, a provisioning management service, and an access control service associated

with execution of the received design package at the FPGA. Direct network access to the

FPGA may be provided for one of: a trusted user, a user with a certified payload, and a user

within a hardware based virtual private data center. The design package may be imaged to

the FPGA with the added management payload. The management payload may manage a

messaging interface for the FPGA to ensure user identity and tracks usage of the FPGA based

on a predefined billing metric, where the billing metric may be based on one or more of

deployed time and/or consumed power.

[0053] The one or more virtual machines may communicate with the FPGA using the

user key and employ a custom hardware accelerator uploaded by a user associated with the

IC design package. Furthermore, a manager processing the design package may consume a

fixed number of gates, which may be removed from a capacity available to the user. In some

examples, the management payload may be a clock that records time following starting

compilation of an overall payload and report on elapsed time in response to an administrative

message when the user terminates FPGA usage. In other examples, the management payload

may reside at I/O ports and ensure formats are followed and/or access control is performed

using the user key. The management payload may also ensure that a port is watched and

connection activities are tallied for billing.

[0054] According to other examples, a data center providing a programmable integrated

circuit (IC) as a service may include a management server, which may receive a



programmable integrated circuit design package at a data center; add a management payload

to the IC design package; create a user key associated with the IC design package, wherein

the user key matches the management payload; and provide selective access to the

programmable IC through one or more virtual machines employing the user key.

[0055] The programmable IC may be a Field Programmable Gate Array (FPGA), and

the management server may further add the management payload prior to compilation of the

design package, where the compilation adds circuits for a final design. The management

server may also connect server functions from the data center to the FPGA through a

messaging interface. The messaging interface may be a network or a Peripheral Computer

Interconnect (PCI) interface. The management server may also enable launching of one or

more virtual machines with one or more paravirtualized drivers using a copy of the user key,

where the paravirtualized drivers provide ownership verified access to the FPGA.

[0056] The management server may further provide at least one from a set of: a billing

tracking service, a provisioning management service, and an access control service associated

with execution of the received design package at the FPGA. Direct network access to the

FPGA may be provided for one of: a trusted user, a user with a certified payload, and a user

within a hardware based virtual private data center. The design package may be imaged to

the FPGA with the added management payload. The management payload may manage a

messaging interface for the FPGA to ensure user identity and tracks usage of the FPGA based

on a predefined billing metric, where the billing metric may be based on one or more of

deployed time and/or consumed power.

[0057] The one or more virtual machines may communicate with the FPGA using the

user key and employ a custom hardware accelerator uploaded by a user associated with the

IC design package. Furthermore, a manager processing the design package may consume a

fixed number of gates, which may be removed from a capacity available to the user. In some

examples, the management payload may be a clock that records time following starting

compilation of an overall payload and report on elapsed time in response to an administrative

message when the user terminates FPGA usage. In other examples, the management payload

may reside at I/O ports and ensure formats are followed and/or access control is performed

using the user key. The management payload may also ensure that a port is watched and

connection activities are tallied for billing.



[0058] According to further examples, a computer-readable storage medium may

include instructions stored thereon for providing a programmable integrated circuit (IC) as a

service. The instructions may include receiving a programmable integrated circuit design

package at a data center; adding a management payload to the IC design package; creating a

user key associated with the IC design package, wherein the user key matches the

management payload; and providing selective access to the programmable IC through one or

more virtual machines employing the user key.

[0059] The programmable IC may be a Field Programmable Gate Array (FPGA), and

the instructions may further include adding the management payload prior to compilation of

the design package, where the compilation adds circuits for a final design. The instructions

may also include connecting server functions from the data center to the FPGA through a

messaging interface. The messaging interface may be a network or a Peripheral Computer

Interconnect (PCI) interface. The instructions may also include enabling launching of one or

more virtual machines with one or more paravirtualized drivers using a copy of the user key,

where the paravirtualized drivers provide ownership verified access to the FPGA.

[0060] The instructions may further include providing at least one from a set of: a

billing tracking service, a provisioning management service, and an access control service

associated with execution of the received design package at the FPGA. Communication

access to the FPGA may be provided for one of: a trusted user, a user with a certified

payload, and a user within a hardware based virtual private data center. The design package

may be imaged to the FPGA with the added management payload. The management payload

may manage a messaging interface for the FPGA to ensure user identity and tracks usage of

the FPGA based on a predefined billing metric, where the billing metric may be based on one

or more of deployed time and/or consumed power.

[0061] The one or more virtual machines may communicate with the FPGA using the

user key and employ a custom hardware accelerator uploaded by a user associated with the

IC design package. Furthermore, a manager processing the design package may consume a

fixed number of gates, which may be removed from a capacity available to the user. In some

examples, the management payload may be a clock that records time following starting

compilation of an overall payload and report on elapsed time in response to an administrative

message when the user terminates FPGA usage. In other examples, the management payload

may reside at I/O ports and ensure formats are followed and/or access control is performed



using the user key. The management payload may also ensure that a port is watched and

connection activities are tallied for billing.

[0062] There is little distinction left between hardware and software implementations of

aspects of systems; the use of hardware or software is generally (but not always, in that in

certain contexts the choice between hardware and software may become significant) a design

choice representing cost vs. efficiency tradeoffs. There are various vehicles by which

processes and/or systems and/or other technologies described herein may be effected (e.g.,

hardware, software, and/or firmware), and that the preferred vehicle will vary with the

context in which the processes and/or systems and/or other technologies are deployed. For

example, if an implementer determines that speed and accuracy are paramount, the

implementer may opt for a mainly hardware and/or firmware vehicle; if flexibility is

paramount, the implementer may opt for a mainly software implementation; or, yet again

alternatively, the implementer may opt for some combination of hardware, software, and/or

firmware.

[0063] The foregoing detailed description has set forth various embodiments of the

devices and/or processes via the use of block diagrams, flowcharts, and/or examples. Insofar

as such block diagrams, flowcharts, and/or examples contain one or more functions and/or

operations, it will be understood by those within the art that each function and/or operation

within such block diagrams, flowcharts, or examples may be implemented, individually

and/or collectively, by a wide range of hardware, software, firmware, or virtually any

combination thereof. In one embodiment, several portions of the subject matter described

herein may be implemented via Application Specific Integrated Circuits (ASICs), Field

Programmable Gate Arrays (FPGAs), digital signal processors (DSPs), or other integrated

formats. However, those skilled in the art will recognize that some aspects of the

embodiments disclosed herein, in whole or in part, may be equivalently implemented in

integrated circuits, as one or more computer programs running on one or more computers

(e.g., as one or more programs running on one or more computer systems), as one or more

programs running on one or more processors (e.g. as one or more programs running on one or

more microprocessors), as firmware, or as virtually any combination thereof, and that

designing the circuitry and/or writing the code for the software and or firmware would be

well within the skill of one of skill in the art in light of this disclosure.



[0064] The present disclosure is not to be limited in terms of the particular embodiments

described in this application, which are intended as illustrations of various aspects. Many

modifications and variations can be made without departing from its spirit and scope, as will

be apparent to those skilled in the art. Functionally equivalent methods and apparatuses

within the scope of the disclosure, in addition to those enumerated herein, will be apparent to

those skilled in the art from the foregoing descriptions. Such modifications and variations are

intended to fall within the scope of the appended claims. The present disclosure is to be

limited only by the terms of the appended claims, along with the full scope of equivalents to

which such claims are entitled. It is to be understood that this disclosure is not limited to

particular methods, reagents, compounds compositions or biological systems, which can, of

course, vary. It is also to be understood that the terminology used herein is for the purpose of

describing particular embodiments only, and is not intended to be limiting.

[0065] In addition, those skilled in the art will appreciate that the mechanisms of the

subject matter described herein are capable of being distributed as a program product in a

variety of forms, and that an illustrative embodiment of the subject matter described herein

applies regardless of the particular type of signal bearing medium used to actually carry out

the distribution. Examples of a signal bearing medium include, but are not limited to, the

following: a recordable type medium such as a floppy disk, a hard disk drive, a Compact Disc

(CD), a Digital Versatile Disk (DVD), a digital tape, a computer memory, etc.; and a

transmission type medium such as a digital and/or an analog communication medium (e.g., a

fiber optic cable, a waveguide, a wired communications link, a wireless communication link,

etc.).

[0066] Those skilled in the art will recognize that it is common within the art to describe

devices and/or processes in the fashion set forth herein, and thereafter use engineering

practices to integrate such described devices and/or processes into data processing systems.

That is, at least a portion of the devices and/or processes described herein may be integrated

into a data processing system via a reasonable amount of experimentation. Those having skill

in the art will recognize that a typical data processing system generally includes one or more

of a system unit housing, a video display device, a memory such as volatile and non-volatile

memory, processors such as microprocessors and digital signal processors, computational

entities such as operating systems, drivers, graphical user interfaces, and applications

programs, one or more interaction devices, such as a touch pad or screen, and/or control



systems including feedback loops and control motors (e.g., feedback for sensing position

and/or velocity of gantry systems; control motors for moving and/or adjusting components

and/or quantities).

[0067] A typical data processing system may be implemented utilizing any suitable

commercially available components, such as those typically found in data

computing/communication and/or network computing/communication systems. The herein

described subject matter sometimes illustrates different components contained within, or

connected with, different other components. It is to be understood that such depicted

architectures are merely exemplary, and that in fact many other architectures may be

implemented which achieve the same functionality. In a conceptual sense, any arrangement

of components to achieve the same functionality is effectively "associated" such that the

desired functionality is achieved. Hence, any two components herein combined to achieve a

particular functionality may be seen as "associated with" each other such that the desired

functionality is achieved, irrespective of architectures or intermediate components. Likewise,

any two components so associated may also be viewed as being "operably connected", or

"operably coupled", to each other to achieve the desired functionality, and any two

components capable of being so associated may also be viewed as being "operably

couplable", to each other to achieve the desired functionality. Specific examples of operably

couplable include but are not limited to physically connectable and/or physically interacting

components and/or wirelessly interactable and/or wirelessly interacting components and/or

logically interacting and/or logically interactable components.

[0068] With respect to the use of substantially any plural and/or singular terms herein,

those having skill in the art can translate from the plural to the singular and/or from the

singular to the plural as is appropriate to the context and/or application. The various

singular/plural permutations may be expressly set forth herein for sake of clarity.

[0069] It will be understood by those within the art that, in general, terms used herein,

and especially in the appended claims (e.g., bodies of the appended claims) are generally

intended as "open" terms (e.g., the term "including" should be interpreted as "including but

not limited to," the term "having" should be interpreted as "having at least," the term

"includes" should be interpreted as "includes but is not limited to," etc.). It will be further

understood by those within the art that if a specific number of an introduced claim recitation

is intended, such an intent will be explicitly recited in the claim, and in the absence of such



recitation no such intent is present. For example, as an aid to understanding, the following

appended claims may contain usage of the introductory phrases "at least one" and "one or

more" to introduce claim recitations. However, the use of such phrases should not be

construed to imply that the introduction of a claim recitation by the indefinite articles "a" or

"an" limits any particular claim containing such introduced claim recitation to embodiments

containing only one such recitation, even when the same claim includes the introductory

phrases "one or more" or "at least one" and indefinite articles such as "a" or "an" (e.g., "a"

and/or "an" should be interpreted to mean "at least one" or "one or more"); the same holds

true for the use of definite articles used to introduce claim recitations. In addition, even if a

specific number of an introduced claim recitation is explicitly recited, those skilled in the art

will recognize that such recitation should be interpreted to mean at least the recited number

(e.g., the bare recitation of "two recitations," without other modifiers, means at least two

recitations, or two or more recitations).

[0070] Furthermore, in those instances where a convention analogous to "at least one of

A, B, and C, etc." is used, in general such a construction is intended in the sense one having

skill in the art would understand the convention (e.g., " a system having at least one of A, B,

and C" would include but not be limited to systems that have A alone, B alone, C alone, A

and B together, A and C together, B and C together, and/or A, B, and C together, etc.). It will

be further understood by those within the art that virtually any disjunctive word and/or phrase

presenting two or more alternative terms, whether in the description, claims, or drawings,

should be understood to contemplate the possibilities of including one of the terms, either of

the terms, or both terms. For example, the phrase "A or B" will be understood to include the

possibilities of "A" or "B" or "A and B."

[0071] In addition, where features or aspects of the disclosure are described in terms of

Markush groups, those skilled in the art will recognize that the disclosure is also thereby

described in terms of any individual member or subgroup of members of the Markush group.

[0072] As will be understood by one skilled in the art, for any and all purposes, such as

in terms of providing a written description, all ranges disclosed herein also encompass any

and all possible subranges and combinations of subranges thereof. Any listed range can be

easily recognized as sufficiently describing and enabling the same range being broken down

into at least equal halves, thirds, quarters, fifths, tenths, etc. As a non-limiting example, each

range discussed herein can be readily broken down into a lower third, middle third and upper



third, etc. As will also be understood by one skilled in the art all language such as "up to,"

"at least," "greater than," "less than," and the like include the number recited and refer to

ranges which can be subsequently broken down into subranges as discussed above. Finally,

as will be understood by one skilled in the art, a range includes each individual member.

Thus, for example, a group having 1-3 cells refers to groups having 1, 2, or 3 cells. Similarly,

a group having 1-5 cells refers to groups having 1, 2, 3, 4, or 5 cells, and so forth.

[0073] While various aspects and embodiments have been disclosed herein, other

aspects and embodiments will be apparent to those skilled in the art. The various aspects and

embodiments disclosed herein are for purposes of illustration and are not intended to be

limiting, with the true scope and spirit being indicated by the following claims.



CLAIMS

WHAT IS CLAIMED IS:

1. A method for providing a programmable integrated circuit (IC) as a service,

the method comprising:

receiving a programmable integrated circuit design package at a data center;

adding a management payload to the IC design package;

creating a user key associated with the IC design package, wherein the user

key matches the management payload; and

providing selective access to the programmable IC through one or more virtual

machines employing the user key.

2. The method according to claim 1, wherein the programmable IC is a Field

Programmable Gate Array (FPGA).

3. The method according to claim 2, further comprising:

adding the management payload prior to compilation of the design package,

wherein the compilation adds circuits for a final design.

4. The method according to claim 2, further comprising:

connecting server functions from the data center to the FPGA through a

messaging interface.

5. The method according to claim 4, wherein the messaging interface employs

one of a network and a Peripheral Computer Interconnect (PCI) interface.

6. The method according to claim 2, further comprising:

enabling launching of one or more virtual machines with one or more

paravirtualized drivers using a copy of the user key, wherein the paravirtualized drivers

provide ownership verified access to the FPGA.



7. The method according to claim 2, further comprising:

providing at least one from a set of: a billing tracking service, a provisioning

management service, and an access control service associated with execution of the received

design package at the FPGA.

8. The method according to claim 2, further comprising:

enabling direct network access to the FPGA for one of: a trusted user, a user

with a certified payload, and a user within a hardware based virtual private data center.

9. The method according to claim 2, wherein the design package is imaged to the

FPGA with the added management payload.

10. The method according to claim 9, wherein the management payload manages

a messaging interface for the FPGA to ensure user identity and tracks usage of the FPGA

based on a predefined billing metric.

11. The method according to claim 10, wherein the billing metric is based on one

or more of deployed time and/or consumed power.

12. The method according to claim 2, wherein the one or more virtual machines

communicate with the FPGA using the user key and employ a custom hardware accelerator

uploaded by a user associated with the IC design package.

13. The method according to claim 2, wherein a manager processing the design

package consumes a fixed number of gates, which are removed from a capacity available to

the user.

14. The method according to claim 2, wherein the management payload is a clock

that records time following starting compilation of an overall payload and reports on elapsed

time in response to an administrative message when the user terminates FPGA usage.



15. The method according to claim 2, wherein the management payload resides at

I/O ports and ensures formats are followed and/or access control is performed using the user

key.

16. The method according to claim 2, wherein the management payload ensures

that a port is watched and connection activities are tallied for billing.

17. A data center providing a programmable integrated circuit (IC) as a service,

comprising:

a management server configured to:

receive a programmable integrated circuit design package at a data

center;

add a management payload to the IC design package;

create a user key associated with the IC design package, wherein the

user key matches the management payload; and

provide selective access to the programmable IC through one or more

virtual machines employing the user key.

18. The data center according to claim 17, wherein the programmable IC is a Field

Programmable Gate Array (FPGA).

19. The data center according to claim 18, wherein the management server is

further configured to:

add the management payload prior to compilation of the design package,

wherein the compilation adds circuits for a final design.

20. The data center according to claim 18, wherein the management server is

further configured to:

connect server functions from the data center to the FPGA through a

messaging interface.



1. The data center according to claim 18, wherein the messaging interface

employs one of a network and a Peripheral Computer Interconnect (PCI) interface.

22. The data center according to claim 21, wherein the management server is

further configured to:

enable launching of one or more virtual machines with one or more

paravirtualized drivers using a copy of the user key, wherein the paravirtualized drivers

provide ownership verified access to the FPGA.

23. The data center according to claim 18, wherein the management server is

further configured to:

provide at least one from a set of: a billing tracking service, a provisioning

management service, and an access control service associated with execution of the received

design package at the FPGA.

24. The data center according to claim 18, wherein the management server is

further configured to:

enable direct network access to the FPGA for one of: a trusted user, a user

with a certified payload, and a user within a hardware based virtual private data center.

25. The data center according to claim 18, wherein the design package is imaged

to the FPGA with the added management payload.

26. The data center according to claim 25, wherein the management payload

manages a messaging interface for the FPGA to ensure user identity and tracks usage of the

FPGA based on a predefined billing metric.

27. The data center according to claim 26, wherein the billing metric is based on

one or more of deployed time and/or consumed power.



28. The data center according to claim 18, wherein the one or more virtual

machines communicate with the FPGA using the user key and employ a custom hardware

accelerator uploaded by a user associated with the IC design package.

29. The data center according to claim 18, wherein a manager processing the

design package consumes a fixed number of gates, which are removed from a capacity

available to the user.

30. The data center according to claim 18, wherein the management payload is a

clock that records time following starting compilation of an overall payload and reports on

elapsed time in response to an administrative message when the user terminates FPGA usage.

31. The data center according to claim 18, wherein the management payload

resides at I/O ports and ensures formats are followed and/or access control is performed using

the user key.

32. The data center according to claim 18, wherein the management payload

ensures that a port is watched and connection activities are tallied for billing.

33. A computer-readable storage medium having instructions stored thereon for

providing a programmable integrated circuit (IC) as a service, the instructions comprising:

receiving a programmable integrated circuit design package at a data center;

adding a management payload to the IC design package;

creating a user key associated with the IC design package, wherein the user

key matches the management payload; and

providing selective access to the programmable IC through one or more virtual

machines employing the user key.

34. The computer-readable storage medium according to claim 33, wherein the

programmable IC is a Field Programmable Gate Array (FPGA).



35. The computer-readable storage medium according to claim 34, wherein the

instructions further comprise:

adding the management payload prior to compilation of the design package,

wherein the compilation adds circuits for a final design.

36. The computer-readable storage medium according to claim 34, wherein the

instructions further comprise:

connecting server functions from the data center to the FPGA through a

messaging interface.

37. The computer-readable storage medium according to claim 36, wherein the

messaging interface employs one of a network and a Peripheral Computer Interconnect (PCI)

interface.

38. The computer-readable storage medium according to claim 34, wherein the

instructions further comprise:

enabling launching of one or more virtual machines with one or more

paravirtualized drivers using a copy of the user key, wherein the paravirtualized drivers

provide ownership verified access to the FPGA.

39. The computer-readable storage medium according to claim 34, wherein the

instructions further comprise:

providing at least one from a set of: a billing tracking service, a provisioning

management service, and an access control service associated with execution of the received

design package at the FPGA.

40. The computer-readable storage medium according to claim 34, wherein the

instructions further comprise:

enabling direct network access to the FPGA for one of: a trusted user, a user

with a certified payload, and a user within a hardware based virtual private data center.



41. The computer-readable storage medium according to claim 34, wherein the

design package is imaged to the FPGA with the added management payload.

42. The computer-readable storage medium according to claim 41, wherein the

management payload manages a messaging interface for the FPGA to ensure user identity

and tracks usage of the FPGA based on a predefined billing metric.

43. The computer-readable storage medium according to claim 42, wherein the

billing metric is based on one or more of deployed time and/or consumed power.

44. The computer-readable storage medium according to claim 34, wherein the

one or more virtual machines communicate with the FPGA using the user key and employ a

custom hardware accelerator uploaded by a user associated with the IC design package.

45. The computer-readable storage medium according to claim 34, wherein a

manager processing the design package consumes a fixed number of gates, which are

removed from a capacity available to the user.

46. The computer-readable storage medium according to claim 34, wherein the

management payload is a clock that records time following starting compilation of an overall

payload and reports on elapsed time in response to an administrative message when the user

terminates FPGA usage.

47. The computer-readable storage medium according to claim 34, wherein the

management payload resides at I/O ports and ensures formats are followed and/or access

control is performed using the user key.

48. The computer-readable storage medium according to claim 34, wherein the

management payload ensures that a port is watched and connection activities are tallied for

billing.
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