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1. 

This invention relates to a display page or 
holder for coins and other objects. 
A primary object of the invention is to provide 

a page or a holder in which may be mounted rare 
coins or like objects so that they may be readily 
Viewed or inspected but which is so constructed 
that such coins or like objects cannot be surrep 
titiously removed therefrom. - 

Display pages for displaying rare coins and 
like objects have heretofore been provided con 
sisting of cardboard sheets suitably covered and 
having apertures therein which receive the coins 
and like objects. These apertures are closed by 
Strips of transparent Celluloid or like material 
retaining the coins in the apertures and which 
permit the obverse and reverse sides of the coins 
to be inspected from opposite sides of the page. 
These strips of Celluloid are usually slid between 
the cardboard and the covering therefor and can 
easily be slid out from between the covering and 
the cardboard sufficiently to permit of surrepti 
tious removal of the rare coins or similar objects, 
even though the page may be mounted in a 
binder or the like. 

Specifically an object of the invention is to pro 
vide a display page having its walls formed of 
transparent material to permit inspection of the 
coins therethrough and which is so constructed 
that the page, when its parts are assembled to 
gether and are mounted in a ring type binder or 
the equivalent, it is impossible to remove the coins 
from the page as long as the page remains in the 
binder. 
Another object of the invention is to provide a 

display page for rare coins and like objects which 
is of relatively simple and economical and durable 
construction. 
With the foregoing and other objects in view, 

which will be made manifest in the following de 
tailed description and specifically pointed out in 
the appended claims, reference is had to the ac 
Companying drawings for an illustrative embodi 
ment of the invention, wherein: 

Figure 1 is a partial view in perspective of a 
ring-tight binder illustrating a display page em 
bodying the present invention as having been 
mounted therein. 

Fig. 2 is a sectional view through the page 
taken substantially upon the line 2-2 upon 
Fig. 1. 

Fig. 3 is a partial view in elevation of the un 
derside of the page and may be regarded as hav 
ing been taken substantially upon the line 3-3 
upon Fig. 2. 

Fig. 4 is a sectional view, parts being broken 
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away taken substantially upon the line 4-4 upon 
Fig.1. 

Fig. 5 is a view in elevation illustrating the 
manner in which the display page may be mount 
ed in a displayholder. 

Fig. 6 is a horizontal section taken substantial 
ly upon the line 6-6 upon Fig. 5. 

Referring to the accompanying drawings: 
wherein similar reference characters designate 
similar parts throughout, the improved display 
page consists of three sections of transparent 
material Such as synthetic resin plastic or a modi 
fied cellulose plastic. The central section is indi 
cated at 0 and has a plurality of apertures 
formed therethrough of such size and shape as to 
receive rare coins or other objects that are to be 
displayed. An upper section f2 overlies the 
central section to except around three side edges 
of the central section so that the projecting por 
tion of the central section O indicated at 3 
forms outwardly extending flanges. The section 
2 is cemented or otherwise permanently fastened 

to section 10 providing one member of the display 
page which has pockets formed by the apertures 
f in section fo on its underside. The lower 
member of the display is indicated at 4. This 
member has side walls 5 around three of its 
side edges and these side walls have inwardly ex 
tending flanges 6 arranged to overhang or over 
lie the flange portions 3 around three of the side 
edges of the central member O. The bottom 
member 4 on its fourth side has a finger receiv 
ing opening 7 formed therein. The two mem 
bers of the display page have registrable perfor 
ations 8 formed therein adapted to receive the 
rings R on a ring type binder or other structure 
in which the display page is adapted to be 
mounted. 
In order to mount coins in the recesses pro 

vided by apertures ff the rings R of the ring 
binder are opened and the display page removed. 
By grasping the upper member of the page be 
tween its top surface and its bottom exposed by 
the recess f. the upper member can be caused 
to slide Out of the lower member 4 and on be 
ing turned over the coins may be deposited in 
their respective apertures or recesses . When 
the coiris have been positioned therein the lower 
member 4 can be slid on to the upper member 
formed by parts O and 12 thus locking the coins 
therein in their respective recesses. With the 
parts of the page thus reassembled the page may 
be reinserted in the binder and on closing the 
rings R the parts of the page are kept from slid 
ing relatively to each other. Thus, as long as the 
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rings of the binder are closed or as long as the 
page is not removed from the binder it is impos 
sible to slide one part of the page relatively to 
the other to open a recess or pocket and Surrepti 
tiously remove a coin. Both the obverse and re 
verse sides of the coin can be readily inspected 
through the transparent Walls of the page. 

It is not essential that the central member 0 
be formed of transparent material. This mem 
ber may be formed of opaque material or any 
other material if desired. It is likewise not es-. 
sential that the upper member composed of parts 
8 and 2 be made of two parts. If desired the 
pockets or recesses can be molded on the un 
derside of a single unitary part. For purposes of 
economy, however, and ease of construction I 
find it advantageous to make the upper member 
of two parts in that the apertures can be read 
ily stamped or drilled through the central mem 
ber 9 and on cementing or otherwise securing 
the upper member 2 thereto the transparent 
surfaces of the upper member are not marred and 
readily permit of clear inspection of the coins. 
in the construction of the lower naenber? this 
may be molded or fabricated to provide the walls 
a 5 and flanges 6 around three sides. 
In lieu of mounting the display page in a binder 

the entire display page, when its parts-and coins 
have been assembled together may be slid into a 
J-shaped frame 29 having channel shaped sides 
2. When the page is positioned therein the 
frame 28 prevents the parts of the page from be 
ing slid relatively to each other to expose or open 
one or more of the pockets or recesses formed by 
the apertures . . . . . . . 

It Will be readily appreciated that the improved 
page permits of inspection of both sides of the 
coin but is so constructed that surreptitious re 
moval of the coins is effectively prevented which 
is a disadvantage of the display pages now in gen 
eral use. 
Warious changes may be made in the details of 

construction without departing from the spirit 
and scope of the invention as defined by the ap 
pended claims. 

I claim: . - 1. A display page comprising a central part 

O 

4. 
having apertures therethrough, an upper part 
secured to said central part and overlying Said 
apertures but terminating short of three of the 
side edges of the central part, a lower part adapt 
ed to underlie said central part and cover said 
apertures said lower part having walls extend 
ing around three of its edges and flanges ar 
ranged to overlie edges of the central part. 
2. A display page comprising a central part 

having apertures therethrough, an upper partse 
, cured to said central part and overlying said 
apertures but terminating short of three of the 
side edges of the central part, a lower part adapt 
led to underlie said central part and cover said 
apertures said lower part having Walls extending 
around three of its edges and flanges arranged 
to overlie edges of the central part, said parts 
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having registrable perforations. 
3. A display page comprising a central part 

having apertures therethrough, an upper partse 
cured to said central part and overlying said 
apertures but terminating short of three of the 
side edges of the central part, a lower part adapt 
ed to underlie said central part and cover said 
apertures said lower part having walls extending 
around three of its edges and flanges arranged to 
overlie edges of the central part, said parts hav 
ing registrable perforations, the under part hav 
ing a finger receiving openings formed. On its 
fourth edge. 
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