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(57) ABSTRACT 

A touch screen device and a method of operation are 
provided. The device and method allow for scrolling and 
selection of files from a file list, and for skipping or reversing 
an execution order of the selected files simply by performing 
a drag on a touch screen. The method of selecting files on the 
touch screen device includes detecting a diagonal drag on a 
screen, selecting file(s) included within a corresponding 
range, and skipping file(s) within the range. The method may 
also include changing an execution order of the selected 
file(s) when a drag with a return trajectory is detected. The 
method may also include scrolling through the file list in 
accordance with a direction and speed of the drag. The 
device and method allows a plurality of files to be selected 
and skipped at a time, and a desired file to be rapidly and 
easily located. 
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TOUCH SCREEN DEVICE AND METHOD OF 
SELECTING FILES THEREON 

0001. This is a Continuation Application of Ser. No. 
1 1/646,598 filed Dec. 28, 2006, which claims priority to 
Application Serial No. 10-2006-0046697 and 10-2006 
0046699 filed in Korea on May 24, 2006, the entirety of 
which are incorporated herein by reference. 

BACKGROUND 

0002 1. Field 
0003. A touch screen device and method of operating a 
touch screen device are disclosed herein. 

0004 2. Background Art 
0005 Portable digital equipment, such as, for example, 
MP3 players, portable multimedia players (PMP), personal 
digital assistants (PDA), notebook computers or the like 
which are able to execute, for example, MP3 files (e.g., 
audio files), video files (e.g., avi files) and the like store a 
plurality of MP3 files and/or video files and play the files 
selected at the request of a user. In addition to essential data, 
a variety of additional information on the relevant file(s), 
Such as, for example, title and singer information, is con 
tained and recorded as tag information in the MP3 files 
and/or video files. 

0006 Selection and playback of these audio or video files 
may be done by manipulating keys on a keypad provided 
with the digital equipment. For example, files may be 
selected and played back one by one, a plurality of files may 
be selected at one time and sequentially played back, or a file 
may be selected from a plurality of files and repeatedly 
played back based on user preferences. 
0007 Because it is preferable that the aforementioned 
MP3 player, PMP, PDA and the like have as large a display 
as possible, touch screens have been employed as a user 
information input device instead of the conventional keypad. 
A touch screen may function as both a display and an input 
device, thus allowing information to be input or selected 
using, for example, a finger or stylus pen and the relevant 
information to be displayed based on the input or selection. 
When a list of audio or video files is displayed on a touch 
screen, a user may touch and select desired files from the file 
list, and the selected files will be played back by a prede 
termined program (e.g., a music playback program, Win 
dows Media Player and the like). 
0008 If there is an undesired music file next to the file 
currently being played back in the list, the undesired file is 
skipped and the next music is thus selected. However, if 
there are at least two or more undesired files in the list, it is 
inconvenient to select and skip the relevant music files one 
by one in order to skip all the undesired music files. 
0009 Further, if files to be executed are spaced apart 
from a current position within the list, the files must be 
located by Scrolling through the list on the screen. A scroll 
bar displayed at one side of the screen may be touched to 
perform a scrolling operation. However, the scroll speed is 
always kept at a constant level, resulting in a slow, tedious 
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process when scroll length is long or the scroll is stopped 
beyond a desired position when the scroll length is short. 

BRIEF DESCRIPTION OF THE DRAWINGS 

00.10 Embodiments will be described in detail with ref 
erence to the following drawings, in which like reference 
numerals refer to like elements, wherein: 
0011 FIGS. 1 and 2 are block diagrams of a touch screen 
device, in accordance with embodiments; 
0012 FIG. 3 is a flowchart of a method of skipping files, 
in accordance with an embodiment; 
0013 FIG. 4 is a flowchart of a method of scrolling a file 

list, in accordance with an embodiment; 
0014 FIGS. 5A and 5B illustrate a file skipping opera 
tion, in accordance with an embodiment; and 
0015 FIGS. 6A-6C illustrate a file scrolling operation, in 
accordance with an embodiment. 

DETAILED DESCRIPTION 

0016. As shown in FIG. 1, a touch screen device in 
accordance with an embodiment may include a screen 10 
which allows information to be input and displayed. The 
screen 10 may include a display 20 for displaying a plurality 
of file lists 50 and other data thereon, and a touch panel or 
detector 30, for detecting a touching action related to select 
ing the file lists 50 or data displayed on the display 20. It is 
noted that a touch may be any type of director indirect touch 
or contact using an appropriate touching implement. Thus, 
when a user touches the screen 10 using a touching imple 
ment, Such as, for example, a finger, a stylus pen, or the like, 
the detector 30 may detect a touch point, and more particu 
larly, an initial touch point, and movement of the touch point 
(hereinafter, referred to as a drag). The detector 30 may 
also detect a direction, speed, and trajectory associated with 
the drag. 
0017. The display 20 may be any type of general screen 
display device, including, but not limited to, display devices 
Such as, for example, a liquid crystal display (LCD), a 
plasma display panel (PDP), a light emitting diode (LED), or 
an organic light emitting diode (OLED). The detector 30 
may be a thin layer provided on a surface, such as the front 
Surface of the display 20, and may employ a resistive or 
capacitive method. A touch screen that utilizes infrared rays 
or the like may also be used. 
0018. In the case of a resistive touch screen, the touch 
screen may include two layers coated with resistive mate 
rials and positioned at a constant interval, with electric 
currents Supplied to both layers. If pressure is applied to one 
of the layers, causing that layer to come into contact with the 
other layer, an amount of electric current flowing along the 
layers may be changed at the contact point, and a touched 
point is thus detected based on the change in electric current. 
In contrast, in the case of a capacitive touch screen, the touch 
screen may include a glass layer with both Surfaces coated 
with conductive material. Electric voltage is applied to 
edges of the glass, causing high frequencies to flow along 
the Surface of the touch screen. A high frequency waveform 
may be distorted when pressure is applied to the surface of 
the touch screen. Thus, a touched point may be detected by 
a change in the waveform. 
(0019. The screen 10 shown in FIG. 1 may be connected 
to a controller 40. The controller 40 may control the prepa 
ration and execution of the file list 50 based on a selection 
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determination made by the detector 30 and the display of 
various kinds of information (including the file list) onto the 
screen 10. The controller 40 may control not only the display 
20, but also the overall operation of the digital equipment in 
which it is installed. Further, the controller 40 may operate 
the digital equipment based on the detection results of the 
detector 30. 
0020. When selecting and executing files, the controller 
40 may skip specific files, or may change an execution order 
of specific files. The controller 40 may determine the point 
and type of the user's drag and then skip the files included 
within a range corresponding to a drag trajectory. The drag 
trajectory may be set at a diagonal on a screen. If the drag 
trajectory is actually a return trajectory, that is, if the touch 
is maintained through the drag, returned to the initial touch 
point, and then released at the initial touch point, the detector 
30 may change the execution order of the files included 
within a range corresponding to the drag trajectory, and 
execute the files in the changed execution order. 
0021. If the drag trajectory is performed in a vertical 
direction, the controller 40 may upwardly and downwardly 
move (scroll) the file list 50. In this case, the speed and 
direction of the scroll may correspond to the speed and 
direction of the drag. The controller 40 may continue the 
scroll until the touch is released. 
0022 FIG. 2 is a block diagram illustrating a touchscreen 
device according to an embodiment in more detail. The 
screen 10 may include a touch panel or detector 30 and a 
display 20. The display may be, for example, a thin film 
transistor liquid crystal display (TFT-LCD). 
0023. A touch panel or detector controller 42 may convert 
a touch detected on the touch panel or detector 30 to a 
corresponding signal. For example, the touch panel or 
detector controller 42 may convert a change in an amount of 
electric current or high frequency waveform corresponding 
to an input position on the touch panel or detector 30 into a 
digital signal. The display 20 and the touch panel or detector 
controller 42 are connected to a main controller 44 and each 
may operate under the control of the main controller 44. 
Further, the main controller 44 may be configured such that 
a touch type may be detected by extracting a touch point and 
moving speed from digital signals input from the touch 
panel or detector controller 42, as described above. 
0024. A touch information storage device 45 for storing 
information on an execution command based on a particular 
touch type may be connected to the main controller 44. The 
execution command information stored in the touch infor 
mation storage unit 45 may be classified by operation mode 
and may contain execution commands corresponding to 
specific touch types. 
0025. Examples of execution commands corresponding 
to the moving direction and speed of the touch in a certain 
operation mode are shown in Table 1. 

TABLE 1. 

sPlayback List Selection Modes 

Speed 

1 S.Cm or 4 S.Cm or 
Type less 1-2 S.Cm 2-4 S.Cm Ot 

Move downward Move Move Mowe Move 
from upper right playback list playback list playback list playback 

downward downward downward list 
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TABLE 1-continued 

sPlayback List Selection Modes 

Speed 

1 S.Cm or 4 S.Cm or 
Type less 1-2 S.Cm 2-4 S.Cm O 

at speed of 1 at speed of 2 at speed of 4 downward 
SCm SCm SCm at speed 

of 5 SCm 
Move upward Move Mowe Move Move 
from lower right playback list playback list playback list playback 

upward upward upward list 
at speed of 1 at speed of 1 at speed of 1 upward 
SCm SCm SCm at speed 

of 1 S.Cm 
Move from upper 
left to lower right 
Move from upper 
right to lower left 

Skip playback list in touched area 

Delete playback list in touched area 

0026. A data storage device 46 for storing a variety of 
information, such as, for example, MP3 files and the like, 
may be connected to the main controller 44. In certain 
embodiments, a NAND memory capable of rapidly and 
easily storing and reading out a large amount of information 
may be used as the data storage device 46. 
0027. A portion of the data storage device 46 may be used 
as the touch information storage device 45. However, a 
separate touch information storage device 45 may be used. 
For example, use of a touch information storage device 45 
constructed of for example, a NOR memory can provide 
better, more reliable and stable information may be advan 
tageous. 
(0028. A universal serial bus (USB) port 48 may be 
connected to the main controller 44 to provide an interface 
for modifying data. The USB port 48 may be connected to 
an external device Such that partition information and data 
stored in the data storage device 46 may be updated, deleted, 
or otherwise modified as necessary. 
0029. The main controller 44 may also have a random 
access memory (RAM) 47 for driving the display. In certain 
embodiments, a synchronous dynamic RAM (SDRAM) may 
be used. 

0030 Hereinafter, a method of skipping files or changing 
the execution order of the files and a method of scrolling 
through a file list will now be discussed with respect to 
FIGS. 3 and 4. 

0031 FIG. 3 is a flowchart of a method of skipping 
execution files in accordance with an embodiment. First, the 
system may be activated as the detector 30 detects a drag, in 
step S100. That is, if an execution file list 50 is displayed on 
the display 10, the detector 30 may detect the user's drag on 
the screen. The drag may follow a diagonal shape where 
both X and Y coordinates are changed. That is, when the 
diagonal drag is performed, the detector 30 may recognize 
the diagonal drag as a drag input for skipping files. 
0032. If a diagonal drag is performed, the controller 40 
may identify files included within a range corresponding to 
the drag trajectory, in step S200. The range corresponding to 
the drag trajectory may be a range included within a rect 
angle defined by the diagonal drag trajectory. For example, 
if the drag is moved from a coordinate (X1, Y1) to a 
coordinate (X2, Y2), the range corresponding to the drag 
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trajectory may be a range including the interior of a rect 
angle having four apexes with the coordinates (X1, Y1), 
(X2, Y2), (X2, Y1) and (X2, Y2). 
0033. It is noted that, in certain embodiments, as a 
diagonal drag is performed and the drag reaches the bottom 
right corner of the screen 10, as shown, for example, in FIG. 
4A, the file list 50 may continue to scroll, and the drag may 
continue further down the file list 50 to include more files 
within the range marked by the drag as long as the touch is 
not released. In other embodiments, preferences may be set 
to limit the length of the diagonal drag to the diagonal of the 
screen, thus stopping the related Scrolling action, if so 
desired. 
0034. Then, the controller 40 may change and display the 
image of the selected file(s), in step S300. This change of 
image may include changing an appearance of the selected 
file(s), such as, for example, colors, fonts, styles of letters, 
the background color, and the like. This allows a user to 
easily confirm whether the file(s) intended for selection by 
the user are the same as the file(s) detected by the detector 
30. In certain embodiments, after the file(s) are selected, the 
controller 40 may check whether the drag is released, in step 
S400. The file skip command may be executed when the 
drag is released. 
0035. When the drag is released, a command to skip the 

files and execute the next file may be executed. However, 
before skipping the files, the controller 40 may check 
whether a user intends to change an execution order of the 
files. If the detector 30 detects that the drag trajectory is a 
return drag trajectory, this may indicate a change in the 
execution order of the files is desired. Therefore, the con 
troller 40 may check whether the drag trajectory is a return 
trajectory, in step S500. 
0036. If the drag trajectory is not a return drag trajectory, 
a command to skip the files selected by the drag may be 
performed when the files in the file list 50 are sequentially 
executed, in step S510. If the drag trajectory is a return drag 
trajectory, the execution order of the files included within the 
range of the drag trajectory may be changed, in step S520. 
As discussed above, the range of files associated with the 
drag trajectory may be a range within a rectangle defined by 
a diagonal equal to a maximum drag distance. That is, the 
rectangle may be a quadrangle with a diagonal equal to a 
straight line that connects the start point of the drag to a point 
having the maximum X and Y coordinates from the start 
point. The change in execution order of the selected files 
may be made in various ways. However, the execution order 
of the files included within the range may be changed in a 
reverse order. If the files are skipped or their execution order 
is changed by the drag, the remaining files may be executed 
as appropriate. 
0037. A method of scrolling through the file list 50 is 
shown in FIG. 4. The system may be activated as the 
detector 30 detects the user's drag, in step S10. The detector 
30 may detect the direction and speed of the drag at the same 
time. The drag direction may be detected by changes in the 
coordinate(s) of the drag point. The drag speed may be 
detected by changes in the coordinate(s) per unit time. It is 
noted that, although these drags are illustrated as vertical 
drags in the examples shown in FIGS. 5A-5C, it is well 
understood that this scrolling may also be done with differ 
ent orientations of file lists and associated Scrolling action. 
For example, vertical columns of file lists may be scrolled 
from left to right or right to left using horizontal drags. 
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Likewise, although the drags are shown at the right edge of 
the screen, it is well understood that a drag may be per 
formed at any point within a prescribed active area of the 
screen, as long as the corresponding drag trajectory is 
followed. For example, the vertical drag illustrated on the 
right edge of the screen in FIGS. 5A-5C may also be done 
at a center or left edge of the screen 10, as long as the 
orientation of the drag remains vertical and the initiation 
touch point is within a prescribed portion of the screen. 
0038 If a drag is detected, the controller 40 may scroll 
through the file list 50 in accordance with the direction and 
speed of the drag, in step S20. In this example, if the drag 
direction is upward, the controller 40 may scroll through the 
file list 50 upward. If the drag direction is downward, the 
controller 40 may scroll through the file list 50 downward. 
The scroll direction may also be adjusted based on user 
preferences, such as, for example, opposite to that which is 
discussed above. FIGS. 5A and 5B illustrate an example in 
which the drag direction and the scroll direction are opposite 
to each other. 

0039. As discussed above, the scroll speed of the file list 
50 may correspond to the drag speed. That is, the file list 50 
may be scrolled at a fast speed if the drag speed is fast, while 
the file list 50 is scrolled slowly if the drag speed is slow. As 
the file list 50 is scrolled, the detector 30 may detect whether 
the drag is released, in step S30. If the drag is released, the 
scroll may also stop, in step S40. However, if the drag is not 
released, the Scroll may be continued at the same speed and 
direction until the drag is released. 
0040. Operation of the touch screen device in accordance 
with an embodiment executed according to the aforemen 
tioned method will now be described. 

0041 FIG. 5A illustrates an operation of skipping files, 
and FIG. 5B illustrates an operation of changing the execu 
tion order of files, in accordance with embodiments. 
0042. As shown in FIG. 5A, if a user touches the touch 
screen and drags on the screen in a diagonal direction, a 
rectangle with a diagonal corresponding to the drag trajec 
tory may be formed. The files included within the rectangle 
are the selected files which will be either skipped or whose 
execution order may be changed. The files selected as Such 
may be displayed in a state in which some aspect of their 
appearance on the screen is changed. For example, back 
ground color of the selected files may be changed to easily 
identify the selected files to the user. If the user releases the 
touch, the selected files may be skipped and the next files 
executed. However, if the user does not release the touch at 
the end of the diagonal, and instead drags in a reverse 
direction and then releases the drag at the initial touch point, 
the controller 40 may change the execution order of the files 
included within the range corresponding to the drag trajec 
tory, as shown in FIG. 4B. 
0043 FIGS. 6A-6C illustrate an operation of scrolling 
through a file list, in accordance with embodiments. 
0044 As a user touches a portion of the screen 10, for 
example, one side on the screen 10 as shown in FIG. 6A, and 
drags in a vertical direction, the file list 50 also may scroll 
downwardly or upwardly. At this time, the scroll speed of the 
file list 50 may be proportional to the drag speed. FIG. 6A 
shows that the file list 50 may scroll slowly since the drag 
speed is slow, and FIG. 6B shows that the file list 50 may 
scroll fast since the drag speed is fast. As long as the user 
does not release the touch, Scrolling may be continued. 
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However, if the user releases the touch after the drag, 
scrolling may be stopped, as shown in FIG. 6C. 
0045. A touch screen device and a method of selecting 

files in accordance with embodiments broadly described 
herein may provide at least the following advantages. 
0046 A skip command may be issued by a single drag 
rather than by individual, one by one, selection of the files 
to be skipped. Thus, a process of reconfiguring the list of 
files to be executed may be significantly simplified. 
0047. Further, an execution order of files may be easily 
changed by dragging the files on a screen. Thus, a process 
of selecting files on the touch screen device, and particularly 
for changing the execution order thereof, may also be 
significantly simplified. 
0048. Additionally, a scroll speed may be changed in 
accordance with a corresponding drag speed thus allowing a 
used rapidly and correctly locate a desired file. Furthermore, 
the touch screen device may identify the type of a user's 
touch and operates in accordance with the users intention, 
thus providing an intelligent user interface. 
0049. The touch screen device in accordance with 
embodiments may be used in or formed as a display for 
electronic books, newspapers, magazines, and the like, dif 
ferent types of portable devices. Such as, for example, 
handsets, MP3 players, notebook computers, and the like, 
audio applications, navigation applications, televisions, 
monitors, or other types of devices using a display, either 
monochrome or color. 
0050 Embodiments provide a touch screen device and a 
method of selecting files, wherein a plurality of files among 
files included in a file list may be skipped at one time, or an 
execution order thereof may be changed through a drag 
input on the touch screen. Further, embodiments provide a 
touch screen device and a method of selecting files, wherein 
the scroll speed and direction of a file list vary according to 
the drag speed and direction on a touch screen. 
0051. In accordance with one embodiment broadly 
described herein, there is provided a method of selecting 
files on a touch screen, including detecting a drag on a 
screen, detecting a file list included within a range corre 
sponding to a drag trajectory, and skipping files included in 
the detected file list. In certain embodiments, the range 
corresponding to the drag trajectory may be a range within 
a rectangle which has a diagonal equal to a straight line 
which connects start and release points of the drag with each 
other. In certain embodiments, the method may also include 
determining whether the drag trajectory is a return trajectory, 
and changing an execution order of files in the detected file 
list if it is determined that the drag trajectory is a return 
trajectory. The detection of the files may be made within a 
range corresponding to a rectangle with a diagonal equal to 
a maximum distance of the drag trajectory. Further, the files 
in the file list may be arranged again in a reverse order. 
0052. In certain embodiments, the method may also 
include changing at least one of a size, a color of letter, and 
a background color of the file list selected by the drag. 
Further, the file may be one of an audio file, a video file, or 
a graphic file. 
0053. In accordance with another embodiment broadly 
described herein, there is provided a method of selecting 
files on a touch screen, including detecting a touch and a 
drag of the touch on a screen, extracting a direction and 
speed of the drag, and scrolling a file list in accordance with 
the extracted direction and speed of the drag. In certain 
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embodiments, the method may also include detecting release 
of the touch, and stopping the scroll if it is determined that 
the release of the touch is detected. The direction and speed 
of the drag may be extracted from a touch point and a release 
point of the touch on the screen, and a time taken to move 
between the two points. 
0054. In accordance with another embodiment broadly 
described herein, there is provided a touch screen device, 
including a screen unit with a display unit for displaying a 
file list thereon and a detection unit for detecting a touch on 
a screen by a user, and a control unit for controlling 
operations of the device in accordance with the touch on the 
screen detection by the detection unit. When a drag is 
performed on the screen, the control unit may skip files in 
the file list included within a range corresponding to a drag 
trajectory and executes files next to the skipped files. Fur 
ther, the controller may determine whether the drag trajec 
tory is a return trajectory, and an execution order of files in 
the file list within a range corresponding to the drag trajec 
tory may be changed if it is determined that the drag 
trajectory is a return trajectory. 
0055. In accordance with still another embodiment 
broadly described herein, there is provided a touch screen 
device, including a screen unit with a display unit for 
displaying a file list thereon and a detection unit for detect 
ing a touch and drag on a screen by a user, and a control unit 
for controlling operations of the device in accordance with 
the touch and drag on the screen detected by the detection 
unit. The control unit may extract a direction and speed of 
the drag and cause the file list to Scroll in accordance with 
the extracted direction and speed of the drag. Further, the 
control unit may detect release of the touch by the user and 
stop the scroll if the touch is released. 
0056. In accordance with another embodiment broadly 
described herein, there is provided digital equipment pro 
vided with a touch screen device, including a screen unit 
with a display unit for displaying a file list thereon and a 
detection unit for detecting a touch on a screen by a user, and 
a control unit for controlling operations of the device in 
accordance with the touch on the screen detected by the 
detection unit, wherein when a drag is performed on the 
screen, the control unit may skip files in the file list included 
within a range corresponding to a drag trajectory and 
executes files next to the skipped files. 
0057. In accordance with another embodiment broadly 
described herein, there is provided digital equipment pro 
vided with a touch screen device, including a screen unit 
with a display unit for displaying a file list thereon and a 
detection unit for detecting a touch and drag on a screen by 
a user, and a control unit for controlling operations of the 
device in accordance with the touch and drag on the screen 
detected by the detection unit, wherein the control unit may 
extract a direction and speed of the drag and cause the file 
list to scroll in accordance with the extracted direction and 
speed of the drag. 
0058. In accordance with embodiments so configured, a 
plurality of desired files may be selected at a time such that 
the selected files may be skipped or their execution orders 
may also be changed. Further, the scroll speed of a file list 
may vary according to the drag speed on the touch screen. 
0059 An embodiment may be achieved in whole or in 
part by a method of selecting files on a touch screen, 
comprising detecting a touch drag on a screen, detecting a 
file list included within a range corresponding to a touch 
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drag trajectory of the detected touch drag, and marking the 
detected file list for a Subsequent execution action. Detecting 
a drag on a touch screen may include detecting an initial 
touch and a touch movement on the screen, wherein the drag 
trajectory corresponds to a direction of the touch movement. 
Marking the detected filed list for a subsequent execution 
action may include skipping files included in the detected 
file list. Also, marking the detected file list for a subsequent 
execution action may include changing an execution order 
of files in the detected file list. 
0060. Further, the range corresponding to the touch drag 
trajectory may be a range defined by a rectangle with a 
diagonal equal to a straight line which connects a start point 
and a release point of the touch drag. The method may 
further include determining whether the touch drag trajec 
tory is a return trajectory, and changing an execution order 
of files in the detected file list if it is determined that the 
touch drag trajectory is a return trajectory, wherein the 
detected file list may be within a range corresponding to a 
rectangle with a diagonal equal to a maximum distance of 
the touch drag trajectory. Changing an execution order of 
files in the detected file list may include rearranging the 
execution order of the files in accordance with user prefer 
ences. Also, changing an execution order of the files in the 
detected file list may include reversing an execution order of 
the files included in the detected file list. 
0061 The method may also include changing an appear 
ance or a background color of the files included in the 
detected file list. Changing an appearance of the files 
included in the detected file list may include changing at 
least one of a size, a letter color, or a background color of the 
files included in the detected file list. Further, the files 
included in the detected file list may be one of an audio file, 
a video file, or a graphic file. 
0062 Another embodiment may be achieved in whole or 
in part by a method of selecting files on a touch screen, 
including detecting a touch and a touch drag on a screen, 
determining a direction and a speed of the touch drag, and 
scrolling a file list displayed on the screen based on the 
determined direction and speed of the drag. The method may 
further include stopping the scrolling if a release of the touch 
is detected. Further, the direction and speed of the drag may 
be based on a touch point and a release point of the touch on 
the screen, and a time taken to move between the touch point 
and the release point. 
0063 Another embodiment may be achieved in whole or 
in part by a touch screen device, including a screen including 
a display configured to display a file list thereon and a 
detector configured to detect a touch on a screen, and a 
controller configured to control operation of the device 
based on the touch on the screen detected by the detector, 
wherein, when a drag is detected on the screen, the controller 
is configured to skip files in the file list included within a 
range corresponding to an associated drag trajectory and to 
execute files adjacent the skipped files. The controller may 
be configured to determine whether the drag trajectory is a 
return trajectory, and to change an execution order of files in 
the file list if the drag trajectory is a return trajectory. Also, 
the controller may be configured to determine that the drag 
trajectory is a return trajectory if a touch release point is 
Substantially the same as an initial touch point. 
0064. Further, the controller may be configured to change 
an execution order of files within a range in the file list 
corresponding to the drag trajectory if the drag trajectory is 
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a return trajectory. Furthermore, the controller may be 
configured to reverse an execution order of files in the file 
list if the drag trajectory is a return trajectory. Also, the 
controller may be configured to rearrange an execution order 
of the files in the file list in accordance with user preferences 
if the drag trajectory is a return trajectory. 
0065. Another embodiment may be achieved in whole or 
in part by a touch screen device, including a screen including 
a display configured to display a file list thereon and a 
detector configured to detect a touch and a drag on a screen, 
and a controller configured to control operation of the device 
based on the touch and the drag on the screen detected by the 
detector, to determine a direction and a speed of the drag, 
and to scroll the file list based on the determined direction 
and speed of the drag. The controller may be configured to 
detect a release of the touch and to stop the scroll if the touch 
is released. Digital equipment may comprise the disclosed 
touch screen device. Further, the digital equipment may be 
an MP3 player, a PMP, a PDA, a notebook computer, a 
mobile communication terminal, or a portable navigation 
terminal. 
0066. Any reference in this specification to “one embodi 
ment,” “an embodiment,” “example embodiment,” etc., 
means that a particular feature, structure, or characteristic 
described in connection with the embodiment is included in 
at least one embodiment of the invention. The appearances 
of Such phrases in various places in the specification are not 
necessarily all referring to the same embodiment. Further, 
when a particular feature, structure, or characteristic is 
described in connection with any embodiment, it is Submit 
ted that it is within the purview of one skilled in the art to 
effect Such feature, structure, or characteristic in connection 
with other ones of the embodiments. 
0067. Although embodiments have been described with 
reference to a number of illustrative embodiments thereof, it 
should be understood that numerous other modifications and 
embodiments can be devised by those skilled in the art that 
will fall within the spirit and scope of the principles of this 
disclosure. More particularly, reasonable variations and 
modifications are possible in the component parts and/or 
arrangements of the Subject combination arrangement 
within the Scope of the foregoing disclosure, the drawings 
and the appended claims without departing from the spirit of 
the disclosure. In addition to variations and modifications in 
the component parts and/or arrangements, alternative uses 
will also be apparent to those skilled in the art. 

What is claimed is: 
1. A method of selecting files on a touch screen, com 

pr1S1ng: 
detecting a touch drag on a screen; 
detecting a file list included within a range corresponding 

to a touch drag trajectory of the detected touch drag, 
and 

marking the detected file list for a Subsequent execution 
action. 

2. The method of claim 1, wherein detecting a drag on a 
touch screen comprises detecting an initial touch and a touch 
movement on the screen, and wherein the drag trajectory 
corresponds to a direction of the touch movement. 

3. The method of claim 1, wherein marking the detected 
filed list for a Subsequent execution action comprises skip 
ping files included in the detected file list. 
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4. The method of claim 1, wherein marking the detected 
file list for a Subsequent execution action comprises chang 
ing an execution order of files in the detected file list. 

5. The method of claim 1, wherein the range correspond 
ing to the touch drag trajectory is a range defined by a 
rectangle with a diagonal equal to a straight line which 
connects a start point and a release point of the touch drag. 

6. The method of claim 1, further comprising: 
determining whether the touch drag trajectory is a return 

trajectory; and 
changing an execution order of files in the detected file list 

if it is determined that the touch drag trajectory is a 
return trajectory, wherein the detected file list is within 
a range corresponding to a rectangle with a diagonal 
equal to a maximum distance of the touch drag trajec 
tory. 

7. The method of claim 6, wherein changing an execution 
order of files in the detected file list comprises rearranging 
the execution order of the files in accordance with user 
preferences. 

8. The method as claimed in claim 6, wherein changing an 
execution order of the files in the detected file list comprises 
reversing an execution order of the files included in the 
detected file list. 

9. The method of claim 1, further comprising changing an 
appearance or a background color of the files included in the 
detected file list. 

10. The method of claim 9, wherein changing an appear 
ance of the files included in the detected file list includes 
changing at least one of a size, a letter color, or a background 
color of the files included in the detected file list. 

11. The method of claim 9, wherein the files included in 
the detected file list are one of an audio file, a video file, or 
a graphic file. 

12. A method of selecting files on a touch screen, com 
prising: 

detecting a touch and a touch drag on a screen; 
determining a direction and a speed of the touch drag, and 
Scrolling a file list displayed on the screen based on the 

determined direction and speed of the drag. 
13. The method of claim 12, further comprising: 
stopping the Scrolling if a release of the touch is detected. 
14. The method of claim 13, wherein the direction and 

speed of the drag are based on a touch point and a release 
point of the touch on the screen, and a time taken to move 
between the touch point and the release point. 

15. A touch screen device, comprising: 
a screen including a display configured to display a file list 

thereon and a detector configured to detect a touch on 
a screen; and 

a controller configured to control operation of the device 
based on the touch on the screen detected by the 
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detector, wherein, when a drag is detected on the 
Screen, the controller is configured to skip files in the 
file list included within a range corresponding to an 
associated drag trajectory and to execute files adjacent 
the skipped files. 

16. The device of claim 15, wherein the controller is 
configured to determine whether the drag trajectory is a 
return trajectory, and to change an execution order of files in 
the file list if the drag trajectory is a return trajectory. 

17. The device of claim 16, wherein the controller is 
configured to determine that the drag trajectory is a return 
trajectory if a touch release point is Substantially the same as 
an initial touch point. 

18. The device of claim 16, wherein the controller is 
configured to change an execution order of files within a 
range in the file list corresponding to the drag trajectory if 
the drag trajectory is a return trajectory. 

19. The device of claim 18, wherein the controller is 
configured to reverse an execution order of files in the file 
list if the drag trajectory is a return trajectory. 

20. The device of claim 18, wherein the controller is 
configured to rearrange an execution order of the files in the 
file list in accordance with user preferences if the drag 
trajectory is a return trajectory. 

21. A touch screen device, comprising: 
a screen including a display configured to display a file list 

thereon and a detector configured to detect a touch and 
a drag on a screen; and 

a controller configured to control operation of the device 
based on the touch and the drag on the screen detected 
by the detector, to determine a direction and a speed of 
the drag, and to scroll the file list based on the deter 
mined direction and speed of the drag. 

22. The device of claim 21, wherein the controller is 
configured to detect a release of the touch and to stop the 
scroll if the touch is released. 

23. Digital equipment comprising the touch screen device 
of claim 15. 

24. The digital equipment of claim 23, wherein the digital 
equipment is an MP3 player, a PMP, a PDA, a notebook 
computer, a mobile communication terminal, or a portable 
navigation terminal. 

25. Digital equipment comprising the touch screen device 
of claim 21. 

26. The digital equipment of claim 25, wherein the digital 
equipment is an MP3 player, a PMP, a PDA, a notebook 
computer, a mobile communication terminal, or a portable 
navigation terminal. 


