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(57) ABSTRACT 

A method of forming this vehicle Space frame joint is carried 
out by (1) forming an elongated first member constructed of 
a metallic material that includes an end Segment having a 
predetermined length and having an exterior Surface that 
defines an exterior configuration of the end segment; (2) 
forming an elongated tubular hydroformed Second member 
by hydroforming a tubular blank having a tubular metallic 
wall so as to outwardly deform the tubular metallic wall into 
a predetermined exterior Surface configuration determined 
by the engagement of the tubular metallic wall with die 
Surfaces of a die assembly, the hydroformed Second member 
having an intermediate Segment that includes first and 
Second spaced apart wall portions; (3) forming generally 
aligned first and Second openings within the first and Second 
wall portions, respectively, of the intermediate Segment of 
the Second member, the first and Second openings being of 
complimentary configuration to portions of the exterior 
Surface of the end Segment of the first member; (4) placing 
the end segment of the first member through the first and 
Second openings Such that portions of the exterior Surface of 
the end Segment are in abutting engagement with edge 
portions of the openings; and (5) welding the intermediate 
Segment and the end Segment together in the area of Said 
abutting engagement between exterior Surface portions of 
the end Segment and the edge portions of the openings. 
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HYDROFORMED SPACE FRAME AND JOINTS 
THEREFOR 

0001. This application is a continuation-in-part of U.S. 
patent application Ser. No. 09/173,554, filed Oct. 16, 1998, 
which is hereby incorporated by reference in its entirety. 

FIELD OF THE INVENTION 

0002 The present invention is generally related to motor 
vehicle frames and more particularly to motor vehicle 
frames constructed of individual hydroformed members and 
to joints for connecting hydroformed members. 

BACKGROUND OF THE INVENTION 

0.003 Space frame architecture is increasingly being used 
in vehicle manufacturing and represents a relatively new 
approach to vehicle construction. A Space frame is an 
assembly of individual frame components that are connected 
at joints to form a cage-like Structure on which the other 
vehicle components can be mounted Such as the engine, 
drive train, Suspension and the hang-on vehicle body parts. 
The hang-on vehicle body parts may include the floor pan, 
roof, fenders, doors, body panels, hood and trunk lid. 
Conventional Space frames have typically been constructed 
from numerous Stamped or roll-formed parts which are 
welded or otherwise joined together. In the automotive 
industry there is always a continuing need to reduce the 
weight and number of parts in order to produce more 
cost-effective and fuel efficient vehicles. At the same time, 
it is important to maintain the structural integrity of the 
vehicle Structure. 

0004. The present invention stems from the recognition 
that Stamped and roll formed vehicle Space frame members 
require numerous assembly Steps and joints that may result 
in Significant tolerance build-up. 
0005 Tubular hydroforming offers many advantages in 
Space frame construction because it can enable manufactur 
ers to better control frame Stiffness, dimensional Stability, 
fatigue life, and crashworthiness over prior Vehicle designs 
while reducing frame mass and cost. Hydroforming is a 
metal-forming process in which high preSSure fluid is used 
to outwardly expand a tubular blank into conformity with 
Surfaces of a die cavity of a die assembly to form an 
irregularly shaped tubular part. Hydroformed members can 
be provided with a wider range of geometries in comparison 
with Stamped or roll formed parts. Each frame member can 
have a cross-sectional configuration that varies continuously 
along its length, to the configuration desired. 
0006. As a result a single hydroformed part can often 
replace a plurality of Stamped (or roll formed) and welded 
parts, thereby reducing the number of parts necessary to 
complete frame construction. Consequently, vehicle weight 
and assembly cost are reduced. 
0007 Hydroformed parts are also advantageous because 
they have a higher Strength than Stamped parts, primarily 
because of the plastic deformation of the wall of the blank 
during the hydroforming process. More particularly, the 
outward expansion of the wall of the blank during hydro 
forming caused by the fluid preSSure creates a work-hard 
ening effect which uniformly hardens the metal material of 
the blank. Hydroforming also produces leSS waste metal 
material than Stamping. 
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0008 Thus, tubular hydroforming has many advantages 
over more conventional Stamping and welding technologies. 
For the promise of hydroforming technology to be fully 
realized in the creation of vehicle Space frames, the indi 
vidual hydroformed members that make up the Space frame 
must be able to be quickly and accurately assembled into 
Space frames for mass production. This requires that joints 
between individual hydroformed members be quickly and 
easily formed. Typical space frame designs utilize Separate 
joint forming Structures, Sometimes called "nodes', to con 
nect two or more elongated hydroformed members. An 
example of a conventional node having Several Short dis 
crete projections extending outwardly at predetermined 
angles and of the use of nodal architecture in Space frame 
construction is shown in WO 97/00595. 

0009 Nodal architecture of the type shown in WO 
97/00595 requires the elongated hydroformed frame mem 
bers to be assembled together in a fixed, predetermined 
angular and Spatial arrangement. Each outward projection 
on a 595 node is telescopically interengaged with and then 
affixed to an opening in one of the elongated tubular 
hydroformed members to be joined. The end of the each 
hydroformed member is usually affixed to the node by 
welding. 

0010 Nodal space frame architecture presents manufac 
turing difficulties that limit the commercial feasibility of the 
Space frames constructed using this design concept. The 
nodes themselves are difficult to manufacture. It may not be 
easy to form nodes by hydroforming a tubular blank 
(depending on the node size, geometry and So on). For this 
reason, nodes are Sometimes formed by methods other than 
hydroforming Such as by casting. The use of nodes in Space 
frame construction also requires a relatively large number of 
welds to form a single joint. For example, if three elongated 
hydroformed members are to be joined with one node, three 
welds are required. Such connections add to the tolerance 
Stack-up and detract from the dimensional reproduceability 
from frame to frame. In addition, use of nodes adds to the 
total number of parts required to assemble the Space frame, 
thus also adding to the total weight and cost of the frame. 
0011 For manufacturers to be able to mass produce 
hydroformed Space frames in a time and cost effective 
manner, there is a need for the joints between the individual 
members to be quickly and accurately formed with a mini 
mum number of parts and a minimum number of welds. 
Consequently, there is a need for a method of joining 
hydroformed members together directly without the use of 
Separate nodes to reduce the number of parts and welds. 

SUMMARY OF THE INVENTION 

0012. An object of the present invention is to meet the 
needs identified above by providing a variety of different 
types of joints for joining hydroformed members and joint 
forming methods therefor in constructing the Space frame. 
0013. One vehicle space frame joint, for example, 
includes a first Space frame Structure in the form of a tubular 
elongated first member and a Second, interSecting Space 
frame Structure in the form of an elongated tubular hydro 
formed second member. The first member includes an end 
Segment having a predetermined length, a terminal end 
portion and an exterior Surface that defines an exterior 
configuration of the end Segment. The Second member is 
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defined by an outwardly deformed tubular metallic wall 
fixed into a predetermined exterior Surface configuration and 
includes a hydroformed intermediate Segment having a croSS 
Section that defines a pair of opposing first and Second wall 
portions Spaced apart a distance approximately equal to the 
predetermined length of the end Segment. The first and 
Second wall portions of the intermediate Segment include 
generally aligned first and Second openings formed within 
the first and Second wall portions, respectively, the first and 
Second openings being of complimentary configuration to 
portions of the exterior Surface of the end Segment of the first 
member. The end Segment extends through the first opening 
with the terminal end portion thereof disposed within the 
Second opening, and welding material is disposed on the 
Segments to fixedly Secure the first and Second Segments 
together. The welding material that is constructed and 
arranged to fixedly Secure the first and Second Segments 
together is applied in the areas of the juncture between the 
exterior Surface of the end Segment and a periphery of the 
first opening and in the area of juncture between an exterior 
Surface portion of the terminal end portion of the end 
Segment and a periphery of the Second opening. 

0.014) A method of forming this vehicle space frame joint 
is carried out by (1) forming an elongated first member 
constructed of a metallic material that includes an end 
Segment having a predetermined length and having an 
exterior Surface that defines an exterior configuration of the 
end Segment; (2) forming an elongated tubular hydroformed 
Second member by hydroforming a tubular blank having a 
tubular metallic wall so as to outwardly deform the tubular 
metallic wall into a predetermined exterior Surface configu 
ration determined by the engagement of the tubular metallic 
wall with die surfaces of a die assembly, the hydroformed 
Second member having an intermediate Segment that 
includes first and Second spaced apart wall portions; (3) 
forming generally aligned first and Second openings within 
the first and Second wall portions, respectively, of the 
intermediate Segment of the Second member, the first and 
Second openings being of complimentary configuration to 
portions of the exterior Surface of the end Segment of the first 
member; (4) placing the end segment of the first member 
through the first and Second openings Such that portions of 
the exterior Surface of the end Segment are in abutting 
engagement with edge portions of the openings; and (5) 
welding the intermediate Segment and the end Segment 
together in the area of Said abutting engagement between 
exterior Surface portions of the end Segment and the edge 
portions of the openings. 

0.015. Other objects, features, and advantages of the 
present invention will become apparent from the following 
detailed description, the accompanying drawings, and the 
appended claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0016 FIG. 1 is a perspective view of a space frame 
constructed according to the principles of present invention; 

0017 FIGS. 2-19 are illustrations of various views of 
joints used in the space frame of FIG. 1; and 

0018 FIG. 20 is a schematic view of a hydroforming die 
assembly and a tubular blank therein. 
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DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT AND BEST MODE 

0019 FIG. 1 is a perspective view of a vehicle space 
frame 10 constructed in accordance with the principles of 
the present invention. The Space frame 10 generally includes 
a forward frame portion 12, a middle frame portion 16 and 
a rearward frame portion 18. A pair of laterally spaced, 
longitudinally extending lower Side rail Structures 22 are 
disposed on each Side of the Space frame 10 and extend the 
length thereof. 
0020. The lower side rail structures 22 are preferably 
constructed of three tubular hydroformed members fixed 
together at joints. Specifically, each Side rail Structure 22 
includes a hydroformed forward lower side rail member 26, 
28, respectively, a hydroformed intermediate lower side rail 
member 30, 32, respectively, and a hydroformed rearward 
lower side rail member 34, 36, respectively. The pairs of 
hydroformed members 26, 28; 30, 32 and 34, 36 are of 
mirror image construction. Only one member 26, 30, and 34 
of each pair will be discussed in detail, but the discussion 
applies to both pair members. 
0021. Each forward lower side rail member 26 is con 
nected to the associated intermediate lower Side rail member 
30 at a joint 38. Similarly, each intermediate lower side rail 
member 30 is connected to the associated rear lower side rail 
member 34 at a joint 42. 
0022. A forward end portion of the intermediate lower 
side rail member 30 is constructed and arranged to be 
telescopically received within a rearward end portion of the 
forward lower side rail member 26 and is welded in place to 
form the joint 38. Joint 42 is of similar construction. That is, 
a forward end portion of the rearward lower side rail 
member 34 is constructed and arranged to be telescopically 
received within a rearward end portion of the intermediate 
lower side rail member 30 and is welded in place to form the 
joint 42. 

0023 The forward lower side rail member 26 has an 
inwardly spaced forwardmost portion 50 (where the terms 
“inwardly” and “outwardly” in the present detailed descrip 
tion refer respectively to the directions toward and away 
from a longitudinally extending centerline of the Space 
frame 10) which transitions into an outwardly angled middle 
portion 52 which in turn transitions into a rearward portion 
54. The intermediate lower side rail member 30 is essentially 
straight. The hydroformed tubular rear lower side rail mem 
ber 34 includes a short forward portion 56 which transitions 
into a central upwardly arching portion 58 which transitions 
into a relatively straight rearward end portion 60. The central 
portion 58 forms a rear wheel well on the space frame 10. 
0024. An upper longitudinal structure 62 is mounted on 
each side of the Space frame 10. Each upper longitudinal 
structure 62 is formed from a pair of tubular hydroformed 
members. Specifically, each upper longitudinal Structure 62 
includes a tubular hydroformed forward upper longitudinal 
member 66, 68, respectively, and a hydroformed tubular 
rearward upper longitudinal member 70, 72, respectively. 
The pairs of forward and rearward upper longitudinal mem 
bers 66, 70 and 68,72 on each side of the space frame 10 are 
connected at joints 44. Preferably the joint 44 is formed by 
placing a forward tubular end of the rearward upper longi 
tudinal member 70 telescopically within a rearward end of 
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the forward upper longitudinal member 68 and welding the 
pair of members 68, 70 together. 
0025. The members 66, 68 and 70, 72 are of mirror image 
construction. Therefore the following description will focus 
on members 66 and 70, but applies equally to members 68 
and 72. Each forward upper longitudinal member 66 is an 
integral hydroformed tubular member that includes an 
essentially Straight pillar-forming portion 78 and an arcuate 
longitudinally extending portion 82. Each pillar-forming 
portion 78 is connected to a respective forward lower side 
rail member 26 at a joint 75 and extends upwardly therefrom 
so that the pillar-forming portion 78 of each forms a for 
ward-most or “A” pillar structure of the space frame 10. 
0026. Each rearward upper longitudinal member 70 has 
an arcuate forward longitudinally extending portion 86 
which transitions into a short end portion 90. As considered 
below, the longitudinally extending portions 82 of the for 
ward upper longitudinal member 66 form joints 87 with a 
tubular hydroformed first U-shaped cross member 94 of the 
Space frame 10; and the longitudinally extending portions 86 
form joints 89 with a tubular hydroformed second U-shaped 
croSS member 96. Each pair of longitudinally extending 
portions 82 and 86 on each side of the space frame 10 defines 
a roof rail Structure between the associated A pillar-forming 
portion 78 of the forward upper longitudinal member 66 and 
the joints 89 with a cross member 96 on respective sides of 
the space frame 10. 
0027. The first U-shaped cross member 94 and the second 
U-shaped croSS member 96 extend laterally across the Space 
frame 10. Each cross member 94, 96 is preferably an integral 
tubular hydroformed member that includes a croSS portion 
98, 100, respectively, and a pair of integral leg portions 102, 
104, respectively, extending from junctures 106, 108 at 
opposite ends of the associated cross portion 98, 100. The 
leg portions 102, 104 of the first and second U-shaped 
members 94, 96 form joints 110, 112, respectively, with the 
lower side rail members 30, 34, respectively. 
0028. The leg portions 102 of the U-shaped member 94 
are essentially Straight and extend upwardly from respective 
Side rail Structures 22 to form a pair of laterally spaced 
intermediate or “B” pillar structures on the space frame 10 
that extend between the associated lower Side rail Structure 
22 and the associated roof rail Structure. 

0029. Similarly, the leg portions 104 of the second 
U-shaped member 96 form a pair of rearward-most or “C” 
pillar structures on the space frame 10 that extend between 
the associated lower Side rail Structure 22 and the associated 
roof rail structure. The cross portions 98, 100 of the first and 
second U-shaped members 94, 96 provide laterally extend 
ing croSS Structures that extend in the cross-car direction 
between the pair of B pillar structures and between the pair 
of C pillar structures, respectively, and define a lateral length 
between the associated pairs through the use of an integral 
hydroformed Structure, thereby minimizing the Stacked tol 
erances between the pairs of B and C pillars as taught and 
described in detail in commonly assigned U.S. patent appli 
cation Ser. No. 09/173,554, entitled HYDROFORMED 
SPACE FRAME AND METHOD OF MANUFACTURING 
THE SAME, hereby incorporated by reference in its entirety 
into the present application for all material disclosed therein. 
0030) A pair of laterally extending tubular hydroformed 
croSS members 126, 128 provide Space frame croSS Struc 
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tures interconnecting the forward upper longitudinal mem 
bers 66, 68 and provide support structures for a vehicle 
windshield (not shown) in the assembled vehicle. The cross 
member 126 is connected to the upper longitudinal members 
66, 68 at joints 129. Each end of the cross member 126 is 
welded in a hydroformed recess 133 formed within the 
forward upper longitudinal member 66, 68 during the hydro 
forming process. The joints 129 are formed on the longitu 
dinally extending portion 82 of each member 66, 68 above 
the transition between the pillar-forming portion 78 and the 
longitudinally extending portion 82 of each forward upper 
longitudinal member 66, 68. The tubular cross member 128 
has flattened ends that are placed in overlying, abutting 
relation with the longitudinally extending portions 82 of the 
forward upper longitudinal members 66, 68 and welded in 
place to form joints 131. 
0031 A plurality of laterally extending, longitudinally 
spaced tubular hydroformed cross members 134, 136, 138 
and 140 provide cross structures that are connected between 
the lower side rail structures 22. The cross members 134, 
136 and 138 are provided with upwardly extending arched 
central portions 142, 144, 146 to accommodate the drive 
train (not shown) of the assembled vehicle. Each end portion 
of each hydroformed cross member 134, 136, 138, 140 
forms a joint with an associated lower Side rail Structure 22. 
Specifically, the cross member 134 forms joints 150 with the 
forward lower side rail members 26, 28 respectively; the 
cross member 136 forms joints 154 with the intermediate 
lower side rail members 30, 32 respectively; the cross 
member 138 forms joints 158 with the intermediate lower 
side rail members 30, 32, respectively; and the cross mem 
ber 140 forms joints 162 with the rearward lower side rail 
members 34, 36, respectively. These joints are considered in 
detail below. 

0032. A hydroformed tubular U-shaped member 166 and 
a hydroformed tubular elongated member 168 extend later 
ally across the forward-most end of the space frame 10. The 
U-shaped member 166 includes an essentially straight tubu 
lar cross portion 170 which transitions through junctures 171 
at opposite ends thereof into outwardly and upwardly 
extending tubular leg portions 172. The cross portion 170 
provides the lower croSS Structure connected between the 
lower side rails 22 and the leg portions 172 provide a pair of 
upright structures at the front end of the space frame 10. The 
U-shaped member 166 is preferably welded at the junctures 
171 thereof to the lower side rail structures 22 to form joints 
173. More particularly, preferably, the U-shaped member 
166 is placed in abutting contact with the lower side rail 
structures 22 and welded. Wall portions of each lower side 
rail Structure 22 may be cut out to receive portions of the 
U-shaped member 166 to form the joints 173. 

0033. The elongated member 168 includes an essentially 
Straight central portion 176 that transitions angularly down 
wardly at each end thereof into relatively short downwardly 
extending end portions 178. The end portions 178 form 
joints 182 with respective leg portions 172 of the U-shaped 
member 166. 

0034. A pair of tubular hydroformed forward upper side 
rail members 180, 184 are provided which provide forward 
upper Side rail Structures in the front portion 12 of the Space 
frame 10. Each upper side rail member 180, 184 forms a 
joint 185 at a forward end thereof with an associated leg 
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portion 172 of the U-shaped member 166 and a joint 186 at 
a rearward end thereof with an associated forward upper 
longitudinal member 66, 68. The upper side rail members 
180, 184 and the forward and intermediate portions 50, 52 
of the associated forward lower side rail member 26, 28 to 
define a front wheel well 187 on each side of the front 
portion 12 of the space frame 10. 
0.035 A tubular hydroformed U-shaped cross member 
189 is mounted at the rearward-most end of the space frame 
10. The U-shaped member 189 has a tubular cross portion 
190 and a pair of leg portions 191 extending from junctures 
192 at opposite ends of the cross portion 190. The cross 
portion 190 provides a cross structure connected between 
the lower side rail structures 22 and the leg portions 191 
provide a pair of upright Structures on the rearward portion 
18 of the space frame 10. Each leg portion 191 of the 
U-shaped cross member 189 forms a joint 118 with the free 
end of the associated rearward upper longitudinal member 
70, 72. Each juncture 192 forms a joint 119 with an 
asSociated lower Side rail Structure 22. 

Hydroforming Method 
0.036 The preferred hydroforming process used to form 
each hydroformed member of each of the exemplary Space 
frames described above can be understood from FIG. 20. 
Each hydroformed member used to construct the Space 
frame 10 is formed from a tubular blank 200 constructed of 
a Suitable metal material. Each tubular blank 200 has a 
closed transverse croSS Section and open tubular ends. Each 
tubular blank 200 may be constructed by any suitable 
method. For example, the transverse croSS Section of each 
tubular blank may be shaped by roll forming a continuous 
longitudinally extending Strip of sheet metal in a roll form 
ing operation. The transverse croSS Section may be closed 
Subsequently by a Seam welding operation. Thus, preferably, 
each of the hydroformed tubular members of each exem 
plary Space frame 10 has only a single longitudinally extend 
ing Seam weld that is formed in creating the original tubular 
blank. This is distinct from more conventional tubular frame 
members, which comprise two C-shaped or “clam-shell” 
halves welded to one another in facing relation along two 
Seams. The tubular blank is then cut to the length required 
to make a particular hydroformed member. 
0037. If required by the part geometry, it is within the 
Scope of the invention to form a single tubular blank from 
two separately roll formed tubular blanks of different diam 
eters which have been butt-welded to one another at a 
butt-welded connection. That is, if the diameter of a single 
hydroformed member increases (or decreases) greatly along 
its longitudinal length, the tubular blank used to make that 
hydroformed member can be constructed by butt welding 
two blanks of different diameter. The diameters of the two 
ends to be butt-Welded can be equalized either by using a 
reduction tool to reduce the diameter of one end of the larger 
diameter tubular blank or, alternately, by using a flaring or 
expansion tool to expand the diameter of an end portion of 
the Smaller diameter blank, or a combination of both. The 
result of either operation is to equalize the diameters of the 
two ends to be butt-welded together. The butt-welded con 
nection is formed prior to the hydroforming operation, but 
the butt-Welding operation can be performed either before or 
after any pre-bending operations are performed, which 
operations are considered immediately below. The blank 
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may optionally be "pre-bent', that is, bent prior to being 
placed in a hydroforming die assembly, if the geometry of 
the part is complex or if there are to be any sharp bends in 
the finished member. For example, if there is a sharp bend 
(a bend of greater than 30) in the hydroformed member, 
preferably the present invention bends the blank according 
the teachings of Ser. No. 09/299,595, filed Oct. 7, 1997, 
entitled METHOD AND APPARATUS FOR WRINKLE 
FREE HYDROFORMING OF ANGLED TUBULAR 
PARTS, hereby incorporated by reference in its entirety. The 
teachings of Ser. No. 09/299,595 can be used to avoid 
Wrinkle formation during the bending operation, particularly 
on the concave portion of each bend in a hydroformed part. 
Examples of sharp bends in the individual hydroformed 
parts of the space frame 10 include the bend between each 
leg portion 102 and the cross portion 98 of the first U-shaped 
member 94 and the bend between the forward portion 50 and 
middle portion 52 of the forward lower side rail member 26. 
0038. It should be understood that the methodology of 
Ser. No. 60/061,238 would preferably not be used for parts 
that are bent at an angle of less than 30?. Preferably, straight 
parts (such as cross member 140, for example) are hydro 
formed in accordance with the teachings of Ser. No. 08/915, 
910, filed Aug. 21, 1997, entitled Hydroforming Die Assem 
bly For Pinch-Free Tube Forming, hereby incorporated by 
reference in its entirety. A blank may also be bent in a CNC 
bending machine prior to being placed in the die assembly. 
A suitable lubricant may be applied to the exterior of the 
blank prior to placing it in the die assembly. 

0039. With reference again to FIG. 20, the tubular blank 
200 is then placed between the die halves 202,204 of the die 
assembly 206 and assembly is closed. The tubular blank 200 
is preferably immersed in a fluid bath so that it is filled with 
hydroforming fluid. A hydroforming ram assembly 208,210 
is engaged with each end of the tubular blank 200 such that 
a ram member 216, 218 of each assembly 208, 210 seals an 
end of a tubular blank 200. The ram members 216, 218 
include hydraulic intensifiers which can intensify the hydro 
forming fluid, thereby increasing the fluid pressure of the 
fluid within the blank 200 to irregularly outwardly deformed 
tubular metallic wall, generally designated 220, of the 
tubular blank 200 into conformity with the die surfaces 222 
of the die cavity (as disclosed in Ser. No. 60/061,238) to 
thereby form a hydroformed member having an exterior 
Surface that is fixed into a predetermined irregular configu 
ration. 

0040. The ram members 216, 218 push axially inwardly 
on opposite ends of the blank 200 to create metal flow within 
the blank 200 during outward expansion. The fluid pressure 
and the axial pressure are independently controllable. Pref 
erably, the ends of the tubular blank 200 are pushed axially 
inwardly during the hydroforming operation to maintain the 
wall thickness of the fully formed hydroformed member 
within a predetermined range of the wall thickness of the 
initial tubular blank 200. This process is discussed in detail 
in the aforesaid application Ser. No. 60/061,238. Preferably 
the ram members 216, 218 cooperate to replenish or main 
tain the wall thickness of the outwardly expanding wall 
portions of the blank 200 so that the wall thickness of the 
resulting hydroformed member is within about +10% of the 
original wall thickness of the blank 200 (i.e., to compensate 
for wall thinning during diametric outward expansion of the 
tube). 
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0041) The tubular blank 200 expands into conformity 
with the Surfaces 222 defining the hydroforming die cavity 
so as to irregularly outwardly expand the metallic wall 220 
of the blank 200 into conformity with the surfaces 222 of the 
die assembly 206 to provide the metallic wall 220 with a 
shape corresponding to the desired shape for the member. 
The shape of each die cavity used to form each hydroformed 
member of the space frame 10 in accordance with the 
present invention is particularly adapted to the shape of the 
new and advantageous hydroformed tubular members con 
templated herein. 

0042. If holes are to be formed in a hydroformed member, 
the holes may be formed whole the member is still in the die 
assembly during the hydroforming operation or may be 
formed after the hydroformed member is removed from the 
die assembly along with any other required further proceSS 
ing of the member. More particularly, holes may be formed 
during the hydroforming process in what is known in the art 
as a hydropiercing operation. A hydropiercing operation is 
disclosed in U.S. Pat. No. 5,460,026 which is hereby incor 
porated by reference in its entirety into the present applica 
tion. Alternatively, holes or notches may be cut in a hydro 
formed member after the hydroforming operation is 
completed, Such as by laser cutting. A net pad can be used 
to form a recess in a hydroformed member (Such as recess 
133). 
0043. It can be appreciated that the transverse cross 
Section of many of the hydroformed members varies along 
the length of the particular hydroformed member. For 
example, the transverse croSS Sections of the leg portions 
102 and the cross portion 98 of the tubular hydroformed 
cross member 94 (FIG. 1) vary long the longitudinal length 
thereof. The cross portion 98 has a relatively small substan 
tially rectangular cross-section and the leg portions 102 have 
relatively large Substantially rectangular cross-section near 
the free ends thereof and an irregular transverse croSS 
Section in the middle portions thereof. It can be understood 
that altering the cross-sectional configuration of this tubular 
hydroformed member or of any other tubular hydroformed 
member disclosed herein can be accomplished without 
departing from the principles of the present invention. 

0044) It can thus be understood that each hydroformed 
member used to construct the Space frame 10 is of generally 
of tubular construction. Forming a Space frame of individual 
tubular hydroformed members offerS may advantages, but 
Joining these tubular hydroformed members together to 
form the Space frame 10 is a critical part of Space frame 
construction. Several representative types of joints formed 
between tubular hydroformed members are described below 
and illustrated in the drawings. A preferred welding method 
is considered thereafter. 

Hydroformed Space Frame Joints 

0.045. Several of the space frame joints are shown in 
detail in FIGS. 2-19. FIGS. 2-4 show enlarged fragmentary 
views of joints 150, 154, 158 and 162 of FIG. 1. Because 
these joints are of Similar construction, only joint 162 is 
considered in detail, but the construction of joints 150, 154 
and 158 can be understood from the perspective view of 
joint 162 in FIG. 4 and the cross sectional views of joint 162 
in FIGS. 5 and 6. Although joint 162 is the connection 
between the hydroformed cross member 140 and the hydro 
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formed rearward lower side rail member 34 in the space 
frame 10, the members 34, 140 should be viewed as repre 
Senting two generic space frame members, and is not 
restricted to being formed between a lower side rail member 
and a croSS member of the Space frame, nor to being formed 
between two hydroformed members. 
0046) Thus, joint 162 can be broadly understood to be a 
vehicle Space frame joint comprising a first Space frame 
structure in the form of a tubular elongated first member 140 
and a Second, interSecting Space frame Structure in the form 
of an elongated tubular hydroformed second member 34. 
The first member 140 includes an end segment 315 that has 
a predetermined length and an exterior Surface 316 that 
defines an exterior configuration of the end Segment 315. 
The hydroformed second member 34 is defined by an 
outwardly deformed tubular metallic wall 314 fixed into a 
predetermined exterior Surface configuration. The hydro 
formed second member 34 has an intermediate segment 318 
that includes a pair of opposing first and Second wall 
portions 320, 322. The first and second wall portions 320, 
322 of the intermediate segment 318 include generally 
aligned first and second openings 324, 326 formed within 
the first and second wall portions 320,322, respectively. The 
first and Second openings 324, 326 are of complimentary 
configuration to portions of the exterior surface 316 of the 
end segment 315 of the first member 140, and are preferably 
formed by laser cutting. 
0047. As best seen in FIG. 6, the joint 162 is formed by 
placing the end segment 315 of the first member 140 through 
the first and second openings 324, 326 such that portions of 
the exterior Surface 325 thereof are in abutting engagement 
with edge portions of the openings 324, 326. More specifi 
cally, the joint 162 is formed by positioning the end Segment 
315 so that it extends through the first opening 324 with a 
terminal end portion 328 thereof disposed within (and 
preferably slightly beyond) the second opening 326. The 
joint 162 further includes welding material 330 that is 
constructed and arranged to fixedly Secure the intermediate 
and end segments 318, 315 together, the welding material 
330 being applied in the areas of the juncture between the 
exterior surface 325 of the end segment 315 and the edge 
portions of the openings 324, 326. More specifically, the 
welding material 330 is applied in the areas of the juncture 
between the exterior surface 325 of the end segment 315 and 
a periphery 327 of the first opening 324 and in the area of 
juncture between an exterior surface portion 332 of the 
terminal end portion 328 of the end segment 315 and a 
periphery 329 of the second opening 326. 
0048 Preferably, the end segment 315 of the first member 
has a generally uniform croSS Section along its length and 
preferably the first and second openings 324, 326 in the 
intermediate segment 318 of the hydroformed second mem 
ber 34 are of approximately equal size and Shape as shown, 
for example, in FIGS. 5 and 6. It can be understood, 
however, that this is exemplary only and not intended to be 
limiting. It is contemplated that in Some embodiments of the 
joint 162, the exterior surface of the end segment 315 (and, 
therefore, the croSS Section of the end segment) will vary 
(i.e., be nonuniform) along the length of the end Segment 
and that, consequently, the openings 324, 326 will be of 
different size and shape from one another so that they will 
be in abutting engagement with portions of the end Segment 
adjacent thereto when the end Segment is disposed within 
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the openings to allow welding material to be placed in 
bonding relation therebetween. 
0049. It is contemplated that the cross section of the first 
member 140 will be uniform along its entire length in some 
embodiments of the space frame 10 and of the joint 162. 
Alternatively, the cross section of the first member 140 can 
be nonuniform along its length in other joint 162 or Space 
frame 10 embodiments. The first member 140 may be 
formed by any known metal forming proceSS Such as by roll 
forming, or by hydroforming. Thus, it can be understood that 
in one preferred embodiment of the joint 162 and of the 
Space frame 10, it is contemplated that the forming of the 
first member 140 is accomplished by a roll forming opera 
tion. An embodiment of the joint 162 is contemplated, for 
example, in which the first member 140 is roll formed into 
a quadrilateral configuration. In another preferred embodi 
ment of the joint 162 and of the space frame 10, the first 
member 140 is formed by hydroforming a tubular blank 
having a tubular metallic wall so that the first member 140 
is defined by an outwardly deformed tubular metallic wall 
fixed into a predetermined exterior Surface configuration. It 
will be understood that when the first member 140 (and the 
end segment 315 thereof) is formed by hydroforming, it can 
be constructed to have a uniform croSS Section in Some 
embodiments of the joint 162 and to have a nonuniform 
cross section in other embodiments of the joint 162. 
0050 Thus, it can be appreciated that when the members 
140, 34 are hydroformed, they can be constructed to have 
croSS Sections that are uniform or non uniform. It is con 
templated, for example, that the cross Section of the inter 
mediate Segment 318 can have a wide range of constructions 
and it can be understood that the embodiment of the hydro 
formed Second member 34 is exemplary only and not 
intended to limit the Scope of the invention. In the exemplary 
embodiment of joint 162 shown, the opposing first and 
second wall portions 320, 322 of the hydroformed second 
member 34 are essentially planar and parallel, but, although 
this is one preferred embodiment of the joint 162, this planar 
and parallel configuration of the wall portions 320, 322 of 
the intermediate segment 318 is not a requirement. The 
opposing wall portions 320, 322 can in other preferred 
embodiments, for example, be arcuate, can consist of a 
plurality of Straight portions (as viewed from the cross 
sectional view of FIG. 6, for example), or can be planar and 
nonparallel. Planar, parallel opposing walls 320,322 present 
Straight, easily accessible and easily tracked Seams for 
welding. Furthermore, it is contemplated that the interme 
diate segment 318 of the hydroformed second member 34 
can have a generally uniform croSS Section along its length 
or, alternatively, a nonuniform croSS Section along its length. 
0051. It can be understood that the present invention 
contemplates a method of forming a vehicle Space frame 
joint 162 comprising (a) forming a tubular elongated first 
member 140 constructed of a metallic material that includes 
an end segment 315. The end segment 315 has a predeter 
mined length and an exterior surface 325 that defines an 
exterior configuration of the end segment 315; (b) forming 
an elongated tubular hydroformed second member 34 by 
hydroforming a tubular blank having a tubular metallic wall 
So as to irregularly outwardly deform the tubular metallic 
wall into a predetermined exterior Surface configuration 
determined by the engagement of the tubular metallic wall 
with die surfaces of a die assembly, the hydroformed second 
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member 34 having an intermediate segment 318 that 
includes first and Second Spaced apart wall portions 320, 
322; (c) forming generally aligned first and Second openings 
324, 326 within the first and second wall portions 320, 322, 
respectively, of the intermediate segment 318 of the second 
member 34, the first and second openings 324, 326 being of 
complimentary configuration to portions of the exterior 
surface 325 of the end segment 315 of the first member 140; 
(d) placing the end segment 315 of the first member 140 
through the first and second openings 324, 326 such that 
portions of the exterior Surface 325 of the end segment are 
in abutting engagement with edge portions of the openings 
324, 326; and (e) welding the intermediate segment 318 and 
the end Segment 315 together in the area of the abutting 
engagement between exterior Surface portions 325 of the 
end Segment 315 and the edge portions of the openings. 
More particularly, the welding material is applied in an area 
of juncture between exterior surface portions 325 of the end 
segment 315 and the surfaces adjacent the periphery 327 of 
the first opening 324 and in an area of juncture between an 
exterior surface portion of the terminal end portion 328 of 
the end Segment 315 and Surfaces adjacent the periphery of 
the Second opening 326. 

0052 AS mentioned, in one preferred embodiment, the 
forming of the first member 140 is accomplished by roll 
forming, and in one preferred example of roll forming, the 
first member is roll formed to have a quadrilateral configu 
ration, although it can be understood that the first member 
140 can be roll formed to have a wide range of cross 
sectional configurations. In another preferred embodiment, 
as mentioned, the first member is of tubular hydroformed 
construction. In this case, the forming of the first member 
140 is accomplished by hydroforming a second tubular 
blank having a tubular metallic wall So as to outwardly 
deform the Second tubular metallic wall into a predeter 
mined exterior Surface configuration determined by the 
engagement of the tubular metallic wall with die Surfaces of 
a Second die assembly. More preferably, the Second tubular 
blank is irregularly outwardly deformed during the hydro 
forming process for hydroforming the first member So that 
the first member 140 has a nonuniform cross section along 
its length. 

0053 FIGS. 7-9 show an enlarged view of the joint 182 
(see FIG. 1). It can be appreciated that although joint 182 is 
the connection between the U-shaped cross member 166 and 
the cross member 168, the joint 182 can be broadly under 
stood to be a vehicle Space frame joint comprising a first 
Space frame Structure in the form of a first elongated tubular 
hydroformed member 166 defined by an outwardly 
deformed first tubular metallic wall 360 fixed into a prede 
termined irregular exterior Surface configuration and a Sec 
ond, interSecting Space frame Structure in the form of a 
second elongated tubular hydroformed member 168 defined 
by an outwardly deformed second tubular metallic wall 342 
fixed into a predetermined exterior Surface configuration. 
The first member 166 includes a tubular first segment 344 
that includes a pair of Spaced first and Second wall portions 
346, 348 which provide first and second exterior surfaces 
354,356, respectively. The second member 168 includes an 
end Segment 358 having a pair of Spaced cantilevered first 
and second wall portions 360,362. The first and second wall 
portions 360, 362 define Spaced generally opposing interior 
wall surfaces 368, 370, respectively. 
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0.054 The first segment 344 is positioned between the 
cantilevered first and second wall portions 360, 362 of the 
end segment 358 such that the interior surfaces 368, 370 of 
the first and second wall portions 360, 362 of the end 
segment 358 and the exterior surfaces 354, 356 of the first 
and second wall portions 346, 348 of the first segment 344 
are in abutting relation. 
0055 Welding material 380 is disposed in bond forming 
relation between the interior Surfaces 368, 370 of the first 
and second wall portions 360, 362 of the end segment 358 
and the abutting exterior surfaces 354, 356 of the first 
segment 344. 
0056. As best shown, for example, in FIGS. 8 and 9, the 
end segment 358 has a pair of connecting wall portions 364, 
366 that extend between the first and second wall portions 
360, 362. Each connecting wall portion 364, 366 of the end 
segment 358 has a notch 372 cut therein (by laser cutting or 
by any other appropriate means) to form the cantilevered 
wall portions 360,362 and to allow the first segment 344 to 
be received between the first and second wall portions 360, 
362 of the end segment 358 in abutting relation therewith. 
0057. It can be understood that the respective metallic 
walls 340,342 of the hydroformed members 166, 168 can be 
shaped during the hydroforming process to have either 
uniform cross Sections (by regularly outwardly deforming 
the same during hydroforming) or varying cross Sections (by 
irregularly outwardly deforming the same during hydro 
forming). In one preferred embodiment, for example, the 
metallic wall 342 of the second blank is irregularly out 
Wardly deformed during the hydroforming procedure So that 
the second hydroformed member 168 has an irregularly 
outwardly deformed tubular metallic wall 342. The first 
segment 344 of the first member 166 can be constructed to 
have a generally uniform croSS Section, or, alternatively, the 
croSS Section of the first Segment 344 can vary along its 
length. Similarly, the end segment 358 of the second mem 
ber 168 can have a generally uniform croSS Section as shown 
in the exemplary embodiment of FIGS. 7-9, or the cross 
Section can vary (i.e., be nonuniform). 
0.058 It can be understood, therefore, that the respective 

first and second wall portions 346,348 and 360, 362 of the 
first segment 344 and of the end segment 358 are essentially 
planar and parallel in Some preferred embodiments of the 
joint 182 (as shown in FIGS. 7-9), but in other preferred 
embodiments of the joint 182 can be constructed to be, for 
example, arcuate or, alternatively, to be planar and nonpar 
allel and so on. Thus, it can be understood that the wall 
portions 346, 348 and 360, 362 can be constructed to have 
a wide range of configurations, and can be of any configu 
ration that allows Sufficient abutting engagement therebe 
tween to allow them to be welded together. Thus, it can be 
understood that when the respective first and Second wall 
portions 346,348 and 360,362 of the members 166 and 168 
are planar, the wall portions 346, 348 and 360, 362 can all 
be essentially parallel (as shown) or, alternatively, the walls 
346 and 348 (and therefore walls 360 and 362) can be 
nonparallel. 

0059 A method of forming a space frame joint 182 can 
be understood from FIGS. 7-9, the method comprising (a) 
hydroforming a first blank having a first tubular metallic 
wall 340 so as to irregularly outwardly deform the first wall 
340 into a predetermined exterior Surface configuration 
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determined by the engagement of the first wall with die 
Surfaces of a first die assembly to form a first elongated 
tubular hydroformed member 166. The first elongated tubu 
lar hydroformed member 166 includes a tubular first seg 
ment 344 that includes a pair of Spaced, generally opposing 
first and second wall portions 346, 348, the first and second 
wall portions 346,348 having exterior surfaces 354,356; (b) 
hydroforming a Second blank having a Second tubular metal 
lic wall 342 so as to outwardly deform the second wall 342 
into a predetermined exterior Surface configuration deter 
mined by the engagement of the Second wall with die 
Surfaces of a Second die assembly to form a Second tubular 
hydroformed member 168. The second tubular hydroformed 
member 168 includes a tubular end segment 358 that 
includes a pair of Spaced, generally opposing first and 
second wall portions 360, 362 and first and second connect 
ing wall portions 364, 366 extending therebetween. The first 
and second wall portions 360, 362 having interior wall 
surfaces 368, 370; (c) cutting and removing an end section 
of each connecting wall portion 364, 366 of the end segment 
358 to form a notch 372 in each connecting wall portion to 
allow the first segment 344 to be received between the first 
and second wall portions 360, 362 of the end segment 358; 
(d) positioning the first segment 344 of the first member 166 
within the notches 372 and between the first and second wall 
portions 360,362 of the end segment 358 so that the exterior 
surfaces 354,356 of the first and second wall portions 346, 
348 of the first segment 344 and the interior surfaces 368, 
370 of the first and second wall portions 360, 362 end 
segment 358 are in abutting engagement; and (e) welding 
the interior Surfaces 368, 370 of the first and second wall 
portions 360, 362 of the end segment 358 with the exterior 
surfaces 354,356 of the first and second wall portions 346, 
348 of the first segment 344. 

0060. The joints 75, 110 and 112 are essentially identical. 
The joint 75 is shown in isolation in FIGS. 10-12 and is 
considered in detail immediately below. The joints 110 and 
112 can be understood from this discussion. The joint 75 can 
be viewed broadly as a vehicle Space frame joint comprising 
a first Space frame Structure in the form of a first elongated 
tubular hydroformed member 26 (the essentially straight 
portion 54 thereof) defined by a first outwardly deformed 
tubular metallic wall 390 fixed into a predetermined exterior 
Surface configuration and a Second, interSecting Space frame 
Structure in the form of a Second elongated tubular hydro 
formed member 66 (i.e., the pillar-forming portion 78 of the 
forward upper longitudinal member 66) defined by a second 
outwardly deformed tubular metallic wall fixed into a pre 
determined exterior Surface configuration. 

0061 The first member 26 includes an intermediate seg 
ment 394 having generally opposing first and Second wall 
portions 396, 398, a connecting wall portion 400 extending 
between the first and second wall portions 396, 398, and an 
opening into the first member 418. The first and second wall 
portions 396, 398 of the intermediate segment 394 provide 
a pair of generally opposing interior surfaces 404, 406. The 
first wall portion 396 has a weld opening 424 formed 
therein. 

0062) The second member 66 has an end segment 408 
that has generally opposing first and Second wall portions 
410, 412 providing a pair of generally opposing exterior 
Surfaces 414, 416. 
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0.063 AS can be best appreciated from the cross-sectional 
views of FIGS. 11 and 12, the first and end segments 394, 
408 are constructed and arranged such that when the end 
segment 408 is positioned between the first and second wall 
portions 396, 398 of the intermediate segment 394, the pair 
of interior surfaces 404, 406 is in abutting relation with the 
pair of exterior surfaces 414, 416. 
0064. A section of at least one connecting wall portion 
400 or 402 of the intermediate segment 394 is cut out and 
removed to form at least one opening 418 to allow the end 
segment 408 to be positioned in abutting relation with the 
intermediate Segment 394 as aforesaid (and as shown in 
FIGS. 11 and 12). 
0065. The end segment 408 is positioned within the 
opening 418 so that the opposing exterior surfaces 414, 416 
of the end Segment 408 are disposed adjacent to the oppos 
ing interior Surfaces 404, 406 of the intermediate segment 
390 and to the welding opening 424. 

0066. A section of the first wall portion 396 of the 
intermediate segment 394 is cut out and removed to form a 
Weld opening 424 therein constructed and arranged Such that 
when the end segment 408 is in abutting relation with the 
intermediate segment 394, an exterior surface 414 of the end 
segment 408 is adjacent the weld opening 424. 

0067 Welding material 428 is disposed in bond forming 
relation between a peripheral edge portion 431 of the weld 
opening 424 and the adjacent exterior Surface 414 of the end 
Segment 408, thus fixing the first and Second members 394, 
408 together. More particularly, preferably there is a puddle 
weld 427 formed within the opening 424 and a migweld 429 
formed along the upper edge 430. AS Stated, there can 
optionally be a Second Weld opening on the opposite side of 
the segment 394 for a second puddle weld. The mig weld 
429 can be applied to the upper edge 430 of the opening 418 
on one longitudinally extending Side of the Segment 394 or 
on both sides as shown (see FIG. 12). 
0068. It can be understood that the joint 75 is exemplary 
only and not intended to limit the Scope of the invention. 
Preferably, the second member 66 is a tubular hydroformed 
member, but it is within the scope of the invention to form 
the second member by roll forming (particularly roll form 
ing a quadrilateral configuration) or using any other Suitable 
construction. 

0069. When hydroforming is used to form either the first 
or second members 26, 66, the tubular metallic walls for 
390, 392, respectively, can be outwardly expanded during 
the hydroforming operation to have uniform croSS Sections 
or can be hydroformed to have irregularly outwardly 
deformed exterior surfaces to provide each member with 
non-uniform (i.e., varying) cross Sections. 
0070 Preferably, the first and second wall portions 396, 
398 of the intermediate segment 394 and the first and second 
wall portions 410, 412 of the end segment 408 (and thus the 
respective pairs of interior and exterior Surfaces 404, 406 
and 414, 416 provided thereby) are generally planar and 
parallel. It is within the scope of the invention however, to 
provide embodiments of the joint 75 in which the surfaces 
404, 406 and 414, 416 are planar and nonparallel or, 
alternatively, are arcuate, or of any other Suitable configu 
ration that provides pairs of interior and exterior Surfaces on 
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the intermediate and end Segments that can be placed in 
adjacent relation when the end Segment is positioned in the 
intermediate Segment. 

0071. As best seen in FIG. 12, the intermediate segment 
394 has a pair of generally opposing connecting wall por 
tions 400, 402. An embodiment of the joint 75 is contem 
plated in which a wall Section can be cut out and removed 
from both the first and second connecting wall portions 400, 
402 of the intermediate segment 394 to form a pair of 
generally aligned first and Second openings (only one 418 is 
formed in the intermediate segment 394 in the exemplary 
joint shown in FIGS. 10-12). The second member 66 is 
positioned Such that it extends through two aligned openings 
(one opening being in each connecting wall portion 400, 
402) in the first member so that the second member extends 
outwardly from the first member on two sides thereof. 

0072. It can be understood, therefore that when an end 
Segment of the Second member is used to form the joint with 
the first member 26, preferably only one opening (opening 
418) is formed in the first member 26 to receive the second 
member 66 and one (or more) weld openings are provided 
for welding the two members 26, 66 together. It can be 
understood, therefore, that the Weld opening or openings 424 
provides welding access to the Second member at a location 
at or near the free end of the end Segment of the Second 
member (when the end segment 408 is in the position, for 
example, shown in FIG. 11) without the necessity of form 
ing a large opening in the wall portion 402 to expose a 
portion of the end segment 408. 

0073. The joint 75 can be constructed utilizing a method 
of forming a vehicle space frame joint 75 comprising (a) 
hydroforming a first blank having a first tubular metallic 
wall 390 to outwardly deform the first wall into an exterior 
Surface configuration determined by the engagement of the 
first wall with die surfaces of a first die assembly to form a 
first elongated tubular hydroformed member 26. The first 
member 26 includes a intermediate segment 394 having 
generally opposing first and second wall portions 396, 398 
and generally opposing first and Second connecting wall 
portions 400, 402 extending therebetween. The first and 
second wall portions 396, 398 provide a pair of generally 
opposing interior surfaces 404, 406; (b) hydroforming a 
second blank having a second tubular metallic wall 392 to 
outwardly deform the Second wall into an exterior Surface 
configuration determined by the engagement of the Second 
wall with die Surfaces of a Second die assembly to form a 
Second elongated tubular hydroformed member that 
includes a end Segment 408 having generally opposing first 
and second wall portions 410, 412 providing a pair of 
generally opposing exterior Surfaces 414, 416; (c) cutting 
and removing a Section of one of Said connecting wall 
portions 400, 402 of the intermediate segment 394 to form 
an opening of Sufficient dimension to receive the end Seg 
ment of the Second member and cutting a Section of the first 
wall portion 396 of the intermediate segment 394 to form a 
weld opening 424 therein; (d) positioning the end segment 
408 into said opening 418 and between the first and second 
wall portions 396, 398 of the intermediate segment 394 so 
that the exterior surface of the first wall portion of the end 
Segment is disposed adjacent the weld opening; and (e) 
welding the first and second members 26, 66 together 
through the Weld opening 424. 
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0074 The joints 185 (see FIGS. 1 and 7) and 186 (see 
FIGS. 1 and 13-15) are identical. Joint 186 will be consid 
ered in detail. Joint 186 is shown in isolation in FIGS. 13-15. 
The joint 186 can be viewed broadly as a vehicle space 
frame joint comprising a first Space frame Structure in the 
form of an elongated tubular hydroformed first member 66 
(specifically, the pillar-forming portion 78 thereof) defined 
by a first outwardly deformed tubular metallic wall 432 fixed 
into a predetermined exterior Surface configuration and an 
interSecting Space frame Structure in the form of an elon 
gated tubular hydroformed second member 184 defined by 
a second outwardly deformed tubular metallic wall fixed 434 
into a predetermined exterior Surface configuration. 
0075) The first member 66 includes a tubular hydro 
formed first end Segment 436 that includes a pair of Spaced 
generally opposing first and second wall portions 438, 440 
and a connecting wall portion 441 extending therebetween. 
The first and second wall portions 438, 440 provide a pair of 
Spaced generally opposing exterior Surfaces 446, 448. The 
second member 184 includes a tubular hydroformed end 
Segment 450 that includes a pair of Spaced generally oppos 
ing first and second wall portions 452, 454 and first and 
second connecting wall portions 455, 457 extending ther 
ebetween. The first and second wall portions 452, 454 define 
spaced generally opposing interior wall surfaces 458, 460. 
0.076 The opposing first and second wall portions 438, 
440 of the first segment 436 and the opposing first and 
second wall portions 452, 454 of the end segment 450 are 
constructed and arranged Such that when the first Segment 
436 is received between the first and Second wall portions 
452, 454 of the end segment 450, the interior surfaces 458, 
460 of the end segment 450 and the exterior Surfaces 446, 
448 of the first segment 436 are in abutting relation; 
0077. Each connecting wall portion 455, 457 of the end 
segment 450 has a notch 456 Sufficient to allow the first 
segment 436 to be received between the first and second wall 
portions 452, 454 of the end segment 450 in abutting relation 
therewith as aforesaid. The first segment 436 is positioned in 
the notches 456 between the first and second wall portions 
452, 454 of the end segment 450 in abutting relation 
therewith. Welding material 464 is disposed in bond forming 
relation between adjacent portions of the first and Second 
wall portions 452, 454 of the end segment 450 and adjacent 
exterior Surfaces of the first segment 436. 
0078. The metallic wall 434 of the second members 184 

is shaped during the hydroforming process to provide the 
end Segment 450 with a Somewhat enlarged croSS Section 
relative to an elongated central portion 461 of the member 
184. A hydroformed transition portion 463 is provided 
between the central portion 461 and the end segment 450. 
007.9 The metallic wall 432 of the first member 66 can be 
shaped during the hydroforming process to have either a 
uniform cross Section (as shown in the fragmentary view of 
FIGS. 13-15) or can be shaped to have a varying cross 
section. The first segment 436 of the first member 66 can be 
constructed to have a generally uniform croSS Section, or, 
alternatively, the croSS Section of the first Segment 436 can 
vary along its length. Similarly, the end segment 450 of the 
Second member 184 can have a generally uniform croSS 
section as shown in the exemplary embodiment of FIGS. 
13-15, or the cross Section can vary (i.e., be nonuniform). 
0080. It can be understood therefore, that the respective 

first and second wall portions 438, 440 and 452, 454 of the 
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first and second members 66 and 184 and the exterior and 
interior surfaces 446, 448 and 458, 460, respectively, defined 
thereby can be essentially planar (as shown in FIGS. 13-15), 
can be arcuate, or can be of any configuration that allows 
Sufficient abutting engagement therebetween. It can also be 
understood that when the respective first Second wall por 
tions 438, 440 and 452, 454 of the members 66 and 184 are 
planar, the wall portions 438, 440 and 452, 454 can all be 
essentially parallel (as shown) or, alternatively, the walls 438 
and 440 (and therefore walls 452 and 454) can be nonpar 
allel. 

0081. The joint 118 is shown in FIGS. 16 and 17. The 
joint 118 can be viewed broadly as a vehicle space frame 
joint comprising a first Space frame Structure in the form of 
an elongated tubular hydroformed first member 189 (that is, 
the upwardly extending leg portion 191 thereof) defined by 
a first irregularly outwardly deformed metallic wall 470 
fixed into a predetermined irregular exterior Surface con 
figuration and a Second, interSecting Space frame Structure in 
the form of an elongated tubular hydroformed Second mem 
ber 62 (that is, the end portion 90 thereof) defined by a 
second irregularly outwardly deformed metallic wall 472 
fixed into a predetermined irregular exterior Surface con 
figuration. The first member 189 includes a first end segment 
474 having Spaced generally opposing first and Second wall 
portions 473 (FIG. 17), 475 (FIG. 18) and a connecting wall 
portion 476 extending therebetween. The first and second 
wall portions 473, 475 provide spaced generally opposing 
interior surfaces 469 (only one of which is visible, see FIG. 
17) along the first end segment 474. The first end segment 
474 has an opening 498 (formed by a notch cut into a first 
connecting wall portion 477) opposite the connecting wall 
476. 

0082 The second member 62 includes a second end 
Segment 484 having Spaced generally opposing first and 
second wall portions 486 (see FIG. 17), 488 (see FIG. 18) 
and first and second connecting wall portions 490, 492 
extending therebetween. The first and Second wall portions 
486, 488 of the second end segment 484 provide spaced 
generally opposing exterior Surfaces 489 (only one of which 
is visible, see FIG. 16). The second end segment 484 has a 
terminal opening 494 defined by a terminal edge Surface 
496. 

0083) The first and second wall portions 473, 475 and 
486, 488, respectively, of each of the first and second end 
Segments 474, 484 are constructed and arranged Such that 
when the second end segment 484 is received through the 
opening 498 and is disposed between the first and second 
wall portions 473, 475 of the first end segment 474, the first 
end Segment interior Surfaces 469 and the Second end 
segment exterior Surfaces 489 are in adjacent relation. More 
specifically, a section of the first connecting wall portion 477 
of the first end segment 474 is cut out and removed to form 
a notch or opening 498 at the terminal end portion thereof, 
and the first and Second members are positioned Such that 
the Second end Segment 484 extends generally through the 
notch 498 so that the interior and exterior Surfaces 469 and 
489 are in adjacent relation. Welding material 481 is dis 
posed in bond forming relation between the first and Second 
wall portions 486, 488 of the second end segment 484 and 
the first and second wall portions 473, 475 of the first end 
segment 474. 
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0084 Preferably, the first connecting wall portion 490 of 
the second end segment 484 is welded to an edge 479 on the 
first connecting wall portion 477 of the first end segment 474 
formed by the cutting to form the notch 498. It can be 
appreciated that the embodiment of the joint 118 shown in 
FIGS. 16-17 is exemplary and is not intended to limit the 
Scope of the invention. For example, the croSS Sections of the 
member 189 is exemplary only. Thus, although the first and 
second wall portions 473, 475 of the first end segment 189 
(and thus the interior surfaces 469 defined thereby) and the 
first and second wall portions 486, 488 of the second end 
segment 484 (and thus the exterior surfaces 489 defined 
thereby) are preferably generally planar and parallel, this is 
exemplary only. The walls 473, 475 and 486, 488 can be 
planar and nonparallel, or arcuate, for example. Similarly, 
although preferably the first and Second connecting wall 
portions 476, 477 of the first end segment 474 and the first 
and second connecting wall portions 490, 492 of the second 
end Segment 484 are generally planar and parallel, this is 
exemplary only and not intended to be limiting. It can be 
understood that the connecting wall portions 476, 477, 490, 
492 can have a wide range of configurations. Embodiments 
of the joint 118 are contemplated in which either member is 
regularly (i.e., uniformly) or irregularly (i.e., nonuniformly) 
outwardly deformed into a fixed configuration during the 
hydroforming thereof and embodiments are contemplated in 
which one or the other member 189, 62 is formed by roll 
forming. 

0085. The present invention contemplates a method of 
forming a vehicle space frame joint 118, comprising (a) 
hydroforming a first blank having a first tubular metallic 
wall 470 so as to outwardly deform the first wall into a 
predetermined exterior Surface configuration determined by 
the engagement of the first wall with die Surfaces of a first 
die assembly to form a first tubular hydroformed member 
189. The first tubular member includes a first end segment 
474 having Spaced generally opposing first and Second wall 
portions 473, 475 and first and second connecting wall 
portions 476, 477 extending therebetween. The first and 
second wall portions 473, 475 provide spaced generally 
opposing interior Surfaces 469 along the first end Segment 
474; (b) hydroforming a second blank having a second 
tubular metallic wall 472 so as to outwardly deform the 
Second wall into a predetermined exterior Surface configu 
ration determined by the engagement of the Second wall 
with die Surfaces of a Second die assembly to form a Second 
elongated tubular hydroformed member 62. The second 
tubular member 62 includes a second end segment 484 
having spaced generally opposing first and Second wall 
portions 486, 488 and first and second connecting wall 
portions 490, 492 extending therebetween. The first and 
second wall portions 486, 488 of the second end segment 
484 provide Spaced generally opposing exterior Surfaces 
489. The second end segment 484 has a terminal edge 
Surface 496; (c) cutting and removing a section of the first 
connecting wall portion 476 of the first end segment 474 to 
form a notch 498 in the first end segment; (d) positioning the 
first and second members 189, 62. Such that the second end 
segment 484 extends through the notch 498 in the first end 
segment so that the interior surfaces 469 of the first end 
segment 474 are adjacent to the exterior surfaces 489 of the 
Second end Segment 484 and So that the terminal edge 
surface 496 of the second end segment 484 engages the 
Second connecting wall portion 476 of the first end Segment 
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474; and (e) welding the first and second wall portions 486, 
488 of the second end segment 484 to the first and second 
wall portions 473, 475 of the first end segment 474. 
0.086 Preferably, as best seen in FIG. 17, the first con 
necting wall portion 490 of the second end segment is 
welded to an edge 479 on the first connecting wall portion 
477 formed by the cutting and preferably the terminal edge 
surface 497 of the second end segment 484 is welded to the 
Second connecting wall portion 476 of the first end Segment 
474. 

0087 Joints 87 and 89 are of similar construction so only 
joint 87 will be considered in detail. FIGS. 18 and 19 show 
joint 87 in isolation. The joint 87 can be viewed broadly as 
a vehicle Space frame joint comprising a first Space frame 
structure in the form of a first elongated hydroformed 
tubular member 94 defined by a first outwardly deformed 
tubular metallic wall 506 fixed into a predetermined exterior 
Surface configuration and a Second, interSecting Space frame 
Structure in the form of a Second elongated hydroformed 
tubular member 66 defined by a second outwardly deformed 
tubular metallic wall 508 fixed into a predetermined exterior 
surface configuration. It can be appreciated from FIG. 19 
that the joint 87 is formed at a juncture or transition 106 
between the tubular cross portion 98 and the leg portion 102 
of the cross member 94. 

0088. The first member 94 includes a first segment 512 
having a croSS Section that defines an exterior Surface 
portion 514 therealong. The second member 66 includes a 
Second segment 516 having a cross section that defines an 
exterior Surface portion 518 therealong. It can be appreciated 
from FIG. 1 that the second hydroformed segment 516 of 
the second hydroformed member 66 is part of the longitu 
dinally extending portion 82 of the forward upper longitu 
dinal member 66. 

0089. The first and second members 94, 66 are positioned 
such that the engaging surface portions 514, 518 thereof are 
in abutting relation. Welding material 520 is disposed in 
bonding relation between the surfaces 514, 518 to fixedly 
secure the first and second segments 512, 516 together. 
0090. It can be appreciated from the description of the 
joint 87 that it is contemplated to provide a space frame 10 
for a motor vehicle comprising a pair of tubular hydro 
formed upper longitudinal members 66, 68 (that is, the 
forward upper longitudinal members), each being defined by 
an outwardly deformed metallic wall fixed into a predeter 
mined exterior Surface configuration and each having a pillar 
forming portion 78 and a longitudinally extending portion 
82. The space frame farther includes a tubular hydroformed 
cross member 94 defined by an outwardly deformed metallic 
wall fixed into a predetermined exterior Surface configura 
tion and having a croSS portion 98 and a pair of leg portions 
102 extending from junctures 106 at each end of the cross 
portion. The longitudinally extending portion 82 of each 
upper longitudinal member 66, 68 and each juncture 106 of 
the cross member 98 each include a segment 516, 514, 
respectively, that defines an exterior Surface portion 518, 
514, respectively, on each Segment. 
0091 A pair of longitudinally extending, laterally spaced 
Side rail Structures 22 are included in the Space frame 10 and 
the side rail structures 22 and the hydroformed members 66, 
68, 94 are assembled such that: (a) the pillar forming portion 
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78 of each upper longitudinal member 66 is connected to and 
forms a pillar on a respective side rail structure 22, (b) the 
leg portions 102 of the cross member 94 are each connected 
to a respective side rail structure 22 and extend upwardly 
therefrom to provide one of a pair of intermediate pillars 102 
and (c) the cross portion 98 of the cross member 94 connects 
the pair of Side rail Structures 22 in laterally spaced relation. 
The upper longitudinal members 66, 68 and the cross 
member 94 are assembled together such that the exterior 
surface portion 518 of each upper longitudinal member 66, 
68 and the exterior Surface portion 514 of the associated 
juncture 106 are in abutting relation. Welding material is 
disposed in bonding relation between each pair of abutting 
surface portions 518, 514 to fixedly secure the longitudinally 
extending portion 82 of each upper longitudinal member 66, 
68 to the associated juncture 106 of the cross member 94. 
0092 Preferably, the pillar forming portions 78 of the 
upper longitudinal members 66, 68 define the A pillars on 
the Side rail Structures 22. It can be appreciated that the 
embodiment of the joint 87 and of the space frame 10 are 
exemplary only and not intended to limit a Scope of inven 
tion. The joint 87 can also be constructed to secure the 
longitudinally extending portion of an upper longitudinal 
member that is in underlying relation to the associated 
juncture of the U-shaped croSS member of the Space frame. 
Thus, it is contemplated that the longitudinally extending 
portion of each upper longitudinal member be in overlying 
relation with the associated juncture of the croSS member in 
Some space frame embodiments (as shown, for example, in 
FIG. 1), and that the associated juncture be in overlying 
relation thereto in other embodiments. Similarly, it is not 
intended to limit the construction of the engaging Surface is 
514,518 to planar surfaces. The surfaces 514,518 can be of 
any commentary configuration that allows Sufficient abut 
ting engagement between the tubular hydroformed members 
to the joined. 
0093. It can be understood from the description of joint 
87 and of the description of the structure and construction of 
the Space frame 10 that a method of forming a Space frame 
for a motor vehicle is contemplated and within the Scope of 
invention, the method comprising: (1) forming a pair of 
upper longitudinal members 66, 68 and a U-shaped croSS 
member 94 by hydroforming wherein an angularly shaped 
tubular metallic blank is placed into a die assembly having 
die Surfaces defining a die cavity, and pressurized fluid is 
provided into an interior of the blank So as to expand the 
blank into conformity with the die Surfaces. Each upper 
longitudinal hydroformed member includes a pillar-forming 
portion 78 and a longitudinally extending portion 82. The 
hydroformed cross member 94 includes a cross portion 98 
and leg portions 102 extending from junctures 106 at each 
end of the croSS portion. The longitudinally extending por 
tion 82 of each upper longitudinal hydroformed member 66, 
68 and each juncture 106 of the cross member 94 each 
include a segment 516, 512, respectively that defines an 
exterior surface portion 518, 514, respectively; (2) providing 
a pair of Side rail structures; and (3) assembling the side rail 
structures 22 with the hydroformed members 66, 68, 94 so 
that (a) the pillar forming portion 78 of each upper longi 
tudinal hydroformed member 66, 68 is connected to and 
forms a pillar on a respective side rail structure 22, (b) the 
leg portions 102 of the hydroformed cross member 94 are 
each connected to a respective side rail Structure 22 and 
extend upwardly therefrom to provide one of a pair of 
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intermediate pillars, and (c) the cross portion 98 of the 
hydroformed cross member 94 connects the side rail struc 
tures 22 in laterally Spaced relation. The upper longitudinal 
hydroformed members and the hydroformed cross member 
are positioned such that the exterior surface portion 518 of 
each upper longitudinal member 66, 68 and the exterior 
surface portion 514 of the associated juncture 106 are in 
abutting relation; and welding Said abutting Surface portions 
to fixedly Secure the longitudinally extending portion of 
each upper longitudinal member to the associated juncture 
of the cross member. 

0094) The joint 87 allows two hydroformed members to 
be joined quickly and easily. Because the tubular hydro 
formed members are in abutting relation, the joint 87 can 
accommodate a high degree of Stacked tolerance. It can be 
understood that although it is preferred that both Surfaces 
514, 518 be planar, the members 66, 94 can be constructed 
So that the Surfaces are of any complimentary configuration 
(Such as conveX/concave) that provides abutting contact and 
accommodation for dimensional or Stacked tolerances. 

0.095 FIG. 19 shows a portion of a body panel 521 in 
phantom to illustrate that the hydroformed members 66,94 
when installed in the space frame 10 preferably provide 
aligned (i.e., co-planar), outwardly facing Surfaces 523, 525, 
for example, for attaching body panels. It can also be 
appreciated from FIGS. 19 and 20 that the members 66,94 
also provide upwardly facing exterior surfaces 527, 529 to 
facilitate attachment of a roof panel to the Space frame. 
0096. It can also be appreciated from the various views of 
the joints shown, for example, in FIGS. 2-17 that many of 
the individual hydroformed members (such as hydroformed 
members 26 in FIG.3 and 140 in FIG. 4) have essentially 
rectangular croSS Sections. This should not be construed as 
limiting the Scope of the invention to joints formed between 
rectangular portions (i.e., portions having rectangular trans 
verse cross sections) of hydroformed members. Hydro 
formed members having rectangular croSS Sections are often 
advantageous in Space frame construction because they 
allow welds to be made along Straight paths (such as weld 
429 in FIG. 10, for example) and provide outwardly facing 
Surfaces that facilitate installation of body panels to the 
frame. It is understood, however, that the joints shown in 
FIGS. 2-19 are intended to be illustrative only and are not 
limited to members having rectangular croSS Sections. The 
joints in FIGS. 2-19 are intended to teach broad principles 
for joining hydroformed members and for joining a nonhy 
droformed member to hydroformed member which prin 
ciples can be applied to hydroformed members having a 
wide range of croSS Sectional geometries. 
0097 While the invention has been disclosed and 
described with reference with a limited number of embodi 
ments, it will be apparent that variations and modifications 
may be made thereto without departure from the Spirit and 
Scope of the invention. Therefore, the following claims are 
intended to cover all Such modifications, variations, and 
equivalents thereof in accordance with the principles and 
advantages noted herein. 

What is claimed is: 

1. A method of forming a vehicle Space frame joint, 
comprising: 
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forming an elongated first member constructed of a metal 
lic material that includes an end Segment, Said end 
Segment having a predetermined length and having an 
exterior Surface that defines an exterior configuration of 
the end Segment; 

forming an elongated tubular hydroformed Second mem 
ber by hydroforming a tubular blank having a tubular 
metallic wall so as to outwardly deform said tubular 
metallic wall into a predetermined exterior Surface 
configuration determined by the engagement of the 
tubular metallic wall with die Surfaces of a die assem 
bly, Said hydroformed Second member having an inter 
mediate Segment that includes first and Second Spaced 
apart wall portions, 

forming generally aligned first and Second openings 
within the first and Second wall portions, respectively, 
of the intermediate Segment of the Second member, Said 
first and Second openings being of complimentary 
configuration to portions of the exterior Surface of the 
end Segment of the first member; 

placing the end Segment of the first member through said 
first and Second openings Such that portions of the 
exterior Surface of the end Segment are in abutting 
engagement with edge portions of Said openings, and 

welding the intermediate Segment and the end Segment 
together in the area of Said abutting engagement 
between exterior Surface portions of the end Segment 
and Said edge portions of Said openings. 

2. The method as defined in claim 1 wherein the forming 
of Said first member is accomplished by a roll forming 
operation. 

3. The method as defined in claim 1 wherein the forming 
of Said first member is accomplished by hydroforming a 
Second tubular blank having a tubular metallic wall So as to 
outwardly deform said second tubular metallic wall into a 
predetermined exterior Surface configuration determined by 
the engagement of the tubular metallic wall with die Surfaces 
of a Second die assembly. 

4. The method as defined in claim 1 wherein said end 
Segment includes a terminal end portion, and wherein the 
edge portion of Said Second opening is welded to Said 
exterior Surface portion of Said end Segment adjacent Said 
terminal end portion. 

5. The method as defined in claim 4 wherein the end 
Segment of the hydroformed first member has a generally 
uniform croSS Section along the length thereof and wherein 
the first and Second openings in the intermediate Segment of 
the hydroformed Second member are of approximately equal 
Size and shape. 

6. The method as defined in claim 1 wherein the opposing 
first and Second wall portions of the intermediate Segment 
are essentially planar and parallel. 

7. The method as defined in claim 6 wherein said hydro 
formed Second member has a varying croSS Sectional con 
figuration along its length. 

8. A vehicle Space frame joint, comprising: 

a first Space frame Structure in the form of a tubular 
elongated first member, Said first member including an 
end Segment having a predetermined length and an 
exterior Surface that defines an exterior configuration of 
the end Segment; 
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a Second, interSecting Space frame Structure in the form of 
a elongated tubular hydroformed Second member 
defined by an irregularly outwardly deformed tubular 
metallic wall fixed into a predetermined exterior Sur 
face configuration, Said hydroformed Second member 
having an intermediate Segment that includes a pair of 
opposing first and Second wall portions, Said first and 
Second wall portions of the intermediate Segment 
including generally aligned first and Second openings 
formed within the first and second wall portions, 
respectively, Said first and Second openings being of 
complimentary configuration to portions of the exterior 
Surface of the end Segment of the first member; 

Said end Segment extending through said first and Second 
openings Such that portions of the exterior Surface 
thereof are in abutting engagement with edge portions 
of Said openings, and 

welding material constructed and arranged to fixedly 
Secure Said first and Second Segments together, Said 
welding material being applied in the areas of the 
juncture between the exterior Surface of the end Seg 
ment and Said edge portions of Said openings. 

9. A vehicle Space frame joint as defined in claim 8, 
wherein the end Segment of the first member has a generally 
uniform croSS Section along the length thereof and wherein 
the first and Second openings in the intermediate Segment of 
the hydroformed Second member are of approximately equal 
Size and shape. 

10. A vehicle space frame joint as defined in claim 8, 
wherein the first member is of tubular hydroformed con 
struction defined by an outwardly deformed tubular metallic 
wall fixed into a predetermined exterior Surface configura 
tion. 

11. A vehicle Space frame joint as defined in claim 8, 
wherein Said hydroformed Second member has a varying 
croSS Sectional configuration along its length. 

12. A vehicle Space frame joint as defined in claim 8, 
wherein Said first Space frame Structure is roll formed into a 
quadrilateral configuration. 

13. A vehicle Space frame joint as defined in claim 12 
wherein the opposing first and Second wall portions of the 
hydroformed Second member are essentially planar and 
parallel. 

14. A vehicle Space frame joint as defined in claim 11 
wherein the intermediate Segment of the hydroformed Sec 
ond member has a generally uniform croSS Section along its 
length. 

15. A method of forming a vehicle Space frame joint, 
comprising: 

hydroforming a first blank having a first tubular metallic 
wall so as to irregularly outwardly deform the first wall 
into a predetermined exterior Surface configuration 
determined by the engagement of the first wall with die 
Surfaces of a first die assembly to form a first elongated 
tubular hydroformed member, said first elongated tubu 
lar hydroformed member including a tubular first Seg 
ment that includes a pair of Spaced generally opposing 
first and Second wall portions, Said first and Second wall 
portions having Spaced generally opposing exterior 
Surfaces, 

hydroforming a Second blank having a Second tubular 
metallic wall so as to outwardly deform the second wall 
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into a predetermined exterior Surface configuration 
determined by the engagement of the Second wall with 
die Surfaces of a Second die assembly to form a Second 
tubular hydroformed member, said second tubular 
hydroformed member including a tubular end Segment 
that includes a pair of Spaced generally opposing first 
and Second wall portions and first and Second connect 
ing wall portions extending therebetween, Said first and 
Second wall portions defining Spaced interior wall 
Surfaces, 

cutting and removing an end Section of each connecting 
wall portion of the end Segment to form a notch in each 
connecting wall portion to allow the first Segment to be 
received between the first and second wall portions of 
the end Segment; 

positioning the first Segment of the first member within 
the notches and between the first and second wall 
portions of the end Segment So that Said exterior 
surfaces of the first and second wall portions of the first 
Segment and Said interior Surfaces of the first and 
Second wall portions of the end Segment are in abutting 
engagement, and 

welding the interior Surfaces of Said first and Second wall 
portions of Said end Segment with the exterior Surfaces 
of the first and second wall portions of said first 
Segment. 

16. A method of forming a vehicle Space frame joint as 
defined in claim 15 wherein the second tubular metallic wall 
of the Second blank is irregularly outwardly deformed 
during Said hydroforming procedure. 

17. A method of forming a vehicle Space frame joint as 
defined in claim 16 wherein the first segment of the first 
hydroformed member has a generally uniform croSS Section. 

18. A method of forming a vehicle Space frame joint as 
defined in claim 17 wherein the end Segment of the Second 
member has a generally uniform croSS Section. 

19. A method of forming a vehicle Space frame joint as 
defined in claim 18 wherein the first and second wall 
portions of the first and Second members and the exterior and 
interior Surfaces defined thereby, respectively, are essentially 
planar. 

20. A method of forming a vehicle Space frame joint as 
defined in claim 19 wherein the first and second wall 
portions of the first and Second members and the exterior and 
interior Surfaces defined thereby, respectively, are essentially 
parallel. 

21. A method of forming a vehicle Space frame joint as 
defined in claim 20 wherein the opposing connecting wall 
portions of the end Segment of the Second member are 
generally planar. 

22. A method of forming a vehicle Space frame joint as 
defined in claim 21 wherein the opposing connecting wall 
portions of the end Segment of the Second member are 
generally parallel. 

23. A vehicle Space frame joint, comprising: 
a first Space frame Structure in the form of a first elongated 

tubular hydroformed member defined by an irregularly 
outwardly deformed first tubular metallic wall fixed 
into a predetermined irregular exterior Surface configu 
ration, 

a Second, interSecting Space frame Structure in the form of 
a Second elongated tubular hydroformed member 
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defined by an outwardly deformed second tubular 
metallic wall fixed into a predetermined exterior Sur 
face configuration, 

Said first member including a tubular first Segment that 
includes a pair of Spaced first and Second wall portions, 
Said first and Second wall portions providing first and 
Second exterior Surfaces, respectively; 

Said Second member including an end Segment having a 
pair of Spaced cantilevered first and Second wall por 
tions, Said first and Second wall portions defining 
Spaced interior wall Surfaces, 

the first Segment being positioned between said cantile 
Vered first and Second wall portions of Said end Seg 
ment Such that the interior Surfaces of Said first and 
Second wall portions of Said end Segment and Said 
exterior Surfaces of Said first and Second wall portions 
of Said first Segment are in abutting relation; 

welding material being disposed in bond forming relation 
between Said interior Surfaces of Said first and Second 
wall portions of Said end Segment and Said abutting 
exterior Surfaces of Said first Segment. 

24. A vehicle Space frame joint as claimed in claim 23, 
wherein the metallic wall of the second blank is irregularly 
outwardly deformed during Said hydroforming procedure So 
that Said Second hydroformed member has an irregularly 
outwardly deformed tubular metallic wall. 

25. A vehicle Space frame joint as claimed in claim 24, 
wherein the first segment of the first member has a generally 
uniform croSS Section. 

26. A vehicle Space frame joint as claimed in claim 25, 
wherein the end Segment of the Second member has a 
generally uniform croSS Section. 

27. A vehicle space frame joint as defined in claim 26 
wherein the first and second wall portions of the first 
Segment and of the end Segment are essentially parallel and 
planar. 

28. A vehicle Space frame joint as defined in claim 24 
wherein the opposing first and Second connecting wall 
portions of the end Segment and of the first Segment are 
generally parallel and planar. 

29. A method of forming a vehicle Space frame joint, 
comprising: 

hydroforming a first blank having a first tubular metallic 
wall to outwardly deform the first wall into an exterior 
Surface configuration determined by the engagement of 
the first wall with die surfaces of a first die assembly to 
form a first elongated tubular hydroformed member, 
Said first member including an intermediate Segment 
having generally opposing first and Second wall por 
tions and generally opposing first and Second connect 
ing wall portions extending therebetween, the first and 
Second wall portions providing a pair of generally 
opposing interior Surfaces, 

hydroforming a Second blank having a Second tubular 
metallic wall to outwardly deform the second wall into 
an exterior Surface configuration determined by the 
engagement of the Second wall with die Surfaces of a 
Second die assembly to form a Second elongated tubular 
hydroformed member, Said Second member including 
an end Segment having generally opposing first and 
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Second wall portions providing a pair of generally 
opposing exterior Surfaces, 

cutting and removing a Section of one Said connecting 
wall portions of the intermediate Segment to form an 
opening of Sufficient dimension to receive Said end 
Segment of Said Second member and cutting a Section of 
the first wall portion of the first segment to form a weld 
opening therein; 

positioning the end Segment into Said opening and 
between the first and second wall portions of the 
intermediate Segment So that the exterior Surface of the 
end Segment is disposed adjacent Said weld opening, 
and 

welding the first and Second members together through 
Said weld opening. 

30. The method of forming a vehicle space frame joint as 
defined in claim 29, wherein the first and second wall 
portions of the intermediate Segment and the first and Second 
wall portions of the end Segment are generally planar and 
parallel. 

31. A vehicle Space frame joint, comprising: 
a first Space frame Structure in the form of a first elongated 

hydroformed tubular member defined by a first out 
wardly deformed tubular metallic wall fixed into a 
predetermined exterior Surface configuration, Said first 
member including an intermediate Segment having 
generally opposing first and Second wall portions, a 
connecting wall portion extending between Said first 
and Second wall portions, and an opening into Said first 
member, the first and Second wall portions of Said 
intermediate Segment providing a pair of generally 
opposing interior Surfaces, Said first wall portion hav 
ing a weld opening formed therein; 

a Second, interSecting Space frame Structure in the form of 
a Second elongated tubular hydroformed member 
defined by a second outwardly deformed tubular metal 
lic wall fixed into a predetermined exterior Surface 
configuration, Said Second member including an end 
Segment having generally opposing first and Second 
wall portions providing a pair of generally opposing 
exterior Surfaces, 

Said end Segment being positioned within Said opening So 
that the opposing exterior Surfaces thereof are disposed 
adjacent to the opposing interior Surfaces of Said inter 
mediate Segment and to the Weld opening, and 

welding material being disposed in bond forming relation 
between a peripheral edge portion of the Weld opening 
and the adjacent exterior Surface of the intermediate 
Segment, thus fixing Said first and Second members 
together. 

32. A vehicle Space frame joint as defined in claim 31, 
wherein the first and second wall portions of the interme 
diate Segment and the first and Second wall portions of the 
end Segment are generally planar and parallel. 

33. A method of forming a Space frame joint, comprising: 
hydroforming a first blank having a first tubular metallic 

wall so as to outwardly deform the first wall into a 
predetermined exterior Surface configuration deter 
mined by the engagement of the first wall with die 
surfaces of a first die assembly to form a first tubular 
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hydroformed member, said first tubular member 
including a first end Segment having spaced generally 
opposing first and Second wall portions and first and 
Second connecting wall portions extending therebe 
tween, Said first and Second wall portions providing 
Spaced generally opposing interior Surfaces along Said 
first end Segment; 

hydroforming a Second blank having a Second tubular 
metallic wall so as to outwardly deform the second wall 
into a predetermined exterior Surface configuration 
determined by the engagement of the Second wall with 
die Surfaces of a Second die assembly to form a Second 
elongated tubular hydroformed member, Said Second 
member including a Second end Segment having Spaced 
generally opposing first and Second wall portions and 
first and Second connecting wall portions extending 
therebetween, Said first and Second wall portions of 
Said Second end Segment providing Spaced generally 
opposing exterior Surfaces and Said Second end Seg 
ment having a terminal edge Surface; 

cutting and removing a Section of the first connecting wall 
portion of the first end Segment to form a notch in the 
first end Segment; 

positioning the first and Second memberS Such that the 
Second end Segment extends through said notch in the 
first end Segment So that the interior Surfaces of the first 
end Segment are adjacent to the exterior Surfaces of the 
Second end Segment and So that Said terminal edge 
Surface of Said Second end Segment engages Said Sec 
ond connecting wall portion of Said first end Segment; 
and 

welding the first and Second wall portions of Said Second 
end Segment to Said first and Second wall portions of 
Said first end Segment. 

34. A method of forming a Space frame joint as defined in 
claim 33 further comprising welding the first connecting 
wall portion of the Second end Segment to an edge on the first 
connecting wall portion formed by Said cutting. 

35. A method of forming a Space frame joint as defined in 
claim 34 wherein the first and second wall portions of the 
first end Segment and the interior Surfaces defined thereby 
and the first and Second wall portions of the Second end 
Segment and the exterior Surfaces formed thereby are gen 
erally parallel and planar. 

36. A method of forming a Space frame joint as defined in 
claim 35, further comprising welding Said terminal edge 
Surface of Said Second end Segment to Said Second connect 
ing wall portion of Said first end Segment. 

37. A method of forming a Space frame joint as defined in 
claim 36 wherein the first and Second connecting wall 
portions of the first end Segment and the first and Second 
connecting wall portions of the Second end Segment are 
generally planar and parallel. 

38. A vehicle Space frame joint, comprising: 
a first Space frame Structure in the form of an elongated 

tubular hydroformed first member defined by a first 
irregularly outwardly deformed metallic wall fixed into 
a predetermined irregular exterior Surface configura 
tion; 

a Second, interSecting Space frame Structure in the form of 
an elongated tubular hydroformed Second member 
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defined by a Second irregularly outwardly deformed 
metallic wall fixed into a predetermined irregular eXte 
rior Surface configuration; 

Said first member including a first end Segment having 
Spaced generally opposing first and Second wall por 
tions and a connecting wall extending therebetween, 
Said first and Second wall portions providing Spaced 
generally opposing interior Surfaces along Said first end 
Segment, Said first end Segment having an opening 
opposite Said connecting wall; 

Said Second member including a Second end Segment 
having spaced generally opposing first and Second wall 
portions and first and Second connecting wall portions 
extending therebetween, Said first and Second wall 
portions of Said Second and Segment providing Spaced 
generally opposing exterior Surfaces and Said Second 
end Segment having a terminal opening defined by a 
terminal edge Surface; 

the first and second wall portions of each of the first and 
Second end Segments being constructed and arranged 
Such that the Second end Segment is received through 
Said opening and disposed between the first and Second 
wall portions of the first end Segment, and Said first end 
Segment interior Surfaces and Said Second end Segment 
exterior Surfaces are in adjacent relation; and 

welding material being disposed in bond forming relation 
between the first and second wall portions of the second 
end segment and the first and second wall portions of 
the first end Segment. 

39. A method of forming a space frame for a motor 
vehicle, Said method comprising: 

forming a pair of upper longitudinal members and a 
U-shaped croSS member by hydroforming, wherein an 
angularly shaped tubular metallic blank is placed into a 
die assembly having die Surfaces defining a die cavity, 
and pressurized fluid is provided into an interior of Said 
blank So as to expand Said blank into conformity with 
Said die Surfaces, 

each upper longitudinal hydroformed member including a 
pillar forming portion and a longitudinally extending 
portion, Said hydroformed croSS member including a 
croSS portion and leg portions extending from junctures 
at each end of the croSS portion, 

the longitudinally extending portion of each upper longi 
tudinal hydroformed member and each juncture of the 
hydroformed croSS member each including a Segment 
that defines an exterior Surface portion; 

providing a pair of Side rail Structures, and 

assembling Said Side rail Structures with Said hydroformed 
members So that (a) the pillar forming portion of each 
upper longitudinal hydroformed member is connected 
to and forms a pillar structure on a respective side rail 
Structure, (b) the leg portions of the hydroformed cross 
member are each connected to a respective Side rail 
Structure and extend upwardly therefrom to provide one 
of a pair of intermediate pillars, and (c) the cross 
portion of the hydroformed croSS member connects Said 
Side rail structures in laterally spaced relation, 
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positioning the upper longitudinal hydroformed members 
and the hydroformed cross member such that the exte 
rior Surface portion of each upper longitudinal member 
and the exterior Surface portion of the associated junc 
ture are in abutting relation; and 

welding Said abutting Surface portions to fixedly Secure 
the longitudinally extending portion of each upper 
longitudinal member to the associated juncture of the 
croSS member. 

40. A method as defined in claim 39 wherein said pillar 
forming portions of Said upper longitudinal members define 
the A pillars on the Side rail Structures. 

41. A method as defined in claim 40 wherein the longi 
tudinally extending portion of each upper longitudinal mem 
ber is in overlying relation with the associated juncture of 
the croSS member. 

42. A method as defined in claim 40 wherein each juncture 
of the cross member is in overlying relation with the 
longitudinally extending portion of the associated upper 
longitudinal member. 

43. A method as defined in claim 41 wherein the exterior 
Surface portions of each upper longitudinal member and of 
each juncture are planar. 

44. A Space frame for a motor vehicle, comprising, 
a pair of tubular hydroformed upper longitudinal mem 

bers, each being defined by an irregularly outwardly 
deformed metallic wall fixed into a predetermined 
irregular exterior Surface configuration and each having 
a pillar forming portion and a longitudinally extending 
portion; 

a tubular hydroformed cross member defined by an 
irregularly outwardly deformed metallic wall fixed into 
a predetermined irregular exterior Surface configuration 
and having a croSS portion and a pair of leg portions 
extending from junctures at each end of the croSS 
portion; 

the longitudinally extending portion of each upper longi 
tudinal member and each juncture of the croSS member 
each including a Segment that defines an exterior Sur 
face portion; 

a pair of longitudinally extending, laterally Spaced Side 
rail Structures, 

the side rail structures and the hydroformed members 
being assembled Such that the pillar forming portion of 
each upper longitudinal member is connected to and 
forms a pillar on a respective side rail Structure, the leg 
portions of the croSS member are each connected to a 
respective side rail Structure and extend upwardly 
therefrom to provide one of a pair of intermediate pillar 
Structures and the croSS portion of the croSS member 
connects the pair of Side rail Structures in laterally 
Spaced relation, 

the upper longitudinal members and the croSS member 
being assembled together Such that the exterior Surface 
portion of each upper longitudinal member and the 
exterior Surface portion of the associated juncture are in 
abutting relation; and 

welding material disposed in bonding relation between 
each pair of abutting Surface portions to fixedly Secure 
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the longitudinally extending portion of each upper 
longitudinal member to the associated juncture of the 
croSS member. 

45. A method as defined in claim 44 wherein said pillar 
forming portions of Said upper longitudinal members define 
the A pillars on the Side rail Structures. 

46. A method as defined in claim 45 wherein the longi 
tudinally extending portion of each upper longitudinal mem 
ber is in overlying relation with the associated juncture of 
the croSS member. 
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47. A method as defined in claim 46 wherein each juncture 
of the cross member is in overlying relation with the 
longitudinally extending portion of the associated upper 
longitudinal member. 

48. A method as defined in claim 46 wherein the exterior 
Surface portions of each upper longitudinal member and of 
each juncture are planar. 


