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to all tufton, it nail? concern. 
Be it known that I, WALTER J. COX, of 

Wichita, in the county of Sedgwick and State 
of Kansas, have invented certain new and use 
ful Improvements in Window - Shades, of 
which the following is a full, clear, and exact 
description. 
This invention relates to certain new and 

useful improvements in window-shades, in 
which a shade is used for the upper part of 
the window and another shade for the lower 
part, whereby the shades can be adjusted more 
easily, less space is required for the shades, 
and no light can pass in between the shades. 
The invention consists in the construction 

and combination of parts and details, as will 
be fully set forth and described hereinafter. 

Reference is to be had to the accompanying 
drawings, forming part of this specification, 
in which similar letters of reference indicate 
corresponding parts in both the figures. 

Figure J is a front view of a window pro 
vided with my improved window-shades, parts 
being broken out. Fig. 2 is a cross-sectional 
elevation of the same on the linea: ac, Fig. 1. 
Two bracket-pieces, A, are secured on the 

window-frame B-one at each side-and are 
united at the top by a cross-piece, B. In the 
lower part of the bracket-pieces A two shade 
rollers, D and E, are journaled, the roller D 
being above the roller E and slightly behind 
the Same. 
The bracket-pieces Aare each provided near 
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theirlower ends with upwardly-curved notches 
A, for receiving the end pivots of the lower 
roller, E, the pivots being held in place by the 
tension of the cord, as Will be described here 
inafter. Said roller E can be removed after 
the cords have been detached. 

4o A window-shade, F, is secured on the roller 
iD, and a shade, G, is secured on the roller E. 
The roller D is provided on one end with a 

grooved pulley, H., outside of the bracket 
piece, and on said roller a cord, J, is wound, 
which is passed through eyes K I on the edge 
of one bracket-piece A, then extends downward 
and has a weight, L, Secured on its end, which 
weight balances the shade F, which hangs 
down from the back of the upper roller, D, 

5o and down behind the lower roller, E. 
To the shade G on the roller E a cord, M., 
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is secured on each corner, and the said cords 
are passed through apertures N in the upper 
parts of the bracket-pieces, then extend down 
ward on the outer sides of the bracket-pieces, ; 
and have their lower ends secured to conoidal 
grooved rollers P on the ends of the roller E. 
To lower the shade F, the end of the cord J 

is lifted, thus permitting the shade to unwind 
from its roller ID under the action of the 
weight of said shade. To raise the shade F, 
the weighted end of the cord J is pulled down, 
whereby the roller is revolved in such a man 
ner as to wind the shade on said roller. 
If desired, the shade F can be pulled down 

by means of a tassel, loop, or cord secured to 
the bottom of said shade, and the upper roll 
er, D, on which the lower shade is secured, 
may be a spring-roller. 
To raise the upper shade, G, the outer part 7o 

of either cord M is pulled down, to cause the 
inner parts of the cords MI to pull the shade 
up. As the shade is unwound from the roller 
E, the cords Mare wound on the pulleys P. 
To lower the upper shade the outer part of 75 

either cord M is moved upward, whereby the 
roller E is revolved in such a manner as to 
wind the shade on said roller E. 

I am aware that two curtailslave been used 
to a window, each adapted to be wound on a 8o 
roller arranged at about the middle of the 
window, and provided with conoidal-shaped 
rollers, upon which the cords attached to the 
curtains are adapted to be wound, and I there 
fore do not claim Such invention. 
Having thus described my invention, what I 

claim as new, and desire to Secure by Letters 
Patent, is 

1. The combination, with two bracket-pieces 
at the sides of the window, of two shade-roll-go 
ers journaled in the same, one roller being 
slightly above the other, and the upper roller 
being slightly back of the lower roller, of a 
shade secured to the lower l'oller and extend 
ing upward in front of the upper roller and 
a shade secured to the upper roller and hang 
ing down behind the lower roller. substan 
tially as herein shown and described. 

2. The combination, with two bracket-pieces, 
A, having notches A*, of the roller E, having 
its pivots passed into the notches, the roller 
D, journaled in said bracket-pieces above and 
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slightly behind the roller E, and shades se- of the roller D, passed through eyes on one 
cured to said rollers D E, substantially as bracket-piece, and a weight on the lower end of 
herein shown and described. the cord J, substantially as herein shown and 

3. The combination, with the bracket-pieces described. 
A, of the shade-rollers DE, the shades F and 5 

AT G on the same, the cords M, secured to the WALTER J. COX. 
shade G, passed through apertures in the up- Witnesses: 
per parts of the bracket-pieces and to con- ROBT. M. PIATT, 
oidal pulleys on the ends of the roller E, and HENRY FELLOWs, 

Io the cord J, secured to a pulley on one end WM. MATHEWSON. 

  


