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Zo all whom it may concern. 
Be it known that I, STEPHEN LEROY KEN 

NEDY, a citizen of the United States, resid: 
ing at Beloit, in the county of Rock and 
State of Wisconsin, have invented certain 
new and useful Improvements in Safety 
Baby-Harness, of which the following is a 
a specification, reference being had to the accompanying drawings. 
This invention relates to an improved 

safety baby harness. 
It is a well known fact that infants, when 

sitting up in the carriage or in the crib, or 
freely endeavoring to rise up or climb-out 
of the crib, carriage or high-chair, or to 
change from sitting posture. Very often 
babies receive knocks and bruises, sometimes 
otherwise injured in such endeavors, par 
ticularly when they are not under the watch 
ful eye of the mother. 
Therefore, the present invention aims to 

provide a safety baby harness, to retain the 
baby or infant in the position it is placed, 
and to prevent excessive reaching or lurch 
ing forward or laterally, particularly to such 
an extent as would cause the infant or baby 
to fall out of the carriage or high-chair. 
In order to accomplish this result, the im 

proved baby harness is provided, having 
straps engaging over the shoulders of the 
baby, and a transverse strap or piece con 
necting the rear ends of the shoulder straps, 
this latter strap having an adjustable con 
nection with the forward lower ends of the 
shoulder straps, which adjustable strap con 
nections are provided with detachable mem 
bers, to hold the harness in engagement with 
the body of the baby or infant, there being 
means on the side of the harness to engage 
the side rails of the crib or chair, carriage 
or the like. 
Another feature of the invention is the 

provision of a transverse strap connecting 
the rear part of the shoulder straps, so that 
together with the first transverse strap, a 
firm back brace or strap frame is provided, 
so as to reinforce the back of the infant or 
baby when in a sitting posture. 
While the design and construction at pres 

ent illustrated and set forth is deemed pref 
erable, its is obvious that as a result of a 
reduction of the invention to a more practi 
cal form for commercial purposes, the in 
vention may be susceptible to changes, and 
the right to these changes is claimed, pro 

vided they are comprehended within the 
Scope of what is claimed. 
The invention comprises further features 

and combination of parts, as will be here 60 
inafter set forth, shown in the drawings 
and claimed. 
In the drawings: 
Figure 1 is a perspective view of theim 

proved safety baby harness constructed in 
accordance with the invention, and showing 
the same applied. 

Fig. 2 is an enlarged detail perspective 
view of the harness detached. 

Referring to the drawings, 1 and 2 desig 
nate a pair of shoulder straps, the end por 
tions 3 of which extend downwardly in con 
tact with the back of the baby or infant. 
Riveted to the terminals of the end portion 
3, as at 4, is a strap 5. This strap extends 
across the lower part of the back of the baby 
or infant, and its ends are provided with 
7. The forward and lower ends of the 
shoulder straps have riveted thereto as at 
9 straps 8. The forward end of one of the 
straps 9 has a ring 10, the forward end of 
the other strap 9 is provided with a strap 
hook 11, to be engaged by the ring 10. The 
rear portions of the straps 9 are bent upon 
themselves as shown, to provide the loops 13, 
which engage the coupling links 7. The 
straps 9 are provided with buckles 14, so as 
to adjust the length of the loops 13, so as to 
increase or decrease the size of the harness, 
that is in circumference. Suitable anchor 
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ing straps 15 are provided, and these straps 
15 have buckles 16, for increasing or decreas 
ing the size of the loops that may be formed 
by the straps 15. These straps 15 also carry 
snap hooks 17, to engage the coupling links, 
in the application of the baby harness, it is 
disposed so that the head of the baby or 
infant engages between the shoulder straps, 
the shoulder straps engaging the shoulders, 
while their rear portions extend down 
wardly at the rear of the back of the baby or 
infant. In order to apply the baby harness, 
the Snap hookin the front is opened, and the 
arms of the baby or infant are inserted 
through the harness, as may be obvious, 
owing to the disclosure in Fig.1, and after 
which the snap hook in front is re&ngaged 
with the ring. The loops formed by the 
straps 15 are then engaged with the sides of 
the baby carriage, high-chair, crib or the 
like, thereby preventing the baby or infant 
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from lurching in various directions, and con sequently avoiding injury to the baby or in 
fant. It will be noted that the rear parts of 
the shoulder straps 1 and 2 have riveted 
thereto in a transverse position, a reinforc 
ing or bracing strap, 18, which lies across 
the shoulder blades of the baby or infant, 
thereby not only F. a frame at the 
rear of the back of the baby, or infant, but 
also reinforcing the baby or infant in its sit 
ting posture, and also acting to hold the 
shoulder straps on the shoulders of the baby 
or infant. 
The various strips, pieces or straps used in 

the construction of this baby harness may be 
made of any suitable material, either fabric, 
such as canvas or the like, or leather or any 
other material, thereby falling within the 
scope of what is claimed. The invention having been set forth, what 
is claimed as new and useful is: 

1. In a safety baby harness, the combina 
tion with a back brace frame having shoul 
der straps engaging over the shoulders of the 
baby, adjustable connections at the sides of 
the harness between the lower rear part of 
the back brace frame and the forward lower 
ends of the shoulder straps, whereby the for 
ward lower ends of the shoulders straps re main uniformly spaced, said adjustable con 
nections having adjustable connections with 
the sides of a baby carriage or high-chair or 
the like to hold the safety baby harness in 
position, the forward ends of the said ad 
justable connections having detachable con 
nections, whereby the baby harness may be 
easily applied and removed. 

2. In a safety baby harness, the combina 
tion with shoulder pieces adapted to extend 
downwardly in front and downwardly at 
the back of the wearer, of a waist piece con 
necting the lower terminals of the front and 
back parts of the shoulderpieces and having 
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its adjacent ends provided with separable 
connecting means, a transverse piece con 
necting portions of the back parts of the 
shoulder pieces, the sides of the waist piece 
between the front and back ends of the 
shoulder pieces having separable adjustable 
connections, whereby the waist piece may be 
adjusted without changing the positions of 
the front and back ends of the shoulder 
pieces respectively relatively to each other, 
and means connected to the separable ad 
justable connections of the waist piece, for 
connection with the opposite sides of a baby 
carriage body or the arms of a high-chair. 

3. In a safety baby harness, the combina 
tion with shoulder pieces adapted to extend 
downwardly in front and downwardly at 
the back of the wearer, of a waist piece, com 
prising a back part fixedly connected to the 
lower terminals of the back parts of the 
shoulder pieces, and forward front parts 
permanently attached to the lower forward 
ends of the shoulder pieces, separable adjust 
able connections between the adjacent ends 
of the front and back parts of the waistpiece 
at the sides of the harness, whereby the waist 
piece may be adjusted in size, and yet main 
taining the forward and rear lower ends of 
the shoulder pieces uniformly spaced respec 
tively relatively to each other, and means 
carried by the side parts of the Waist piece 
for connection to the opposite sides of a 
baby carriage body or the arms of a high 
chair, the upper portions of the back parts of 
the shoulderpieces having a permanent con 
necting means, to insure holding the shoul 
der pieces uniformly spaced. 
In testimony whereof I hereunto affix my 

signature in the presence of two witnesses. 
STEPHEN LEROY KENNEDY. 

Witnesses: 
Mrs. ORAL.GATEs, 
Mrs. F. N. GRAHAM. 
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