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AUTOMATIC IDENTIFYING 

RELATED APPLICATION 

0001. This application is a continuation of U.S. patent 
application Ser. No. 11/936,991 filed Nov. 8, 2007, entitled 
“Automatic Identifying, the disclosure of which is hereby 
incorporated herein by reference. 

TECHNICAL FIELD OF THE INVENTION 

0002 The invention relates generally to processing infor 
mation and, more particularly, to automatically identifying or 
tagging information of interest. 

DESCRIPTION OF RELATED ART 

0003 Communication devices, such as mobile terminals, 
may be used by individuals for communicating with users of 
other communication devices. For example, a communica 
tion device may be used to place and receive calls and to send 
and receive text messages. Communication devices now 
often include additional features, such as cameras, that allow 
the user to take pictures and/or videos. 

SUMMARY 

0004. According to a first aspect, a method in a device 
comprises storing a picture or video, the picture or video 
including at least a first person and automatically identifying 
the first person using at least one of speaker recognition or 
image recognition. The method also includes tagging the 
picture or video with information indicating that the first 
person is in the picture or video. 
0005 Additionally, the method may include storing the 
picture or video with a group of pictures or videos associated 
with the first person. 
0006 Additionally, the method may include providing an 
interface associated with retrieving pictures stored in the 
device, receiving a selection via the interface, the selection 
identifying a second person, retrieving a plurality of pictures 
associated with the second person based on the selection, and 
displaying the plurality of pictures. 
0007 Additionally, the method may include storing voice 
related information associated with the first person, and the 
identifying the first person may include identifying the first 
person by comparing received Voice input from the first per 
son to the stored voice related information associated with the 
first person. 
0008. Additionally, the method may include storing image 
information associated with a plurality of people, and the 
identifying the first person may include comparing the picture 
or video to the stored image information associated with the 
plurality of people, and identifying the first person based on 
the comparing. 
0009. Additionally, the method may include identifying 
an electronic mail address associated with the first person, 
and automatically sending the picture or video to the elec 
tronic mail address associated with the first person. 
0010 Additionally, the method may include storing 
unique words Voiced by the first person, and the identifying 
the first person may include identifying the first person based 
on receipt of one of the unique words. 
0011 Additionally, the method may further include stor 
ing voice information associated with a plurality of people, 
storing image information associated with at least some of the 
plurality of people, storing a plurality of pictures, identifying 
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people in at least some of the plurality of pictures using the 
stored image information, identifying people present when at 
least some of the plurality of pictures were taken using the 
stored Voice information, and tagging the at least Some of the 
plurality of pictures with identification information corre 
sponding to the identified people. 
0012. According to another aspect, a computer-readable 
medium having stored sequences of instructions may be pro 
vided. The instructions, when executed by at least one pro 
cessor, cause the at least one processor to access a picture 
including at least a first person, identify the first person using 
image recognition and display the picture with information 
identifying the first person. 
0013 Additionally, the computer-readable medium may 
include instructions for causing the at least one processor to 
tag the picture with information indicating that the first per 
son is in the picture. 
0014. Additionally, the computer-readable medium may 
include instructions for causing the at least one processor to 
sort the picture based on the tag. 
0015. Additionally, the computer-readable medium may 
include instructions for causing the at least one processor to 
display the information identifying the first person for a 
period of time and remove the information in the picture 
identifying the first person after the period of time. 
0016. Additionally, the computer-readable medium may 
include instructions for causing the at least one processor to 
provide an interface for accessing stored pictures, the inter 
face including a plurality of names. The instructions may also 
cause the at least one processor to retrieve, in response to 
selection of a first one of the plurality names, pictures asso 
ciated with the first name. 
0017 Additionally, the computer-readable medium may 
include instructions for causing the at least one processor to 
automatically signal a messaging program to transmit the 
picture to an electronic mail address associated with the first 
person. 
0018. Additionally, the computer-readable medium may 
include instructions for causing the at least one processor to 
identify a plurality of people present when the picture was 
taken, and signal a messaging program to transmit the picture 
to electronic mail addresses associated with the plurality of 
people. 
0019. Additionally, computer-readable medium may 
include instructions for causing the at least one processor to 
identify at least one other person in the picture using Voice 
recognition. 
0020. According to a further aspect, a device including a 
memory, a camera and processing logic is provided. The 
camera is configured to take a picture including at least a first 
person, and store the picture in the memory. The processing 
logic is configured to identify the first person using at least 
one of speaker recognition or image recognition. 
0021 Additionally, the processing logic may be further 
configured to store a tag with the picture or a link to the tag in 
the memory, the tag identifying the first person. 
0022. Additionally, the device may include a display. The 
processing logic may be further configured to receive a selec 
tion identifying the first person, and display the picture via the 
display, the display including information identifying the first 
person. 
0023. Additionally, the processing logic may be config 
ured to provide an input interface to a user of the device, the 
input interface being configured to allow a user to select a 
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name or label associated with the first person, and retrieve, in 
response to selection of the name or label, a plurality of 
pictures associated with the first person. 
0024. Additionally, the processing logic may include 
speaker recognition logic configured to receive Voice input 
from the first person, and identify the first person using 
speaker recognition. 
0025. Additionally, the processing logic may include per 
son identifier logic configured to store image related infor 
mation associated with a plurality of people in a database, and 
identify the first person based on the stored image related 
information. 
0026. Additionally, the processing logic may be further 
configured to identify parties in pictures using information 
stored in the database. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0027. Reference is made to the attached drawings, 
wherein elements having the same reference number desig 
nation may represent like elements throughout. 
0028 FIG. 1 is a diagram of an exemplary system in which 
methods and systems described herein may be implemented; 
0029 FIG. 2 is a diagram of a communication device of 
FIG. 1 according to an exemplary implementation; 
0030 FIG. 3 is a functional block diagram of components 
implemented in the communication device of FIG. 2 accord 
ing to an exemplary implementation; 
0031 FIG. 4 is a functional block diagram of components 
implemented in the communication device of FIG.3 accord 
ing to an exemplary implementation; 
0032 FIG.5 is an exemplary database implemented in one 
of the components illustrated in FIG. 4; 
0033 FIGS. 6 and 7 are flow diagrams illustrating exem 
plary processing by the communication device of FIG. 1; and 
0034 FIG. 8 is an exemplary user interface provided by 
the organizer program of FIG. 4. 

DETAILED DESCRIPTION 

0035. The following detailed description of the invention 
refers to the accompanying drawings. The same reference 
numbers in different drawings identify the same or similar 
elements. Also, the following detailed description does not 
limit the invention. Instead, the scope of the invention is 
defined by the appended claims and equivalents. 

Exemplary System 

0036 FIG. 1 is a diagram of an exemplary system 100 in 
which methods and systems described herein may be imple 
mented. System 100 may include communication devices 
110 and 120 and server 130 connected via network 140. The 
exemplary configuration illustrated in FIG. 1 is provided for 
simplicity. It should be understood that a typical system may 
include more or fewer devices than illustrated in FIG. 1. In 
addition, other devices that facilitate communications 
between the various entities illustrated in FIG.1 may also be 
included in system 100. 
0037 Communication devices 110 and 120 may each 
include any type of conventional device that is able to com 
municate via a network. For example, communication 
devices 110 and 120 may include any type of device that is 
capable of transmitting and receiving data (e.g., voice, text, 
images, multi-media data) to/from network 140. In an exem 
plary implementation, one or both of communication devices 
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110 and 120 may be a mobile terminal. As used herein, the 
term “mobile terminal may include a cellular radiotelephone 
with or without a multi-line display; a Personal Communica 
tions System (PCS) terminal that may combine a cellular 
radiotelephone with data processing, facsimile and data com 
munications capabilities; a personal digital assistant (PDA) 
that can include a radiotelephone, pager, Internet/Intranet 
access, Web browser, organizer, calendar and/or a global 
positioning system (GPS) receiver, a portable game and/or 
music playing device; and/or a conventional laptop and/or 
palmtop receiver or other appliance that includes a radiotele 
phone transceiver. Mobile terminals may also be referred to as 
"pervasive computing devices. 
0038. In an alternative implementation, one or both of 
communication devices 110 and 120 may include any client 
device. Such as a personal computer (PC), a laptop computer, 
a PDA, a web-based appliance, etc., that is able to transmit 
and receive data via network 140. 

0039. Server 130 may include any server/computing 
device that is able to connect to network 140 and transmit and 
receive data via network 140. Server 130 may be associated 
with a service provider that provides communication-related 
services for communication devices 110 and/or 120. 

0040 Communication devices 110 and 120 may commu 
nicate with each other over network 140 via wired, wirelessor 
optical connections. Communication devices 110 and 120 
may also communicate with server 130 over network 140 via 
wired, wireless or optical connections. 
0041 Network 140 may include one or more networks 
including a cellular network, a satellite network, the Internet, 
a telephone network, such as the Public Switched Telephone 
Network (PSTN), a metropolitan area network (MAN), a 
wide area network (WAN), a local area network (LAN), a 
mesh network, or another type of network. In an exemplary 
implementation, network 140 may include a cellular network 
that uses components for transmitting data to and from com 
munication devices 110 and 120 and server 130. Such com 
ponents may include base station antennas (not shown) that 
transmit and receive data from communication devices within 
their vicinity. Such components may also include base sta 
tions (not shown) that connect to the base station antennas and 
communicate with other devices. Such as Switches and routers 
(not shown) in accordance with known techniques. 
0042 FIG. 2 is a diagram of an exemplary communication 
device 110 in which methods and systems described herein 
may be implemented. Aspects of the invention are described 
herein in the context of a communication device. It should 
also be understood that systems and methods described 
herein may also be implemented in other devices that allow 
users to store information, such as pictures or videos, with or 
without including various other communication functional 
ity. For example, communication device 110 may include a 
Video or still image camera, a personal computer (PC), a 
laptop computer, a PDA, a media playing device (e.g., an 
MPEG audio layer 3 (MP3) player, a video game playing 
device), etc., that may not include various communication 
functionality for communicating with other devices. 
0043 Referring to FIG.2, communication device 110 may 
include housing 210, speaker 220, display 230, control but 
tons 240, keypad 250, microphone 260 and camera 270. 
Housing 210 may protect the components of communication 
device 110 from outside elements. Speaker 220 may provide 
audible information to a user of communication device 110. 
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0044) Display 230 may provide visual information to the 
user. For example, display 230 may provide information 
regarding incoming or outgoing telephone calls and/or 
incoming or outgoing electronic mail (e-mail), instant mes 
sages, short message service (SMS) messages, etc. Display 
230 may also display images associated with camera 270. For 
example, display 230 may display images currently focused 
on by a lens or view finder of camera 270. Display 230 may 
also be used to display pictures or videos taken by camera 270 
and/or received by communication device 110. Display 230 
may further display information regarding various applica 
tions executed by communication device 110. Such as a phone 
book/contact list program, a calendar, an organizer applica 
tion used to organize, for example, pictures/videos as 
described in detail below, as well as other applications. Dis 
play 230 may also display the current time, video games 
being played by a user, downloaded content (e.g., news or 
other information), etc. 
0045 Control buttons 240 may permit the user to interact 
with communication device 110 to cause communication 
device 110 to perform one or more operations, such as place 
a telephone call, play various media, etc. For example, control 
buttons 240 may include a dial button, hang up button, play 
button, etc. Control buttons 240 may also include one or more 
control buttons for activating and/or controlling camera 270 
and/or controlling an accessory associated with camera 270, 
Such as a lens cover, shutter button, etc. In an exemplary 
implementation, control buttons 240 may also include one or 
more buttons that controls various settings associated with 
display 230. For example, one of control buttons 240 may be 
used to launch an organizer application program that may be 
used to organize pictures/videos. Further, one of control but 
tons 240 may be a menu button that permits the user to view 
options associated with executing various application pro 
grams stored in communication device 110. 
0046 Keypad 250 may include a standard telephone key 
pad used to enter numbers and/or text. Other types of input 
devices may also be provided. For example, in other imple 
mentations, a touch screen may be provided to enter informa 
tion. In still other implementations, a speech-to-text engine or 
other devices may be used to input information to communi 
cation device 110. 
0047 Microphone 260 may receive audible information 
from the user and from other parties in the vicinity of com 
munication device 110. Audible information received via 
microphone 260 may be used to identify particular parties, as 
described in detail below. 

0048 Camera 270 may include conventional camera ele 
ments that enable communication device 110 to take pictures 
and/or videos. Camera 270 may store the pictures/videos in 
communication device 110 and/or other possibly remote 
locations. Camera 270 may also communicate with process 
ing logic within communication device 110 to control various 
aspects with respect to taking pictures and storing pictures, as 
described in detail below. 
0049 FIG.3 is a diagram illustrating components of com 
munication device 110 according to an exemplary implemen 
tation. Communication device 110 may include bus 310, pro 
cessing logic 320, memory 330, input device 340, output 
device 350, power supply 360 and communication interface 
370. Bus 310 permits communication among the components 
of communication device 110. One skilled in the art would 
recognize that communication device 110 may be configured 
in a number of other ways and may include other or different 
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elements. For example, communication device 110 may 
include one or more modulators, demodulators, encoders, 
decoders, etc., for processing data. 
0050 Processing logic 320 may include a processor, 
microprocessor, an application specific integrated circuit 
(ASIC), field programmable gate array (FPGA) or the like. 
Processing logic 320 may execute Software instructions/pro 
grams or data structures to control operation of communica 
tion device 110. 
0051 Memory 330 may include a random access memory 
(RAM) or another type of dynamic storage device that stores 
information and instructions for execution by processing 
logic 320; a read only memory (ROM) or another type of 
static storage device that stores static information and instruc 
tions for use by processing logic 320; a flash memory (e.g., an 
electrically erasable programmable read only memory (EE 
PROM)) device for storing information and instructions; and/ 
or some other type of magnetic or optical recording medium 
and its corresponding drive. Memory 330 may also be used to 
store temporary variables or other intermediate information 
during execution of instructions by processing logic 320. 
Instructions used by processing logic 320 may also, or alter 
natively, be stored in another type of computer-readable 
medium accessible by processing logic 320. 
0.052 Input device 340 may include mechanisms that per 
mit an operator to input information to communication device 
110, such as microphone 260, keypad 250, control buttons 
240, a keyboard, a gesture-based device, an optical character 
recognition (OCR) based device, a joystick, a virtual key 
board, a speech-to-text engine, a mouse, a pen, Voice recog 
nition and/or biometric mechanisms, etc. 
0053. Output device 350 may include one or more mecha 
nisms that output information to the user, including a display, 
Such as display 230, a printer, one or more speakers, such as 
speaker 220, etc. Power supply 360 may include one or more 
batteries or other power Source components used to Supply 
power to components of communication device 110. 
0054 Communication interface 370 may include any 
transceiver-like mechanism that enables communication 
device 110 to communicate with other devices and/or sys 
tems. For example, communication interface 370 may 
include a modem oran Ethernet interface to a LAN. Commu 
nication interface 370 may also include mechanisms for com 
municating via a network, Such as a wireless network (e.g., 
network 140). For example, communication interface 370 
may include one or more radio frequency (RF) transmitters, 
receivers and/or transceivers and one or more antennas for 
transmitting and receiving RF data via network 140. 
0055 Communication device 110 may provide a platform 
for a user to place and receive telephone calls, send and 
receive electronic mail, text messages, multi-media mes 
sages, short message service (SMS) messages, take and 
receive pictures/videos, and execute various other applica 
tions. Communication device 110, as described in detail 
below, may also perform processing associated with auto 
matically tagging and/or organizing information, Such as pic 
tures and videos. Communication device 110 may perform 
these operations in response to processing logic 320 execut 
ing sequences of instructions contained in a computer-read 
able medium, such as memory 330. Such instructions may be 
read into memory 330 from another computer-readable 
medium via, for example, communication interface 370. A 
computer-readable medium may include one or more 
memory devices. In alternative embodiments, hard-wired cir 
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cuitry may be used in place of or in combination with Soft 
ware instructions to implement processes consistent with the 
invention. Thus, implementations described herein are not 
limited to any specific combination of hardware circuitry and 
software. 

0056 FIG. 4 is an exemplary functional block diagram of 
components implemented in communication device 110 of 
FIG. 3, such as in memory 330. Referring to FIG.4, memory 
330 may include an organizer program 410 that includes 
speaker identifier 420, person identifier 430, database 440, 
matching logic 450 and organizer logic 460. Speaker identi 
fier 420, person identifier 430, database 440, matching logic 
450 and organizer logic 460 are shown in FIG. 4 as being 
included in organizer program 410. In alternative implemen 
tations, these components or a portion of these components 
may be located externally with respect to organizer program 
410. For example, in Some implementations, one or more of 
these components may be executed by other application pro 
grams stored in communication device 110. Such as in a 
messaging program. In still other implementations, one or 
more of these components may be located externally with 
respect to communication device 110. For example, one or 
more of these components could be executed by server 130 
(FIG. 1). In addition, the components in FIG. 4 are illustrated 
as discrete components. In other implementations, the func 
tions described below as being performed by one or more of 
these components may be performed by a single component 
and/or the functions described as being formed by one of 
these components may be performed by another component. 
0057 Speaker identifier 420 may include logic used to 
extract various voice-related information and speech patterns 
associated with a number of different people. For example, 
speaker identifier 420 may extract acoustic patterns, fre 
quency information, and other information associated with a 
person's speech. Speaker identifier 420 may also extract 
learned behavioral patterns associated with a person's speech, 
Such as speaking style (e.g., grammar, dialect, accent, etc), 
speech patterns, pitch, etc. Speaker identifier 420 may use this 
information to create a voiceprint or model that may be stored 
in database 440. The term “voiceprint’ as used herein should 
be construed to include any characteristic or set of character 
istics associated with a human Voice that may be used to 
identify an individual. In this case, the Voiceprints stored in 
database 440 may be used to identify various parties when 
they speak and to tag pictures/videos with labels, as described 
in detail below. 

0058 Person identifier 430 may include logic to extract an 
image of a person's face and/or head and store the image or 
image-related information in database 440. Person identifier 
430 may operate when camera 270 is activated. For example 
person identifier 430 may attempt to match images focused 
on by camera 270 with image information stored in database 
440. Person identifier 430 may also operate to match images 
in stored pictures with image information stored in database 
440. Person identifier 430 may further operate during a video 
call from communication device 110 to a party at another 
communication device (e.g., communication device 120). For 
example, person identifier 430 may extract an image of the 
called party's face displayed on the display screen of com 
munication device 110 during the video call and store this 
image or image-related information associated with the 
called party's face in an entry in database 440 associated with 
the particular person. For example, person identifier 430 may 
identify the called party based on contact information for the 
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called party stored in a messaging program executed by com 
munication device 110, as described in more detail below. 
Person identifier 430 may then store the image information in 
an entry corresponding to the called party in database 440. 
This image information may then be used to identify the 
person at a later time. 
0059. In some implementations, person identifier 430 may 
detect a face by using blink detection. For example, if the 
called party is in a room with a lot of objects, a face may be 
detecting by detecting a blinking pattern associated with the 
person's eyes, as opposed to static pattern associated with 
inanimate objects in the room. Person identifier 430 may then 
be able to extract the desired image information once a face 
has been detected. Still further, in other implementations, 
person identifier 430 may identify a face by detecting open 
ing/closing of a person's mouth. Detecting this change in 
images may aid person identifier 430 in being able to detect 
one or more faces in a scene with a large number of objects. 
Person identifier 430 may detect a face/person using any other 
conventional mechanism (e.g., movement associated with the 
person) and capture image related information associated 
with the face. 

0060 Database 440 may include a database that includes 
names and other information associated with various parties. 
For example, FIG. 5 illustrates an exemplary database 440 
consistent with aspects described herein. Referring to FIG. 5, 
database 440 may include a name field 510, voice information 
field 520, image information field 530 and other information 
field 540. Database 440 may be dynamically populated as the 
user of communication device 110 communicates with other 
parties, such as during a telephone call (e.g., a regular tele 
phone call, a video call, etc.), while taking pictures or videos 
via camera 270, while talking to friends, etc., as described in 
detail below. 
0061 Name field 510 may store names of various parties. 
These names may include the names of people with whom the 
user of communication device 110 communicates. For 
example, these names may correspond to names stored in a 
contacts list program stored in communication device 110. 
0062 Voice information field 520 may store information 
extracted and/or generated by speaker identifier 420. This 
information may include, for example, Voice templates and/ 
or models that are used to identify various parties when they 
speak based on their particular voice characteristics. 
0063. Image information field 530 may store image (e.g., 
face and/or head related images) and image related informa 
tion generated and/or extracted by person identifier 430. For 
example, image information field 530 may store faces and/or 
face related information associated with a number of persons 
with whom the user of communication device 110 comes into 
contact and/or communicates. 

0064. Other information field 540 may include additional 
information that may be used to identify a person. For 
example, other information field 540 may store unique words/ 
phrases that have been used by a particular person. These 
unique words/phrases may aid in identifying the particular 
person. The determination of the unique/distinctive character 
may be made relative to other words/phrases stored in com 
munication device 110. As an example, assume that a person 
used the term “brontosaurus' during a conversation. A 
speech-to-text engine included in communication device 110 
may identify this word as being an unusual word based on 
lack of use of this word by other parties. This word may be 
stored in other information field 540 and may be helpful when 
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identifying a friend of the user of communication device 110 
who happens to study dinosaurs. 
0065. Matching logic 450 may include hardware and/or 
Software that matches a voice and/or image of a person to 
information stored in database 440. For example, matching 
logic 450 may match a voice to information in voice infor 
mation field 520. Matching logic 450 may also match image 
information to information stored in image information field 
530. Matching logic 450 may then, for example, automati 
cally tag a picture with a particular person's name, organize 
pictures associated with various people, automatically send a 
picture to various people, etc., as described in detail below. 
0066. Organizer logic 460 may include logic that orga 
nizes pictures and/or videos based on tag information stored 
with the pictures/images, as described in detail below. Orga 
nizer logic 460 may also automatically signal communication 
device 110 to send pictures and/or videos to various contacts 
listed in a contacts list, as described in detail below. 

Exemplary Processing 
0067 FIG. 6 is a flow diagram illustrating exemplary pro 
cessing by communication device 110 for populating data 
base 440. Processing may begin with a user of communica 
tion device 110 (e.g., Mike) placing a telephone call to a party 
listed in a contacts list of a messaging program Stored in 
communication device 110 (act 610). The contact list may 
store the names, telephone numbers, email addresses, session 
initiation protocol (SIP) address etc., of various people with 
whom the user of communication device 110 communicates. 
0068 Assume that the Mike places the telephone call to 
Jane at communication device 120. Further assume that Jane 
answers the telephone call and begins to speak to Mike at 
communication device 110. Speaker identifier 420 at com 
munication device 110 may then extract acoustic patterns, 
frequency information, speaking style (e.g., grammar, dia 
lect, accent, etc.), speech patterns, pitch, and other informa 
tion associated with Jane's voice. Speaker identifier 420, as 
described above, may generate a voiceprint associated with 
Jane's Voice using this information and store this voiceprintin 
voice information field 520 of entry 550 (act 620). This voice 
print may be used to later identify Jane when Jane is speaking 
0069. In some implementations, speaker identifier 420 
may also store portions of the conversation with Jane. For 
example, speaker identifier 420 may extract common words 
spoken by Jane during the conversation, such as “Hello.” 
“Bye.” etc., and store this information in voice information 
field 520 of entry 550 (act 620). These commonly used words 
may also be used to aid in identifying Jane when she is 
speaking at a later time. Speaker identifier 420 may also 
identify unusual or unique words spoken by Jane during the 
conversation and store this information in other information 
field 540 of entry 550 (act 620). These unique words may 
further aid in identifying Jane at a later time. For example, 
assume that the word “velocipede” is spoken by Jane during 
the conversation with Mike. Speaker identifier 420 may iden 
tify this word as unique and may store this word in other 
information field 540 of entry550. If a person later speaks this 
word, there may be a good chance that the person using this 
unique word is Jane. 
0070. It should be understood that by storing characteristic 
information associated with Jane's voice and/or certain por 
tions of the conversation with Jane, as opposed to saving an 
entire conversation in database 440, saves considerable space 
in database 440 and in memory 330 of communication device 
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110. The characteristic information (e.g., a voiceprint, how 
ever, still allows Jane's voice to be recognized at a later time. 
0071. In some implementations, person identifier 430 may 
attempt to store image information associated with Jane in 
image information field 530 of entry 550. For example, a 
contacts list program stored in communication device 110 
may have stored images associated with various contacts. In 
this case, person identifier 430 may access the contacts list 
and retrieve an image for a particular party in database 440. 
For example, person identifier 430 may access a contacts 
program, determine that the call was place to Jane (based on 
the telephone number called), identify an image for Jane and 
retrieve the image information for Jane. Person identifier 430 
may then store the image of Jane in image information field 
530 for entry 550 (act 630). Alternatively, person identifier 
430 may generate and store image related information for 
Jane in image information field 530 of entry 550 at a later 
time. 
0072 Organizer program 410 may continue to operate in 
this manner as the user of communication device (i.e., Mike in 
this example) continues to make and receive telephone calls. 
In addition, organizer program 410 may also populate data 
base 440 with information receive during other types of calls, 
Such as video calls that include a video portion. 
0073 For example, assume that Mike accesses a contacts 

list stored in communication device 110 and places a video 
call to Bill. Speaker identifier 420 may store characteristic 
information associated with Bill's voice during the call in a 
similar manner as that described above. Speaker identifier 
420 may store this information in voice information field 520 
ofentry 552. Speaker identifier 420 may also store other voice 
and/or speech information in other information field 540 of 
entry 552. 
0074 Person identifier 430 may also store image informa 
tion associated with Bill in database 440 (act 630). For 
example, person identifier 430 may store an image of Bill's 
face that is displayed on, for example, display 230 of com 
munication device 110 during the video call with Bill. Alter 
natively, person identifier 430 may generate image related 
information associated with Bill's face that may be used to 
later identify Bill. This image related information may be 
characteristic information associated with Bill's face, such as 
distances between various facial features (e.g., eyes, nose, 
mouth, etc.), the size of various facial features (e.g., eyes, 
nose, mouth, face), eye color, skin color, etc. 
0075. In some implementations, speaker identifier 420 
may store Voice information for various parties as the user of 
communication device 110 talks to people during the course 
of the day. For example, once communication device 110 is 
powered on, speaker identifier 420 may store voice informa 
tion for various parties in database 440. That is, speaker 
identifier 420 may act as a background process that generates 
or extracts characteristic Voice information for various par 
ties, as discussed above, and stores a voiceprint or Voice 
model in voice information field 520. 
0076 For example, suppose that Mike meets Anna for 
lunch and that communication device 110 is powered on. 
Speaker identifier 420 may extract voice information during 
the conversation with Anna and generate a Voiceprint and/or 
other voice related information, as described above. Speaker 
identifier 420 may cache this information. Speaker identifier 
420 may later prompt the user of communication device 110 
to enter a person's name associated with the Voice informa 
tion. For example, speaker identifier 420 may display a mes 
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sage on display 230, such as “Please enter the name of the 
person you spoke with at 12:00 PM. Mike may then enter the 
name “Anna’ via keypad 250. Speaker identifier 420 may 
then store the previously cached information associated with 
Anna's voice in voice information field 520 of entry 554 in 
database 440. 
0077. As the user of communication device 110 makes 
additional calls, speaks with more people, etc., organizer 
program 410 may populate database 440 with information 
that may later be used to identify various parties, as described 
in detail below. 
0078. In an exemplary implementation, database 440 may 
have a predetermined size and may be continuously updated 
in a manner in which unused information is deleted. For 
example, if an entry for a particular party in database 440 is 
never indicated as being present in a picture (as described 
below), that entry may be deleted when database 440 is full or 
nearly full. In other instances, the Voice templates and/or 
images in database 440 may be stored for a predetermined 
period of time and automatically deleted upon expiration of 
the predetermined period. 
0079. In each case, organizer program 410 uses informa 
tion stored in database 440 to automatically tag pictures and/ 
or videos with information identifying parties in the picture, 
send pictures/videos to various parties in the picture/video 
and organize pictures/videos based on the tagging, as well as 
perform other functions, as described in detail below. 
0080 FIG. 7 illustrates exemplary processing performed 
by organizer program 410. Processing may begin when com 
munication device 110 is turned on. For example, organizer 
program 410 may automatically execute as a background 
process once communication device 110 is powered up. 
Alternatively, organizer program 410 may begin executing 
when a camera mode associated with communication device 
110 is activated. In still other alternatives, organizer program 
410 may be activated based on a user launching organizer 
program 410 via a menu displayed on display 230, via input 
using control buttons 240 or keypad 250, etc. 
0081. In each case, assume that organizer program 410 is 
activated and that the user of communication device 110 (e.g., 
Mike in this example) is talking with a group of friends in a 
room. Matching logic 450 may receive voice information via 
microphone 260 and attempt to identify the voice of each 
person talking based on information stored in database 440 
(act 710). 
0082 For example, suppose that Jane begins to speak. 
Matching logic 450 may compare characteristic information 
associated with Jane's Voice (e.g., acoustic patterns, fre 
quency, tone, pitch, speech patterns, speaking style. Such as 
grammar, dialect, accent, etc.) to information stored in Voice 
information field 520 to attempt to identify the speaker. 
Matching logic 450 may compare the received voice input 
associated with Jane to information stored in Voice informa 
tion field 520 for each entry in database 440 until a match is 
detected or until each entry has been processed. In this 
example, assume that matching logic 450 matches Jane's 
Voice to Voiceprint information stored in Voice information 
field 520 of entry 550. In this case, matching logic 450 may 
store information indicating that Jane is currently present (act 
720). This presence indication may be stored using a flag, 
presence indication bit, metadata, or some other indication in 
name field 510 (or another field) of entry 550. 
0083. As discussed previously, in some implementations, 
matching logic 450 may also identify any unique words spo 
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ken by Jane using a speech-to-text engine and compare this 
information to information stored in other information field 
540 to attempt to identify Jane. 
I0084. Further suppose that Bill begins speaking Matching 
logic 450 may determine that a new person is speaking (based 
on frequency, tone, pitch, speaking style/pattern, etc.) and 
compare characteristic information in Bill's voice to infor 
mation stored in voice information field 520. In this case, 
assume that matching logic 450 matches Bill's voice to infor 
mation stored in voice information field 520 for entry 552. 
Matching logic 450 may store information (e.g., a flag) in 
name field 510 of entry 552 indicating that Bill is currently 
present. Matching logic 450 may continue to attempt to match 
voices to information stored in voice information field 520 to 
identify other parties that have spoken. Matching logic 540 
may also use information stored in other information field 
540 to attempt to identify parties that have spoken. 
I0085 Matching logic 450 may also attempt to match the 
faces of parties present in the room to image information 
stored in image information field 530 of database 440 (act 
730). For example, assume that camera 270 is activated and 
that Mike (i.e., the user of communication device 110) is 
getting ready to take a picture. During this period, Mike may 
be panning the room with camera 270 before deciding what 
picture to take. During this panning, the view finder or lens of 
camera 270 may focus on the faces of various people in the 
room. These faces may be displayed via display 230 as Mike 
is moving communication device 110. Matching logic 450 
may capture the images of various faces and perform facial 
recognition on the faces to generate information that can be 
used to identify the parties. As discussed previously with 
respect to person identifier 430, matching logic 450 may 
detect faces as opposed to inanimate objects by identifying a 
blinking pattern of the person's eyes, opening/closing of the 
mouth, movement of the person, or via other mechanisms. 
I0086. In each case, once a face is detected or captured, 
matching logic 450 may, for example, compare characteristic 
information associated with a person's face, such as distances 
between various facial features (e.g., eyes, nose, mouth, etc.), 
to information stored in image information field 530. As 
discussed above, in Some implementations, person identifier 
430 and/or matching logic 450 may detect a face from a 
number of objects/things in the room using a blink detector 
that is able to distinguish a face from other objects, by detect 
ing opening/closing of a person's mouth or by other mecha 
nisms. In each case, matching logic 450 may compare the 
image information associated with each captured face to the 
image information stored in image information field 530 of 
database 440 to attempt to find a match to one of the entries in 
image information field 530 (act 730). 
I0087. For example, suppose that Anna is in the room and 
that her image was captured by the view finder of camera 270. 
In this case, matching logic 450 may extract information 
regarding Anna's features (e.g., size of various features, dis 
tance between various features, the overall dimensions of 
Anna's face, etc.). Matching logic 450 may then compare this 
information to stored information in image information field 
530. In this example, assume that matching logic 450 finds a 
match between Anna's image information and the informa 
tion stored in image information field 530 of entry 554. 
Matching logic 450 may then identify Anna as being present 
via, for example, storing a presence indication in name field 
510 of entry 554. Therefore, matching logic 450 identifies 
Anna as being present, even when Anna has not actually 
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spoken. Matching logic 450 may continue in this manner to 
attempt to identify faces captured by the view finder/lens of 
camera 270. 

0088. Now assume that the user of communication device 
110 is ready to take a picture and takes a picture via camera 
270 (act 740). Further assume that Jane and Bill are in the 
picture. Matching logic 540 may perform facial recognition 
on the images of Jane and Bill in the picture taken by camera 
270 and compare this information to information stored in 
image information field 530 to identify the particular people 
in the picture (act 740). In this case, assume that matching 
logic 450 finds a match with the images in the picture to Jane 
and Bill's previously stored image information. That is, 
matching logic 540 matches Jane's face in the picture to 
information stored in image information field 530 of entry 
550 and matches Bill's face in the picture to information 
stored in image information field 530 of entry 552. 
0089 Matching logic 450 may then tag the picture with 
information identifying that Jane and Bill are in the picture 
(act 740). This tag information may include the names Jane 
and Bill and may be stored with the picture. Alternatively, the 
tag may include a link to the names Jane and Bill along with 
location information indicating where Jane and Bill are 
located in the picture. Matching logic 450 may then store the 
picture in memory 330 with the tag information (act 740). In 
Some instances, when the picture is later retrieved from 
memory 330, the names Jane and Bill are automatically 
labeled at Some portion of the picture (e.g., bottom, top, etc.). 
In other instances, when the picture is later retrieved from 
memory 330, the names Jane and Bill are provided next to 
Jane and Bill's images, respectively. In this implementation, 
person identifier 430 may identify, for example, coordinates 
(e.g., a relative location in the picture with respect to a refer 
ence point, such as the bottom left corner of the picture) at 
which each person is located. Person identifier 430 may then 
insert the tag (e.g., names of the parties in the picture) in the 
correct position in the picture, such as above the particular 
person. In Sucha case, person identifier 430 may, for example, 
detect edges or sides of the person's face and determine 
coordinates in the picture of these edges/sides of the face to 
ensure that the tag does not obscure the person's face in the 
picture. In still other instances, the names Jane and Bill may 
be displayed for a brief period of time (e.g., 2 seconds, 5 
seconds, etc.) over Jane and Bill's images and then removed. 
In each case, the user may be able to view the picture and 
quickly ascertain who is in the picture. 
0090. As the user of communication device 110 (e.g., 
Mike) continues to take pictures, matching logic 450 may 
continue to identify parties in the pictures and store tag infor 
mation indicating who is present in the picture. Matching 
logic 450 may also indicate who else may have been present 
when the picture was taken. For example, as discussed above, 
matching logic 450 may determine who was present when a 
particular picture was taken even if that person was not in the 
picture. This presence indicator may be stored in name field 
510 and may include time stamp information that may be used 
to determine that the user was present when a picture was 
taken. When a picture is later retrieved from memory 330, the 
presence of various people not in the picture may also be 
provided to the user of communication device 110 via a label. 
In some instances, the presence of people not actually in the 
picture may be provided for a brief period and then removed, 
by selecting a particular function key on control buttons 240 
or keypad 250, using a cursor control (e.g., right clicking a 
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mouse), etc. In this manner, additional information associated 
with pictures taken by the user of communication device 110 
may be available to the user. 
0091. In some implementations, once a person has been 
identified based on his/her voice, no additional image recog 
nition may be necessary. For example, if only one person 
(other than the user of communication device 110 is in the 
room when the picture is taken) and that person has been 
identified by speaker identifier 420 based on his/her voice, no 
additional image recognition may be performed since the 
only person has been identified. In this case, the picture may 
be tagged with the name of the person identified by speaker 
identifier 420. In cases where more than one person are in the 
room when the picture is taken and multiple people have been 
identified by speaker identifier 420 based on their voices, 
matching logic 450 may automatically identify which person 
in the picture is associated with which voice based on, for 
example, detecting who was talking when speaker identifier 
420 identified the particular person. 
0092. For example, if person identifier 430 detected move 
ment of Jane's mouth when speaker identifier 420 identified 
that the person talking was Jane, matching logic 450 may tag 
the picture with information indicating that Jane is in the 
picture and where in the picture Jane is located (e.g., identify 
coordinates in the picture where Jane is located relative to a 
reference point). Similar processing may occur to identify 
other parties in the picture. In these cases, once a person has 
been identified as being in a picture, image information asso 
ciated with that person may be stored in image information 
field 530 in database 440. The information in image informa 
tion field 530 may be used at a later time to identify that 
person. 
0093. Organizer logic 460 may organize the pictures taken 
via camera 270 based on the tag information (act 750). For 
example, organizer logic 460 may store pictures in categories 
based on who is in the picture. As an example, organizer logic 
460 may identify pictures that include tag information that 
identifies Jane. Organizer logic 460 may then store all pic 
tures that include Jane in a category accessible by entering or 
selecting the name Jane. Similarly, all pictures that include 
Bill may be stored in a category accessible by entering/se 
lecting the name Bill. These pictures may not actually be 
stored together, but may be stored in a linked manner or may 
be retrieved together based on the tag information so that all 
the pictures with a particular tag may be accessed in a sim 
plified manner. That is, the pictures of aparticular person may 
be retrieved in a simple manner, as opposed to having to look 
through all the stored pictures to identify the particular pic 
tures of interest. 
0094 Organizer program 410 may also automatically tag 
pictures previously taken and stored in communication 
device 110. For example, matching logic 450 and/or person 
identifier 430 may access pictures stored in, for example, 
memory 330. Matching logic 450 may compare images of 
people in the saved pictures to information stored in image 
information field 530. When a match is detected, matching 
logic 450 may store a tag with the picture indicating who is 
present in the picture. 
(0095 FIG. 8 illustrates an exemplary interface 800 used to 
store and retrieve pictures. Referring to FIG. 8, interface 800 
illustrates a number of names listed in alphabetical order. By 
clicking on one of the names/boxes in interface 800, all pic 
tures in which that particular party is present may be retrieved 
from memory 330. For example, assume that the user clicks 
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on the name Betty. Organizer logic 460 may then identify all 
pictures which include the tag "Betty” and retrieve these 
pictures. These pictures may then be displayed in any number 
of manners, such as sequentially, together in a reduced size 
format on one or more pages/screens, etc. In this manner, 
organizer program 410 provides for automatically storing 
pictures in an organized manner that allows for a simplified 
retrieval process. Videos and other multi-media information 
may be tagged, displayed and retrieved in a similar manner as 
the pictures described above. 
0096. In addition, as described above, organizer logic 460 
may store a small label on each picture with the names of the 
parties in the picture. For example, organizer logic 460 may 
store a small label at the bottom of each picture with the 
names of the parties in the picture. Alternatively, organizer 
logic 460 may place a small label identifying the person next 
to the person's image in the picture. In still other implemen 
tations, the name information may be displayed in a window 
or cloud that is temporarily displayed and then removed. In 
still further implementations, the names may be displayed 
when a cursor or keypad control briefly stops over the per 
son's image or a user clicks on the person. In such implemen 
tations, the name of the person may briefly appear in a win 
dow or cloud over the person. 
0097. The tag information stored with the pictures/videos 
may also allow for automatic or semi-automatic sending of 
the pictures to various parties. For example, organizer pro 
gram 410 may signal or instruct a messaging (e.g., email 
program, chat program, etc.) to automatically transmit a mes 
sage including an attached picture in which the user is 
present. For example, in the example above, organizer pro 
gram 410 may signal a messaging program to send the picture 
that includes Jane and Bill to email addresses associated with 
Jane and Bill, respectively. 
0098. In other instances, organizer program 410 may sig 
nal the messaging program to send the picture to each party 
that was identified as being present when the picture was 
taken. For example, in the example above, Anna may have 
been identified via matching logic 450 as being present when 
the picture of Jane and Bill was taken. In this case, organizer 
program 410 may signal the messaging program to send the 
picture to Anna (as well as Jane and Bill). 
0099. In still other instances, prior to sending the picture, 
organizer program 410 may prompt the user with a message 
such as “Do you want to send the picture to everyone who was 
present?” or “Do you want to send the picture to everyone in 
the picture?” In this manner, organizer program 410 may 
automatically or semi-automatically send pictures to various 
parties who may be interested in receiving the picture. 

CONCLUSION 

0100 Implementations consistent with aspects described 
herein provide for automatically identifying parties in pic 
tures, videos or other multi-media presentations. This infor 
mation may be used to tag pictures, videos, etc., with the 
identified parties. In addition, pictures/videos may be stored 
or organized based on the tagging. This may provide for 
enhanced user experience with respect to viewing pictures/ 
Videos. This enhanced functionality may also ease user frus 
tration with respect to attempting to categorizef organize pic 
tures. Simplifying the retrieval process for stored pictures 
may also increase the sharing of pictures via email, text mes 
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saging, etc. This may also increase revenue for a service 
provider associated with the receipt and transmission of mes 
Sages. 
0101 The foregoing description of the embodiments of 
the invention provides illustration and description, but is not 
intended to be exhaustive or to limit the invention to the 
precise form disclosed. Modifications and variations are pos 
sible in light of the above teachings or may be acquired from 
practice of the invention. 
0102 For example, aspects described herein focus mainly 
on tagging pictures taken by a user of communication device 
110. As described briefly above, in other instances, videos 
taken by the user of communication device 110 may be pro 
cessed and tagged in a similar manner. 
0103) In addition, the matching of images and voice infor 
mation to previously stored image/voice information has 
been described above as being performed by communication 
device 110. In other implementations, one of more of these 
functions may be performed by an external device. For 
example, server 130, as described above, may be associated 
with a service provider that provides communication services 
for communication device 110. In some implementations, 
server 130 may perform image and/or voice recognition asso 
ciated with calls made to/from communication device 110. In 
Some implementations, server 130 may also perform tagging 
associated with pictures taken by communication device 110. 
For example, a user of communication device 110 may send 
pictures to server 130 and server 130 may tag the pictures with 
identification information. 
0104 Still further, in some implementations, communica 
tion device 110 may include location information in the tag 
information. For example, assume that the user of communi 
cation device 110 has taken pictures in Washington, D.C. 
Further assume that communication device 110 includes, for 
example, a global positioning system (GPS) system that iden 
tifies its location. Communication device 110 may then tag all 
pictures taken in Washington D.C. with a tag or label identi 
fying Washington, D.C. This information may then be dis 
played with the pictures, used to categorize/organizepictures, 
etc 

0105. In addition, as discussed above, in some implemen 
tations, camera 270 of communication device 110 may take 
and store videos or video clips. In such instances, organizer 
program 410 may be used to track various people in the video. 
For example, speaker identifier 420, person identifier 430 
and/or matching logic 450 may track people in the video 
based on Voice information, mouth movements and image 
recognition. As an example, when a person is talking, person 
identifier 430 may identify the movement of the person's 
mouth indicating that the person is speaking At the same time 
or essentially the same time, speaker identifier 420 may iden 
tify who is talking Matching logic 450 may then tag the video 
with information indicating who is/are present and the time 
that the particular people are present. This tag information 
may then be used to search the video for a particular person. 
For example, organizer program 410 may include an interface 
that allows a user to enter the name of a person. Organizer 
logic 460 may then retrieve all videos with that particular 
person and may also provide information indicating at what 
point in the video (e.g., at what time) that the person of 
interest is present. This may allow the user to easily retrieve 
particular videos or video clips of a particular person. 
0106. In some implementations, communication device 
110 may include logic for allowing the user to automatically 
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call or email a person by clicking on a tagina picture or video. 
For example, if a picture includes the tag "Anna' (indicating 
that Anna is in the picture), a user may click on the tag "Anna’ 
to place a telephone call to Anna That is, communication 
device 110 may access a contacts program stored in commu 
nication device 110, retrieve Anna’s telephone number and 
automatically place a call to Anna In other instances, com 
munication device 110 may access the contacts program, 
retrieve Anna's email address and automatically generate an 
email addressed to Anna, for which the user of communica 
tion device 110 will provide the appropriate text before send 
ing. Alternatively, communication device 110 may retrieve 
the telephone number and/or email address for Anna and 
display the telephone number and/or email address to the 
user. The user may then click on the telephone number or 
email address to place a call or send an email to Anna 
0107 Still further, the implementations described above 
refer to identifying people in pictures and/or videos and tag 
ging the pictures/videos. In a similar manner, pets or other 
animals may be identified. For example, a dog may be 
detected as being present based on a bark. Tag information 
may then be stored with the picture indicating that the dog is 
present. This may allow a pet owner to quickly retrieve pic 
tures/videos of his/her pet. 
0108. Further, while series of acts have been described 
with respect to FIGS. 6 and 7, the order of the acts may be 
varied in other implementations consistent with the invention. 
Moreover, non-dependent acts may be performed in parallel. 
01.09. It will also be apparent to one of ordinary skill in the 
art that aspects of the invention, as described above, may be 
implemented in, for example, computer devices, cellular 
communication devices/systems, methods, and/or computer 
program products. Accordingly, aspects described herein 
may be embodied in hardware and/or in software (including 
firmware, resident Software, micro-code, etc.). Furthermore, 
aspects of the invention may take the form of a computer 
program product on a computer-usable or computer-readable 
storage medium having computer-usable or computer-read 
able program code embodied in the medium for use by or in 
connection with an instruction execution system. The actual 
Software code or specialized control hardware used to imple 
ment aspects consistent with the principles of the invention is 
not limiting of the invention. Thus, the operation and behavior 
of the aspects were described without reference to the specific 
software code it being understood that one of ordinary skill 
in the art would be able to design software and control hard 
ware to implement the aspects based on the description 
herein. 
0110. Further, certain portions of the invention may be 
implemented as “logic' that performs one or more functions. 
This logic may include hardware, such as a processor, a 
microprocessor, an application specific integrated circuit or a 
field programmable gate array, Software, or a combination of 
hardware and software. 
0111. It should be emphasized that the term “comprises/ 
comprising when used in this specification is taken to 
specify the presence of stated features, integers, steps, or 
components, but does not preclude the presence or addition of 
one or more other features, integers, steps, components, or 
groups thereof. 
0112 No element, act, or instruction used in the descrip 
tion of the present application should be construed as critical 
or essential to the invention unless explicitly described as 
such. Also, as used herein, the article 'a' is intended to 
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include one or more items. Where only one item is intended, 
the term 'one' or similar language is used. Further, the phrase 
“based on as used herein is intended to mean “based, at least 
in part, on unless explicitly stated otherwise. 
0113. The scope of the invention is defined by the claims 
and their equivalents. 
What is claimed is: 
1. In a device, a method comprising: 
capturing a picture or video, the picture or video including 

at least a first person; 
automatically identifying the first person using at least one 

of speaker recognition or image recognition; 
identifying an electronic address or identifier associated 

with the first person; and 
automatically initiating a communication to the first person 

using the electronic address or identifier associated with 
the first person. 

2. The method of claim 1, wherein the automatically initi 
ating a communication comprises: 

signaling or instructing a messaging program to generate a 
message addressed or directed to the electronic address 
or identifier associated with the first person. 

3. The method of claim 2, wherein the electronic address or 
identifier comprises an electronic mail (email) address, and 
wherein the signaling or instructing a messaging program 
comprises: 

instructing an email program to generate the message to the 
email address associated with the first person. 

4. The method of claim 1, wherein the electronic address 
comprises an electronic mail (email) address, and wherein the 
automatically initiating a communication comprises: 

generating an email communication addressed to the email 
address associated with the first person, 

receiving, from a user, information to include in the email, 
and 

forwarding the email with the received information to the 
email address associated with the first person. 

5. The method of claim 1, further comprising: 
tagging the picture or video with information indicating 

that a second person is in the picture or video. 
6. The method of claim 5, further comprising: 
automatically initiating a communication to the second 

person using an electronic address or identifier associ 
ated with the second person. 

7. The method of claim 1, further comprising: 
storing voice related information associated with the first 

person, and wherein the identifying the first person com 
prises: 

identifying the first person by comparing received Voice 
input from the first person to the stored voice related 
information associated with the first person. 

8. The method of claim 1, further comprising: 
storing image information associated with a plurality of 

people, and wherein the identifying the first person com 
prises: 

comparing the picture or video to the stored image infor 
mation associated with the plurality of people, and 

identifying the first person based on the comparing. 
9. A computer-readable storage device having stored 

thereon sequences of instructions which, when executed by at 
least one processor, cause the at least one processor to: 

access or capture a picture or image including at least a first 
person; 

identify the first person using image recognition; 
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display the image with information identifying the first 
person; and 

automatically signal a messaging program to initiate a 
communication to an electronic address or identifier 
associated with the first person. 

10. The computer-readable storage device of claim 9. 
wherein the electronic address oridentifier comprises an elec 
tronic mail (email) address or text messaging address, and 
when automatically signaling or instructing a messaging pro 
gram, the instructions cause the at least one processor to: 

instruct an email program or text messaging program to 
generate a message directed to the email address or text 
messaging address associated with the first person. 

11. The computer-readable storage device of claim 9. 
wherein the electronic address comprises an electronic mail 
(email) address, and when automatically signaling a messag 
ing program, the instructions cause the at least one processor 
tO: 

generate an email addressed to the email address associ 
ated with the first person. 

12. The computer-readable storage device of claim 11, 
further including instructions for causing the at least one 
processor to: 

receive, from a user, information to include in the email; 
and 

forward the email with the received information to the 
email address associated with the first person. 

13. The computer-readable storage device of claim 9, fur 
ther including instructions for causing the at least one proces 
SOr to: 

tag the picture or image with information indicating that a 
second person is in the picture or image. 

14. The computer-readable storage device of claim 13, 
further including instructions for causing the at least one 
processor to: 

automatically initiate a communication to the second per 
Son using an electronic address or identifier associated 
with the second person. 

15. The computer-readable storage device of claim 9, fur 
ther comprising instructions for causing the at least one pro 
CeSSOr to: 

tag the picture or image with information indicating that 
the first person is in the picture; 

display the information identifying the first person for a 
period of time; and 
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remove the information in the picture or image identifying 
the first person after the period of time. 

16. The computer-readable storage device of claim 9. 
wherein the electronic address oridentifier comprises an elec 
tronic mail (email) address, a text messaging address or a 
telephone number associated with the first person. 

17. A device, comprising: 
a camera configured to: 

take a picture including at least a first person, and 
store the picture in a memory; and 

processing logic configured to: 
identify the first person using at least one of speaker 

recognition or image recognition, 
identify an electronic address or identifier associated 

with the first person, and 
automatically initiate a communication to the first per 

son using the electronic address or identifier associ 
ated with the first person. 

18. The device of claim 17, wherein when automatically 
initiating a communication, the processing logic is config 
ured to: 

signal or instruct a messaging program to generate a mes 
Sage directed to the electronic address or identifier asso 
ciated with the first person. 

19. The device of claim 18, wherein the electronic address 
oridentifier comprises an electronic mail (email) address, and 
when signaling or instructing a messaging program, the pro 
cessing logic is configured to: 

instruct an email program to transmit the message to the 
email address associated with the first person. 

20. The device of claim 17, wherein the electronic address 
or identifier comprises an electronic mail (email) or text mes 
saging address, and when automatically initiating a commu 
nication, the processing logic is configured to: 

generate a communication addressed to the email address 
or text messaging address associated with the first per 
son, and 

wherein the processing logic is further configured to: 
receive, from a user, information to include in communi 

cation, and 
forward the communication with the received information 

to the email address or text messaging address associ 
ated with the first person. 
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