A heating device includes a case having a plurality of openings and a plurality of slits are defined in bars of the case so that a plurality of heating boards are engaged with the slits of the case at an equal distance. A power control device is connected to the case and includes a power line having a plurality of male connectors. Each heating board includes a heating layer sandwiched between two isolation plates. Two wires are connected to the heating layer and each wire has female connectors, which are connected with the male connectors of the power line. The heating layers of the heating boards dispense heat evenly from the openings of the case.
SUMMARY OF THE INVENTION

[0006] A primary objective of the present invention is to provide a heating device that comprises a case with a plurality of openings and a plurality of heating boards are installed in the case at a substantially equal spacing and each heating board includes a heating layer which is sandwiched between two isolation plates. Two wires are connected to the heating layer and each wire has a female connector so as to be connected with a male connector of a power line of a power control device connected to the case.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007] The present invention will be apparent to those skilled in the art by reading the following detailed description of a preferred embodiment thereof, with reference to the attached drawings, in which:

[0008] Figure 1 shows a first conventional heater;
[0009] Figure 2 shows a second conventional heater;
[0010] Figure 3 shows a third conventional heater;
[0011] Figure 4 is an exploded perspective view of a heating device in accordance with the present invention;
[0012] Figure 4A shows another way for connecting covers to a case of the heating device of the present invention;
[0013] Figure 5 shows a perspective view of the heating device of the present invention;
[0014] Figure 6 shows a heating board of the heating device of the present invention;
[0015] Figure 7 shows a cross sectional view of the heating boarding of the present invention; and
[0016] Figure 8 shows that female connectors of the heating board and male connectors of a power line of the present invention are to be connected in parallel with each other.

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENT

[0017] With reference to the drawings and in particular to Figures 4 and 5, the heating device in accordance with the present invention comprises a rectangular case 40 which is composed of a plurality of posts and transverse bars 48 and a plurality of openings 44 are defined between the posts and the transverse bars 48 in four vertical sides and a top of the case 40. The case 40 is made by plastic or wood. A power control device 42 is connected to a lower end of the case 40 and includes a power line 454 (Fig.8), which has a plurality of male connectors 455. A plurality of slits 43 are defined in the transverse bars 48 on the front side and the rear side of the case 40. A plurality of heating boards 41 are slidably engaged with the slits 43 and a distance between the adjacent slits 43 is between 0.5 cm to 2.5 cm, so that the heating boards 41 are installed to the case 40 at a substantially equal spacing.

[0018] Referring to Figures 6 to 8, the each heating board 41 includes a heating layer 45, which is sandwiched between two isolation plates 46. The heating layer 45 is a graphite layer, which can be printed on the two sides facing the isolation plates 46. The isolation plates 46 are made by glass fiber. The heating boards 41 each...
have a thickness less than 1 mm so that the heating boards 41 can be arranged in parallel at desired spacing. A copper portion 47 encloses the heating layer 45 and has two separated distal ends to which two wires 451 are connected. The wires 451 have female connectors 452, 453 which are connected with the male connectors 455 of the power line 454 to connect the heating boards 41 in parallel.

The heating device as claimed in Claim 1, wherein the heating boards each have a thickness less than 1 mm.

The openings 44 of the case 40 are covered by covers 50 and each cover 50 includes a plurality of holes or plates between which slots are defined. The heat is released from the holes or the slots. A plurality of first magnets 49 (Fig. 4) are located on the transverse bars 48 and the posts of the case 40 and the covers 50 have second magnets 51 which can be connected to the first magnets 49. Therefore, the covers 50 can be easily removed from the case 40 when needed. As shown in Figure 4A, the first magnets 49 can be replaced with a plurality of metal plates 49A located on the case 40 and the covers 50 have second magnets 51 which can be connected to the metal plates 49A.

The heating device as claimed in Claim 1, wherein the covers 50 are removed from the case 40 when needed. The heating layer 45 is heated by controlling the power control device 42 and the heat is transferred via the isolation plates 46 and dispensed via the slots or holes of the covers 50. The heating boards 41 have a larger area for dispensing the heat so that the heating device has better efficiency than the conventional heaters. The temperature of the heating boards 41 can be controlled by operating the power control device 42 so as to meet different needs such as in sauna cabinets or used in homes. The heat from the heating boards 41 is transferred by radiation and convection so that less energy is lost. The heating layers 45 generate far infrared energy by the electric power which is directly provided to the heating layers 45 so that the energy cost is more efficient than the conventional heaters. The users can touch the heating boards 41 without worry of being burned and the thin heating boards 41 allow the users to install multiple heating boards 41 with less space. When used in sauna cabinets, there will be no need to put stones on the heating device and the area for dispensing the far infrared energy is much larger than the area of the stones. The heating boards 41 are connected in parallel with each other so that the number of the heating boards 41 can be easily adjusted as needed.

Although the present invention has been described with reference to the preferred embodiment thereof, it is apparent to those skilled in the art that a variety of modifications and changes may be made without departing from the scope of the present invention which is intended to be defined by the appended claims.

Claims

1. A heating device comprising:
   a case having a plurality of openings;
   a power line having a plurality of first connectors;
   a plurality of heating boards installed in the case at a substantially equal spacing and each heating board including a heating layer, the heating layer being sandwiched between two isolation plates, two wires connected to the heating layer and each wire having a second connector which is connected with a first connector of the power line to connect the heating boards in parallel.

2. The heating device as claimed in Claim 1, wherein the case is a rectangular case and the openings are defined in four vertical sides and a top of the case.

3. The heating device as claimed in Claim 2, wherein the openings are covered by covers.

4. The heating device as claimed in Claim 3, wherein a plurality of first magnets are located on the case and the covers have second magnets which can be connected to the first magnets.

5. The heating device as claimed in Claim 3, wherein a plurality of metal plates are located on the case and the covers have second magnets which can be connected to the metal plates.

6. The heating device as claimed in Claim 3, wherein each of the covers includes a plurality of plates between which slots are defined.

7. The heating device as claimed in Claim 3, wherein each of the covers includes a plurality of holes.

8. The heating device as claimed in Claim 1, wherein the case includes a plurality of slits defined in transverse bars on a front side and a rear side of the case and the heating boards are engaged with the slits.

9. The heating device as claimed in Claim 1, wherein the case has a power control device and the power line is connected to the power control device.

10. The heating device as claimed in Claim 1, wherein the heating layer is a graphite layer.

11. The heating device as claimed in Claim 1, wherein the isolation plates are made by glass fiber.

12. The heating device as claimed in Claim 1, wherein the heating boards each have a thickness less than 1 mm.
13. The heating device as claimed in Claim 8, wherein a distance between the slits is between 0.5 cm and 2.5 cm.
FIG. 1(Prior Art)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document with indication, where appropriate, of relevant passages</th>
<th>Relevant to claim</th>
<th>CLASSIFICATION OF THE APPLICATION (IPC)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>GB 455 152 A (SAINT GOBAIN) 15 October 1936 (1936-10-15) * the whole document *</td>
<td>1-3,9-11</td>
<td>INV. F24H3/00</td>
</tr>
<tr>
<td>A</td>
<td>CH 269 451 A (PETROVITCH LIOUBOMIR [FR]) 15 July 1950 (1950-07-15) * the whole document *</td>
<td>1</td>
<td></td>
</tr>
</tbody>
</table>

The present search report has been drawn up for all claims.

Place of search: The Hague
Date of completion of the search: 10 October 2006
Examiner: Van Gestel, Harrie

**CATEGORY OF CITED DOCUMENTS**

- X: particularly relevant if taken alone
- Y: particularly relevant if combined with another document of the same category
- A: technological background
- D: document cited in the application
- O: non-written disclosure
- P: intermediate document
- T: theory or principle underlying the invention
- E: earlier patent document, but published on, or after the filing date
- L: document cited for other reasons
- S: member of the same patent family, corresponding document
This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report. The members are as contained in the European Patent Office EDP file on 10-10-2006.
The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>GB 455152 A</td>
<td>15-10-1936</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 4935687 A</td>
<td>19-06-1990</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 2005175329 A1</td>
<td>11-08-2005</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>CH 269451 A</td>
<td>15-07-1950</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>

For more details about this annex: see Official Journal of the European Patent Office, No. 12/92