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This invention relates to selective calling and 
control arrangements for printing telegraph sys 
tems and more particularly to Systems embodying 
a central station and a plurality of branch sta 
tions connected by a single line circuit to the 
central station. 
An object of the invention is to provide in 

proved and simplified apparatus for the selection 
and control of printers in a telegraph system. 
Another object of the invention is to provide 

a printing telegraph system having a number of 
stations on a single line circuit arranged to per 
mit selective two-way communication between 
any two stations of the system and to lock out cer 
tain stations until the line circuit becomes idle. 
Another object of the invention is to provide 

a Systein of this character arranged for Secret or 
exclusive communication between a central sta 
tion and any one of the substations on the coin 
mon line circuit. 
Another object of the invention is to provide 

a printing telegraph system in which a number 
of stations are arranged for two-way calling and 
two-Way communication betWeen two or more 
individual stations over a single line circuit ex 
tending between the Several stations as distin 
guished from ordinary multiple operation. 
Another object of the invention is to provide 

a printing telegraph system in which a main or 
control station is connected to a plurality of sub 
stations by a single line circuit and arranged for 
Selective broadcasting from the central station 
simultaneouly to any two or more of the substa 
tions; or in more general terms, arranged to 
broadcast from any of the stations exclusively : 
to other stations designated for example by the 
central station or a calling substation. 
A further object of the invention is to provide 

a System of the above mentioned character in 
which the polarity of the line circuit is reversed 
when the line becomes busy and the reversal of 
line polarity is arranged to effect a desired func 
tion, such as immediate lockout of all but the 
calling station. 
A further object of the invention is to provide a 

printing telegraph system comprising a central 
station and series-circuit substations in which 
the condition of the line circuit is altered in One 
mainner When seized by the central station and 
in a different manner when seized by one of 
the Substations, all the substations except the 
one originating a call being locked out or ren 
dered inoperative in either instance until sig 
nalled from an operative station or until the line 
circuit is restored to normal. 
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A further object of the invention is to provide 
a printing telegraph system comprising a central 
station and a plurality of substations connected 
by a Single line circuit wherein a called station 
is conditioned for operation jointly by a signal 
transmitted from the calling station and by a 
manipulative response at the called station, as 
for example by the manual operation of a switch 
at the receiving printer. 
Other objects and advantages of the invention 

will appear from the following description of the 
preferred embodiment thereof shown on the ac 
companying dra Wing, the single figure of which 
is a circuit diagram of a system including a cen 
tral station and a plurality of substations. 

In accordance With the invention, the Substa 
tions (which may be telegraph branch offices or 
Subscriber's Substations) are connected to the 
central station or main office by a series line cir 
cuit. Printing telegraph equipment is provided at 
each station and the system is arranged for two 
way communication between the central station 
and any desired station or stations to the exclu 
sion of the other stations which are locked out 
until the line circuit becomes idle. 
In accordance with the preferred embodiment 

of the invention, each substation is provided with 
a Selector arranged to operate a call signal in 
response to signalling impulses received over the 
line circuit. The selectors are preferably con 
trolled by the printer keyboards, thereby avoid 
ing the necessity of providing special code trans 
mitters and providing for control of the selectors 
from any operative station. In accordance With 
a further feature of the invention, the selectors 
are arranged to control the printer motor, at a 
called Substation in conjunction with a manually 
operable device, as for example a key or switch, 
at the called station. Thus the motor SWitch is 
not able to start the printer motor if the line cir 
cuit is in use, unless the local selector has been 
operated in accordance With the designation of 
the substation. On the other hand, if the line 
circuit is idle, the closure of the motor Switch 
starts the printer motor and, as Will be explained, 
also seizes the line circuit, locks out the other 
substations and operates a "call' lamp or other 
signal at the central station. 
In accordance with another feature of the 

invention, the normal electrical condition of the 
line circuit when it is idle is altered in One man 
ner when any substation seizes the line circuit 
and in a different manner when the central sta 
tion printer is connected to the line circuit or 
rendered operative. The system may include a 



2 
concentrator at the central station arranged to 
reverse the polarity of the line battery when an 
operator connects a printer to the line, either to 
originate a call or to answer a call originating at 
a substation. In this case means is provided at 
each substation for interrupting the line circuit 
to lock out the other substations when a call is 
made from one substation; and also means for 
rendering the substation printerinoperative when 
the polarity of the line circuit is reversed or the 
circuit interrupted, unless the local selector re 

O 

ceives the code combination representing the 
particular substation. 
Thus it will be seen that the invention provides 

an improved printing telegraph system in which 
a plurality of substations may be connected to a 
main office or central station with two-way call 
ing and two-way communication over a Single 
line circuit shared by the two or more Substa 
tions. A secret or exclusive connection may be 
established between any substation and the cen 
tral station or messages may be broadcast simul 
taneously to any two or more of the substations 
from either the central station or Oile of the 
substations. 

Referring to the drawing, the brancil offices or 
substations A, B are connected to a central or 
main station M by a common series line circuit 
L. As shown, the line circuit consists of a single 
conductor with ground return circuit, but ob 
viously a complete metallic circuit or other equiv 
alent signalling channel may be employed. Fur 
thermore while only two substations are shown, 
a greater number is contemplated in certain in 
stallations, the equipment at each Substation 
being similar to that shown for SubStation A. 

At each substation a line relay and the 
transmitting contacts of a printer are con 
nected in series relation with the line circuit I. 
The winding of relay and the transmitting 
contacts are shunted by a control Switch 2 when 
this switch is in the "off' position shown in the 
drawing so that the line relay is short-circuited 
except when the substation is conditioned for 
operation. Two asymmetric conducting devices 
or rectifiers 3 and 4 and the Winding of a Se 
lector relay 5 are also connected in Series rela 
tion with the line L. Another relay 8 has the 
operating winding thereof connected in shunt re 
lation to the rectifier f4 and relay 5. The lock 
ing winding of the relay 8 is connected to the 
alternating current source of power at the Sta 
tion through a rectifier 9 to maintain the relay 
energized under certain conditions as Will be ex 
plained hereinafter. A "busy lamp 29 is con 
nected in series with the lower armature and 
back contact of said relay to indicate the busy 
condition of the line circuit, relay 8 being nor 
mally energized when the line circuit is idle or 
when a call is originated at substation A. 
The line relay i? is arranged to control the 

printer magnet of the printer in response to 
code signals received over the line circuit in the 
usual manner. If desired the printer magnet 
may be connected in the circuit and the line relay 
O omitted. A motor control relay 24 is arranged 

to control the circuit of the printer naotor M. 
The contacts of selector relay 5 are connected 
to the operating winding of a selector 25, prefer 
ably a Gill selector, arranged to close its contacts 
upon receipt of a predetermined code Signal rep 
resenting the designation of substation A. Ob 
viously the winding of selector 25 may also be 
connected in the line cricuit and the Selector re 
lay 5 Onitted if desired. A call bell or signal 
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2S is connected to the contacts of the Gil Selec 
tor 25 and the selector 25 cooperates With the 
manually operable conti'ol switch 2 to permit 
the starting of the printer notor When the Sub 
station A is called from a remote station in a 
manner that Will be explained hereinafter. If 
the control switch. 2 is operated. When the line 
circuit is in use and the Gill selector 25 has not 
been actuated in accordance with the predeter 
mined code of substation A, an alarm or buZZer 
27 is operated and the printer motor does not 
start. 
The central station M, in the System shown for 

the purpose of explaining the invention, enbodies 
a concentrator SWitchboard of the type shown in 
the patent to Drake and Blanton No. 1,804,327, 
dated May 5, 1931. Reference may be had to 
this prior patent for a detailed explanation of 
the operation of the concentrator. 
As shown, the concentrator comprises a relay 

30 having the operating winding thereof con 
nected in series with the line circuit L. and the 
locking winding thereof connected in series rela 
tion with an operating Winding of a Second relay 
3 and interrupter contacts 32. The interrupter 
contacts 32 comprise two sets of contacts which 
are operated periodically and at different times to 
test the busy or idle condition of the line circuit 
as explained in the above mentioned patent. The 
concentrator further comprises SWitch means 
Such as a plug 35 and jacks 36 arranged to con 
nect the operator's printer 37 at the main sta 
tion to the line circuit I, when a call from one of 
the Substations is to be anSWered, or in the case 
of a call Originating at the main station for one 
of the substations. 
The line circuit, L is normally connected 

through the make-before-break contacts of re 
lay 3 and the winding of a control relay 33 to 
positive battery, thereby energizing the relay 38 
as long as the line circuit is idle. A 'call' lamp 
39 and a "busy' lamp 43 are also provided for 
each line circuit terminating at the concentrator. 
The operation of the concentrator switchboard 

may be briefly Sunnarized as follows: When a 
Substation desires to transmit a message to a 
central Station, the concentrator operator is sig 
naled by an interruption of the line current 
through the line circuit L whereupon relay 38 
becomes deemergized and closes, through its left 
hand armature and back contact, the circuit of 
the "call' lamp 39. The right hand armature 
and back contact of relay 38 close a short circuit 
through the upper armature and back contact of 
relay 3 around the winding of relay 38 so that 
the latter cannot be reenergized until relay 3i is 
Operated. One of the concentrator operators 
plugs a printer such as the printer 37 into a jack 
35 connected to the line circuit I, whereupon the 
polarity of the line circuit is reversed since the 
line is now connected through the operator's 
printer to negative battery as shown. Relay 3F 
becomes energized in series with the printer 37 
and is locked up through its locking winding, the 
locking circuit including the armature and front 
contact of relay 36, the operating winding of re 
lay 3 and the lower interrupter contact 32. The 
energization of the relay 3 also disconnects at 
its middle arnature and break contact the con 
nection to positive battery from the line circuit 
through the Winding of relay 33. A circuit is now 
closed through the middle armature and make 
contact of relay 3 f for lighting the “busy' lamp 
40 in Series with the winding of relay 38. Relay 
3 remains locked up through its lower armature 
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and front contact, the upper or locking winding 
of Said relay and the upper interrupter contact 
32. The interrupter contacts 32 operate suc 
cessively at frequent intervals, the lower of said 
contacts first being opened momentarily and then 
the upper of said contacts. If the line circuit has 
become idle, as by the disconnection of the oper 
ator's printer 37 from the line, relay 30 becomes 
deenergized when the lower interrupter contact 
32 opens. After a short time interval the open 
ing of the upper interrupter contact 32 opens 
the locking circuit of relay 3 provided relay 38 
has not become energized again and restores the 
concentrator Supervisory equipment to normal. 
In this manner the "busy' lamp and “call” lamp 
do not respond to the short circuit interruptions 
of the printer signals but operate in response to 
the restoration of the circuit to its idle condition 
shortly after this condition occurs. When the 
cord circuit is pulled down and the relay 3 be 
comes deemergized, the polarity of the line circuit 
is again reversed to indicate at the substations 
that the circuit is idle. 
In the Case of a call originating at the main 

office M the plugging of the operator's printer 37 
into one of the line jacks 36 reverses the polarity 
of the line and operates relays 3 and 3 in sub 
stantially the same manner as described above 
but relay 38 is not deenergized to light the “call’ 
lamp 39. Since the printer magnets and the key 
board contacts of the printers at the central sta 
tion M and the respective substations are in se 
ries. With the line circuit Li, two-way communica 
tion can be carried on between any of the sub 
stations and the central station provided the sub 
station printer is not locked out in the manner 
that will now be described. 
The rectifiers 3 and 4 in the line circuit, L 

at each substation are so connected as to oppose 
the passage of current through the circuit dur 
ing the periods when the line circuit is idle, name 
ly, When the latter is connected to positive bat 
tery at the central station. Normally, however, 
the rectifier 3, as well as the keyboard contacts 
of the printer and the winding of the line 
relay (), is short-circuited by the left hand blade 
of the manually operable control SWitch 2. The 
rectifier 4 prevents passage of the line current 
through the winding of the selector relay 5 
but the winding of relay 8 in shunt relation to 
the rectifier 4 is continuously energized so that 
the armatures of said relay remain operated to 
the right as long as the line circuit is idle. In 
order to initiate a call to the central station 
M, the control. switch 2 is thrown to the left 
thereby opening the short-circuit around the 
line relay O and the printer contacts of the 
printer . The Switch 2 further closes the 
circuit of the motor control relay 24 through the 
right hand blade of said SWitch, the lower arma 
ture and front contact of relay 8 and the recti 
fier 9. The energization of relay 24 closes the 
circuit of the printer driving motor M through 
the armature and front contact of said relay 
and the right hand blade of Switch f2 to the 
alternating current supply circuit. When the 
motor M is running, the printer is conditioned 
for transmission and reception of messages. 
When the switch 2 is thrown to the left as 

described above, the shunt path for the line cur 
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rent around the rectifier 3 is opened. How 
ever, although relay 8 remains energized the 
polarity of the line is Such that the line. Cur 
rent cannot flow through the rectifier 3 and 
therefore the line current is interrupted or re 

3. 
duced to a sufficiently low value to deenergize the 
control relays corresponding to relay 8 at the 
other Substations, as well as the relay 38 at the 
central station. The deenergization of the lat 
ter relay lights the “call' lamp 39 at the cen 
tral station to indicate that a substation is call 
ing and the deemergization of the control relays 
locks out the other substations on the line L, 
and lights their busy lamps 28. The line cir 
cuit has thus been seized by the substation. A by 
the operation of switch 2. The relay 8 at Sub 
station A is locked up since the locking winding 
thereof is connected to the direct current ter 
minals of the rectifier 9, the alternating cur 
rent terminals of which are connected to the 
local Supply circuit through the above decribed 
circuit including the motor control relay 24. 
Upon anSWering the call at the central station, 
the polarity of the line is reversed as described 
above and normal line current flows through 
the line circuit I since the rectifier 3 offers 
negligible resistance to the reversed flow of cur 
rent and rectifier 4 and selector relay is are 
shorted out by the left hand blade of Switch 2. 
Therefore the line relay 0 will respond to make 
and break printer signals from the keyboard at 
the central station and two-way communication 
may be held between the printers and 3. The 
rectifiers 4 at the other substations short-cir 
cuit the relays 8 at these stations so that the 
latter remain deenergized. However any of the 
other substations may be called from the cen 
tral station or substation. A for broadcasting pur 
poses in a manner that Will be explained. 
The manner in which the respective substa 

tions are locked out When the line circuit has. 
been seized by one substation will appear from 
a description of the operation when substation 
A has been locked out as a result of a call be 
ing initiated from one of the other substations. 
When said other substation has interrupted the 
line Current in the line circuit, relay 8 becomes 
deenergized. A circuit is closed through a “busy' 
lamp 20, the lower armature and back contact 
of relay 8 and the rectifier 9, whereupon the 
lamp 20-is lighted to indicate the busy condition 
of the circuit. When the polarity of the line 
circuit is reversed at the central station as de 
scribed above, the relay 8 does not become re 
energized as the operating winding thereof is 
short-circuited by the rectifier 4 and the low 
resistance relay winding 5. The circuit of the 
other Winding of relay 8 is opened at the lower 
armature and front contact of relay 8. The 
current taken by the “busy' lamp. 20 which is 
of high resistance is not sufficient to operate 
relay 8. The circuit through the inoperative 
substation includes the winding of selector re 
lay 5, rectifier 4, and the upper armature and 

() back contact of relay 8. Thus if the operator 
or Subscriber at substation A attempts to oper 
ate the printer while the line circuit is busy by 
throwing the control switch 2 to the left, the 
line relay f) and the printer contacts are short 
circuited by the contacts of relay 8. The print 
er driving motor M does not start because the 
circuit of the motor control relay 24 is open 
at the front contact of relay 8. However, when 
the switch 2 is thrown, a circuit is closed through 
the right hand blade thereof and the armature, 
and back contact of relay 2 for energizing the . 
buZZer 2 to indicate to the operator who has 
ignored the "busy' lamp 2 that the line cir 
Cuit is busy. Even though the switch 2 is 
left operated until after the line circuit becomes 



4. 
idle, the relay f8 will not be reenergized to per 
mit the substation to seize the line circuit be 
cause a short-circuit around the operating Wind 
ing of said relay is closed through the left hand 
blade of the switch 2. Thus it is necessary to 
restore the Switch 2 and to operate the same 
only after the line circuit has become idie in 
order to seize the line circuit. 
As described above, the central station equip 

ment intiates a call by plugging a printer into 
the line circuit and thereby reversing the polarity 
of the line circuit. Since all of the Substations 
are inoperative at this time, the control Switches 
-2 are thrown to the right. Upon the reversal of 
the polarity of the line circuit, the rectifiers 4 
at the respective substations offer a low resist 
ance shunt path around the windings of the re 
lays corresponding to the relay 3, at each sub 
station whereupon the latter become deenergized 
and the stations are temporarily locked out as 
described above. The central station operator 
then transmits from her printer keyboard the 
code combination representing the desired sub 
station. The selector relays 5 respond to the 
code signals and the selector 25 at the called sub 
station is operated in such a manner as to close 
its contacts, thereby closing a circuit through 
said contacts and the rectifier 9 whereupon the 
bell 26 rings to summon the operator or attend 
ant at the called substation. 
The closing of the circuit to the alternating 

current terminals of the rectifier f9 as described 
energizes the locking winding of relay 8 which 
is connected to the direct current terminals of 
said rectifier, Therefore, relay 8 becomes en 
ergized as soon as the selector 25 closes its con 
tacts, thereby preparing a circuit for the motor 
control relay 24 so that the printer driving motor 
at the called substation may be Started When 
the attendant responds to the call by Operating 
the motor control switch 2. The closure of the 
motor control switch 2 energizes relay 24 in 
the same manner as described above in connec 
tion with the initiation of a call from Substation 
A. The attendant at the called substation sig 
nals the operator at the central Station as by 
sending 'GA' (go ahead) from the keyboard Of 
the printer . As soon as any printer signals 
are transmitted over the line circuit, the selector 
25 is released and the circuit of the bell 26 is 
opened. The substation A is now in readiness 
to communicate with the printer at the central 
station. 

If the operator at the central station desires to 
broadcast a message simultaneously to more 
than one substation, the stations are successive 
ly signaled in the same manner as described 
above in connection with Substation A and each 
substation may be conditioned for operation by 
the switch f2 as soon as the selector 25 has been 
operated in accordance with the code combina 
tion of such station, each of the stations being 
rendered operative until the line circuit become 
idle and the motor control switches 2 are re 
Stored to normal. 

In a system of the character described the 
telegraph traffic is normally between a central 
station and one or more substations or between 
one of the substations and the central station. 
However, if one of the substations desires to 
communicate with another substation, the first 
mentioned station can call the central Station 
and then the other Substation can be called from 
either the calling Substation or the central Sta 
tion in the manner described above. 
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It will be apparent that in accordance with 

the invention a plurality of substations may be 
operated in connection with a central Station, 
the respective Substations sharing a Single line 
circuit but being arranged for secret or exclu 
sive communication with the central station. 
Warious modifications of the System shown and 
described in detail will occur to those skilled 
in the art and may be made without departing 
from the scope of the present invention. 
I claim: 
1. A telegraph System comprising a central 

station, a line circuit terminating at said sta 
tion, a plurality of substations associated with 
said line circuit, printing telegraph equipment 
for communicating betWeen Said central Station 
and any of Said substations Over the line circuit, 
means controlling the operativeness of the print 
ing telegraph equipment at each of the substa 
tions, a selector at each substation connected 
to the line circuit, means including said selectors 
for individually signalling each Substation and 
thereby calling the Selected substation at Which 
the printing telegraph equipment is inoperative 
and means at each substation dependent upon 
Said signalling means When the line circuit is in 
use for rendering the printing telegraph equip 
ment at a called Substation operative and for 
preventing operation of the printing telegraph 
equipment at an uncalled substation, whereby a 
SubStation that is not called is locked out, said 
last mentioned means including a manually op 
erable control device at the called substation. 

2. A telegraph System comprising a central 
Station, a line circuit terminating at said sta 
tion, a plurality of substations associated with 
said line circuit, printing telegraph equipment 
for communication between said central Station 
and any of Said Substations over the line cir 
cuit, a Selector at each substation connected to 
the line circuit, means including said selectors 
for individually signalling each substation from 
Said control station, means operative under such 
conditions for locking out the substations that 
are not called, means at each substation for sig 
nalling the central station when the line circuit 
is idle and means operative under such conditions 
for locking out all the substations except the 
calling substation. 

3. A telegraph System comprising a central 
Station, a line circuit terminating at said sta 
tion, a plurality of substations associated with 
Said line circuit, printing telegraph equipment 
for communication between said central station 
and any of Said Substations over the line cir 
cuit, a selector at each substation connected to 
the line circuit, means including said selectors 
for inividually signalling each Substation from 
Said central station, means operative under such 
conditions for locking out the substations that 
are not called, means at each substation for sig 
nalling the central station when the line circuit 
is idle, means operative under such conditions 
for locking out all the substations except the 
calling substation and means controlled at one 
of the two connected stations to disable the lock 
out means of a third station which is to be condi 
tioned for the reception of printer signals. 

4. A telegraph System comprising more than 
two stations, a single line circuit connecting all 
of Said Stations, telegraph equipment at said sta 
tions, local control means at each station for 
conditioning the telegraph equipment thereat for 
Operation, means including said telegraph equip 
ment for effecting two-way communication be 
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tween any two of said stations, means for locking 
Out Said control means at certain of the other 
stations when one station seizes the line circuit, 
means for thereafter rendering the lockout means 
ineffective with respect to the wanted station 
whereby the same may be conditioned for oper 
ation and means operative after two stations are 
conditioned for transmission for rendering the 
lockout means ineffective with respect to another 
inoperative station whereby the latter may also 
be conditioned for operation. 

5. A telegraph System comprising a central sta 
tion, a plurality of Substations, a single line cir 
cuit connecting all of said stations, telegraph 
equipment at said stations, lockout means for 
rendering said equipment inoperative to transmit 
Or receive Over Said line circuit, means at the cen 
tral station for altering the electrical condition 
of the line circuit to lock out all of the substa 
tions and means controlled from the central sta 
tion for thereafter rendering the lockout means 
inoperative With respect to one of the substa 
tions whereby the same may be conditioned for 
operation. 

6. A telegraph System comprising a central sta 
tion, a plurality of substations, a single line cir 
cuit connecting all of Said stations, telegraph 
equipment at said stations, lockout means for 
rendering said equipment inoperative to transmit 
Or receive Over said line, means at each of said 
Substations for altering the electrical condition 
of the line circuit to lock out all of the other 
Substations and signal the central station and 
means including said telegraph equipment for ef 
fecting communication between any one of the 
Substations and the central station except when 
locked out by another Substation. 

7. A telegraph system comprising a central sta 
tion, a plurality of substations, a single line cir 
cuit Connecting all of said stations, telegraph 
equipment at said stations, means at the central 
Station for altering the electrical condition of 
the line circuit in one manner when a call is to 
be initiated from said central station, and means 
at each of the Substations for altering the elec 
trical condition of the line circuit in a different 
manner When a call is to be originated from one 
of the SubStations, both of said means also oper 
atting to lock out the other substations. 

8. A telegraph System comprising a central sta 
tion, a plurality of substations, a single line cir 
cuit connecting all of said stations, telegraph 
equipment at said stations, means at each sub 
Station for interrupting the flow of current 
through the line circuit, means responsive to said 
current interruption to signal the central station 
and to lock out the other substations from the 
line circuit, means at the central station for re 
Versing the polarity of the line circuit and means 
operated thereby to lock out all of the substa 
tions from the circuit. 

9. A telegraph System comprising a central sta 
tion, a plurality of Substations, a single line cir 
cuit connecting all of said stations, signals at 
the respective stations, selectors at the substa 
tions operatively connected to the line circuit, 
means at each substation for operating the sig 
nal at the Central station by interruption of the 
line current and means including said selectors 
for operating the substation signals from the cen 
tral station. 

10. A telegraph system comprising a central 
Station, a plurality of Substations, a single line 
circuit connecting all of said stations, signals at 
the respective stations, selectors at the substa 
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5 
tions operatively connected to the line circuit, 
means at each substation, for operating the sig 
nal at the central station by interruption of the 
line current and means including said selectors 
for Operating the substation signals from any of 
the stations. 

11. A printing telegraph system comprising a 
central station, a plurality of substations, a single 
line circuit connecting all of said stations, print 
ing telegraph equipment at each station, means 
for Signalling the central station over said line 
circuit from any of Said substations, means for 
reversing the polarity of the line circuit upon an 
Swering a cail, from a substation and means 
Whereby the printers except that at the calling 
Substation are maintained inoperative until the 
line circuit again becomes idle. 

12. A printing telegraph system comprising a 
central station, a plurality of substations, a sin 
gle line circuit connecting all of said stations, 
printing telegraph equipment at each station, 
means for reversing the polarity of the line cir 
cuit upon initiating a call from the central sta 
tion to one of said substations, means responsive 
to said reversal for locking out all of the substa 
tions and means dependent upon signals trans 
mitted from the central office over said line cir 
cuit for rendering the printer at the called sub 
Station operative. 

13. A printing telegraph system comprising a 
central station, a plurality of substations, a sin 
gle line circuit connecting all of said stations, 
printing telegraph equipment at each station, 
means including selectors at each substation for 
conditioning the printing telegraph equipment 
for Operation and means including said selectors 
for broadcasting Simultaneously to any two or 
more selected stations exclusively. 

14. A printing telegraph system comprising a 
printer having a driving motor, a line circuit, 
means for transmitting code combinations of im 
pulses over said line circuit to control the printer, 
manually operable switch means adjacent said 
printer to control said motor and means whereby 
Said Switch means is ineffective to start the motor 
When the line circuit is busy. 

15. A printing telegraph system comprising a 
line circuit, a printer connected thereto, said 
printer being provided with a driving motor, man 
ually operable Switch means adjacent said printer 
to control said motor, other printers connected 
to Said line circuit, a selector connected to the 
line circuit and means whereby said switch means 
is only Operative to start said motor when the 
line circuit is idle or the selector is operated in 
a predetermined manner indicating that the first 
mentioned printer is wanted by one of the other 
printers. 

16. A printing telegraph system comprising a 
plurality of Stations, printers at said stations, a 
single line circuit connecting all of said stations, 
means at One of Said stations for reversing the 
polarity of the line circuit, asymmetric conducting 
devices in the line circuit at the other stations 
and control means in shunt relation to said de 
vices. - 

17. A printing telegraph system comprising a 
plurality of stations, printers at said stations, a 
Single line circuit connecting all of said stations, 
asymmetric conducting devices in the line circuit 
at each of several stations, means for shunting 
said devices and signalling means at one station 
Connected to the line circuit. . . . . . . 

18. A telegraph system comprising a plurality 
of stations, telegraph equipment at said stations, 
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a single line circuit connecting all of said stations, 
an asymmetric conducting device in the line cir 
cuit at one station and a control relay in shunt 
relation to said device. Whereby it is Short-cir 
cuited for current flow in one direction in the 
line circuit. 

19. A telegraph system comprising a central 
station, a line circuit terminating at said station, 
a plurality of substations associated with Said 
line circuit, printing telegraph equipment at each 
of said stations for communicating between said 
central station and any of said substations. Over 
the line circuit, means connected to said line cir 
cuit for operating said printing telegraph equip 
ment, a selector at each substation connected to 
the line circuit, means for operating said selectors 
over said line circuit, manually operable means 
at each substation for rendering the printing tele 
graph equipment at the substation operative, 
means to disable said manually operable means 
when the line circuit is busy to lock out the print 
ing telegraph equipment during a call and means 
whereby said manually operable means and the 
associated selector at the same substation jointly 
control the operativeness of the printing tele 
graph equipment when the line circuit is busy 
whereby a substation that has not been called by 
predetermined operation of its selector is locked 
out until the line circuit is idle. 

20. A printing telegraph System comprising 
more than two stations, a single line circuit con 
necting all of said stations, printing telegraph 
equipment at said stations, circuit controlling 
means at each of several of said stations for ren 
dering the associated printing telegraph equip 
ment operative when desired, said circuit Con 
trolling means including a manually operable 
switch having idle and operating positions, means 
associated with said line circuit for operating said 
printing telegraph equipment over Said line cir 
cuit, means for rendering the manually operable 
switches ineffective When the line circuit is busy 
and thereby excluding all except the called Sta 
tion from receiving printer signals and means for 
controlling said last mentioned means Over Said 
line circuit from any calling station. 

21. A printing telegraph system comprising 
more than two stations, a single line circuit Con 
necting all of said stations, printing telegraph 
equipment at said stations, means connected to 
said line circuit for operating said printing tele 
graph equipment over the line circuit, means at 
each station for seizing the line circuit when the 
same is idle to initiate a call, means connected to 
the line circuit for locking out certain of the 
other stations when one station seizes the line cir 
cuit and means connected to the line circuit for 
thereafter rendering the lockout means ineffec 
tive with respect to the Wanted station. 

22. A printing telegraph system comprising a 
central station, a plurality of substations, a single 
line circuit connecting all of said stations, print 
ing telegraph equipment at Said stations, means 
connected to said line circuit for operating said 
printing telegraph equipment over said line cir 
cuit, means at the central station connected to 
the line circuit to lock out or render inoperative 
all of the substations and means at the Central 
station connected to the line circuit for there 
after rendering the lockout means ineffective With 
respect to a selected one of the substations. 

23. A printing telegraph system comprising a 
central station, a plurality of substations, a single 
line circuit connecting all of said stations, means 
connected to said line circuit for Operating said 
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printing telegraph equipment Over said line cir 
cuit, means at the central station connected to 
the line circuit for locking out or rendering in 
operative all except a selected substation and 
means at each of the substations connected to the 
line circuit for locking out all except the calling 
station when a call is originated from one of said 
substations. - 

24. A printing telegraph system comprising a 
central station and a plurality of substations, a 
series line circuit connecting said substations to 
said central station, printing telegraph equipment 
providing communication between said central 
station and said substations over said line circuit, 
means for signalling the central station from any 
substation when the latter has a message for the 
central station and for calling any SubStation 
from the central station when the central station 
has a message for one of the substations, said 
last-mentioned means comprising selectors at the 
respective substations only and means including 
said selectors for locking out the printing tele 
graph equipment at unselected substations where 
by communication is provided exclusively between 
the central station and a selected substation. 

25. A printing telegraph system comprising a 
central station and a plurality of substations, a 
series line circuit connecting said substations to 
said central station, printing telegraph equipment 
providing communication between said central 
station and said substations over Said line cir 
cuit, means for signalling the central station from 
any substation when the latter has a message 
for the central station and for Calling any Sub 
station from the central station. When the Cen 
tral station has a message for One of the Sub 
stations, said last-mentioned means COinprising 
Selectors at the respective substations Only and 
means including said selectors for locking out the 
printing telegraph equipment at unselected sub 
stations whereby communication is provided ex 
clusively between the Central Station and a Se 
lected substation, said means for signalling the 
central station from any substation including 
means for varying the idle line current in said 
line circuit and means responsive thereto for 
locking out the printing telegraph equipment at 
the other Substations When a call is initiated to 
the central station from One Substation. 

26. In a telegraph Switching System having a 
single telegraph central office, a multiparty single 
telegraph line extending from said office to a 
plurality of subscribers' stations, means whereby 
an operator may call any of said stations, means 
for setting any called Station into communicative 
relation to the Central Office Over Said line, lock 
Out means in each Station and means controlled 
by setting any one of said stations into communi 
cation relation to actuate said lock-out means 
to prevent all but Said called one subscriber sta 
tion from being conditioned for Communicative 
relation in response to the operation of the set 
ting means at said called subscriber's station. 

27. A telegraph system comprising a main sta 
tion and a Source of signals thereat, a piurality 
of stations, a line circuit connecting said stations 
to said main station, signal means at each of 
Said Stations responsive to Signals from said 
Source, an operable start switch in each of said 
stations for Seizing said line circuit for com 
munication purposes, and means at each of said 
stations responsive to the operation of said op 
erable Switch at any one of said stations for pre 
venting the remaining of said stations from seiz 
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ing said line circuit when said line circuit is seized 
by said One station. 

28. A telegraph system comprising a main sta 
tion and a source of signals thereat, a plurality 
Of stations, a line circuit connecting said stations 
to Said main station, an operable start key at each 
of Said stations for seizing said line circuit for 
Communication purposes, means at each of said 
Stations responsive to the operation of said start 
key at any one of said stations for preventing the 
remaining of said stations from Seizing said line 
circuit When said line circuit is seized by said one 
station, and indicating means at each of said sta 
tions responsive to the operation of said start 
key at any one of said stations for indicating at 
Only the remaining Of Said stations that said one 
of said stations has seized said line circuit. 

29. In a telegraph switching system having a 
Single telegraph central office, a multiparty single 
telegraph line extending from said office to a plu 
rality of subscribers' stations, means whereby an 
Operator may call any of said stations, means for 
Setting any called station into communicative 
relation to the central office over said line, lock 
Out means in each Station and means controlled 
by Setting any One of Said stations into com 
munication relation to control said lock-out 
means to prevent all but said last mentioned one 
Subscriber's station from being conditioned for 
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communicative relation in response to the oper 
ation of the setting means at said subscriber's 
station. 

30. A telegraph system comprising a printing 
telegraph Central station, a plurality of branch 
printer Stations, a line circuit connecting said 
branch stations to said central station having a 
predetermined electrical condition during idle 
periods, and a starting Switch at each of said 
branch stations, said starting switch at any one 
of said stations arranged, when operated, to alter 
the idle line condition of said line and render 
said one only of said branch stations operative 
for communication purposes to the exclusion of 
the remaining branch station or stations. 

31. A telegraph System comprising a printing 
telegraph Central Station, a plurality of branch 
printer stations, a line circuit connecting said 
branch stations to said Central station having a 
predetermined electrical condition during idle 
periods, a starting switch at each of said stations 
and relay means at each of Said stations con 
trolled by said starting Switch to render the 
calling One of said branch stations operative for 
Communication purposes over said line circuit to 
the exclusion of the remaining branch station 
or stations. 
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