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UNITED STATES PATENT OFFICE. 
HENRY W. STARK WEATHER, OF NEw HAVEN, CONNECTICUT, ASSIGNOR, TO WIN 
CHESTER REPEATING ARMSCO., OF NEW HAVEN, CONNECTICUT, ACORPORATION. 

MUSHROOM-BULLET. 
1,081,065. 

To all whom it may concern: 
Be it known that I, HENRY W. STARK 

WEATHER, a citizen of the United States, re 
siding at New Haven, in the county of New 
Haven and State of Connecticut, have in 
vented a new and useful Improvement in 
Mushroom-Bullets; and I do hereby declare 
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the following, when taken in connection with the accompanying drawings and the 
characters of reference marked thereon, to 
be a full, clear, and exact description of the 
same, and which said drawings constitute 
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part of this application, and represent, in 
Figure 1, a view in side elevation of a 

mushroom bullet constructed in accordance 
with my invention, with a band-like jacket 
swaged thereupon. Fig. 2, a view thereof 
in central longitudinal section. - 
My invention relates to an improvement 

in jacketed mushroom bullets characterized 
by a band-like jacket exposing the soft 
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metal of the body or core beyond its oppo 
site edges, the object being to produce at a 
low cost for manufacture, a bullet of supe rior mushrooming effect. 
With these ends in view my invention 

consists in a mushroom bullet having cer 
tain details of construction as will be here 
inafter described and pointed out in the 
claim. - 

In carrying out my invention as herein 
shown, I apply a relatively hard sheet 
metal band-like jacket, 2, to a soft metal 
body, 3, upon which the band is swaged so 
as to be embedded in the surface thereof, 
the inner end of the band being bent in 
Ward to form an annular anchoring flange 
or crimp, 4, which is embedded in the body, 
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3, and holds the band firmly thereupon. 
The nose, 5, of the soft-metal body is ex 
posed beyond the outer edge of the band 
like jacket, 2, and is therefore free to mush room upon impact. 
To prevent any portion of the band, 2, 

from engaging with the rifling of the arm 
in which the bullet is used, the band is made 
in its largest part a trifle smaller in diame 
ter than the exposed rear end, 6, of the body 
which is cylindrical in form and provided 
With a shallow annular groove, 7, for the reception of a lubricant. 
I claim: 
As a new article of manufacture, a mush room bullet having a soft-metal body made 

cylindrical at its rear end to take into the 
rifling of a gun-barrel and tapering for 
Ward from its cylindrical portion to form a 
rounded nose, and a band-like jacket 
SWaged upon the said soft-metal body and 
narrower in width than the length thereof to 
expose the cylindrical rear end thereof and 
the rounded nose thereof, and the inner edge 
of the said band being turned inward to 
form a retaining-flange or crimp which is 
embedded in the metal of the body at a 
point in front of the cylindrical portion 
thereof and where the body begins to taper forward. 
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In testimony whereof, I have signed this 
specification in the presence of two sub 
scribing witnesses. 

HENRY W. STARK WEATHER. 
Witnesses: 

THOMAs C. JoHNSON, 
FRANK. A. PAUL. 

Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 
Washington, D.C.' 
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