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To all avhom, it muually concerº7: 
Be it known that I, HENRY J. ENNIS, a citi 

zen of the United States, residing at Washing 
ton, in the District of Columbia, have invented 

5 certain new and useful Improvements in Cork 
screws; and I do declare the following to be a 
full, clear, and exact description of the inven 
tion, such as will enable others skilled in the 
art to which it appertains to make and use the 

I o same, reference being had to the accompany 
ing drawings, and to the letters of reference 
marked thereon, which form a part of this 
specification. 
My invention has relation to corkscrews, 

I 5 and the object is to provide a device of this 
class that will simply and expeditously ex 
tract the cork from a bottle; and to this end 
the novelty consists in the construction of the 
same, as will be hereinafter more fully de 

2 o scribed, and particularly pointed out in the 
claims. 

In the accompanying drawings the same 
letters of reference indicate the same parts 
of the invention. 

Referring to the drawings, Figure 1 repre 
sents a view in vertical section of the upper 
portion of the improved device, showing the 
same secured to the lower surface of the top 
of a bar, counter, or other support. Fig. 2 

3o represents an elevation of one side of the 
portion of the device in which the cork-ex 
tracting mechanism is located. Fig. 3 repre 
sents a transverse sectional view - taken on 
the line ac ac of Fig. 1; Fig. 4, a similar view 

35 taken on the line y / of Fig. 1. Fig. 5 repre 
sents al transverse sectional view taken on the 
line & & of Fig. 1, looking upward. 
The letter A indicates a tubular casing of 

metal or otlher Suitable material secured to or 
4o formed with a bracket B at one side near its 

upper end, the said bracket being formed 
with apertures through which may be passedl 
screws or other fastening devices, by means 
of which it may be attached to the under side 

45 of a counter or bar, as shown in Figs. Il and 
6 of the drawings. Within the upper por 
tion of the tubular casing is located a recip 
rocating plunger C, which is slotted longi 
tudinally between its ends, and within the 
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friction rollers HD, for the purpose hereinafter 
explained. The upper portion of the tubular 
casing is provided with longitudinal slots cor 
responding with the slot in the plunger, and 
through the slots in the plunger and the cas 
ing extends a lever E, one end of which is 
fulcrumed to a stud EF on the bracket, the 
other end being provided with a handle G, by 
means of which it may be manipulated. The 
said lever passes between the anti-friction 
rollers above mentioned, and bears against 
the same during its operation in order to re 
ciprocate the plunger with as little friction 
as possible. The lower portion of the casing 
A is enlarged, and is formed with an internal 
chamber H, which is rectangular in crOSS-Sec 
tion, for the purpose hereinafter explained. 
The lower end of the plungeris provided with 
a short boss I, which is externally screw 
threaded and provided with an internal re 
cess, within which sets the cylindrical head 
K of the shank I of the corkscrew. The Said 
head is confined within said recess by means 
of an internally-threaded cap M, secured to 
the boss, the cap being provided with a cen 
tral opening through which the shank of the 
corkscrew passes, so as to turn freely at the 
proper time. The shank of the corkscrew 
is screw-threaded externally, and extends 
through an internally-threaded central aper 
ture in a reciprocating nut N, which is rect 
angular in shape to fit the rectangular cham 
ber in the casing A, in which it slides. The 
shank below the nut N is provided with a 
fixed or adjustable nut or collar P, and below 
the said nut or collar is formed the screw 
blade R of the corkscrew. 
S indicates a screw-plug secuired in the 

lower end of the enlarged portion of the cas 
ing A, the said nut being provided with a cen 
tral opening through which the blade of the 
corkscrew passes. The upper face of the plug 
is cut away at its edge, so as to permit the re 
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ciprocating nut to have a fair bearing against . 
it when dlown. 
The tubular casing is formed with a lower 

extension T, having at its extremity a trun 
cated conical collar U, the upper face of which 
is inclinéd or beveled, as indicated by the let 

5 o slot, near the ends thereof, are located anti- i ter V, for the purpose hereinafter explained. 
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The interior of the collar is bushed with 
leather or similar material to form an elastic 
seat for the mouth of the bottle from whiclh 
the cork is to be extracted. 

It will be seen that as constructed the de 
vice is simple and effective, and can be ma 
nipulated with one hand of the operator to 
expeditiously extract the cork from a bottle. 

Having thus fully described my invention, 
what I claim, and desire to secure by Letters 
Patent, is 

1. The combination, with the tubular slot 
ted casing, the slotted securing-bracket, and 
a slotted plunger carrying anti-friction roll 
ers, of the hand-lever fulcrumed to the bracket 
and passed through the slots in the casing 
and plunger between the anti-friction rollers, 
the corkscrew-shaft having a threaded shank 
swiveled at its upper end to the plunger, the 
the corkscrew passes, located in the enlarged || 
reciprocating nut through which the shank of 

lower portion of the casing, and the extension 
below the casing, provided with the truncated 

25 
collar having the inclined upper º face, sub stantially as specified. 
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2. The combination, with the slotted tubu 
lar casing formed with a securing-bracket, of 
the reciprocating plunger located within said 
tubular casing and having the upper and 
lower anti-friction rollers, the hand-lever full 
crtu med to the securing-bracket and passing 
through the slots in the casing and plunger 
between said anti - friction rollers, the en 
larged lower portion of the casing being pro 
vided with an externally-screw-threaded boss 
seated in a recess therein and receiving the 
en larged cylindrical head of the shank of the 
corkscrew, the reciprocating nut through 
which the shank of the corkscrew passes, the 
corkscrew-blade, the screw-plug S, and the 
extension of the casing, provided with the 
truncated conical collar at its lower end, sub 
stantially as specified. 

In testimony whereof Iaffix my signature in 
presence of two witnesses. " : ; 

IIENRY J. ENNIS. 
WWitnesses: 

* * * * * * J. MCNAMEE, 
JAS, IL. SKIDMORE. 

  


