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To al., whom it may concern: 
Be it known that I, WILLIAM LANG, of 

Brooklyn, in the county of Kings and State of 
New York, have invented certain new and use 
ful Improvements in Window-Shade Pulls, of 
which the following is a specification. 
This invention relates to an improvement 

in pulls designed to be attached to a stick in 
the lower edge of a window-shade, so as to 
form a convenient means for pulling down the 
shade and at the same time an ornamental at 
tachment to the same; and the invention con 
sists of a tubular bar having transverse mor 
tises for the insertion of eyes or links, which 
are passed through such mortises and retained 
in the bar by a rod or wire within the same. 
The tubular bar is provided with end tips that 
are screwed to the interior rod. The end tips 
have cup-shaped bases that are sprung on the 
tubular bar. The outer parts of the eyes or 
links attached to the bar are suspended by 
hooks from the eyes attached to the stick of 
the shade. 
In the accompanying drawings, Figure 1 is 

a front view, partly in section, of my improved 
window-shade pull; and Fig. 2 is a vertical 
transverse section of the Same. 

Similar letters of reference indicate corre 
sponding parts. v 

Referring to the drawings, A represents a 
metal tube, which forms the bar of my im 
proved shade-pull. The tubeis preferably split 
longitudinally throughout its entire length. 
Through the tube. A passes centrally a rod, B, 
which is screw-threaded at each end, and pro 
vided with ornamental end tips, C C, that are 
screwed onto the ends of the rod B. The rod 
B is also passed through eyes or links a ca, 
which are inserted through transverse mor 
tises or slots bb of the bar A, and suspended 
by hooks D from screw-eyes d of the stick of 
the window-shade E. The end tips, C, have 
cup-shaped bases that are sprung on the ends 
of the split tubular bar A when the tips have 

45 been tightly screwed up against the ends of 
the bar A, so that the parts are held rigidly 
together. The meeting edges of the split bar 
A are preferably located at the bottom, so as . 
to be out of sight. 
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In disengaging the pull from the shade to 5o 
clean it, or for any other purpose, the bar A 
is moved up at one side close to the stick, and 
one suspension-hook detached from its screw 
eyed, after which the other suspension-hook 
can be readily disengaged. By reversing the 55 
operation the shade-pull is attached again. 
The hooks D engage the screw-eyes d in the 
stick of the shade, the hook ends facing each 
other, so as to prevent them from becoming 
disengaged by the lateral motion of the pull. 6o 
Having thus described my invention, I claim 

as new and desire to secure by Letters Patent 
1. The combination, with a tubular shade 

bar or pulley having transverse slots or mor 
tises, of links or eyes passing through said 65 
mortises, and a rod within the tubular bar for 
securing the links thereto, substantially as set 
forth. 

2. The combination, with a tubular shade 
bar, of a central rod passing through the bar, 7o 
and of end tips attached to the ends of the 
rod, substantially as set forth. 

3. The combination, with a tubular shade 
bar, of eyes or links passing through mortises 
of the bar, a rod within the bar for holding 75 
same, and end tips attached to the ends of the 
rod, substantially as described. 

4. The combination, in a shade-pull, of a 
tubular bar, links or eyes passing through 
mortises of the bar, a rod passing longitudi 
nally through said bar and said links or eyes, 
and end tips attached to the ends of the rod, 
substantially as set forth. 

5. The combination of a tubular bar having 
transverse mortises, eyes or links passing 
through said mortises, a rod passing through 
said bar and said eyes or links, and end tips 
attached to the ends of said rod and fitting 
by cup-shaped bases over the ends of the bar, 
substantially as set forth. 

In testimony that I claim the foregoing as 
my invention I have signed my name in pres 
ence of two subscribing witnesses. 

WILLIAM LIANG. 
Witnesses: 

PAUL GOEPEL, 
SIDNEY MANN. 
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