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This invention relates to a paint box palette 
with which to transport and use, or store and 
use, either tempera or oil paints or pigments. 
The primary objects of the invention are (1) to 

provide a convenient device in which to transport 

Set forth and which, at the same time, may be 
used as a palette for mixing the paint; (2) to 
provide a palette on which oil paints or tempera. 
paints may be mixed and preserved from day to 
day while the palette is in use. 
To that end the invention contemplates a novel 

construction including a body in the general 
form of a tray including a mixing panel and paint 
containing receptacles provided with individual 
covers which may be disposed above the surface 
of the mixing panel according to one form of 
the invention or disposed substantially flush 
therewith in accordance with the modified form. 

further object of the invention is to provide 
a palette having paint or pigment receiving re 
ceptacles which are surrounded by an upstanding 
flange, collar or the like which serves as a brush 
scraping edge and also prevents the spilling or 
migration of color from one receptacle to an 
Other. 
With the above and other objects in view which 

will more readily appear as the invention is better 
understood, the same consists in the novel con 
struction, combination and arrangement of parts 
hereinafter more fully described, illustrated and 
claimed. - 

In the drawing: - 
Figure 1 is a plan view of the present inven 

tion. 
Figure 2 is a vertical longitudinal sectional 

view. 
Figure 3 is a detail view of One of the paint 

receptacles showing the use of the collar or flange 
as a Scraping edge. . 

Figure 4 is a vertical longitudinal sectional 
view illustrating a modified arrangement of the 
sealing caps or covers of the receptacles. 

Figure 5 is a detail perspective view of one of 
the covers or seals for the individual receptacles 
shown in Figure 4. - 
According to the embodiment of the invention 

shown in the drawing, the same includes in its 
organization a body designated generally as 
which may be made of metal or any other suitable 
material such, for example, as any of the well 
known moldable plastics suitable for the purpose. 
The body may be provided with a marginal 
fange 2 so that the body, as a whole, takes the 

form of an open tray having no cover in its 
entirety. 
The body is provided with a mixing surface 

Or panel 3 and also carries therewith at suitable 
locations a plurality of paint or pigment receiv 
ing receptacles 4. For example, in Figures 1 and 
2 certain of the receptacles may be arranged 
in a group wherein the receptacles are spaced 
apart and disposed in longitudinal and transverse - 
rows, said group being arranged at one side of 
the mixing panel 3. Additional receptacles may 
be located Substantially at opposite corners of the 
body or tray as shown in the drawing. In use, 

0. 

the group of receptacles at one side of the mixing 
panel may contain pigments or paints of different 
colors while the relatively isolated receptacles in 
the opposite corners of the tray may contain black 
and white pigments or colors. , - 
The receptacles preferably extend below the 

body of the device and may be an integral part 
of the body, or they may be separately inserted 
in suitable openings formed in the body and held 
in place by frictional engagement with the open 
ings or by soldering, or otherwise suitably fasten 
ing or Securing the separate receptacles to the 
body. In other words, any mechanical expedient 
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well known to the art may be used for securing . 
the receptacles, if made separate, to the body, so 
that the ultimate effect in actual use is to have 
all of the receptacles carried by or with the body 
for convenient handling. Obviously, the recep 
tacles or cups may be of any desired shape or 
configuration. 
A distinctive feature of the invention aside from 

combining a plurality of receptacles with a palette 
Surface is to provide each receptacle with a 
cover or lid such, for example, as the screw top 5 
shown in Figures 1 and 2. In this embodiment 
of the invention the covers, caps or lids 5 are 
preferably internally screw-threaded and fit over 
an upstanding fange or collar 6 which surrounds 
the open end or mouth of the receptacles, the 
said flange or collar being exteriorly threaded to 
meet With the threads on the cover. It will, of 
course, be understood that the covers 5 may be 
held on the flanges or collars 6 by other means 
than threads such, for example, as by a frictional 
fit, a bayonet slot arrangement or any well 
known equivalent. A special feature of this con 
struction is that the collar or flange. 6 projects 
above the mixing surface 3 thereby not only pro 
viding a scraping edge for the artist's brush as 
illustrated by Figure 3 but also keeping the in 
dividual paints or pigments within their respec 
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tive receptacles or containers. That is to say, is 

  



2 
when the artist scrapes or drags his brush over 
the edge of the flange or column 6, the excess 
paint Or pigment from the brush will tend to 
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drop into the receptacle rather than trail Over 
the surface of the device and work its way into 
another receptacle. Thus, accidental. migration 
of colors or pigments is effectively prevented and 
the individual Colors may be kept pure Or true. 

Alternatively, instead of using the elevated 
types of covers 5 shown in Figures 1, 2 and 3, 
it is Within the Scope of the invention to pro 
vide the covers or lids 7 which may be made 
flush with the mixing panel 3a, as shown in Fig 
ure 4 so that the entire surface presents no ob 
structions to any material which may be placed 
within the tray. For example, the construction 
shown in Figure 4 may be utilized not only for 
storing the paints intransportation or when not in 
use but may be used as a holder for artists' mate 
rial as, for example, when a student finishes One 
class and desires to put accessories in his particus 
ular tray. . 
The lids: or covers 7 shown in Figures 4 and 5 

are preferably provided with the external threads 
8 for engaging with mating threads formed in the . 
receptacles 4a and the tops of the covers or lids 
may be provided with the finger gripping rib 9 
to facilitate manipulation. 

Obviously, the general shape of the entire box 
palette may be rectangular, round or oval and be 
cause of the distribution of the receptacles, par 
ticularly at the corners of the body or tray it 
will be possible for the entire tray to be supported 
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at an even level on any suitable surface such as a 
desk or table. Moreover, while the arrangement 
or grouping of the receptacles may be varied to 
meet various requirements, nevertheless, a prac 
tical arrangement and grouping is shown in the 
drawing which enables the artist or the manu 
facturer to place the pigments in certain of the 
receptacles and even to leave some of them empty 
for the mixing of other colors. . . . 

In any event the box palette Comprises a plu 
rality of individually covered receptacles or cups 
for holding paint or pigments in connection with 
a mixing space while the whole palette is sur 
rounded by an upstanding rim to prevent spilling 
of the paint and also to allow the palette as a 
whole to serve as a receptacle or holder for re 
ceiving any desired article, material, or substance. 
The present device may be used by a manu 

facturer in selling paints or pigments since each 
individual paint or pigment may be covered or 
sealed, while the purchaser obtains a device which 
may be used as a palette and also enables him 
to readily store and protect the paints when not 
in use so that they may be preserved for further 
work. Thus, the invention eliminates the neces 
sity of the artist being inconvenienced by a multi 
plicity of jars or tubes in which paints or pigments 
are usually sold and enables him to have all of 
his material readily available in compact and con 
venient form. 

2,166,616 
Without further description it is thought that 

the features and advantages of the invention will 
be readily apparent to those skilled in the art and 
it will, of course be understood that changes from 
the details of construction may be resorted to 
within the scope of the appended claims. 
I claim: 
1. As an article of manufacture a device to be 

used as a palette including a body having a plu 
rality of openings and a surface constituting a 
mixing panel, a plurality of wide mouth individual 
rigid receptacles for holding paint fitted into Said 
openings of the body, and a removable cover for 
each receptacle. 

2. An article of manufacture serving as a paint 
box for the sale and storage of pigments and as a 
palette when in use, comprising, a tray including 
a mixing panel, a plurality of individual non 
communicating rigid receptacles fitted to the 
panel and projecting below the plane of the bot 
tom thereof to provide supports for the panel, and 
removable closure caps for said receptacles to Seal 
the same when not in ues. . 

3. An article of manufacture serving as a paint 
box for the storage and sale of pigments and as 
a palette when in use, comprising, a tray includ 
ing a mixing panel having a plurality of openings, 
a plurality of separate rigid receptacles fitted into 
said openings, an upstanding flange on each re 
ceptacle adapted to be disposed above the face of 
the mixing panel to serve as a brush Scraping edge 
and to prevent the migration of color from one 
receptacle to another, and a closure cap for each 
upstanding flange for sealing each Separate recep 
tacle. v 

4. As an article of manufacture Serving as a 
paint box for the sale and storage of pigments 
and as a palette when in use, comprising, a tray, 
a mixing panel on the surface of the tray, a plu 
rality of rigid receptacles fitted to the panel and 
projecting below the bottom of the tray to pro 
vide supports for the tray and removable closure 
caps for said receptacles flush with the panel to 
seal the same when not in use. 

5. An article of manufacture, Serving as a 
palette or a combined paint box and palette for 
transporting and mixing paint, comprising a tray 
including a mixing panel; and a plurality of in 
dividual, non-communicating, wide mouth recep 
tacles mounted on a portion of said mixing panel, 
said receptacles projecting above and below the 
plane of the mixing panel, the bottom of the re 
ceptacles providing a substantial base upon which 
the palette rests and the tops of the receptacles 
providing upstanding rims against which a brush 
may be scraped to remove excess paint which will 
drop back into the receptacle, thereby completely 
isolating any paint contained therein, and remov 
able caps engaging the tops of said receptacles 
to make each receptacle air tight when closed and 
allowing the removal from and replacement of 
paint in the receptacle when the top is removed. 

SOPHE WILLIS WALLACE. * --- . 
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