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To diz twf oil it inazy coice.77: 
Be it known that I, SYLVENUS B. PAYNE, of 

Ridgeville, in the county of Randolph and 
State of Indiana, have invented a new and 

5 useful Improvement in Surgical Instruments 
for Treating Piles and other Diseases of the 
Rectum, of which the following is a specifica 
tion. m 

This invention is designed to furnish a con 
Io Venient mode of applying ointments, liquids, 

&c., to the rectum in cases of disease--as of 
piles, ulcers, &c.-and also to prevent protru. 
Sion of the veins. 
The invention consists in a cylindrical hol 

I5 low bulb tapered or cone-shaped at the ex 
tremities, and provided with a series of perfo 
rations in its sides, in combination with a stem 
removably connected with said bulb and hav - 
ing a cylindrical base-piece to rest upon the 

2O exterior of the body when the instrument is 
in position. 
In the accompanying drawings, Figure 1 is 

a side view of my invention. Fig. 2 is a sec 
tion, the parts being shown separated. 
A is a hollow bulb, cylindrical in shape and 

tapering or cone-shaped at the extremities, so 
as to be easily inserted and removed. The 
bulb is provided with holes or perforations a 
in the sides, and has a screw-threaded open. 

3o ing, b, at One end. 

25 

B is a hollow cylindrical base-piece, which 
Serves as a handle in introducing and remov 
ing the instrument, and remains on the out 
side of the body when the bulb is inserted in 

35 the rectum. A hollow stem, C, extends from 
about the center of the base-piece B, and is 
Screw-threaded at the extremity to enter the 
opening in the bulb. The screw-threaded end 
of the Stein is closed, in order to retain the 

4o ointment or other medicine in the bulb when 
it is placed in position. 
The base-piece B is arranged obliquely to 

the Stem, in order to conform to the shape of 
the external parts at the front and rear of the 

45 rectal opening. 
The stem and base - piece are preferably 

made hollow, in order to render the instrument 
as light as possible, and the base-piece is pro 
vided with openings c cc, to keep the stem and 

SO base-piece or handle cool. 
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The instrument can be made of any suitable 
material, as celluloid or rubber, or it can be 
made of zinc or other metal. 
In using the instrument the ointment or 

Other medical preparation used is placed in 55 
the bulb and the stem is then screwed in, clos 
ing the opening. The bulb is inserted into 
the rectum until the sphincter muscles close 
around the contracted stem, holding it in posi 
tion. The cylindrical base occupies the space 6o 
in front and rear of the rectal opening. The 
Ointment used is melted by the heat of the 
body and passes through the openings in the 
sides of the bulb to the diseased parts. When 
liquids are to be applied, cotton or sponge will 65 
be Saturated with the medicine and inserted 
in the bulb. 
The instrument can be worn without incon 

Venience to the patient, and the effect is not 
Only to apply the ointment or liquid to the 7o 
parts affected, but also to keep the hemorrhoids 
from coming down. 
Having thus described my invention, what 

I claim as new is 
l. In an instrument for applying medicines 75 

to the rectum, the combination, with a hollow 
perforated bulb provided with an opening at 
one end for the introduction of medicines, of a 
stem removably connected to the bulb and 
closed to prevent the medicine from passing 83 
to the external parts, said stem being provided 
with a cylindrical base-piece to rest on the 
exterior of the body when the bulb is in posi 
tion, substantially as shown and described. 

2. In a lectal instrument, the combination, 85 
with a hollow perforated bulb having taper 
ing or conical extremities and provided with 
a screw-threaded opening at one end, of a hol 
low stem adapted to screw into said bulb, said 
stem being closed at the screw-threaded end, go 
and a hollow cylindrical base having openings, 
as shown and described, and connected ob 
liquely to said stem in order to conform to the 
shape of the parts when in position, substan 
tially as herein set forth. 
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