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LOW INERTIA FRAME FOR DETECTING 
COROLISACCELERATION 

FIELD OF THE INVENTION 

The present invention relates to angular velocity sensors, 
and more particularly to the sensing frame of in-plane angular 
Velocity sensors. 

BACKGROUND OF THE INVENTION 

Typically a vibratory angular rate sensor comprises drive 
and sense Subsystems. The drive Subsystem is driven into 
oscillation at the resonant frequency of the drive mode. The 
Coriolis force acts on the oscillating drive Subsystem and 
generated force which is then transferred to the sense sub 
system. Consequently, the sense Subsystem moves at the 
drive frequency proportional to the input rate of rotation and 
that motion is typically sensed by an appropriate transducer. 

There are various implementations of these types of sen 
sors. Some sensors may have a plurality sense modes or a 
single sense mode. In other embodiments, the sense mode 
may match the drive mode or in another embodiment the 
sense mode and drive mode may be apart from each other. 
Vibratory angular velocity sensors have an active mass and a 
parasitic mass. The active mass is the mass participating in the 
generation of the Coriolis force while the parasitic mass does 
not contribute to the generation of the Coriolis force. How 
ever, the Coriolis force moves the parasitic mass, and there 
fore the sensitivity of the angular velocity sensor can be 
Substantially increased if the parasitic mass is minimized. 

Accordingly, what is desired is a system and method that 
addresses the above-identified issues. The system and method 
should be cost effective, easily implemented and adaptable to 
existing sensors. 

SUMMARY OF THE INVENTION 

A sensing frame that moves in response to torque generated 
by the Coriolis acceleration on a drive subsystem is disclosed. 
The sensing frame include a first rail. The first rail is con 
strained to move along the first axis parallel to the first rail. 
The frame includes a second rail substantially parallel to said 
first rail. The second rail is constrained to move along the first 
axis. The frame includes a base and at least two guiding arms 
for ensuring that the first rail and the second rail move in 
anti-phase fashion along the first axis. A first guiding arm is 
flexibly coupled to the first rail and flexibly coupled to the 
second rail and a second guiding arm is flexibly coupled to the 
first rail and flexibly coupled to the second rail. The first 
guiding arm is flexibly suspended to the base at a first anchor 
ing point for allowing rotation of the first guiding arm around 
the second axis that is perpendicular to the first axis and 
normal to the plane, and the second guiding arm is suspended 
to the base at a second anchoring point allowing rotation of 
the second guiding arm around the third axis parallel to the 
second axis. The sensing frame includes a plurality of cou 
pling flexures connecting said sensing frame to the drive 
Subsystem and a transducer for sensing motion of the first and 
second rails responsive to said angular Velocity. 

BRIEF DESCRIPTION OF DRAWINGS 

FIG. 1A illustrates an angular velocity sensor with substan 
tially circular sensing frame in accordance with prior art. 
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2 
FIG. 1B illustrates a simplified scheme of angular velocity 

sensor with Substantially rectangular sensing frame, inaccor 
dance with prior art. 

FIG. 2A shows the sensing frame with a drive system that 
is flexibly coupled to the rails, in accordance with the present 
invention. 

FIG. 2B shows the sensing frame with a drive system that 
is flexibly coupled to the guiding arms, in accordance with the 
present invention. 

FIG.3 illustrates the way the inertia of the flexible sensing 
frame is reduced. 

FIG. 4 illustrates in detail the way the inertia of the sensing 
frame with attached transducers is reduced. 

FIG. 5 provides sensitivity of a single mode angular veloc 
ity sensor as a function of electrode length. 

FIG. 6 shows generic angular Velocity sensor with dis 
closed frame. 

FIG. 7 shows top view and drive mode of the X and Z 
angular Velocity sensing Subassemblies. 

FIG. 8 shows mechanism of transferring the Coriolis 
torque to the sense Subsystem. 

FIG. 9 shows the sense and the drive subsystems sharing 
the same pair of anchors. 

FIG. 10 illustrates flexibility of the design of the flexible 
frame with respect to its shape. 

FIG. 11 shows a preferred embodiment wherein the mov 
able part of the transducer faces outwards. 

FIG. 12 shows a preferred embodiment wherein the mov 
able part of the transducer faces inwards. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

The present invention relates to angular Velocity sensors, 
and more particularly to the sensing frame of the angular 
Velocity sensors. The following description is presented to 
enable one of ordinary skill in the art to make and use the 
invention and is provided in the context of a patent application 
and its requirements. Various modifications to the preferred 
embodiment and the generic principles and features 
described herein will be readily apparent to those skilled in 
the art. Thus, the present invention is not intended to be 
limited to the embodiment shown but is to be accorded the 
widest scope consistent with the principles and features 
described herein. 
The purpose of a system and method inaccordance with the 

present invention is to provide an improved sensing frame by 
reducing an effective mass of said sensing frame. The advan 
tage of reduced inertia is that it improves sensitivity of the 
angular Velocity sensor. 

Another advantage of a system and method in accordance 
with the present invention is to provide the sensing frame 
which can be suspended to the sensing base at a minimum 
number of points. Minimizing the number of Suspensions 
improves package sensitivity. 

Another advantage of a system and method in accordance 
with the present invention is to provide a sensing frame hav 
ing two rails constrained to move linearly in anti-phase fash 
ion. Anti-phase sensing rejects linear acceleration sensitivity 
of the angular Velocity sensor. 

Another advantage of a system and method in accordance 
with the present invention is to provide a universal and flex 
ible sensing frame. The sensing frame can be used with X,Y 
or Zangular Velocity sensor. Also, the sensing frame is easily 
adjustable in terms of its shape without altering its function 
ality. The sensing frame can be easily designed so that an 
angular Velocity sensor fits easily onto the Substrate with the 
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neighboring MEMS devices. The sensing frame can be easily 
designed to enclose different drive systems. This substan 
tially reduces the area of the sensor die without degrading 
performance of the angular Velocity sensor. 

FIG. 1A and FIG. 1B show two embodiments of simplified 
illustrations of a sensing Subassembly for detecting angular 
velocity as disclosed in U.S. Pat. No. 6,892.575, entitled 
X-Y axis dual-mass tuning fork gyroscope with vertically 

integrated electronics and wafer-scale hermetic packaging.” 
and assigned to the assignee of the present application. In 
each embodiment, sensing subassembly 10 and 10" comprises 
a drive subsystem 12 and 12 and a sense subsystem 14 and 
14'. In FIG. 1A the rigid sense frame 30 is circular. In FIG. 1B 
the rigid sense frame 32 is rectangular. The sense Subsystem 
14 and 14' is suspended to the base 18 at a plurality of 
anchoring points 16A-16D through a plurality of anchoring 
flexures 20A-20D. Drive subsystem 12 and 12 may be driven 
into oscillations based on the fundamental frequency of the 
drive subsystem 12 and 12'. Coriolis forces may generate a 
torque on the drive subsystem 12 and 12" as depicted in FIG. 
1A and FIG. 1B. Torque is transferred to the sense subsystem 
14 and 14 through the coupling flexures 22A-22B that con 
nect drive subsystem 12 and 12" and sense subsystems 14 and 
14 causing sense frame 30 and 32 to rotate. Motion of the 
sense Subsystem 14 and 14 is proportional to the input angu 
lar Velocity and can be sensed by appropriate transducer 24. 

Referring to FIG.2A and FIG.2B, a flexible sensing frame 
is disclosed in accordance with two embodiments. In these 
embodiments, a sense subsystem 100 and 100' comprises 
anchoring flexures 110A-110B and a frame further compris 
ing rails 101A-101B and guiding arms 102A-102B. The rails 
101A and 101B and guiding arms 102A-102B are flexibly 
coupled through the four frame flexures 103A-103D. Both 
rails 101A and 101B and guiding arms 102A-102B are rigid 
when compared to stiffness of the frame flexures 103A-103D 
and anchoring flexures 110A-110D. Also, the rails 101A and 
101B may support transducer 130. Drive subsystem 112 and 
the sense subsystem 114 are flexibly connected through the 
coupling flexures 150A and 150B. In one implementation, the 
drive subsystem 112 may be connected to the rails 101A and 
101B as shown in FIG. 2A. In the other implementation, the 
drive Subsystem 112 may be connected to the guiding arms 
102A and 102B as depicted in FIG. 2B. 
The frame flexures 103A-103D ensure flexibility of the 

sensing frame. When torque is applied to the frame through 
flexures 150A-150B, the sensing frame deforms and assumes 
the shape of a parallelogram. The anchoring flexures 110A 
and 110B define pivot points for guiding arms 102A-102B 
ensuring anti-phase motion of the rails 101A and 101B. The 
coupling flexures 150A-150B couple the drive subsystem 112 
to the sense subsystem 114 and transfer the Coriolis force to 
the sensing frame. A system and method in accordance with 
U.S. patent application Ser. No. 12/026,493, entitled Dual 
Mode Sensing For Vibratory Gyroscope and assigned to the 
Assignee of the present application, would allow for the cou 
pling flexure 150 to be designed substantially compliant such 
that the drive subsystem and sense subsystem form two 
modes with two modal frequencies that are relatively close to 
each other. 

Referring to FIG. 3A and FIG.3B, the difference in effec 
tive moving mass between the stiff and flexible sensing frame 
is illustrated. FIG. 3A shows the stiff sensing frame rotating 
about the axis passing through the center of gravity of the 
frame. The whole frame contributes to the effective moving 
mass. If, instead of a stiff frame, the flexible sensing frame is 
used as shown in FIG. 3B, two rails translate along the axis 
parallel to the plane contributing to the effective moving mass 
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4 
substantially similar as they did in said stiff frame case. How 
ever, two guiding arms rotate around their pivot points. Effec 
tively, as each of two rotational axes pass through the center of 
gravity of each of two guiding arms, their effective moving 
mass is reduced by an order of magnitude. This Substantially 
reduces the total effective mass of the sensing frame. Reduc 
tion in the mass of the sensing frame increases sensitivity of 
the angular velocity sensor. 

Referring to FIG. 4A and FIG. 4B, the advantage of the 
low-inertia flexible sensing frame on angular rate sensorsen 
sitivity is described. In order to compare the circular frame 
shown in FIG. 4A and the flexible frame shown in FIG. 4B, 
the drive system, the generated Coriolis force and the sense 
frequency are assumed to be the same. The sensitivity of the 
single-sense-mode angular Velocity sensor is proportional to 
capacitance sensitivity over the combined inertia of the drive 
and sense Subsystems 

C 
S ̂  - - 8 (Is + D), 

where GC/60 is total effective rotational capacitance sensitiv 
ity, Is is the equivalent moment of inertia of the frame with 
transducers and I is the equivalent moment of inertia of the 
drive subsystem. 

Translational capacitance sensitivity of one electrode is 
given as GC/Gy-e-L, where e, is capacitance sensitivity per 
unit length and L is the length of the transducer. For N elec 
trodes the capacitance sensitivity is givenas (GC/6y)=NeL. 
Referring to circular frame in FIG. 4A, the effective frame 
motion is given as an average of motion at the two sides of the 
transducer, i.e. y (R+L/2)0. On the other hand, for the 
flexible frame from FIG. 4B, the effective frame motion is 
given as motion of the rails, y, R0. Corresponding rota 
tional capacitance sensitivities are then given as 

(). Nec L(R+ f 

for the circular frame, and 

C = NLR (), -Nee 
for the flexible frame. 

Inertia of both sense subsystems from FIG. 4 is given as a 
sum of the inertia of the frame and inertia of attached elec 
trodes, II+I. Inertia of the circular frame from FIG. 4A 
may be written as I-4mR. The inertia of the attached 
electrodes may be written as I=NuL(R+RL+L/3). Total 
inertia of the circular frame is given as 

L2 
Isc = 4mR+ Nute - RL + f 

where u is mass of the electrode per unit length and LL is 
the mass of the electrode. On the other hand the inertia of the 
flexible frame may be written as 
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8.2 
IFF = smR 

and the inertia of the attached fingers may be written as 
I NLLR. Total inertia of the flexible frame with elec 
trodes is given as 

s 10 
- R2 N LR2 Sf mR + N uf 

Substituting the expressions for capacitance sensitivity and 
inertia into the equation for sensitivity yields the sensitivity of 15 
the circular frame 

Ne LR -- É) 2O 
4mR + Null R. - LR- T + ID 

and sensitivity of the flexible frame 
25 

NeLR S C in) = re. (I) /('s D) = 8 mR + Nur LR2 + lp 
30 

Sensitivity of both circular and flexible frame as a function 
of length of the electrode is shown in FIG. 5. The circular 
frame reaches sensitivity maximum when influence of the 
moment of inertia becomes dominant over the gain in capaci 
tance sensitivity. Length of the transducers is therefore 
related to the radius of the circular frame. Flexible frame 
allows adding longer transducers resulting in increased sen 
sitivity. There are no limits on relation between transducer 
length and frame geometry. The design of the low inertia 
frame is therefore more flexible. Furthermore, the addition of 
more transducers to the circular frame requires increase in the 
frame radius. On the other hand, the transducers can be added 
to the low-inertia frame just by extending the length of the 
rails. Moreover, unlike in the case of the circular frame, the 
low-inertia frame allows transducers to be attached to the 
frame parallel with respect to each other. This increases the 
area density of the capacitance sensitivity. 
The disclosed sensing frame may be used for sensing the 

angular Velocity with input axis laying in-plane with the 
sensing frame or with input axis laying out-of-plane with 
respect to the sensing frame. FIG. 6 depicts generic sensing 
subassembly 600 for detecting angular velocity around an 
in-plane and out-of-plane axes. Sensing Subassembly com 
prises a drive subsystem 602 and a sense subsystem 604. Only 
proof masses 610A-B, transmission mass 620A-620B, and 
flexures 640A-640B of the drive system are shown. Sense 
subsystem 604 comprises the anchoring flexures 611A-B and 
a frame further comprising a first and second rails 601A and 
601B and first and second guiding arms 622A and 622B 
flexibly coupled through the four frame flexures 603A-603D. 
Drive Subsystem and the sense Subsystem share coupling 
flexures 650A and 650B. 

FIG.7 shows the way the drive subsystem from FIG.6 may 
be driven into sustained oscillations at the frequency of the 
drive mode with an appropriate actuator. In one implementa 
tion, the drive Subsystem may be designed such that the proof 
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6 
masses move out-of-plane in anti-phase fashion as depicted in 
FIG. 7A. If the base 618 rotates around input axis X, gener 
ated Coriolis force is in plane. Coriolis forces act in opposite 
fashion on proof masses 610A and 610B resulting in Coriolis 
torque acting on the mass 620. In one implementation, the 
input axis may be X axis. In another implementation, the 
input axis may be Y axis. In yet another implementation, the 
drive mode may comprise proof masses moving in anti-phase 
fashion in plane as depicted in the bottom part of FIG. 7B. If 
the base 618 rotates around input axis Z, the Coriolis force is 
generated in plane. Coriolis force acts in one direction on 
proof mass 610A and in the opposite direction on proof mass 
610B resulting in Coriolis torque which eventually gets trans 
ferred on the mass 620. The resulting Coriolis torque on mass 
620 is normal to the X-Y plane regardless whether input axis 
is X, Y or Z. 

FIG. 8 illustrates how the Coriolis torque acting on the 
drive subsystem 602 gets transferred to the sense subsystem 
604. Rails 601A and 601 Bareflexibly connected to the center 
mass 620 through the pair of flexures 650 and are flexibly 
connected to the guiding arms 622A and 622B through the 
four frame flexures 603 A-D. The flexures 603 A-D allow the 
frame to deform. The guiding arms are Suspended to the base 
618 through the anchoring flexures 611A and 611B. Torque 
acting on the mass 620 causes opposite forces acting on rails 
601A and 601B. Guiding arms 622A-622B can only rotate 
causing the ring to deform. Motion of the rails is proportional 
to the input angular rate of rotation. In one implementation 
the transducer may be attached to the rail so the motion of the 
rail can be detected. 
The sensing frame inherently rejects linear acceleration 

along the in-plane axis parallel to the rails. Referring to FIG. 
8, the sensing frame has two rails constrained to move in 
anti-phase fashion. This way it is ensured that there is no low 
frequency translational mode associated with motion of the 
sensing frame along the axis parallel to the rails. Conse 
quently, any substantial motion caused by linear acceleration 
is mechanically rejected. 
The sensing frame needs to be suspended to the base at 

minimum of two points. These points provide pivot points for 
the guiding arms. As shown in FIG. 9, the drive subsystem 
may be suspended to the base 618 at two anchoring points as 
well. Two anchoring points may be shared by both drive and 
sense Subsystems. This way, the whole angular Velocity sens 
ing Subassembly relies on two anchoring point. Undesired 
effects of package stresses on mechanical structure is Sub 
stantially reduced. 
The rails and guiding arms may assume any shape as long 

as they are substantially stiff compared to flexures 603A 
603D and flexures 611A-611B. Referring to FIG. 10, the 
sense frame can be shaped as needed without decreasing the 
performance of the angular Velocity sensor. Typically, the 
drive Subsystem may be optimized resulting in a particular 
shape. In order to minimize the sensor area, the optimized 
drive subsystem should be tightly enveloped with the sense 
frame. Circular, or even rigid rectangular frame may result in 
an unnecessary waste of area—first, the flexures Suspending 
the sense subsystem to the substrate should be attached at a 
particular place at a particular angle, and second, the frame 
rotates So the attached transducers should lie along lines at 
angle Such that their axial axes cross center of rotation. On the 
other hand, it is much easier to accommodate low-inertia 
flexible frame around that drive subsystem. Both rails and 
guiding arms can be any shape as long as they remain Sub 
stantially rigid. The flexibility of the shape of the frame also 
allows such angular Velocity sensor to fit into sensing assem 
bly with other devices such as the other angular velocity 
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sensors or linear acceleration sensors. Furthermore, the trans 
ducers can be attached to the rail in several different ways. 
FIG. 10 illustrates several different embodiments with differ 
ent frame shape and transducer accommodation. 

Referring to FIG. 11 an embodiment is shown with capaci 
tive transducer 730 aligned along the rail with its movable 
portion pointing out from the drive subsystem 760. The 
anchoring flexures 710A and 710B comprise three beams 
each providing a pivot point for each of the guiding arms 
702A and 702B. The anchoring flexures 710A and 710B also 
increases translational stiffness as well as and out-of-plane 
rotational stiffness. The guiding arms 702A and 702B are 
further connected to the rails 701A and 701B through the 
frame flexures 703A-703D. There are total of four frame 
flexures 703 A-D comprising a single beam each. The frame 
flexures 703A-703D provide necessary flexibility of the 
frame. The whole frame assembly ensures that any torque 
generated on the drive subsystem 760 gets transferred to the 
sense system 762 through coupling flexures 750, and cause 
the rails 701A and 701B to move linearly in opposite direc 
tions. Further, the drive subsystem 760 is suspended to the 
base at the same anchor 720A and 720B as the guided arm. 
Joint anchoring reduces effects of package sensitivity by 
allowing the sense and drive system to move Substantially 
similar as a result the stresses induced by the package. 

In yet another embodiment shown in FIG. 12, two rails are 
elongated so they can Support capacitive transducers with its 
movable portion facing inwards. This way different configu 
rations of the angular velocity sensors may be accommodated 
on multi-axis die. The teaching on frame and its flexures is 
essentially similar to that related to FIG. 11. 

The shape of the rails 701A and 701B, guiding arms 702A 
and 702B, frame flexures 703A-703D and anchoring flexures 
710A and 710B can differ from the shapes shown in FIG. 11 
and FIG. 12, and still provide the same benefit as described 
above. 

Although the present invention has been described in 
accordance with the embodiments shown, one of ordinary 
skill in the art will readily recognize that there could be 
variations to the embodiments and those variations would be 
within the spirit and scope of the present invention. Accord 
ingly, many modifications may be made by one of ordinary 
skill in the art without departing from the spirit and scope of 
the appended claims. 

What is claimed is: 
1. A gyroscope comprising: 
an oscillating proof mass for generating a torque in 

response to angular Velocity; 
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8 
a sensing frame coupled to the oscillating proof mass, 

wherein the sensing frame moves in response to the 
torque, the sensing frame comprising: a base; a first rail; 
constrained to move along a first axis parallel to the base; 
a second rail Substantially parallel to said first rail; said 
second rail constrained to move along the first axis; at 
least two guiding arms ensuring the first rail and the 
second rail to move in anti-phase fashion along the first 
axis; a first guiding arm flexibly coupled to the first rail 
and flexibly coupled to the second rail; a second guiding 
arm flexibly coupled to the first rail and flexibly coupled 
to the second rail; the first guiding arm flexibly Sus 
pended to the base at a first anchoring point allowing 
rotation of the first guiding arm around a second axis that 
is perpendicular to the first axis and normal to the plane; 
the second guiding arm Suspended to the base at a second 
anchoring point allowing rotation of the second guiding 
arm around a third axis parallel to the second axis; 

a plurality of coupling flexures connecting said sensing 
frame to the oscillating proof mass; and 

a transducer for sensing motion of the rails along the first 
axis responsive to said angular Velocity. 

2. The gyroscope of claim 1 
comprising plurality of guiding arms; each guiding arm 

flexibly coupled to the first rail and each guiding arm 
flexibly coupled to the second rail; 

each guiding arm flexibly Suspended to the base at an 
anchoring point allowing rotation of each guiding arm 
around axes in the plane including the second and third 
aXCS. 

3. The gyroscope of claim 1 wherein said plurality of 
coupling flexures connecting said oscillating proof mass and 
said sensing frame, connect saidoscillating proof mass to said 
first rail and said second rail. 

4. The gyroscope of claim 1 wherein said plurality of 
coupling flexures connecting said oscillating proof mass and 
said sensing frame, connect saidoscillating proof mass to said 
first and said second guiding arm. 

5. The gyroscope of claim 1 wherein: 
said first anchoring point is shared with at least one anchor 

ing point of the oscillating proof mass; and said second 
anchoring point is shared with at least one anchoring 
point of the oscillating proof mass. 

6. The gyroscope of claim 1 wherein said first rail and said 
second rail Support movable part of said transducer. 

7. The gyroscope of claim 1 wherein said transducer is 
selected from the group consisting of capacitive sensors, elec 
tromagnetic sensors, piezoelectric sensors, and piezoresistive 
SSOS. 


