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UNITED STATES PATENT OFFICE. 

CHARLES H. HOWLAND-SHERMAN, OF PATHFINDER, DISTRICT OF COLUMBIA, 
ASSIGNOR OF ONE-FOURTH TO GEORGE H. HOWARD, OF WASHINGTON, 
DISTRICT OF COLUMBIA, AND SAMUEL G. B. COOK, OF LONDON, ENGLAND. 

BEVEL OR MITER GEARING. 

SPECIFICATION forming part of Letters Patent No. 670,386, dated March 19, 1901. 
Application filed June 28, 1900, 

To all uphon, it may concern: 
Beit known that I, CHARLES H. HOWLAND 

SHERMAN, a citizen of the United States, re 
siding at Pathfinder, in the District of Colum 

5 bia, have invented a new and useful Improve 
ment in Bevel or Miter Gearing, of which the 
following is a specification, reference being 
had to the accompanying drawings and to the 
letter's of reference marked thereon. 
My invention relates to assembled bevel or 

miter gearing, having for its object to pro 
vide an economical bevel or miter structure 
susceptible of ready assembly upon an oper 
ative shaft and possessing greater strength 

I5 than would be attainable by casting the gear 
in a single piece, while at the same time ren 
dering practicable the substitution of new 
teeth upon a hub whose service is substan 
tially indefinite in a manner easily under 

20 stood by mechanics. I attain this object by 
the mechanism illustrated in the accompany 
ing drawings, hereby made a part of this speci 
fication, in which 

Figure 1 is a front elevation of a bevel-gear 
25 made in accordance with my invention, show 

ing the trifurcated toothed periphery. Fig. 
2 is a section on the line 22 of Fig. 1 through 
the complete assembled gear. Fig. 3 is a rear 
elevation of the gear with a portion of the 

30 hub broken away to show the interior forma 
tion of the tooth-segments. Fig. 4 is a sec 
tion on the line 44 of Fig. 3 through the tooth 
segments in assembled position with the hub 
removed to more clearly exhibit the interior 

35 structure of the segments. Fig. 5 is a front 
elevation of the complete hub with the tooth 
segments removed to show the hub details. 
Fig. 6 is a section through the hub alone on 
the line 6 6 of Fig. 5, exhibiting the details 

4o of its webs and flanges. 
Similar letters of reference indicate similar 

parts throughout the several views. 
The hub H engages with the gear-shaft by 

means of any suitable key driven in a key 
45 way K of the usual type, as indicated in Figs. 

2, 5, and 6. 
The hub H, Figs. 2, 5, and 6, is preferably 

cast as an integral member and has, prefer 
ably integral there with, webs w w', having 

O 
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flanges.ff', as particularly shown in Figs. 5 
and 6, both of said webs and said flanges 
preferably running continuously around the 
hub. In gears of relatively small pitch, di 
ameter, such as that chosen for illustration 
in the accompanying drawings, the front end 
of the hub has merely a webless flange f°, 
formed by the recessf in the hub, as clearly 
indicated in Figs. 5 and 6; but it is evident 
that in gears of relatively larger pitch diam 
eters the said flange f' would require to be 
sustained upon a web formed between it and 
the hub H in a manner precisely similar to 
the webs w v', sustaining the flanges ff". 
This method of sustaining the web-and-flange 
structure gives perfect adaptability to all 
pitch diameters, as well as enabling the con 
struction of gears of pitch diameters propor 
tionately smaller in relation to the gear-shaft 
than would be feasible with a solid cast gear. 
The hub H also has upon its rear end, prefer- 7o 
ably cast integral there with, a collar c for lat 
erally facing against the collar of any pedes 
tal or hanger which may be adjacent to the 
gear, said collar c projecting suitably to pro 
tect the bolts b from contact with contiguous 
machinery. 
The tooth-segments T, Figs. 1, 2, 3, and 4, 

are preferably three in number, as shown in 
the drawings, for moderate-sized gears, but 
may be, of course, of other desired number for 
gears of larger pitch diameters. The teetht 

SO 

75 

may be cast integrally upon bases t", having 
interior circumferential flanges titt, adapt 
ed to engage the exterior circumferential 
flanges ffif' of the hub H, as clearly shown 
in assembly in Fig. 2 and in segmental struc 
ture in Fig. 4. 
The tooth-segments T are prevented from 

rotating with relations to the hub H by the 
single shear of keysk, fixed in slotsk', through 
the webs v, by tap-boltsk, and firmly engage 
in registering slots lic, cut through the flanges 
is of the tooth-segments T, as clearly shown 
in assembly in Fig. 2 and partially indicated 
in structure in Figs. 4, 5, and 6. The tooth- 95 
segments T are also fixed, both longitudinally 
and rotarily with respect to the hub H, by cap 
bolts b, fitting in bores through the webs w' 
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and threaded into the flangest of said seg 
ments, as clearly indicated in Figs. 2 and 3. 
Clearances are preferably left between the 
front transaxial faces of the flanges f° if f' 
and the adjacent portions of the segment 
base it in order that the segment-flanges it, 
&c., may be drawn directly against the webs 
U U" by the action of the cap-bolts to in as 
Sembling the segments to the hub and also 
for the not less important consideration of 
requiring only said flanges i, &c., and the 
front faces of said webs v, &c., to be finished 
for assembling the parts. This arrangement 
affords much economy in constructing the 
gear. 
The shop practice of making this assembled 

bevel-gear is exceedingly simple. The hub 
H is preferably cast as a single piece integral 
with all its webs and flanges after the man 
nershown in Figs. 5 and 6 and is then chucked 
and interiorly bored out to fit its shaft and 
has its webs cleaned off to receive the flanges 
of the gear-segments at one operation on the 
lathe. The slotting out of the key ways and 
drilling for the cap-bolts then completes the 
hub. Similarly the tooth - segments T are 
(east as single pieces integral with all their 
flanges and are cleaned off at the ends to cor 
rect radial assembling faces. The complete 
Segments for the entire gear are then chucked 
together after the manner indicated in Fig. 4 
and simultaneously cleaned off on the lathe 
to face up against the webs and flanges of 
the hub at One operation. The positions for 
the Cap-bolts b are then bored and tapped 
into the flanges f' of the tooth-segments and 
the segments drawn home to position on the 
hub by the bolts b, completing the gear, as 
shown in the several views. This entire proc 
ess is very economical, as it requires no hand 
finishing whatever, and the weight of the com 
pleted gear is no greater than that of ordi 
nary Solid cast gears of the kind. 
The operation of my invention requires lit 

tle explanation. The manner in which the 
tooth-segments are applied to and removed 
from the hub having been already indicated, 
the only structure requiring explanation is 
the particular function performed by the hub 
flanges ff with the corresponding segment 
flanges it, &c. The hub-flanges have lon 
gitudinal positions with respect to the face of 
the gear and radial thicknesses with respect 
to their longitudinal positions, causing them 
to present a circumferential shear which is 
exactly proportionate to the progressive in 
crease of the centrifugal bursting moments 
due to the increase of the radii at which the 
principal masses of the tooth-segments rotate 
reckoned from the centers of gravity of their 
moduli at points in said masses intersected 
by the planes of shear lying along the front 
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faces of the webs nu or referred to said webs, 
as 'u', as will be plainly evident from Fig. 2. 
The effect of this is to secure the lightest pos 
sible structure at large factors of safety and 
with substantial security from explosion, such 
as might readily attend the rotation of less 
correctly made gears at much less circumfer 
ential velocities than this gear is designed to 
withstand. 
Having thus described my invention, I 

claim 
1. Combined in a bevel or miter gear struc 

ture, a hub having flanged Webs, tooth-seg 
ments having bases, said bases being pro 
vided with flanges adapted to engage the 
flanged webs of said hub, and means for se 
curing said parts in engagement substan 
tially as set forth. 

2. Combined in a bevel or miter gear struc 
ture, a hub having flanged webs, tooth-seg 
ments having bases, said bases being pro 
vided with flanges adapted to engage the 
flanged webs of the hub, and means for lon 
gitudinally fixing and assembling said tooth 
segments in engagement with the flanged 
webs of the hub, substantially as set forth. 

3. Combined in a bevel or miter gear struc 
ture, a hub having flanged webs integral 
there with, tooth-segments having bases, said 
bases being provided with integral flanges 
adapted to engage the flanged webs of the 
hub, keys for rotarily fixing said segments 
with relation to said hub, and means for lon 
gitudinally fixing and assembling said tooth 
segments in engagement with the flanged 
webs of the hub, substantially as set forth. 

4. Combined in a bevel or miter gear struc 
ture, a hub having flanged webs integral 
there with, tooth-segments having bases, said 
bases being provided with integral flanges 
adapted to engage the flanged webs of the 
said hub, and cap-bolts for rotarily and lon 
gitudinally fixing and assembling said seg 
ments with relation to said hub, substan 
tially as set forth. 

5. Combined in a bevel or miter gear struc 
ture, a hub having flanged webs integral 
there with, tooth-segments having bases, said 
bases being provided with integral flanges 
adapted to engage the flanged webs of, said 
hub, keys for rotarily fixing said segments 
with relation to said hub, and cap-bolts for 
longitudinally and rotarily fixing and assem 
bling Said segments to said hub, substan 
tially as set forth. 

In testimony whereof I hereunto set my 
hand and Seal. 

CHARLES II. HOWLAND-SHERMAN. 

Witnesses: 
GEORGE H. HOWARD, 
C. B. BULL. 
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