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To all whom it may concern:

Beit known thatI,IHIARRY FRED WILLIAMS,
of Hartford, in the county of Hartford and
State of Connecticut, have invented a new
and Improved Game-Box, of which the follow-
ing is a full, clear, and exact deseription.

My invention relates to an improvement in
game-boxes adapted to be used with a series
of cardshaving questions printed thereon and
designed to give answers to these questions
by raps produced by the attraction of a mag-
net as a card passes through the box.

The invention consists of certain novel fea-
tures of construction, which will be hereinat-
ter described and claimed.

Reference is to be had to the accompanying
drawings, forming a part of this specification,
in which similar characters of reference indi-
cate eorresponding parts in all the views.

Figure 1 is a perspective view of the box.
Fig. 2 is a longitudinal sectional elevation
thereof. Tig. 3 isahorizontal section there-
of. Fig. 4 is a plan view and section of a
card, showing its method of construction;and
Fig. 5 is a perspective view showing the plate
which is attached to the top of the box and

forms a bearing for the inner ends of the pul-

leys forming the card-feeding mechanism.
The device comprises a box A, which may
be provided in its lower part with a drawer
G, adapted to receive the cards F when the
latter are not in use. Through the upper
portion of the box A is a dlaoonally extend-
ing chute B, adapted to snugly receive the
cards F. The cards are intended to be in-
serted at the upper end of the chute B and to
pass out of the lower end thereof. Within
the box are mounted two feed-rollers E, ex-
tending across, one above and the other below
the chute B and adapted to engage opposite
sides of the card to insure its being properly
fed forward. One of the rollers E has its
shaft extended outside the box and provided
witha crank e, by which it may be turned. .
Within the upper part of the box and be-
neath the chute B is pivoted a magnet D.
This magnet is so0 pivoted that the poles
thereof are close to the under surface of the
chute B and so that the end below the chute
is slightly heavier than the opposite end.
The end of the magnet farthest from the
chute B enters a slot C' in a vertical post C,

extending from the top to the bottom of the
upper compartment of the box A. This slot
is of sufficient extent to permit the free end
of the magnet to drop a very short distance
away from the chute B.

The eards I used in connection with the
box A are shown in Fig. 4 and consist of a
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body having a series of metal strips or bars f 6o

embedded therein and arranged in certain or-
der; so as to create a series of swinging move-
ments in the magnet as the cards pass by
the end thereof. The cards are preferably
formed by stamping recesses therein properly
located to receive the metal bars, and then
after inserting the bars therein covering said
card with outer layers of paper, so as to in-
close the metal bars and render them invisi-
ble. Thebarsarearrangedin such a manner
as to cause different series of swings of the
magnet, and consequently different series of
raps upon the post Cand the body of the box.

As the card I passes through the chute B it
will thus produce a series of raps, and these
raps, being counted, willindicate the intended
number. These series of raps may be divided
upintotwo parts, and thus permit therapping
of any number having two figures therein.
Themeaning of this number is obtained by re-
ferring to a printed list of answers, each of
which is designated by a particular number.

The magnet D is pivoted so that its ends
come beneath the card atone side of the cen-
ter, and the cards are provided with a double
row of the metal bars . In consequence of

‘this each eard may be inserted in such a way

as to produce four different series of raps or
numbers, the number depending, first, upon
which side of the card is up, and, secondly,
upon which row of plates is acting upon the
magnet and also upon which end of the czu'd
is ﬁrst inserted.

Having thus deseribed my invention, I
claim as new and desire to secure by Letters
Patent—

1. A game-Dbox, having a chute therein
adapted to receive.a card, a device adapted
to feed the card through said chute,a magnet
pivoted with its poles adjacent said chute, a
stop engaging the other end of the magnet
and permlttlng alimited swing thereof, and a

card adapted to be passed throuorh the chute
and having magnetic bars embedded therein
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and adapted to attract the magnet, substan-
tially as described.

2. A game-box, having a chute therein
adapted to receive a card, a device adapted
to feed the card through the said chute, a
magnet pivoted with its poles adjacent and
at one side of the center of said chute, a stop
engaging the other end of the magnet and per-
mitting a limited swing thereof, and a card
adapted to be passed through the slot and
having two rows of magnetic bars or plates
embedded therein upon opposite sides of a
longitudinal center line and adapted to at-
tract the magnet, substantially as described.

3. Agame-card, having rows of magnet-bars
embedded therein upon opposite sides of the
longitudinal center line of the eard, substan-
tially as described.

4, A game-box provided with a deviece
mounted to have movement and constructed

t

to be moved by magnetic attraction, means
engaged by said device when moved whereby
asound is produced, and a card having gnided
movement in proximity to the said device, the
said card being provided with means for mag-
netically attracting and moving said device,
substantially as deseribed.

5. A game-boxprovided with a pivoted mag-
net and a card arranged to have guided move-
mentin proximity to the poles of the magnet,
the said card having rows of magnet-bars em-
bedded therein upon opposite sides of the lon-
gitudinal center line of the card, and the said
magnet being so pivoted that its poles will be
at one side of the center of the card, substan-
tially as deseribed. :

HARRY FRED WILLIAMS.

Witnesses: ‘

J. W. STURCK, Jr.,
J. P. HOFFORT.
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