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To all whom it may concern: 
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Be it known that I, LYMAN E. BALDWIN, a 
citizen of the United States, residing at Lan 
der, in the county of Fremont and State of 
Wyoming, have invented certain new and use 
ful Improvements in Attachments for Stove 
pipes; and I do declare the following to be a 
full, clear, and exact description of the inven 
tion, such as will enable others skilled in the 
art to which it appertains to make and use the 
same, reference being had to the accompa 
nying drawings, and to letters of reference 
marked thereon, which form a part of this 
specification. - 

This invention relates to certain new and 
useful improvements in stove-pipe attach 
ments, and it has for its object to provide a 
simple and inexpensive attachment whereby 
a stove-pipe may be secured in place in a 
chimney, or two connecting lengths of pipe 
may be held against possible accidental dis 
placement. 
The invention has for a further object the 

provision of means whereby the pipe may be 
locked at any desired point within the open 
ing leading to the flue or chimney, and where 
by it may be quickly and easily released when 
it may be desired to remove the same. 
To these ends and to such others as the in 

vention may pertain, the same consists in the 
novel features of construction, all as more 
fully hereinafter described, shown in the ac companying drawings, and then specifically 
defined in the appended claim. 
The invention is clearly illustrated in the 

accompanying drawings, which, with the let 
ters of reference marked thereon form a part 
of this specification, and in which drawings 

Figure 1 is a perspective view of a length 
of stove-pipe provided with my improvement, 
the pipe being shown as inserted in a chim 
ney flue, and portions broken away in order 
to more clearly illustrate the invention. Fig. 
2 is a longitudinal section through the pipe 
with its attachment, Fig. 3 is an enlarged de 
tail in perspective of the attachment, the same 
being shown as removed from the pipe. 

Reference now being had to the details of 
the drawings by letter, A designates a length 
of stove-pipe, within which is placed a closely 
fitting band or collar B of sheet metal hav 

ing attached thereto upon opposite sides two 
spring arms C, C, said arms being at points 
near their free ends bent to form shoulders 
D,D. The said collar Bisadapted to be moved 
within the pipe, so as to project the free ends 
of the arms C beyond the open end of the 
pipe, said movement being limited by lugs E, 
Eupon the outer faces of the arms, which en 
gage openings F in the pipe. It will be seen 
that by this arrangement the free ends of the 
spring arms may be readily forced inward, so 
as to permit the end of the pipe to be passed 
readily into the chimney opening, by simply 
pressing inward upon the lugs E, and that 
when the pipe has been thus placed, it will be 
at once locked against possible accidental dis 
placement by the action of the spring arms, 
which when released by relieving the pressure 
upon the lugs E, Will spring outward, causing 
the shoulders D to engage the inner wall of the 
chimney. The pipe may be as readily re 
moved, by simply depressing the springs by 
the action of the lugs. It will be at once evident that the inven 
tion is equally well applied to locking together 
two connecting lengths of pipe, it being sim 
ply necessary to provide upon the inside of 
one of the pipe sections, suitable projections 
against which the shoulders D will bear when 
the spring arms are released. 
The device is equally well adapted to the 

securing of either vertical or horizontal pipe 
Sections. Having thus described my invention, what 
I claim to be new, and desire to secure by 
Letters Patent, is In combination, a stove-pipe section, a me. 
tallic band or collar fitted within the pipe and 
provided with spring actuated arms having 
shoulders near their free ends and lugs upon 
the outerfaces of the arms, said lugs being ex 
tended through openings in the pipe and serv 
ing as a means for compressing the springs 
substantially as shown and described and for 
the purpose specified. 

In testimony whereof Iaffix my signature in 
presence of two witnesses. LYMAN E. BALDWIN. 

Witnesses: 
J. A. MCAVOY, 
HENRY DE WOLF, 
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