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(57) ABSTRACT 

An electronic program Schedule System which includes a 
receiver for receiving broadcast, Satellite or cablecast tele 
Vision programs for a plurality of television channels and a 
tuner for tuning a television receiver to a Selected one of the 
plurality of channels. A data processor receives and Stores in 
a memory television program Schedule information for a 
plurality of television programs to appear on the plurality of 
television channels. A user control apparatus, Such as a 
remote controller, is utilized by a viewer to choose user 
control commands and transmit signals in response to the 
data processor which receives the Signals in response to user 
control commands. A television receiver is used to display 
the television programs and television program Schedule 
information. A video display generator receives video con 
trol commands from the data processor and program Sched 
ule information from the memory and displays a portion of 
the program Schedule information in overlaying relationship 
with a television program appearing on a television channel 
in at least one mode of operation of the television program 
ming guide. The data processor controls the Video display 
generator with Video control commands, issued in response 
to the user control commands, to display program Schedule 
information for any chosen one of the plurality of television 
programs in overlaying relationship with at least one tele 
Vision program then appearing on any chosen one of the 
plurality of channels on the television receiver. 
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ELECTRONIC TELEVISION PROGRAM GUIDE 
SCHEDULE SYSTEMAND METHOD 

BACKGROUND OF THE INVENTION 

0001. This invention relates to an electronic program 
Schedule System, which provides a user with Schedule infor 
mation for broadcast or cablecast programs viewed by the 
user on a television receiver. More particularly, it relates to 
an improved electronic program guide that provides the user 
with a more powerful and convenient operating environ 
ment, while, at the same time, increasing the efficiency of 
navigation by the user through the guide. 
0002 Electronic program guides for television systems 
are known in the art. For example, one prior System used an 
electronic character generator to display textual Schedule 
information on the full screen of a television receiver. Other 
prior Systems presented electronically Stored program 
Schedule information to a user for viewing while allowing 
the user to Select display formats. Still other Systems 
employed a data processor to input user-Selection criteria, 
then Stored only the program Schedule information meeting 
these criteria, and Subsequently used the Stored information 
to automatically tune a programmable tuner or activate a 
recording device at the time of broadcast of the Selected 
television programs. Such prior Systems are generally dis 
cussed in “Stay Tuned for Smart TV,” published in the 
November 1990 issue of Popular Science. 
0.003 Collectively, the prior electronic program systems 
may be difficult to implement and cumbersome to use. They 
also fail to provide viewing capabilities that address in a 
more realistic manner the Viewing habits of the users of 
these electronic program Systems. Moreover, many of these 
Systems are complex in their design and are expensive to 
implement. Ease of use and economy are primary concerns 
of television program distributors and viewers as they con 
template dramatic increases in the number and nature of 
program networks and other television-based Services. And, 
as the number of television channels available to a user 
increases dramatically with the advent of new Satellite and 
cable-based technologies, the utility of these prior Systems 
Substantially diminishes. 
0004. These prior-art systems also fail to provide the user 
with Sufficient information, for example pricing and the like, 
about pay-per-view events, premium Services or other pack 
aged programming to which the user does not Subscribe, nor 
do they provide the user with the capability to automatically 
purchase Such programming on demand or impulse. More 
over, these prior-art Systems are deficient in that they fail to 
provide an efficient and automatic method of updating or 
replacing the application Software programs that implement 
the electronic guide at the user Sites, relying instead on 
manual or other cumberSome forms of revision or replace 
ment or hardware-based Systems that can not be updated 
without physical replacement of integrated circuits and/or 
other parts. 
0005 Nor do these prior electronic guide systems have 
the capability of linking the user to other applications or 
information Systems which are not part of the electronic 
program guide application or data. 

0006 Nor do these prior electronic guide systems provide 
Video promotion of television programs and Services that are 
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functionally linked and Visually displayed in an integrated 
fashion. Program promotion is an important element of the 
effective marketing of television programming. The promo 
tion of pay-per-view pay (i.e., “a la carte”) programs and 
other unregulated program Services is particularly important 
to cable television operators in the wake of re-regulation by 
the federal government. The current method of promoting 
Such programming using video is through dedicated 
"barker channels that use full Screen continuous trailers 
(i.e., previews) which may or may not be accompanied by 
prices and ordering information. Recently, Such promotional 
Videos have been shown in Split Screens where part of the 
Screen shows general Schedule information for a time period 
roughly corresponding to the time period during which the 
general program being promoted is shown. Accordingly, 
there exists a need for an electronic program guide which 
can provide improved display and linking of Video promo 
tions with program Schedule information and order proceSS 
ing functions. 
0007. The prior electronic program guides also fail to 
provide the user with a simple and efficient method of 
controlling access to individual channels and individual 
programs. The amount of adult Situations involving SeX and 
Violence has Steadily increased during the last 40 years. The 
issue of how this affects children or other viewers has gained 
national attention. Providing a parent with the ability to 
lock-out a channel is a well known and widespread feature 
of certain television receivers and cable converter boxes. 
Despite this availability, the feature is seldom used by 
parents. The main impediments to its effective use are the 
cumberSome ways in which it is generally implemented, as 
well as the requirement that entire channels be blocked in 
order to block access to any objectional programming. A 
channel-oriented parental lock is unfair to other program 
merS on the blocked channel-who, for example, offer 
adult-oriented programming in the evening and youth-ori 
ented programming the following morning-and inconve 
nient for viewers who want access to Such programs. Thus, 
there is a particular need for a System which provides 
password control to individual programs and channels using 
a flexible and uncomplicated on-Screen user interface. 
0008. The prior electronic program guides are also defi 
cient in that they do not provide the user with the ability to 
View on demand current billing Status and, thus, a need 
exists for a System which can provide the user with current 
billing information on the user's demand. 
0009. The prior electronic program guides also lack a 
method for creating a viewing itinerary electronically while 
Still viewing a program currently appearing on the television 
receiver. Moreover, these prior program guides leave much 
guess work for the user as he navigates through a Sequence 
of channels. When Skimming through channels to ascertain 
the program then being displayed on any channel, com 
monly known as “channel Surfing,” the user needs to guess 
which program is currently being aired from the Video 
encountered as the user Surfs through the channels. Since 
much-in Some cases, up to 30%-of the programming 
appearing on any given channel at any given time is adver 
tising or other commercial programming, the user is not 
provided with any clues as to what program is appearing on 
a Selected channel at a given time and must therefore wait 
until the advertisement or commercial is over before ascer 
taining the program then appearing on the Selected channel. 
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Thus a need exists for a program guide which displayS 
current program Schedule information for each channel as 
the user Surfs through the available channels. 
0010. Accordingly, there is a need in the art for a sim 
plified electronic program Schedule System that may be more 
easily implemented, and which is appealing and efficient in 
operation. There is also a need to provide the user with an 
electronic program Schedule System that displayS both 
broadcast programs and electronic Schedule information in a 
manner not previously available with other electronic pro 
gram Schedule Systems, particularly those using a remote 
controller. 

0.011 For example, there is a particular need for a flexible 
program Schedule System that allows a user to view Selected 
broadcast programs on a portion of the Screen of the tele 
Vision receiver while Simultaneously viewing program 
Schedule information for other channels and/or Services on 
another portion of the Screen. There is also a need for Such 
a program Schedule System that permits the user to Select 
from a plurality of Selectable display formats for viewing the 
program Schedule information. It is also preferred to have a 
System that indicates to the user those keys on the remote 
controller that are active in any particular mode of operation. 
There also exists a need for Such a System that will give a 
user the capability to Set a programmable reminder for 
Viewing a program Scheduled to air at a future time. 
0012. There is also a need for an electronic guide system 
providing the user with comprehensive information about 
pay-per-view events, premium Services or other packaged 
programming to which the user does not ordinarily Sub 
scribe, and which provides the user with the capability to 
automatically purchase Such programming on demand or 
impulse. There is also a need for an electronic guide System 
providing a reliable and efficient method of updating or 
replacing the application Software that implements the elec 
tronic guide at the user Sites. 
0013 There also exists a need for an electronic program 
guide that operates as a shell or window to provide the user 
with the capability to access other applications or informa 
tion Systems that are not part of the electronic program guide 
application or data. 
0.014. It is accordingly an object of the present invention 
to provide a system that will allow the user to view a 
broadcast program while, at the same time, interactively 
Viewing program Schedule information for other programs. 
0.015. It is another object of the present invention to 
provide the user with the ability to Select from among a 
plurality of display formats for the program Schedule infor 
mation. 

0016. It is yet another object of the present invention to 
indicate to the user of the program Schedule System those 
keys on the remote controller active in the particular mode 
of operation of the System at the time of use. 
0.017. It is a still further object of the present invention to 
provide the user of the electronic program Schedule System 
with the capability of Setting programmable reminder mes 
Sages for any future program. 
0.018. It is yet a further object of this invention to provide 
the System user with comprehensive information about 
pay-per-view events, premium Services or other packaged 
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programming to which the user does not Subscribe and the 
capability to automatically purchase Such programming on 
demand or impulse. 
0019. It is another object of the present invention to 
provide an electronic guide System that provides a reliable 
and efficient method of updating or replacing the application 
Software programs that implement the electronic guide at the 
user Sites. 

0020. It is still another object of the electronic program 
guide to operate as a shell or window to provide the user 
with the capability to access other applications or informa 
tion Systems which are not part of the electronic program 
guide application or data. 
0021. It is yet another object of the electronic program 
guide to provide a System whereby Video promotion of 
television programs and Services are functionally linked and 
Visually displayed in an integrated fashion to facilitate the 
marketing and Sale of Such programs and Services. 
0022. It is still a further object of the present invention to 
provide password control for access to individual programs, 
as well as channels, using a protected interactive flexible and 
uncomplicated on-Screen interface. 
0023. Another object of the present invention is to pro 
vide the user with current programming information for all 
programs as the user Surfs through the available channels. 
0024. It is yet a further object of the present invention to 
provide a System in which the user can access his current 
billing information on demand. 
0025 These and other objects of the invention are 
achieved by an electronic program Schedule System which 
includes a receiver for receiving broadcast, Satellite or 
cablecast television programs for a plurality of television 
channels and a tuner for tuning a television receiver to a 
Selected one of the plurality of channels. A data processor 
receives and Stores in a memory television program Schedule 
information for a plurality of television programs to appear 
on the plurality of television channels. A user control appa 
ratus, Such as a remote controller, is utilized by a viewer to 
choose user control commands and transmit signals in 
response to the data processor which receives the Signals in 
response to user control commands. A television receiver is 
used to display the television programs and television pro 
gram Schedule information. A video display generator 
receives Video control commands from the data processor 
and program Schedule information from the memory and 
displays a portion of the program Schedule information in 
overlaying relationship with a television program appearing 
on a television channel in at least one mode of operation of 
the television programming guide. The data processor con 
trols the Video display generator with Video control com 
mands, issued in response to the user control commands, to 
display program Schedule information for any chosen one of 
the plurality of television programs in overlaying relation 
ship with at least one television program then appearing on 
any chosen one of the plurality of channels on the television 
receiver. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0026 FIG. 1 is a block diagram showing various com 
ponents of the preferred embodiment of the invention 
herein. 
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0.027 FIG. 2 is a block diagram showing the combina 
tion of program and Schedule information by the Video 
overlay device utilized in the preferred embodiment of the 
invention. 

0028 FIG.3 depicts a remote controller that can be used 
in connection with the preferred embodiment of the elec 
tronic program guide System of the present application. 

0029 FIG. 4 depicts an alternative embodiment of the 
remote controller shown in FIG. 3. 

0030 FIG. 5 shows an overlay appearing on a television 
Screen in one mode of operation of the preferred embodi 
ment of the present invention. 
0.031 FIG. 6 is a menu that appears on a television screen 
in a MENU mode of operation of the preferred embodiment 
of the present invention. 
0.032 FIG. 6A is yet another menu that appears on a 
television screen in a MENU mode of operation of the 
preferred embodiment of the present invention. 
0033 FIG. 7 depicts a Viewer Preference Menu that 
appears on a television Screen in one aspect of the preferred 
embodiment of the present invention. 
0034) 
CU. 

FIG. 8 shows a Preferred Channel selection Sub 

0035 FIG. 9 shows an impulse ordering menu that 
appears on a television Screen in one aspect of the preferred 
embodiment of the present invention. 
0036 FIG. 10 shows a Premium Services submenu that 
appears in one mode of operation of the preferred embodi 
ment of the present invention. 
0037 FIG. 11 shows a graphic overlay appearing on a 
television screeen in a BROWSE mode of operation of the 
preferred embodiment of the present invention. 
0.038 FIG. 12 shows a graphic overlay appearing on a 
television screeen in a BROWSE mode of operation of the 
preferred embodiment of the present invention having dif 
ferent information from that shown in FIG. 11. 

0.039 FIG. 12A shows a graphic overlay appearing on a 
television screeen in a BROWSE mode of operation in the 
present invention displaying Schedule information for a time 
and channel other than that shown in FIG. 11. 

0040 FIG. 13 shows a graphic overlay appearing in a 
REMINDER mode of operation of the preferred embodi 
ment of the present invention. 
0041 FIG. 14 shows yet another graphic overlay appear 
ing in a REMINDER mode of operation of the preferred 
embodiment of the present invention. 
0.042 FIG. 15 is yet another menu that appears on a 
television screen in a MENU mode of operation of the 
preferred embodiment of the present invention. 

0.043 FIG. 16 is yet another menu that appears on a 
television screen in a MENU mode of operation of the 
preferred embodiment of the present invention. 

0044 FIG. 17 is yet another menu that appears on a 
television screen in a MENU mode of operation of the 
preferred embodiment of the present invention. 
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004.5 FIG. 18 shows a grid listing of schedule informa 
tion displayed in an All Listings mode of operation of the 
preferred embodiment of the present invention. 
0046 FIG. 19 shows schedule information displayed in 
a Listings. By Category mode of operation of the preferred 
embodiment of the present invention. 
0047 FIG. 20 shows schedule information displayed in 
a Listings. By Channel mode of operation of the preferred 
embodiment of the present invention. 
0048 FIG. 21 shows information displayed in response 
to a user's request for Supplemental programming informa 
tion. 

0049 FIG. 22 shows programming, ordering and video 
promotional information displayed in a Pay-Per-View mode 
of operation of the preferred embodiment of the present 
invention. 

0050 FIG. 23 shows an ordering submenu used in con 
junction with the mode of operation shown in FIG. 22. 
0051 FIG. 24 shows yet another ordering submenu used 
in conjunction with the mode of operation shown in FIG.22. 
0052 FIG. 24A shows yet another ordering submenu 
used in conjunction with the mode of operation shown in 
FIG. 22. 

0053 FIG. 25 shows another grid listing of schedule 
information displayed in an All Listings mode of operation 
of the present invention. 
0054 FIG. 26 shows a Premium Services submenu that 
appears in one mode of operation of the preferred embodi 
ment of the present invention. 
0055 FIG. 27 shows a Messages menu that appears in 
one mode of operation of the preferred embodiment of the 
present invention. 
0056 FIG. 28 shows exemplary messages used in con 
nection with the menu of FIG. 27. 

0057 FIG. 29 shows billing information used in connec 
tion with the menu of FIG. 27. 

0.058 FIG. 30 shows a Key Lock Access menu that 
appears during one mode of operation of the preferred 
embodiment of the present invention. 
0059 FIG. 31 shows a menu appearing in connection 
with an Interactive Television mode of operation of the 
preferred embodiment of the present invention. 
0060 FIG. 32 shows information that appears in a Quote 
Watch menu in connection with the Interactive Television 
mode of operation shown in FIG. 31. 
0061 FIG. 33 shows other information that appears in 
connection with the Interactive Television mode of opera 
tion shown in FIG. 31. 

0062 FIG. 34 is a menu showing information that 
appears in a news display in the Interactive Television mode 
of operation of the preferred embodiment of the present 
invention. 

0063 FIG. 35 is a menu showing information that 
appears in a Sports display in the Interactive Television mode 
of operation of the preferred embodiment of the present 
invention. 
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DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

System Configuration 

0.064 FIG. 1 is a block diagram showing various com 
ponents of the electronic program Schedule System generally 
designated as 10. Physically, these System components can 
be located in a user's Set-top cable converter box or other 
Signal reception or processing device, Such as a Satellite 
receiver. Alternatively, the components can be mounted in a 
Separate housing, or included as part of a television receiver, 
VCR, personal computer or multimedia player. 
0065. An input signal 11 is connected to a receiver 12, 
which receives a transmitted data Stream from a data pro 
vider. The data Stream may contain, for example, informa 
tion about programs or Services available in a particular 
market, geographical or otherwise. The input signal 11 can 
originate, for example, as part of a Standard broadcast, 
cablecast or Satellite transmission, or other form of data 
transmission. In the case of a cablecast transmission, the 
data provider is a local cable operator and the data Stream 
contains program Schedule information for all television 
programs and other Services available in the operator's 
geographical market. 
0.066 The data stream may be modulated and then trans 
mitted on the cable line in any number of ways, including as 
part of a dedicated channel transmission operating at a 
frequency of, for example, 75 MHz. Those of skill in the art 
will understand that numerous other transmission Schemes 
can be used to transmit the data Stream, Such as embedding 
it in the vertical blanking interval of a program broadcast 
Signal. AS will be discussed in greater detail below, accord 
ing to the present invention, the transmitted data Stream may 
additionally contain application Software for implementing 
the electronic program guide at the user Site. 
0067. The transmitted program schedule data or applica 
tion Software is received by the receiver 12 on Signal input 
line 11. The received signal is passed from the receiver to a 
data demodulator 13, Such as a QPSK demodulator, which 
demodulates the transmission and passes it to a buffer 15. 
0068 A microcontroller 16, such as a M68000EC, 
receives data passed to the buffer 15. Bootstrap operating 
Software, which may be used for capturing electronic pro 
gram guide application Software updates, is Stored in a read 
only memory (ROM) 17. The microcontroller 16 uses the 
received program Schedule information to build a database 
by Storing the data in appropriately organized records in 
dynamic random access memory (DRAM) 18. The stored 
Schedule information can be updated on a periodic basis, 
Such as hourly, daily or weekly, or at any time when changes 
in Scheduling or other factors warrant an update. The System 
also includes a system clock 19. 
0069. Alternatively, the program schedule information 
could be supplied in a ROM, disk or other non-volatile 
memory, or it could be downloaded to a storage disk or other 
data Storage device. The invention herein is not directed to 
the particular method of transmission or reception of the 
Schedule information. 

0070 If the microcontroller 16 recognizes the received 
data as application Software which controls the program 
Schedule System, as opposed to program Schedule informa 
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tion, it stores it in non-volatile memory, Such as an electri 
cally erasable programmable ROM (EEPROM) 20 or bat 
tery-backed static RAM (SRAM). This configuration allows 
revised or replacement versions of the application Software 
to be downloaded directly from the Software developer to 
the user Site through the cable or other transmission System. 
0071. In the case where an EEPROM is utilized, revised 
or replacement versions of the application Software down 
loaded from the developer are first stored in DRAM 18 by 
the microcontroller 16, under direction of the downloading 
operating software stored in the ROM 17. The stored appli 
cation Software can then be checked for accuracy by, for 
example, a checksum analysis or other verification routine. 
0072 After the accuracy of the application software has 
been verified, the microcontroller 16 initiates a routine to 
re-program the EEPROM 20, where the application software 
is permanently stored. The microcontroller 16 will issue 
proper control commands to a reprogram circuit 21, which 
is adapted to Supply the proper program Voltage and logic 
control Signals 22 required to erase and write to the 
EEPROM. It supplies this program voltage, Vprog, as well 
as any other required control Signals, Such as read or write 
enable, to the EEPROM 20 upon command from the micro 
controller 16. After the EEPROM 20 has been electrically 
erased, the microcontroller 16 initiates transfer of the new 
application software from the DRAM 18 to the EEPROM 20 
for Storing. 
0073. When a battery-backed SRAM is utilized as non 
volatile memory, the microcontroller stores the revised or 
replacement version of the application Software downloaded 
from the developer directly in the SRAM, again under 
direction of the downloading operating Software Stored in 
the ROM. The stored application software can then be 
checked for accuracy by, for example, a checksum analysis 
or other verification routine. 

0074. When power is first applied to the system 10, the 
bootstrap operating Software verifies that the program guide 
application Software is resident in memory. If it is not 
resident, the bootstrap operating Software waits for a down 
load of the Software. Once the application Software is 
resident, the microcontroller 16 executes the application 
program Software from a dedicated portion of the DRAM 
18. Alternatively, the application Software can be executed 
directly from the non-volatile memory 20. Under control of 
the program guide application Software, the microcontroller 
16 first verifies that the program schedule information is 
resident in DRAM 18. If it is not resident, the microcon 
troller waits for a download of the program Schedule infor 
mation, as discussed above. 

0075) When the schedule system is operating, as dis 
cussed in greater detail hereinbelow, the microcontroller 16 
takes the program schedule information stored in the DRAM 
18 and, in conjunction with other downloaded data types 
Such as Stored bit maps for the Screen configuration and the 
graphic Symbol or logo displayS Stored in non-volatile 
memory 20 or, alternatively, in DRAM 18, Supplies it to a 
video display generator (VDG) 23, which in the present 
embodiment may be a commercially available VGA-type 
graphics card, Such as a Rocgen card manufactured by 
Roctec. The VDG includes a standard RGB Video generator 
24, which takes the digital program Schedule information 
sent by the microcontroller 16 and converts it to an RGB 
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format in accordance with the bit map for the particular 
Screen display then being presented to the user on the 
television receiver 27. The configuration of each Screen is 
shown and discussed in greater detail in the System Opera 
tion Section below. 

0076) The VDG also includes a Video Overlay Device 
25, which accepts the RGB Video input, as well as an input 
from conventional television tuner 28, Such as a conven 
tional tuner manufactured by General Instrument, which 
Supplies a program Signal in Standard NTSC video format. 
The overlay device 25 converts and combines the RGB 
Signal with the Signal from the tuner 28, and produces a 
composite NTSC output Signal containing both the program 
Signal and the program Schedule information, as shown in 
FIG. 2. This composite video signal is supplied to a modu 
lator 26, shown in FIG. 1, which can be a modulator Such 
as available from Radio Shack, and then to the television 
receiver 27, which the user keeps tuned to the modulated 
channel, for example, channel 3 or 4. The composite video 
Signal can also be Supplied directly to the televison receiver 
27 or other receiving device from the VDG through a video 
port 25A on the VDG. 
0077. The system components identified in connection 
with FIG. 1 can all be implemented in a preferred platform 
by, for example, an IBM personal computer equipped with 
a transmission link and a Video graphics card, Such as those 
manufactured by Roctec. Other platforms, Such as a cable 
converter box equipped with a microprocessor and memory, 
could also be used. In any event, those of skill in the art will 
appreciate that the particular details of the hardware com 
ponents and data Storage are a function of the particular 
implementation of the System, and are not the Subject of the 
present invention. 
0078. As discussed in detail below, the user may navigate 
through the program Schedule System with a remote con 
troller, such as that shown in FIG. 3, which operates on 
conventional principles of remote control transmitter-re 
ceiver logic, Such as by infrared or other Signalling, or other 
Suitable user interface. The remote controller 31 communi 
cates with the microcontroller 16 through the remote con 
troller receiver 29, shown in FIG. 1, whichcan be a Silent 
Partner IR receiver and which receives signals transmitted 
by the remote controller 31 and Supplies the microcontroller 
16 with a corresponding digital Signal indicating the key 
depressed by the user. 

0079 A remote controller suitable for the present inven 
tion, Such as shown in FIG. 3, which can be a remote 
controller manufactured by Universal Electronics, may 
include a power Switch 32, volume 33 and mute 34 controls, 
an ENTER key 35, 0-9 digit keys 36, four direction arrow 
keys 37A and 37B, a MODE key 38 and an information key 
39 that is designated with a lower case “i.” The power 32, 
Volume 33 and mute 34 keys operate in the same manner as 
conventional remote controllers typically used with present 
day television receivers. The numeric digit keys 36 also 
function in much the Same manner as conventional remote 
controllers. A brief description of the remaining keys fol 
lows. 

0080. The MODE key 38 takes the user through various 
layers of the electronic program Schedule System 10 and 
generally allows the user to return to a previous Screen when 
he is in a submenu. The up/down direction arrow keys 37A 
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allow a user to navigate through the different TV program 
channels when the program Schedule System is in a FLIP or 
BROWSE mode, as will be fully described below, and also 
allow the user to navigate through highlighted bars dis 
played on the TV screen when in a MENU mode. The 
left/right direction arrow keys 37B allow the user to navigate 
through Selected time periods when the program Schedule 
system is in the BROWSE mode, as will also be described 
below. They further allow the user to navigate across Sub 
ject-matter categories while in the “Categories' Submenu of 
the MENU mode, as well as to navigate across time periods 
when the program Schedule System is in a pay-per-view 
ordering mode and, in general, navigate in left or right 
directions to Select various icons and other objects. The 
information, or “i,' key 39 allows the user to view supple 
mental program and other information during the various 
modes of the program schedule system. The ENTER 35 key 
fulfills and inputs a command once the user has made a 
Selection from the remote controller keys. The function and 
operation of these keys will be made more apparent in the 
detailed discussion of the FLIP, BROWSE and MENU 
modes below. 

0081. A second embodiment of the remote controller 40 
is shown in FIG. 4. This embodiment of the remote con 
troller also includes a power key 41, numeric digit keys 42, 
direction arrow keys 43A and 43B, information key 48, 
ENTER key 44, volume control 45 and mute keys 46. It also 
includes pound sign and Star keys. 
0082) This embodiment of the remote controller further 
includes a number of icon keys 47A and 47B, which 
correspond to different Submenus or modes of the program 
schedule system. The icons 47A and 47B may also be 
displayed on the TV Screen when the program Schedule 
System is operating. The icon keys essentially replace the 
MODE key 38 used in the embodiment of the remote 
controller shown in FIG. 3. Using these keys, the user can 
move from one mode to another simply by depressing the 
icon key corresponding to the desired mode of operation of 
the program schedule system. In the embodiment of FIG. 4, 
the icons 47A and 47B are shown as graphic symbols 
Situated directly above a corresponding color-coded key. 
Alternatively, the color-coded keys could be eliminated and 
keys could be formed in the image of the icon itself. 
0083. The embodiment of the remote controller shown in 
FIG. 4 also includes three color-coded viewer preference 
keys, 48A, 48B and 48C that are situated directly above the 
icon keys. Each of these keys indicates to the program 
schedule system a distinct user-created “Channel Prefer 
ence' list, which is a listing of a specific Subset of channels 
for a particular user, arranged in the Sequential order that the 
user wishes to view during operation of the program Sched 
ule system. The creation of the Channel Preference list is 
discussed in the following Section. Thus, the System pro 
vides for at least three individual channel Subsets for three 
individual users. 

0084. Additionally, each of the fuctions of the remote 
controllers can also be integrated into a keypad on the user's 
cable box or other hardware. 

System Operation 

0085. In operation, the electronic program schedule sys 
tem of the present invention functions as follows. 
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FLIP Mode 

0.086 When the user is viewing a particular program 
channel on the television receiver, the program Schedule 
system defaults to a FLIP mode, shown in FIG. 5. In this 
mode, a graphic overlay 51 containing programming infor 
mation for the channel currently tuned on the tuner is 
Superimposed in overlaying relationship with a received 
program signal 55 on the screen of the television receiver 27 
whenever the Viewer changes the program channel, for 
example, by using the up/down direction arrows on the 
remote controller. The video overlay device 25, such as 
shown in FIG. 1, combines the computer-generated RGB 
video-graphic overlay information with the NTSC-format 
program Signal from the tuner 28, and Supplies an NTSC 
format output signal, which includes the program Signal 
from the tuner and the program Schedule overlay informa 
tion for viewing on the television receiver 27. 
0087. The programming information contained in the 
graphic overlay 51 is supplied to the RGB Video generator 
by the microcontroller. In FLIP mode, the microcontroller 
first Searches the program Schedule database in, for example, 
the DRAM 18 to retrieve the programming information for 
the currently tuned channel 52 corresponding to the current 
time; i.e., the time at which the user just turned on the 
television receiver for viewing. The microcontroller 16 then 
Supplies the current channel and program information to the 
RGB Video generator 24 which converts the digital data 
information to RGB format and Supplies it to the video 
overlay device 25. 
0088. In normal operation, the microcontroller 16 
defaults to displaying all channels offered by the cable 
company prioritized by numeric order, which is determined 
by the broadcast channel position in the radio spectum or the 
marketing judgments of local cable opertors. Using a "Chan 
nel Preference” Submenu, discussed below, the user can 
revise the content and/or Sequential order of the channels 
presented to the television receiver 27. 
0089. In general, if the user does not issue a change 
channel instruction, or other command, from the remote 
controller 40 within a predetermined time interval while in 
the FLIP mode, the microcontroller 16 instructs the VDG 23 
to remove the graphic overlay 51 from the television 
receiver, thus presenting only a program Signal 55 to the 
television receiver 27 for viewing. The duration of the 
predetermined time interval is Such that it allows the user 
Sufficient time to read the programming information con 
tained in the overlay. The duration of the predetermined time 
interval during which the graphic 51 overlay appears is 
stored in a location in non-volatile memory 20 addressable 
by the microcontroller 16. The user can change the duration 
of the time interval, by first entering a Viewer Preference 
mode, and then Selecting an “overlay interval' entry. The 
microcontroller 16 then causes a user prompt to be displayed 
on the Screen which, for example, asks the user to Select an 
appropriate time period for displaying in the graphic overlay 
on the Screen. Using the numeric keys, the user can input an 
appropriate response, for example, a period between 5 and 
60 seconds, and then depress ENTER. The new interval 
period is then read and stored by the microcontroller 16 in 
the overlay time interval location in memory. 
0090. If the user issues a change-channel command from 
the remote controller 40 before or after the predetermined 
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overlay period has elapsed, either by using the up/down 
direction arrows 43A, or by entering a desired channel 
number using the numeric keys 42 and then depressing the 
ENTER key 44, the microcontroller 16 will cause the tuner 
28 to tune to the desired channel-either the channel imme 
diately preceding or following the current channel when the 
up or down arrow 43A is used or the Specific channel entered 
on the numeric keypad by the user-and will also Search for 
and immediately cause to be displayed the current program 
information for that channel. Thus, as the user flips through 
the channels, the program Schedule information for any 
Selected channel automatically appears in the graphic over 
lay 51 while the actual program 55 appearing on the Selected 
channel at the particular time occupies the remainder of the 
SCCC. 

0091. The system can also be configured to issue an error 
message, Such as an audible beep or displayed text indicat 
ing an invalid key Stroke, if the user depresses either the left 
or right direction arrow keys while in the FLIP mode. 

BROWSE Mode 

0092. To initiate the BROWSE mode, the user depresses 
the MODE Switch once while in the FLIP mode when using 
the first embodiment of the remote controller 31 shown in 
FIG. 3. Utilizing the second embodiment of the remote 
controller 40 shown in FIG. 4, the user would depress the 
button below the BROWSE icon 47A. 

0093. In the BROWSE mode, the user is provided with 
the ability to Scan through program Schedule information for 
any channel, including, but not limited to, the channel being 
viewed, while at the same time continuing to view the TV 
program previously selected. As shown in FIG. 11, in this 
mode the graphic overlay information that appears in the 
FLIP mode is replaced with programming information for 
the channel being browsed, which may or may not be the 
channel currently being viewed by the user. After the user 
issues the command from the remote controller 40 to enter 
the BROWSE mode, a graphic overlay 111 is generated, as 
in the FLIP mode, with program schedule information for 
the currently tuned channel 112 and a textual BROWSE 
indicator 113 to remind the user of the currently active 
mode, as shown in FIG. 11. 

0094. If the user depresses either the up or down direction 
arrow on the remote controller 40 while in the BROWSE 
mode, program Schedule information for either the prior or 
next channel is displayed in the graphic overlay portion 111 
of the television receiver Screen 27, while the tuner remains 
tuned to the channel program that appeared on the television 
receiver at the time the user entered the BROWSE mode, as 
shown in FIG. 12, and continues to So appear. Each Suc 
cessive depression of the up or down direction arrow key 
produces corresponding program Schedule information for 
the Selected channel. The graphic Overlay may also include 
a Small video window for showing the actual Video signal of 
a currently aired program or a clip of a future program 
corresponding to the Scedule information then appearing in 
the BROWSE overlay. In this way, the user can simulta 
neously Scan program Schedule information for all channels 
while continuously viewing at least one Selected program on 
the television receiver. With the advent of Sophisticated 
television receivers, it may also be possible to Simulta 
neously display multiple broadcast programs on a Single 
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Screen for viewing, or to split the Screen to show, for 
example, broadcast programs in combination with adver 
tisements. The BROWSE feature could be used in any of 
these situations. 

0.095 If, at any time during scanning of the program 
Schedule information in the BROWSE mode, the user 
desires to tune the television receiver 27 from the program 
channel currently being viewed to the program channel 
indicated in the Schedule information in the graphic overlay, 
he simply depresses the ENTER button 44 and the tuner 28 
will be tuned to that channel. If the user does not want to 
view another channel and wishes to exit the BROWSE 
mode, thus removing the graphic Overlay 111 with the 
program schedule information, he must depress the MODE 
key twice in the first embodiment of the remote controller 
31. The first depression of the MODE key takes the user to 
the MENU mode, discussed below, and the second depres 
Sion will take the user to the FLIP mode. Once in the FLIP 
mode, the graphic Overlay will be removed after the duration 
of the time-out interval has passed. In the Second embodi 
ment of the remote controller shown in FIG. 4, the user 
toggles the BROWSE icon key to deactive the BROWSE 
mode. 

0096. When the user first enters the BROWSE mode and 
begins Scanning channels, the Schedule information appear 
ing in the overlay portion 111 describes the programs 
currently playing on any particular channel. In order to view 
programming information for later times, the user employs 
the left and right direction arrows 43B. As a consequence, 
the System will display future program Schedule information 
for the particular channel previously Selected by the up and 
down direction arrows, whether it is the channel currently 
being viewed or any other available channel. The schedule 
information presented includes the name of the program and 
program Start/stop time. The instant embodiment of the 
System, in order to conserve memory, will not allow the user 
to View programming information for a time prior to the 
current time. The system could be easily modified to provide 
Such information if adequate memory is made available. 

0097 When viewing program schedule information for a 
future time in the BROWSE mode, the displayed time of 
airing 121 of the particular Show 122 is highlighted, as well 
as the channel number and Service indicator 123, as shown 
in FIG. 12A. Such highlighted information reminds the user 
that he is viewing program Schedule information for a future 
time. Also, when viewing program Schedule information for 
a future time on any particular channel in the BROWSE 
mode, depression of the channel up direction arrow key on 
the remote controller 40 causes programming Schedule 
information for the next channel to appear, which corre 
sponds in time to the future time that was being viewed 
before the up key was depressed by the user. The channel 
down direction arrow key 43B functions identically in this 
mode. 

0.098 If while viewing program schedule information for 
a future time in BROWSE mode the user depresses the 
ENTER key on the remote controller, the microcontroller 16 
will instruct the VDG 23 to display a REMINDER overlay 
message 130 which, as shown in FIG. 13, is displayed as a 
second overlay 131 appearing above the BROWSE overlay 
132. The REMINDER message 130 queries the user as to 
whether the System should remind the user, at a predeter 
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mined time before the Start of the Selected program, that he 
or she would like to view the Selected program, as shown in 
FIG. 13. If the user responds affirmatively, the microcon 
troller 16 Stores reminder data consisting of at least the 
channel, time and day of the Selected program in a reminder 
buffer, which contains similar Schedule information for all 
programs for which the user has set a reminder. At a 
pre-determined time before the Selected program Start time, 
for example, five minutes, the microcontroller 16 will 
retreive Schedule information, including title and Service, 
based on the reminder data, and will instruct the VDG 23 to 
display a REMINDER overlay message 140 on the televi 
Sion receiver 27, as shown in FIG. 14, to remind the user 
that he or she previously Set a reminder to watch the Selected 
program. The REMINDER message 140 contains the chan 
nel, Service and Start time. It also displays the number of 
minutes before the time of airing of the particular show and 
updates the display every minute until the time of airing. The 
REMINDER message 140 also displays a “TUNE" inquiry, 
which asks the user if she would like to tune to the selected 
program. As with the overlay display time period in the FLIP 
mode, the user can modify the time period before a Selected 
program that the REMINDER message appears by entering 
the Viewer Preference mode and revising the time entry. 

MENU Mode 

0099. Using the remote controller 31 shown in FIG. 3, 
the user can enter the MENU mode from the BROWSE 
mode or from the FLIP mode by toggling the MODE button 
38 once or twice, respectively. Using the remote controller 
40 of FIG. 4, the user would simply depress the key 47B 
corresponding to the MENU icon. 
0100 Referring to FIG. 6, in the MENU mode, the 
System displays a plurality of menu items and icons, which 
correspond to and allow user Selection of distinct program 
Schedule information display formats, local cable System 
message boards and other on-line information Services. 
Unlike in the FLIP and BROWSE modes, in the MENU 
mode no program Signal from the tuner is displayed on the 
television receiver 27. In the embodiment shown in FIG. 6, 
there are four vertically selectable horizontal bars 61-64, 
which are accessed using the up and down direction arrows 
43A on the remote controller 31 or 40. At the extreme left 
of each bar, an identifying icon 61A-64A is displayed, which 
identifies the information contained in that bar. In the 
embodiment of FIG. 6, the “TV GUIDE” icon 61A in the 
first bar corresponds to program Schedule information from 
TV Guide(R) magazine, the “NOWSHOWING” icon 62A in 
the Second bar 62 corresponds to pay-per-view and premium 
service events, the “MSO Logo' icon 63A in the third bar 63 
corresponds to Customer Service or local cable company 
information messages, and the circular icon 64A in the 
fourth bar 64 corresponds to other interactive services 
available to the user. AS also shown in FIGS. 6 and 6A, each 
bar also contains a textual description of its contents. 
0101) When the user first enters the MENU mode, the 
System defaults to Selection of the program Schedule bar. 
When a particular bar is Selected, the textual description is 
removed and a plurality of icons are displayed adjacent the 
identifying icon. In FIG. 6, the program schedule bar 61 is 
Selected. Using the up or down direction arrow key on the 
remote controller 40, the user Selects a vertically adjacent 
bar. FIGS. 15-17 show, respectively, selection of the Pay 
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Per-View bar 62, the Customer Service or Messages bar 63 
and the Interactive TV services bar 64. 

0102 Once a particular bar in the MENU screen is 
Selected, the user can Select a particular icon from the 
plurality of horizontally selectable displayed icons 65A-65C 
by using the left or right direction arrow and the ENTER key 
on the remote controller 40. Each icon contains a graphical 
Symbol appearing in a background window of a particular 
color. When a particular icon is selected, it is offset from its 
background window and the color of the window changes. 
In FIG. 6, the grid icon 65A immediately adjacent the “TV 
GUIDE” icon in the first bar 61 is selected. 

0103) The function corresponding to each icon will now 
be discussed. 

0104. In the uppermost vertically selectable horizontal 
bar 61, the first grid icon 65A represents an “All Listings” 
mode in which the program Schedule information is dis 
played in a grid listing, such as that shown in FIG. 18. 
Alternatively, a single column grid-like display could be 
used, as that shown in FIG. 25. In this format, the vertical 
y-axis identifies the channel number and Service while the 
horizontal X-axis identifies the time. The Screen display of 
FIG. 18 also contains in the upper left-hand corner a mode 
identifier 180, in this case the notation “All Listings,” to 
remind the user of the current operating mode of the System. 
Directly underneath the mode display is a highlighted dis 
play 181 of the channel that the user was watching before 
entering the MENU mode. In the upper right-hand corner, a 
logo icon 182 appears in a window directly above a date/ 
time identifier 183, which alternatively displays the current 
date and time. 

0105. In the center of the screen display shown in FIG. 
18 is a graphical Active Key Display (AKD) 184 which 
indicates to the user those keys on the remote controller that 
are active for that particular mode of the program guide 
display system. For example, in the screen display of FIG. 
18, the cursor can only move up, down or to the right. If the 
user were to depress the left direction arrow key on the 
remote controller at that point, the System would not carry 
out any function Since the cursor can not move to the left. 
Thus, the left arrow key is not active So its image is not 
displayed on the AKD 184. Similarly, since the system will 
only respond to a depression of the up, down or right 
direction arrow keys and the ENTER key, they are the only 
key images displayed on the graphical AKD 184. The 
MODE key, though not displayed, is always active to change 
from one mode to another. When the user first enters the All 
Listings guide, the time listing begins by default at the 
half-hour immediately preceding the current time unless the 
current time is on the hour or half-hour, in which case the 
display begins with the particular hour or half-hour, and the 
channel listing begins at the last channel being viewed by the 
user before entering the MENU mode. For example, in FIG. 
18, the current time is displayed as 7:13 p.m., the time listing 
begins at 7:00 p.m. and the channel listing begins with 
channel 4. 

0106. In the All Listings mode, a moveable highlighted 
cursor 185 is used to indicate the currently Selected program 
to the user. The user manipulates cursor movement using the 
direction arrow keys on the remote controller 40. Further 
more, the entire information display pages upward if the 
cursor is placed at the bottom of the Screen and the down 
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direction arrow is depressed, and Similarly pages to the left 
if the cursor is at the extreme right Side of the display and 
the right direction arrow is depressed. In this way, the user 
can navigate through the entire program Schedule. 

0107 The folder icon 65B immediately to the right of the 
All Listings icon in the top horizontal bar 61 of FIG. 6 
identifies a “Category Listing” mode in which program 
Schedule information is displayed and categorized by pro 
gram content, as shown in FIG. 19. The particular listing 
shown in FIG. 19 includes the categories of Movies, Sports, 
News and Children 190A-190D. The database record Stored 
for each listing contains a content-specific identifier So the 
microcontroller can Search the database and categorize the 
information by content for purposes of displaying it in the 
Category Listing mode. As shown in FIG. 19, the user can 
manipulate the cursor left or right to highlight any one of the 
categories which appear at the head of the listing. In FIG. 
19, the “Movies' category 190A is selected. As shown, the 
user is given a display of all movies, prioritized by time and 
then alphabetically by title of show, beginning with the 
half-hour immediately preceding the current time unless the 
current time is on the hour or half-hour, in which case the 
display begins with the particular hour or half-hour. The 
screen display shown in FIG. 19 also includes a textual 
description of the current operating mode of the program 
schedule system, as well as the graphic AKD 184, similar to 
that used in connection with the All Listings mode. 
0108) As with the All Listings mode, if the user highlights 
a show which is currently airing, he can immediately tune to 
that show by depressing the ENTER key on the remote 
controller 40. If the highlighted show is one that will appear 
at future time, the user is again given the option of Setting 
a REMINDER message. 

0109) The triangular icon 65C at the far right of the TV 
GUIDE bar 61 in the display of FIG. 6 identifies a “Channel 
Listing” mode in which the program Schedule information is 
categorized and displayed by channel, as shown in FIG. 20. 
The screen display shown in FIG. 20 again includes a 
textual mode identifier 201, the graphic AKD 184, and the 
window including the logo icon 182 and alternating time/ 
date display 183. At the head of the program listing is a list 
of several consecutive channels 202A-202C beginning with 
the last channel viewed by the user before entering the 
Channel Listing mode. The channel in the middle window 
202B is highlighted and is the channel for which schedule 
information is displayed. The display identifies those pro 
grams appearing on the highlighted channel beginning with 
the half-hour immediately preceding the current time unless 
the current time is on the hour or half-hour, in which case the 
display begins with the particular hour or half-hour. The user 
can display further future listings by manipulating the cursor 
to the bottom of the Screen and paging the display, as 
previously described. The user can also change the Selected 
channel by manipulating the left or right direction arrow 
keys on the remote controller 40. When the user issues a 
change-channel command in this manner, the next consecu 
tive channel will be displayed in the highlighted window 
202B in the channel string at the head of the display, and 
schedule information for the newly selected channel will be 
displayed on the television receiver 27. 

0110. As with other modes, if a user wishes to tune to a 
highlighted program that is currently airing, he can do So by 
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simply depressing the ENTER key on the remote controller 
40, and if the user wishes to view a program that airs at a 
future time, the user is again given the option of Setting a 
REMINDER message. 
0111. In each of the FLIP, BROWSE and MENU modes, 
a lower case “i' icon appears at a number of occasions in 
connection with certain program listings, Such as movies, 
such as the “i”203 shown in FIG. 20. Any time this icon 
appears, the user can view additional programming infor 
mation, generally comprising a textual description of pro 
gram content and/or other information related to the pro 
gram, Such as the names of cast members and the like, by 
depressing the “i” key 48 on the remote controller 40. An 
example of a display of Such additional information is 
shown in FIG. 21. 

0112 The second horizontal bar 62 appearing on the 
Screen in the MAIN MENU mode shown in FIG. 6 is the 
“Home Theater” Listing. It corresponds to Pay-Per-View 
events or Services, Specialized programming, and Premium 
Service programs. When this category is chosen by the user, 
the television receiver displays information as shown in 
FIG. 15. The first theater-ticket icon 150 that appears in this 
Home Theater bar identifies a format in which the Pay-Per 
View events and premium Services are displayed, as shown 
in FIG.22. As with other modes, the user can manipulate the 
cursor to highlight and Select any particular Show. Also, the 
user can obtain additional information about the Pay-Per 
View event or service by depressing the “i” key 48 on the 
remote controller 40. The Pay-Per-View menu screen dis 
play shown in FIG.22 also includes a video display section 
220 in which short promotional clips of current and future 
events and Services can be shown to the user while the user 
is viewing the Pay-Per-View scheduling information. The 
display of FIG. 22 is bit mapped such that the advertising 
clipS may be shown in the lower left quadrant of the Screen. 
The clips may be shown randomly in the video display 
section 120 or, alternatively, the clip shown could corre 
spond to the particular Selected entry on the list of events, 
and would change automatically as the user navigated 
through the list. 
0113. When a user highlights a Pay-Per-View event or 
Service by manipulating the cursor to the desired event or 
Service using the direction arrow keys on the remote con 
troller 40, he can order the event or service by depressing the 
ENTER button on the remote controller, thus linking sched 
ule, promotional and ordering functions. If the user Selects 
a particular Pay-Per-View event or service in this manner, 
the programming Schedule System will next present to the 
user a Pay-Per-View ordering screen such as that shown in 
FIG. 23. The display includes a figure representing the cost 
of the event or Service. The display also asks the user to 
choose from among a plurality of Scheduled airing times 
230A-230C, as well as whether the user would like to see a 
REMINDER message prior to the start of the Pay-Per-View 
event or Service. The user responds to these inquiries by 
using the direction keys on the remote controller 40 to 
manipulate the cursor to the proper response and then 
depressing the ENTER key. After the user has ordered a 
Pay-Per-View event or service, the program schedule system 
will present the user with two ordering confirmation Sub 
menus, Such as shown in FIGS. 24 and 24A. In either of 
these Submenus, the user can confirm or cancel the Pay-Per 
View event or service. 
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0114. If the user confirms the order, the microcontroller 
16 stores the Pay-Per-View ordering information in a loca 
tion in memory. The ordering information can then be 
transmitted to the cable operator by the microcontroller 16 
either by phone line or on the cable line where the system 
has two-way communication or other Such interactive capa 
bility. Alternatively, a computer at the cable operator loca 
tion can interrogate the memory where the microcontroller 
stored the Pay-Per-View ordering information. At the appro 
priate time, the cable operator supplies the Pay-Per-View 
event or service and it is received by all users who have 
ordered the program. 

0115 The second icon 151 in the Pay-Per-View bar of 
FIG. 15 identifies a specialized broadcast, cable or satellite 
programming Service to which the user has access via the 
electronic program guide. In this mode, the electronic pro 
gram guide application Software acts to connect the user, 
through an appropriate data transmission link, to the pro 
gramming Service, at which point the user interacts with the 
Service. Alternatively, the electronic program guide provides 
the navigation Software, including the menus and Scheduling 
information, for the particular programming Service. Such a 
service could be, for example, Your Choice TV (“YCTV”), 
a Service offering reruns of highly rated broadcast and cable 
programs, in which case the icon may take a form Suitable 
to identify YCTV. The programming available on YCTV is 
then Supplied to the user via the programming guide System. 

0116. The last icon 152 appearing in the Pay-Per-View 
bar of FIG. 15 identifies a display format which lists all 
Premium Services offered by the cable operator, as shown in 
FIG. 26. In this mode, the user can select for impulse 
ordering any one of the premium Services by manipulating 
the cursor using the direction arrow keys on the remote 
controller and depressing the ENTER key. Similar to Pay 
Per-View ordering, the system will present the user with a 
Series of ordering displays and, if a Service is ordered by the 
user, it will confirm the user's request using another other 
Submenu. If confirmed, the microcontroller 16 will store the 
ordering information or transmit it directly to the cable 
operator. Once the order has been confirmed, the microcon 
troller can immediately allow the user access to the ordered 
premium Service. In this manner, the user can order premium 
events or Services on demand. 

0117) If, during FLIP or BROWSE modes, a user views 
a channel or Schedule information for a Service not Sub 
Scribed to by the user, the microcontroller 16 causes an 
ordering Submenu to appear instead of displaying a program 
signal along with the graphic overlay, as shown in FIG. 9. 
This Submenu indicates to the user that she does not cur 
rently Subscribe to the Selected Service, and then asks the 
user if she would like to order the service. If the user 
responds affirmatively, the program Schedule System takes 
the user to the ordering Submenu discussed above. In this 
manner, the user can order premium events or Services on 
impulse. 

0118. The third horizontal bar 63 in the MENU mode 
shown in FIG. 6 is the “Messages” or “Customer Service' 
listing. As shown in FIG. 16, the first envelope icon 160 
represents message information available from the cable 
operator. When the user Selects the message icon, he is 
presented with a Screen display of currently available mes 
sages, as shown in FIG. 27. The display shown in FIG. 27 
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includes cable System messages 270 and billing information 
271. If the user Selects the cable System messages option 
270, She is presented with a message pertaining to the local 
cable operator, such as that shown in FIG. 28. If the user 
selects the billing status option 271 shown in FIG. 27, she 
is presented with a display of current billing information, 
Such as that shown in FIG. 29. 

0119) The next icon 161 in the Customer Service infor 
mation bar 63 of FIG. 16 identifies a “Viewer Preference’ 
mode, which allows the user to create or revise a number of 
program Schedule System operating parameters. Once 
Selected, this display presents the user with Several prefer 
ence options concerning certain operating parameters of the 
program Schedule System, as well as the Viewing of certain 
channels and/or certain content-specific programming, for 
example, those shown in FIG. 7. 
0120) The first option shown in FIG. 7 is the “Parental” 
option 70, which can also be expressed as a “Key Lock 
Access' option. Once this option is initially Selected by the 
user, the System displays a “Key Lock Access Submenu 
Such as that shown in FIG. 30. 

0121 The Key Lock Access menu shown in FIG. 30 
allows the user to control access to individual channels and 
programs or events by requiring the user to enter an acceSS 
code "key,” consisting of a user-specified four digit code in 
the Specific embodiment discussed herein, before ordering 
or viewing these pre-Selected channels, programs or events. 
The menu display shown in FIG. 30 shows a series of 
Subject categories that are entries in the vertical y-axis 
Selectable by the user. Aparticular Subject category is chosen 
by using the up or down direction arrow keys on the remote 
controller 40 to highlight the desired entry. Once the user 
Selects a particular Subject category, the left and right arrow 
keys are used to navigate within the chosen category. 
0122) The first subject entry shown in FIG. 30 is the 
“Parental Guidance” category 301. Once the user selects this 
category by manipulating the cursor to highlight the entry, 
the cursor can be then moved horizontally to an active 
window 302 which displays and selects one the five letter 
rating items in the category. The letter items represent 
ratings of program content as follows: “V” for violence, “N” 
for nudity, “L” for language, “AS” for adult situations and 
“PD' for parental discretion. Once the user selects a par 
ticular item, Such as "L', by moving to the active window 
302 using the right direction arrow key, depressing the 
ENTER key will indicate to the microcontroller 16 that a key 
lock acceSS has been Selected for programs rated with a "L' 
rating for Violent or explicit language. The System indicates 
activation of a key lock access by displaying a key icon 
directly below the “L” category display. Once a key lock 
access is Set, it can be deactivated by Selecting the category 
letter and then depressing the ENTER key. This action 
causes the key icon to disappear. The user can change the 
rating category in the active window 302 by using the left or 
right direction arrow keys on the remote controller 40, 
images of which are displayed on the Screen adjacent the 
active window as a reminder to the user. In this manner, the 
user can Select other rating categories for Setting a key lock 
access for any of the program content identifiers appearing 
in the Parental Guidance category. 
0123 The key lock access code itself consists of a four 
digit code, which the user can enter and modify at any time. 
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To do so, the user highlights the fourth vertically selectable 
entry “Change Key Lock Access Code,304 by manipulat 
ing the cursor to highlight it using the direction arrow keys 
on the remote controller. Once highlighted, the user enters a 
new four digit code or revises the then existing code and 
depresses the ENTER key. The microcontroller 16 then 
identifies the new four digit key lock acceSS code and Stores 
it in memory. The user can clear the key lock access code, 
as well as all other previously activated keys, by moving to 
the last entry in FIG. 30, “Clear Key Lock Access Code and 
All Keys,”305 which highlights the “OK” window, and then 
depressing the ENTER key. This action clears and deacti 
Vates all previously Set keys, as well as the key lock acceSS 
code. 

0.124. The schedule information database record for each 
program contains a field that corresponds to the program 
content identifiers in the Parental Guidance category. During 
operation, the microcontroller checks this field in response 
to a user command to tune to or order a program, or to 
display its corresponding Schedule information before car 
rying out the tuning, ordering or displaying function. If the 
parental guide identifier in the program Schedule informa 
tion database record matches any one of the activated 
parental guidance identifiers shown in FIG. 30, the user will 
be prompted to enter the four digit key lock access code 
before the system takes any further action. If the entered 
code matches the key lock acceSS code previously entered 
and stored by the user as described above, the system will 
carry out the user request to tune to the program, to order it, 
or to display its corresponding Schedule information. If the 
code is not recognized by the System, no further action will 
be taken and the user's request will be denied. 
0.125 By manipulating the cursor using the direction 
arrow keys to highlight the Second entry, “MPAA ratings, 
'308 the user can also set a key lock acceSS for programs 
based on their MPAA rating code, as also shown in FIG. 30. 
0.126 AS with the Parental Guidance category, once the 
MPAA rating category has been Selected, the user can move 
horizontally within the category to the active window 306 to 
Select one the five rating codes, i.e., “G” for general audi 
ences, “PG” for parental guidance, "PG-13" for suggested 
parental guidance, no one under 13 admitted without an 
adult, “R” for restricted and “X” for X-rated. As with the 
Parental Guidance category, by Selecting a particular rat 
ing-by using the left or right direction arrow keys until the 
particular rating code appears in the active window-and 
then depressing the ENTER key, the user sets a key lock 
acceSS for the rating, in which case a key icon appears below 
the rating code. And, as with the Parental Guidance category, 
once a key lock acceSS is Set, the System will prompt the user 
to enter the four digit key lock acceSS code anytime a request 
is made to tune to, order or display Schedule information for 
a particular program having a rating code which matches a 
rating code for which key lock access has been activated. 

0127. The Key Lock Access mode also includes a subject 
category 303 for controlling access to channels, which may 
be entitled, for example, “Channel Block” or “Channel 
Lock. As with the Parental Guidance 301 and MPAA 308 
categories, the user navigates to the Channel Block category 
303 by manipulating the cursor using the direction arrow 
keys on the remote controller and depressing the ENTER 
key. Once the Channel Block category 303 has been entered, 
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the user can move horizontally to an active window 307, 
which in FIG. 30 indicates channel 2. Once the user 
highlights this window by manipulating the cursor using the 
direction arrow keys on the remote controller 40, a key lock 
access can be set for the channel appearing in the active 
window. This is done, as with the other Subject categories in 
the Key Lock Access mode, by depressing the ENTER key, 
which again causes a key icon to appear below the channel 
number in the active window. The user can move to the prior 
channel or to the next channel in Sequence by depressing 
either the left or right direction arrow key on the remote 
controller 40. In this manner, the user can activate a key lock 
access for any available channel. 
0128. As with the Parental Guidance 301 and MPAA308 
categories, once a key lock acceSS is Set for a particular 
channel, the System will prompt the user to input the key 
lock acceSS code prior to carrying out an instruction to tune 
to or order that channel. If the input key lock acceSS code 
matches the previously Stored acceSS code, the user's 
instruction is carried out. Otherwise, the user's instruction is 
ignored. Thus, the user can control access to the audio and 
Video program content of any available channel. In this 
instance, the microcontroller 16 will not allow audio or 
video program signals to pass to the VDG, but it will allow 
Schedule information to appear for the channel. 
0129. The next option shown in FIG. 7 is the Channel 
Preference or “Favorite Channel” list option 71. By high 
lighting this icon and depressing the ENTER key on the 
remote controller 40, the user is presented with a submenu 
on the screen such as that shown in FIG. 8. 

0.130. In normal operation, the program guide System 
presents channels to the user in numerical order in response 
to an up or down change-channel command issued by the 
user using one of the direction arrow keys on the remote 
controller. The channel number presentation Sequence 
includes all channels offered by the cable company in the 
order of which they are modulated onto the channel by the 
operator. 

0131 The program guide System also provides the capa 
bility of Selecting from among Several user-defined channel 
presentation Sequences, which are activated using one of the 
three “check mark' icon keys 48A, 48B or 48C on the 
remote controller 40 shown in FIG. 4. Each of these keys 
represents a preferred particular list of channels which a 
particular user Selects and which the microcontroller Stores 
in memory as a “Channel Preference” list, as discussed in 
detail below. To activate one of these preferred channel lists, 
the user depresses the corresponding check-mark icon key, 
in which case the microcontroller may display the chosen 
icon on the Screen in the graphic overlays and full Screen 
displays to remind the user that a particular channel prefer 
ence list is being used by the System. Once a preference list 
is activated, the System will limit the tuning of the television 
receiver and the display of Schedule information only to 
those channels that are designated in the activated viewer 
preference list. 

0132) To revise the content and/or sequential order of the 
channels in the Channel Preference list, the user enters the 
MENU mode of the programming guide system. To enter the 
MENU mode from the FLIP mode, the user twice depresses 
the MODE key 38 when using the remote controller 31 of 
FIG. 3. To enter the MENU mode when using the alternative 
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embodiment of the remote controller 40 of FIG. 4, the user 
simply depresses the MENU icon key 47B. 
0133) When first entered, the MENU mode has a screen 
display such as shown in FIG. 6. To select the submenu for 
editing the Channel Preference list, the user first selects the 
third horizontal bar 63, which can be titled, for example, 
“Messages” or “Customer Service,” by manipulating the 
cursor using the down direction arrow key, as shown in FIG. 
7. The screen of FIG. 6A is thereby displayed. The user then 
Selects the Second icon 161 appearing in that bar, indicated 
with a check mark, which corresponds to a “Viewer Pref 
erence” mode, by highlighting the icon using the direction 
arrow keys and again depressing the ENTER key. This 
action will cause the microcontroller 16 to display a Viewer 
Preference submenu such as that shown in FIG. 7. By 
selecting the Channel Preference or “Favorite Channel” 
entry 71, the user enters the Channel Preference submenu, 
shown in FIG. 8. If the user has not already done so, he 
would then depress the particular check-mark icon key on 
the remote controller 40 of FIG. 4 to create or revise the 
particular channel preference list. 
0134) In the Channel Preference menu shown in FIG. 8, 
a list 80 of all channels available on the particular cable 
System is displayed on the left Side of the television receiver 
Screen, labeled “Choices” in FIG. 8, and the viewer's 
preferred list 81, designated “Selected” in FIG. 8, is dis 
played on the right Side. If a particular code, Such as an END 
or “-1” symbol appears in the first (uppermost) position 82 
of the viewer preference list 81, the system displays infor 
mation for all channels in numerical order in all modes of 
operation. This is the default mode of the system. 
0.135 By selecting channels in sequence from the avail 
able list 80 and placing them in the desired order in the 
preference list 81, the user can Select a Subset of channels 
and/or rearrange the default Sequence in response to a 
channel up or channel down command from the user. This is 
accomplished by highlighting a channel in the available list 
80 using the up and down direction arrow keys on the remote 
controller 40 and depressing the ENTER key 44, which 
Stores the entry temporarily in a buffer. 

0.136 The microcontroller 16 stores a list of all channels 
previously entered in the viewer preference list 81. As a 
particular channel is highlighted by the user when navigat 
ing through the available channel list 80 displayed on the left 
Side of the television Screen, a window 84 appears adjacent 
to the particular channel highlighted by the user. If the 
particular channel already appears in the viewer preference 
list 81, the system displays a “DELETE” message in the 
window 84 as a reminder that the channel was previously 
selected from the available channel list 80 and can only be 
deleted from the list 81, which is accomplished by depress 
ing the ENTER key 44. If the particular highlighted channel 
in the list 80 was not previously selected, the system 
displays a “SELECT" message in the window 84 as a 
reminder that the particular channel will be selected for 
addition to the viewer preference list 81 if the user depresses 
the ENTER key 44. The microcontroller 16 inserts a selected 
channel at the bottom of the list 81. In this manner, the user 
can Select or delete channels from the viewer preference list 
in any desired order. 
0137) The available channel list 80 may also be provided 
with categorical entries 83, Such as movies, news, Sports or 
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children's shows. The user may also highlight any of these 
entries and put them into the viewer preference list 81. If the 
user does include a category in his viewer preference list 81, 
when the user issues channel up or down commands, the 
System will display, in Sequence, first the user's Selected 
preferred channels in numerical order and then all channels 
having a program whose content corresponds to the Selected 
category or categories at the time. 

0.138. Once the user has revised the channel preference 
list 81 in the described manner, the microcontroller 16 will 
follow the Stored user-specified channel Sequence in 
response to a change-channel command made by the user 
employing one of is the direction arrow keys. To activate the 
Viewer preference list, the user depresses one of the three 
check-mark icon keys 48A, 48B or 48C on the top of the 
remote controller shown in FIG. 4. The viewer preference 
list can be used to Selectively limit tuning of the television 
receiver or display of Schedule information in any of the 
operating modes of the electronic program guide. In the 
present embodiment, once a preference list is activated, the 
system will limit the tuning of the television receiver and the 
display of schedule information in the FLIP, and BROWSE 
modes, as well as in the grid category and channel listings 
in the MENU mode, only to those channels designated in the 
activated viewer preference list. The tuner can not be tuned 
to, and no corresponding Schedule information can be dis 
played for, any channel not entered in the viewer preference 
list when it is activated. In this regard, it should be noted that 
setting a key lock access in the Parental Guidance 301, 
MPAA 308 or Channel Block 303 categories produces a 
different result than when using other display criteria, Such 
as the Channel Preference List of preferred channels dis 
cussed above. Thus, while a key lock acceSS will prevent 
audio and Video program information, but not Schedule 
information, from being displayed or ordered absent entry of 
an authorization code, if a particular channel is included in 
the Channel Preference list and also has a key lock acceSS 
activated in the Channel Block category 303 of the Key 
Lock Access mode, that channel or its corresponding Sched 
ule information will not be displayed at any time. 

0.139. To deactivate a previously selected viewer prefer 
ence list, the user toggles the appropriate check-mark icon 
key on the remote controller 40 of FIG. 4. Once deactivated, 
the System defaults to displaying and tuning all available 
channels, as well as displaying Schedule information for all 
available channels. 

0140 Alternatively, the viewer preference list 81, if acti 
Vated, can be used to control tuning and display of Schedule 
information only in selected modes, such as only in the FLIP 
mode, thus allowing the user to tune and view corresponding 
Schedule information only for those channels entered in the 
preference list 81 in the FLIP mode, while viewing all 
channels and corresponding Schedule information in all 
other modes. 

0.141. In this latter configuration, as well as in the 
instance where no channel preference list is activated and 
the System is in default mode, if a channel appears in the 
Viewer preference list 81 that corresponds to a Service not 
subscribed to by the user, the microcontroller 16 causes an 
ordering Submenu to appear instead of displaying a program 
signal along with the graphic overlay, as shown in FIG. 9. 
This Submenu indicates to the user that he does not currently 
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Subscribe to the Selected Service, and then asks the user if he 
would like to order the service. If the user responds affir 
matively, the program Schedule System takes the user to 
another ordering Submenu to confirm the user's request, as 
with impulse ordering. 

0142. In addition to Channel Preference keys, the remote 
controller 40 can also be supplied with a number of user 
activated category preference icon keys, e.g., movies, Sports, 
or children's programming. The System can be adapted to 
present to the user only those programs meeting particular 
preference category when it is activated by the user. AS with 
the Channel Preference icons, the microcontroller may dis 
play the icon corresponding to the activated preference 
category to remind the user of the currently activated mode 
of System operation. 

0143. The question mark icon 162 at the far right of the 
third horizontal bar in the menu of FIG. 16 identifies a 
program guide System "Help” mode in which information 
explaining the operation of the System is displayed for the 
user. Again, by manipulating the cursor using the appropri 
ate keys on the remote controller, the user can Select this 
mode. Once Selected, the next Submenu appearing in the 
Help mode asks the user to identify the particular portion of 
the system about which the user would like to view Help 
information. 

0144. The icons appearing in the last horizontal bar of the 
MENU mode identify certain interactive and/or other types 
of information Services which the programming System, 
acting as a gateway, makes available to the user as shown in 
FIG. 17. By manipulating the cursor, the user can select any 
one of the identified services, as shown in FIGS. 31-35. 

0145 For example, if the user initially selects the 
“XPRESS' icon appearing in the last horizontal bar, he is 
presented with a submenu such as that shown in FIG. 31. 
Using the direction arrow and enter keys on the remote 
controller, the user Selects one of the three entries appearing 
in the display of FIG. 31. Once a particular entry is selected, 
the electronic program guide connects the user to the 
Selected Service and passes control to the particular Service 
application software, as shown in FIGS. 32-35. 
0146 Additionally, the electronic program guide could 
be configured to Store a unique digital identifier for each 
program along with its Schedule information and later use 
the identifier—e.g., by transmitting it--to indicate to a 
recording or Storage device, Such as a Video recorder, that the 
user wishes to record the program. The program guide could 
also use the identifier to automatically control operation of 
the Video recorder. The electronic program guide could also 
be configured to use other Stored Schedule information for 
this purpose. 

0147 The form and content of a particular computer 
program to implement the invention disclosed herein will be 
readily apparent to those skilled in the art of Video system 
programming and graphic display. A flow chart showing the 
operation logic of the system is shown in FIG. 36. It will 
also be appreciated by those skilled in the art that there can 
be departure from the specific embodiment of the invention 
described herein without departing from the true Scope of 
the claims appended hereto. 
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What is claimed is: 
1. A method for allowing a user to browse program 

listings while viewing a program on a display comprising: 
displaying a program in at least a portion of the display; 

displaying at least one interactive program listing on the 
display Simultaneously with the program; 

allowing the user to Select the at least one interactive 
program listing; 

displaying a Second program corresponding to the 
Selected interactive program listing in at least a part of 
the display, in response to receiving the Selection from 
the user. 

2. The method of claim 1, wherein the at least one 
interactive program listing comprises a program title and a 
program channel. 

3. The method of claim 1, wherein the program is selected 
from the group consisting of a television program, a pro 
motional Video clip, a prerecorded program, a Video on 
demand program, a near Video on demand program, or a pay 
per view program. 

4. The method of claim 1, wherein the user selects the at 
least one interactive program listing on a user control means. 

5. The method of claim 1, wherein the program is dis 
played on a first portion of the display, the at least one 
interactive program listing is displayed on a Second portion 
of the display, and Said first portion is larger than Said Second 
portion. 

6. The method of claim 1, wherein the program is dis 
played on a first portion of the display, the at least one 
interactive program listing is displayed on a Second portion 
of the display, and the first portion is Smaller than the Second 
portion. 

7. The method of claim 1, further comprising allowing the 
user to Select a reminder message corresponding to a pro 
gram to be viewed at a future date. 

8. The method of claim 7, further comprising displaying 
the reminder message at a time prior to the future date. 

9. The method of claim 8, wherein the time prior to the 
future date is determined by the user. 

10. The method of claim 8, wherein the reminder message 
is displayed on the display Simultaneously with the program. 

11. A System for allowing a user to browse program 
listings while viewing a program on a display comprising: 

means for displaying a program in at least a portion of the 
display; 

means for displaying at least one interactive program 
listing on the display Simultaneously with the program; 

means for allowing the user to Select the at least one 
interactive program listing, 

means for displaying a Second program corresponding to 
the Selected interactive program listing in at least a part 
of the display, in response to receiving the Selection 
from the user. 

12. The system of claim 11, wherein the at least one 
interactive program listing comprises a program title and a 
program channel. 

13. The system of claim 11, wherein the program is 
Selected from the group consisting of a television program, 
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a promotional Video clip, a prerecorded program, a Video on 
demand program, a near Video on demand program, or a pay 
per view program. 

14. The system of claim 11, wherein the user selects the 
at least one interactive program listing on a user control 
CS. 

15. The system of claim 11, wherein the program is 
displayed on a first portion of the display, the at least one 
interactive program listing is displayed on a Second portion 
of the display, and Said first portion is larger than Said Second 
portion. 

16. The System of claim 11, wherein the program is 
displayed on a first portion of the display generator, the at 
least one interactive program listing is displayed on a Second 
portion of the display, and the first portion is Smaller than the 
Second portion. 

17. The system of claim 11, further comprising means for 
allowing the user to Select a reminder message correspond 
ing to a program to be viewed at a future date. 

18. The system of claim 17, further comprising means for 
displaying the reminder message at a time prior to the future 
date. 

19. The system of claim 18, wherein the time prior to the 
future date is determined by the user. 

20. The system of claim 18, wherein the reminder mes 
Sage is displayed on the Screen Simultaneously with the 
program. 

21. An interactive media guide comprising: 

a Video display controller; 

a display; and 

a microprocessor programmed to: 

direct the Video display controller to display a program 
in at least a portion of the display; 

direct the Video display controller to display at least one 
interactive program listing on the display Simulta 
neously with the program; and 

direct the Video display controller to display a Second 
program corresponding to the Selected interactive 
program listing in at least a part of a display, in 
response to receiving a Selection from the user of at 
least one interactive program listing. 

22. The media guide of claim 21, wherein the at least one 
interactive program listing comprises a program title and a 
program channel. 

23. The media guide of claim 21, wherein the program is 
Selected from the group consisting of a television program, 
a promotional Video clip, a prerecorded program, a Video on 
demand program, a near Video on demand program, or a pay 
per view program. 

24. The media guide of claim 21, wherein the user Selects 
the at least one interactive program listing on a user control 
CS. 

25. The media guide of claim 21, wherein the program is 
displayed on a first portion of the display, the at least one 
interactive program listing is displayed on a Second portion 
of the display, and Said first portion is larger than Said Second 
portion. 
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26. The media guide of claim 21, wherein the program is 
displayed on a first portion of the display, the at least one 
interactive program listing is displayed on a Second portion 
of the display, and the first portion is Smaller than the Second 
portion. 

27. The apparatus of claim 21, wherein the microproces 
Sor is further programmed to allow the user to Select a 
reminder message corresponding to a program to be viewed 
at a future date. 
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28. The media guide of claim 27, wherein the micropro 
ceSSor is further programmed to direct the Video display 
controller to display the reminder message at a time prior to 
the future date. 

29. The media guide of claim 28, wherein the time prior 
to the future date is determined by the user. 

30. The media guide of claim 28, wherein the reminder 
message is displayed on the Screen Simultaneously with the 
program. 


