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To all, whon, it invay concern: 
Beit known that I, WILLIAM RUREL FRANK 

LIN, a citizen of the United States, residing at 
New Orleans, in the parish of Orleans and 
State of Louisiana, have invented certain new 
and useful Improvements in Awnings for 
Horses; and I do declare the following to be a 
full, clear, and exact description of the inven 
tion, such as will enable others skilled in the 
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art to which it appertains to make and use 
the same. 
My invention relates to awnings for pro 

tecting horses from the sun, and more par 
ticularly to means whereby such awnings may 
be readily connected with the harness upon 
a horse and as readily disconnected there 
from when desired, and its novelty and ad 
vantages will be fully understood from the 
following description and claim when taken 
in conjunction. With the annexed drawings, 
in which 

Figure 1 is a perspective view illustrating 
my improvements in position upon a horse. 
Fig. 2 is a detail elevation showing a portion 
of the harness, one of the sockets connected 
to such harness portion, and a portion of one 
of the awning - supports arranged in said 
socket. Fig. 3 is a vertical transverse sec 
tion of the same. Fig. 4 is an elevation illus 
trating the manner in which the sockets are 
connected to the harness, and Fig. 5 is a per 
spective view illustrating a partly formed 
Socket. 

In the said drawings similar letters desig 
nate corresponding parts in all of the views, 
referring to which 
A indicates a harness which may have a 

breast-strap C, collar-strap b, and hip-strap 
c, and may otherwise be of the ordinary or 
any other suitable construction, and B indi 
cates the awning, which comprises a suitable 
frame C and a cover D, of textile or other 
suitable material. 
E indicates the depending supporting-rods 

of the awning-frame C, and Findicates the 
holder-sockets, which are designed to receive 
the said rods E and thereby support the awn 
ing above the horse. 
E, of which four are employed, are prefer 
ably connected to the collar-strap b and the 
hip-strap c of the harness at opposite sides of 
the horse, and they are respectively formed 
of a single piece of sheet metali. This piece 
of metal i has the body portion k, the up 

These holder-sockets 

wardly-bent portion l at the lower end of the 
body portion k, the branches m, which rest 
at the outside of the body portion ic and serve 
in conjunction with said body portion and 
the portion l to form the socket, and the in 
Wardly-bent branches n, which serve to clasp 
the sockets upon the portions of the harness 
stated. The sockets F, formed in the man 
ner described, may be produced very cheaply 
and may be readily connected to a harness. 
When a harness is equipped with the holder 

sockets F, it will be observed that the awn 
ing B may be supported above a horse by 
simply placing the rods E in the sockets, and 
it will also be observed that the said rods E 
may be readily removed from the sockets and 
the awning disconnected from the harness 
when desired. While the awning may be 
readily disconnected from the harness when 
desired, as above stated, the depth of the 
sockets F and the fact that the rods E are 
frictionally held therein will effectually pre 
vent raising of the awning by the wind or by 
the motions of the horse. 
I am well aware that it is old to detachably 

connect a horse-cover support to the harness 
on the animal, and I make no claim to this 
broad construction. 
What I claim, and desire to secure by Let 

ters Patent, is 
The combination of a harness, vertical or 

approximately vertical holder-sockets con 
nected to said harness so as to rest at oppo 
site sides of a horse when the harness is in 
use; said holder-sockets being respectively 
formed of a single piece of sheet metal and 
having the body portion, the upwardly-bent 
portion at the lower end of the body portion, 
the branches m, extending in one direction 
and serving in conjunction with the body and 
upwardly-bent portion to form the socket, and 
the branches in, for clasping the socket on a 
harness-strap, extending in an opposite di 
rection with respect to the branches in, and 
an awning adapted to cover the body and 
head of a horse and having depending rods 
removably placed in the sockets, substan 
tially as specified. 
In testimony whereof I affix my signature 

in presence of two witnesses. 
WILLIAM RUREL FRANKLIN. 

Witnesses: 
O. PILMAN, 
W. G. M. CONNELL. 
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