The present invention is a torso protection system having braided tubes (131) that inflate upon side or oblique impact to protect the torso of a seated vehicle occupant. Prior to inflation, the braided tubes (131) are mounted in the undeployed state along both sides of the occupant’s seat (136, 137). When an impact is detected, a gas generator (133) generates gas, inflating the braided tubes (131). As the braided tubes inflate, their diameters increase and their lengths decrease substantially. The braided tubes (131) then pull out of their storage locations and from bolsters on either side of the seated occupant. The inflated tubes (131) prevent the torso of the occupant from directly colliding with interior side structures of the vehicle and restrict the lateral motion of the occupant.
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>GB</td>
<td>United Kingdom</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GE</td>
<td>Georgia</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GN</td>
<td>Guinea</td>
<td>NE</td>
<td>Niger</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GR</td>
<td>Greece</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>HU</td>
<td>Hungary</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>IE</td>
<td>Ireland</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IT</td>
<td>Italy</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>JP</td>
<td>Japan</td>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>KE</td>
<td>Kenya</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>KG</td>
<td>Kyrgyzstan</td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td></td>
<td></td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KP</td>
<td>Democratic People’s Republic of Korea</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>SI</td>
<td>Slovenia</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d’Ivoire</td>
<td>KZ</td>
<td>Kazakhstan</td>
<td>SK</td>
<td>Slovakia</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>LU</td>
<td>Luxembourg</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>LV</td>
<td>Latvia</td>
<td>TJ</td>
<td>Tajikistan</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>MC</td>
<td>Monaco</td>
<td>TT</td>
<td>Trinidad and Tobago</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>MD</td>
<td>Republic of Moldova</td>
<td>UA</td>
<td>Ukraine</td>
</tr>
<tr>
<td>ES</td>
<td>Spain</td>
<td>MG</td>
<td>Madagascar</td>
<td>US</td>
<td>United States of America</td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
<td>ML</td>
<td>Mali</td>
<td>UZ</td>
<td>Uzbekistan</td>
</tr>
<tr>
<td>FR</td>
<td>France</td>
<td>MN</td>
<td>Mongolia</td>
<td>VN</td>
<td>Viet Nam</td>
</tr>
</tbody>
</table>
This application is a continuation-in-part of U.S. Patent Application Serial No. 08/019,655, filed on February 19, 1993, to be issued as U.S. Patent No. 5,322,322, which is incorporated by reference herein.

BACKGROUND

Field of the Invention.

The present invention relates to safety apparatus for cushioning the body of the occupant of a vehicle to reduce the extent and severity of injuries suffered during side or oblique impact crashes. More specifically, it relates to a system of components that inflate to protect and/or cushion the torso from direct impact with the interior vehicle side structure, and to restrict the lateral motion of a vehicle occupant.

Background of the Invention.

Side or lateral impacts are a significant cause of injuries and fatalities in automotive crashes. According to the Insurance Institute for Highway Safety (IIHS), 30 percent of all automobile occupant fatalities in the United States in 1989 involved side impact crashes.

Occupants killed in side impact crashes typically have a high incidence of torso injuries. Side impact crashes also cause severe injuries to other body regions including the head, neck, abdomen, pelvis...
and extremities.

Figure 1 summarizes the distribution of injuries by body region, based on an IIHS study of 91 struck-side and 49 opposite-side fatalities in the United Kingdom in 1985. "Struck-side" refers to occupants seated on the side of the vehicle that was struck, while "opposite-side" refers to occupants who were seated on the side that was not struck. Figure 1 shows the distribution of injuries having a severity greater than or equal to three on the Abbreviated Injury Scale (AIS) by body region for fatalities in struck-side and opposite-side crashes. According the IIHS study, 85% of struck-side occupants suffered chest injuries; 59% suffered abdomen injuries; 26% suffered pelvis injuries; 64% suffered head injuries; 12% suffered neck injuries; and 2% suffered injuries to their upper limbs and 21% to their lower limbs. Figure 1 also shows that 73% of opposite-side occupants suffered chest injuries; 49% suffered abdomen injuries; 14% suffered pelvis injuries; 82% suffered head injuries; 20% suffered neck injuries; and 10% suffered injuries to their upper limbs and 12% to their lower limbs. The injury statistics for the struck-side and opposite-side occupants total in excess of 100% because crash victims frequently suffer from multiple injuries.

Conventional automotive safety belts and air bag systems offer inadequate torso protection in side
impact crashes. These systems are generally designed to protect occupants from primary injuries sustained only in frontal impacts, or in oblique impacts up to approximately +/- 30 degrees (as measured with respect to the centerline of the struck vehicle).

Federal Motor Vehicle Safety Standard (FMVSS) 214 currently defines the test procedures and performance requirements for occupant protection in side impact crashes. The dynamic requirements of FMVSS 214 are scheduled to be phased into practice based on an escalating percentage of each manufacturer's annual production starting September 1993.

In response to FMVSS 214, several developments in side impact countermeasures have occurred. These countermeasures primarily include the reinforcement of side components and door structures with improved door beams, modified pillars, and improved energy-absorbing padding.

Most of these developments in response to FMVSS 214 focus on limiting the intrusion of an object into the passenger compartment. Additionally, energy-absorbing padding helps distribute the impact force to the struck-side occupant over a larger surface area. An excellent production example of these technologies is the side impact protection system incorporated into current Volvo automobiles which carries door beam loads through the front seats into the center tunnel.
structure.

Currently, side-impact air bag countermeasures are also being considered by several vehicle manufactures, such as Audi and General Motors. These air bags generally deploy from the door panel to provide protection for the thorax, abdomen, and pelvic regions. Volvo has disclosed a side-impact air bag that is intended for torso protection. It is housed in the seat back and is described as "about the size of a large loaf of bread." Volvo's air bag inflates when the door panel crashes into a sensing device located approximately 4 inches away from the seat structure.

These side-impact air bag systems suffer from a series of drawbacks. First, they only offer impact protection for the side of the occupant that is closest to the door. Second, side-impact air bags that deploy in the direction of the occupant may in some cases cause injuries. For example, if an occupant is leaning against the door when the air bag is triggered, he or she may suffer back, side, or kidney injuries caused by the air bag expanding against the torso. Third, these side-impact air bag systems generally do not provide impact protection from subsequent impacts that may occur after the initial impact because they quickly deflate. Fourth, they offer no means to stabilize the lateral motion of the torso, and so do not prevent or protect the occupant from injuries that may result from
the recoil of the body after the initial impact. Fifth, the gas generators of these systems are generally placed in inaccessible locations (i.e. within the seat cushion or door frame) for maintenance purposes.

In light of these drawbacks, an improved side-impact torso protection system should ideally prevent or cushion the torso from directly colliding with the interior side components of a vehicle, provide continuous impact protection for possible additional side impacts during an accident, and restrain the body from substantial lateral body movement.

**SUMMARY OF THE PRESENT INVENTION**

The present invention is a side-impact torso protection system with inflatable tubular components integrated into the seat structure. It can be used in cars, vans, buses and trucks, as well as in other types of vehicles, such as boats, ships, trains and airplanes. It is intended to be used in addition to conventional safety belts and airbags.

The present invention uses a pair of inflatable braided tubes stored in the seat of the vehicle. When an impact is detected, the braided tubes inflate to protect the torso of the occupant from injury during side and oblique impact crashes. When inflated, they deploy on either side of a seated
occupant extending diagonally from the side edge of the upper portion of the seat back to the side edge of the front portion of the seat pan. The present invention may also be deployed in frontal impacts to provide support and cushioning for secondary impacts.

In the uninflated state, each braided tube assumes a flat configuration, and is stowed within a protective sleeve that can be internally or externally attached along the side edges of the seat back and the seat pan structures. The sleeves include a weak seam that ruptures upon inflation of the braided tube. The upper end of each braided tube is pivotally mounted to the seat back structure, while each lower end is pivotally mounted to the seat pan structure. Each uninflated tube essentially follows the side contours of the seat structure and is mounted with a small amount of slack to allow for various degrees of seat recline.

Each braided tube is made of continuous high-strength fibers which wind in clockwise and counter clockwise spirals around the tube. In order to provide superior gas retention, the tube may additionally contain an inner bladder. As the braided tube inflates, the diameter of the tube increases while its length decreases significantly. As the length of the inflating structure decreases, the mounts pivot and the increasing diameter ruptures the weak seam of the
protective sleeve. This allows each braided tube to pull out of its storage location and form an essentially straight line between its two anchor points. The braided tubes thereby form taut, inflated bolster members that span the side of each seat.

The braided tubes are connected to the vehicle's crash impact sensing system. When a collision occurs, a crash sensor sends a signal to the braided tube units installed in both the struck-side and opposite-side seats. The signal initiates ignition of the generator propellant, thus inflating the braided tubes in both the struck-side and opposite-side seats. The gas generators can be integrated within the base of the seat structure to facilitate sound damping, and for easier access for maintenance purposes.

The braided tubes are not air bags in the conventional sense. They operate at pressures higher than the pressures used in conventional automotive air bags, they do not deploy in the direction from which the occupant is moving, they are not vented after deployment, and they retain their position and rigidity through tensile forces throughout the crash event and for a significant time thereafter. Even after the gas has cooled, the structures remains sufficiently inflated to provide continuous torso protection for possible subsequent impacts during an accident. Because they retain their rigidity and position through
tensile forces, they do not require a bearing surface. Unlike other side-impact air bags, since the inflatable tubes may be installed on both sides of the seat, the present invention provides protection for struck-side and opposite-side occupants on both sides of their torso. The inflated tubes also restrict the lateral motion of the torso to reduce injuries that may result from recoils after the initial impact.

Accordingly, it is an object of the present invention to provide protective apparatus that inflates to protect struck-side and opposite-side occupants of a vehicle in a side or oblique impact crash or a rollover accident.

It is another object of the present invention to provide a system of inflatable components that protect the torso of an occupant from direct impact with interior vehicle structures.

It is another object of the present invention to provide a system of inflatable components that restricts the lateral motion of an occupant during a crash.

It is another object of the present invention to provide a system of inflatable components that are not vented and are maintained at a sufficiently high pressure to provide continuous protection in case of additional impacts or rollovers.

These and other objects of the present
invention are described in greater detail in the
detailed description, the appended drawings, and the
attached claims.

BRIEF DESCRIPTION OF THE DRAWINGS

Figure 1 shows the distribution of injuries
by body region for struck side and opposite side
crashes using the Abbreviated Injury Scale (AIS).

Figure 2a is a side view of the present
invention prior to inflation.

Figure 2b is a side view of the present
invention subsequent to inflation.

Figure 2c is a perspective view of the
present invention subsequent to inflation.

Figure 2d shows an alternative preferred
method for stowing the uninflated braided tube in which
the braided tube is largely concealed by the covers of
the seat back and the seat pan.

Figure 3a shows the braided tube used in the
present invention in the uninflated state.

Figure 3b shows the braided tube used in the
present invention in the inflated state.

Figure 4a is a cross-sectional view of a
first preferred internal embodiment of the braided tube
of the present invention having an inner bladder.
Figure 4b is a cross-sectional view of a second preferred internal embodiment of the braided tube of the present invention having a seamed inner bladder.

Figure 4c is a cross-sectional view of a third preferred internal embodiment of the braided tube of the present invention having a seamless inner bladder.

Figure 5 shows an enlarged, cross-sectional side view of a preferred method of sealing and finishing the ends of the braided tube of the present invention.

DETAILED DESCRIPTION OF PREFERRED EMBODIMENTS OF THE INVENTION

The preferred embodiment of the present invention is shown in Figures 2a-2c. Figure 2a shows the present invention prior to inflation as it would be installed in a typical automobile seat. Figures 2b and 2c show the present invention subsequent to inflation. Figure 2c shows the present invention, after deployment, with respect to a seated occupant.

The principal components of the torso protection system 130 is a pair of braided tubes 131 which are similar to the braided tubes disclosed U.S. Patent 5,322,322, and U.S. Patent Application Serial No. 08/181,768, filed January 21, 1994, which are
incorporated by reference herein. Braided tube 131 is shown in detail in Figures 3a and 3b. Each braided tube 131 is made of continuous high-strength fibers that may or may not be impregnated with elastomeric material, such as silicone rubber. Typical fiber materials include Kevlar®, nylon, dacron and polyester fibers. In the uninflated state, shown in Figure 3a, braided tube 131 is elongated with its woven fibers forming clockwise and counterclockwise spirals which intersect at obtuse and acute angles at the fiber crossing points 138. For the sake of convenience and clarity, the angles which are acute in Figure 3a (which would be bisected by a line parallel to the longitudinal axis of the braided tube) will be termed the longitudinal angles. The angles which are obtuse in Figure 3a (which would be bisected by a line parallel to the circumference of the braided tube) will be termed the circumferential angles. Angle 201 in Figure 3a is a longitudinal angle, and angle 202 in Figure 3a is a circumferential angle.

The fibers in the braided tube form clockwise and counterclockwise spirals both prior to inflation, and subsequent to inflation. Prior to inflation, the spirals are stretched-out longitudinally, and have a relatively small diameter. Subsequent to inflation, the spirals are closer together longitudinally, and have a relatively larger diameter. This occurs
because, when the tube is inflated, the tube fibers seek an orientation that allows a larger volume within the tube. This clockwise/counterclockwise spiral construction of the braided tube results in a tube whose contraction upon inflation is proportional to its length, i.e., if $L_p$ is the length of the braided tube prior to inflation, and $L_s$ is the length of the braided tube subsequent to inflation, the contraction $\Delta L$ of the braided tube as a result of inflation is given by:

$$\Delta L = L_p - L_s$$

Figure 3b shows that as it inflates, braided tube 131 shortens in length, while its diameter increases. The braid fibers ultimately seek an orientation in which the longitudinal angles increase substantially as the tube diameter increases. As the tube diameter increases, the tube length decreases. If the tube were unconstrained, its length would decrease by as much as 50%. The preferred range for unconstrained decrease of the tube length is 10-50%.

The uninflated braided tube typically has a longitudinal angle of 30° to 70°. Because the fibers will naturally seek a longitudinal angle of 110°, the optimal angle after inflation is approximately 100°, although the useful range for the longitudinal angle after inflation is from 50° (when the uninflated longitudinal angle is low) up to 110°. Preferably, the
longitudinal angles increase by at least 10° upon inflation.

Figures 2a-2c show how braided tubes 131 are installed in the seat of a vehicle. Each seat is equipped with two braided tubes 131, one on each side of the seat. Each braided tube end is connected, preferably by stitching, to an attachment strap 135. For each tube, one attachment strap 135 is attached to the upper portion of the side edge of the seat back 136 by a pivotable mount 132. The other attachment strap 135 is attached to the frontal portion of the side edge of the seat pan 137 by a second pivotable mount 132. Each braided tube 131 has an associated gas generator 133 that is preferably mounted inside the seat base to protect it from impacts and to dampen the noise it produces when activated. Thermally resistant tubing 134 provides a fluid path from each gas generator 133 to its respective braided tube 131.

In the uninflated state braided tube 131 is flexible. Thus it conforms to the contours of the side edge of seat back 136 and seat pan 137, as shown in Figure 2a. Braided tube 131 is installed with a sufficient amount of slack so as to enable seat back 136 to adjust to a full range of positions. It is preferably concealed by a cover, such as a protective sleeve having a weak seam. It may be externally attached to the seat structure, or it may be externally...
or internally integrated into the seat structure as part of the seat fabric or trim (as shown in Figure 2d).

Figure 2d shows an alternative preferred method for stowing the uninflated braided tube 131 in which the tube is largely concealed within seat back 136 and seat pan 137. A portion of braided tube 131 which is covered by a protective sleeve can be seen where it transitions from seat back 136 to seat pan 137. In this case, braided tube 131 deploys from within the seat structure by rupturing a weak seam 139 in the seat cover as it inflates. Pivotable mounts 132 (shown in Figures 2a-2c) may or may not be concealed by a fabric or material cover or may be integrated into the seat structure.

When a collision occurs, a crash sensor 150 (shown in Figure 2b), electrically connected to gas generator 133, sends a signal to the initiator in gas generator 133. The initiator then ignites the generator propellant, thus producing a gas that inflates braided tube 131. As gas flows into the chamber of braided tube 131, the internal pressure increases the tube diameter and decreases the tube length, as discussed above. However, pivotable mounts 132 prevent the ends of braided tube 131 from moving closer together. This forces braided tubes 131 to pull themselves out of their stowed position along (or
inside of) the side of seat back 136 and seat pan 137. Pivotable mounts 132 then pivot inward toward the side areas of the seat. Braided tubes 131 inflate approximately simultaneously. When they are fully inflated, they form straight lines between pivotable mounts 132, as shown in Figures 2b-2d. A typical braided tube 131 has a preferred inflated diameter of approximately 3 to 6 inches and a relative internal pressure of about 2 to 5 bars (3 to 6 bars absolute pressure).

In the preferred embodiment of the invention, the "natural length" or unconstrained length of braided tube 131 after inflation is less than the straight-line distance between pivotable mounts 132. Thus, pivotable mounts 132 prevent the shortening of braided tube 131, i.e., the tube after inflation and deployment is under a tensile load imposed by pivotable mounts 132.

Figure 2c shows torso protection system 130 in the inflated state with braided tubes 131 deployed on either side of a vehicle occupant. Braided tubes 131 cushion the torso from direct impact with the interior side components of a vehicle and restrict the lateral motion of the torso to reduce the extent and severity of injuries suffered by struck-side and opposite-side occupants during side impact accidents, oblique impact accidents, and rollover accidents.

The gas generator used in the invention are
preferably similar to those currently used in automotive air bags in Europe, such as the gas generator used in the Livbag "Euroflator" air bag. The inflatable tubes preferred for this invention must functionally inflate to pressures of approximately 2 bars relative pressure within 10 to 20 milliseconds (3 bars absolute pressure) and must fully inflate to the designated pressure within 25 to 30 milliseconds.

In order to provide superior gas retention the braided tube 131 may contain an inner bladder member. Figures 4a-4c show cross sectional views of three preferred internal embodiments of braided tube 131 of the present invention. As shown in Figure 4a, the first preferred internal embodiment of braided tube 131 includes an inner bladder 140 that is made of gas-retentive fabric or material, such as a material or fabric singly or doubly coated with silicone, neoprene, urethane, or other appropriate elastomers. Inner bladder 140 can be attached to the inner surface of braided tube 131 by adhesive bonding in several places. Portions of inner bladder 140 may be reinforced with one or more layers of material, such as elastomeric material, to provide additional thermal resistance to the gas generator's output flow. Inner bladder 140 is fluidly connected to gas generator 133 (shown in Figures 2a and 2b) by thermally resistant tubing 134.
Braided tube 131 is inflated by fully or partially inflating inner bladder 140. Specifically, the generated gas inflates inner bladder 140, thus inflating braided tube 131. Due to diameter restrictions imposed by the high-strength fibers of braided tube 131, inner bladder 140 may or may not be permitted to fully inflate. Inner bladder 140 may or may not include a seam running the length of bladder 140.

Figure 4b shows a second preferred internal embodiment of braided tube 131 of the present invention. This internal embodiment is similar to the first preferred internal embodiment, but uses a seamed inner bladder 141. Seamed inner bladder 141 is constructed of one or more layers of gas-retentive elastomeric material, preferably silicone, with a bonded seam 142 running the length of the bladder. Unlike the inner bladder of the first embodiment, seamed inner bladder 141 is uniformly bonded to the inner surface of braided tube 131 by adhesive (not shown).

A third preferred internal embodiment of braided tube 131 of the present invention is shown in Figure 4c. This internal embodiment is similar to the second preferred internal embodiment, but uses a seamless inner bladder 143 instead of a bladder with a seam.

The preferred method for sealing and
finishing the ends of braided tube 131 of the present invention is shown in Figure 5. Figure 5 shows the side view of an enlarged cross-section of an end portion of braided tube 131. Braided tube 131 is shown in its inflated state. It includes inner bladder 143. However, inner bladders 140 or 141 (shown in Figures 4a and 4b, respectively) can be substituted in place of bladder 143.

As shown in Figure 5, the ends of internal bladder 143 are turned inward and flattened, essentially forming an upper and lower layer that are sealed together by adhesive 144. The ends of braided tube 131 are brought together and flattened, essentially forming an upper and lower surface which are bounded together by stitching 145. The end of braided tube 131 is preferably wrapped with one or more layers of reinforcing fabric tape 146 to prevent fraying. The wrapped tube end is then stitched to attachment strap 135.

The preferred closure and finishing method shown in Figure 5 helps braided tube 131 maintain an essentially "air-tight" character and provides adequate load transmission between braided tube 131 and the seat structure.

The foregoing disclosure of the preferred embodiments of the invention has been presented for the purposes of illustration and description. It is not
intended to be exhaustive or to limit the invention to the precise forms disclosed. In particular, the present invention may be used in land, sea or air vehicles, as well as in automobiles. For example the present invention may be used in trains, trucks, buses, vans, boats, ships, and aircraft. Many variations and modifications of the embodiments described herein will be obvious to one of ordinary skill in the art in light of the above disclosure. The scope of the invention is to be defined only by the claims appended hereto, and by their equivalents.
WHAT WE CLAIM IS:

1. A protective apparatus for the occupants of a vehicle comprising:
   
   (a) a vehicle seat having a seat back and a seat pan, said seat back having a first and second back side and said seat pan having a first and second pan side;

   (b) a first protective sleeve attached along the first back side of the seat back and the first pan side of the seat pan, said protective sleeve having a weak seam along substantially the length of the first protective sleeve;

   (c) a first inflatable braided tube of continuous high-strength fibers stowed within the first protective sleeve, said first inflatable braided tube having an upper end and a lower end, said upper end being attached to the seat back at a first position, and said lower end being attached to the seat pan at a second position, wherein the length of the first inflatable braided tube prior to inflation is substantially longer than the straight-line distance from the first position to the second position; and

   (d) gas generator means fluidly connected to the braided tube,

   wherein the continuous high-strength fibers form clockwise and counterclockwise spirals prior to inflation, and upon inflation by gas generated by the
gas generator means, the first inflatable braided tube increases its diameter and decreases its length, such that the tube ruptures the weak seam of the first protective sleeve and deploys under tension in a substantially straight line between the first and second positions in the vehicle, and forms a semi-rigid member stretched under tension in a substantially straight line from the first position to the second position.

2. The protective apparatus of claim 1, wherein, prior to inflation, the continuous fibers form longitudinal angles of 30° to 70° at the crossing points of the clockwise and the counterclockwise spirals, and, after inflation, the longitudinal angles increase by at least 10°, such that the longitudinal angles range from 50° to 110°, and such that the inflatable braided tube decreases its length by 10%-50%.

3. The protective apparatus of claim 2, wherein the upper end of the inflatable tube is pivotally attached to the seat back, and the lower end of the braided tube is pivotally attached to the seat pan.

4. The protective apparatus of claim 2, wherein the first inflatable braided tube comprises an inner bladder.

5. The protective apparatus of claim 4,
wherein the inner bladder is fluidly connected to the gas generator means by thermally resistant tubing.

6. The protective apparatus of claim 4, wherein the inner bladder is a seamed bladder.

7. The protective apparatus of claim 1, wherein the longitudinal angle after inflation is approximately 100°.

8. The protective apparatus of claim 1, further comprising a crash sensor electrically connected to the gas generator means.

9. The protective apparatus of claim 1, further comprising:

   (e) a second protective sleeve attached along the second back side of the seat back and the second pan side of the seat pan, said second protective sleeve having a weak seam along substantially the length of the second protective sleeve;

   (f) a second inflatable braided tube of continuous high-strength fibers stowed within the protective sleeve, said second inflatable braided tube having an upper end and a lower end, said upper end being attached to the seat back at a third position, and said lower end being attached to the seat pan at a fourth position, wherein the length of the second inflatable braided tube prior to inflation is substantially longer than the straight-line distance from the third position to the fourth position, and
wherein the gas generator means is fluidly connected to the second inflatable braided tube,

wherein the continuous high-strength fibers form spirals prior to inflation, and upon inflation by gas generated by the gas generator means, the second inflatable braided tube increases its diameter and decreases its length, such that the second inflatable braided tube deploys under tension in a substantially straight line between the third and fourth positions, and forms a semi-rigid member stretched under tension in a substantially straight line from the third position to the fourth position.

10. The protective apparatus of claim 9, wherein the first and second inflatable braided tubes comprise an inner bladder.

11. A safety system comprising:

(a) a first and a second inflatable braided tube, each tube having an upper end and a lower end;

(b) a vehicle seat having a seat back and a seat pan, the upper end of the first inflatable braided tube being pivotally mounted to the seat back at a first position, the lower end of the first inflatable braided tube being pivotally mounted to the seat pan at a second position, the upper end of the second inflatable braided tube being pivotally mounted to the seat back at a third position, and the lower end of the second inflatable braided tube being pivotally mounted
to the seat pan at a fourth position;

(c) means for generating gas fluidly connected to the first and second inflatable braided tube;

(d) crash sensor means connected to the means for generating gas, said crash sensor means being set to initiate generation of gas in the tube upon detecting an impact,

wherein the first and second braided tubes in their uninflated state are substantially longer than the straight-line distance between the first and second positions, and the third and fourth positions, respectively, and

wherein upon inflation, the inflatable braided tubes increase their diameter and decrease their length substantially such the first tube deploys under tension in a substantially straight line between the first and second positions, and the second tube deploys in a substantially straight line between the third and fourth positions, thus forming a pair of semi-rigid members stretched in a substantially straight line on either side of the seat.

12. The safety system of claim 11, wherein the first and second inflatable braided tubes comprise continuous fibers forming spirals, the continuous fibers crossing each other at fiber crossing points, such that when the braided tubes are in their
uninflated state, the continuous fibers form acute longitudinal angles at angles of 30° to 70° at the fiber crossing points, and as the braided tubes are inflated, the longitudinal angles increase by at least 10°, to 50° to 110°, causing the length of the inflatable braided tubes to decrease by at least 10%.

13. The safety system of claim 12, wherein, upon inflation, the longitudinal angles increase to approximately 100°, and the inflatable braided tubes decrease their length by 10% to 50%.

14. The safety system of claim 12, wherein the continuous fibers are selected from aramid, nylon and dacron fibers.

15. The safety system of claim 11, wherein the inflatable braided tubes can be fully inflated by filling the braided tubes with gas to a relative internal pressure of approximately 2-5 bars.

16. The safety system of claim 11, wherein the inflatable braided tubes comprise an inner bladder.

17. The safety system of claim 16, wherein the ends of the inner bladder are brought together and flattened, and wherein the flattened ends of the inner bladder are sealed.

18. The safety system of claim 11, wherein the first inflatable braided tube is routed through a first protective sleeve attached to the seat back and the seat pan, and the second inflatable braided tube is
routed though a second protective sleeve attached to the seat back and the seat pan.

19. The safety system of claim 18, wherein the first and second protective sleeves have a weak seam, said weak seam being designed to rupture upon inflation of the braided tubes, thus allowing deployment of the braided tubes.

20. The safety system of claim 18, wherein the first and second protective sleeves are integrated into the seat back and the seat pan.

21. A method for protecting the occupants of a vehicle comprising:

(a) providing a safety system comprised of:

(i) a first and a second inflatable braided tube, each tube having an upper end and a lower end;

(ii) a vehicle seat having a seat back and a seat pan, the upper end of the first inflatable braided tube being pivotally mounted to the seat back at a first position, the lower end of the first inflatable braided tube being pivotally mounted to the seat pan at a second position, the upper end of the second inflatable braided tube being pivotally mounted to the seat back at a third position, and the lower end of the second inflatable braided tube being pivotally mounted to the seat pan at a fourth position;

(iii) gas generating means fluidly
connected to the first and second inflatable braided tubes;

(iv) crash sensor means connected to the means for generating gas,

wherein the first and second braided tubes in their uninflated state are substantially longer than the straight-line distance between the first and second positions, and the third and fourth positions, respectively,

(b) detecting an impact;

(c) initiating the gas generator means and generating a gas which inflates the first and second braided tubes, increasing the diameter of the first and second braided tubes and decreasing the length of the first and second inflatable braided tubes, such that the first inflated braided tube deploys as a semi-rigid member in a substantially straight line from the first position to the second position, and the second inflated braided tube deploys as a semi-rigid member in a substantially straight line from the third position to the fourth position.

22. The method of claim 21, wherein the first and second inflatable braided tubes each comprise an inner bladder.

23. The method of claim 22, wherein the inner bladder is a seamed bladder.

24. The method of claim 22, wherein the
inner bladder is uniformly bonded to the inner surface of the inflatable braided tube.

25. The method of claim 21, wherein the first and second inflatable braided tubes comprise continuous fibers forming spirals, the continuous fibers crossing each other at fiber crossing points, such that when the braided tubes are in their uninflated state, the continuous fibers form acute longitudinal angles at the fiber crossing points, and as the braided tube are inflated, the longitudinal angles increase at least 10°, to 50° to 110°, causing the length of the inflatable braided tubes to decrease by at least 10%.

26. The method of claim 25, wherein prior to inflation the longitudinal angles range from 30° to 70°.

27. The method of claim 25, wherein after inflation the longitudinal angles are approximately 100°.

28. The method of claim 21, wherein the first inflatable braided tube is stowed in a first protective sleeve attached to the seat back and the seat pan, and the second inflatable braided tube is stowed in a second protective sleeve attached to the seat back and the seat pan, said first and second protective sleeves each having a weak seam, wherein the first and second braided tubes deploy by rupturing the
weak seams in the first and second protective sleeves, respectively.

29. The method of claim 28, wherein the first and second protective sleeves are integrated into the seat back and the seat pan.

30. A vehicle seat having a seat back and a seat pan comprising an inflatable braided tube of continuous fibers, said inflatable braided tube being stowed along a side of the seat back and a side of the seat pan, said fibers forming clockwise and counterclockwise spirals, said clockwise spirals intersecting said counterclockwise spirals at crossing points, thus forming acute longitudinal angles at the crossing points, wherein, upon inflation, the decrease in length of the inflatable braided tube is proportional to the length of the inflatable braided tube prior to inflation.

31. The vehicle seat of claim 30, wherein prior to inflation the longitudinal angles range from 30° to 70°, and subsequent to inflation the longitudinal angles are obtuse angles.

32. The vehicle seat of claim 31, wherein subsequent to inflation the longitudinal angles are approximately 100°.

33. The vehicle seat of claim 30, wherein the inflatable braided tube comprises an inner bladder.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
IPC(6): B60R 21/22
US CL: 280/730.2
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
U.S.: 280/730.2, 743.1; 244, 122AG; 297/216.1, 464

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
None

Electronic database consulted during the international search (name of database and, where practicable, search terms used)
None

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US, A, 5,322,322 (BARK ET AL) 21 June 1994, see entire document.</td>
<td>1-33</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 5,251,931 (SEMCHENA ET AL) 12 October 1993, see Figure 5.</td>
<td>18-21, 29</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 4,592,523 (HERNDON) 03 June 1986, Figure 3</td>
<td>1-33</td>
</tr>
<tr>
<td>A</td>
<td>DE, A, 4,307,175 (VOLKSWAGEN AG) 23 September 1993, Figure 1.</td>
<td>1-33</td>
</tr>
<tr>
<td>A</td>
<td>UK, A, 2,191,450 (ELSE) 16 December 1987, Figure 1.</td>
<td>1-33</td>
</tr>
<tr>
<td>A</td>
<td>UK, A, 2,261,636 (KURETAKE ET AL) 26 May 1993, entire document.</td>
<td>1-33</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

Date of the actual completion of the international search: 10 AUGUST 1995
Date of mailing of the international search report: 01 SEP 1995

Authorized officer: Eric Culbrett
Telephone No. (703) 308-0360

Form PCT/ISA/210 (second sheet)(July 1992)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>JP, A, 5-193430 (KURETAKE) 23 August 1993, see entire document.</td>
<td>1-33</td>
</tr>
</tbody>
</table>