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1. 
This invention relates to pocket adding devices. 

The object of the invention is to provide a device 
which can be conveniently carried and used by a - 
shopper in self-service stores Such as Super 
marketS, and Will enable the Shopper to add up 
the total cost of his purchases as he SelectS them. 
Therefore, by using the invention, the Shopper 
may easily keep track of the total amount which 
he is Spending, and will arrive: at the checking, 
paying and pai'Celing Counter With kinowledge of 
the total cost of the goods which, he desires to 
purchase, thus guarding against over-charging. 
The invention will be understood from the foll 

lowing description of a preferred embodiment 
thereof, takenin connection with the accompany 
ing drawing, in which Fig. 1 is a botton view of 
the device; Fig. 2 is a top view thereof; Fig. 3 is 
a Sectional elevation through the device on the 
plane 3-3 of Fig. 2; Fig. 4 is a top View of the 
device, partly in Section and with some of the 
parts broken away; Fig. 5 is a fragmentary View 
Of the bottom. Side of the penny-dial; Fig. 6 is a 
fragmentary view of the top side of the penny 
dial; Fig. 7 is a, bottom view of the cover-plate; 
Fig. 8 is a back view of the dollar-dial; and Fig.: 9 
is a perSpective VieW of the detents by which the 
penny-dial and the cover-plate are retained in 
any of the positions to which each of them may 
be manually rotated. 

Referring to the drawing, the convenient form 
of the device Will be apparent from FigS. 1 and 2 
from Which it will be evident that the various 
partS are arranged within a dish-shaped housing 
having a bottom , , a circular side wall 2, and 
a lug 4 providing, an opening adapted to receive 
a Strap (not shown) by which the device may be 
SUSpended. 
As shown in Fig. 1, the bottom. of the housing 

is provided with a Window. 6 through which dol 
lar figuires are. Visible, and a window 8 through 
Which cantS figures are visible, as hereinafter de 
Scribed. However, of course a single window, in 
place of the windows 6 and 8 may be provided. 
The housing may be made of any Suitable mate 
rial, Such as a plastic or metal. Arranged for 
imanual rotation in the housing, is a penny-dial 
20 which, as shown in Fig. 3, is provided in its 
bottom Side With an annular cavity 23; and on 
both Sides bears figures from 0 to 99 which are 
preferably radially arranged as shown in Figs. 4, 
5 and 6. The figures on the bottom side of the 
penny-dial 2C are located so as to be individually 
Visible through the window 8 in the bottom O. 
Of the housing as said penny-dial. 20 is rotated, as 
Will be evident from Figs. 1 and 4. 

Rotatably mounted on a stud 24 upwardly ex 
tending from the bottom of the housing, is a 
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dollar-dial 26 which (as shown in Fig. 8) is pro 
vided on its bottom side with radially arranged 
figures from 0 to 9 which are located so as to be 
individually visible through the Window 6 in the 
bottom 0 of the housing as said dollar-dial 26 

60 

lution of the penny-dial : 2G. 
that the edge portions of the dollar-dial 26-be 
tween the notches 32 are so shaped that they 

the rivet 4 passes. 

2 
rotates, as shown in Fig.1. As is best shown in 
Figs. 4 and 8, the hub portion 28 of the penny 
dial 20 is provided with a lug 30 which cooperates 
With ten notches 32 in the edge of the dollar-dial 
26, thereby, causing the dollar-dial 26 to rotate 
One-tenth of a revolution for each complete revo 

It will be noticed 

conform to the cylindrical Surface of the hub 28 
of the penny-dial 20, thereby preventing the dol 
lar-dial 26 from movement except by the engage 
inent of the lug 33 with the notches 32. 
A cover-plate 34 is arranged so as to be manu 

ally rotatable in Said housing outside of the 
penny-dial 2 and on the hub portion 28 of the 
atter, as will be apparent from Fig. 3. In order 
to reduce the friction between the cover-plate 34 
aid the penny-dial 2, a circular ridge 36 is pro 
vided on the bottom side of the cover-plate 34; 
gut of COUR'Se this ridge might be provided on the 
tC) side of the penny-dial. 20. As shown in Figs. 
2 and 3, the cover-plate 34 is provided with a win 
doW 38 through which the figures on the top side 
of the penny-dial 20 are visible as said penny-dial 
2 is rotated. 
As will be obvious from Fig. 3, the bottom Oof 

the housing and the penny-dial 20 are provided 
With central circular holes adapted to recaive a 
rivet 40. The cover-plate 34 is retained in co 
Operative relation to the penny-dial 20 by means 
of a disk 2 having a diameter such that its edge 
extends a Short distance over the surface of the 
cover-plate 34 (as Shown in Fig. 3), and this disk 
?2 is provided with a central hole through which 

Since the rivet 40 is provided 
at one end with a head 44 and at the opposite 
end is shouldered and carries a washer 46, it will 
be evident that after the riveting has been ac 
complished the rivet 4C will retain the penny-dial 
2 and the cover-plate 34 in rotatable relation to 
the housing and to one another. As best shown 
in Fig. 2, the cover-plate 34 is provided with knobs 
4 and 68; and the penny-dial is provided with 
knobS 49 and 59 which project through openings 
in the disk 42. These knobs 4-48 and 49-5 
facilitate nanual rotation of the cover-plate 34 
and the penny-dial 20. 
AS Will be evident from the drawing, the 

penny-dial 28 and the cover-plate 34 are re 
tained in any one of the positions to which each 
of then may be manually rotated, by detents 
5, and 52 which extend in opposite directions 
from a central portion 53 (as shown in Fig. 9) 
and cooperate With the notched edges of the 
penny-dial 2 and cover-plate 34, as is best shown 
in Fig. 4. The central portion 53 of the detents 
5 and 52 is provided with a hole 54 adapted to 
receive a screw or rivet 55 by which the central 
portion 53 of the detents is secured to the inside 
Of the Side Wall 2 of the housing. There are 
100 equally-Spaced notches in the edge of the 
cover-plate 34, One of these notches being in 
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line with the Window 38; and there are 100 
equally-spaced notches in the edge of the penny 
dial 28, and the valleys of these notches are Op 
posite the figures on the penny-dial. 
The manner in which the device is used Will 

now be described. First, the user makes Sure 
(by manipulation if necessary) that the penny 
dial 2 and the dollar-dial 26 are at their posi 
tions, as indicated in Fig. 1, and that the cover 
plate 34 is in the position shown in Fig. 2 in 
which the zeros are visible through the Window 
38. Then the user utilizes the knobS 49 and 50 
to rotate the penny-dial 20 in the direction of 
the arrow which is followed by the plus (--) 
signs, until the figure representing the cost in 
cents of the first article which he desires to pur 
chase is visible through the window 38 in the 
cover-plate 34. The user then rotates the cover 
plate 34, by means of the knobs 47-48 (in either 
direction) until the zeros on the top side of the 
penny-dial 2D are again visible through the Win 
dow 38. Then the user again rotates the penny 
dial 2 in the same direction as before, until the 
price of the next article to be purchased is Wisible 
through the window 38 in the cover-plate 34; 
after which he manually rotates the cover-plate 
34 (in either direction) until the ZeroS are again 
visible through the window 38. Such rotations 
of the penny-dial 20 and the cover-plate 34 are 
repeated for each article which the user desires 
to purchase. When the user has completed his 
selection of the articles which he desires to pur 
chase, and the price of each of then has been 
recorded as just explained, the user Will find 
that the total amount (up to $9.99) Will be in 
dicated by the figures which are visible through 
the Windows 6 and 8 in the bottom of the 
housing. Thus the device enables a shopper to 
total-up the cost of the various articles Which 
he desires to purchase, thereby enabling him to 
keep track of the amount which he is Spending, 
and making it possible for him to check the ac 
curacy of the total arrived at by the cashier of 
the store when the purchases are paid for. 
Of course, in the event that the user of the 

adding device records in it the price of an article 
which he later decides not to purchase, he can 
deduct the price of that article by rotating the 
cover plate 34 in either direction until the amount 
to be deducted is visible through the WindoW 38. 
After which he rotates the penny dial 22 in the 
direction indicated by the arrow followed by 
minus (-) signs, until the Zeros are Visible 
through the window 38. Then, if he SO desires, 
he may proceed with recording in the device the 
cost of articles which he may subsequently de 
cide to purchase. 
What is claimed is: 
1. A pocket adding device having a housing 

provided with a window or WindoWS, a penny 
dial manually rotatable in Said housing, Said 
penny-dia being provided on both Sides With 
circularly arranged figures from 0 to 99, the 
figures on the cottom side of Said penny-dial 
being located so as to be individually Visible 
through the Window in said housing as Said pen 
ny-dial is rotated, a dollar-dial rotatably Inoliilted 
in said housing between Said penny-dial and 
the botton of Said housing, means COOperating 
With said penny-dial and With Said dollar-dial 
for causing Said dollar-dial to rotate One-tenth 
of a revolution for each complete revolution of 
said penny-dial, said dollar-dial being provided 
on its bottoin Side With circularly arranged fig 
lures from 0 to 9 Which are located SO as to be 
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4. 
individually visible through the window in Said 
housing as said dollar-dial rotates, a cover-plate 
manually rotatable in said housing outside of 
said penny-dial and provided with a WindoW 
through which the figures on the top side of Said 
penny-dial are individually visible aS Said penny 
dial is rotated, and means for retaining Said 
penny-dial aid said cover-plate in any of the 
positions to which each of them may be manually 
rotated. 

2. A pocket adding device having a dish-shaped 
housing provided in its bottom with a Window or 
windows, a penny-dial manually rotatable in 
said housing, said penny-dial being provided in 
its bottom side with an annular cavity and near 
its outer edge on both Sides With circularly air 
ranged figures from 0 to 99, the figures on the 
bottom side of said penny-dial being located SO 
as to be individually visible through the WindoW 
in said housing as said penny-dial is rotated, a 
dollar-dial rotatably mounted in Said housing in 
the said annular cavity between Said penny-dial 
and the botton of Said housing, ineanS COOper 
atting with said penny-dial and with Said dollar 
dial for causing said dollar-dial to rotate One 
tenth of a revolution for each complete revolu 
tion of Said penny-dial, Said dollar dial being 
provided on its bottom side With circularly ar 
ranged figures from 0 to 9 which are located So 
as to be individually visible through the WindoW 
in Said housing as Said dollar-dial rotates, a 
cover-plate manually rotatable in Said housing 
Outside of Said penny-dia and provided With a 
Window through which the figures on the top 
Side of Said penny-dial are individually Visible as 
said penny-dial is rotated, and means for retain 
ing said penny-dial and Said COver-plate in any 
of the positions to which each of then may be 
manually rotated. 

3. A pocket adding device having a dish-shaped 
housing provided in its bottom. With an upWardly 
extending stud and with a window or Windows, a 
penny-dial having a hub and manually rotatable 
in Said housing, said penny-dial being provided 
in its bottom side With an annula, cavity and 
near its outer edge on both sides With circularly 
arranged figures from 0 to 99 and on its edge 
With 100 notches, the figures on the bottom of 
Said penny-dial being located So aS to be in 
dividually visible through the WindoW in said 
housing as said penny-dial is rotated, a dollar 
dial rotatably mounted in said housing on Said 
stud and in Said annular cavity between Said 
penny-dial and the bottom of Said housing, means 
cooperating With Said hub of the peniny-dial and 
With Said dollar-dial for causing Said dollar-dial 
to rotate one-tenth of a revolution for each com 
plete revolution of Said penny-dial, Said dolla'- 
dial being provided on its botton side With ra 
dially arranged figures from 0 to 9 which are 
located so as to be individually visible through 
the Window in Said housing as said dollar-dial 
rotates, a cover-plate having in its edge 100 
notches and manually rotatable in said housing 
outside and on said hub of said penny-diai and 
provided With a Window through which the ig 
ures on the top side of said dial are individually 
visible as Said penny-dial is rotated, and detents 
Supported on Said housing and cooperating with 
the notches in the edges of said penny-dial and 
COWer-plate for retaining them in any of the 
positions to which each of them may be manually 
rotated. 
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