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bridge, Syracuse, N. Y., assignors to United 
States Hoffman Machinery Corporation, New 
York, N. Y., a corporation of Delaware 

Application October 12, 1935, Serial No. 44,724 
4. Claims. 

This invention relates to a method useful in 
dry cleaning, and more particularly to drying ma 
terials which have previously been treated with 
an inflammable cleaning Solvent. 
Dry cleaning processes may be broadly classi 

fied in two categories, viz.: those employing (1) 
inflammable solvents, such as benzene, gasoline, 
cleaners' naphtha, Stoddard solvent, and the 
hydrogenation products of naphthalene-tetralin 
and decalin; (2) the chlorinated hydrocarbon 
products, such as carbon tetrachloride and tetra 
chlorethylene. The high cost and extremely vola 
tile nature of the latter group of Solvents render 
them unsuitable for dry cleaning in large instal 
lations, except in closed systems. These and other 
disadvantages would be deterrent of their use for 
dry cleaning purposes, were it not for safety con 
Siderations due to their non-inflammable nature. 
On the other hand, the fact that the petroleum 
distillates and hydrogenation products of the 
first group are all explosive at some degree of 
air-vapor concentration and temperature has 
heretofore greatly offset the many advantages 
which are otherwise assured by their use. 

For many years Stoddard solvent, a mixture of 
petroleum distillates, having a flash point in the 
neighborhood of 105 F., has had a wide use in 
dry cleaning processes, but since its flash point is 
Within the range of possible workroom tempera 
tures, its use, and similarly, the use of solvents 
of lower flash point, has been penalized in the 
sense that various Statutes, ordinances, and rul 
ings of fire insurance rate-setting boards have 
required dry cleaning operations involving the 
use of Such inflammable solvents to be carried on 
in separate or detached buildings of special con 
struction. 
Dry cleaning according to the open batch sys 

tem usually includes handling a batch of clothing 
or other articles in Successive stages, as follows: 
the batch is first treated in a Washing machine, 
preferably of the horizontal cylinder type, by 
agitation in intimate contact with the solvent for 
a period of sufficient duration to accomplish the 
desired degree of cleansing. It is then rinsed in 
clean solvent, drained, and transferred to a cen 
trifugal extractor where from 80% to 90% of the 
remaining solvent is thrown off. The clothing is 
then transferred to apparatus where it is dried 
and deodorized in a rotary drum through which 
heated air is drawn. The air is ordinarily heated 
by a set of steam coils over which the air passes 
on its way to the drum. 

It will be understood that danger of explosion . 

(C. 34-24) 
in the washer is extremely remote, since in such 
apparatus the air is not heated and attains Such 
a high degree of solvent saturation that ignition 
is practically impossible under any likely condi 
tions of operation. It is to be noted, however, 
that precautions are usually taken to prevent 
static electrical discharges. The operation of the 
centrifugal extractor is also substantially free 
from explosion risk. 
The chief point of danger lies in the drying ap 

paratus, for here, according to usual practice, 
highly heated air is brought into contact with 
the solvent under conditions likely to foster the 
accumulation of an explosive mixture. In the 
past, it has been known to attempt to remedy this 
danger by drawing the heated air rapidly through 
the dryer in the hope of keeping the air-vapor 
mixture below explosive concentration. But, such 
methods as have been developed on this principle, 
although perhaps in some cases operative to re 
duce the danger somewhat, are in many respects 
defective and cannot be depended upon to lower 
the risk to the degree that safety demands. For 
example, Soon after the beginning of the drying 
Operation, while the clothing still contains an 
appreciable quantity of solvent, the highly heat 
ed air might take up Sufficient vapor to produce, 
if only for a brief period, an explosive mixture at 
or above the flash point of the solvent. 
To a lesser degree, the danger inherent in the 

use of solvents having flash points commensurate 
with room temperatures is also present in the use 
of the hydrogenation Solvents above mentioned. 
Hydronaphthalenes are now produced commer 
cially by certain German processes, and otherwise, 
which not only offer superior solvent qualities, 
but which range in flash point from about 40 
F. to 170° F. With boiling points covering the range 
from about 365 F. to around 420 F. It is also 
possible today to purchase at a reasonable cost 
hydrocarbon distillation products of excellent sol 
vent quality, having a flash point close to 140 F. 
and a distilation range from 350 F. to 410 F. 
The advantages due to the Superior Solvent quali 
ties and relatively high flash point of Such Sol 
vents are somewhat offset by their higher boiling 
points (relative to the low flash point solvents 
hereinbefore discussed) necessitating as they do 
higher temperatures for accomplishing the com 
plete drying and deodorization of the dry cleaned 
goods within an economically short period of 
time. 

Having in mind the great demand existing for 
accomplishing with safety dry cleaning and dry 
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2 
ing operations with the employment of solvents 
having the characteristics of any or all of the 
inflammable solvents hereinbefore mentioned, it 
is an object of the present invention to provide 
a process or processes for attaining this purpose. 
It is a further object of this invention to provide 
a process of the character described according to 
which the materials to be dried are first subjected 
to a flow of air maintained at a safe temperature 
relatively to the flash point of the Solvent used in 
the preceding Washing operation to remove the 
greater part of said solvent, then Subjected to a 
flow of air at a temperature or temperatures Con 
siderably higher than the Said flash point, and, 
finally, Subjected again to a flow of air at a Safe 
temperature relatively to the flash point to cool 
and complete the deodorization of the said mate 
rials and bring the temperature within the dryer 
down to a point Where the cycle of operation may 
immediately be repeated with Safety. 
More specifically, it is an aim of the present 

invention to maintain at all times Safe tempera 
tures in relation to the flash point of the Solvent 
contained in the materials treated and in rela 
tion to the vapor concentration during the vari 
ous stages of the drying cycle. 

Further objects of the invention are in part 
obvious and in part will be pointed out herein 
after. 
The invention accordingly consists in the 

several steps and relation and order of each of 
the same to one or more of the others, as will 
be hereinafter described, and the scope of the 
application of which Will be indicated in the 
following claims. 

In the accompanying drawings, in which are 
shown two illustrative embodiments of appa 
ratus capable of use in carrying out the purposes 
above mentioned: 

Fig. 1 is a front elevation of a drying tumbler 
embodying features of the present invention; 

Fig. 2 is a right side elevation thereof; 
Fig. 3 is a left side elevation thereof; 
Fig. 4 is a back elevation of the tumbler; 
Fig. 5 is a Cross-Section taken on line 5-5 of 

Fig. 4; 
Fig. 6 is an enlarged sectional detail of the 

cylinder construction on line 6-6 of Fig. 5; 
Fig. 7 is a top plan view of the rear portion of 

the tumbler showing the location of certain of 
the Operating and control devices; 

Fig. 8 shows On a larger scale the upper por 
tion of the tumbler, and the control mechanism 
in the same position it occupies in Fig. 3, the 
shell door being in open position; 

Fig. 9 is a view similar to Fig. 8 showing the 
control mechanism in a different position and 
the shell door closed; 

Fig. 10 is a view of certain elements of the 
control mechanism in positions different from 
those occupied by the same elements in Figs. 3, 
8, and 9; 

Fig. 10A is a view showing the control ele 
ments of Fig. 10 in still different positions; 

FigS. 11 and 12 are respectively back and side 
elevations, on an enlarged scale, of the belt pulley 
and belt shifting header assembly; 

Figs. 13 and 14 are respectively elevations of 
mechanically and electrically actuated switch 
mechanisms which become effective at different 
stages of the drying cycle to control certain 
phases of that cycle; 

Fig. 15 is a wiring diagram pertaining to the 
apparatus and devices shown in the preceding 
figures; 

2,149,042 
Fig. 16 is a somewhat diagrammatic view of a 

half-turn motor and circuit-maintaining switch 
therefor; 

Fig. 17 is a somewhat diagrammatic view of a 
timing device; 

Fig. 18 is a left side elevation, similar to Fig. 3, 
of a modified form of drying tumbler, adapted 
for use with low flash point solvents, the upper 
rear portion of the casing being broken away to 
show specific features; 

Fig. 19 is a rear elevation of the modified dry 
ing tumbler; 

Fig. 20 is a right side elevation of the coil box 
shown in section in Fig. 18; 

Fig. 21 is a wiring diagram pertaining to the 
apparatus and devices shown in Figs. 18 to 20; 

Fig. 22 is a piping diagram of the pneumatic 
control system employed in the modified drying 
tumbler; and 

Fig. 23 is a view taken from the front of the 
tumbler showing an instrument board support 
ing a master control valve and other control de 
vices, and an air compreSSOr for Supplying the 
master control valve with compressed air. 

Similar reference characters refer to similar 
parts throughout the various views of the draw 
ings. 

It will be seen from the foregoing that in 
carrying out the general purposes of this in 
vention, the apparatus and controls therefor may 
be modified to suit the special conditions under 
which dry cleaning takes place. Having in mind 
the facts: that the treatment of the clothes in 
the drying tumbler is first conducted at a tem 
perature predetermined in relation to the flash 
point of the particular solvent used in the pre 
ceding steps of the dry cleaning process, and that 
the length of this preliminary drying stage is 
determined by test as sufficient to dry the cloth 
ing to a degree making it possible and safe 
thereafter to Submit the clothing in the drying 
tumbler to higher heat, in order rapidly to com 
plete the drying of the clothes and effect eff 
cient deodorization thereof, it will be evident 
that in the case of a Solvent having a flash point 
Substantially above any possible Workroom tem 
perature the heat during the preliminary heat 
ing period may with Safety be maintained at a 
temperature Well above that of the workroom 
but substantially below the flash point of the 
particular solvent used. Under such conditions, 
there can be no danger of explosion taking place 
within the tumbler. Drying apparatus for a 
Solvent of this nature will include heating means 
and heat and time controls, adapted to heat the 
air entering the tumbler to the desired low heat 
drying temperature and maintain that tempera 
ture long enough to accomplish the desired de 
gree of drying. 
Under other conditions, as when the solvent 

used for dry cleaning has a flash point below 
or substantially at Workroom temperatures, the 
principles of the process remain the same, but 
the apparatus and controls will be of a character 
to render possible holding the temperature of 
the air in the drying tumbler during the low heat 
drying period not only below the flash point of 
the solvent, but also, if necessary, below the tem 
perature of the workroom. 
To meet the conditions of the first case, appa 

ratus made in accordance with Figs. to 15 of 
the drawings may be employed, although it is 
obvious that other forms of apparatus may be 
designed to carry out the principles of the in 
vention. This form of apparatus will now be 
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9,142,043 
described and subsequently the modification dis 
closed in Figs, 18 to 23 of the drawings, especially 
adapted for the drying of clothes which have 
been treated with a relatively low flash point 
solvent, will receive attention. 
Description of apparatus according to Figs. 1-15 
Reference to Figs. 1 to 5, inclusive, may be had 

for a general conception of the preferred form of 
apparatus. There is disclosed a tumbler con 
prising an outer shell or casing to having rotat 
ably mounted therein a foraminous drum f. 
The drum f is surrounded by an internal cylin 
drical shell 2 which encloses the drum for ap proximately three-quarters of the periphery 
thereof, the hinged outer shell door 3 at the 
front of the tumbler housing completing the en 
closure. To the rear of the drum chamber is 
formed a rectangular coil box 4, connected with 
the atmosphere through the rear plate of the 
housing by means of two air inlets 5 and 6, the 
inlet 5 giving access of air to the upper portion 
of the coil box and the inlet 6 at a point near the 
bottom of the coil box. These two inlets are 
equipped respectively with rectangular air in 
take nozzles l and 8 adapted to be opened or 
closed to the atmosphere by means of dampers 
9 and 20. The damper 9 is rotatably mounted 
upon a shaft 2 and similarly the damper 20 is 
rotatably mounted upon a shaft 22. These 
dampers are connected in predetermined rela 
tionship by means of an adjustable rod 23, the 
length of the rod and its mode of attachment to 
the two damper's being such that whenever One 
of said dampel's is open the other will be closed. 
The operation of the dampers is automatic and 
is controlled by means of a half-turn motor P, 
the crank pin P1 of which is connected by means 
of an adjustable connecting rod 24 to the crank 
arm 25 mounted upon the shaft 2 of the upper 
danger. 

The heater 
The coi; ox 4 is divided into two compart 

ments fi and 42 by means' of a vertical parti 
tion 26 which extends downwardly from the top 
plate of the coil box to within a short distance 
of the botton of the coil box. Thus the two coil 
box compartments communicate at their lower 
ends adjacent the lower air inlet 6. Located in 
the compartment 41 is a steam coil 27 and in 
the compartment A2 is a steam coi! 28. Air from 
the inner compartinent is led to the top of the 
tumbler and admitted to the tumbler drunni 
through an opening 29 in the inner shell 2. The 
outlet from the cylindrical d'un chamber is 
through an opening 30 at the botton of the shell 
2, opposite the opening 29. This outlet 3G forms 

a passage for the air into the lower part of the 
tumbler housing beneath the drum chamber, 
where there is located a rotary fan 3 to which 
air is admitted from the lower part of the hous 
ing through an inlet 32 formed in the fan hous 
ing 33. The outlet of the fan housing 33 is at 
34 projecting through the rear wall of the tun 
bler housing near the bottom thereof. 
The fan 3 is driven by a direct connected 

motor 35 and serves to draw air through the air 
inlet 5 over both coils 28 and 27, or through air 

75 

inlet 6 over the inner coil 27 Only, thence by Way 
of the air inlet 29, down through the drum 
chamber, and by way of outlet 30 into the lower 
part of the tumbler housing, whence the air is 
exhausted to the atmosphere, preferably outside 
of the building in which the tumbler is installed. 

3 
In order that heat shall not be transferred 

from the coil box to the tumbler drum otherwise 
than by the heated air drawn through the drum, 
the coil box should be well insulated from the 
drying Space within the tumbler. It is therefore 
desirable to insulate the coil box, as by means of 
an adequate heat-insulating medium, as ind 
cated at 5 in Fig. 5, 
The steam connections to and from the inde 

pendently connected coils 27 and 28 may best 
be understood by reference to Figs. 1, 2, 4, and 7. 
Live steam is brought to a fitting 36 which con 
nects. With a cross fitting 37 having connections 
to the upper ends of both the inner and outer 
steam coils 2 and 28. Connection from the fit 
ting 36 to the cross fitting 37 is made through a 
main steam line 39 and a branch steam line 40. 
In the main steam line 39 is disposed a shut-off 
valve 4f operated automatically by means of a 
lever 42 suitably connected to a crank arm 43 
fastened upon the damper-operating shaft 2. 
Thus the steam through the main line to both 
coils is controlled by operation of the half-turn 
motor P. In by-pass or branch line 40 there is 
installed a thermostatically controlled valve 44, 
the diaphragm chamber 441 of which is connect 
ed by means of flexible tubing 442 to the bulb 45 
located in the air space at the top of the tumbler 
between the outer and the circular inner shell. 
Thus the operation of the valve 44 is controlled : 
by the temperature of the air at the top of the 
tumbler before it has access to the tumbler drum 
containing the materials being dried. Steam 
coils 2 and 28 are connected at their lower ends 
by means of pipes 27 and 281 to the steam return : 
pipe 53. The tubular drum f is journaled in 
bearings 46 mounted on brackets 47 secured to 
the Side plates of the tumbler housing. 

Cylinder drive 
Upon the drum shaft is mounted a spur 

gear 48 driven by a pinion 49 mounted upon a, 
jack shaft 5 forming part of a pulley and belt 
shifting header assembly, for a better under 
Standing of which reference is made to Figs, ill 
and 12 in which the jack Shaft 50 is shown to 
be rotatably mounted in a pair of bearings 5, 
52 carried by a header bracket or arm 53. This 
bracket is bolted to the side of the tumbler hous 
ing. The jack shaft 50 carries a tight pulley 54 
and a pair of loose pulleys 55, 56. Also loosely 
nounted upon the shaft, 50 is the header worm. 
5 which has a, pin-and-slot connection with the 
hub of the loose pulley 56 so as to be driven there 
by. viounted upon the header bracket 53 in co 
axial relation to the shaft 50 is a header arm 
assembly comprising the support 58, to which is 
pivotally connected the belt shifter fork 59. 
The header arm assembly includes a worm 

gear 60 on support 58 meshing with the worm 
57, and a reciprocating slide shaft 6, slidably 
and rotatably mounted at the upper end of the 
support 58 in a block 62. Projecting from the 
block 62 parallel to the shaft 6 is a guide rod 
63. A weighted pin or header fall 64 secured 
to and extending at right angles to the slide 
shaft 6 shifts with the slide shaft about its axis 
so that the pin 64 may engage the notch. 65 
formed in the upper end of the shifter fork 59 
when the pin 64 is swung in one direction to a 
horizontal position, and when Swung in the op 
posite direction to a horizontal position will be 
free of the shifter fork 59, but will engage one 
or the other of the beveled surfaces 66 formed 
on the block 62 and ride down to a neutral po 
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4 
sition. Near the end of the slide shaft 6 which 
is nearest the tumbler housing is a shifter sleeve 
67 loosely mounted upon the said slide shaft, but 
held against endwise movement by means of cot 
ter pins 68. This shifter sleeve carries a forked 
arm 69 cooperating with the guide rod 63 to pre 
vent the shifter sleeve 67 from rocking about the 
axis of the shaft 6. This shifter sleeve carries 
a shifter arm 70 extending in opposite directions 
above the belt pulleys and provided with belt 
guide blocks 7 f, 72, each equipped with a belt 
guide 13. The belt guides are so disposed that 
when the shifter pin 64 occupies its center or neu 
tral position the two drive belts 74, 75 (see Fig. 
4) will be positioned upon the loose pulleys So 
that under these conditions no power will be 
transmitted to the tumbler drum. It will be 
noted that the belt 75 is direct and the belt 74 
crossed whereby the shifting of one belt off and 
the other belt on to the tight pulley will effect a 
reversal of the rotation of the tumbler drum. It 
will be understood that belts 74 and 75 connect 
with a suitable line shaft (not shown). 
The operation of the header assembly will now 

be briefly described. It will be noted that since 
the worm 57 is driven by the loose pulley 56 it 
will always rotate in the Same direction irrespec 
tive of the location of the belts with respect to 
the tight pulley. Thus, also, the worm wheel 
60 will rotate constantly in one direction. This 
wheel drives a crank pin 76 slidable up and down 
in a slot 77 provided for that purpose in the 
shifter fork 59. Thus rotation of the loose pulley 
produces constant Oscillation of the shifter fork 
at a slow rate of speed. When the pin 64 does 
not engage the notch 65 in the upper end of the 
shifter fork no motion will be transmitted to the 
belt guides, but when the pin 64 engages the notch 
65, it will cause the slide shaft 6 to reciprocate 
slowly. This action will periodically shift the 
driving belts and reverse operation of the tum 
bier drun. No claim is made to this header con 
struction per se, but, as will be seen hereinafter, 
it is associated with other control mechanism 
to insure safe operation of the apparatus. 

Safety air inlet 
At the top of the tumbler housing there is pro 

vided an auxiliary air inlet T8 communicating di 
rectly with the air outside the tumbler housing 
and serving as a vent when the fan is not run 
ning. This air inlet 78 may be closed by means 
of a vent, damper 79 pivotally mounted upon 
arms 80 which themselves are rotatably mounted 

The 
rock shaft 82 which supports the arm 80 carries 
a crank arm 83 connected by means of a link 
84 to one end of a counterbalanced lever 85 
pivotally supported at 86 upon the tumbler hous 
ing. The Weight lever 85 has mounted at its 
free end a counterweight 88, the tendency of 
Which is to maintain the vent damper 79 always 
in an open position. The operation of this 
damper, as will be hereinafter disclosed, is asso 
ciated with other automatic control mechanism. 

Mechanical control mechanism 

Referring again to the drawings, mechanical 
means for Setting the tumbler in operation to 
begin the drying cycle will now be described. 
It will be noted that in Fig. 8 the vent damper 
79 is open, the tumbler shell door 3 is also open, 
and that the belt-shifting header-fall 64 oc 
cupies its disengaged position as in Fig. 3, so that 
the drum is at rest. The means for shifting the 
header-fall into or out of engagement to cause 

2,142,042 
belt drive of the tight pulley on the jack shaft 
comprises an operating lever 89 which, with other 
operating parts, is mounted upon a cast bed 
plate 90 bolted to the side sheet of the tumbler 
housing. The operating lever 89 is pinned to a 
shaft 9f rotatable in a bearing-forming part of 
the said bed-plate casting. Attached to one end 
of the operating lever is a roller 92 adapted, when 
the lever 89 is thrown to engage the belt-shifting 
header-fall in operating position, to come in COn 
tact with a camming arm 93, moving said arm. 
93 to shift a switch A, the purpose of which will 
be explained hereinafter. 
Pinned to the shaft 9 f in proper angular rela 

tion to the lever 89 is an arm 94, connected by 
a link 95 to a crank arm 96 which is free to turn 
about a shaft 9 mounted in bed-plate casting 
90. A branch arm 961 of crank arm 96 is con 
nected by an adjustable link 98 to a gear segment 
99 rotatably mounted on a pin 00 fixed to a 
casting O which is adjustably mounted on the 
side of the tumbler housing toward the rear of 
said housing relative to the position of the bed 
plate 90. The gear segment 99 meshes with teeth 
cut on a rotating sleeve O2 rotatably mounted on 
a pin 03 carried by the bed-plate of (see Fig. 
4). The rotatable sleeve O2 Surrounds an ex 
tension of the reciprocating slide shaft 6 of 
the header assembly hereinbefore described. This 
extended shaft 6 is provided at the end nearest 
the tumbler with a pin 104 which projects through 
a longitudinal slot 05 in the sleeve O2. It is 
obvious, therefore, that when the operating lever 
89 is thrown toward the center of the tumbler 
to the position shown in Fig. 9, the toggle com 
posed of the members 94, 95 straightens out and 
causes rotation of the crank arm 96 about its axis 
of rotation, causing the branch arm 96 to as 
sume the position shown in Fig. 9, thus rocking 
the gear segment 99 toward the front of the 
tumbler. 
This motion of the gear segment causes rota 

tion of the sleeve O2 and because of the engage 
ment of the pin 04 with a side of the slot 05 
produces rotation of the shaft 6 in a counter 
clockwise direction, as looked at in Figs. 8 and 9, 
throwing the weighted header pin or fall 64 from 
the position shown in Fig. 8 to that shown in 
Fig. 9, where it will engage the slot 65 in the head 
er fork 59, thus, by reason of the slow reciproca 
tion of the shaft 6, shifting one or the other 
of the driving belts on to the tight pulley 54 and 
causing rotation of the tumbler drum through 
pinion 49 and gear 48. It should be noted at 
this point that straightening the toggle 94, 95 
locks the operating lever in the engaged position 
of the belt-shifting header, thus insuring that the 
tumbler drum drive will continue until the start 
ing lever 89 is returned to its forward or disen 
gaged position. 
Safety depices aSSociated Uith mechanical control 

mechanism. 

There will now be described means connected 
with this operating mechanism for preventing 
the opening of the shell door f3 when the belt 
shifting header is engaged and also for prevent 
ing any actuation of the operating mechanism 
to start rotation of the drum. When the shell door 
is open. There Will also be described means as 
sociated with this operating mechanism for con 
trolling the operation of the vent damper 79 in 
association with magnetic means adapted to open 
the went damper 9 in case of failure of current 
to the fan motor 35, 
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Referring to the drawings, it will be seen that 

the crank arm 96 is provided with another branch 
arm 962 which serves to form an interlock between 
the operating lever 89 and the shell door f3. 
The latter is equipped with an abutment casting 
06 so shaped and disposed that the shell door 

can be opened only when the operating lever 89 
is in its forward or header-disengaging position, 
as will be clearly understood by comparing the 
positions of the parts in Figs. 8 and 9. It will 
be seen that the abutment 06 prevents rearward 
movement of the branch arm 96, and thus rear 
ward movement of operating lever 89, when the 
tumbler door stands in Open position and, re 
versely, the said arm 96 opposes movement of 
the abutment member 06 should an attempt 
be made to open the door f3 while the operating 
lever 89 stands in its rearward position, as shown 
in Fig. 9. Now, since, as will be shown herein 
after, it is impossible that the starting lever 89 
be put in engagement position unless current is 
being supplied to the fan motor, it follows that 
the dryer cylinder can not be set in operation 
until after the fan is started. The crank arm 
96 is also provided with a third branch arm 96: 
which carries pivotally mounted thereon a latch 
member 07, the movement of which is restrained 
in one direction by means of a spring 08 attached 
at one end to the latch member f07 and at the 
other end to a fixed pin 09. This latch member 
f0.7 normally stands in interlocking engagement 
(see Figs, 8 and 9) with a coacting projection 

O formed upon a slide block if , which is con 
strained to a straightline motion by three rollers 

2 mounted upon the bed-plate 90. Attached 
to the slide block f is a spring housing 3 which 
by means of a spring if 4, a bolt 5, and a link 

6 connects the slide block with a crank 
arm , pinned to the vent damper shaft 82. 

Obviously, then, when the operating lever 89 
is thrown to the header-engaged position, as in 
Fig. 9, it causes a rotation of branch arm 96 of 
crank arm 96, thus moving the latch member 07 
from the position shown in Fig. 8 to that shown 
in Fig. 9. Thus, the side block if f is drawn 
down and through its spring connection with the 
crank 7, the vent damper 79 is drawn down 
to cover the vent opening 78, the extra travel of 
the parts needed to insure proper seating of this 
damper being taken up through the spring f4. 
Safety device operable upon failure of electric 

energy 

Also supported upon the bed-plate 90 is a sole 
noid f 8 to the core of which is attached a weight 
9 of sufficient mass to cause the immediate 

descent of the Solenoid core whenever excitation 
ceases. As will be more fully explained in con 
nection with the wiring diagram shown in Fig. 15, 
this solenoid is energized under normal working 
conditions immediately after the closing of a 
magnetic starter, indicated in the drawings by the 
letters MS, whose position on the tumbler hous 
ing is substantially as disclosed in Figs. 1 and 3. 
It should be explained at this time that operation 
of the magnetic starter, among other things, 
starts the tumbler fan rotating; and that the 
solenoid 8 remains energized as long as the main 
switch in the magnetic starter remains closed or 
so long as failure of current in the fan circuit 
does not occur. Below the weight 9 is a lever 
20 pivoted on the pin 09 hereinbefore men 

tioned. One end of this lever is connected by 
means of a link 2 to a bell crank lever 22 turn 
ing freely about a pin 23, The throw of the bell 

5 
cranklever 22 is limited by the adjustment screws 
24 and 25. In Figs. 8 and 9, the solenoid core 
and parts coacting therewith are shown in the 
normal position they would occupy during the 
operating cycle while the solenoid is energized. 
Should current fail at any time during the operat 
ing cycle the Solenoid 8 will become de-ener 
gized, dropping its core and permitting the weight 
9 to fall upon the free end of the lever 20, 

turning the lever 20 to the position shown in 
Fig. 10, in moving to which position movement of 
the bell crank 22 is effected to the position also 
shown in Fig. 10. Referring to Figs. 8, 9, 10, and 
10A, it will be noticed that also pivoted on pin 23 
there is provided a trigger 75 lying in back of the 
bell crank f22. At one end this trigger is provided 
with a detent hook T6 adapted to engage the 
projection fo on slide when the slide is 
drawn down to the position shown in Fig. 9 by the 
latch member 01, as above described. The slide 
will thus be held in its lower position by the trigger 
even though the operating lever 89 be thrown to 
its header disengaged position, as is clearly shown 
in Fig. 10A, which shows the latch member 6 in 
its raised position and the trigger 75 interlocked 
with the slide projection O. Trigger T5 tends 
always to follow up any movement of the bel 
crank 22 in a counterclockwise direction by rea 
Son of its weighted end 7. However, when the 
bel crank 22 is moved in a clockwise direction by 
the dropping of the solenoid core, the trigger is 
also Swung in the same direction under the com 
pulsion of an adjustable abutment bolt 8 carried 
by the bell crank. 

If failure of current occurs when the operating 
fever 89 occupies its header-engaged position, as 
in Fig. 9, the upper arm of the bell crank lever 
22 will strike the latch member 07, driving it 
and consequently trigger 75 out of engagement 
with the slide block projection ff0, thus permit 
ting the slide block to move upward under the 
reaction of the spring f4 and the effect of the 
counterweight 88. Therefore, if the tumbler has 
been in operating condition when failure of cur 
rent occurs the vent damper on top of the tumbler 
will be automatically opened. Should the failure 
of current occur when the operating lever 89 is in 
the header-disengaged position and slide in its 
upper position, as in Fig. 10, the movement of the 
bell crank 22 in response to the dropping of the 
solenoid weight is to the position shown in Fig. 10 
where the upper arm of the bell crank moves 
under the projecting surface f 26 of the latch 
member 07 and so serves as a strut to prevent the 
operating lever 89 from being moved to its header 
engaged position until current has been restored 
and the Solenoid re-energized. Again, should 
current failure occur when the operating lever 89 
is in header-disengaged position and slide f in 
its lower position (damper 79 closed and held in 
place by trigger T5 as in Fig. 10A), the move 
ment of the bell crank 22 in response to the 
dropping of the Solenoid weight will swing the 
bell crank in a clockwise direction and cause the 
trigger f75 to release the slide projection. The 
slide will now aSSume its upper position, as in 
Fig. 10, opening the damper, and the upper arm of 
the bell crank will pass under the latch f 26 to 
Serve as a strut to prevent downward movement 
of latch member 07 and hence the manipulation 
of lever 89 to header-engaged position until cur 
rent to the fan has again been restored. Thus, 
irrespective of the period in the drying cycle that 
such current failure may occur, the drying tum 
bler will be put out of operation and/or held out 
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of operation until after current is once more made 
to flow in the fan circuit. The bell crank lever 
f 22 is held in its normal rearward position by 
means of a spring 27. It will be seen as we pro 
ceed with the description of the wiring diagram in 
What manner the fan is energized concurrently 
with excitation of the Solenoid and so becomes 
operative before operating lever 89 can be moved 
away from its header-disengaged position. 

Before going further with the operating mecha 
nism, attention is called to a detail of construction 
illustrated in Fig. 6. Fig. 6 is a section taken on 
line 6-6 of Fig. 5 and shows the junction of the 
cylinder head 28 with the cylindrical portion of 
the drum. The drum is equipped with a sliding 
door 29 having at its lateral edges slide strips 
30 slidably mounted in the guideway formed 
between the cylinder band 3 and an inner band 
32. These bands are separated by a filler Strip 
33. Between the inner band 32 and the out 
Wardly turned fange 34 of the head 28 there is 
disposed an annular canvas strip 35. All of 
these parts are held together by a circumferen 
tial row of bolts 36 and nuts 3. Such an annu 
lar strip of canvas 35 is provided at each end of 
the drum. They engage the tumbler housing at 
the ends of the drum and thus prevent by-passing 
of the heated air around the ends of the drum. 
To prevent by-passing of air around the circum 
ference of the drum, felt wipers 38 are used (see 
Fig. 5) which extend longitudinally of the periph 
ery of the drum diametrically opposite one 
another, their outer edges engaging the interior 
of the cylindrical shell 2. 
The operation of the apparatus disclosed in 

Figs. 1 to 15 hereinbefore described will presently 
be made plain by reference to the Wiring diagram 
of Fig. 15. For the purposes of this description 
of the mode of operation, it will be assumed that 
a solvent has been employed in the pre-dryer 
stages of the dry cleaning operation having a 
flash point slightly above 140 F., the temperature 
Selected for carrying out the low heat stage of 
the dryer Operation during Which from 60% to 
70% of the solvent remaining in the clothes after 
centrifugal extraction is evaporated and driven 
off from the batch in the dryer drum. A high 
heat period and a cooling period have been men 
tioned and have been found to be advantageous 
in carrying out the principles of the invention, 
but it should be borne in mind that variations 
of these stages of operation may be made without 
departing from the Scope of the invention, since 
a more important feature of the invention resides 
in drying wholly or in part at a safe temperature 
relatively to the flash point of the solvent used. 
Referring to Fig. 15, there will be found various 
control devices such as electrically operated tim 
erS, Signal lamps, magnetic SWitch contactors, and 
certain other Switches not hereinbefore men 
tioned. 
The magnetic starter MS has been mentioned, 

as have the half-turn motor P and the single 
pole, double-throw switch A operated by the 
hand-operating lever 89. In addition to these 
control elements there is a single-pole, double 
throw SWitch B which is operated by the half 
turn motor concurrently with the operation by 
said motor of the air dampers to the coil box and 
the steam valve 4. It will be understood that 
the half-turn motor operates first to terminate 
the low heat period of operation, and operates 
again to terminate the high heat period of op 
eration. After its second operation the half-turn 
motor will have returned to its initial position" 
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and be in condition to control the operations of 
a succeeding drying cycle. The electrical con 
nections to the half-turn motor are completed at 
the end of the low heat period through the op 
eration of a low heat timer designated LHT, and 
the said second operation to terminate the high 
heat period is controlled by a high heat timer 
designated HHT. 

Half-turn motor 
Referring to Fig. 16, the half-turn motor P 

Will be seen to be a single phase motor of the 
Squirrel cage type, comprising a stator and rotor. 
The Stator winding is connected between one side 
of a power line and a commutator ring P3 form 
ing part of a control SWitch for the motor. This 
Switch comprises a brush P2 rotated in Synchro 
nism with the rotor of the half-turn motor, the 
mechanical connection between the brush Shaft 
and the rotor shaft being indicated by the refer 
ence character P5. An outer commutator con 
centric with P3 comprises four alternating short 
and long segments P4, P5, P6, and P7. Segments 
P5 and P are, in fact, integral, being connected 
by the members P8 and P9. As will appear more 
clearly later, segments P4, P5, P6, and PT are 
successively connected under predetermined con 
ditions of tumbler operation and at predeter 
mined intervals of time with the other side of the 
above-mentioned power line. The connections 
to the short segments P4 and P6 are completed 
respectively by SWitches C and D of the low and 
high heat timers. When the live line is brought 
to P4 a half revolution of the rotor is initiated 
and similarly when the live line is brought to P6, 
another half revolution is initiated. As soon as 
the brush P2 rides off of P4 or P6 onto P5 or P7, 
the excitation of the motor for the remainder of 
the respective half-turn is maintained through 
those segments. The motor will stop when its 
brush rides off of P5 or PT onto the short segments 
P6 or P4. 

The timers 
Timers LHT and HHT control respectively 

Switches C and ID in the half-turn motor cir 
cuits. Since these timers are alike, the following 
description will suffice for an understanding of 
the construction and operation of both. Refer 
ring to Fig. 17, a timer will be seen to comprise 
a motor T2 connected in shunt to power lines 
L?, L2 through a movable SWitch member 70 
normally held in engagement with a fixed contact 
7 by means of a Spring 72. The Shunt motor 

circuit will thus normally energize the motor 
whenever a switch B in line Li is closed. The 
rotor of the motor is connected by means of 
suitable gearing 73 with a friction disk 74 
adapted to be engaged by and to drive a friction 
disk 5. Disk 5 is fixed upon a shaft 76 form 
ing an extension of the reciprocatory armature 
77 of a magnet Tf which is connected in a cir 

cuit shunting the motor T2. When switch B is 
closed magnet T is energized and moves the 
friction disk 75 into mutual operative engage 
ment with the disk 74 and a friction disk 78 
fixed upon a shaft 9. A spring 80 tends nor 
mally to hold the disk f$ Out of engagement 
with the disks 74 and f 18 when the magnet T. 
is unexcited. Shaft 79 drives a timing disk fa 
which may be calibrated to indicate minutes. 
Rotatable with the tinning disk 8 f is a hand 82 
which may be adjustably positioned with respect 
to a zero position on the dial by means of knurled 
nut 83. At the end of the hand 82 is a lug 84, 
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lug 85 carried by an arm 86 rotatable with 
the switch arm 7 O about the axis 8, against 
the tension of the spring 72. Moving the switch 
arm about its axis will break the motor circuit 
at 7 and make a connection between the line 
If and a conductor (in this figure designated 
LP) which leads to the half-turn motor. This 
conductor corresponds with either wire 52 or 
wire 55 of Fig. 15, depending upon whether the 
timer occupies the LHT or HHT position. 
The tinning hand will be set back from the 

zero position on the dial a distance determined 
by the number of minutes for which the timer 
is desired to function. In operation, when Switch 
B is closed, the motor starts to rotate and the 
magnet armature is drawn down to enable the 
motor to rotate the timing dial by means of the 
friction transmission connecting the notor shaft 
with timing shaft 79. Rotation of the timing 
dial will carry on until the circuit is broken at 
lf by engagement of lug 84 with lug 85. Ro 

tation of the timing dial also winds up a spring 
88. When the motor circuit is broken at it 

the motor stops rotating, but the disk will not 
return to its original position until the magnet 
is de-energized by breaking the line circuit at B. 
When this is done the friction disk 75 is drawn 
out of engagement with disks 74 and fle by 
the spring 80. Spring 88 then returns the 
timing dial and hand to their original positions 
and spring T2 returns the switch arm 0 into 
contact with switch contact . Thus the parts 
are reset, to function all over again when next 
the switch B is closed. 

Wiring diagram for apparatus Figs. 1-15 
The wiring diagram also shows a green signal 

lamp marked “Green' and a red signal lamp 
marked 'Red'. A magnetic contactor G which 
serves to operate the switch H, a magnetic con 
tactor J which serves to operate the switch M, 
and a switch K, which under certain conditions 
serves to complete a circuit through the mag 
netic contactor J, are shown on Figs. 3 and 15 
of the drawings. There is also shown a therno 
static control switch F, the bulb for operating 
which is indicated at 39 in Fig. 7 where it is 
shown disposed in the air passage leading to the 
top of the tumbler cylinder in a position oppo 
site the thermostat bulb 45. The bulb 39 is 
connected to the Switch F by means of flexible 
tubing 40. The thermostatic control of the 
switch E should be such that the Switch Will 
close when the temperature in the air passage 
falls to or below the temperature setting of the 
thernostatic valve 44. It will be understood 
that both the thermostatic switch F and the 
thermostatic valve 44 are controlled by the ten 
perature of the air entering the tumbler drum. 

Referring to the wiring diagram, L. and L2 
indicate respectively the two sides of a power 
line entering the magnetic starter MS. It will 
be seen that the line L is connected by the 
switch contact arm A in the upper position of 
that arm through switch contacts A2 and A3 to 
the starting Switch of the magnetic switch MS. 
This connection only obtains when the machine 
starting lever 89 stands in its forward or dis 
engaged position. The momentary closing of 
the starting Switch, indicated on the drawings 
by the word “Start', completes a circuit through 
the normally closed stop switch, indicated by 
the word “Stop', through the magnet coil 4 
of the magnetic starter. The energizing of this 
coil closes the main circuit contactors 42, 43, 
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and 44, and as soon as these main circuit con 
tactors come to closed-circuit position the cir 
cuit through the magnet coil 4 is maintained 
by means of a bridge member 45 which con 
pletes a circuit shunting the contacts A2, A3 of 
Switch A and the 'start' switch, the maintain 
ing circuit then being made from L through the 
bridge member 45, the “stop' switch and the 
magnet coil 4 back to line L2. 
The closing of contacts 42 and 44 completes 

a circuit through the fan motor which immedi 
ately starts the tumbler fan in operation, and 
since at this time the tumbler vent damper 79 
is open, atmospheric air is drawn in at the top 
of the tumbler through the tumbler cylinder and 
discharged out-of-doors. Some air will also be 
drawn through the open lower rear damper 20, 
Over the inner steam coil 27, the latter being at 
this tire under the control of the therrnostatic 
valve 44, into the tumbler drum chamber. 
Should, for any reason, the fan motor not start, 
thermal elements in the magnetic starter, indi 
cated at 46 and f47, will heat up and, after a 
few seconds of this abnormal condition, throw 
the main switch to . Open position. It will be 
noted that the line 2 has a branch. A which 
is closed by the switch contact 3, and also 
that a branch line L.A. takes off fron line , 
at a point beyond switch contact 44. Thus, we 
have a circuit IL, L2 through the fan motor and 
a circuit LA, L2A in shunt therewith, adapted 
to supply current to the various control devices 
hereinbefore mentioned. It will be understood 
that as soon as the main switch of the magnetic 
starter closes, the line LA becomes alive through 
one branch as far as the commutator segment 
P of the half-turn motor and through another 
branch as far as the thernostatic switch F. 
The switch F is normally held in open posi 

tion at temperatures above the selected tempera 
ture at which the apparatus is to operate during 
the low heat period, as, for instance, 14.0° E. If, 
at the beginning of a cycle, the temperature 
stands below or at 140° F., the switch F will be 
closed and a circuit will be competed from LA 
through switch contact K, through the coil of 
the ragnetic contactor J and back to the line 
2A. Thus, the magnetic contactor will be en 

ergized and drawing up its core will complete 
circuits respectively by means of Switch contacts 
Mf and M2 from line I. A through magnetic 
contactor J and solenoid f 8. Thus, the solenoid 
Will become energized and by the raising of its 
core open the circuit through the switch K, the 
magnetic switch J, M thereafter being main 
tained by current flowing through the switch 
contact M and its connections. Switch iE (see 
Fig. 3) is mounted upon the tumbler housing 
adjacent the Solenoid 8. Its interior contact 
member, not shown, is operably associated with 
an exterior arm K, normally biased, as by a 
spring K2, to hold the switch K in open position 
whenever permitted to act through the energi 
zation of the solenoid 8. Upon deemergization 
of the solenoid, the dropping of the weight 9 
produces movement of the arm K to close the 
Switch K, 

It will be remembered that with the Solenoid 
8 deenergized the went damper 79 stands in 

open position and an interlock is maintained be 
tween the bell crank 22 and latch member Ol, 
preventing operation of the belt-shifter operating 
lever 89. However, upon energization of Solenoid 
coil 8, the weight 9 is removed from engage 
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8 
ment with the lever 20 releasing the belt-shifter 
mechanism for hand actuation. 

Louy heat period of Operation 
Now, upon the operator throwing the hand 

lever 89 to its rearward or header-engaging posi 
tion, as shown in Fig. 9, one of the driving belts is 
shifted to the tight pulley on the jack shaft and 
the timbler drum rotates. At the Same time the 
vent damper at the top of the tumbler is closed. 
Also, the throw of operating lever 89 shifts the 
position of the SWitch A SO that the movable 
Switch contact A bridges the contacts A4, A5 
and, since contact A4 is permanently connected 
to the line Li, a live circuit is established through 
contacts A4, A5 of switch A, and contacts B4, B5 
of Switch B, the switch contact B being at this 
time in its lower position, through a line f48 in 
cluding switch member H of magnetic contactor 
G, H to the low heat timer LHT. From line 48 
a circuit is completed through the magnet T of 
the timer back to a line 49 connecting with the 
line L2A. The circuit is also completed from line 
48 through the motor T2 of the timer and line 
49 to L2A. Thus, the low heat timer is set in 
operation concurrently with the throwing of the 
operating lever 89. 
Now, as will be more fully explained herein 

after, after a predetermined number of minutes 
has elapsed from the making of the contact A4 
and A5 in Switch A, Switch C in the low heat 
timer Will be closed, thus connecting the half 
turn motor commutator Segment P4 With the line 
Li, and as at this time the half-turn motor 
switch arm or brush P2 occupies the position 
shown in Fig. 15, the circuit will be completed 
through the half-turn motor to the line L2A. 
Further, when the half-turn motor is thus con 
ditioned the lower air damper 20 will be open, the 
upper damper 9 closed, and the steam valve 4 
will also be closed, steam being admitted to the 
Steam coils through the thermostatic valve 44. 
The energization of the half-turn motor Starts 
it upon its first half revolution, requiring a short 
period of perhaps thirty seconds for completion. 
After approximately one-tenth of this half revo 
lution, or after an interval of three seconds has 
elapsed, the brush P2 moves off segment P4 on to 
Segment P5, and thus becomes connected directly 
with line L.A. For the rest of its half revolu 
tion the motor is energized from LA through the 
motor coils back to L2A. At the end of the half 
revolution the brush moves off segment P5 on to 
segment P6 which at this time is not connected 
with line L. f. The half-turn motor accordingly 
stops after making its half turn. 

High heat period of operation 
When the half-turn notor thus makes its half 

revolution it starts the high-heat period of the 
drying cycle by switching the air intake dampers 
so that air instead of being admitted through 
the lower air inlet 8 is admitted through the up 
per inlet f. Thus, air is drawn through the coil 
box over both coils. Also, the heating coils which 
up to this time have been under the control of 
the thermostatic valve 44 now receive their steam 
directly through the mechanically-operated valve 
4f on the main Steam line, and thus Will receive 
full steam. The thermostatic valve will be closed 
by the higher temperature obtaining during this 
period, but its function is not needed after the 
opening of the valve 4. 
As mentioned above, each half rotation of the 

half-turn motor changes the position of the parts 
of the Switch B. This may be best understood 
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by reference to Figs. 7 and 13. Upon one end of 
the shaft of the half-turn motor P there is a 
can PO. A roller B8 carried by a rocker arm BT 
mounted upon a rock shaft B6 rides on this cam, 
rocking the rock shaft first in one direction and 
then back again during succeeding half revolu 
tions of the half-turn motor. This rocking 
movement acting through an arm B9 depresses or 
permits to rise a switch plunger Bf . It is 
thought unnecessary to show the interior ar 
rangement of the switch contacts, which have 
been designated B, B2, B3, B4, and B5, in the 
wiring diagram. It will be sufficient to note that 
in the position of the switch parts during the 
low-heat period, as shown by the solid lines in 
Fig. 13, the movable switch contact Bf connects 
With the fixed contacts B4, B5, while in the posi 
tion of the arm indicated by dash and dot lines 
the member Bf bridges contacts B2, B3. When 
the half-turn motor operated to change from the 
low heat to the high heat period, it operated 
SWitch B to break contacts B4, B5, and make con 
tacts B2, B3. When the live circuit through 
these contacts was broken the magnet in the low 
heat timer was deenergized and through Spring 
reaction, as above described, the timer was auto 
matically reset to zero, ready for the beginning of 
another cycle of operation. 
When the half-turn motor thus makes its first 

half revolution, starting the high heat period of 
drying, a circuit is completed by way of B2, B3 
through the red lamp, giving a visual indication 
that the tumbler is in the high heat phase of Op 
eration. At the same time, curent flows through 
Wire 50, through the magnet TF1 and motor T21 
of the high heater timer HHT and through wire 
49, starting the high heat timer to control the 
period of high heat operation. After a time, the 
determination of which has been established by 
tests, has elapsed, switch. D is closed Completing a 
circuit through 55 to contact P6 of the half-turn 
motor which is energized and makes a second half 
revolution back to its original position. This 
novement reverses the air intake dampers 9 and 
20, and closes the steam valve 4, so that steam 
nOW can only be admitted to the steam coils 
through the thermostatic valve 44. The time 
Setting of the high heat timer is determined by 
the period necessary Completely to dry and de 
Odorize the load. 
The Second half revolution of the half-turn 

motor shifts the contact member B of SWitch 
B, breaks the circuit between B2 and B3 and 
reconnects contacts B4 and B5. Thus, the high 
heat timer is deenergized and returns to Zero 
position and the red light is cut out of circuit. 

During the high heat period of Operation, the 
temperature of the air passing through the 
tumbler may be carried well above 2000 F., be 
cause by this time only a small amount of sol 
vent remains in the clothing and it is thus in 
possible to develop an explosive mixture in the 
dryer. 

Cooling period of operation 
Under Some conditions the cycle of operations 

might terminate here, but it has been found in 
practice that the time usually consumed to un 
load and reload the tumbler is insufficient to cool 
the tumbler to a temperature below the flash 
point of the Solvent, that is, the temperature es 
tablished for the low heat period. It has been 
found desirable, therefore, in order to secure 
complete safety, to introduce a cooling period 
immediately succeeding the high heat period in 
order that the temperature of the air entering 
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the dryer may reduce to the temperature setting 
of the thernostatic valve 44. 
The second half- turn of the half-turn motor, 

at the end of the high heat period, closes the 
switch E, as will now be described. Projecting 
from the side of the can PO, as shown in Figs. 
7 and 14, is a roller 56. In Fig. 14 the position 
of the roller with respect to the axis of the can 
when the motor is in its high heat position, is 
shown. When the high heat timer closes SWitch 
D in the timer, the half-turn motor operates 
from high heat to low heat position and cam 
PO moving clockwise (as seen in Fig. 14) car 
ries roller 56 against an arm 57. The can 
completes its half-turn so that roller 56 moves 
arn 5 out of its path, thus producing a pare 
tial counterclockwise rotation of a shaft 58 
mounted on the tumbler housing, which has 
fastened thereto adjacent the left hand side. of 
the tumbler a bell Crank 59, one branch of which 
is connected by a link 60 to a crank 6 ro 
tatable in the casing of Switch E, and which 
operates the SWitch E through movement of an 
external Switch arm El, from the full line posi 
tion of Fig. 14 to the dash and dot position. 
Movement of the Switch arm El as described 
closes the SWitch E. Another branch of the bel 
crank 58 carries a lug 62 adapted to engage, 
under conditions to be presently explained, a cor 
responding lug 63 on a crank 64, which is 
freely mounted on the shaft, 58 and which dur 
ing operation of the tumbler normally occupies 
the position shown in Solid lines in Fig. 4. The 
straightening of the toggle formed by the men 
pers 59 and 60 locks the SWitch E in closed 
position. 
At this time the room air is being drawn ex 

clusively over the inner heating coil through the 
lower intake damper and a reduction of the 
temperature of the air entering the drum takes 
place, Since the Outer Stean coil, being by-passed 
is the incoining air, is no longer effective in 
determining its temperature and the therno 
Static valve is being now in control of stealin 
O the cois. When now the temperature is 
Wered to the Setting of the therinostatic switch 

F, this SWitch closes and there is a circuit con 
pleted from A through switch F, through 
Switch E to the coil of the magnetic contactor 
{i, which, being thus energized, breaks the cir 
cit, through line 48 between contacts HS and 
52 and establishes a circuit by way of contacts 
E3 arid. He from the Switch E through the green 
&Sing to lie 2A, The lighting of the green 
3. It ificates to tie Operator the end of the 
CCoig period and of the drying cycle. It 
Sir Oil be acted, too, that the breaking of the 
circuit through line 48 oy operation of the 
Switch E to its new position breaks the circuit 
thsough this line to the low heat timer so that, 
Should there ice a delay in shifting the operating 
eve 89 to stop rotation of the tumbler drun 
Sid Safi, SWisco. A, the OW heat, tinner will not, 
attornatically fiction to switch the tumbler 
into another high heat period, it being under - . 
stood that when the green light shows, the op 
erator, in order to remove the load, inst, throw 
the operating lever 89 to the header-disengaged 
position. 
Means is provided for enabling this movement, 

of the operating lever to open switch E, thus de 
energizing the coil of the magnetic contactor G, 
permitting the Switch H to return to its posi 
tion closing the circuit through line 48 and 

9 
breaking the circuit through the green lamp, 
thus preparing for energization of the low heat 
timer When again the lever 89 is shifted to start 
the next drying cycle. The means for opening 
switch E will best be understood by reference to 
Figs. 3, 8, and 14. 
Extending upwardly from the segment-operat 

ing link 98 is a rigid arm 65 which, by means of 
a spring-actuated link f66, is connected to the 
lower end of crank arm 64. It will be noted 
that when the switch E was closed by the 
Straightening of the toggles, 59, 60, the iug 
62 was brought into engagement with lug 63 
on arm 64. When, however, the operating lever 
89 is drawn forward to disengage the header 
Inechanism, the rearward movement of the link 
98 through arm 65 and link 66 causes oscilla 
tion of arm 64 to the position shown in dot-and 
dash lines in Fig. 14. This movement of arm 
64 through the lugs 62 and 63 causes move 

inent of bell crank 59 to break the toggle 59, 
60 opening the Switch E and also restoring the 
arm 5 to its original position, ready for the 
beginning of the cooling period in the next cycle. 
When the operating lever 89 is thrown to en 
gaged position at the beginning of the next cycle, 
the Crank 64 is drawn back to its original 
position. 
Since certain materials are adversely affected 

by exposure to high heats while drying, a man 
ually operable switch, such as N (see Fig. 15), 
may be inserted in lice L2A. When opened by 
hand, all automatic tinning operations will be 
prevented, the operation of the tumbler being 
held indefinitely at the low heat stage. 
Apparatus employed with relatively log flash 

goirei Solenis 
To ensure Safety in drying clothes which have 

been cleaned Wiiti 33 inflammable solvent, whose 
flash point fails Within the range of workroom 
temperatures, the Beat control features of the 
apparatus have keen altered as compared with 
that just described in the Yanner described be. 
low in Connection with Figs. 18 to 23 of the draw. 
ings. In this enkodiment of the invention, the 
tlinoler proper is identically the same as that 
described above and in any of tine control features 
are the Sane. Thus, header-engagement is ac 
conglished by reas of the lever 89 througia 
exactly the S&Sne Systein of levers and linkages. 
Also, the West ca.E.2e2 9 is closed loy the same 
mechanical consections with the ever 88, and 
opened by the Solenoid 3 in the same nanner, 
Should current failure occur. The magnetic 
Starter ES, the switch A. actuated by lever 39, 
the low and high heat timers HT and EET, and 
the red and gree, as aps have also been retained. 
ly?ost of the other attachments and control ele 
Snects have eithey been eliminated or inade to 
fu action differently and in their place have beer 
Substituted various devices which will now he 
described. 

2'cipe of feater enealoged with solvents of rela 
ié, Cal fish, poil 

The design of tie coil box at the rear of the 
tungles has bees, altered so as to include ooth 
heating and cooling coils. By reference to Fig. 
18, it will be seen that an upper coil box 2G and 
a lower coil oX 2.É take the place of the single 
coil box Sé, the two boxes being separated by a 
Wall 2 and an air flow control damper 23. 
Each box is divided into two passes by means of 
a through bafile 2 which terminates short of 
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the top of the box 200 and also short of the bot 
tom of box 20. The two passes of the upper 
box contain independently connected inner and 
outer steam coils 205 and 206, while the lower 
box contains a continuous coil 207 for a cooling 
medium occupying its two passes. Air is ad 
mitted to the heater coil box through an un 
dampered opening 208 located just above the wall 
202 and a similar opening 209 located just below 
said wall admits air to the cooling coll box. An 
opening 20 whose horizontal axis is substantial 
ly in the plane of the wall 202 provides a means 
of communication between both coil boxes and 
the interior of the tumber housing. The Swing 
ing damper 203 serves as a mixing damper whose 
function will be determined by a compressed air 
damper motor 2 ?, mounted on the coll box cas 
ing. This motor is of the bellows type and is ar 
ranged so that its lever 2, 2 is swung by an in 
crease of air pressure in a direction to shut off 
the heater from communication with the tum 
bler, the spring 23 serving to swing Said lever 
in a direction to shut of the cooler from com 
munication with the tumbler when air pressure 
to the damper motor decreases. As will be de 
scribed hereinsfter, the pressure in the damper 
motor and hence the position of the damper 
203 is controlled by the temperature of the air 
entering the tumbler. The motor lever 22 is 
connected to the damper 203 by means of a link 
24 and crank arm 2 5. Low pressure steam is 
brought from any suitable Supply line to each 
of the heater coils through a separate pressure 
controlled diaphragm valve. These valves, 26 
for the inner coil and 27 for the outer, are of 
the metal bellows type and are both direct act 
ing so that they are brought to their closed 
positions by air pressure against the reaction of 
suitable springs which tend to open the valves 
wide when air pressure is released. These valves 
may be adjusted to close at any desired pressure 
which may have the same or a different value 
for the respective heater coils, which coils have 
unvalved steam return connections 28 and 29 
leading back to the source of Supply. 
As stated above, a continuous coil 20 Occupies 

the two lower coil box passes. The Cooling me 
dium is brought to the top of the outer half of 
this coil, as by an unvalved connection 220, the 
cooling medium return being made from the 
bottom of the inner coil through a connection 
22 pressure controlled by means of a reverse act 
ing pressure controlled valve 222 which opens 
wide to pass the cooling medium when the pres 
sure in its diaphragm chamber reaches the value 
for which the valve is set, but will remain closed 
as long as less than the desired pressure obtains. 

In addition to the three diaphragm valves 26, 
27, and 222, and the damper motor 2, the 
pneumatic control system includes a diaphragm 
motor 223 which serves to open an electric 
switch F (see Fig. 21), when the pressure in the 
system rises above a predetermined value. 
The control system adapts the operation of 

the tumbler to any of the relatively low flash 
point solvents usually employed in dry cleaning, 
and to this end a master control is provided 
which may be set to maintain the temperature 
of the air entering the tumbler at a value below 
the flash point of the solvent used. A satis 
factory control for this purpose is a thermo 
statically actuated regulator or master control 
valve 224, of well known construction. Com 
pressed air is supplied to this valve through pip 
ing 225 (see Figs. 22 and 23) by means of an 
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electric motor driven air compressor 22. The 
pressure at the inlet of the valve is maintained 
at a suitable working level, say 15 lbs., by means 
of a suitable pressure reducing valve 22. 
The pressure delivered by the master control 

valve 224 is determined by the expansion or con 
traction of fluid contained in a thermostat bulb 
228 located substantially at the point where the 
air for drying enters the tumbler drum. The 
master control valve may be adjusted by suitable 
means to operate at a predetermined pressure 
so as to maintain the temperature of the air 
entering the tumbler below the flash point of the 
Solvent, for so long as the master Control valve is 
permitted to remain in control of this function. 

In operation, a rising temperature at the loca 

O 

s 

tion of the thermostat bulb will effect an increase 
of pressure to the various diaphragm valves and 
motors referred to above, these being all con 
nected by piping 225a to the delivery side of the 
master control valve. Conversely, a falling ten 
perature at the bulb location will cause a decrease 
in pressure on the delivery side of said valve. 
Referring, therefore, to the diagrammatic show 
ing of the pneumatic system (Fig. 22), it will be 
Seen that any fluctuation in the delivery pressure 
of the master control valve will be reflected in the 
movement of the diaphragm valves and motors. 
Thus, each of the inlets of the two heating coils 
is under the control of the temperature in the 
tumbler. If the valve 26 were adjusted for 4 
lbs. air pressure and valve 27 were set for 8 lbs., 
it will be understood that each valve would close 
of tight at its proper pressure so that as pressure 
built up in the system through an increase in 
temperature at the bulb, first one heating coil 
and then the other would be cut off from the 
Steam line, 

Likewise, the reverse acting diaphragm valve 
222 in the outlet of the cooling coil 207 may be 
adjusted to operate at 14 lbs. pressure and would 
Consequently remain closed as long as pressure 
less than 14 lbs. were maintained in the pneu 
matic system, but would open wide when 14 lbs. 
pressure obtained. There is shown in Fig. 22 a. 
magnetic pilot valve 22 connected in the piping 
225a between the master control valve 224 and 
the valves 26, 27, and 222 and diaphragm 
damper motor 2. This pilot valve is so ar 
ranged that when its magnet coil 228 is deener 
gized, the flow of air is through the valve from 
the master control to the diaphragm valves and 
damper motor. However, when the coil is ener 
gized, the pilot valve is shifted so that air pressure 
from the master control valve is cut off and the 
diaphragm valves and damper motor are vented 
through the pilot valve to the atmosphere. This 
release of air pressure causes the full opening of 
valves 26 and 27, and the tight closing of valve 
222. The release of pressure from the damper 
motor Swings the mixing damper in the coil box 
to the position for shutting off any air flow past 
the cooling coils. This is the position which ob 
tains at the beginning of the high heat period 
of the drying cycle, as will be explained herein 
after. Now, turning to the wiring diagram, Fig. 
21, it will be noted that it differs principally from 
Fig. 15 in that the half turn motor and the switch 
B have been Omitted and in their place have been 
Substituted the magnetic pilot valve 227, 228 and 
the air compressor motor. There is shown a fan 
motor; the magnetic starter MS; the single-pole 
double-throw Switch A operated by the header 
engaging lever 89; two electric timers LHT and 
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under control of the solenoid; the switch F1 con 
trolled by the air motor 223; two magnetic con 
tactors J, M and G, H serving as circuit changers; 
the magnetic pilot valve 227, 228; air compressor 
motor, and red and green signal lights. The 
power line is indicated by L and L2. I reaches 
the "start' Switch of MS through contacts A, 
A2, and A3 of Switch A. The momentary closing 
of the 'Start' switch completes a circuit through 
the closed "Stop' Switch through the coil 4f of 
the magnetic starter to line L2. It will be remen 
bered that the magnetic starter can be operated 
only when lever 89 controlling switch A is in 
header-disengaged position. The energizing of 
4 closes the main circuit contactors 42, 43, 
and f44, after which the circuit through coll 4 

20 

is maintained by means of a bridge member 45 
and the “Stop' switch. Closing of contactors 42 
and 43 completes circuits through the fan motor 
and compressor motor which should immediately 
go into operation, but should they not, the ther 
inal elemen&s 46, 4 act to throw out the mag 
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netic starter rain Switch. With the closing of 
the said main Switch line LA becomes alive up 
to the switch. F. If, and when, the temperature 
of the air stream entering the tumbler cylinder 
registers at the Setting of the master control 
Valve below the flash point of the solvent, then 8. 
circuit 229 continues through Switch K, which is 
closed if the vent damper solenoid 8 is de 
energized, and energizes the coil of the magnetic 
contactor J. This closes circuits from A. 
through switch contacts Mi and M2 through 
solenoid 8 and contactor coil J. Thus, the co 
tactor J is maintained in energized condition iro 
respective of the fact that the circuit through K 
has been oroken and irrespective of the subse 
quent condition of switch Ff. As noted hereira 
before, the operation of the vent damper solenoid 
shifts the bell crank 22 to permit operation of 
operating lever 8s, which then may be moved to 
header engaged position in order to start the digy. 
ing cycle. 

his operation changes switch A, causing coli 
tacts A, A2, a3d A3 to be broken and contacts 
A , A4, and A5 to be made. Thus, a circuit is 
established through line 23, the magnett and 
noto, i2 of the iow heat tinner and line 23 back 
to line L2A. Switch C in this timer is closed after 
an adjustaile St. Enber of rhinutes has elapsed. 
from the operation of Switch A. During this 
period, the tu:Yber is operating at low heat deter 
mined by the setting of the master control valve. 
Whe swich C closes, a circuit is compieted 
through Wires 232 and 236 to start the high leg 
timer in opgration. At the Sanhe time, a circuit, 
is corpleted irough wire 233, Switch Ei in nag. 
netic contactor C, E, wire 234, the coii 228 of the 
magnetic pilot waive, and the red lamp back to 
line 8A. She energizing of the piliot, Valve cuts 
off diaphragiya Velves and damper notor fion. 
the Inaster control valve and vents them to the 
atmosphere. Thus, both heating coii inlet, Valves 
are throw Wide open, the valve in the otitle of 
the cooing coil is shut tight and the mixing 
danger is noved to a position for admitting only 
heated air to the tumbler. During the high eat 
period of operation, the temperature may with 
safety be saintained at a point well above the 
flash point of the solvent. This period continues 
for the time interval for which the inner has been 
set, at the end of which the Switch D closes and 
a circuit is completed through the magnetic con 
tactor coil G by means of switch D, wire 235, and 
line f2A. Energization of coil G causes switch H 

1. 
to break the circuit through wires 233 and 234 and 
closes a circuit between the switch F and line 
L2A, through the green lamp. The lamp will not 
be illumined, however, since the switch Ff will at 
this time be open. The closing of switch. D marks 
the end of the high heat period and the beginning 
of the succeeding cooling period, the opening of 
the Switch H between contacts H2 and H3 serv 
ing to deenergize the magnetic pilot, valve 227, 
228 and, at the same time, extinguish the red 
light. The deenergization of the pilot valve 
again connects the diaphragra valves and damper 
motor with the master control valve, but as the 
temperature of the air entering the turnbler has 
been at its maximum during the preceding high 
heat period, the direct acting steam valves will 
immediately close tight and the reverse acting 
cooling medium valve will open wide. At the 
Same time, the damper motor will swing the mix 
ing damper to its extreme position for admitting 
Only cool air to the tumbler, 
At the end of the cooling period, that is, when 

the temperature of the air entering the tumbler 
reduces to the point at which the master control 
is Set, the air motor 223 will close the switch E 
and the circuit through the green lamp is coin 
pleted which then gives a visible signal that the 
cooling period has been completed and that the 
end of the drying cycle has been reached. 
When the operator now throws the ever 8 to 

header-disengaged position, the two electric 
timer's are deemergized and return to their initial 
Condition. Also the magnetic contactor G, H is 
deemergized. The magnetic pilot waive reihains 
In changed, however, since the power circuit, has 
been broken at the switch A. 
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it may be noted that the switch. 88 will very 
likely be closed during the low heat dying period, 
out the green lamp will not show since its cig. 
cuit through the magnetic contactor C, E is ii. 
complete, the coil of the contactor retaining 
in an inexcited condition throughou, Ye entire 
low heat period. 
As many possible changes night be inade it. 

the process above set forth without, departing 
froin the present invention, it is to be 3rderstood 
that all matter hereinbefore set forth or shown in 
the accompanying drawings is to be interpreted as 
illustrative and not in a limiting sense. 
We cair: 
3. The process of drying materials vici have 

previously beer treated with an initiating able sy. 
drocarbon solvent of known fiash poig, Wylic 
comprises placing the materials in 3, closed co 
tailer, conducting a stream of air at 2, Oredeter 

is 
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55 
mined temperature below the flash pois); of 23 
Solvent into the said container p3s said Ira 
terials for a predetermined period of tissae, aid. 
then Subrinitting said imaterials to the 8.3tion of c. 
Strean of air at a temperature higi.e. tags the 
said flash point, for another period of irre. 

2. The process of drying materials vihich ihave 
previously been treated with an infanzine.bie hy. 
drocargon Solvent of known ash poign, whic: 
comprises placing the materials in 3, closed cog. 
tailer, conducting a stream of air & S. predee. 
Inired temperature below the fast oil, of the 
solvent into the said containe past Seii in 8terisis 
for a predetermined period of time, Sorghitting 
said materials to the action of a streair of 2i; at 8, 
temperature higher than the said flash point o' 
another predetermined period of time, and agaia. 
submitting said materials to the 3-ction of a 
stream of air at a temperature belovy the fias. 
point of the solvent. 
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3. The method of removing without danger of 

explosion residual solvent from materials dry 
cleaned with an inflammable hydrocarbon solvent 
of known flash point, which comprises placing 
the materials in a container, treating air by 
means of heat exchanging apparatus, passing the 
treated air through said container for a period 
of time in contact with Said materials, constant 
ly evaluating the temperature of the treated air 
entering said container and constantly control 
ling the operation of the heat exchanging appara 
tus for said period of time to maintain the air 
entering the container at a predetermined tem 
perature not materially higher than the fash 
point of the solvent. 

4. The method of removing without danger 
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of explosion residual solvent from materials dry 
cleaned with an inflammable hydrocarbon solvent 
of known flash point, which comprises placing the 
materials in a container, treating air by means of 
heat exchanging apparatus, passing the treated 
air through said container for a period of time in 
contact with said materials, constantly evaluating 
the temperature of the treated air before it comes 
in contact with said materials and constantly 
controlling the Operation of the heat exchanging 
apparatus for Said period of tine to maintain the 
temperature of the air coming in contact with 
Said materials below the flash point of the 
Solvent. 
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