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4 Clairs. 

This invention relates to devices by means of 
Which an electric current may be caused to flow 
and then be discontinued after it has been flowing 
for a predetermined and certain period of time. 
An object of my invention is to provide a de 

Vice by means of which an electric circuit may 
be closed and thereafter automatically opened 
after the lapse of a predetermined and certain 
period of tine. 
Another object of my invention is to provide a, 

device by means of which an electric circuit may 
be closed manually or otherwise, and thereafter 
autoninatically opened after the lapse of a prede 
termined and certain period of time, without 
any further attention from the operator. 
Another object of my invention is to provide a, 

device of the type described, by means of which 
an electric circuit may be closed by a simple man. 
ual movement of one member, whereafter said 
circuit Will be automatically opened after the 
lapse of a predetermined and certain period of 
title and Whereby such closing and opening of 
the circuit may be repeated at will by the oper 
ator, with provision for varying at will the pre 
determined certain time for which the circuit is 
to be closed. 
My invention is applicable to many uses as 

Will be apparent, but I have designed it espe 
cially for definitely fixing the period of time 
during Which photographic paper is exposed in 
the printing of negatives or in the making of 
enlargements thereof, as set forth in my co 
peding application Serial Number 447,206 filed 
April 25, 1930, and which has eventuated in Pat 
ent No. 1,920,671, dated August 1st, 1933. 

Referring to the drawing forming a part here 
Of, 

Fig. 1 is a vertical longitudinal section of my 
device taken approximately along the line I-I 
of Fig. 2 in the direction of the arrows, 

Fig. 2 is a top plan view thereof with the cover 
renoved, 

Fig. 3 is a side view with one side of the casing 
removed, this view being a section taken along 
the line III-III of Fig. 4 in the direction of the 
arrows, 

Fig. 4 is a vertical Section taken along the line 
TV-IV of Fig. 3 in the direction of the arrows, 

Fig. 5 is a Wertical Section taken along the line 
W-V of Fig. 1 in the direction of the arrows, and 

Fig. 6 is a diagram Of the eiectrical circuit. 
My device comprises a casing 11 within Which 

is nounted an electric motor 12. East on the 
motor shaft 3 is a Worn pinion 14 which drives 
a Worm gear 15, which rotates loosely on a shaft; 
16. A clutch member 17 is loose upon the shaft 
16 So that it may slide freely longitudinally there 
of, this clutch member comprising a sleeve 18 
and a flange 19 integral therewith or suitably 
connected thereto. A pin 20 is fast in the shaft 

(CI. 200-33) 

aw late Said pin, whereby the clutchinen 
jei Inay slide longitidinally of the shaft and the 
clutch 2ember and shaft will rotate together. 
Fast on the shaft 16 is a pinion 16a mesining with 
a gear 85 on a rotatably mounted drunn. 21, 
Which is thus rotated by the rotation of the 
shaft, and fixed to Said shaft 16, as by a Screw 
22, is a sleeve neither 23 having a flange 24. A 
coiled Spring 25 is compressed between the flanges 
9 and 24 aid thus tends to hold the clutch 
eaber 7 against the face of the WOrin geai 15, 

winereby the rotation of the Worm gear will ro 
tate the citch and, consequently, the drum 21, 
unless too great a retarding effect is applied 
to tie d’ui, when the Worim gear will rotate with 
its face in fictional contact with the face of 
he clutch theiber which for the tine being does 
not, rotate. it is thus apparent that With the 
notor running tiere will be a tendency for it 
to rotate the dru in unless the ... rotation. Of the 
drum is prevented, in which event, the motor Will 
continue to rotate until its electrical circuit 
is opened. 
On the face of the drum i provide Several Se 

ries of depressions, the Spaces between said de 
pressions being different in any one series than 
in the others; for example, the Series of depres 
Sions 26 may be a greater distance apart than 
the series of depressions 27, and these may be a 
greater distance apart than the series of depres 
Sions 28, which again may be a greater distaince 
apart than the Series of depressions 29, it being 
understood that all the depressions in each Se 
ries are in line with each other along a circle 
foined on the periphery of the drum, which is 
cylindrical, and that the spaces between adjacent 
perforations in any cine series are equal. . . . . 

Upright pins 30 are fixed in an insulating block 
31 attached to the botton of the casiing, and a bar 
32 is arranged to iride vertically, and in horizOntal 
position. On these pins. Coiled compreSSion 
Springs 33 tend to hold the bar 32 in its upper 
most position agains; nuts 34 on the pins. The 
bar carries an electrical contact 35 which is thus 
in crmally resiliently maintained in its uppermost 
position. 
A hollow square-shaped frame 36 is pivotally 

mounted intermediate the ends thereof Within 
the casing on the SupportS 36tt, this frame carry 
ing a switch-operating handle 37 which projects 
through an opening in the front of the Casing 
and which carries a contact member 38 adjust 
ably held in position thereon by a set Screw 39. 
The contact member 33 co-operates with the con 
tagt member 35 to make and break an electrical 
circuit, to be described hereinafter and contact 
between the two parts of the Switch, which will 
hereinafter be designated generally by the nu 
neral 37a, by depression of the handle or button 

sleeve 18 is provided with a slot to 

65 

O 

S. 

85. 

90 

95 

OO 

IO 

15 

  



O 

15 

70. 

2 
37, whereupon the two members of the SWitch 
will be resiliently held in contact with each other 
by reason of the springs 33 pushing the contact 
35 upwardly, which contact would fall if the 
Springs were absent. 
A bar 40 having the operating handle mem 

ber 41 at the end thereof is slidable transversely 
through the supports 36a, the bar and the cor 
responding openings in the Support being non 
round to prevent rotation of the bar. Fixed to 
this bar is an arm 42 projecting rearwardly and 
forked at its ends, the forks 42d and 42b being 
One above and One below the rear side of the 
frame 36, so that tipping of the frame 36 about 
its pivot points by depressing the button 37 will 
cause the arm 42 and its forks to rise. The OWel 
fork 42b earries a lug affixed thereto which fits 
into any of the depressions on the drum and 
which is urged thereinto by the tension Springs 
'44 attached to the frame 36. The parts are so 
proportioned that as the lug 43 enters a depres 
sion in the drum as the drum rotates, the contact 
member 38 will be raised away from the contact 
member 35, whereby the switch 37a is opened, 
but this switch will be closed as long as the drun 
frotates with the lug 43 riding on the surface 
thereof without entering a depression. The 
movement of the bar 40 transversely of the device 
is for the purpose of bringing the lug 43 in 
line with any one of the series of depressions 26, 
27, 28, etc., whereby the duration of time that 
the switch 37a is closed may be controlled. 

Referring to Fig. 6, I provide a Switch plug 46 
adapted to fit into the usual Socket and Which 
is at the end of an electrical extension cord 4 
which runs into the casing. One side of this 
supply circuit is connected with the contact mem 
ber 88 and also with one side of a Switch 48, the 
other side of this switch being connected to one 
side of a switch 49, the other side of which con 
nects with the motor 12. The side of the Switch 
18 which is connected with the Switch 49 is also 
connected with One side of the means to be elec 
trically actuated, as the lamps 50, the other side 
of which connects with the other motor lead and 
with the other side of the power circuit. The 
first Intentioned motor lead connects. With the 
eOntact member 35. 

The Switches 48 and 49 are each operated man 
ually to either on or off position, while the switch 
S7a is operated to closed position by depressing 
the button 37 manually or otherwise, which 
brings the two contacts 38 and 35 together and 
at the same time withdraws the lug 43 from the 
depression in which it happens to be. The motor 
starts and thus causes rotation of the drun. 21. 
and this rotation continues until a depression 
comes under the lug 43, whereby the lug falls 
into such depression and opens the switch 37, 
thus cutting off current to the motor. The mo 
tor will, however, coast for a short period of time 
immediately after the drum 21 stops, which is 
permitted by the structure of the clutch, where 
by the worm gear may continue to rotate fric 
tionally against the clutch for a while, while the 
clutch is at rest. The arrangement of the 
switches is such that various combinations of 
operating parts are possible; for example, all the 
parts may be inoperative, the motor alone may 
revolve With the lights off, the motor and drum 
may both revolve with the lights off, the motor 
and drum may both be still with the lights On, 
the motor may revolve with the lights on while 
the drum is still, or the motor may revolve while 
the drum is turning and with the lights on. This 

1,952,349 
arrangement is very convenient, since it is some 
times desirable to turn on the lights alone, or to 
cause the motor to revolve alone, or with the 
drum, or to have all three elements function for 
various purposes of operation or testing. 

I have shown and described the preferred emi 
bodiment of my invention merely by way of ill 
lustration and not as a limitation of the inven 
tion, the Scope of Which is defined in the ap 
pended claims. 

Having described my invention, what I claim 
and desire to secure by Letters Fatent of the 
United States is 

1. In a device of the type described, a drum 
having several series of depressions therein, a 
SWitch having an operating handle, a lug fitting 
into any of said depressions, means to cause said 
lug to enter a depression when said depression 
is under said lug, and a selector for causing said 
lug to co-operate with the depressions in any one 
of Said Series. 

2. In a device of the type described a rotary 
member having series of depressions therein, a 
Switch having an operative handle, a stop mem 
ber which nay feed into any of said depressions, 
a Selector for causing said stop member to co 
operate With the depressions in any one of said 
Series of depressions, and means causing the stop 
member to enter a depression as the rotary mem 
ber revolves and when said stop and depression 
are in register whereby the Switch will be 
actuated. 

3. A device of the character described compris 
ing a rotary meinber having a series of depres 
Sions thereon, the separate series of depressions 
being characterized by being differently spaced 
circumferentially, motive means for driving the 
rotary innember, a friction clutch interposed be 
tween said notive means and rotary member 
Whereby the notive means may continuously op 
erate When the Irotary member is held against 
rotation, a Switch having a handle, a selector 
actuated by the SWitch handle, a stop pin carried 
by the selector, said pin being adapted to project 
into a depression on the rotary member to hold 
the rotary member against rotation and to permit 
the rotary member to rotate when Withdrawn 
therefronn, and as the Switch is actuated by its 
handle, and means normally holding the Stop pin 
against the face of the rotary member so that 
the stop pin will enter the next succeeding de 
pression in register therewith to simultaneously 
actuate the Switch and lock the rotaly member. 

4. A device of the character described compris 
ing a drum having a series of depressions there 
on, the separate series of depressions being char 
acterized by being differently spaced circumfer 
entially, motive means for driving the drum, a 
friction clutch interposed between said motive 
means and drum whereby the motive means may 
continuously operate when the drum is held 
against rotation, a Switch having a handle, a 
selector actuated by the switch handle, a stop 
pin carried by the selector, said pin being adapted 
to project into a depression on the drum to hold 
the drun against rotation and to permit the 
drum to rotate when withdrawn therefrom, and 
as the SWitch is actuated by its handle, and means 
normally holding the stop pin against the face of 
the drum so that the stop pin will enter the next 
succeeding depression in register therewith to 
simultaneously actuate the Switch and lock the 
drun. 

JAMES W. ANDERSON. 
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