Abstract: Light guide techniques are described. In one or more implementations, an apparatus includes a housing, a light guide supported by the housing, a light engine disposed within the housing and optically coupled to the light guide, and one or more modules disposed within the housing and implemented at least partially in hardware. The one or more modules are configured to cause the light engine to output a user interface for display using the light guide along an image plane focused at infinity.
Declarations under Rule 4.17:

— as to applicant's entitlement to apply for and be granted a patent (Rule 4.17(H))

— as to the applicant's entitlement to claim the priority of the earlier application (Rule 4.17(Hi))

Published:

— with international search report (Art. 21(3))
**Mobile Dw ice Light Guide Display**

**BACKGROUND**

[0001] Users are exposed to a wide range of display devices in their everyday lives. A user, for instance, may interact with mobile communication devices such as tablet computers and mobile phones when in a mobile setting, such as when traveling to and from work. The user may also interact with computers having traditional form factors, such as a laptop or desktop PC, at the user's work, home and so forth. The user may also watch a television, such as to play video games, watch movies and television programming, and so on.

[0002] Traditional display techniques that were employed by these devices however, could cause eye strain to users viewing the devices, especially when viewing the devices for significant amounts of time. This eye strain could therefore have an effect on a user's experience with the devices, as well as a physical effect on the user, such as to cause the user to wear glasses as a result of the strain.

**SUMMARY**

[0003] Light guide techniques are described. In one or more implementations, an apparatus includes a housing configured in a hand-held form factor, a light guide supported by the housing, a light engine disposed within the housing and optically coupled to the light guide, and one or more modules disposed within the housing and implemented at least partially in hardware. The one or more modules are configured to cause the light engine to output a user interface for display using the light guide along an image plane focused at infinity.

[0004] In one or more implementations, an apparatus includes a housing configured in a hand-held form factor, a light guide, supported by the housing, having a first side configured to be viewed by a user and a second side opposing the first side that includes one or more touch sensors, a light engine disposed within the housing and optically coupled to the light guide, and one or more modules disposed within the housing and implemented at least partially in hardware. The one or more modules are configured to cause the light engine to project a user interface for display using the light guide that is viewable via the first side and detect one or more inputs using
the one or more touch sensors located via the second side, the one or more inputs usable to initiate one or more operations.

[0005] In one or more implementations, an apparatus includes a housing, a light guide supported by the housing having a first side that is viewable by a user, a second side opposing the first side, and switchable in-coupling optics. The apparatus also includes a light engine disposed within the housing and optically coupled to the in-coupling optics of the light guide and one or more modules disposed within the housing and implemented at least partially in hardware. The one or more modules are communicatively coupled to the switchable in-coupling optics to cause a switch between a first mode in which an output of the light engine is displayed through the first side of the light guide and a second mode in which an output of the light engine passes through the second side of the light guide.

[0006] In one or more implementations, an apparatus includes a housing configured in a hand-held form factor, one or more sensors configured to detect a position and orientation of the housing in three dimensions in a physical environment of the housing, a light guide that is at least partially transparent and supported by the housing, a light engine that is optically coupled to the light guide, and one or more modules disposed within the housing and implemented at least partially in hardware. The one or more modules are configured to calculate a position and orientation of an augmentation and cause the light engine to output the augmentation for display using the light guide such that the augmentation is viewable concurrently with at least a portion of the physical environment through the light guide.

[0007] In one or more implementations, one or more images of a user are captured using one or more cameras of a handheld device that is held by a user. A location of the user's pupils is calculated in three dimensional space from the captured one or more images by the handheld device. An augmentation is displayed on a transparent display of the handheld device based on the calculated location of the user's pupils that is viewable concurrently with at least a portion of a physical surroundings of the handheld device that is viewable through the transparent display.
In one or more implementations, an apparatus includes a housing configured in a hand-held form factor, one or more cameras positioned in the housing to track one or more eyes of a user, a light guide that is at least partially transparent and supported by the housing, a light engine that is optically coupled to the light guide, and one or more modules disposed within the housing and implemented at least partially in hardware. The one or more modules are configured to calculate a position of one or more pupils of the user in three-dimensional space and cause the light engine to output an augmentation for display based on the calculated position using the light guide such that the augmentation is viewable concurrently with at least a portion of the physical environment through the light guide.

In one or more implementations, a display device of a computing device is viewed at a first distance such that a first field of view of a user interface displayed by the display device is viewable. The display device of the computing device is viewed at a second distance that is less than the first distance such that a second field of view of the user interface displayed by the display device is viewable that is greater than the first field of view.

In one or more implementations, an apparatus includes one or more modules implemented at least partially in hardware to configure a user interface and a display device communicatively coupled to the one or more modules to output the user interface to be viewable by a user within a range of distances from the display device such that closer distances within the range permit the user to have an increased field of view in comparison with distances within the range that are further away from the user.

In one or more implementations, an apparatus includes one or more modules implemented at least partially in hardware to configure a user interface and a display device communicatively coupled to the one or more modules to output the user interface to be viewable by a user such that different portions of the user interface are viewable by the user depending on an angle of tilt of the display device in relation to one or more eyes of the user.

In one or more implementations, a display device includes a housing configured to be supported by a surface, a light guide supported by the housing, a
light engine disposed within the housing and optically coupled to the light guide, and one or more modules disposed within the housing and implemented at least partially in hardware. The one or more modules are configured to cause the light engine to output a user interface for display using the light guide along an image plane focused at infinity.

[0013] This Summary is provided to introduce a selection of concepts in a simplified form that are further described below in the Detailed Description. This Summary is not intended to identify key features or essential features of the claimed subject matter, nor is it intended to be used as an aid in determining the scope of the claimed subject matter.

**BRIEF DESCRIPTION OF THE DRAWINGS**

[0014] The detailed description is described with reference to the accompanying figures. In the figures, the left-most digit(s) of a reference number identifies the figure in which the reference number first appears. The use of the same reference numbers in different instances in the description and the figures may indicate similar or identical items.

[0015] FIG. 1 is an illustration of an environment in an example implementation that is operable to employ light guide techniques as described herein.

[0016] FIG. 2 depicts an example of a display device of FIG. 1 as including a light guide illustrated in a front view.

[0017] FIG. 3 depicts an example of the light guide of FIG. 2 which is shown in greater detail using a side view.

[0018] FIG. 4 depicts an example implementation of the light guide and light engine of the display device of FIG. 3 in which layers of the light guide are shown.

[0019] FIG. 5 depicts an example implementation showing the computing device of FIG. 1 as outputting a user interface and supporting gestures detected via a back side of the display device.

[0020] FIG. 6 depicts an example implementation of the display device of the computing device of FIG. 1 that shows differences in field of view based on corresponding differences in distance between the display device and a user.
FIGS. 7 and 8 illustrate example side views of first and second stages shown in FIG. 6, respectively.

FIG. 9 depicts an example implementation showing a display device of FIG. 1 as being configured to rest on a surface horizontally.

FIG. 10 is a flow diagram depicting a procedure in an example implementation in which captured images are used to locate a user's pupils for display of an augmentation.

FIG. 11 is a flow diagram depicting a procedure in an example implementation in which a display device is viewed at different distances such that a field of view is expanded the closer the distance between the user and the device.

FIG. 12 illustrates an example system including various components of an example device that can be implemented as any type of computing device as described with reference to FIGS. 1-11 to implement embodiments of the techniques described herein.

**DETAILED DESCRIPTION**

**Overview**

Traditional techniques employed by display devices involved a display that is focused at an image plane that coincides with a surface of the device. Therefore, these traditional techniques could cause eyestrain to users that viewed the devices, which could physically affect the user as well as affect the user's experience with the devices.

Light guide techniques are described herein. In one or more implementations, a light guide is configured for use as a display device. The light guide, for instance, may be incorporated as part of a device having a handheld form factor, such as a tablet computer, mobile phone, portable gaming device, and so forth. The light guide may also be incorporated as part of a variety of other devices, such as a television, as part of a monitor for a desktop or laptop computer, and so forth.

The light guide may be configured to provide a display along an image plane focused at infinity. Thus, the light guide may be viewed by a user with minimal or no contraction of eye muscles, such as may be observed by a user when viewing the
horizon or other far away object. In this way, users that traditionally utilized
glasses to view a display device (e.g., suffered from presbyopia) may in some
instances view the light guide without the glasses.

A variety of functionality may be enabled by leveraging use of the light
guide. For example, the light guide may be configured to support transparency
such that physical surroundings of the light guide are viewable through the light
guide. This may be utilized to support a variety of different scenarios, such as
augmented reality in which an augmentation is displayed and the physical
environment is viewable through the display. In another example, the light guide
may support a field of view that increases as a distance between a user's eyes and
the light guide decreases. In this way, a user may bring a device (e.g., a mobile
phone) that employs the light guide closer to see more of a user interface output by
the device. In addition, since the image plane may appear 'behind' the screen of
the actual device, the device may support gestures involving movement of the
device itself, such as to pan images by simply tilting the device. Thus, the
functionality supported by the increased field of view and the panning of the image
may be particularly useful for a mobile device where the size of the display device
is limited and content exceeds the available screen real estate. A variety of other
examples are also contemplated, such as to employ touch sensors, use of eye
tracking hardware, use of a controllable rear layer of the device that is capable of
varying the opacity from clear to dark/opaque (e.g., to improve contrast), and so on,
further discussion of which may be found in relation to the following figures.

In the following discussion, an example environment is first described that
may employ the light guide techniques described herein. Example procedures are
then described which may be performed in the example environment as well as
other environments. Consequently, performance of the example procedures is not
limited to the example environment and the example environment is not limited to
performance of the example procedures.

**Example Environment**

FIG. 1 is an illustration of an environment 100 in an example
implementation that is operable to employ light guide techniques as described
herein. The illustrated environment 100 includes a computing device 102, which may be configured in a variety of ways. For example, the computing device 102 is illustrated as employing a housing 104 that is configured in a handheld form factor to be held by one or more hands 106, 108 of a user as illustrated. The handheld form factor, for instance, may include a tablet computer, a mobile phone, portable game device, and so forth. However, a wide variety of other form factors are also contemplated, such as computer and television form factors as described in relation to FIG. 12.

[0032] Accordingly, the computing device 102 may range from full resource devices with substantial memory and processor resources (e.g., personal computers, game consoles) to low-resource devices with limited memory and/or processing resources (e.g., traditional televisions, net books). Additionally, although a single computing device 102 is shown, the computing device 102 may be representative of a plurality of different devices, such as a user-wearable helmet or glasses and game console, a remote control having a display and set-top box combination, and so on.

[0033] The computing device 102 is further illustrated as including a display device 110 that is at least partially transparent in this example. The transparency of the display device 110 is illustrated as allowing at least a portion of the physical surroundings 112 of the computing device 102 to be viewed through the device. In the illustrated example, the physical surroundings 112 that are viewable through the display device 110 include trees and part of a finger of the user's hand 106 that is being used to hold the computing device 102. A car 114 is also illustrated as being displayed by the display device 110 such that at least a portion of the user interface and the physical surroundings 112 are viewable using the display device 110. This may be used to support a variety of different functionality, such as augmented reality as further described below.

[0034] The computing device 102 also includes an input/output module 116 in this example. The input/output module 116 is representative of functionality relating to detection and processing of inputs and outputs of the computing device 102. For example, the input/output module 116 may be configured to receive inputs from a
keyboard, mouse, to recognize gestures and cause operations to be performed that correspond to the gestures, and so on. The inputs may be identified by the input/output module 116 in a variety of different ways.

For example, the input/output module 116 may be configured to recognize an input received via touchscreen functionality of a display device 110, such as a finger of a user's hand 108 as proximal to the display device 110 of the computing device 102, from a stylus, and so on. The input may take a variety of different forms, such as to recognize movement of the finger of the user's hand 108 across the display device 110, such as a tap on the car 114 in the user interface as illustrated by a finger of the user's hand 108, drawing of a line, and so on. The user's hand and/or finger can either be touching the device or hovering above the device and these could be detected as separate gestures. Other examples of input include tracking pupils and blinks of the user's eyes, gestures involving movement of the device itself (e.g., tilting or shaking the device), and so on.

In implementations, these inputs may be recognized as gestures that are configured to initiate one or more operations of the computing device 102 or other device, such as to navigate through a user interface, select and/or move objects displayed in the user interface, and so on. Although the gesture is illustrated as being input through a front of the display device 110, the computing device 102 may also include touch sensors located on the back of the display device 110 to recognize gestures, further discussion of which may be found beginning in relation to FIGS. 4 and 5.

The input/output module 116 is also illustrated as including an augmented reality module 118. The augmented reality module 118 is representative of functionality of the computing device 102 to augment a view of the physical surroundings 112 (e.g., the "real world") of the computing device 102 using the display device 110. In the illustrated example, for instance, the computing device 102 is illustrated as being physically positioned in surroundings that include three trees and fingers of the user's hand 106.

The augmented reality module 118 is configured to output an augmentation (e.g., the car 114) to be viewed in conjunction with the physical surroundings 112.
To generate this view and know "where" to place to augmentation, the augmented reality module 118 may leverage a variety of techniques to determine an orientation and/or position of the computing device 102 in relation to the physical surroundings 112 of the device. For example, the augmented reality module 118 may leverage a camera 120 to capture images of the physical surroundings 112. The augmented reality module 118 may then process the images to locate one or more markers to determine how the computing device 102 is positioned, oriented, moved, and so on. [0039] These markers may take a variety of forms. For instance, the augmented reality module 118 may set one or more view points in the physical surroundings 112 as markers and thus serve as a basis to determine orientation and/or positioning, such as where the trunks of the trees meet the ground. In another instance, the augmented reality module 118 may leverage a view of one or more augmented reality (AR) tags that are physically positioned within the surrounding environment of the computing device 102. Thus, the items in the physical surroundings 112 may act as a basis to determine where the computing device 102 is located as well as how the computing device 102 is oriented.

[0040] In another example, the camera 120 may be configured to capture one or more images of a user of the computing device 102. For example, a lens of the camera 120 is illustrated in FIG. 1 as a circle disposed to the right of the display device 110 in the housing 104 as pointed toward a face of a user of the computing device 102. Images captured by the camera 120 may then be used to determine a three dimensional location of pupils of the user. In one or more implementations, the location of the pupils is calculated without calculating a vector that describes "where the eye is pointing," thereby conserving resources of the computing device 102. Other examples are also contemplated in which such a vector is calculated. In this way, the augmented reality module 118 may determine how to output the augmentation (e.g., the car 114) for display by the display device 110.

[0041] The augmented reality module 118 may also leverage one or more sensors 122 to determine a position and/or orientation of the computing device 102, and more particularly a position and/or orientation of the display device 110. For example, the sensors 122 may be configured as an inertial measurement unit
(IMU), which may include a gyroscope, one or more accelerometers, a magnetometer, and so on including any combination thereof. These units may be used to generate a basis with which to determine an orientation and position of the computing device 102 in relation to its physical surroundings 112.

[0042] Through one or more of these examples, the augmented reality module 118 may capture a view of the "reality" that is to be augmented. The augmentation may then be computed to be displayed at a size, orientation, and location using the display device 110. The augmentation may be configured in a variety of ways, such as for two-dimensional output, three-dimensional output, and so on. For instance, the augmented reality module 118 and the display device 110 may leverage stereoscopic techniques to give a perception of depth to the augmentation, such as through auto-stereoscopy in which optics are used by the display device 110 to split an image directionally to the user's eyes. A variety of other techniques are also contemplated without departing from the spirit and scope thereof. Further, it should be readily apparent that augmentations generated by the augmented reality module 118 may assume a variety of other forms, such as objects as part of a game and other changes to a view of the physical surroundings 112 of a computing device 102 through display as part of a user interface that is viewable through the display device 110.

[0043] The display device 110 may be configured in a variety of ways to support the techniques described herein, such as through configuration as a light guide that provide an output utilizes a focal plane focused at infinity. An example of such a light guide is described beginning in relation to the following figure.

[0044] FIG. 2 depicts an example 200 of the display device 110 of FIG. 1 configured as including a light guide illustrated in a front view. The example 200 includes a light guide 202 and a light engine 204 that form the display device 110. The light guide 202 may be configured in a variety of ways, such as a piece of glass, plastic, or other optically transmittable material that serves to display an output of the light engine 204.

[0045] The light engine 204 may be configured in a variety of ways, such as a pico projector or other image output device. Examples of a light engine 204 include
laser driven LCOS or LED driven scanning, an LCOS display, e.g., including RGB LEDs, and so on. The light engine 204 is optically coupled to the light guide 202 such that an output of the light engine 204 is displayed by the light guide 202 for viewing by one or more users. The light engine 204 may be optically coupled to the light guide 202 in a variety of ways, an example of which may be found in relation to the following figure.

[0046] FIG. 3 depicts an example 300 of the light guide 202 of FIG. 2 which is shown in greater detail using a side view. The light guide 202 in this example is illustrated as including in-coupling optics 302 and out-coupling optics 304. The in-coupling optics 302 are configured to optically couple the light engine 204 to the light guide 202. The in-coupling optics 302 may be configured in a variety of ways, such as surface relief gratings, switchable Bragg gratings, volume holograph gratings, reflective and partially reflective surfaces, free form optical elements, wedge optics, and so forth.

[0047] In the illustrated example, the in-coupling optics 302 are configured to bend light output by the light engine 204 approximately ninety degrees for transmission to the out-coupling optics 304. Thus, the in-coupling optics 302 in this example may utilize one or more techniques to "turn light" for transmission to the out-coupling optics as described above.

[0048] Further, the in-coupling and out-coupling optics 302, 304 may be utilized as pupil expanders to expand an output from the light engine 204. The in-coupling optics 302, for instance, may be configured to expand an output of the light engine 204 horizontally. The out-coupling optics 304 may then receive this horizontally expanded output and further expand it in a vertical direction for output to the eye 306, e.g., an eye of the user of the computing device 102, such as by again utilizing one or more techniques to "turn light".

[0049] Therefore, the light engine 204 may be configured as a laser driven LCOS or LED driven scanning or LCOS display, may include RGB LEDs or lasers having a bandwidth less than the range of five to ten nanometers to allow for efficient diffraction (if one of the diffractive techniques is used to couple light in and/out; in other cases the bandwidth of the LEDs is not so constrained), and so forth. The
light engine 204 is optically coupled to the in-coupling optics 302 of the light guide 202 utilizing one or more techniques to "turn light" as previously described. Light is then transmitted along the light guide 202 through the in-coupling optics 302 using total internal reflection (TIR) to a horizontal expansion grating. This grating serves to expand the "exit pupil" horizontally and in addition turns the light ninety degrees so it is propagating upwards in the example 300 as shown by the arrows. The light then encounters the out-coupling optics 304 which expands the "exit pupil" vertically and again turns the light as shown by the arrows so it is coupled out of the light guide 202 and towards an eye 306 of the user to view an image, e.g., a part of a user interface.

[0050] In one or more implementations, the in-coupling optics 302 may be switchable to support different display modes. For example, the in-coupling optics 302 may be "switched on" in a first mode (e.g., using a switchable Bragg grating) to cause the output of the light engine to be "turned" and transmitted to the out-coupling optics 304 for display to the eye 306 of the user as described above.

[0051] The in-coupling optics 304 may also be "switched off" to support a second mode in which the display device 110 is to act as a projector, such as to project an output of the light engine 204 "out the back" of the housing 104 of the computing device 102 of FIG. 1. In this example, the in-coupling optics 304 are switched off such that the light from the light engine 204 is not bent to couple to the out-coupling optics 304.

[0052] Rather, the light from the light engine 204 passes through the in-coupling optics 302 without bending in this example to serve as a projector. The computing device 102, for instance, may include a lens and light valve 308 supported by the housing 104 of FIG. 1 to use the output of the light engine 204 as a projector, e.g., to project the output onto a surface that is external to the computing device 102 such as a tabletop, wall, and so forth. In this way, the display device 110 may be used in a variety of modes to support different display techniques for use by the computing device 102.

[0053] FIG. 4 depicts an example implementation of the light guide 202 and light engine 204 of the display device 110 in which layers of the light guide 202 are
shown. The light guide 202 includes an optically transparent material 402 and diffraction grading matrix 404 that are usable to implement out-coupling optics 304 as described above in relation to FIG. 3.

[0054] The light guide 202 also includes a layer 406 to implement touch sensors across a front surface of the display device 110. The layer 406, for instance, may be configured as a grid formed using indium tin oxide (ITO) to detect X, Y coordinates of a contact, such as one or more fingers of the user's hand 108 as shown in relation to FIG. 1. Thus, this layer 406 may be used to provide inputs to the input-output module 116 which may be used to recognize one or more gestures to initiate one or more operations of the computing device 102, e.g., navigate through a user interface, launch an application, interact with a display object, and so forth.

[0055] The light guide 202 may also include a layer 408 disposed on the back of the light guide 202 to implement touch sensors. The light guide 202, for instance, may be configured to support viewing at a distance from the user's eye such that it is inconvenient for a user to interact with a front surface of the light guide, e.g., the layer 406 that supports the touch sensors on the front of the display device 110. Accordingly, the layer 408 disposed on the rear of the device may also be configured to recognize gestures, further discussion of which may be found beginning in relation to FIG. 5.

[0056] The light guide 202 is also illustrated as including an electro-chromic layer 410 that is separated from the diffraction grading matrix 404 by an air gap 412 or lower optical index material. The electro-chromic layer 410 is operable to alternate between transparent and non-transparent states. This may be used for a variety of purposes, such as to control which part of a physical surroundings 112 of the computing device 102 are viewable through the display device 110, improve contrast for portions of a user interface displayed by the display device 110, and so on, further discussion of which may be found in relation to the following figure.

[0057] FIG. 5 depicts an example implementation 500 showing the computing device 102 of FIG. 1 as outputting a user interface and supporting gestures detected via a back side of the display device. In this example, the display device 110
outputs a user interface configured as a start screen for the computing device 102. The start screen includes a plurality of tiles that are selectable to launch respective applications, and may also be configured to output notifications regarding the applications. An example of notifications is illustrated using the weather tile that includes a notification regarding temperature and current weather conditions in Redmond.

[0058] As described in FIG. 4, the display device 110 may be configured to detect inputs (e.g., gestures) using the front of the device that is oriented towards a user as well as a rear of the device that is oriented away from the user, e.g., is positioned on an opposing side from the front of the device. A user, for instance, may make a gesture using one or more fingers of the user's hand 106. A variety of different gestures may be made, such as to select a tile displayed by the display device, navigate through a user interface using a pan gesture, a zoom gesture, and so on. In this way, portions of the user's hand 106 that are positioned at the back of the computing device 102 may still be used to provide inputs.

[0059] Further, as also described in relation to FIG. 4, the display device 110 may be configured to be optically transparent, yet also include a layer (e.g., the electrochromic layer 410) to control which portions of the display device 110 are made transparent. This may be used, for instance, to improve contrast of portions of the display device that are used to display the user interface. An example of this may include the portions that are used to display the tiles and text (e.g., "start") in the illustrated example, which may be used to support the color black in the user interface.

[0060] These techniques may also be configured to support selectable opacity, such as to control an amount of the physical surroundings that are viewable through the display device 110. This may be used to provide a variety of functionality. For example, portions of the display device 110 may be made partially transparent to allow a portion of a user's hand 106 to be viewed through the display device. In this way, a user may readily view "where" the user's finger is positioned, which may aide user interaction including use of gestures that are detected via touchscreen functionality disposed on the rear of the display device 110.
Additionally, this technique may be combined with how the user interface itself is displayed as illustrated. In the example implementation 500, portions of the finger of the user's hand 106 that are disposed proximal to the back of the display device 110 are made transparent such that a user may view the finger of the user's hand. This includes portions of the user interface such that the finger of the user's hand 106 appears to be displayed in conjunction with the tile, such that the user may readily determine which tile is currently selectable at the current position of the finger. Portions of the tile in the user interface that do not coincide with the contact are not made transparent (e.g., through display of the user interface and/or use of the electro-chromic layer 410) in this example. In this way, interaction with the back of the display device 110 may be aided. A variety of other examples are also contemplated, such as display in the user interface of indicia that correspond to points that are contacted by the finger of the user's hand 106 on the back of the display device 110. It is also noted that this per-region opacity control may significantly enhance the appearance of augmentations that are displayed by the display device while allowing transparency between the augmentations so the physical surroundings (e.g., the "real world") can be viewed clearly concurrently with the augmentations. Note also that the entire display can be made opaque which may be used to aid in experiences that do not involve a view of the real world, e.g., such as to watch a movie.

FIG. 6 depicts an example implementation 600 of the display device 110 of the computing device 102 that shows differences in field of view based on corresponding differences in distance between the display device 110 and a user. The example implementation 600 is illustrated using first and second stages 602, 604. At the first stage 602, the computing device 102 is illustrated as being positioned at a first distance away from the user, such as when being held at arm's length, e.g., approximately thirty inches.

As previously described, the computing device 102 may include a display device 110 that incorporates the light guide 202 of FIG. 2. The light guide 202 may be configured to provide an output through the out-coupling optics 304 of FIG. 3 along an image plane focused at infinity for viewing by a user. The out-coupling
optics 304, for instance, may provide an output of parallel light that a user may view similar to looking at a faraway object, such as the horizon. Because of this, the display device 110 may be viewed from a wide range of distances, including distances that are even less than an inch from the user's eye 306 up to a point at which the display device 110 itself is not viewable.

[0064] Use of the light guide as part of the computing device 102 may also support techniques relating to field of view. At the first stage, for instance, a user interface is illustrated as being display by the display device 110. The user interface in this example includes a headline "Redmond News" along with two columns, which are illustrated as "Sports" and "Weather." As previously described, the first stage 602 shows the computing device 102, and therefore the display device 110 of the computing device 102, as positioned at approximately an arm's length from the eyes of the user holding the device.

[0065] The user in this example may then desire to view more of the user interface, such as to view a larger amount content included in the user interface. In this example, through configuration of the display device 110 to include the light guide, the user may simply physically move the computing device 102 closer as shown in the second stage 604. By moving the display device 110 closer, the field of view viewable by the user from the display device 110 increases.

[0066] This is illustrated in the second stage 604 through viewing through the display device of the same user interface displayed in the first stage 602. However, additional columns of the user interface are viewable as positioned in the second stage 604, such as the "Business" and "Local" columns as well as additional content in the columns. Thus, the field of view increases as the display device 110 is moved closer to the user's eye.

[0067] Further this increase is passive in that the size or resolution is not changed by the computing device 102 itself, e.g., due to inputs received from a user to increase the size or resolution, use of one or more sensors, and so on. In this way, objects displayed by the display device 110 remain in focus regardless of how close the user's eye is positioned to the display. This may therefore be used by a user to adjust an amount that is viewed on the screen, such as to read a newspaper, browse
the web or consume short video content by changing a distance between the user and the display. For example, using a 3.5" screen as an example, if the display device 110 produces a 45 degree field of view, holding the display device 110 one inch from the eye would yield an image equivalent to a 105" diagonal display device at an arm's length of 30". Further discussion of the field of view techniques may be found in relation to the following figure.

[0068] FIGS. 7 and 8 illustrate example side views of the first and second stages 602, 604 shown in FIG. 6, respectively. At the first stage 602, the user's field of view is illustrated using dashed lines to show a portion of a user interface 702 that is viewable through the display device 110. At the second stage shown in FIG. 8, the user's eye is positioned closer to the display device 110, which enables the user to view a larger portion of the user interface 702 as shown by the dashed lines. Thus, the display device 110 may support these different fields of view by outputting the user interface at an image plane that is focused at infinity, e.g., through output of parallel light by the light guide 202 of FIG. 2.

[0069] This functionality may be likened to viewing a billboard through a hole in a fence. As the user moves closer to the hole in the fence, not only is the type size of the billboard increased (e.g., a user is able to view smaller text as shown in FIG. 6), but the amount of the billboard that is viewable also increases. Thus, the display device 110 may passively enable a user to alter a field of view viewable to the user based on a range of distances between the user's eye and the display device 110. For instance, the range may be defined based on ability of a user to view an entirety of the display device 110.

[0070] The field of view, for instance, may increase as a user nears the display device 110 until a user is so close that outer portions of the display device are no longer viewable in the periphery of the user's vision. Although altering the field of view based on distance was described in relation to a mobile device such that a user could move the device itself, these techniques may also be employed in situations in which the user moves and the device is configured to remain at a constant position, an example of which may be found in relation to the following figure.
Another scenario may be supported by these techniques to expand user interaction. For example, a user may view the computing device 102 at arm's length, similar to viewing the billboard in the previous example. However, instead of bringing the device closer to the user's eyes, the user may move the device (e.g., tilt the device at different angles relative to a plane that is perpendicular to axis between the display device and a user's eye) to view different areas of the billboard that would not be visible in the original position. This would, for example, allow a user to sit comfortably and read different portions of a newspaper at arm's length by tilting the device. It is useful to contrast the new device experience with currently available technology. When trying to read a newspaper on a handheld device such as one of today's cellphones, a user would be forced to continually scroll using touch or other gestures to navigate through the content. With the techniques described herein, however, tilting the device to see different portions of the user interface may be supported passively by the display device like the field of view example above.

FIG. 9 depicts an example implementation 900 showing the display device 110 of FIG. 1 as being configured to rest on a surface horizontally. The display device 110 in this example is illustrated as incorporated within a housing 902 that is configured to rest on a surface, such as a desktop, table top, and so forth for use in a computer configuration as further described in relation to FIG. 12. The display device 110 incorporates a light guide 202 and light engine 204 of FIG. 2 and as such, may display a user interface using the light guide along an image plane focused at infinity.

In the illustrated example, the display device 110 is illustrated as supporting transparency and configured within the housing 902 such that the physical surroundings are viewable through the display device 110, such as a portion of a desktop computing device as illustrated. Other implementations are also contemplated, such as implementations in which the physical surroundings are not viewable through the display device 110, are viewable in a controllable manner as described in relation to FIG. 4, and so on. Other implementations of the display device 110 within the housing are also contemplated, such as a television
implementation in which the housing is configured to be mounted to a vertical surface, an example of which is further described in relation to FIG. 12.

**Example Procedures**

[0074] The following discussion describes light guide techniques that may be implemented utilizing the previously described systems and devices. Aspects of each of the procedures may be implemented in hardware, firmware, or software, or a combination thereof. The procedures are shown as a set of blocks that specify operations performed by one or more devices and are not necessarily limited to the orders shown for performing the operations by the respective blocks. In portions of the following discussion, reference will be made to the environment and example systems of FIGS. 1-9.

[0075] FIG. 10 depicts a procedure 1000 in an example implementation in which captured images are used to locate a user's pupils for display of an augmentation. One or more images of a user are captured using one or more cameras of a handheld device that is held by a user (block 1002). A user, for instance, may have images captured by a forward-facing camera of a mobile communications device, e.g., a mobile phone, tablet computer, and so on.

[0076] A location of a user's pupils is calculated in three dimensional space from the captured one or more images by the handheld device (block 1004). The augmented reality module 118, for instance, may examine the images to determine the location.

[0077] An augmentation is displayed on a transparent display of the handheld device based on the calculated location of the user's pupils that is viewable concurrently with at least a portion of a physical surroundings of the handheld device that is viewable through the transparent display (block 1006). As shown in FIG. 1, for instance, the augmentation may be configured as a car 114 that is viewable concurrently with a portion of the physical surroundings 112 that are viewable through the display device 110, which in this instance are trees and part of a finger of a user's hand 106. Other examples are also contemplated, e.g., the camera may rest on a surface that is not held by a user, such as part of a computer
monitor, part of a stand-alone camera that is communicatively coupled to a game console, and so forth.

FIG. 11 depicts a procedure 1100 in an example implementation in which a display device is viewed at different distances such that a field of view is expanded the closer the distance between the user and the device. A display device of a computing device is viewed at a first distance such that a first field of view of a user interface displayed by the display device is viewable (block 1102). The computing device 102, for instance, may be supported by a surface, e.g., mounted to a wall like a television, rested on a desk to tabletop such as a computer monitor. In another example, the computing device 102 may assume a handheld configuration and be held at approximately arm's length. An example of this is illustrated in the first stage 602 of FIGS. 6 and 7.

The display device of the computing device is viewed at a second distance that is less than the first distance such that a second field of view of the user interface displayed by the display device is viewable that is greater than the first field of view (block 1104). A user, for instance, may bring the computing device 102 that is being held closer to the user's eyes. In another instance, a user may move toward the computing device 102 to lessen the distance. Because the user interface is displayed at an image plane focused at infinity, the field of view may increase as shown in the second stage 604 of FIGS. 6 and 8.

**Example System and Device**

FIG. 12 illustrates an example system generally at 1200 that includes an example computing device 1202 that is representative of one or more computing systems and/or devices that may implement the various techniques described herein. The computing device 1202 may be, for example, a server of a service provider, a device associated with a client (e.g., a client device), an on-chip system, and/or any other suitable computing device or computing system. Further, the computing device 1202 includes a display device 110 as previously described, which may incorporate a light guide 202 and light engine 204 as further detailed in relation to FIG. 2.
[0081] The example computing device 1202 as illustrated includes a processing system 1204, one or more computer-readable media 1206, and one or more I/O interface 1208 that are communicatively coupled, one to another. Although not shown, the computing device 1202 may further include a system bus or other data and command transfer system that couples the various components, one to another. A system bus can include any one or combination of different bus structures, such as a memory bus or memory controller, a peripheral bus, a universal serial bus, and/or a processor or local bus that utilizes any of a variety of bus architectures. A variety of other examples are also contemplated, such as control and data lines.

[0082] The processing system 1204 is representative of functionality to perform one or more operations using hardware. Accordingly, the processing system 1204 is illustrated as including hardware element 1210 that may be configured as processors, functional blocks, and so forth. This may include implementation in hardware as an application specific integrated circuit or other logic device formed using one or more semiconductors. The hardware elements 1210 are not limited by the materials from which they are formed or the processing mechanisms employed therein. For example, processors may be comprised of semiconductor(s) and/or transistors (e.g., electronic integrated circuits (ICs)). In such a context, processor-executable instructions may be electronically-executable instructions.

[0083] The computer-readable storage media 1206 is illustrated as including memory/storage 1212. The memory/storage 1212 represents memory/storage capacity associated with one or more computer-readable media. The memory/storage component 1212 may include volatile media (such as random access memory (RAM)) and/or nonvolatile media (such as read only memory (ROM), Flash memory, optical disks, magnetic disks, and so forth). The memory/storage component 1212 may include fixed media (e.g., RAM, ROM, a fixed hard drive, and so on) as well as removable media (e.g., Flash memory, a removable hard drive, an optical disc, and so forth). The computer-readable media 1206 may be configured in a variety of other ways as further described below.

[0084] Input/output interface(s) 1208 are representative of functionality to allow a user to enter commands and information to computing device 1202, and also allow
information to be presented to the user and/or other components or devices using various input/output devices. Examples of input devices include a keyboard, a cursor control device (e.g., a mouse), a microphone, a scanner, touch functionality (e.g., capacitive or other sensors that are configured to detect physical touch), a camera (e.g., which may employ visible or non-visible wavelengths such as infrared frequencies to recognize movement as gestures that do not involve touch), and so forth. Examples of output devices include a display device (e.g., a monitor or projector), speakers, a printer, a network card, tactile-response device, and so forth. Thus, the computing device 1202 may be configured in a variety of ways as further described below to support user interaction.

[0085] Various techniques may be described herein in the general context of software, hardware elements, or program modules. Generally, such modules include routines, programs, objects, elements, components, data structures, and so forth that perform particular tasks or implement particular abstract data types. The terms "module," "functionality," and "component" as used herein generally represent software, firmware, hardware, or a combination thereof. The features of the techniques described herein are platform-independent, meaning that the techniques may be implemented on a variety of commercial computing platforms having a variety of processors.

[0086] An implementation of the described modules and techniques may be stored on or transmitted across some form of computer-readable media. The computer-readable media may include a variety of media that may be accessed by the computing device 1202. By way of example, and not limitation, computer-readable media may include "computer-readable storage media" and "computer-readable signal media."

[0087] "Computer-readable storage media" may refer to media and/or devices that enable persistent and/or non-transitory storage of information in contrast to mere signal transmission, carrier waves, or signals per se. Thus, computer-readable storage media refers to non-signal bearing media. The computer-readable storage media includes hardware such as volatile and non-volatile, removable and non-removable media and/or storage devices implemented in a method or technology
suitable for storage of information such as computer readable instructions, data structures, program modules, logic elements/circuits, or other data. Examples of computer-readable storage media may include, but are not limited to, RAM, ROM, EEPROM, flash memory or other memory technology, CD-ROM, digital versatile disks (DVD) or other optical storage, hard disks, magnetic cassettes, magnetic tape, magnetic disk storage or other magnetic storage devices, or other storage device, tangible media, or article of manufacture suitable to store the desired information and which may be accessed by a computer.

"Computer-readable signal media" may refer to a signal-bearing medium that is configured to transmit instructions to the hardware of the computing device 1202, such as via a network. Signal media typically may embody computer readable instructions, data structures, program modules, or other data in a modulated data signal, such as carrier waves, data signals, or other transport mechanism. Signal media also include any information delivery media. The term "modulated data signal" means a signal that has one or more of its characteristics set or changed in such a manner as to encode information in the signal. By way of example, and not limitation, communication media include wired media such as a wired network or direct-wired connection, and wireless media such as acoustic, RF, infrared, and other wireless media.

As previously described, hardware elements 1210 and computer-readable media 1206 are representative of modules, programmable device logic and/or fixed device logic implemented in a hardware form that may be employed in some embodiments to implement at least some aspects of the techniques described herein, such as to perform one or more instructions. Hardware may include components of an integrated circuit or on-chip system, an application-specific integrated circuit (ASIC), a field-programmable gate array (FPGA), a complex programmable logic device (CPLD), and other implementations in silicon or other hardware. In this context, hardware may operate as a processing device that performs program tasks defined by instructions and/or logic embodied by the hardware as well as a hardware utilized to store instructions for execution, e.g., the computer-readable storage media described previously.
Combinations of the foregoing may also be employed to implement various techniques described herein. Accordingly, software, hardware, or executable modules may be implemented as one or more instructions and/or logic embodied on some form of computer-readable storage media and/or by one or more hardware elements 1210. The computing device 1202 may be configured to implement particular instructions and/or functions corresponding to the software and/or hardware modules. Accordingly, implementation of a module that is executable by the computing device 1202 as software may be achieved at least partially in hardware, e.g., through use of computer-readable storage media and/or hardware elements 1210 of the processing system 1204. The instructions and/or functions may be executable/operable by one or more articles of manufacture (for example, one or more computing devices 1202 and/or processing systems 1204) to implement techniques, modules, and examples described herein.

As further illustrated in FIG. 12, the example system 1200 enables ubiquitous environments for a seamless user experience when running applications on a personal computer (PC), a television device, and/or a mobile device. Services and applications run substantially similar in all three environments for a common user experience when transitioning from one device to the next while utilizing an application, playing a video game, watching a video, and so on.

In the example system 1200, multiple devices are interconnected through a central computing device. The central computing device may be local to the multiple devices or may be located remotely from the multiple devices. In one embodiment, the central computing device may be a cloud of one or more server computers that are connected to the multiple devices through a network, the Internet, or other data communication link.

In one embodiment, this interconnection architecture enables functionality to be delivered across multiple devices to provide a common and seamless experience to a user of the multiple devices. Each of the multiple devices may have different physical requirements and capabilities, and the central computing device uses a platform to enable the delivery of an experience to the device that is both tailored to the device and yet common to all devices. In one embodiment, a class of target
devices is created and experiences are tailored to the generic class of devices. A class of devices may be defined by physical features, types of usage, or other common characteristics of the devices.

[0094] In various implementations, the computing device 1202 may assume a variety of different configurations, such as for computer 1214, mobile 1216, and television 1218 uses. Each of these configurations includes devices that may have generally different constructs and capabilities, and thus the computing device 1202 may be configured according to one or more of the different device classes and accordingly the display device 110 may also be configured to accommodate these different configurations. For instance, the computing device 1202 may be implemented as the computer 1214 class of a device that includes a personal computer, desktop computer, a multi-screen computer, laptop computer, netbook, and so on.

[0095] The computing device 1202 may also be implemented as the mobile 1216 class of device that includes mobile devices, such as a mobile phone, portable music player, portable gaming device, a tablet computer, a multi-screen computer, and so on. The computing device 1202 may also be implemented as the television 1218 class of device that includes devices having or connected to generally larger screens in casual viewing environments. These devices include televisions, set-top boxes, gaming consoles, and so on.

[0096] The techniques described herein may be supported by these various configurations of the computing device 1202 and are not limited to the specific examples of the techniques described herein. This functionality may also be implemented all or in part through use of a distributed system, such as over a "cloud" 1220 via a platform 1222 as described below.

[0097] The cloud 1220 includes and/or is representative of a platform 1222 for resources 1224. The platform 1222 abstracts underlying functionality of hardware (e.g., servers) and software resources of the cloud 1220. The resources 1224 may include applications and/or data that can be utilized while computer processing is executed on servers that are remote from the computing device 1202. Resources
1224 can also include services provided over the Internet and/or through a subscriber network, such as a cellular or Wi-Fi network.

[0098] The platform 1222 may abstract resources and functions to connect the computing device 1202 with other computing devices. The platform 1222 may also serve to abstract scaling of resources to provide a corresponding level of scale to encountered demand for the resources 1224 that are implemented via the platform 1222. Accordingly, in an interconnected device embodiment, implementation of functionality described herein may be distributed throughout the system 1200. For example, the functionality may be implemented in part on the computing device 1202 as well as via the platform 1222 that abstracts the functionality of the cloud 1220.

**Conclusion**

[0099] Although the invention has been described in language specific to structural features and/or methodological acts, it is to be understood that the invention defined in the appended claims is not necessarily limited to the specific features or acts described. Rather, the specific features and acts are disclosed as example forms of implementing the claimed invention.
CLAIMS

What is claimed is:

1. An apparatus comprising:
   a housing configured in a hand-held form factor;
   a light guide supported by the housing;
   a light engine disposed within the housing and optically coupled to the light guide; and
   one or more modules disposed within the housing and implemented at least partially in hardware, the one or more modules configured to cause the light engine to output a user interface for display using the light guide along an image plane focused at infinity.

2. An apparatus as described in claim 1, wherein the light guide is configured to be at least partially transparent such that at least part of a physical surroundings of the apparatus is viewable through the light guide.

3. An apparatus as described in claim 2, wherein the at least part of the physical surroundings and at least part of the user interface are viewable concurrently using the light guide.

4. An apparatus as described in claim 1, wherein the light guide includes front and rear surfaces that oppose each other, each having touch sensors that are configured for use in detecting inputs to interact with the apparatus.

5. An apparatus as described in claim 1, wherein the light guide is configured to display the user interface at least partially in three dimensions.

6. An apparatus as described in claim 1, wherein the one or more modules are further configured to execute applications and provide telephone functionality.

7. An apparatus as described in claim 6, wherein the housing is configured as a tablet or mobile phone.

8. An apparatus as described in claim 1, wherein the user interface is viewable by a user when the light guide is positioned approximately one inch from an eye of the user and when positioned at approximately at an arm's length from the user.
9. An apparatus comprising:
   a housing configured in a hand-held form factor;
   a light guide, supported by the housing, having a first side configured to be viewed by a user and a second side opposing the first side that includes one or more touch sensors;
   a light engine disposed within the housing and optically coupled to the light guide; and
   one or more modules disposed within the housing and implemented at least partially in hardware, the one or more modules configured to cause the light engine to project a user interface for display using the light guide that is viewable via the first side and detect one or more inputs using the one or more touch sensors located via the second side, the one or more inputs usable to initiate one or more operations.

10. An apparatus as described in claim 9, wherein the one or more modules are configured to recognize one or more gestures from the one or more inputs detected from the one or more touch sensors.
Redmond News

Sports
The Seattle Seahawks have announced signing Free Agent

Weather
Believe it or not, sunny weather is expected for most parts of

Redmond News

Business
Earning reports are expected tomorrow. Analysts predict a general economic recovery supported by strong U.S. and Foreign demand for durable goods.

Sports
The Seattle Seahawks have announced signing Free Agent Quarterback Matt Flynn from the Green Bay Packers. Largely believed to be the prized free

Weather
Believe it or not, sunny weather is expected for most parts of the Seattle area through the weekend. Highs are expected in the low 80s with overnight lows

Local
Local restaurants are experiencing higher demand as customers flock back to their favorite eateries. Steakhouses and other fine dining restaurants

Fig. 6
Fig. 9
1002
Capture one or more images of a user using one or more cameras of a handheld device that is held by a user

1004
Calculate a location of the user's pupils in three dimensional space from the captured one or more images by the handheld device

1006
Display an augmentation on a transparent display of the handheld device based on the calculated location of the user's pupils that is viewable concurrently with at least a portion of a physical surroundings of the handheld device that is viewable through the transparent display

Fig. 10
1102
View a display device of a computing device at a first distance such that a first field of view of a user interface displayed by the display device is viewable

1104
View the display device of the computing device at a second distance that is less than the first distance such that a second field of view of the user interface displayed by the display device is viewable that is greater than the first field of view

Fig. 11
A. CLASSIFICATION OF SUBJECT MATTER
G02B 26/10(2006.01)i, G02B 6/10(2006.01)i, G06F 3/048(2006.01)i, H04B 1/40(2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
G02B 26/10; G06F 3/14; G02F 1/13357; G06F 3/0481; G06F 3/042; G02F 1/133; H04B 1/40; G09G 5/00; G02B 6/10

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
Korean utility models and applications for utility models
Japanese utility models and applications for utility models

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
eKOMPASS(KIPO internal) & Keywords: transparent, background, surrounding, eye, distance.

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>KR 10-2012-0023458 A (LG ELECTRONICS INC.) 13 March 2012</td>
<td>1-7, 9-10</td>
</tr>
<tr>
<td></td>
<td>See abstract ; paragraphs [0018] , [0031] , [0035] ; claim 26; and figure 1.</td>
<td></td>
</tr>
<tr>
<td></td>
<td>See abstract ; paragraph [0052] ; and figure 4.</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 2009-0244413 AI (TOMOHIRA ISMKAWA et al.) 01 October 2009</td>
<td>1-10</td>
</tr>
<tr>
<td></td>
<td>See abstract ; paragraphs [0019] -[0022] ; and figures 1, 4.</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 2006-0164382 AI (CHARLES J. KULAS et al.) 27 July 2006</td>
<td>1-10</td>
</tr>
<tr>
<td></td>
<td>See abstract ; paragraphs [0027] -[0028] ; and figures 4-10.</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 2010-0277439 AI (MICHAEL L. CHARLIER et al.) 04 November 2010</td>
<td>1-10</td>
</tr>
<tr>
<td></td>
<td>See abstract ; paragraphs [0008] -[0013] ; claim 1; and figures 1-2.</td>
<td></td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

See patent family annex.

Date of the actual completion of the international search 26 June 2013 (26.06.2013)
Date of mailing of the international search report 26 June 2013 (26.06.2013)

Name and mailing address of the ISA/KR
Korean Intellectual Property Office
189 Cheongsa-ro, Seo-gu, Daejeon Metropolitan City, 302-701, Republic of Korea
Facsimile No. 82-42-472-7140

Authorized officer
KIM, Sung Gon
Telephone No. 82-42-481-8746

Form PCT/ISA/210 (second sheet) (July 2009)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>EP 2426597 Al</td>
<td>07.03.2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2012-0060089 Al</td>
<td>08.03.2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8054391 B2</td>
<td>08.11.2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2009-120474 A3</td>
<td>01.10.2009</td>
</tr>
<tr>
<td>US 2006-0164382 Al</td>
<td>27.07.2006</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2010-126756 A3</td>
<td>31.03.2011</td>
</tr>
</tbody>
</table>