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To all, whon, it may concern: 
Be it known that I, JACOB B. HARTMAN, a 

citizen of the United States, residing at Woos 
ter, in the county of Wayne and State of Ohio, 

5 have invented a new and useful Sliding Win 
dow-Blind, of which the following is a speci 
fication. 
My invention relates to inside window 

blinds, and especially to improved devices for 
Io Securing and operating the same within the 

window-frame; and it consists in the novel 
manner of attaching grooved guide-strips to 
the window-frame, and in the novel manner of 
attaching the guide-strips when the window 

I5 jambs are too narrow to sustain the same within 
the frame. 
My improvements are illustrated by the ac 

companying drawings, in which Figure 1 is a 
horizontal sectional view of one side of a win 

2O dow-frame, showing a jamb and grooved guide 
for the blinds formed of one piece. Fig. 2 is 
a similar sectional view showing my improved 
guide-strip. Fig. 3 is a modified view of the 
same, showing my improved method of attach 

25 ing the guide-strip where the jambs are too 
narrow to sustain the same. Fig. 4 is a modi 
fied view of the same, showing my improved 
method of attaching the guide-strip by boxing 
out the inside casing upon the same, Fig. 5 

3o is a modification showing my improved guide 
strip attached to a beveled or flared jamb. 
The opposite sides of the window-frame are 

of course duplicates of each other; hence only 
one side need be described. 

35 In the drawings similar letters of reference 
indicate like parts, 
J is one of the jambs of an ordinary window 

frame; E, the outside casing; D, the inside cas 
ing. G is my improved guide-strip. S are 

4o the sashes; e, the insidesash-stop; and c are the 
series of sliding blinds which are fitted to slide 
in the grooves of the guide-strips G. The 
grooves of one of these guide-strips are made 
deeper than the grooves of the opposite guide 

45 strip, as heretofore. Heretofore such grooves 
were all cut alike. 
My improvement lies in cutting the rear 

groove of the guide in the edge of the same in 
the form of a rabbet, g, adjacent to the sashes, 

So thus leaving the one side of such rear groove 
open, the groove being completed by the pro 
jecting edge of the jamb or the sash-stop, as 

the case may be, against which the guide-strip 
may be placed. By such means I am able to 
bring the series of sliding blind-sections closer 55 
to the sashes than heretofore, and in cases 
where the guide is placed back of the front 
surface of the jamb the rabbeted edge a afore 
said may be secured in a corresponding recess, 
t, in the edge of the jamb J, and thereby more 6o 
effectually secure the same. This form of 
guide-strip may be readily adapted to any form 
of window-frame. In cases where the inner 
jamb or casing is beveled or flared, as is gen 
erally the case in brick buildings, the guide 65 
is beveled upon its rear side to fit the bevel of 
the casing, as shown in Fig. 5. Heretofore 
such guides have only been placed upon the 
window.jamb or set back, so that the face of 
the same is flush with the face of the jamb. It 7o 
will be seen that the grooved guide-strips G are 
placed back of the front surface of the jambs, 
respectively, as shown, Figs. 3, 4, 5, thereby 
giving a better opening for the light, and adapt 
ing such blinds to be used with window.shades 75 
placed between them and the sashes-a feature 
very desirable in many cases. 
By the use of my invention I am enabled to 

adapt a guide-strip to a narrow jamb. This I 
accomplish by extending the front edge of the 8o 
guide-strip beyond the front surface of thein 
side casing, D, Fig. 3, sufficient to afford the 
room required for the blinds, and placing a 
beaded strip or molding, a, in the angle formed - 
by the front surface of the inside casing and the 85 
extended guide-strip, thereby giving strength 
and beauty of finish to the parts. I also ac 
complish a similar purpose where the case re 
quires still wider jambs by boxing out the in 
side casing upon the front edge of the guide- 9o 
strip, as shown, Fig. 4, thereby forming a fin 
ish in the nature of a pilaster on each side of 
the window, which is highly ornamental. This 
pilaster may of course be formed in a variety 
of ways, the feature I claim being confined to 95 
such extended guide-strip in combination with 
the inner casing boxed out to support the same. 
It will be further seen that I can form the win 
dow.jamb and grooved guide-strip G of one 
piece. Such I use where the sashes are set Ico 
back in the frame sufficient to give room in 
side the Sashes for the grooves, as shown, Fig. 
1. In such case the usual window-stops may 
be used. The grooves being made with the 
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frame, the arrangement is simple and less ex 
pensive than by the use of a separate guide 
strip, as heretofore. 

Having thus described my invention, what I 
claim is 

1. The combination, with a window-frame, 
of grooved guide-strip G, attached to the jamb 
so that its outer or front surface is back of the 
front or outer surface of the jamb J, and a se 
ries of blinds fitted to slide therein, substan 
tially as set forth. 

2. The combination, with a window-frame, 
of grooved guide-strips G, having their front 
surfaces back of thefront surfaces of thejambs, 
respectively, and their projecting rear edges, 
ac, set behind the front edges of the jambs, and 
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a series of blinds fitted to slide therein, sub 
stantially as set forth. 

3. The combination, with a window-frame, 
of grooved guide-strips G, projecting forwardly 20 
and extended beyond the front surface of the 
inner casing, D, and the supporting-strip a, 
set in the angle formed by the junction of such 
guide-strip and casing, and a series of blinds 
fitted to slide in said grooves, substantially as 25 
Set forth. v 
In testimony whereof I hereunto set my 

hand in presence of two witnesses. 
JACOB B. HARTMAN. 

Witnesses: 
J. F. LARWITT, 
HIRAM. B. SWARTZ. 

  


