Abstract: A computer peripheral device is provided comprising a housing, a plurality of figures each having a unique physical appearance and a unique structural characteristic, an identifying portion that is configured to identify one of the figures, at a time, based on the unique structural characteristic of the figure. The computer peripheral device comprises a controller coupled to the identifying portion that generates an identifier associating with the figure identified by the identifying portion. Connection of the computer peripheral device to a computer is made by a standard connection cable, such as a USB cable. Computer software is installed in the computer to store data associating a web site address with an identifier for each of the plurality of figures. A web browser application is activated to retrieve content from a web site having a web site address corresponding to an identifier received from the controller in the computer peripheral device.
[0001] The present invention relates to a device that enables a child to access content over the Internet in a child-friendly and content-safe manner.

[0002] Parents of young children are interested in providing access for their children to games, songs, and other child appropriate content available on various web sites on the Internet. One way to do this is for the parent to sit down at a computer with a child and use a computer keyboard to search and/or type in the web address for appropriate child friendly web sites. For some parents, this is undesirable because it requires that the parent constantly monitor the child's use of the computer to be sure the child does not intentionally or inadvertently browse a web site with content inappropriate for children.

[0003] Thus, what is needed is a device that a child can use to access web sites that provide child-friendly content without allowing the child to freely use a web browser on a computer to access inappropriate web site content.

SUMMARY OF THE INVENTION

[0004] Briefly, a computer peripheral device is provided that connects to a computer and operates in connection with driver software installed on the computer. The device comprises a housing and a plurality of figures. There is a receptacle on the housing that receives one of the figures at a time. The figures that are not in use may
be kept in storage positions or receptacles on the housing. The receptacle serves as an identifying portion of the device and is configured to identify which of the figures a user has selected and placed in it. A controller in the device generates a message that includes an identifier of the figure placed in the receptacle. This message is sent to the computer where the driver software retrieves from stored data a web site address associated with the identified toy figure. The web site address for a toy figure is for a web site that provides child-appropriate content that is topically (thematically) related to a physical or ornamental appearance or likeness of the figure that is placed in the receptacle. The figures may be toy figures that have a shape or character form or likeness that is well known or otherwise readily identifiable to children in certain age groups. Alternatively, the figures may have a color pattern or other indicia that is useful for certain educational applications for older children.

[0005] In one embodiment, there is a matrix of switch levers positioned in the receptacle. Each switch lever is associated with, and actuated (closed or opened) by a corresponding electrical switch. One or more of the switch levers are selectively engaged by the figure inserted in the receptacle for purposes of identifying which figure has been inserted. To this end, the figure has a base portion that has a structural characteristic (e.g., geometric profile) configured to engage a unique set of one or more of the switch levers. Thus, the states of the electrical switches are used to identify the specific figure placed on the receptacle.

[0006] The driver software installed on the computer includes a web browser application that retrieves content from a web site corresponding to one of the stored web site addresses. This web browser is separate from any web browser application that may already be installed on the computer. In one embodiment, the driver software includes a password protection utility that requires entry of a password,
such as by an adult, in order to disable the driver software application on the computer and thus allow access to other software and functions on the computer.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007] FIG. 1 is a perspective view of a computer peripheral toy device according to an embodiment of the present invention.

[0008] FIG. 2 is a top view of the computer peripheral toy device according to the present invention.

[0009] FIG. 3 is a rear view of the computer peripheral toy device according to the present invention.

[0010] FIG. 4 is a top close-up view of an identifying portion of the computer peripheral toy device according to an embodiment of the present invention.

[0011] FIG. 5 is a front view of a toy figure used in connection with the computer peripheral toy device according to an embodiment of the present invention.

[0012] FIG. 6 is a bottom view illustrating a base portion of the toy figure shown in FIG. 5.

[0013] FIG. 7 is a bottom view illustrating a base portion of another toy figure used in connection with the computer peripheral toy device according to the present invention.

[0014] FIG. 8 is a bottom view illustrating a base portion of yet another toy figure used in connection with the computer peripheral toy device according to the present invention.
[00015] FIG. 9 is a schematic diagram of a control system of the computer peripheral toy device according to an embodiment of the present invention.

[00016] FIG. 10 is a schematic view of a base portion of a toy figure and illustrating the structure characteristics of the base portion that are detected by the identifying portion of the computer peripheral toy device according to an embodiment of the present invention.

[00017] FIG. 11 is a block diagram depicting an operational environment of the computer peripheral toy device in connection with a computer according to an embodiment of the present invention.

[00018] FIG. 12 is a flow chart generally depicting operation of the computer peripheral toy device and driver software stored in a computer that is connected to the computer peripheral toy device according to an embodiment of the present invention.

[00019] FIG. 13 is a more detailed flow diagram depicting operation of the driver software in the computer that connects to the computer peripheral toy device according to an embodiment of the present invention.

[00020] FIG. 14 is a flow diagram depicting operation of the computer peripheral toy device and driver software according to an embodiment of the present invention.

[00021] FIG. 15 is a diagram showing an example of the computer peripheral toy device used to retrieve web site content that is topically related to the physical appearance of a toy figure placed in the identifying portion of the computer peripheral toy device according to an embodiment of the present invention.

[00022] FIG. 16 is a screen shot of a user interface display screen used to set parental controls for use of the computer peripheral toy device.
FIG. 17 is a screen shot of user interface display screen used for password-protected deactivation of the driver software on the computer device to which the computer peripheral toy device is connected.

DETAILED DESCRIPTION

The present invention is directed to a plug-and-play computer peripheral device that allows a child to access a web site that contains child-friendly content. The device allows the child to only access a predetermined set of web sites. The device comprises a housing and a plurality of toy figures each of which has any unique ornamental physical appearance or character likeness that is familiar or readily identifiable to children of a certain age group. A cable connects the housing to a standard port on a personal computer. Software is installed on the personal computer (PC) that interfaces with the device. A child selects one of the toy figures and inserts it into an activation receptacle in the housing. Switches in the activation receptacle identify which one of the toy figures is inserted. The software in the computer communicates with the device and receives a message indicating which of the toy figures is inserted to retrieve an identifier of a web site associated with the toy figure to thereby open a child-friendly website associated with the toy figure.

Referring first to FIGs. 1 and 2, the computer peripheral device is generally shown at reference numeral 10. The device 10 comprises a housing 20 and a plurality of toy figures 30(1), 30(2) and 30(3), but it should be understood there may be more or less toy figures. The term "toy figures" is referred to collectively herein with respect to reference numeral 30, but a particular toy figure is referred to with an index, e.g., 30(1), 30(2), etc. The housing 20 has a main portion 22 that comprises
storage receptacles 23 for toy figures 30, and a secondary portion 24 that also comprises storage receptacles 25 for toy figures 30. A connection cable 40 is provided that attaches to a back of the housing 20 and has a connection plug 42 that connects to a PC. For example, the connection cable 40 is a Universal Serial Bus (USB) cable and the plug 40 fits into a standard USB port on a PC.

[00026] In a middle area of the main body portion 22, there is a single activation receptacle 50 into which any one of the toy figures 30 may be inserted. The activation receptacle 50 is described in more detail hereinafter in conjunction with FIG. 4, but generally it is positioned on the housing 20 and is configured to receive one (at a time) of the plurality of toy figures 30. Thus, the activation receptacle 50 serves as an identifying portion of the device 10 to assist in identifying which of the plurality of toy figures it receives. The main portion 22 of the housing 20 further includes a lower shelf 28 on which a plurality of navigation buttons 60 are provided as well as a solitary "enter" button 62.

[00027] As shown from the top view of the device 10 in FIG. 2, there are, for example, a total of nine storage receptacles, four on the main portion 20 and five more on the secondary portion 24. The activation receptacle 50 may be positioned in a middle position on the main portion 22 such that there are an equal number of storage receptacles 23 on opposite sides of the activation receptacle 50. The activation receptacle 50 contains a switch matrix or network that is described in detail hereinafter.

[00028] Turning to FIG. 3, the back of the device 10 is shown. The connection cable 40 connects to the electronic components inside the main housing portion 22 at a location 44 beneath where the secondary housing portion 24 attaches to the main housing portion 22.
[00029] Reference is now made to FIG. 4 which illustrates the activation receptacle 50 in greater detail. The activation receptacle is defined within a receptacle housing 52 that sits within a correspondingly shaped space in the main housing portion 22. The profile of the main receptacle 50 is U-shaped (actually, upside down U-shaped). There is a plurality of switch levers 54 that extend through the side walls of the receptacle 50 so that they all are in the path of an object (i.e., the base of one of the toy figures 30) that fits snugly inside the receptacle 50. For example, there are two switch levers 54 on each of the three straight side walls of the switch receptacle. In addition, there are two dock switch levers 56 that extend upwards through a bottom wall of the receptacle 50. The switch levers 54 are pushed inward under pressure from a surface on the base of one of the toy figures 30. Similarly, the dock switch levers 56 are pushed inward under pressure from a surface on the base of one of the toy figures 30. Inside the housing there is a switch that is associated with each of the switch levers 54 and the dock switch levers 56. Thus, when one of the switch levers 54 and dock switch levers 56 is pushed inward, a corresponding electrical switch inside the housing 20 is actuated, e.g., closed (or opened).

[00030] Still referring to FIG. 4, there are two biased detents 59, each positioned on opposite walls of the receptacle 50 that are designed to fit within corresponding indents on the base of a toy figure 30 when the toy figure is properly inserted into the receptacle 50. In addition, there is a light bulb cover 51 in the center of the bottom wall of the receptacle. There is a light bulb element, such as a light emitting diode (LED) positioned beneath the cover 51 as is described in more detail hereinafter in connection with FIG. 9.

[00031] A unique one or more of the switch levers 54 are engaged when a corresponding toy figure 30 is inserted into the receptacle 50. Therefore, different
ones of the switch levers are affected by different ones of the toy figures. Each of
the switch levers 54 is operatively connected to a corresponding electrical switch to
actuate (open or close) the associated electrical switch when engaged by the base of a
toy figure. Both the dock switch levers 56 are engaged when a toy figure 30 is
completely and properly inserted into the receptacle 50. Thus, based on the state of
the positions (depressed or not depressed) of the switch levers 54 it can be
determined which one of the toy figures is inserted into the receptacle 50.

[00032] Turning to FIG. 5, one of the toy figures is described in more detail. FIG. 5
shows toy figure 30(1) as an example. Each toy figure comprises a unique stylized
portion 32 that is mounted on a base 34. The base 34 is a hollow member that has a
profile or shape that matches the shape of the receptacle 50 so that it can snugly fit
into the receptacle 50. In addition, the base 34 may be made of a material that
transmits light, such as a transparent plastic. The stylized portion 32 may have a
likeness or ornamental physical appearance of a character that is familiar to young
children, such as characters from books, television shows, movies, cartoons, etc., that
are commonly known to young children. However, the present invention is not
limited to the use of figures that are in the shape of a character. For example, the
figures may have other shapes of objects, such as flags, symbols, decals, indicia,
color scheme or pattern, etc., that have a relationship with content on a web site.
This may be useful in educational applications in which there are multiple fobs
having different symbols or indicia, each associated with a type of educational
activity served by corresponding web site content.

[00033] FIGs. 6-8 illustrate features of the toy figures 30 in further detail. The base
34 of each toy figure 30 has a unique structural characteristic that is used to identify
the toy figure 30. FIG. 6 illustrates the features of the base 34 of toy figure 30(1),
FIG. 7 illustrates the features of the base 34 of toy figure 30(3) and FIG. 7 illustrates the features of the base 34 of toy figure 30(2). As mentioned above, the base 34 of each toy figure has a slightly different external surface profile so that each toy figure engages a different and unique group (one or more) of the switch levers 54. In general, the base 34 of each of the toy figures is a polygonal wall comprising a U-shaped profile having a continuous smooth profile. However, on each base 34, there is a slot or notch 35 that breaks the otherwise continuous profile and extends from the bottom of the base 34 to nearly the top portion of the base 34 where the base attaches to the character. The location and/or size of the notch 35 on the base 34 is made to determine which of the switch levers 34 in the activation receptacle 50 (FIG. 4) is not contacted and pushed inward by the base 34 when the toy figure 30 is inserted in the activation receptacle 50. The size and/or location of the notch 35 is different on the base 34 of each toy figure 30 so that each toy figure engages a different and unique set (one or more) of the switch levers 54. For example, FIG. 6 shows the base of the toy figure 30(1), where the notch 35 is rather relatively narrow in width and is on the right side (as seen from the bottom of the base 34) a certain distance displaced from the flat sidewall of the base 34. FIG. 7 shows that the notch 35 on the base 34 of toy figure 30(3) is rather narrow in width and is on the right side of base 34 closely positioned to the flat sidewall of the base 34. FIG. 8 shows the notch 35 on the base 34 of toy figure 30(2). Unlike the notches on the toy figures 30(1) and 30(3), the notch 35 on the base 34 of toy figure 30(2) is relatively wide, extending nearly the entire right sidewall from the flat sidewall to the curved sidewall of the base 34. Thus, whereas the notches on toy figures 30(1) and 30(3) will prevent the base of these toy figures from engaging a single (albeit different) switch lever 54 in the
activation receptacle 50, the notch on toy figure 30(2) will prevent the base of toy figure 30(2) from engaging two switch levers 54 in the activation receptacle 50.

[00034] Turning now to FIG. 9, a control system 100 of the device 10 will be described. The controller system 100 is mounted on one more circuit boards inside the main housing portion 22 (FIG. 1). The control system 100 comprises a controller 110, a switch network 120, a switch network 130, a navigational keypad switch network 140, a solitary keypad switch 150 and a LED D1. The controller 110 may be a programmable microcontroller having integrated USB interface capability. For example, the controller 110 is an 8-bit flash-programmable microcontroller, such as is available from Cypress Semiconductor. However, other microcontrollers having similar functionality may also be used, and they need not incorporate on-board USB interface capability. The USB interface capability may be provided in a separate integrated circuit if so desired.

[00035] The switch network 120 comprises a plurality of push switches 122(1) to 122(6) connected to the controller 110. Each of the switches 122(1) to 122(6) is associated with a corresponding one of the switch levers 54 in the activation receptacle 50 (FIG. 4). A push switch 122(1) to 122(6) is pushed closed when a corresponding switch lever 54 is engaged by a surface of a base of a toy figure, but one or more of the switches 122(1) to 122(6) can be left in an open state when its associated switch lever is not pushed inward as a result of a notch on the base of a toy figure that is inserted into the activation receptacle 50. Thus, a select one or more of the push switches 122(1) to 122(6) are actuated (e.g., caused to open or close) by a base portion of a toy figure when the toy figure 30 is inserted in the activation receptacle.
Similarly, the switch network 130 comprises push switches 132(1) and 132(2) connected to the controller 110. Each push switch 132(1) and 132(2) is associated with a corresponding one of the dock switch levers 56 in the activation receptacle 50. Each push switch 132(1) and 132(2) is normally open but can be pushed closed when actuated by a corresponding one of the dock switch levers 56 when any of the toy figures 30 are inserted properly into the activation receptacle 50.

The controller 110 detects when the dock switches 132(1) and 132(2) are both closed, indicating that a toy figure has been properly inserted into the activation receptacle 50. Upon determining that a toy figure is properly inserted into the activation receptacle 50, the controller determines the state of the switches 122(1) to 122(6) in order to identify which of the plurality of toy figures 30 is inserted in the activation receptacle. The controller generates an output reflecting the state of the switches 122(1) to 122(6) (as well as the state of switches 132(1) and 132(2)) that is transmitted on the connection cable 40 for supply to a software process running on a PC (not shown) to which the connection plug 42 is connected.

The navigation switch network 140 comprises four switches 142(1), 142(2), 142(3) and 142(4) each of which is connected to the controller 110. The solitary keypad switch 150 is also connected to the controller 110 and is used as an "enter" or "ok" function key for certain applications of the device 10. The controller 110 detects closure of any one of the switches in the switch network 140 and the solitary keypad switch 150 and generates an appropriate keypad output signal that is supplied in a message over the connection cable 40 to a software process running on the connected PC (not shown). As described hereinafter, the software in the computer in response sends a corresponding command to a web site based on which of the navigation buttons (or solitary button) is depressed.
[00039] Turning to FIG. 10 with continued reference to FIG. 9, a coding scheme is described that is used to assign states of the switches in the switch network 120 to corresponding toy figures 30(1) to 30(N). FIG. 10 shows the profile of the base toy figure 30(1) as an example. A code or name CODE-I to CODE-6 is assigned to corresponding ones of the switches 122(1) to 122(6), which in turn correspond to locations of a notch 35 on the base 34 of a toy figure. One or more of the switches 122(1) to 122(6) are caused to be left in an open position when there is a notch on the base of the toy figure at the corresponding one or more notch locations as shown in FIG. 10. Thus, a unique combination of switch states is assigned to each of the toy figures 30, and the base 34 with a notch at the corresponding one or more notch positions is used for that toy figure. Table 1 set forth below lists examples of switch names and the switch states for several exemplary toy figures, including the toy figures 30(1), 30(2) and 30(3) described herein. A bit value ("0" or "1") can be assigned to each switch state as set forth in the table below, and a bit pattern can be generated that describes the state of the switches 122(1) to 122(6) and 132(1) to 132(2) as shown in Table 1. For example, when toy figure 30(1) is inserted into the activation receptacle, only switch 122(1) is opened as a result of the notch on the base of toy figure 30(1) at the location corresponding to the switch lever 54 for switch 122(1). Thus, Bit 2 would be set to "1" and the remaining bits in Bits 0 to Bit 7 are set to "0". When toy figure 30(2) is inserted into the activation receptacle, switches 122(1) and 122(2) are opened as a result on the notch on the base of toy figure 30(2) at the location corresponding to the switch levers 54 for switches 122(1) and 122(2). Thus, Bit 2 and Bit 3 would be set to "1" and the remaining bits in Bits 0 to Bit 7 are set to "0".

[00040] Table 1

12
Reference is now made to FIG. 11 for a description of operation of the device 10. The device 10 is connected to a PC 200 via the connection cable 40. Driver software 210 is installed in the PC 200 to control how the PC 200 interacts with the device 10. Also connected to the PC 200 are a mouse 220 and a display monitor 230. The PC 200 also connects to a data network 300 (e.g., the Internet) via a network interface (not shown) in order to access content managed by one or more of a plurality of web servers 400(1) to 400(N). The web servers 400(1) to 400(N) serve a plurality of content (graphic, audio, games, videos, etc.) shown at reference numerals 420(1) to 420(M). For example, content 1 and content 2 at reference numerals 420(1) and 420(2) are served by web server 400(1) and content 3 at 420(3) is served by web server 400(2).

Operation of the device 10 is now described with reference to the flowcharts of FIGs. 12 and 13, and the block diagram of FIG. 14. The device 10 allows a child to access several web sites whose content is appropriate for children and having a theme or subject matter that is related to the appearance of the toy figure selected by the user and inserted into the activation receptacle. FIG. 14 illustrates the flow of data during installation and use of the device 10 with a PC 200. Reference numerals
are shown in FIG. 14 for operations that correspond to functions in the flowcharts of FIGs. 12 and 13.

[00043] Referring to FIG. 12, at 510, the device 10 is connected to a PC 200 using the connection cable 40. For example, the connection cable 40 is a USB cable and it is inserted into a USB port of the PC 200. If the operating system on the PC 200 determines at 520 that this is the first time the device has been connected to the PC 200, then at 530, the driver software 210 is installed on the PC 200 either from a memory medium (e.g., CD-ROM) distributed with the device, or by downloading the appropriate software from an update server 430 via the Internet. When the driver software 210 is installed in the PC 200, included with the driver software 210 is data for a look-up table 216 mapping universal resource locators (URLs), also known as IP or web addresses, to each of the bit patterns ("Smart Key Codes") associated with a corresponding one of the toy figures 30. The driver software 210 also includes a link notifier function 212 and a web browser application 214 as shown in FIG. 14. Table 2 below provides examples of the URLs that are included in the look-up table 216 stored in the PC 200.

[00044] Table 2

<table>
<thead>
<tr>
<th>Figure</th>
<th>Bit Pattern</th>
<th>URL</th>
</tr>
</thead>
<tbody>
<tr>
<td>30(1)</td>
<td>00000100</td>
<td><a href="http://WWW.XXCCTT.COM">WWW.XXCCTT.COM</a></td>
</tr>
<tr>
<td>30(3)</td>
<td>00001000</td>
<td><a href="http://WWW.XXYZZZ.COM">WWW.XXYZZZ.COM</a></td>
</tr>
<tr>
<td>30(2)</td>
<td>00001100</td>
<td><a href="http://WWW.XXYXTRT.COM">WWW.XXYXTRT.COM</a></td>
</tr>
<tr>
<td>...</td>
<td>00001100</td>
<td></td>
</tr>
</tbody>
</table>

[00045] The web site address is associated with an identifier for a toy figure, and is for a web site that provides content which is topically related to the physical
appearance or likeness of the corresponding toy figure. This is further explained hereinafter in conjunction with FIG. 15.

[00046] It should be understood that the driver software may be updated from time to time from the update server 430 that maintains updated installation driver software 432 as well as updated Smart Key Code-Web Site look-up table data 434. For example, new toy figures may be sold or made available to users after initial purchase of the device. The driver software supplied with the device and installed the first time it is used would not necessarily have the web site address information for these new toy figures. Thus, the driver software may be updated to add web site address information for the new toy figures.

[00047] If it is not the first time the device is connected to the PC 200, then the process continues at 540 where the controller in the device 10 activates the LED D1 to blink and sends a status message to the PC 200. The status message sent at 540 includes an indication to the driver software that the LED D1 is in blinking mode. Examples of a status message are described hereinafter.

[00048] At 550, the driver software in the PC 200 receives and processes the status message received from the device 10. Specifically, in response to receiving a status message indicating that the LED D1 is blinking, the driver software in the PC 200 knows that the device is connected to the PC, but that no toy figure has yet been inserted into the activation receptacle. As a result, the driver software generates and transmits a control message to the device 10 that causes the controller 110 in the device 10 put the LED D1 into a constant or steady ON mode.
At 560, the controller 110 in the device 10 periodically monitors the status of the switches associated with the switch levers in the activation receptacle as well as the navigation switches and solitary switch, and generates a status message. In one embodiment, the status message that the controller 110 generates a status message that comprises multiple bytes of data, where each byte comprises 8 bits, for example. A first byte of the status message comprises Bit 0 to Bit 7 described above in conjunction with Table 1. This first byte contains the "Smart Key Code" and is defined as follows.

<table>
<thead>
<tr>
<th>Byte 1</th>
<th>Description</th>
<th>State</th>
</tr>
</thead>
<tbody>
<tr>
<td>Bit 0:</td>
<td>Code Switch, DOCK1</td>
<td>0=ON, 1=OFF</td>
</tr>
<tr>
<td>Bit 1:</td>
<td>Code Switch, DOCK2</td>
<td>0=ON, 1=OFF</td>
</tr>
<tr>
<td>Bit 2:</td>
<td>Code Switch, CODE-1</td>
<td>0=ON, 1=OFF</td>
</tr>
<tr>
<td>Bit 3:</td>
<td>Code Switch, CODE-2</td>
<td>0=ON, 1=OFF</td>
</tr>
<tr>
<td>Bit 4:</td>
<td>Code Switch, CODE-3</td>
<td>0=ON, 1=OFF</td>
</tr>
<tr>
<td>Bit 5:</td>
<td>Code Switch, CODE-4</td>
<td>0=ON, 1=OFF</td>
</tr>
<tr>
<td>Bit 6:</td>
<td>Code Switch, CODE-5</td>
<td>0=ON, 1=OFF</td>
</tr>
<tr>
<td>Bit 7:</td>
<td>Code Switch, CODE-6</td>
<td>0=ON, 1=OFF</td>
</tr>
</tbody>
</table>

Another byte of the status message generated by the controller 110 includes data indicating the status of the LED, the navigation switches and the solitary switch. An example of this byte of the status message is as follows.

<table>
<thead>
<tr>
<th>Byte 2</th>
<th>Description</th>
<th>State</th>
</tr>
</thead>
<tbody>
<tr>
<td>Bit 0:</td>
<td>LED Status</td>
<td>0=STEADY (ON or OFF depending on Bit 7), 1=LED is BLINKING</td>
</tr>
<tr>
<td>Bit 1:</td>
<td>ignored</td>
<td></td>
</tr>
<tr>
<td>Bit 2:</td>
<td>Enter/OK Switch</td>
<td>0=ON, 1=OFF</td>
</tr>
<tr>
<td>Bit 3:</td>
<td>DOWN Switch</td>
<td>0=ON, 1=OFF</td>
</tr>
<tr>
<td>Bit 4:</td>
<td>UP Switch</td>
<td>0=ON, 1=OFF</td>
</tr>
<tr>
<td>Bit 5:</td>
<td>RIGHT Switch</td>
<td>0=ON, 1=OFF</td>
</tr>
<tr>
<td>Bit 6:</td>
<td>LEFT Switch</td>
<td>0=ON, 1=OFF</td>
</tr>
<tr>
<td>Bit 7:</td>
<td>LED Status</td>
<td>0=LED is ON, 1=LED is OFF</td>
</tr>
</tbody>
</table>

The controller 110 periodically monitors the status of the various switches and the LED and generates status messages for transmission to the PC 200. As shown in FIG. 14, when a toy figure is inserted into the device 10, the device 10
sends to the PC 200 a status message containing the Smart Key Code corresponding to that toy figure. At 570, the driver software in the PC 200 receives and processes the status message received from the device.

[00052] With reference to FIG. 13, the processing of status messages by the driver software in the PC 200 is described in more detail. At 572, the driver software in the PC examines the byte (Byte 1) of the status message that pertains to the status of the switches in the activation receptacle of the device 10. At 574, the driver software in the PC 200 compares the values of Byte 1 for the current status message with the stored values of Byte 1 from the previous status message to determine whether a toy figure has been inserted into the activation receptacle. This may involve the bits of Byte 1 changing from a nominal state (at the previous status message) in which no toy figure was previously in the activation receptacle to a state in which one of the toy figures has been inserted into the activation receptacle. Alternatively, this may involve the bits of Byte 1 changing from a state at the previous status message at which a first toy figure had been inserted into the activation receptacle to a state in which a second, different, toy figure has been inserted into the activation receptacle. In either case, if is determined at 574 that a toy figure has been inserted (for the first time, or a different toy figure) into the activation receptacle, then at 576, the link notifier function 212 of the driver software 210 in the PC 200 sends a command to the launch the web browser 214 and sends the Smart Key Code to the web browser 214. This is shown at 576(1) in FIG. 14. It is noted here that the web browser 214 is separate from any web browser application that may already be installed on the PC 200. The web browser 214 is dedicated solely for use with the device 10 and cannot be activated, deactivated or controlled using standard keyboard or mouse input.
Before the web browser 214 sends an outgoing request to request content from the web site corresponding to the received Smart Key Code, connection to the update server 430 may be made to check for a new version of the driver software 210 and any updates to the web site addresses. This is shown at 576(2) in FIG. 14. In addition, if a user purchases a new toy figure after initial installation of the driver software, the driver software will recognize that the identifier received from the controller of the device 10 is not contained in the stored data in the look-up table 216 and thus will download and store in the look-up table 216 the appropriate web site address for that toy figure from the update server 430.

Next, the web browser 214 sends a command to PC 200 to disable the PC 200 from responding to certain key interrupts from a keyboard 240 attached to the PC 200 shown in FIG. 14 at 576(3). Thus, when the web browser application is activated the PC 200 ignores interrupts from certain keys on the keyboard 240 associated with the PC 200.

Then, the web browser 214 sends the Smart Key Code received from the link notifier 212 to the look-up table 216 at 576(4) and receives the corresponding web site address (e.g., URL) from the look-up table 216 at 576(5).

At 576(6) shown in FIG. 14, the driver software 210 may send a command to the PC 200 to cause display of an icon (on the computer display 230) that is associated with the Smart Key Code received. Then, at 576(7) in FIG. 14, the web browser 214 sends a request for content from a web site associated with the retrieved web site address and receives the web content for presentation to a user on the display 230 and/or associated audio speakers.
[00057] The driver software in the PC 200 may transmit a control message back to the
device 10 with a command to put the LED in the device in a steady ON state.

[00058] In addition, at 578, the driver software in the PC 200 examines the byte (Byte
2) of the received status message that pertains to the status of the navigation switches
and solitary switch as well as the LED on the device. Depending on which, if any, of
the navigation switches or solitary switch is closed, the driver software will generate
a message containing a control that is supplied to the browser application for
transmission to the web site.

[00059] When the driver software generates a control message for transmission to the
device 10, the control message comprises a first bit that commands the controller in
the device to turn the LED ON or OFF ("1" = OFF, "0" = ON), and a second bit that
signifies whether the controller in the device has control of the LED or the driver
software in the PC has control of the LED ("0" = controller in device has control of
the LED, "1" = driver software in the PC has control of the LED). When the driver
software in the PC wishes to turn the LED ON or OFF, it will set the second bit to
"1" in order to take control of LED. In the same control message byte, the driver
software will set the first bit to the appropriate value to turn the LED ON or OFF. In
all future transmissions, the driver software sets the second bit to "0" in order to
relinquish control of the LED to the controller in the device. In this way, the
controller in the device 10 is free to blink the LED when a new toy figure is
inserted). When the browser application is terminated, the driver software 210 will
send a control message to the controller in the device with the appropriate bit settings
to command the controller to turn OFF the LED.

[00060] Reference is now made to FIG. 15 that shows an example of operation of the
device 10 according to an embodiment of the present invention. In FIG. 15, the toy
figure 30(2) is inserted into the activation receptacle of the device 10 which causes the PC to which the device 10 is connected (as shown in FIG. 11) to activate a browser application and retrieve content from a web site associated with a web site address that is assigned to the toy figure 30(2). The display screen 600 shown in FIG. 15 corresponds to the content delivered to the PC's display monitor when the toy figure 30(2) is inserted into the device 10. The icon shown at reference numeral 610 at the top left of the screen 600 corresponds to the character of the toy figure 30(2), and therefore the child-friendly content provided in the displayed web page is topically or thematically related to the physical appearance or likeness of the toy figure 30(2). The icons 620 shown in the middle of the screen 600 are links to various activities that a child user can play using the device 10 and a mouse. Clicking the icon 610 will return the PC to the home web page shown in FIG. 14.

[00061] In addition, as shown in FIG. 15, the user interface of the driver software 210 is contained in a "closed" desktop skin such that the web browser application does not allow a user to type in the URL of a web site, display banner advertisements that a child user could click on, and does not display links to other (unsafe) web sites that a child user could select.

[00062] Selecting the parent control icon 630 shown in FIG. 15 causes the driver software in the PC to display the parental control screen 700 shown in FIG. 16. The parental control screen 700 comprises user interface controls for parameters that a parent can set to control usage of the device 10 by a child user. For example, as shown at 710, there is a password section that requires entry of a parent-designated password for the ability to change settings in the parental control screen 700 and for deactivating the driver software 210. There is a time limit control section 720 that allows a parent to set a specified time limit for use of the device 10 by a child. When
activated, the driver software 210 will close the browser application and prevent a
close the browser application and prevent a
child from initiating a connection session after the time limit has expired. There is
also a print permission section 730 where a parent can designate whether a child user
is permitted to print content from a web site.

[00063] Turning now to FIG. 17, a quit screen 800 is shown. The quit screen 800 is
displayed by the driver software 210 when a child user selects the "x" icon 640
shown in FIG. 14 to quit the driver software application. The quit screen 800
requires that a parent with knowledge of the password (established on the parent
to disable the browser application on the PC (close the driver software application) and
thereby enable access to other software applications and functions on the PC. The
quit screen 800 is provided to prevent a child user from gaining access to any
applications on the PC other than the driver software for the device 10. Thus, the
user interface of the driver software 210 is contained in a "closed" desktop skin that
uses a browser application that does not allow a user to access any web site content
other than content from web sites that are in the programmed URLs in the device 10.
Furthermore, when a user quits the driver software application, the application cannot
be completely shut down on the computer until the correct password is entered, thus
preventing a child user (who does not know the password) from closing the driver
software application and accessing other PC functions such as a generic browser
application on the PC.

[00064] The systems and methods described herein may be embodied in other specific
forms without departing from the spirit or essential characteristics thereof. The
foregoing embodiments are therefore to be considered in all respects illustrative and
not meant to be limiting.
What is claimed is:

1. A computer peripheral device, comprising:
   a. a housing;
   b. a connection cable that connects the housing unit to a computer;
   c. a plurality of figures, each figure having a base with unique structure characteristics;
   d. a receptacle on the housing that is configured to receive the base of one of the plurality of figures;
   e. a plurality of switches, a unique combination of which are actuated by the base of a figure inserted in the receptacle; and
   f. a controller in the housing that is electrically connected to the connection cable and to the plurality of switches, wherein the controller identifies which one of the plurality of figures is inserted in the receptacle of the housing based on states of the plurality of switches.

2. In combination, the computer peripheral device of claim 1, and a computer connected to the computer peripheral device by the connection cable, wherein the computer communicates with said controller and stores a web site address associated with the identifier for each of the plurality of figures, said controller generates an identifier for the figure inserted in the receptacle of the housing and sends the identifier to the computer, and wherein the computer activates a web browser application on the computer to access content from a web site using a web site address corresponding
to an identifier received from said controller in the computer peripheral device.

3. The combination of claim 2, wherein each of plurality of figures has a unique shape, color pattern or indicia thereon, and wherein the web site address associated with each figure is for a web site containing content that is related to the shape, color pattern or indicia of the corresponding figure.

4. The combination of claim 2, wherein the plurality of figures are toy figures each of which having a unique physical appearance, and wherein the web site address associated with each toy figure is for a web site containing content that is thematically related to a physical appearance of the corresponding toy figure.

5. The combination of claim 2, and further comprising a plurality of buttons disposed on a surface of the housing and connected to said controller, wherein said controller is responsive to actuation of one of the plurality of buttons and sends a message to said computer that in response sends a command to a web site with which the computer is communicating.

6. The combination of claim 2, and further comprising a plurality of switch levers positioned on an inner side wall of the receptacle and each being operatively connected to a corresponding one of the switches, and wherein the base of each of the plurality of figures comprises a different external
surface profile that engages a unique combination of the switches levers when inserted into the receptacle.

7. A computer peripheral device, comprising:
   a. a housing;
   b. a plurality of figures each having a unique physical appearance;
   c. an identifying portion on the housing that receives one of the plurality of figures and identifies which of the plurality figures is placed in identifying portion based on a structural characteristic of the figure;
   d. a connection cable that electrically connects to a computer; and
   e. a controller coupled to said identifying portion, wherein the controller generates a signal containing an identifier of which one of the plurality of figures is placed in the identifying portion for transmission to a computer via said connection cable.

8. The device of claim 7, wherein each of the figures comprises a base having a unique structural characteristic and wherein the identifying portion receives the base of a figure.

9. The device of claim 8, wherein the identifying portion comprises a plurality of push switches that are selectively depressed by the base of a figure placed into the identifying portion, and wherein the controller identifies which figure is placed therein based on which of the plurality of push switches are depressed.
10. In combination, the device of claim 7 and a computer connected to the computer peripheral device by the connection cable, wherein the computer comprises software that enables communication between said controller in the computer peripheral device and the computer, and wherein the software stores data associating a web site address with an identifier for each of the plurality of figures.

11. The combination of claim 10, wherein the computer comprises software for a web browser application that is activated to access and retrieve content from a web site using a web site address corresponding to an identifier received from the controller in the computer peripheral device.

12. The combination of claim 11, wherein when the web browser application is activated the computer ignores interrupts from certain keys on a keyboard associated with the computer.

13. The combination of claim 10, wherein each web site address stored in the computer is associated with a web site that supplies content which is thematically related to the physical appearance of the corresponding figure.

14. The combination of claim 10, wherein the computer connects to a server to update the stored data that associates a web site address with an identifier for each of the plurality of figures.
15. The combination of claim 14, wherein the computer connects to the server in response to determining that the identifier received from the controller in the computer peripheral device is not contained in the stored data.

16. The combination of claim 10, wherein the plurality of figures are toy figures each of which having a unique physical appearance, and wherein the web site address associated with each toy figure is for a web site containing content that is thematically related to a physical appearance of the corresponding toy figure.

17. The device of claim 6, wherein the housing comprises at least one location to support a figure when it is not placed in said identifying portion.

18. In combination:
   a. a computer peripheral device comprising a housing, a plurality of figures each having a unique physical appearance and a unique structural characteristic, an identifying portion that is configured to identify one of the plurality of figures, at a time, based on the unique
structural characteristic of the figure, and a controller coupled to the identifying portion that generates an identifier associating with the figure identified by the identifying portion; and

b. computer software for installation in a computer connected to the computer peripheral device that, when executed by the computer, causes the computer to store data associating a web site address with an identifier for each of the plurality of figures, and to activate a web browser application to retrieve content from a web site having a web site address corresponding to an identifier received from the controller in the computer peripheral device.

19. The combination of claim 18, wherein each web site address stored in the computer by the computer software is associated with a web site that supplies content which is thematically related to the physical appearance of the corresponding figure.

20. The combination of claim 18, wherein the computer software causes the computer to connect to a server to update the stored data that associates a web site address with an identifier for each of the plurality of figures.

21. The combination of claim 20, wherein the plurality of figures are toy figures each of which having a unique physical appearance, and wherein the web site address associated with each toy figure is for a web site containing content that is thematically related to a physical appearance of the corresponding toy figure.
22. A computer readable medium storing instructions that, when executed by a computer, cause the computer to perform functions for connecting the computer to a web site and retrieving content, comprising:
   a. storing data associating a web site address with an identifier for each of a plurality of figures, each identifier being based on a structural characteristic of each of the plurality of figures; and
   b. activating a web browser to retrieve content from a web site having a web site address based on an identifier corresponding to one of the plurality of figures that is identified by a computer peripheral device connected to the computer.

23. The computer readable medium of claim 22, wherein the instructions stored on the computer readable medium that cause the computer to perform said storing comprise instructions for storing a web site address for a web site that supplies content which is thematically related to a physical appearance of the corresponding figure.

24. A method for accessing web site content, comprising:
   a. providing a plurality of figures having a unique physical appearance and structure;
   b. inserting one of the plurality of figures into a portion of a housing unit;
   c. structurally identifying which of the plurality of figures is inserted into the portion of the housing unit;
d. generating an electrical signal containing information that identifies which of the plurality of figures is inserted into the portion of the housing unit;

e. coupling the electrical signal to a computer that has internet access;

f. storing in the computer data associating a web site address with an identifier for each of the plurality of figures; and

g. receiving at the computer the electrical signal from the housing unit and accessing web site content from a web site address corresponding to a toy figure that is identified by the information in the electrical signal.

25. The method of claim 24, wherein said providing comprises providing a plurality of toy figures, and wherein said storing comprises storing data for a web site address containing content that is thematically related to the physical appearance of the corresponding toy figure.
SWITCH #3 (CODE-1) = OPEN
SWITCH #4 (CODE-2) = CLOSED
SWITCH #5 (CODE-3) = CLOSED
SWITCH #6 (CODE-4) = CLOSED
SWITCH #7 (CODE-5) = CLOSED
SWITCH #8 (CODE-6) = CLOSED

FIG. 10
FIG. 12

CONNECT LINK DEVICE TO PC  

IS THIS THE FIRST TIME LINK DEVICE IS CONNECTED TO PC?  

INSTALL CONTROL SOFTWARE  

YES  

CONTROLLER IN LINK DEVICE ACTIVATES LED TO BLINK AND SENDS STATUS MESSAGE TO PC  

CONTROL SOFTWARE IN PC RECEIVES AND PROCESSES STATUS MESSAGE; SENDS CONTROL MESSAGE TO LINK DEVICE THAT CAUSES LINK DEVICE TO PUT LED IN CONSTANT ON STATE  

CONTROLLER IN LINK DEVICE MONITORS STATUS OF SWITCHES, SETS VALUES OF BITS DEPENDING ON STATUS OF SWITCHES AND TRANSMITS STATUS MESSAGE TO PC  

CONTROL SOFTWARE IN PC RECEIVES AND PROCESSES STATUS MESSAGE  

REPEAT PERIODICALLY
FIG. 16

PARENTAL CONTROLS

YOUR PASSWORD

ON

OFF

710

700

HELP

PASSWORD HINT

******

THE PASSWORD HINT APPEARS WHEN YOU CLICK ON "FORGET YOUR PASSWORD" IN THE PASSWORD DIALOG BOX. ENTER A HINT THAT WILL HELP YOU REMEMBER YOUR PASSWORD.

SET A TIME LIMIT FOR YOUR CHILD

60 MIN.

SET TIMER

ALLOW YOUR CHILD TO PRINT

ON

OFF

720

730

DONE

SUBSTITUTE SHEET (RULE 26)
INTERNATIONAL SEARCH REPORT

A CLASSIFICATION OF SUBJECT MATTER
IPC(8) - G09G 5/00 (2008 04)
USPC - 345/156
According to International Patent Classification (IPC) or to both national classification and IPC

B FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
USPC - 345/156

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
USPC - 345/156,157,160,161,168,169,173,184, 434/307R.322 - see search terms below

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
PubWEST(USPT,PGPB,EPAB,JPAB), DialogPRO(Patents), Google Scholar
Search Terms toy, game, gaming console, playing, play thing, interactive play, peripheral device

C DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No</th>
</tr>
</thead>
</table>

Further documents are listed in the continuation of Box C

* Special categories of cited documents
  "A" document defining the general state of the art which is not considered to be of particular relevance
  "E" earlier application or patent but published on or after the international filing date
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  "O" document referring to an oral disclosure, use, exhibition or other means
  "P" document published prior to the international filing date but later than the priority date claimed
  "T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  "X" document of particular relevance, the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  "Y" document of particular relevance, the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
  "&" document member of the same patent family

Date of the actual completion of the international search
22 November 2008 (22 11 2008)

Date of mailing of the international search report
8 DEC 2008

Name and mailing address of the ISA/US
Mail Stop PCT, Attn ISARJS, Commissioner for Patents
P.O. Box 1450, Alexandria, Virginia 22313-1450
Facsimile No 571-273-3201

Authorized officer
Lee W Young
PCT H/W P.O. Box 272-4300
PCT OSP 571 272 7774

Form PCT/ISA/210 (second sheet) (Ap π 2007)