Title: A SYSTEM AND A METHOD FOR TRANSCRANIAL STIMULATION OF A HEAD REGION OF A SUBJECT

Abstract: The present disclosure provides a system for transcranial stimulation of a head region of a subject, wherein the system includes an electrode arrangement having a plurality of electrodes coupled to an electrode drive arrangement. The electrodes are operable to contact onto a scalp of the head region of the subject and the drive arrangement is operable to generate electrical signals for driving the plurality of electrodes to cause transcranial stimulation of the head region of the subject. The system further includes a monitoring arrangement for monitoring spatial positions of the plurality of electrodes relative to the head region of the subject, and for indicating positional errors of the electrodes for enabling re-positioning of the electrodes and/or a change in the electrical signals applied to the electrodes, for providing improved transcranial stimulation of the head region of the subject and/or mutual relative positions of the plurality of electrodes.
— before the expiration of the time limit for amending the claims and to be republished in the event of receipt of amendments (Rule 48.2(h))
A SYSTEM AND A METHOD FOR TRANSCRANIAL STIMULATION OF A
HEAD REGION OF A SUBJECT

[001] The present disclosure generally relates to transcranial direct current simulation, and more specifically relates to monitoring transcranial stimulation of a head region of a subject; the present disclosure is, for example, concerned with systems and methods for transcranial stimulation of head regions of subjects. Moreover, aspects of the disclosure are also directed to software products recorded on machine-readable data storage media, wherein such software products are executable upon computing hardware, to implement the aforesaid methods of the disclosure.

BACKGROUND

[002] Transcranial direct current simulation (tDCS) is a form of neurostimulation which includes, for example, delivering a constant and low current directly to a brain region of a person, namely a subject, through electrodes; such a low current is optionally in a range of 0.5 mA to 2 mA, but is optionally greater than 2 mA, or less than 0.5 mA in certain circumstances. tDCS is useful, for example, for treating patients with brain injuries, such as strokes, for treating depression, anxiety, tinnitus, chronic pain, and for enhancing language and mathematical abilities, addressing attention span problem, for enhancing problem solving abilities, for improving memory, and for enhancing a coordination of body movements.

[003] A known tDCS device includes an anode, a cathode and a battery powered device that is operable to deliver a constant current signal; optionally, the known tDCS device is also susceptible to being mains-powered from an electrical supply network. The anode is a positively charged electrode and the cathode is a negatively charged electrode. During treatment, one of these electrodes is placed over a head region of a person and another electrode is placed at another location, such as a neck region or shoulder region of the person. Once the electrodes are placed correctly, a stimulation procedure may be started. The battery- and/or mains-powered device includes one or more controls for setting the current signal as well as for adjusting a duration of the stimulation procedure. The constant current signal flows from the anode through a skull and brain of the person and thereafter to the cathode, creating an electrical circuit.
Spatial positions of the anode and the cathode on person's head is crucial, as different medical disorders require modulation of different brain regions, and consequently different spatial positions of the anode and cathode on person's head, and a slight variation in a relative spatial distance between the anode and cathode may significantly influence an effectiveness of such treatment. Conventionally, medical professionals, *i.e.* doctors, manually place the anode and cathode on the person's head in accordance with an internationally recognized '10-20 system', which is a system for describing locations which are appropriate when applying scalp electrodes in a context of an EEG test or experiment. This system is based on a relationship between a location of a given electrode and a corresponding underlying area of cerebral cortex. The "10-20 system" uses locations of cranial landmarks, such as nasion, inion, left and right tragus to determine electrode positions on the scalp. The "10" and "20" refer to the fact that actual distances between adjacent electrodes are either 10% or 20% of the total front-back, namely nasion to inion, or right-left, namely right tragus to left tragus, distance of the skull of the person.

However, the manual placement of electrodes by doctors is susceptible to positional errors, and even a small positional error may affect the overall effectiveness of the treatment. A correct placement of the electrodes is particularly important when the electrodes are used to deliver therapeutic stimulation in repeated stimulation sessions on, for example, consecutive days. In other words, an accurate reproduction of a stimulation site is therefore important. Therefore, there exists a need for a method and system that monitors positions of electrodes on a given head region, or forces the positions based on anatomical markers, that enables the positional errors of electrodes to be reduced, and facilitates repositioning the electrodes for an improved transcranial stimulation.

In a scientific publication "Transcranial direct current stimulation: State of the art 2008" (Nitsche et al, Brain Stimulation (200) 1, pp 206-223, Elsevier), positions for placement of electrodes for performing transcranial stimulation are provided, for example as shown in Fig. 1 of this publication. Various issues associated with transcranial direct current stimulation (tDCS) are described, including side effects resulting from electrochemical reactions occurring at positions where associated
electrodes are placed on a head region of a given person. Effects experienced by the
given person when subject to tDCS are described in the scientific publication, for
example in comparison to transcranial magnetic brain stimulation.

SUMMARY

[007] The present disclosure seeks to provide a system for transcranial stimulation of
a head region of a subject, and a method of implementing the same.

[008] In one aspect, embodiments of the present disclosure provide a system for
transcranial stimulation of a head region of a subject. The system includes an electrode
arrangement comprising a plurality of electrodes coupled to at least one electrode drive
arrangement. The plurality of electrodes are operable to contact onto a scalp of the head
region of the subject and the at least one drive arrangement is operable to generate
electrical signals for driving the plurality of electrodes to cause transcranial stimulation
of the head region of the subject. The system further includes a monitoring arrangement
for monitoring spatial positions of the plurality of electrodes relative to the head region
of the subject and/or mutual relative positions of the plurality of electrodes, and for
indicating positional errors of the one or more electrodes for enabling repositioning of
the plurality of electrodes and/or a change in the electrical signals applied to the
plurality of electrodes, for providing improved transcranial stimulation of the head
region of the subject.

[009] The electrode arrangement may include features which enable measuring of
spatial positions of the plurality of electrodes relative to the head region using a sensing
arrangement of the monitoring arrangement, wherein the sensing arrangement is
coupled to a computing hardware of the monitoring arrangement for computing the
positional errors of the one or more electrodes. According to an embodiment, the
computing hardware is operable to access at least one database, for retrieving
information for use in computing the positional errors.

[0010] The features optionally include one or more light sources which are individually
excitable for indicating the spatial positions of their respective electrodes relative to the
head region of the subject. The features are susceptible to being imaged using one or
more image sensors directed to image the features. The light sources of the features
may be implemented as one or more light emitting diodes (LED). Optionally, camera
detection of electrodes or cranial landmarks is facilitated by using one or more coloured
markers, one or more markers with specific patterns, or any other tool typically used to
facilitate computer vision systems. The features may also include figures with a
combination of colours. The features may also include both one or more light sources
and figures.

[0011] The sensing arrangement is optionally implemented, at least in part, using a
mobile wireless communication device equipped with at least one imaging sensor for
imaging the features for generating at least one image signal for the computing
hardware for use in computing the positional errors. The mobile wireless
communication device may be implemented using at least one of: a smart phone, a cell
phone, a mobile telephone, a wireless-enabled tablet computer, a wireless-enabled
phablet computer, a wearable wireless-enabled computer, and a wireless-enabled wrist-
wear computer. According to an embodiment, the computing hardware is implemented
at least in part remotely from the electrode arrangement, and coupled via a
communication network to the sensing arrangement and the drive arrangement.

[0012] Optionally, another implementation of the sensing arrangement is achieved
using a sensing instrument, for example a small sensing instrument such as a gyroscope,
a 3D accelerometer or a combination thereof, attached directly into the stimulating
electrode, wherein the sensing instrument is operable to feed positioning data to an
external computing device, for example a portable computer, tablet, mobile phone, and
so forth. By employing such an arrangement, electrode positions are susceptible to
being measured, as well as a corresponding head position needs, for enabling correct
positions of the electrodes when administering tDCS or similar.

[0013] By sensing the electrode positions with respect to the head, it is possible to use
various tools, for example to guide placement of the electrodes, to notify use about the
movement of the electrodes, abort a given stimulation when electrodes have moved,
and so forth.

[0014] According to an embodiment, the system is operable to adjust one or more drive
signals generated by the drive arrangement for the plurality of electrodes as a function
of the positional errors and/or to provide an indication of repositioning of the electrode
arrangement that is required to be performed on the subject to reduce the positional errors.

[0015] In another aspect, the present disclosure relates to a method of implementing transcranial stimulation of a head region of a subject, wherein the method includes:
(i) using an electrode arrangement comprising a plurality of electrodes coupled to at least one electrode drive arrangement, wherein the plurality of electrodes are operable to contact onto a scalp of the head region of the subject;
(ii) using the at least one drive arrangement to generate electrical signals for driving the plurality of electrodes to cause transcranial stimulation of the head region of the subject.

[0016] The method further includes using a monitoring arrangement for monitoring spatial positions of the plurality of electrodes relative to the head region of the subject and/or mutual relative positions of the plurality of electrodes, and for indicating positional errors of the one or more electrodes for enabling repositioning of the plurality of electrodes and/or a change in the electrical signals applied to the plurality of electrodes, for providing improved transcranial stimulation of the head region of the subject.

[0017] In another aspect, embodiments of the present disclosure provide an electrode arrangement for use in the method of implementing the transcranial stimulation of a head region of a subject.

[0018] In yet another aspect, embodiments of the present disclosure provide a software product stored on a non-transient machine-readable data storage media, such that the software product is executable upon computing hardware for implementing the method of implementing the transcranial stimulation of a head region of the subject.

[0019] Embodiments of the present disclosure provide a system and method for monitoring the spatial positions of electrodes relative to the head region and providing a feedback to the operator accordingly. Based on the feedback, the operator may reposition the electrodes for an improved transcranial stimulation. Alternatively, the system and method may modify/control electrical signals to be applied to the electrodes for the improved transcranial stimulation. The system and method employ a camera to
capture images of the electrodes and a monitoring arrangement to compute positional errors based on actual and desired positions of the electrodes; alternatively, or additionally, a 3D tracking instrument attached to the electrodes, or a mechanically-implemented arrangement relying on cranial landmarks can be used for ensuring correct positioning of electrodes.

[0020] Additional aspects, advantages, features and objects of the present disclosure would be made apparent from the drawings and the detailed description of the illustrative embodiments construed in conjunction with the appended claims that follow.

[0021] It will be appreciated that features of the invention are susceptible to being combined in various combinations without departing from the scope of the invention as defined by the appended claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0022] The summary above, as well as the following detailed description of illustrative embodiments, is better understood when read in conjunction with the appended drawings. For the purpose of illustrating the present disclosure, exemplary constructions of the disclosure are shown in the drawings. However, the invention is not limited to specific methods and instrumentalities disclosed herein. Moreover, those in the art will understand that the drawings are not to scale. Wherever possible, like elements have been indicated by identical numbers.

[0023] Fig. 1 is an illustration of a system for transcranial stimulation of a head region of a subject, that is suitable for practicing various implementations of the present disclosure;
[0024] Figs. 2A and 2B are an illustration of monitoring and improving transcranial stimulation of a head region of a subject, in accordance with the present disclosure;
[0025] Fig. 3 is an illustration of motion sensors attached to the electronic contacts of the system of Fig. 1, in accordance with the present disclosure;
[0026] Fig. 4 is an illustration of visible patterned markers on the electronic contacts of the system of Fig. 1, in accordance with the present disclosure; and
[0027] Fig. 5 is an illustration of steps of a method of implementing transcranial stimulation of a head region of a subject, in accordance with the present disclosure; and [0028] Fig. 6 is an illustration of visual markers in a headband used for transcranical stimulation.

DETAILED DESCRIPTION OF ILLUSTRATIVE EMBODIMENTS

[0029] The following detailed description illustrates embodiments of the disclosure and ways in which it can be implemented. Although the best mode of carrying out the invention has been disclosed, those in the art would recognize that other embodiments for carrying out or practicing the invention are also possible.

[0030] In overview, a system for transcranial stimulation of a head region of a subject is provided, wherein the system includes an electrode arrangement comprising a plurality of electrodes coupled to at least one electrode drive arrangement, wherein the plurality of electrodes are operable to contact onto skin of the head region of the subject, and wherein the at least one drive arrangement is operable to generate electrical signals for driving the plurality of electrodes to cause transcranial stimulation of the head region of the subject. The system includes a monitoring arrangement for monitoring spatial positions of the plurality of electrodes relative to the head region of the subject, and for indicating positional errors of the one or more electrodes for enabling repositioning of the plurality of electrodes and/or a change in the electrical signals applied to the plurality of electrodes, for providing improved transcranial stimulation of the head region of the subject.

[0031] Referring now to the drawings, particularly by their reference numbers, Fig.1 is an illustration of a system 100 that is suitable for practicing various implementations of the present disclosure. The system 100 includes a power controller 102 and electrical contacts 104 and 106, where the electrical contacts 104 and 106 are positioned on a head region 110 of a subject, for example a user, and connected to the power controller 102 through wires 108. The electrical contact 104 is a positive electrode, i.e., anode 104, and the electric contact 106 is a negative electrode, i.e. cathode 106. The power controller 102 includes an electrode drive arrangement that generates electric signals for driving the anode 104 and cathode 106 to cause transcranial stimulation of the head
region 110 of the subject. In an example, the power controller 102 includes a power source for providing a constant low current to the anode 104, which flows through the skull and brain to the cathode 106, thereby creating a circuit. By "low current" is included currents of 20 milliAmperes (mA) or less, for example usually in an order of microamperes (μA). Optionally, the low current is in a range of 0.1 mA to 4 mA.

[0032] The power controller 102 further includes a microcontroller (not shown) connected to the power source for enabling an operator and/or the user to set one or more parameters of transcranial stimulation of the head region 110. In an embodiment, the power controller 102 is operated locally by an operator. In another embodiment, the power controller 102 is operated remotely by a remote operator using an application executing on a remote server system 112, wherein the server system 112 includes a database 114 and is connected to the power controller 102 via a communication network 116. Examples of the communication network 116 include, but are not limited to: Internet, Local Area Network (LAN) and Wide Area Network (WAN). In yet another embodiment, the power controller 102 may be operated locally by an operator using their mobile wireless communication device 118. Examples of the mobile wireless communication device 118, include, but are not limited to, a smart phone, a cell phone, a mobile telephone, a wireless-enabled tablet computer, a wireless-enabled phablet computer, a wearable wireless-enabled computer, and a wireless-enabled wrist-worn computer.

[0033] Fig. 1 is merely an example, which should not unduly limit the scope of the claims herein. One of ordinary skill in the art would recognize many variations, alternatives, and modifications of embodiments herein.

[0034] Fig. 2A is an illustration of a sensing arrangement 202 for the transcranial stimulation of the head region 110, in accordance with the present disclosure. The sensing arrangement 202 includes at least one camera, hereinafter referred to as a camera 202, for capturing one or more images of the head region 110 when the anode 104 and cathode 106 are positioned on the head region 110; optionally, the sensing arrangement 202 includes a plurality of cameras for obtaining a 3-D representation of the head region 110, namely to capture a 3-D stereoscopic image of the head region 110. In an embodiment, both the anode 104 and cathode 106 include one or more light
sources which are individually excitable for indicating the spatial positions of their respective electrodes relative to the head region 110. In an example, the light sources are optionally implemented as one or more light emitting diodes (LED). Optionally, the light sources are temporally excited in a strobed manner, and the sensing arrangement 202 is operable to detect the light sources by detecting changes in imaged light intensity therefrom when demodulating the image light signals against a corresponding strobe signal, thereby removing influencing effects due to pseudo-constant ambient illumination which is incident upon the head region 110. Optionally, figures or shapes, namely graphical markers, devoid of light emitting diodes (LED) are additionally or alternatively employed for implementing the sensing arrangement 202. Optionally, the sensing arrangement 202 then employs optical pattern-recognition apparatus for detecting spatial locations of the figures or shapes.

[0035] The camera 202 is optionally either a standalone smart camera or integrated with the mobile wireless communication device 118. For example, when the mobile wireless communication device 118 is a laptop, the camera 202 is optionally a webcam and when the device 118 is a smart phone, the camera 202 is optionally a mobile camera.

[0036] In an embodiment, the camera 202 optionally provides the captured images to the mobile wireless communication device 118 for further analysis. In another embodiment, the mobile wireless communication device 118 optionally sends the received images to the server system 112 for further analysis. In yet another embodiment, the camera 202 optionally sends the images directly to the server system 112 for further analysis over the communication network 116.

[0037] The mobile wireless communication device 118 and/or the server system 112, optionally includes a monitoring arrangement for measuring the spatial positions of the anode 104 and cathode 106 based on the received images, comparing the measured spatial positions with the desired spatial positions, for example spatial positions corresponding to a given desired treatment, computing the positional errors of the anode 104 and cathode 106, if any, and indicating the positional errors to an operator of the system 100. In an embodiment, the monitoring arrangement optionally refers to the database 114 for computing the positional errors, wherein the database 114 optionally
includes desired spatial positions of the anode 104 and cathode 106 against one or more types of treatments being implemented. In another embodiment, the monitoring arrangement is optionally a software application executing on the server system 112 and/or the device 118, and providing a user interface on the device 118 for enabling the operator to select a treatment type and view the positional errors.

[0038] Fig. 2B is an illustration of improving the transcranial stimulation of the head region 110 of the subject, in accordance with the present disclosure. The monitoring arrangement displays a three-dimensional image 204 on a user interface 206 of the mobile wireless communication device 118, wherein the three-dimensional image 204 includes at least one indicator 208 to indicate to the operator whether or not one or more of the current spatial positions of the electrodes 104 and 106 on the head region 110 are correct. The indicator 208 points towards one or more correct positions if the one or more current positions are not correct, thus providing a feedback to the operator. The operator is optionally able to reposition the anode 104 and/or the cathode 106 based on the feedback, and after such repositioning, the camera 202 optionally again captures an image and sends it to the device 118 or server 112 for analysis. This process may be iterated until the at least one indicator 208 indicates that the one or more correct positions of the electrodes 104 and 106 have been achieved.

[0039] In an embodiment, the monitoring arrangement is optionally coupled to the power controller 102 for controlling current supply to the anode 104 and/or the cathode 106 based on their measured spatial positions relative to the head region 110, optionally also their mutually relative positions. In an example, the monitoring arrangement is operable to enable the power controller 102 to provide electrical signals to the electrodes 104 and 106 only when the positions of the electrodes 104 and 106 have been verified. In another embodiment, the monitoring arrangement is optionally operable to adjust one or more electrical signals generated by the power controller 102 as a function of the positional errors pertaining to placement of the electrodes, for providing improved transcranial stimulation of the head region 110. Optionally, there is employed a positioning system which receives as its measurement parameter patient feedback relating to treatment effectiveness; for example, "... an electrode position A yielded a better treatment outcome than an electrode position B, thus please move the electrode to the position A...". Optionally, the sensing arrangement is configured to capture
images of the head region 110 before anode 104 or cathode 106 are placed in the head region 110. This way a user interface 264 can indicate to the operator, where the anode 104 and cathode 106 should be placed.

[0040] In an exemplary embodiment, the anode 104 and the cathode 106 are optionally positioned on the head region 110 in a form of a head band or a cap, and the monitoring arrangement is then optionally used to position correctly the headband 600. Headband 600 is illustrated in Fig. 6. The headband 600 optionally includes a set of LED's 604 which are optionally illuminated temporally one by one to calibrate a spatial position of the headband on the head region 110. Moreover, the headband optionally has a predefined texture 602 such as figure/barcode/2d bar coder with an associated predefined size. The monitoring arrangement optionally uses at least one predefined texture 602 to determine a size and an orientation of the headband in comparison to a nose and/or an ear associated with the head region 110, and so forth. The texture may provide one or more measurements to determine whether or not the relative position of the headband 600 is in a right place, for example in comparison with an ear lobe or an ear canal of the head region 110.

[0041] Fig.3 is an illustration of motion sensors 302 and 304 attached to the electronic contacts 104 and 106 respectively, in accordance with the present disclosure. The motion sensors 302 and 304 are positioning devices that may be implemented using a gyroscope or a 3D accelerometer or a 3D tracking instrument, or a combination thereof; for example, the gyroscope or the 2D accelerometer are beneficially implemented as micromachined Silicon sensors and/or miniature optical fibre gyroscopes. The motion sensors 302 and 304 are attached directly to the electrodes 104 and 106, and are operable to feed positioning data to an external computing device 118, for example a portable computer, tablet, mobile phone, and so forth. By employing such an arrangement, electrode positions are susceptible to being measured, as well as a corresponding head position needs, for enabling correct positions of the electrodes when administering tDCS or similar.

[0042] Fig.4 is an illustration of visible patterned markers 402 and 404 on the electronic contacts 104 and 106 respectively, in accordance with the present disclosure. The markers 402 and 404 are implemented using one or more coloured markers, or one or
more markers with specific patterns, or figures or shapes, namely graphical markers. Optionally, the sensing arrangement 202 then employs optical pattern-recognition apparatus for detecting spatial locations of the visible patterned markers 402 and 404 for detecting spatial positions of the electrodes 104 and 106.

[0043] Fig. 5 is an illustration of steps of a method of implementing transcranial stimulation of the head region 110, in accordance with the present disclosure; it will be appreciated that such transcranial stimulation is not limited to methods of treatment of the animal or human body, but can be for other purposes also, for example for relieving stress, for relaxation, for comfort and so forth. The method is depicted as a collection of steps in a logical flow diagram, which represents a sequence of steps that can be implemented in hardware, software, or a combination thereof.

[0044] At a step 502, an electrode arrangement having a plurality of electrodes 104 and 106 coupled to an electrode drive arrangement is used for transcranial stimulation of the head region 110, wherein the electrodes 104 and 106 contact onto skin of the head region 110 of the subject.

[0045] At a step 504, the electrode drive arrangement is used to generate electrical signals for driving the electrodes 104 and 106 to cause transcranial stimulation of the head region 110 of the subject.

[0046] At a step 506, a monitoring arrangement is used that monitors spatial positions of the electrodes 104 and 106 relative to the head region 110 of the subject and indicates positional errors of the electrodes 104 and 106 for enabling their repositioning and/or a change in the electrical signals applied to the electrodes 104 and 106 for providing improved transcranial stimulation of the head region 110.

[0047] It should be noted here that the steps 502 to 506 are only illustrative and other alternatives can also be provided where one or more steps are added, one or more steps are removed, or one or more steps are provided in a different sequence without departing from the scope of the claims herein.

[0048] Fig. 5 is merely an example, which should not unduly limit the scope of the claims herein. One of ordinary skill in the art would recognize many variations, alternatives, and modifications of embodiments herein.
According to further embodiments, spatial position of electrodes 104 and 106 can be determined by combination of visual tracking, for example as shown in Fig 2A, Fig 2B and/or Fig. 4, and positioning devices, for example as shown in Fig. 3. As an example, visual tracking is optionally used to determine one or more reference points on a head as a location for the first electrode. The first electrode 104 is optionally one that is positioned in a forehead region when in use. The second electrode 106 is then positioned using an accelerometer / ultrasound, or other distance, velocity or acceleration measuring means, in respect to the first electrode 104.

Although embodiments of the present invention have been described comprehensively in the foregoing, in considerable detail to elucidate the possible aspects, those skilled in the art would recognize that other versions of the invention are also possible.
CLAIMS

We claim:

1. A system for transcranial stimulation of a head region of a subject, wherein the system includes an electrode arrangement comprising a plurality of electrodes coupled to at least one electrode drive arrangement, wherein the plurality of electrodes are operable to contact onto a scalp of the head region of the subject, wherein the at least one drive arrangement is operable to generate electrical signals for driving the plurality of electrodes to cause transcranial stimulation of the head region of the subject, characterized in that the system includes a monitoring arrangement for monitoring spatial positions of the plurality of electrodes relative to the head region of the subject and/or mutual relative positions of the plurality of electrodes, and for indicating positional errors of the one or more electrodes for enabling repositioning of the plurality of electrodes and/or a change in the electrical signals applied to the plurality of electrodes, for providing improved transcranial stimulation of the head region of the subject.

2. The system as claimed in claim 1, characterized in that the electrode arrangement includes features which enable spatial positions of the plurality of electrodes relative to the head region to be measured using a sensing arrangement of the monitoring arrangement, wherein the sensing arrangement is coupled to computing hardware of the monitoring arrangement for computing the positional errors of the one or more electrodes.

3. The system as claimed in claim 2, characterized in that the sensing arrangement is implemented, at least in part, using a mobile wireless communication device equipped with at least one imaging sensor for imaging the features for generating at least one image signal for the computing hardware for use in computing the positional errors.

4. The system as claimed in claim 2 or 3, characterized in that the computing hardware is implemented at least in part remotely from the electrode arrangement, and
coupled via a communication network to the sensing arrangement and the drive arrangement.

5. The system as claimed in claim 3, characterized in that the mobile wireless communication device is implemented using at least one of: a smart phone, a cell phone, a mobile telephone, a wireless-enabled tablet computer, a wireless-enabled phablet computer, a wearable wireless-enabled computer, a wireless-enabled wrist-worn computer.

6. The system as claimed in claim 2, 3, 4 or 5, characterized in that the features include at least one of:
   (i) one or more light sources which are individually excitable for indicating the spatial positions of their respective electrodes relative to the head region of the subject; and
   (ii) figures with a combination of colours.

7. The system as claimed in any one of the preceding claims, wherein the system is operable to adjust one or more drive signals generated by the drive arrangement for the plurality of electrodes as a function of the positional errors and/or to provide an indication of repositioning of the electrode arrangement that is required to be performed on the subject to reduce the positional errors.

8. The system as claimed in claim 2, characterized in that the computing hardware is operable to access at least one database, for retrieving information for use in computing the positional errors.

9. A method of implementing transcranial stimulation of a head region of a subject, wherein the method includes:
   (i) using an electrode arrangement comprising a plurality of electrodes coupled to at least one electrode drive arrangement, wherein the plurality of electrodes are operable to contact onto a scalp of the head region of the subject;
   (ii) using the at least one drive arrangement to generate electrical signals for driving the plurality of electrodes to cause transcranial stimulation of the head region of the subject,
characterized in that the method further includes:

(iii) using a monitoring arrangement for monitoring spatial positions of the plurality of electrodes relative to the head region of the subject and/or mutual relative positions of the plurality of electrodes, and for indicating positional errors of the one or more electrodes for enabling repositioning of the plurality of electrodes and/or a change in the electrical signals applied to the plurality of electrodes, for providing improved transcranial stimulation of the head region of the subject.

10. The method as claimed in claim 9, characterized in that the method further includes employing features of the electrode arrangement for enabling spatial positions of the plurality of electrodes relative to the head region to be measured using a sensing arrangement of the monitoring arrangement, wherein the sensing arrangement is coupled to computing hardware of the monitoring arrangement for computing the positional errors of the one or more electrodes.

11. The method as claimed in claim 10, characterized in that the method includes implementing the sensing arrangement, at least in part, using a mobile wireless communication device equipped with at least one imaging sensor for imaging the features for generating at least one image signal for the computing hardware for use in computing the positional errors.

12. The method as claimed in claim 10 or 11, characterized in that the method includes implementing the computing hardware at least in part remotely from the electrode arrangement, and coupled via a communication network to the sensing arrangement and the drive arrangement.

13. The method as claimed in claim 12, characterized in that the method includes implementing the mobile wireless communication device using at least one of: a smartphone, a cell phone, a mobile telephone, a wireless-enabled tablet computer, a wireless-enabled phablet computer, a wearable wireless-enabled computer, a wireless-enabled wrist-worn computer.
14. The method as claimed in claim 10, 11, 12 or 13, characterized in that the method includes arranging for the features to include one or more light sources which are individually excitable for indicating the spatial positions of their respective electrodes relative to the head region of the subject and/or mutual relative position of the plurality of electrodes.

15. The method as claimed in any one of claims 9 to 14, wherein the method includes adjusting one or more drive signals generated by the drive arrangement for the plurality of electrodes as a function of the positional errors and/or to provide an indication of repositioning of the electrode arrangement that is required to be performed on the subject to reduce the positional errors.

16. The method as claimed in claim 10, characterized in that the method includes operating the computing hardware to access at least one database, for retrieving information for use in computing the positional errors.

17. A software product stored on non-transient machine-readable data storage media, characterized in that the software product is executable upon computing hardware for implementing a method as claimed in at least one of claims 9 to 16.

18. An electrode arrangement for use in a method as claimed in claim 9, wherein the electrode arrangement includes a plurality of electrodes, characterized in that the electrode arrangement includes features for measuring in use a spatial position of the plurality of electrodes relative to a head region of a subject.

19. The electrode arrangement as claimed in claim 18, characterized in that electrode arrangement is suitable for coupling to a scalp region of a human being.

20. The electrode arrangement as claimed in claim 18, characterized in that the features are susceptible to being imaged using one or more image sensors directed to image the features.

21. The electrode arrangement as claimed in claim 20, characterized in that the features are implemented as at least one of: one or more individually-addressable light
sources, one or more figures with colour detail, one or more figures devoid of colour detail.

22. The electrode arrangement as claimed in claim 21, characterized in that the one or more individually-addressable light sources are implemented as one or more light emitting diodes (LED).
Use an electrode arrangement having a plurality of electrodes coupled to an electrode drive arrangement, wherein the electrodes contact onto skin of the head region of the subject.

Use the electrode drive arrangement to generate electrical signals for driving the electrodes to cause transcranial stimulation of the head region of the subject.

Use a monitoring arrangement for monitoring spatial positions of the electrodes relative to the head region of the subject, and for indicating positional errors of the electrodes for enabling repositioning of the electrodes and/or a change in the electrical signals applied to the electrodes, for providing improved transcranial stimulation of the head region of the subject.

STOP

FIG. 5
## INTERNATIONAL SEARCH REPORT

**International application No**

PCT/FI2015/05Q001

### A. CLASSIFICATION OF SUBJECT MATTER

<table>
<thead>
<tr>
<th>INV.</th>
<th>G06T7/00</th>
</tr>
</thead>
<tbody>
<tr>
<td>ADD.</td>
<td>A61N1/Q4</td>
</tr>
<tr>
<td></td>
<td>A61N1/36</td>
</tr>
</tbody>
</table>

According to International Patent Classification (IPC) or to both national classification and IPC

### B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

| A61N | A61B | G06T |

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

### Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-Internal, WPI Data

### C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>WO 2007/138598 A2 (TYLERTON INTERNAT INC [GB]) ; EINAV HAIM [IL] ; EINAV OMER [IL] ; KORENMAN 6 December 2007 (2007-12-06) figures 1, 4, 9 page 28, line 22 - page 35, line 33</td>
<td>1-8, 17-22</td>
</tr>
<tr>
<td>X</td>
<td>US 2009/099623 AI (BENTWICH JONATHAN [IL]) 16 April 2009 (2009-04-16) figures 6-6, 19 paragraph [0105] - paragraph [0189]</td>
<td>1, 2, 4, 8, 17, 18, 20</td>
</tr>
</tbody>
</table>

**X** Further documents are listed in the continuation of Box C.  
**X** See patent family annex.

* Special categories of cited documents:
  - "A" document defining the general state of the art which is not considered to be of particular relevance
  - "E" earlier application or patent but published on or after the international filing date
  - "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  - "O" document referring to an oral disclosure, use, exhibition or other means
  - "P" document published prior to the international filing date but later than the priority date claimed
  - "T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  - "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  - "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
  - "A" document member of the same patent family

<table>
<thead>
<tr>
<th>Date of the actual completion of the international search</th>
<th>Date of mailing of the international search report</th>
</tr>
</thead>
<tbody>
<tr>
<td>22 April 2015</td>
<td>06/05/2015</td>
</tr>
</tbody>
</table>

Name and mailing address of the ISA/  
European Patent Office, P.B. 5818 Patentlaan 2  
NL - 2280 HV Rijswijk  
Tel. (+31-70) 340-2040, Fax (+31-70) 340-3016  
Authorized officer  

LieBmann, Frank
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 2013/345774 AI (PAULUS WALTER [DE] ET AL) 26 December 2013 (2013-12-26) claims 1, 7, 12 figure 6 paragraph [0072] - paragraph [0074]</td>
<td>1, 2, 4, 8, 17, 18, 20</td>
</tr>
<tr>
<td>A</td>
<td>WO 2008/015667 A2 (CARDICELL LTD [IL] ; BERKNER LIOR [IL]) 7 February 2008 (2008-02-07) the whole document</td>
<td>3-6</td>
</tr>
<tr>
<td>A</td>
<td>WO 2012/059917 A1 (NEURONIX LTD [IL] ; KATZ AMIR [IL] ; BAR0R EYAL [IL]) 10 May 2012 (2012-05-10) the whole document</td>
<td>2-6, 18-22</td>
</tr>
</tbody>
</table>
INTERNATIONAL SEARCH REPORT

Box No. II  Observations where certain claims were found unsearchable (Continuation of item 2 of first sheet)

This international search report has not been established in respect of certain claims under Article 17(2)(a) for the following reasons:

1. ☒ Claims Nos.: 9-16 because they relate to subject matter not required to be searched by this Authority, namely:
   Rule 39.1(iv) PCT - Method for treatment of the human or animal body by therapy

2.  ☐ Claims Nos.: because they relate to parts of the international application that do not comply with the prescribed requirements to such an extent that no meaningful international search can be carried out, specifically:

3.  ☐ Claims Nos.: because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 64(a).

Box No. III  Observations where unity of invention is lacking (Continuation of item 3 of first sheet)

This international Searching Authority found multiple inventions in this international application, as follows:

1. ☐ As all required additional search fees were timely paid by the applicant, this international search report covers all searchable claims.

2. ☐ As all searchable claims could be searched without effort justifying an additional fees, this Authority did not invite payment of additional fees.

3. ☐ As only some of the required additional search fees were timely paid by the applicant, this international search report covers only those claims Nos.:

4. ☐ No required additional search fees were timely paid by the applicant. Consequently, this international search report is restricted to the invention first mentioned in the claims; it is covered by claims Nos.:  

Remark on Protest
- The additional search fees were accompanied by the applicant's protest and, where applicable, the payment of the protest fee.
- The additional search fees were accompanied by the applicant's protest but the applicable protest was not received within the time limit specified in the invitation.
- No protest accompanied the payment of additional search fees.

Form PCT/ISA/21 0 (continuation of first sheet (2)) (April 2005)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>WO 2013192582 A1</td>
<td>27-12-2013</td>
</tr>
<tr>
<td>WO 2007138598 A2</td>
<td>06-12-2007</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 2009099623 A1</td>
<td>16-04-2009</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 2013345774 A1</td>
<td>26-12-2013</td>
<td>CA 2823454 A1</td>
<td>05-07-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 102011120213 A1</td>
<td>28-06-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2658603 A1</td>
<td>06-11-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2014502900 A</td>
<td>06-02-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2013345774 A1</td>
<td>26-12-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2012089588 A1</td>
<td>05-07-2012</td>
</tr>
<tr>
<td>EP 2664356 A1</td>
<td>20-11-2013</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2010069735 A1</td>
<td>18-03-2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2008015667 A2</td>
<td>07-02-2008</td>
</tr>
<tr>
<td>WO 2013032710 A1</td>
<td>07-03-2013</td>
<td>CN 103857328 A</td>
<td>11-06-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2750592 A1</td>
<td>09-07-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2014527865 A</td>
<td>23-10-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2013060315 A1</td>
<td>07-03-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2013032710 A1</td>
<td>07-03-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2012059917 A1</td>
<td>10-05-2012</td>
</tr>
</tbody>
</table>

Form PCT/ISA/210 [family annex] (April 2005)