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This invention relates generally to hair curling 
devices, and more particularly to hair curling 
devices of the general type about which a curl 
is rolled and then withdrawn, a bob pin carried 

5 by the device being applied to the curl as the 
curling device is withdrawn. 
A primary object of the invention is to pro 

vide a curling device adapted to carry the bob 
pin in a position free of the curl while the curl 
is being wound, and also adapted to carry the 
pin in such a position that it will become ap 
plied to the curl by the simple operation of with 
drawing the curling device. A general object 
of the invention is to provide a device of extreme 

5 simplicity; and, as will later be seen, the posi 
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45 device while being used as a curler. Projecting 

25 

tion of the bob pin relative to the curl winding 
zone, and the manner in which the pin is carried 
in the device, are features of my device that en 
able it to be of the desired extreme simplicity. 
The various features and additional objects of 

the invention will become fully apparent from the 
following detailed description of a present pre 
ferred embodiment thereof, reference for this 
purpose being had to the accompanying draw 
ing, in which: 

Fig. 1 is a side elevation, partly in section, of a 
typical illustrative form of the invention; 

Fig. 2 is a front end view of the device of Fig. 1; 
Fig. 3 is a side elevation of a portion of the 

device of Fig. 1, showing the application of a 
bob pin thereto; 

Fig. 4 shows the device after a strand of hair 
has been introduced thereto; . 

Fig. 5 shows the device after a curl has been 
formed thereon; 

Fig. 6 shows the curl clamped by the bob pin 
after the curling device has been withdrawn; 
and 

Fig. 7 shows a modification. 
The drawing shows One typical hair curling 
evice which is illustrative of the invention, and 

as shown therein, the device, generally denoted 
by numeral fo, is formed at One end with a comb 
portion f, which serves as the handle of the 

from the back of comb portion f is a compara 
tively long Curling arm 2, and also, immediately 
below arm 2, a shorter clamp arm 3. The de 
vice as a whole is preferably formed of a molded 
hard rubber composition, or other somewhat re 
silient material. The slot 4 between arms 2 
and 3 is adapted to receive the strand of hair 
indicated at S. This slot is sufficiently narrow 
that arm 2 must be bent upwardly somewhat 

's in Order to insert the hair strand therein, see Fig. 

(C. 32-33) 
4, and the resiliency of the device is such that 
when the hair has thus been inserted in slot 4 
and arm 2 released, the hair will become clamped 
between arms 2 and 3. 
What may be described as the “winding length.' 

or "winding Zone' of the device (dimension at 
in Fig. 3) is determined by the length of arm 
3, as will be readily evident. Army 2 projects 
beyond the tip of arm 3 by a distance substan 
tially equal to or slightly greater than the length 
of the bob pin 20 to be used with the device. 
To provide for the support of the bob pin 20 

in the desired manner, the projecting or pin car 
rying portion of arm 2 is provided with a com 
paratively deep, concave bottom cavity or grOOve 
2, which is adapted to take one leg 20a of the 
pin. This groove 2 extends around the forward 
end of arm. 2, as indicated at 22, and thence 
rearwardly a short distance in the upper face of 
part 2, in the manner clearly illustrated in Fig. 
1. The angle a which groove portions 2 and 22 
make with one another is sufficiently great that 
the two legs of the bob pin will be spread some 
what as the pin is applied to the device and 
moved to the position shown in Fig. 3. The pin 
is thus held in an "open' position, its upper leg 
20tb extending at a substantial angle with ref 
erence to the upper surface 2a of curling arm 
2. 
In using the device, hair pin, of the "bob' pin 

type, may be first applied to the tip of arm 2, 
so that one leg will be held in bottom groove 2 
and the other leg will follow the end groove pore 
tion 22, and the pin is then pushed to the posi 
tion illustrated in Fig. 3. As is evident from Fig 
ure 2, the width of groove 2 is such that its side 
walls lie closely adjacent the edges of the leg 
20a of the applied pin so that the said leg is 
confined against swinging transversely of the 
arm. 2. Arm 2 is then bent upwardly. SOme 
what, so as to open slot 4, and the strand of 
hair S is then inserted therein (see Fig. 4). The 
pressure on arm 2 is then released, whereupon 
the hair becomes clamped between arm 2 and 
clamp arm 3. The device is then turned to 
form the curl C, as indicated in Fig. 5. When a 
sufficient roll of the air is wound up, the device 
is simply withdrawn from the curl, and by vir 
tue of this operation the curl is slid into the bob 
pin, both the curl and pin are slid off the device, 
and the bob pin 20 becomes clamped to the curl 
and holds the same in position when the curling 
device has been removed (see Fig. 6). The width. 
of slot 4 is such that, even though it has the 
necessary clamping action on the hair, neverthe 
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less the device may be easily removed from the 
curl by simply withdrawing it with one hand 
while supporting the curl with the other. It is 
also usually desirable to place the finger at the 
end of the bob pin and assist the latter to go 
fully onto the curl as the bob pin engages the curl 
and the curler begins to separate from the pin. 
Since the lower leg 2a of the bob pin is en 
tirely within bottom groove 2, the lower leg of 
the bob pin does not engage or come into con 
tact with the hair until the device is separated 
from the pin. For this reason, the lower leg 2 a. 
of the pin moves readily inside the curl without 
catching on or interfering therewith. The upper 
leg 2b of the pin, on the other hand, is sup 
ported in such a position that as the device is 
withdrawn from the curl, the end of the curl 
finally engages with that leg of the pin, the pin 
then being restrained by the curl and remaining 
to camp the curl, as in the manner illustrated 
in Fig. 8, as the curler is completely withdrawn. 

Fig. 7 shows a modification, in which the curl 
ing arm 3D and clamp arm do not necessarily 
have resident properties. The slot 2 between 
said arms is in this instance preferably substan 
tially parallel sided, and so spaced that the hair 
strand may be easily but comparatively snugly 
received therein. The formed curl may be re 
moved from the curler still more easily when the 
slot is thus made parallel sided. 

It is a feature of the device that the bob pin 
carrying portion of the device is outside the 
length or zone of the device on which the curl 
is formed, so that the pin may be carried on the 
device While the curl is being formed; or so that 
the pin may be inserted in the device after the 
curl is formed, without requiring any care to 
see that the pin does not catch in the hair. Once 
the crl is formed, a quick pull of the device is 
then all that is required to clamp the curl With 
the pin. It is of course possible, if such should 
be desired, to place the pin on the device after 
the curl has been formed, or before the curl has 
been formed but after the device has been 
clamped on the strand of hair. The operation 
is most simply and conveniently performed, how 
ever, by placing the pin on the device before the 

3,150,078 
device is applied to the hair, as it is much simpler 
to place the pin on the device at that time. And 
it is one of the important features of the device 
that a simple construction is provided which per 
mits the pin to be placed on the device before 
the device is applied to the hair, the pin being 
supported in such a position that it does not . 
interfere with the curl while it is being formed 

It will be evident that the device is excep 
tionally simple in form, as well as convenient 
and simple to operate. 
One illustrative form of the invention has now 

been described in detail and illustrated in the 
drawing; it will be understood, however, that 
various changes may be made without depart 
ing from the spirit and scope of the invention 
or of the appended claim, 
We can 
A hair curling device formed as an integral 

body of resilient molded material and comprising 
an elongated curling arm having a handle por 
tion at one end and a hair pin carrying portion 
at the other end, a hair clamping portion con 
sisting exclusively of a simple and substantially 
straight arm shorter than the curling arm ex 
tending from said handle portion along the por 
tion of said curling arm which is adjacent the 
handle portion, said hair pin carrying portion 
being provided with a longitudinally extending 
groove adapted to receive substantially the whole 
length of One leg of a hair pin, the side Walls of 
the groove being so spaced apart as to lie closely 
adjacent the edges of said leg whereby to pre 
vent swinging of the latter when the pin is 
applied to said carrying portion, said carrying 
portion being provided also with an end forma 
tion adapted to spread the two legs of the applied 
pin so that substantially the whole length of 
the other leg of the pin projects along said carry 
ing portion with its free end spaced outwardly 
of the latter and longitudinally spaced from the 
curl winding zone of said arm so as not to inter 
fere during the curling operation while yet 
adapted to catch the curl as the arm is slipped 
out of the curl. 
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