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portion A of the drum head is disposed between 
a ring B and the upper outer surface of the body 
portion and clamped by an annular ring C of Sub 
stantially S-shape in cross section, resting on that 
portion of the head disposed on the upper end of 
the body portion and held in secure position 
around the body portion by a plurality of cleatSD. 
Although direct contact of the tuning band 

with the drum head does not damage the Same, a 
saddle S formed of suitable material may be dis 
posed on the upper edge of the tuning band as 
illustrated in Fig. 7 of the drawings. 
With this invention fully described, it is mani 

fest that means are provided whereby uniform 
pressure throughout the drum head is obtained 
by manually operating a single knob, key or the 
like and, through the instrumentality of the co 
operating elements set forth, the tone of the 
drum can be regulated to meet the demands of 
the musician. 

Having thus described my invention, what I 
claim and desire to protect by Letters Patent is: 
A drum comprising, a body portion, a head cov 

ering the upper end of the body portion with its 
peripheral portion disposed against the outer Sur 
face of the body portion, an annular ring of rec 
tangular configuration in croSS Section disposed 
below the upper edge of the body portion of the 
drum and bearing against the peripheral portion 
of the head, an annular clamp of substantially 
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4. 
S-shape in cross section resting on the upper edge 
of said rectangular ring with its upper portion 
overlying the upper edge of the body portion of 
the drum and bearing on that portion of the head 
therebeneath, a plurality of cleats having grooves 
in their upper inner sides receiving portions of 
the S-shaped clamp and rectangular ring, means 
securing the cleats to the body portion of the 
drum at points below the aforesaid ring a tuning 
band disposed within the drum with its upper 
edge bearing against that portion of the head ad 
jacent the inner surface of the drum, means Se 
curing the tuning band to the inner Surface of 
the body portion of the drum for rotary and per 
pendicular movement therein, a gear engaging 
lack teeth on the tuning band, a shaft Secured 
to the gear and extending through the body por 
tion of the drum, and a knob on the outer end 
of the shaft. 
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