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My present invention relates to ornamental 
candle-sticks to be primarily used as Christmas 
tree ornaments, and more specifically includes a 
vertical candle-stick shaped member preferably 
made of glass and appropriately colored, Set into 
a plastic base simulating a candle and candle 
stick, together with Suitable means for Securing 
the composite structure to the branch of a Christ 
maStree. 

Heretofore in the construction and manufac 
ture of ornamental candles for Christmas trees, 
it has been customary either to provide candle 
holders into which separate Wax candles Were 
fitted, or else to abandon the idea of Candles as 
ornamental entirely and to utilize other forms of 
decoration. 
My novel composite candle and candle holder, 

together with simplified means for securing the 
entire unit to a Christmas tree branch, makes it 
possible to place on the Christmas tree a plu 
rality of absolutely safe ornaments. 
The members simulating the candles are them. 

selves preferably colored and ornamented in such 
a way as to be highly reflective of light so that 
any light source on or adjacent the Christmas 
tree will be reflected and refracted by the can 
dles themselves to increase the effectiveness of 
the light and to give the appearance of illumina 
tion to the candles themselves. 
Thus a primary object of my invention is the 

provision of a novel candle-like Ornament for a 
Christmas tree Which comprises the composite 
unit having a simplified base, a member simulat 
ing a candle supported thereon, and simplified 
means for securing the entire unit in appropriate 
erect position in the branches of Christmas trees. 
The foregoing and many other objects of my 

invention will become apparent in the following 
description and drawings in which 

Figure 1 is a side view of my novel ornamental 
candle-stick. 

Figure 2 is a bottom view of my novel orna 
mental candle-Stick. 

Figure 3 is a cross-sectional view taken on line 
3-3 of Figure 2 looking in the direction of the 
aOWS. 

Referring now to the figures, my novel orna 
mental candle-stick comprises a candle member 
O and a base fl. Base preferably is of molded 

plastic material although it may be made of 
wood, metal, cardboard, or any other suitable 
material. 
The base as shown by comparison of Figures 1, 

2 and 3 preferably is an inverted box-like struc 
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and side walls 4. Side walls 4 are provided 
with openings 5, 5 to engage the securing wire 
f6 hereinafter described. 
The base is provided with the top opening 

2 into which the lower portion 2 of the candle 
i0 fits. The lower end of the candle O may be 
secured in the opening 20 in any suitable man 
ner preferably by adhesive. 
The candle C preferably is a glass ampule-like 

structure having a form generally simulating that 
of a candle tapering to a tip 22 at the upper end 
and preferably having an open bottom. 23. In 
manufacturing the candle 0 for use in my novel 
device it is preferred that the interior of the 
candle be coated with a highly reflective silver 
paint and that the exterior of the candle be left 
either unpainted or covered with a very fine and 
thin coat of Colored paint. 
Where the exterior of the candle structure 

is unpainted, the light is refracted through the 
glass of the candle and reflected from the silver 
interior lining. Where the exterior is painted 
With a thin film of paint, then the underlying 
glass and silver paint lends brilliance and high 
quality of reflection and sheen to the exterior 
surface thus enhancing the brilliance of the re 
flection from the candle. 
The candle is secured to a branch of a Christ 

mas tree by passing wire 6 through opposite 
holes 5, 5 in the base and twisting wire 
around the branch of the tree as shown in Fig 
ure 3 to tighten the Wire around the branch. 
The candle-stick ornament can thus be held 
absolutely erect on the Christmas tree branch. 
While other types of securing means may readily 
be used, this I have found to be the simplest and 
most inexpensive in manufacture and also the simplestin use. 
The candle-stick may be fastened accurately to 

the branch and arranged in vertical formation 
and Will remain Vertical and not fall over as 
Soon as the Securement is complete. 

Alternative embodiments of the structure 
herein shown will now be obvious. Thus, secur 
ing wire f 6 may be molded into the base when 
it is formed or Spring clip securement means may 
be attached to or formed as part of the base , 
but the type of Securement means here shown 
makes possible the production of very inexpen 
sive ornaments which are nevertheless readily 
uSable even by the unskilled user. 
In the foregoing I have described my invention 

solely in connection with a preferred illustrative 
embodiment thereof. Since many modifications ture having an open bottom 2, top surface 3 55 and variations of my invention will now be obvi 
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3 
ous to those skilled in the art, I prefer to be 
bound not by the specific disclosure herein con 
tained, but only by the appended claim. 
I claim: 
An ornamental Christmas tree candle-stick 

comprising a substantially horizontal base, a 
candle simulant comprising a hollow glass mem 
ber Secured to the said base and substantially 
perpendicular to the principal plane of said base, 
pairs of opposed openings in said base for re 
ceiving securement means, and means including 
said pairs of opposed openings for securing said 
candle-stick in a vertical position to a branch of 
a Christmas tree, said means comprising a wire 

4. 
passed through a pair of Said openings and 
adapted to be twisted around a branch of said 
Christmas tree. LAWRENCE WISE. 
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