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a base 1, of any suitable insulating material, 
in which is seated a casting 2, consisting of 

a citizen of the United States, and a resident | two posts 3 4, joined at their lower ends, and 55 
of Philadelphia, in the county of Philadelphia | spaced a distance apart by an integral por 

To all, avho7nv it 7may co7uce772: | 

5 and State of Pennsylvania, have invented | of the casting. The two posts 34 extend 

| 

Be it known that I, JAMES F. MCLAUGHLIN, 

certain new and useful Improvements in Elec- || through the base 1 and albove the face of the 
trical Switches, of which the following is a i same, while the portion of the casting join 
specification. W A | ing the two posts is seated in a recess formed 6o 
This invention has reference to improve- i on the under side of the base, so that the bot 

1 o ments in electric switches; and its main ob- || tom of the casting is flush with the latter, 
ject is to switch a measuring-instrument into | and through this said portion of the casting 
or out of the circuit without. breaking oroth- || extend screws 5, which serve to secure it to 
erwise materially affecting the latter. the base i. 65 

It consists, essentially, of a switch-arm in- The post 3 is reduced in size at its upper 
I 5 cluded in the main circuit and two contact- || end, as shown at 6, to form a spindle or pivot 

-plates in the path of said arm, one being in- || for a switch-arm 7, which is held at a distance 
. cluded normally in tke main circuit and the | above the base 1 by the shoulder of the spin 
other in a circuit including the measuring- || dle, as shown, and it is prevented from being 7o 
instrument, the arrangement being such that || lifted from the post by a screw 8, entering a 

2o in one position of the switch the current from || nut formed in the said post, and between the 
the generator flows directly to the translat- || head of the screw and the upper face of the 
ing device and in the other position of the | switch-arm there is interposedaspring-washer 
switch to which it is turned without at any || 9, which serves to maintain at all times good 75 
time breaking the circuit th? measuring-in- || electrical contact between the switch-arm 

25 strument is included in the circuit with the | and its supporting-post. At the outer end 
translating device. - || the switch-arm is provided with a maniptº 
There are special advantages, due to some || lating-handle 10, of insulating material, an 

of the features entering into the construction | at the inner end it is slightly expanded, as 8o 
of the improved switch, which are applicable | shown at 11. In the path of the expanded 

3o to other switches, and these advantages will || end of the switch-arm there are two curved 
appear from the following detailed descrip- || contact plates or bloçks 12 13, with their ad 
tion, in which reference is had to the accom- || jacent ends at such distance apart - that. the 
panying drawings, forming part of this speci- || said expanded end 11 of the switch-arm on 85 
fication; but to the exact construction illus- i passing from one contact-plate to the other 

35 trated therein I am in no manner confined, || I will bridge the space between them, and 
since, as will be evident, such construction may | thereby establish good contact with one plate 
be variously modified without departing from | before leaving the other. 
thre spirit of my invention. The base 1 is recessed, as shown at 14, to 9o 

In the drawings, Figure l is a plan view of | receive the contact-plates, which are held 
4o the switch, with the source of electricity and | thereto by screws 15, passing loosely through 

translating and measuring devices and the || the base and projecting upward and entering 
circuit-connections shown diagrammatically. || nuts formed in the said contact-plates. The 
Fig. 2 is a similar view of the switch with the ! holes in the base 1 for the passage of the. 95 
switch-arm in a central position bridging the | screws 15 are countersunk, as shown at 16, 

45 two contact-plates. Fig. 3 is a vertical sec-| to receive the screw-heads and permit the 
tion on the line ac ac of Fig. 2. Fig.4 is a sec- || screws to have a limited longitudinal move 
tion taken on the curved line y y of Fig. 2. || ment, which is participated in by the contact- . 
Fig. 5 is a similar section of a modified form of || plates 12 and 13. Within each recess 14 in the Ioc 
the device shown in Fig. 4, and Fig. 6 is a | form most clearly shown in Figs. 2 and 4 

5o plan of a detail of the apparatus shown in || there is a curved spring-plate 17, provided 
Fig. 4. with a central perforation 18 for the passage 
Referring to the drawings, there is shown il of the screw 15, and end slots 19 for the pas 
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25 

base 1. 
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sage of guide-pins 20, depending from the 
contact-block and entering holes 21 in the 

The spring-plates 17, it will be ob 
served, are curved in one plane to conform 
to the shape of the contact-plates and re 
cesses 14, and are also curved in another 
plane, so that the ends support the said con 
tact-plates at a distance above the bottoms of 
the recesses 14 limited by the screws 15. At 
their highest point the contact-plates have 
their upper or contact faces slightly above 
the lower or contact face of the switch-lever, 
and when the latter is moved over the said 
contact-plates the supporting spring-plates 
17 yield sufficiently to permit such operation, 
thus insuring at all times good electrical con 
tact between the switch-arm and plates and 
providing a means which compensates for 
wear between the contact-surfaces. The two 
adjacent ends of the contact-plates may be 
beveled at their upper edges or corners, as 
shown at 22, so that the switch-arm may ride 
easily onto the surfaces of the said contact plates. 
A slightly-modified form of mounting for 

the contact-plates is shown in Fig. 5, in which 
the spring-plate 17 is replaced by helical 

35 
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springs 23, surrounding the guide-pins 20 and 
interposed between each of the said contact 
plates and the bottom of the respective re 
cess 14. 
The switch constructed as described is in 

cluded in a main circuit, also including a bat 
tery 24 or other suitable source of electricity 
and a translating device 25, which in the 
present instance is diagrammatically repre 
sented as an electri? motor. The terminal of 
a conductor 26, coming from the battery 24 
and forming a part of the main circuit, is 
nnnected to the contact-plate 12 by means of 
*binding-screw 27, or otherwise, and another 
nductor 28, also forming part of the main 

circuit and connected to the motor, is secured 
to the post 4 by means of a binding-screw 29. 
The contact-plate 12 is connected to a meas 
uring - instrument 30 by a conductor 31, se 
cured to the said contact-plate by the screw 
27, and the contact-plate 13 is also connected 
to the measuring - instrument 30 by a con 
ductor 3:2. WWIlhem the Switch - arm is on the 
contact-plate 12, the current will pass by the 

conductor 26 from one pole of the battery 
through the contact-plate 12, the switch-arm, 
the casting 2, and the conductor 28 to the 
motor 25,-from whence it will return to the 
other pole of the battery. 
When it is desirable to introduce the meas 

uring-instrument into the circuit, the switch 
is movedonto the other contact-plate 13, when 
the current will pass from the battery by the 
conductors 26 and 31 to the measuring-instru 
ment 30, thence by the conductor 32, contact 
plate 13, the switch-arm, casting 2, and con 
ductor 28 to the motor, from whence it returns to the battery. 

It will be observed that the measuring-in 
strument may be switched into or out of the 
circuit without at any time breaking the cir 
cuit from the battery to the motor, for, as 
has been before explained, the switch-arm 
makes contact with one contact-plate before it 
leaves the other. 
Having now fully described my invention, 

I claim and desire to secure by Letters Pat 
ent 

1. In an electric switch, the combination, 
with two contact- plates and a switch - arm 
adapted for making contact with either or 
both of the contact-plates, of a charged elec 
tric circuit with a translating device therein, 
terminating in one of the contact-plates and 
in the switgh-arm, respectively, and an elec 
tric measuring device, thre terminals of which 
are connected with the two contact-plates, re 
spectively, substantially as described. 

2. In an electric switch, the combination, 
with a suitable base anda pivoted switch-arm, 
of curved contact-plates in the path of said 
arm, and springs interposed between the base 
and contact-plates, said springs being curved 
in one plane to conform to the shape of the 
contact-plates and bent up at the ends to sup 
port the ends of said plates, and being itself 
supported in the middle, substantially as de 
scribed. 

In testimony whereof I have signed my 
name to this specification in the presence of 
two subscribing witnesses. 

JAMES F. MCLAUGHLIN. 
WitneSSeS: 

HERBERT P. FKER, 
EDWIN F. GLENN. 
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